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The present invention relates to a process for the co-production of esters by 

. -reacting a mixture of alcohols with a carboxylic acid in the presence of a catalyst. 

It is well known to produce esters such as ethyl acetate or n-butyl acetate 

by reaction of ethanol or n-butanol respectively with acetic acid in the presence of 

· 5<' ·an acidic catalyst. However, in the co-production of esters the formation ofn­

J:>utyl acetate from n-butanol and acetic acid, difficulty is experienced in driving the 
.:·>. 

. reaction to completion thereby resulting in an n-butyl acetate product which is 

contaminated with n-butanol. It is also known to co-produce these esters in a 

single reactor by operating the reactor sequentially, ie by first producing one ester 

1 o -by reaction of the acid with the first alcohol and then in a swing operation changing 

over to the second alcohol to produce the second ester. In all of these reactions 

:: . . · .involving the use of a mixture of alcohols for esterification, it is important to use 

relatively pure reactants for r~action with acetic acid. This is particularly important 

·· ., ·. · · if the esters are co-produced in a pr.oc~ss for the simultaneous rather than the 

''.\5· ·. sequential production of both the esters. The use ofreactants of high purity may 

not be economic commercially for it would significantly add to the cost of 

producing the esters. It has hitherto been relatively difficult to co-produce 

simultaneously a mixture of these esters from a relatively impure set of reactants. 

,This is due to the following reasons. For instance, if the e*anol reactant is 

contaminated with impurities comprising carbonyl compoupds such as eg 

crotonaldehyde, methyl ethyl ketone and the like, it is very difficult to separate the 

eventual ester product from the impurities. For instance, crotona1dehyde - whilst 

having a boiling point distinctly different from ethyl acetate - not only has an 

inordinately large impact on the odour of the ester product, even if present only in 

very small amounts, but also causes excessive fouling of the reaction column 
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thereby resulting in a high boil-out frequency. On the.other hand, methyl ethyl 

ketone has a boiling point which is very similar to that of ethyl acetate and 

separation of the two by eg distil1ation is impractical. Similarly, if the n-butanol 

reactant is contaminated by butyraldehyde - and this is usually the case if n-butanol 

5 is produced by the so called "oxo" process - the boiling point 9fbutyraldehyde is 

very similar to ethyl acetate and hence cannot be readily separated. 

It has now been found that such esters can be co-produced simultaneously 

from relatively impure feedstock by using a sequence of columns which enable the 

recovery of relatively pure esters from such a process. 

1 O Accordingly. the present invention is a process for the simultaneous co-
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production of ethyl acetate and n-butyl acetate, in a reaction of a mixture of 

·ethanol and n-butanol with acetic acid in the liquid phase in the presence of an 

acidfo catalyst characterised in that: 

i. 

ii. 

the reactants comprising ethanol, n-butanol and acetic acid is fed to the 

base of a reaction Column A which contains the ·acidic esterification 

catalyst and is maintained at elevated temperature to form a product 

comprising ethyl acetate and n-butyl ac_etate which rises up the Column A, 
the overheads from Column A comprising the mixture of ethyl acetate and 

n-butyl acetate are fed, optionally after a decantation step, to about the 

upper half of a distillation Column C operated under elevated temperature 

whereby: 

a. a light ends traction is separated from the reaction products and 

recovered as overheads therefrom. 

b. a stream comprising predominantly ethyl acetate and n-butyl acetate 

is withdrawn from the base thereof and fed to the upper half of a 

purification Column E, · 

c. a side-stream comprising the reactant alcohols, water and some of 

the esters is withdrawn from the upper half of Column C fed to a 

decanter wherefrom, EtOH is washed out of the stream, following 

decantation, the oil phase is returned to the Column C feed and the 

water phase fed, to Column D, 

m. the stream comprising a mixture of ethyl· acetate and n-butyl acetate is 

fractionated in Column E so as to recover: 

a. substantially pure ethyl acetate overhead, 

b. substantially pure n-butyl acetate from the base of Column E and 
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iv. 

c. a liquid waste stream at a point intennediate between the 

withdrawal points for (iii) (a) and (iii) (b) above· and comprising the 

unwanted 

impurities including the unwanted carbonyl compounds which 

stream is discharged, and 

the side-stream comprising a mixture of the esters and alcohols fed to 
Column D is fractionated so as to remove a mixture comprising 

predominantly ethanol and n-butanol along with small amounts of water, 

ethyl acetate and n-buty1 acetate overhead, and water from the base of 

Column D. 

In the following description. it is to be noted the reference to actual trays 

and theoretical trays in various columns, especially the A and E columns, is based 
on the calculation that the tray efficiency is 50%. However, it will be well known 
to those skilled in the art that tray efficiencies can be controlled or varied 

1 5 depending upon the other conditions prevalent or used iri such columns and hence 
alternative numbers of actual trays and theoretical trays can be readily calculated 

and employed to achieve the same or similar results withput detracting from the 

invention. 

The esterification reaction in the process of the present invention occurs in 
20 the base of Column A which acts as a-combination ofa reaction vessel and a kettle 

(boiler), the kettle.being located in the base of the column. It is preferred to 

recycle any residue from the base of this column back to the reaction vessel, 

especially if Column A is not an integrated reaction vessel and kettle. The amount 

of the acetic acid present in the kettle has to be controllecl in order to minimise the 

25 passage of the acid overhead along with the reaction prod:ucts thereby avoiding 

contamination of then-butyl acetate product with the reactant acid. This has to be 
balanced by the need to control the rate of the reaction, ie the higher the acidity in 
the kettle, the faster the rate of reaction. The amount of.acetic acid in the base of 

Column A is suitably in the range from 30 to 75% of the total kettle contents. The 

30 actual amount of acetic acid will depend on the ratio of ethyl acetate : butyl acetate 

to be produced and therefore the respective weight of the. reactant alcohols added 

Jo the feed. Thus, in order to produce a product comprisjng a mixture of ethyl 

acetate (70 % ) and n-butyl acetate (3 0% ), it is believed 1Pat the acidity in the kettle 

based on the acetic acid reactant and the acid catalyst is suitably about 53% by 
35 weight. Due to the presence ofbutyraldehyde and n-butanol in the reaction 
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mixture, in addition to n-butyl acetate, ethanol and e.thyl acetate in Column A, this 

Column has a temperature profile which enables these unwanted impurities to be 

separated, recovered and recycled as appropriate. For iriStance, depending upon 

the temperature profile of this Column A, this Column may either be provided with 

5 a side-draw (to remove impurities and waste) or such a side-draw may be omitted 

and the impurities removed from Column E along w~th the liquid waste stream 

removed therefrom. Column A is suitably operated at a temperature profile 

ranging from 105°C at the base of the Column to 80°C at the top of the Column at 

atmospheric pressure. Column A may be a packed or unpacked column. Column A 

1 O suitably has 25 to 70 actual (12-35 theoretical) plates at 2 barg pressure, preferably 

from 45 to 60 actual (24-30 theoretical) plates and is suitably operated at a reflux 

ratio in the range of 0.5: 1to4: 1, eg 0.5:1. Within this range, however, if 

internal condensation is taken into account, the reflux ratios may be effectively 

1.5:1. 

15 The overheads from Column A are suitably fed through a decanter SI to 

carry out a preliminary separation of an aqueous phase comprising predominantly 

water, the reactant alcohols and small amount of the product esters, from an oily 

phase which comprises predominantly the product esters with relatively small 

amounts of water and the reactant alcohols and other impurities. The aqueous 

20 phase from the decanter is suitably fed directly to Column D either separately or 

admixed with the water used to wash the sid~stream from Column C. In some 

cases the water may also be returned back to the column as an aqueous reflux 

particularly if high butyl acetate:ethyl acetate (greater than 30:70) ratios are being 

manufactured. The oily phase recovered from S 1 is fed to Column C but a portion 

25 of this oily phase may be recycled to the upper half of Column A. 

Column C is a purification column and is suitably operated at a temperature 

profile ranging from l l 5°C at the base of the Column to 85°C at the top of the 

Column at 2 barg pressure. Column C may be a packed column and is packed with 

Mellapack® packing (supplied by Sulzer). Column C suitably has 20 to 60 

30 theoretical plates, preferably from 35 to 45 theoretical plates and is suitably 

operated under total reflux at 2 barg pressure with a sm~n purge taken off · 

overhead to maintain the temperature at the top of the Column constant. The 

amount taken off would depend upon the nature of the impurities present in the 

purge. As with the overheads from Column A, the side-stream from Column C can 

35 be mixed with water and fed to a decanter S2 to separate an aqueous phase which 
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is similar in composition to the aqueous phase recovered :fr<?m the decanter S 1 

associated with Column A and comprises water, the reactant alcohols, small 

amounts of the product esters and trace impurities. The oify phase from the 

decanter S2 associated with Column C also comprises mh~ture of the product 

5 esters, some of the reactant alcohols and a small amount of water. This oily phase 

can be recycled to Column C either separately -or admixed with the oily phase from 

decanter S 1. 

Decanters SI ~d S2 are suitably operated at or below the temperature at 

which the relevant streams are fed to said clecanters. -· 

1 O Column E is suitably a distillation column and suitably contains 20 to 60 

theoretical plates, preferably from 23 to 40 theoretical plat~s. typically 28 plates 

(which corresponds to about 55 actual trays at a tray efficiency of about 0.5 per 

theoretical plate). Col_umn Eis fed from the product reco~ered from the base of 

Column C and comprises predominantly ethyl acetate (60-70%) and n-butyl acetate 

15 ( 40-30%), but also contains small amounts of other impurities. These range from 

ethanol (10 ppm), n-butanol (about 5000-6000 ppm) aldel:iydes and ketones (600-

1000 ppm), other esters (1500-2000 ppm). The feed to Co.lumn Eis suitably pre­

heated to a temperature of about 60-80°C, eg 70°C and is fed to about tray 15 

(theoretical plate 8) if it has 55 trays (28 theoretical plates). A waste stream 

20 comprising crotonaldehyde, unreacted n-butanol. ethyl propionate, butyl fonnate, 

isomers of methyl pentanone and small amounts of methyl ethyl ketone and 

butyraldehyde is withdrawn from a side take-off point suitably located in the 

vapour space above tray 35 (theoretical plate] 8) of a 55 tray (28 theoretical 

plates) column. Column Eis suitably operated at a reflux' ratio in the range from 1 

25 : 1to4: I, eg 2:1. Within this range, however, if internal condensation is_ taken 

into account, the reflux ratio may be effectively 3: I. The temperature profile of this 

Column E at atmospheric pressure typically ranges from: 

30 

Plates 1-15 = 77-100°C. 

Plates 15-24 = 8f-125°C 

Plates 24-33 = 125-130°C 
. ·.·· 

The ethyl acetate and butyl acetate recovered froil1:Column E are of a very 

high quality in spite of containing some tra:ce impurities. for instance, ethyl acetate 

may contain trace amounts of methyl ethyl ketone and bufrraldehyde due to the 

very close proximity of the boiling points of these compo#nds. n-Butyl acetate has 

35 a purity greater than 99.5% which is fuliy acceptable for most commercial purposes 
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but may contain trace amounts of n-butano1, methyl pentanones. isomers of n-butyl 

acetate and some dibutyl ether. 

Column D is a simple distillation col~nm where the overheads comprising 

mainly of the reactant alcohols, water and product esterai;~tropes. These are 

5 recycled as feed to Column A and base products comprisi.rig water and small 

amounts of organics may either be recycled to the decanter S2 associated with 

Column C or can be discharged as effluent. 

The process of the present invention may be further refined by use of resin 

guard beds to remove last traces of any aldehydes such as eg crotonaldehyde or 

1 o bufyraldehyde in the desired ester products. Butyraldehyde, for instance, is an 

impurity always associated with n,.;butanol and can be removed either before n­

butanol is used as the reactant or can be removed from the ester products. The 

resin for this purpose is suitably macro-reticular resin and is preferably a salt such 

as eg a halide of a trimethyl ammonium substituent on one. of the aromatic groups 

15 of a styrene-divinylbenzene polymer backbone or it is an acrylate resin. The resins 

are suitably used in the fonn of highly porous beads which have a high surface 

area. Prior to use, it is pr_eferable to wash the resin with a_n acid such as 

hydrochloric acid at moderately elevated temperature suc:h as eg 50°C so as to . 

form a salt with any free amines present which can then be readily washed away 

20 from the system. Thereafter, the acid washed resin is suit~bly treated with a 

solution comprising bisulphite using eg a I molar sodium bisulphite solution. This 

solution is suitably eluted through a bed of the chosen acid-washed resin at a flow 

rate typically of about 2 bed volumes (hereafter BV) per hoµr. Approximately 100 

ml of bisulphite solution may have to be used for each 10 ml of resin volume at 

25 room temperature. During this step the chloride ions are. ~xchanged for bisulphite 

ions. Once the resin is charged with the desired ions, it is,washed several times 

with de-aerated water until the w~ter conductivity of the ~luate emerging from the 

resin is at a minimum (typically better than 100 microsiemens). This final 

conductivity is dependent on how well the wash water has' been degassed since 

30 bisulphite reacts with oxygen to form sulphites and sulphates. The latter ions are 

divalent and take up two sites on the resin thus causing a bisulphite ion to be lost 

from the resin and thereby diminishing the effectiveness ofthe resin. The water­

washed resin is then conditioned with a solvent such as ~g ethanol to ensure that 

the carbonyl impurities, the n-butanol and the esters in theproduct have optimum 

35 access to the bisulphite sites on the resin. This conditioning process removes the 
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water from the resin but may cause some shrinkage oftl'le resin and discolouration 

of the eluate. The resin so conditioned may be further conditioned by passing the 

solvent to be treated _through the bed and this may result in further shrinkage of the 

resin. The displaced conditioning solvent such as eg ethanol along with any other 

5 solvents in the reaction product can be recycled back to be re-processed. · These 

pretreatment steps are required because carbonyl compounds tend to undergo an 

addition reaction with bisulphite thereby retaini~g the bisµlphite-carbonyl addition 

complex on the resin to which it becomes attached. 

In order for the resin to work efficiently, especially when removing 

1 o butyraldehyde from n-butanol, the butyraldehyde present in the solvent, eg n­

butanol or ethyl acetate. requires certain amount of time to access the bisulphite 

sites located in the pores of the resin. This may determine the minimum residence 

time which in tum is dependent upon the viscosity of the conditioning solvent and 

the amount of shrinkage of the resin obseived. With n-butanol it has been 

15 obse1Ved that very high residence times are required unless water is added which 

probably acts to reduce the shrinkage of the resin and the viscosity of the 

conditioning solvent. For a commercially viable process it is possible to visualise 

the addition of up to I 0% by weight water to the n-butanol so as to improve the 

efficiency of the resin and thus reduce the residence time required to eg 40 to 60 

20 minutes (1.0-1.5 BV/hour). Under these conditions :from 90-95% of the 

butyraldehyde can be removed. 

In the presence of an acid catalyst, an alcohol can react with an aldehyde to 

form acetals. Solutions of sodium bisulphite in water are slightly acidic. It is 

therefore possible that this reaction may also occur on the surface of the resin 

25 giving rise to the formation of 1,1-dibutoxy butane (an acetal) if the impurities 

being treated are butyraldehyde and n-butanol. This reaction should be avoided 

because it is reversible under the esterification reaction conditions and may release 

free butyraldehyde thereby adversely affecting the efficiency of the resin bed. It has 

been found that the formation of the acetal can be monitored in the eluate from the 

30 resin bed and the acetal is only eluted once the resin bed became full. Since acetal 

formation requires the presence of a proton. this may have been due to the 

formation of sulphite from the bisulphite in situ in the resl.n bed. This can occur 

due to the ingress of oxygen into the ~ystem at some stage or due to the 

abstraction of a proton from the bisulphite. It is therefore important to exercise 

35 care to ensure that all water and solvents used during the treatment of the resin and 
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the subsequent purification of the ester products or the alcohols are de-aerated. 

Similarly, butyraldehyde can be removed from ethyl· acetate by passing the 

contaminated ethyl acetate through the treated resin. This method allows the 

amount ofbutyraldehyde from levels of 70 ppm to below limits of detection. 

As an alternative to the process of forming a bi sulphite-aldehyde complex 

described above. it would be possible to dose one or more of the feedstock such as 

eg ethanol or n-butanol with bisulphite and pass the dosed i;olution through an ion-
. . 

exchange resin before it is fed to Column A. This method would mitigate the 

problems of progressive deactivation of the resin bed described above. 

1 o It is possible to ·regenerate the bisulphite treated resjn bed after use. It has 

been found that the aldehyde-bisulphite addition complex is dependent upon pH 

and temperature. Therefore. it is possible to regenerate the used bed containing 

the complex by subjecting said bed to higher pH's and temperatures in order to 

promote the breakdown of the complex. The pH can be controlled by using weak 

15 bases such as sodium bicarbonate solution (pH 10-11) or by using organic amines 

such as eg triethylamine which can also be used as an aqueous solution. The 

choice of amine would be determined by its ability to be separated from the 

butyraldehyde and recovered for the purposes of re-use. This may be done by 

refluxing the mixture of the aldehyde and the amine in a suitable solvent which 

2 o would enable butyraldehyde to undergo an aldo~ type condensation and thus form a 

higher molecular weight product. This will facilitate the separation of the amine 

therefrom and the separation would be improved further if the amine is relat.ively 

volatile so that it can be recovered overhead from a batch still where the recovery 

is processed. In the alternative. if an amine such as triethanolamine is used. this 

25 would enable butyraldehyde to be removed overhead from the batch still leaving 

behind an aqueous solution oftriethanol amine from whi6h·the amine can be 

recovered and re-used later. The butyraldehye can be sent to the plant flare 

system. 
As a further alternative to the process offorming;~bisulphite-aldehyde 

. ·;:: 

30 compJex described above, it would be possible to dose o'~e or more of the 

feedstock such as eg ethanol or n-butanol with a solutioti_ riomprising a metal 

borohydride such as eg sodium borohydride and.pass the dosed solution through an 

ion-exchange resin before it is fed to Column A. In this th#thod, it may be 

necessary to dilute the alcohol such as eg butanol to a 9d% w/w solution and then 

35 to this solution is added a solution of sodium ·borohydride in the presence of 
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sodium hydroxide (eg 12% w/w sodium borohydride solution in 14 M NaOH) 

whereupon any aldehyde present is converted to the corresponding alcohol, eg 

butyraldehyde to butanol. The rate of addition of the borohydride solution to the 

aqueous alcoholic solution is eg about 0.14g per kg of the aqueous alcoholic 

5 solution which corresponds to the amount of borohydride required to convert 

about 70 ppm of butyraldehyde. It is believed that 1 mole of sodium borohydride 

is capable of reducing 2.4 moles ofbutyraldehyde. The resultant mixture 

predominating in an alcohol/'~ater mixture is allowed to react for a period of 

between 30 and 60 minutes and passed through one or more beds ofa resin 

1 O representing a combination of anionic and cationic resins such as eg UP252 (cation 

resin in the hydrogen form) and UP900 (anion resin the hydroxide form) which are 

both based on a styrene divinyl benzene copolymer matrix (ultra-pure resins, both 

ex Rohm & Haas) to remove the borate and sodium ions from the mixture. The 

resin beds avoid the build-up of undesirable inorganic materials in the reactor. 

15 This method is particularly important for removal of butyraldehyde from butanol 

and hence the n-butanol feed to the reactor is suitably fed through these resin beds 

before entering the reaction Column A. 

At high levels of sodium borohydride addition (such as when butyraldehyde 

levels are close to 70 ppm) some of the salts eg sodium borates and sodium 

20 hydroxide fall out of solution as the solubility in l Owt% water in butanol is 

exceeded. For this reason it is necessary to protect the resin beds by introducing a 

filter into the system ahead of the resin beds. In this way fouling of the resin beds 

can be prevented. Both the borohydride reaction and the ion exchange process 

within the resin bed can be operated at a varie~y _of temperatures but higher 

25 temperatures are favoured but may be more costly for the process overall .. 

Temperatures of30°C where found to give acceptable performance. 

If resins other than the ultrapure UP252. and UP900 resins are used then 

some preconditioning of the resin may be required in order to remove polymer 

fragments remaining from the resin manufacturing process which would otherwise 

30 unnecessarily pass into the reaction column. The preconditioning involves washing 

the resin with water and then with the butanoVwater mixture to be used as solvent. 

In addition, if resins other than the ultrapure UP252 and UP900 resins are used 

then some further preconditioning of the resin may be required depending upon the 

form in which the resins are supplied. For e~ample, if the .cation resin is supplied in 

35 the sodium form then this needs to be converted to the hydrogen form prior to use. 
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Similarly if the anion resi.n is supplied in the chloride form then this needs to be ... · .. ; . . . 

converted to the hydroxideform. This preconditioning process is similar to the 

regeneration process described below and is performed tWioe before using the 

resm. 

The used resin~ c~~ be regenerated for re-us~,a.S.fo~lows: The resin bed for 

anion exchange is regenerated by subjecting the used bed ·to a sequential treatment 

with water, 1 M NaOH solution, water and a butanoVwatei mixture respectively. 

The resin bed for catioµ ~xchange is regenerated by subjecting the used bed to a 

sequential treatment witfi: water, 1 M sulphuric ~cid, waterand a butanol/water 

1 o mixture respectively. 

The present inven~ion is more specifically descriged with reference to the 

accompanying drawirtgw~1ch represents a schematic flow-diagram of the present 

process i~ which all percentages and ppm quoted are - unless otherwise stated - by 

weight. In the descriptioil below, the data for Columns A !ind E were obtained 

15 from laboratory scale ·experiments whereas those for Cohimns C and D were 

obtained from Aspen sim~l~tions and existing plant data. 

The drawing shows the co-production of ethyl acetate and :o-butyl acetate without 

the resin treatment for removal of carbonyl compounds. For this process, ethanol 

(EtOH), acetic acid (AcOtt) and n-butanol (BuOH) are f"ed: through line (1) into 

20 Column A. The fresh ethanol feed typically contained between 89.0 and 90.5% of 

ethanol, betwen 7and1,0'Yo water,< 0.3% acetaldehyde, < 2.0% diethylether, < 

0.1% methyl ethyl ketone, <:0.05% crotonaldehyde and< 0.25% non volatile 

residues, and had a density of about 815 kglm3 at l 5°C. The fresh acetic acid feed 

had 99.85% acetic ~cid, <" 0.15% water, < 0.05% of eacl1 of formic acid and 

25 acetaldehyde, and I 00 PPtn of propionic acid. The fresh n.:butanol feed had a 

purity of> 99.7%, and ha4 < 0.05% water,< 1500 ppm ofiso-butanol, < 1000 

ppm of di-n-butyl ethera~d < 0.05% carbonyls as n-butanal, <0.05% sec-butanol 

and had a densit:y of 0.809~0. 81 O kg/I at 20°C. The relat~ve proportions of the 

fresh initial feeds to <;:olumn:A was: ethanol (31.3%), n-butanol (15.6%), acetic 

30 acid (51.5%) and incidentalwater (1.6%). 

Column A, a 5 cm (2 inch) Oldershaw column, has 45 trays;(corresponding to 23 

theoretical plates) and is provided with a recycle system@.:~.at the base thereof 

where the kettle is located. The temperature profile ofthis'column operating at 

atmospheric pressure al}d,~·reflux ratio of0.5:1 (1.5:1 whe~ internal reflux 

35 included), was as follows:< 
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Top tray 81°C 

Tray 15 = 85°C 

Tray 25 = 87°C 

Tray 33 = 93°C 

Tray 45 = 103°C 

The overheads from Column A were cooled to between 60 and 40°C and 
·. .. 

fed via line (2) into a decanter (S 1) to enable the separation of the oil phase 

predominating in organic compounds from the aqueous phase predominating in 

water and water soluble components. After allowing a short duration to enable 

1 O phase separation, part 

of the oil phase from decanter (SI) was recycled via line (3) to the top of Column 

A as reflux, at a reflux ratio of0.5:1 and the remainder of the oil phase was fed to 

Column C via line (4). the latter including a recycle stream from decanter (S2). 

The aqueous phase fro~ decanter (SI) was fed via line (S)into Column D which 

15 had 1 O actual plates above the feed point and 24 actual plates below the feed point. 

Column C is a primarily a purification column its f\J11ction is to separate the 

light end impurities from the desired products as well as enabling recovery of any 

alcohols remaining in the decanter (Sl) oil phase. Column·C has 15.4 meters of 

packing (Mellapack® packing. ex Sulzer) having a height equivalent to a 

20 theoretical plate of aboi:it 0.4m. This corresponds to 38-39 theor~ical plates. The 

feed to Column C is primarily the oily phase from decanter (SI) which is 

supplemented with the ~i~y phase from decanter (S2) associated with Column C 

and is described below. T~e feed to this Column C is fed at a point such that the 

column had 11 metres of packing below the feed point and 4.4 metres of packing 

25 above the feed point. This Column C has the following temperature profile when 

operating at a pressure of2 barg: 

Base of Column C 

At 9.9 metres from the·Top. of Column 

At 2.2 metres from the Top of Column 

30 At the Top of the Column 

119°C 

116°C 

ioo0 c 
85°C 

This column is operated almost at total reflux with 'a small amount of 

impurities being continuously purged from the system. A side stream (10) is 

withdrawn from Column C at a point in the column where alcohols such as ethanol 

are most concentrated. This side stream take-off, which is 'located just above the 

35 feed point (10) was fed, af\er water washing {not shown) into decanter (S2) where 

11 
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it was allowed to separate into aqueous -and oily phases as previously with decanter 

(S 1 ). .The oily phase was recycled via line (6) to be admixed with the oi1y phase 

(line (4)) from decanter (SI) and fed to the Column C via line (4). The aqueous 

phase lrom decanter (S2) was withdrawn via line (12) to be admixed with the 

5 aqueous phase (line (5)) from decanter (SI) and fed to Column D via line (7). The 

base product from Column C which eomprised predominantly of the desired esters, 

ethyl acetate and n-butyl acetate was withdrawn via line (11) and fed to a 

separation Column E. The heads product which comprised mainly of light ends 

was removed via line (8) and was mostly flared off with a portion being returned to 

1 O the top of the column via line (9). 

Column E was a 5 cm (2 inch) Oldershaw column having 55 actual trays 

(corre:sponding to 28 theoretical plates) and the feed to this column from the base 

of Column C was via line (11). The feed to this Column E had the following 

composition: ethyl acetate (67.83%), n-butyl acetate (31.35%) and the remainder 

15 were by-products and other impurities of which principally the combined amounts 

of (i) n-butanol and isopropyl acetate - 583 5 ppm. (ii) formate esters - 800 ppm, 

(iii) other acetate esters - 1025 ppm and (iv) ketones - 710 ppm; the amounts of 

butyraldehyde and methyl ethyl k~tone in this feed was not analysed. This feed was 

pre-heated to a temperature of 70°C and fed to tray 15 of Column E as stated 

20 above. This column had the following temperature profile: 

Base tray (55) = 127.5°C 

Tray 50 = 126.7°C 

Tray45 

Tray 40. 

= 126°C 

= 12s0 c 
= 123°C 25 Tray 38 

Tray 35 

Tray 30 

Tray 25 

Tray 20 

= 120°C (liquid waste stream withdrawal) 

= 93°C 

= 81.3°C 

= 80.6°C 

30 Tray 15 = 81°C 
Tray 5 = 79°C, and 

Tray I (Top) = 77 °C. 

A liquid waste stream (13) was continuously taken-off in the vapour space 

above tray 35 of this column at the rate of about 10.5 g/hr at 120°C. This column 

35 was operated under atmospheric pressure at a feed rate of 690 g/hr, a reflux ratio 

12 
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of2:1 (3:1 when internal reflux is taken into account) andthe liquid waste stream 

(13) withdrawn represented 1.5% of the feed rate. The point of the liquid waste 

stream withdrawal was optimised to maximise the removal of the major impurities 

such as crotonaldehyde, unreacted n-butanol, ethyl propionate, butyl formate and 

5 isomers of methyl pentanone. Only small quantities of methyl ethyl ketone and 

butyraldehyde were removed in this column. The compositional data for the heads 

product (line (14)), base product {line (16)) and the liqu_id waste stream (line (13)) 

withdrawn from Column E after 50 hours of continuous operation under the above 

conditions was as follows: 

10 HEADS PRODUCT Column E 

Component . Concentration 

Ethanol < 10 ppm 

Ethvt Acetate 99.99% 

Ethvl .orooionate < 10 ppm 

Crotonaldehvde < 10 ppm 

n-Butano1 + iso-propvl acetate 20ppm 

BASE PRODUCT Column E 

Component ·Concentration 

Ethanol <5 ppm 

Ethyl Acetate <5ppm 

n-Butanol & isooroovl acetate 290 ppm 

Acetic acid < 50 ppm 

Butvl fonnate 25 ppm 

Methvl oentanones 825 ppm 

sec- and iso-butyl acetates 1085 ppm 

n-Butvl acetate 99.7% 

n-Pentvl acetate 100 ppm 

Di-butvl ether 105 ppm 

C7H 1402 Ester 390 ppm 

CgH 1 oO Ketone 35 ppm 

15 

13 
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WASTE LIQUID STREAM Column E 

Component Concentration 

Ethanol <5nom 

Ethvl Acetate 5.3% 

Crotonaldehvde 0.46% 

Ethvt propionate+ iso-butvl formate 2.50% 

Methyl pentanones 2.57% 

sec- and iso-butvl acetates 3.10% 

n-Butvl acetate 53.9% 

Butvl formate 1.35% 

n-Butanol + iso-oronvl acetate 30.4% 

The aqueous phases from the decanters {Sl and S2) associated with 

5 Columns A and C are fed via line (7) to Column D. This column D simply 

separates water from any dissolved organic materials. Column D has 34 actual 

trays and the aqueous phases from lines (5) and (12) are fed via line (7) into 

Column D at tray 10. Column D is operated at a reflux ratio of 1.5 : I and 

temperature profile of 125 to 93 °C at a pressure of 1.2 barg as follows: 

1 o Top tray = 93°C 

Tray4 =96°C 

Tray6 = 97°C 

Tray 14 = l 17°C 

Tray 34 (Base) = 125°C 

15 The overheads from Column D are recovered via line ( 17) and returned 

(not shown) to the feed line {I) to Column A. A portion of this overhead from 

Column Dis returned via line {18) as recycle/reflux to Column D. Tbe base 

products from Column D are removed via line (19) and comprise mainly water 

which is returned (not shown) either to decanter (S2) of Column C along with line 

20 (10) or is discharged as an effluent. 

25 

14 
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Claims: 

1. A process for the simultaneous co-production of ethyl acetate and n-butyJ 

acetate, in a reaction of a mixture of ethanol and n-butanol with acetic acid in the 

liquid phase in the presence of an acidic catalyst characterised in that: 

1. the reactants comprising ethanol. n-butanol and acetic acid are fed to the 

base of a reaction Column A which contains the acidic esterification 

catalyst and is maintained at elevated temperature to form a product 

comprising ethyl acetate and n-butyl acetate which rises up the Column A, 

u. the overheads from Column A comprising the mixture of ethyl acetate and 

n-butyl acetate are fed, optionally after a decantation step, to about the 

upper half of a distillation Column C operated under elevated temperature 

whereby: 

a. a light ends fraction is separated from the reaction products and 

recovered as overheads therefrom, 

b. a stream comprising predomin,antly ethyl acetate and n-butyl acetate 

15 is withdrawn from the base thereof and fed to the upper half of a 

purification Column E, 

c. a side-stream comprising the reactant alcohols, water and some of 

the esters is withdrawn from the upper half of Column C fed to a decanter 

wherefrom. following decantation, the oil phase is returned to the Column C feed 

20 and the aqueous phase fed to Column D, 

25 

m. the stream comprising a mixture of ethyl acetate apd n-butyl acetate is 

fractionated in Column E so as to recover: , 

a. substantially pure ethyl acetate overhead, 

b. 

c. 
substantially pure n-butyl acetate from the base of Column E and 

a liquid waste stream at a point intermediate between the 

15 . 
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5 IV. 

withdrawal points for (iii) (a) and (ui) (b) above and compri~ing the 
unwanted 

_impurities including the unwanted carbonyl compounds which 
stream is discharged, and 

the side-stream comprising a mixture of the esters and alcohols fed to 
Column D is fractionated so as to remove a mixture comprising 
predominantly ethanol and n-butanol along with small amounts of water, 

. ethyl acetate and n-butyl acetate overhead, and water from the base of 
ColumnD. 

1 o 2. A process according to Claim l wherein the esterification reaction occurs in 
the base of Column A which acts as a combination ofa reaction vessel and a kettle 
(boiler), the kettle being located in the base of the column. 
3. A process according to Claim 1 or 2 ".Y'herein C~lumn is an integrated 
reaction vessel and kettle and the ~mount of the acetic acid present in the kettle is 

15 controlled in order to minimise the passage of the acid overhead along with the 
reaction products thereby avoiding contamination of the n-butyl acetate product 
with the reactant acid. 

4. A process according to any one of the preceding Claims wherein the 
amount of acetic acid in the base of Golumn A is in the range from 30 to 75% 

20 based on the total weight of the reactor contents used in the esterification reaction 
in Column A 
5. A process according to Claim 4 wherein the acidity in the kettle based on 
the acetic acid reactant and the acid catalyst is about 53% by weight for making 
30:70 weight ratio of butyl acetate: ethyl acetate. 

25 6. A process according to any one of the preceding Claims wherein Column A 
is operated at a temperature profile ranging from 105°C at the base of the Column 
to 80°C at the top of the Column at atmospheric pressure. 
7. A process according to any one of the preceding Claims wherein Column A 
has 25 to 60 actual (12-30 theoretical) plates at 2 barg pressure and is operated at 

30 a reflux ratio in the range of 0.5 : I to 4 : I. 
8. A process according to any one of the preceding Claims wherein the 
overheads from Column A are fed through a decanter S 1 to carry out a preliminary 
separation of an aqueous phase comprising predominantly water, the reactant 
alcohols and small amount of the product esters, from an oily phase which 

35 comptises predominantly the product esters with relatively small amounts of water 
- - --·- -- -· ---· - ------- ·· -····· ----·-····-

16 



.. , 

llHllll llllll lllll lllll II llll 
* C L M S * 

W098/42652 PCT/GB98/00890 

and the reactant alcohols and other impurities. 
9. A process according to Claim 8 wherein the aqueoµs phase from the 
decanter S 1 is fed directly to Column D either separately or admixed with the 
aqueous side-stream from Column C decanter. 

5 10. A process according to Claim 8 or 9 wherein the bulk of the oily phase 
recovered from SJ is fed to Column C with a small portion of this oily phase being 
recycled to the upper half of Column A 
11. A process according to any one of the preceding Claims wherein Column C 
is operated at a temperature profile ranging from l l 9°C at the base of the Column 

1 O to 85°C at the top of the Column at 2 barg pressure. 
12. A process according to any one of the preceding Claims wherein Column C 
is a packed column. 

13. A process according to any one .of the preceding Claims wherein Column C 
has 20 to 60 theoretical plates and i~ operated under total reflux at 2 barg pressure. 

15 14. A process according to any one of the pre~eding Claims wherein the side-
I • 

stream from Column C is mixed with water and fed to a decanter 82 to separate an 
aqueous phase from an oily phase. 
15. A process according to Claim 14 wherein the oily phase from the decanter 
S2 associated with Column C also comprises mixture of the product esters, some 

20 of the reactant alcohols and a small amount of water and is recycled to Column C 
either separately or admixed with the oily phase from decanter S 1. 
16. A process according to any one of the preceding Claims wherein Column E 
is a distillation column and contains 20 to 60 theoretical plates. 
17. A process according to any one of the preceding Claims wherein Column E 

25 is fed from the product recovered from the base of Column C and comprises 
predominantly ethyl acetate (60-70%) and n-butyl acetate (40-30%) and small 
amounts of otherimpurities ranging from ethanol (IO ppm), n-butanol (about 
5000-6000 ppm) aldehydes and ketones (600-1000 ppm), and other esters (1500-
2000 ppm). 18. A process according to any one of the preceding Claims 

30 wherein the feed to Column E is pre-heated to a temperature of about 60-80°C and 
is operated at a reflux ratio in the range from I : I to 4 : I . 
19. A process according to any one of the preceding.Claims wherein Column E 
has a temperature profile at atmospheric pressure ranging from 80-130°C. 
20. A process according to any one of the preceding Claims wherein Column D 

35 is a distillation column where the overheads comprise mainly of the reactant 

17 
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alcohols, water and product ester azeotropes. 

21. A process according to any one of the preceding Claims wherein one or 

more of the feedstock arid/or process streams are treated with resin guard beds. 

capable of retaining al~ehydes therein to remove last traces of any aldehydes 

5 therefrom. 

22. A process according to Claim 21 wherein the resin guard bed comprises a 

macro-reticular resin. 

23. A process according to Claim 21 or 22 wherein the resin guard bed 

comprises 

1 o an amino substituted styrene-divinyl benzene polymer backbone or is an acrylic 

resin. 

24. A proeess according to Claim 23 wherein the resin guard bed comprises a 

salt of a trimethyl ammonium substituent on one of the aromatic groups of a . 

styrene-divinylbenzene polymer backbone. 

15 25. A process ac<mrd_ing to Claim 24 wherein the salt is a halide salt. 

26. A process according to any one of the preceding claims 21to25 wherein 

the resins in the guard,beci are used in the fonn of highly porous beads which have 

a high surface area. 

27. A process according to any one of the preceding Claims 23 to 26 wherein, 

2 o prior to use, the resin is charged with bisulphite ions which are capable of forming 

a bisulphite-carbonyl addition compl~ which is retained on the resin. 

28. A process according to any one of the preceding Claims 23 to 26 wherein 

one or more of the feedstock selected from ethanol.and n-butanol is dosed with a 

solution comprising bisulphite ions and the dosed solution is passed through resin 

25 guard bed before it is' fed.to-Column A. 

30 

35 

29. A process ac1::.ordj~gto any one of the preceding Claims 23 to 26 wherein 

one or more of the fe~dstcitk selected from ethanol and n-butanol is dosed with a 

solution comprising a Jnetal borohydride and an alkali and the dosed solution is 

passed through at least one resin guard bed before it is fed .to Column A. 
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