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CLAIMS

1. A system of determining the position of a contaiyer
in a vehicle and/or trailer loaded with containeys in
a loading area for containers {(13) of a containgr ter-
minal in which , wherein the system comprises
a crane (10, 10a, 10b} is configupkd to load
at least one container (13) on the vehiclg (16) and/or
trailer (17) and correspondingly to upfoad therefrom
and to move over at least one lane 6, 26a, 26b) in
the loading area for containers 13), wherein the
crane (10, 1Ca, 10b) comprises
a spreader (2, 23a, 23b) configured
to grab the at leastf/one container (13) from
the top, and
a positfoning system for the crane
(10, 10a, 10b)y and the spreader (23, 23a,
23b),
a contain position determining apparatus
arranged in connegfion with the at least one lane (26,
26a, 26b),
charactegfrized in that the container position
determining Apparatus comprises
fixed structure (1) mounted alongside the
at leasy one lane (26, 26a, 26b) and the location of
which felative to ground is known,
an indicator (2) that is movable on the fixed
sthucture (1) and is manually movable to indicate ei-
her end of the desired container position on a vehi-
cle (1¢) parked on the lane (26, 26a, 26b) or on a
trailer (17) connected thereto, wherein the container

position determining apparatus is configured to deter-
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mine information about the position of the indicator
(2} on the fixed structure (1) and to transmit the i
formation te the crane (10, 10a, 10b), and

one or more sensors provided 1in conneftion
with the indicator (2) or in the fixed structyre (1)
configured to determine the position of the Xndicator

(2) on the fixed structure (1).

2. The system according to claim 1, cparacterized in
that the fixed structure (1) mountgd alongside the
lane (26, 26a, 26b) 1is an elongat rail parallel to
the at least one lane (26, Z26a, b), along which the

indicator (2) is movable.

3. The system according o any preceding claim,
characterized in £hat the position of the in-
dicator (2) on the fixegf structure (1) is arranged to
be determined by the sitioning and measuring systems

of the crane (10, 10A£, 10b).

4. The system ccording to any preceding claim,
charactexfized 1in that the indicator (2) 1is
provided wit}f a mechanical accessory part (3) extend-
ing out frgm the indicator (2) to the lane (26, 26a,
26b) to feduce distance to a wvehicle (16) parked on
the lagle (26, 26a, 26b) and/cr to a trailer (17) con-

nect thereto.

The system according to claim 4, character-
ized in that the accessory part (3) is formed as a

fixed part of the actual indicator (2).
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6. The system according to any claim i-5, charac-
terized in that the indicator (2) 1is provide
with a laser sight or suchlike laser light emittingl a
visible 1laser 1line (4), the laser 1line (4) eing
pointed out from the indicator (2) to the la (26,
26a, 26b) and a vehicle (16) parked thergbn or a

trailer (17) connected to the wvehicle
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CLAIMS

1. A system of determining the position of a container
in a vehicle and/or trailer loaded with containers in
a loading area for containers (13) of a container ter-
minal in which , wherein the system comprises
a crane (10, 10a, 10b} is configured to lecad
at least one container (13) on the vehicle (16) and/or
trailer {17) and correspondingly to unload therefrom
and to move over at least one lane (26, 26a, 26b) in
the 1loading area for containers (13), wherein the
crane {10, 10a, 10b) comprises
a spreader (23, 23a, 23b) configured
to grab the at least one container (13) from
the top, and
a positioning system for the crane
(10, 10a, 10b) and the spreader (23, 23a,
23b},
a container position determining apparatus
arranged in connection with the at least one lane (26,
2ba, 26b),
characterized in that the container position
determining apparatus comprises
a fixed structure (1) mounted alongside the
at least one lane (26, 26a, 26b) and the location of
which relative to ground is known,
an indicator (2) that is movable on the fixed
structure (1) and is manually movable to indicate ei-
ther end of the desired container position on a vehi-
cle (16) parked on the lane (26, 26a, 26b) or on a
trailer (17) connected thereto, wherein the container

position determining apparatus is configured to deter-
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mine information &bout the position of the indicator
(2) on the fixed structure (1) and to transmit the in-
formation te the crane (10, 10a, 10b), and

one or more sensors provided in connection
with the indicator (2) or in the fixed structure (1)
configured to determine the position of the indicator

(2) on the fixed structure (1).

2. The system according to claim 1, characterized in
that the fixed structure (1) mounted alongside the
lane (26, 26a, 26b) is an elongated rail parallel to
the at least one lane (26, 26a, 26b), alcong which the

indicator (2) is movable.

3. The system according to any preceding claim,
characterized in that the position of the in-
dicator (2) on the fixed structure (1) is arranged to
be determined by the positioning and measuring systems

of the crane (10, 10a, 10b).

4., The system according to any preceding claim,
characterized in that the indicator (2) 1is
provided with a mechanical accessory part (3) extend-
ing out from the indicator (2) to the lane (26, 26a,
26b) to reduce distance to a vehicle (16) parked on
the lane (26, 26a, 26b}) and/or to a trailer (17) con-

nected thereto.

5. The system according to claim 4, character-
ized in that the accessory part (3) is formed as a

fixed part of the actual indicator (2).
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6. The system according to any claim 1-5, charac-
terized in that the indicator (2) is provided
with a laser sight or suchlike laser light emitting a
visible 1laser 1line (4), the laser 1line (4) being
pointed out from the indicator (2) to the lane (26,
26a, 26b) and a wvehicle (16) parked thereon or a

trailer {17) connected to the vehicle,




