DESCRI PTI ON

TI TLE OF I NVENTI ON: METHOD FOR MANUFACTURI NG BONDED
WAFER, AND BONDED WAFER

TECHNI CAL FI ELD
[ 0001]

The present invention relates to a nmethod for
manuf acturing a bonded wafer, and a bonded wafer.

BACKGROUND ART
[ 0002]

Epi taxi al wafers (EPWs) for various conpound
sem conduct or devi ces have been manufactured by using
GaAs substrates and I nP substrates. The maxi num
di ameters of GaAs substrates are 6 inches (150 nm, and
I nP substrates are 4 inches (100 nm substrates.

[ 0003]

After an EPWis prepared, it is necessary to
performa process in which an electrode is fornmed to
manuf acture a device. Nevertheless, at present, the
mai nst r eam manuf acturi ng apparatuses are for dianeters
of 8 inches (200 mm or nore, and it is difficult to
obtain a new apparatus for dianeters of 6 inches or |ess.
For this reason, various nmethods are proposed for a
process of manufacturing devices from small-di ameter
wafers by using an apparatus for |arge dianeters.

[ 0004]

I n one of the nmethods, a groove designed for snall
diameter is cut in a wafer with large dianmeter to
prepare a tenplate, and a conpound sem conduct or waf er
is placed thereon and subjected to the subsequent

process. This nmethod can be performed easily at | ow



cost, but has a problemthat the tenplate and the wafer
are not physically in close contact.
[ 0005]

Meanwhi | e, a photolithography process requires a
step of heating a wafer with a hot plate before and
after exposing a resist to light. However, if the
attachnment to the tenplate is weak, this brings about a
problem that the thermal resistance between the tenplate
and the wafer is increased, making the photolithography
condi tions unstabl e.

[ 0006]

To solve the above problens, it is necessary to
bring a tenplate wafer and an EPWinto cl ose contact.
Pat ent Docunent 1 discloses a nethod in which a tenplate
wafer and an EPW are bonded using a polyimde materi al
for tentative inmmobilization, and then processed.

[ 0007]

This nethod is an excellent nethod in terns of
attachnment to the tenplate. However, after the device
manuf acturing step, the delam nation fromthe tenpl ate
is necessary. |In principle, a residue remains on the
del am nated surface, so that the renoval step needs to
be performed. Since the polyinm de cannot be
sufficiently renoved by heat dissociation or organic
sol vent, oxygen plasma ashing needs to be perforned.
This results in a problemthat the surface of the
conpound wafer is oxidized in the renoval step.

[ 0008]

I n addition, conpound EPW have hetero-epitaxial
structures. In the hetero-epitaxy, the growth is
carried out such that lattice constants are made
substantially the sane by adjusting the growth
tenperature. \When the tenperature is lowered to room



tenperature, warp i s caused due to difference in
coefficient of thermal expansion. 1In other words, at
roomtenperature, internal stress is generated in the
conmpound sem conductor epitaxial layer. This interna
stress conti nuously changes wth tenperatures.

[ 0009]

The higher the tenperature in bonding, the | arger
the difference in internal stresses when the tenperature
is lowered to roomtenperature. |If a to-be-bonded wafer
serving as a tenplate and an EPW are made of different
materials, stress due to difference in coefficient of
t hermal expansion is applied to the conpound
sem conductor wafer in principle.

[ 0010]

In a case where a to-be-bonded nmenber has a
smal | er coefficient of thermal expansion than an EPW
substrate, when the tenperature is Iowered fromthat at
the time of bonding to roomtenperature, tensile stress
Is applied to the EPWsubstrate. The larger the tensile
stress, the nore likely it is that the substrate is
cracked.

[0011]

If a tenplate substrate is made of silicon, the
coefficient of thermal expansion is |ower than that of a
conpound sem conductor. Hence, the conpound
sem conduct or EPW bonded by heating receives tensile
stress after the tenperature is lowered to room
t enper ature.

[0012]

In the case of bonding to a wafer having a
different dianeter, if the bonding is perfornmed at a
tenperature of 200°C or higher, many cracks are

generally fornmed in a conpound sem conductor, and the



conpound sem conductor EPWis broken. This is a problem
caused by internal stress due to difference in
coefficient of thermal expansion. This problem cannot

be sol ved solely by ordinary bondi ng.

Cl TATI ON LI ST

PATENT LI TERATURE

[ 0013]

Pat ent Docunment 1: 6213977 B2

SUMVARY OF | NVENTI ON
TECHNI CAL PROBLEM
[ 0014]

The present invention has been nmade in view of the
above-descri bed problenms. An object of the present
invention is to provide a nmethod for manufacturing a
bonded wafer by which crack formation in an epitaxial
| ayer is suppressed when a substrate all owi ng device
processing is prepared by bonding the conpound
sem conduct or epitaxial wafer with small dianeter or

smal |l size onto a to-be-bonded wafer.

SOLUTI ON TO PROBLEM
[ 0015]

To achieve the object, the present invention
provi des a nethod for manufacturing a bonded wafer, the
met hod conprising bonding a to-be-bonded wafer and a
conpound sem conduct or wafer that includes a conpound
sem conductor epitaxially grown on a growth substrate,
wher ei n

an area of a bonding surface of the to-be-bonded
wafer is larger than an area of a bondi ng surface of the

conmpound sem conduct or wafer, and



the growmth substrate is renoved after the to-be-
bonded wafer is bonded to a side, where the conpound
sem conductor is epitaxially grown, as the bondi ng
surface of the conpound sem conductor wafer.

[ 0016]

According to such a nmethod for manufacturing a
bonded wafer, when a substrate all ow ng device
processing is prepared by bonding a conpound
sem conductor wafer with small diameter or small size
onto a to-be-bonded wafer, a growth substrate is renoved
after the bonding, so that the epitaxial |ayer in the
resulting bonded wafer has | ess crack formation.

[0017]

In this event, the bonding of the to-be-bonded
waf er and the conpound sem conductor wafer is preferably
perfornmed by any nethod of direct bonding with no
i nterposition therebetween, netal bonding with a netal,
and bonding with a resin or polynmer interposed
t her ebet ween.

[ 0018]

Such bondi ng nethods can facilitate the bonding to
sonme extent, and the bonded product can be directly
utilized as a final device elenent.

[ 0019]

In this event, the netal preferably conprises at
| east one or nore of Au, Ag, Al, In, and Ga.
Additionally, the resin or polyner preferably conprises
benzocycl obut ene, polyimde, or glass with TECS
[ 0020]

These can suppress bonding failure incidences at
the time of bonding.

[ 0021]
In this event, the bonding is preferably perforned



such that a center of the conpound sem conduct or wafer
and a center of the to-be-bonded wafer are arranged to
devi ate from each other by 5 mmor |ess.
[ 0022]
In this way, crack formation can be further
suppressed.
[ 0023]
The conmpound sem conductor wafer from which the
growt h substrate has been renmoved may have a total
t hi ckness of 15 um or |ess.
[ 0024]
In this way, crack formation can be suppressed
nore reliably.
[ 0025]
The to-be-bonded wafer conprises silicon, sapphire,
or quartz preferably.
[ 0026]
In this way, a bonded wafer can be prepared at | ow
cost .
[0027]
Mor eover, the present invention provides a bonded
waf er conpri sing:
a conpound sem conductor wafer; and
a to-be-bonded wafer bonded thereto and having an
area |l arger than an area of a bonding surface of the
conpound sem conduct or wafer, wherein
t he conmpound sem conductor wafer has a total
t hi ckness of 15 um or |ess.
[ 0028]
According to such a bonded wafer, the epitaxial

| ayer in the bonded wafer has |ess crack fornmation.

ADVANTAGEOUS EFFECTS OF | NVENTI ON



[ 0029]

As descri bed above, the inventive method for
manuf acturing a bonded wafer makes it possible to
manuf acture a bonded wafer in a thin filmform whose
epitaxial |ayer has crack formati on suppressed by
renmoving a growth substrate after the conpound
sem conductor epitaxial wafer with small diameter or
smal |l size is bonded onto a to-be-bonded wafer when a
substrate all ow ng device processing is prepared.
Moreover, the inventive bonded wafer has an epitaxial
| ayer with successfully suppressed crack formation.

BRI EF DESCRI PTI ON OF DRAW NGS
[ 0030]

FIG 1 is aviewillustrating an exanple of a
schematic cross-sectional view of a conpound
sem conductor wafer (EPW usable in a nmethod for
manuf acturing a bonded wafer according to the present
i nvention (first enbodi nent).

FIG 2 is aviewillustrating an exanple of the
conpound sem conduct or wafer (EPW and a to-be-bonded
wafer in the first enbodi nent.

FIG 3 is aviewillustrating an exanpl e of
bondi ng the conpound sem conductor wafer (EPW to the
t o- be- bonded wafer in the first enmbodi ment.

FIG 4 is aviewillustrating the conmpound
sem conductor wafer (EPW in a circular formand a
central point thereof (black circle) in the first
embodi nment .

FIG 5is aviewillustrating the to-be-bonded
wafer in a circular formand a central point thereof
(black circle) in the first enbodi nent.

FIG 6 is aviewillustrating the conpound



sem conduct or wafer (EPW in a rectangular formand a
central point thereof (black circle) in the first
enmbodi nment .

FIG 7 is aviewillustrating an exanpl e of
renmoving a growth substrate after the conpound
sem conductor wafer (EPW is bonded to the to-be-bonded
wafer in the first enbodi nent.

FIG 8 is a viewillustrating an exanpl e of
covering with a silicon wafer after the conpound
sem conductor wafer (EPW is bonded to the to-be-bonded
wafer and then the growth substrate is renmoved in the
first enbodi nent.

FIG 9 is aviewillustrating an exanple of a
schematic cross-sectional view of a conpound
sem conduct or wafer (EPW usable in a nmethod for
manuf acturing a bonded wafer according to the present
i nvention (second enbodi nment).

FIG 10 is a view illustrating an exanpl e of
vapor-depositing a Ti |layer and an Au | ayer on a surface
of the conpound sem conductor wafer (EPW in the second
enmbodi nment .

FIG 11 is a view illustrating an exanpl e of
vapor-depositing a Ti |layer and an Au | ayer on a surface
of a to-be-bonded wafer in the second enbodi nent.

FIG 12 is a view illustrating an exanple of the
conpound sem conduct or wafer (EPW having the Ti and Au
| ayers vapor-deposited on the surface and the to-be-
bonded wafer having the Ti and Au | ayers vapor-deposited
on the surface in the second enbodi nent.

FIG 13 is a view illustrating an exanpl e of
bondi ng the conmpound sem conductor wafer (EPW having
the Ti and Au | ayers vapor-deposited on the surface to
t he to-be-bonded wafer having the Ti and Au | ayers



vapor - deposited on the surface in the second enbodi nent.

FIG 14 is a view illustrating the conpound
sem conductor wafer (EPW in a circular formand a
central point thereof (black circle) in the second
embodi nment .

FIG 15 is a view illustrating the to-be-bonded
wafer in a circular formand a central point thereof
(black circle) in the second enbodi ment.

FIG 16 is a view illustrating the conpound
sem conductor wafer (EPW in a rectangular formand a
central point thereof (black circle) in the second
enmbodi nment .

FIG 17 is a view illustrating an exanpl e of
renmoving a growth substrate after the conpound
sem conductor wafer (EPW having the Ti and Au | ayers
vapor - deposited on the surface is bonded to the to-be-
bonded wafer having the Ti and Au | ayers vapor-deposited
on the surface in the second enbodi nent.

FIG 18 is a view illustrating an exanple of a
schematic cross-sectional view of a conpound
sem conductor wafer (EPW usable in a nmethod for
manuf acturing a bonded wafer according to the present
i nvention (third enbodi nent).

FIG 19 is a view illustrating an exanple of the
conmpound sem conductor wafer (EPW on a surface of which
a BCB filmis formed and a to-be-bonded wafer in the
third enbodi nent.

FIG 20 is a viewillustrating an exanpl e of
bondi ng the conmpound sem conductor wafer (EPW having
the BCB filmformed on the surface to the to-be-bonded
wafer in the third enbodi nent.

FIG 21 is aviewillustrating the conpound

sem conductor wafer (EPW in a circular formand a
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central point thereof (black circle) in the third
enmbodi nment .

FIG 22 is aviewillustrating the to-be-bonded
wafer in a circular formand a central point thereof
(black circle) in the third enbodi nent.

FIG 23 is aviewillustrating the conpound
sem conductor wafer (EPW in a rectangular formand a
central point thereof (black circle) in the third
embodi nment .

FIG 24 is a viewillustrating an exanpl e of
renmoving a growth substrate after the conpound
sem conductor wafer (EPW having the BCB film formed on
the surface is bonded to the to-be-bonded wafer in the
third enmbodi nent.

FIG 25 is a graph illustrating a relation between
the nunber of cracks and the deviation of the center of
a compound sem conductor wafer fromthe center of a to-
be- bonded wafer.

FIG 26 is a graph illustrating a relation between
the distance fromthe center of a conpound sem conduct or
waf er and the height of the wafer (Exanple 4,

Conpar ati ve Exanple).

DESCRI PTI ON OF EMBODI MENTS
[ 0031]

The present inventors have earnestly studied the
above problenms and consequently found the foll ow ng
met hod for manufacturing a bonded wafer by bonding a to-
be- bonded wafer and a conpound sem conduct or wafer
i ncl udi ng a conpound sem conductor epitaxially grown on
a growth substrate. The bonding surface area of the to-
be- bonded wafer is larger than the bondi ng surface area

of the conmpound sem conductor wafer. The growth
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substrate is renoved after the to-be-bonded wafer is
bonded to the bondi ng surface of the conpound

sem conductor wafer, which is the conpound sem conduct or
side, where the epitaxial growth takes place. Wen a
substrate all owi ng device processing is prepared by
bondi ng a conmpound sem conductor wafer with small

di ameter or small size onto a to-be-bonded wafer, this
met hod for manufacturing a bonded wafer enables

manuf acturi ng of a bonded wafer whose epitaxial |ayer
has | ess crack formation. This finding has led to the
conpl etion of the present invention.

[ 0032]

Moreover, it has been found a bonded waf er
I ncludi ng a conpound sem conductor wafer and a to-be-
bonded wafer bonded thereto and having an area | arger
t han the bonding surface area of the conpound
sem conductor wafer. The conpound sem conductor wafer
has a total thickness of 15 pmor |ess. This bonded
wafer is a bonded wafer with satisfactorily suppressed
crack formation in the epitaxial layer. This finding
has led to the conpletion of the present invention.

[ 0033]

Hereinafter, with reference to the draw ngs,
detail ed description will be given for: a bonded wafer
according to the present invention, and a nethod for
manuf acturing a bonded wafer which can be enpl oyed for
the inventive bonded wafer. Nevertheless, the present
i nvention is not limted thereto.

[ 0034]
(First Enbodi ment)

As shown in FIG 1, a conmpound sem conductor wafer
(EPW 110 is prepared which includes: a growth substrate
(starting substrate) 101, for exanple, nmade of GaAs
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having a thickness of 550 um and a di aneter of 6 inches;
a light-emtting-diode-functional |ayer 103 nmade of

Al Gal nP; and an etch stop (ES) |ayer 102 nmade of |nGaP
or InAlP or Al GalnP having a thickness of 0.1 um The
light-emtting-di ode-functional |ayer 103 and the etch
stop (ES) l|ayer 102 are forned by an MOVPE net hod, for
exanple. The etch stop (ES) layer 102 is formed between
the growth substrate and the |light-emtting-di ode-
functional |ayer.

[ 0035]

The Al Gal nP-based light-emtting-diode-functional
| ayer 103 can sequentially include fromthe starting
substrate 101 side: for exanple, a p-type Al iylnyP | ayer
1031 (0.4<y<0.5) having a thickness of 1 pm and a
carrier concentration of approximately 1x1017/cn®; an
(Al 1-xGax) 1-yl NnyP layer (active layer) 1032 (0.45<x<1,
0.4<y<0.5) having a thickness of 0.6 pm; and an n-type
Al 1.yl nyP layer 1033 (0.4<y<0.5) having a thickness of 1
pm and a carrier concentration of approxi mately
1x1017/cn®. Note that, here, a basic structure is
exenplified, and the thicknesses of the p-type Al iylnyP
| ayer 1031, the active |ayer 1032, and the n-type Al i
ylnyP layer 1033 are not |limted to the exenplified
numeri cal val ues.

[ 0036]

Moreover, the carrier concentrations can be set
within a range up to approxi mtely 3x1018/ cn? dependi ng
on the required function. Further, the carrier
concentration profiles are not limted to uniform
di stribution, either. Furthernore, the exenplified
carrier concentrations are average carrier
concentrations, and it is a mtter of course that these

concentrations conceptually include partially | ow
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carrier concentration state (e.g., approximtely
0. 7x1015/ cn?) .
[ 0037]

Additionally, a w ndow | ayer may be provided as
necessary. As the w ndow | ayer, GaP is suitably
selected for the Al Gal nP-based |ight-em tting-diode-
functional |ayer structure. The wi ndow | ayer 1035 nade
of GaP and having a thickness of approximately 10 um may
be stacked. Further, between the w ndow | ayer 1035 and
the light-emtting-di ode-functional |ayer functiona
| ayer 103, a reduction |ayer 1034 nmade of Gai.yl nyP | ayer
(O<y<l1l) may be provided to reduce band discontinuity
amount .

[ 0038]

Meanwhi | e, al though the Al Gal nP-based |i ght-
em tting-diode-functional |layer is exenplified here, any
function and structure can be selected, as |ong as the
| attice constant of the material matches that of the
GaAs substrate. Besides the Al Gal nP-based sem conduct or
| aser, it is also possible to apply I nGP-based hetero
bi pol ar transistor and field-effect transistor,
| nGaP/ GaAs- based sol ar cell, GaAsP-based photodi ode, etc.
[ 0039]

Meanwhi l e, as long as the lattice constant of the
mat eri al matches that of an InP substrate, it is
possi ble to apply I nGaAs-based hetero bipolar transistor
and field-effect transistor, InGaAs-based |light-emtting
device (sem conductor laser and light-emtting diode),
| nGaAs(P) - based phot odi ode, etc.

[ 0040]

Furt hernore, the above applicable functional

| ayers are just exanples, and the materials and usage

are not particularly limted.
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[ 0041]

In this event, preferably, the functional |ayer
i ncluding a wi ndow | ayer, if provided, has a total
t hi ckness of 15 uymor less; in other words, the conpound
sem conductor wafer fromwhich the growth substrate is
renoved, which will be described later, has a total
t hi ckness of 15 uymor less. This prevents warp of the
wafer fromincreasing, can suppress crack formati on, and
can suppress yield reduction due to wafer breakage in
bondi ng. Mre preferably, designing the total thickness
to be 7 umor less can further suppress crack formation
The lower limt value of the total thickness is not
particularly limted, but is preferably 0.5 um or nore.

[ 0042]

Next, a to-be-bonded wafer 120 is prepared as
shown in FIG 2. In this event, the to-be-bonded wafer
is preferably a wafer having sufficient flatness, for
exanpl e, silicon, sapphire, or quartz. This can reduce
the cost of the to-be-bonded wafer. As the to-be-bonded
wafer 120, for exanple, a silicon wafer having a
di ameter of 8 inches is usable.

[ 0043]

In the present invention, an area of a bonding
surface of the to-be-bonded wafer is larger than an area
of a bonding surface of the conmpound sem conductor wafer
Note that, in the first embodinent, a circular wafer is
exemplified, but the wafer shape is not particularly
limted and may be, for exanple, rectangul ar, square,
etc.

[ 0044]

Next, both of the EPW 110 and the to-be-bonded

wafer 120 are subjected to wet surface treatnent with an

al kal i ne solvent. For exanple, the wafers may be
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inmersed in a 5 wt % NaOH aqueous solution for 10 m nutes,
then rinsed, and dried in air.
[ 0045]

In this event, it is preferable to directly bond
t he conmpound sem conductor wafer and the to-be-bonded
wafer. This can suppress yield reduction due to bonding
failure in the bonding.

As shown in FIGs. 2, 3, both of the EPW 110 and
the to-be-bonded wafer 120 are introduced into a bondi ng
apparatus such that an epitaxial surface 131 of the EPW
110 and a polished surface 121 of the to-be-bonded wafer
120 face and are superposed on each other. The wafers
are bonded at 200°C under vacuum at nosphere to prepare a
bonded substrate 150.

[ 0046]

In this event, the bonding is preferably performed
such that the center of the conpound sem conductor wafer
and the center of the to-be-bonded wafer are arranged to
deviate from each other by 5 mmor less. |In this manner,
crack formation can be suppressed.

Specifically, in the first enbodinment, at the tinme
of the bonding, a central point 1101 of the EPW 110
shown in FIG 4 is preferably arranged at such a
position that the deviation froma central point 1201 of
the to-be-bonded wafer 120 shown in FIG 5 is mnimzed
to 5 mmor |ess.

[ 0047]

In the case of circular wafers, the centers are
obvious. In cases of the wafer 110 not in a circular
shape but in, for exanple, a rectangul ar shape as shown
in FIG 6, the central point 1101 is re-defined as the
center of mass. (e.g., in the case of a rectangul ar

shape, the central point 1101 is defined as an
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I ntersecti on where diagonals intersect.)
[ 0048]

The to-be-bonded wafer is bonded to a side, where
t he conmpound sem conductors are epitaxially grown, as
t he bondi ng surface of the conpound sem conductor wafer.
The pressure during the bonding can be 5 NNcn? or nore
and 400 N cn? or | ess based on the pressure applied to
t he EPW 110.

The applied pressure thus exenplified is not
limted to this range. Wen the bonding is perforned
under a condition where the EPW 110 with small dianeter
wi t hstands the applied pressure (e.g., the substrate
thi ckness is increased), the applied pressure is not
limted to the exenplified range. It is a matter of
course that a pressure higher than this range is also
appl i cabl e.

[ 0049]

Mor eover, the bondi ng progresses when the al kali -
treated surfaces contact. Hence, the bonding is
possi bl e even at a pressure |lower than the exenplified
pressure. For exanple, such a nethod as follows is
concei vable: a buffer material is placed between the two
wafers, and the buffer material is pulled out under
vacuumto bring the wafers into contact with each other.
In this case, no pressure is applied. At this process
stage, the pressure application is not always necessary.
Thus, it is possible to select a nmethod in which the two
are brought into contact with each other under the
di scl osed vacuum too.

[ 0050]

Next, the starting substrate 101 is renpoved from
t he bonded substrate 150 by wet etching. The wet
etching is performed with a liquid m xture of ammoni a
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and hydrogen peroxide water (APM. Since the APMIiquid
has etching selectivity with respect to the ES |layer 102,
only GaAs is etched, and the etching is stopped at the
ES | ayer 102. Hence, as shown in FIG 7, a starting
substrate-renoved wafer 160 can be obtained fromthe
bonded substrate 150 from which only the GaAs substrate
serving as the gromh substrate is renoved.
[ 0051]

Next, as shown in FIG 8, the substrate-renoved
surface is covered with a silicon wafer 170 having a
di ameter of 6 inches. Here, although a silicon wafer is
sel ected as the cover material, an inexpensive nmateri al
reliably having flatness is preferable and is not
limted to silicon. Moreover, the silicon wafer 170 is
not limted to silicon having a dianmeter of 6 inches,
and a wafer having a dianeter of 8 inches or nore can
al so be selected in accordance with the di aneter of the
t o- be- bonded nmenber 120. Selecting either wafer makes
no difference in result.
[ 0052]

The bonded wafer having the cover wafer placed
t hereon is subjected to conpressi on bondi ng under vacuum
at nosphere and heated at a tenperature of 500°C or | ess.
The conpression bonding is perforned at a pressure of 5
N/ cn? or nore and 400 N cn? or |less. The heating tine
can be approximtely 5 mnutes. The |onger the heating
time, the higher the strength. 1In this step, the
heati ng may be performed at a higher tenperature than
this disclosure, as long as it is possible to keep
sufficient strength to prevent delam nation of the
epitaxial layer in the subsequent heating step.
[ 0053]

Next, the silicon wafer 170 is renoved and the
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starting substrate-renoved wafer 160 is introduced into
a heating furnace. The atnosphere of the heating

furnace is selected in accordance with the material of
the surface from which the substrate has been renpved.
Since the InGP |ayer is exposed in the first enbodi nent,
the heating is perforned under a P atnosphere (1x10°
atm. When an InP substrate is used, an As-based
material, such as GaAs, is exposed; in this case, the
heating is perfornmed under an As atnosphere (1x105 atm).
The heating is performed at a tenperature of 600 to
800°C. The heating tenperature is preferably higher
because high strength is obtained within shorter tinme by
hi gher tenperature. To achieve this, high group-V
pressure is required. Thus, adjustnment may be nade
appropri ately depending on the systemto be manufactured,
desi gn, etc.

[ 0054]

Perform ng the above steps nmkes it possible to
manuf acture a wafer which has high bondi ng strength, and
in which only the thin conmpound epitaxial functiona
| ayer with no cracks exists on the | arge-di aneter
silicon substrate.

[ 0055]
(Second Enbodi nent)

As shown in FIG 9, a conpound sem conductor wafer
(EPW 210 is prepared which includes: a growth substrate
(starting substrate) 201, for exanple, nmade of GaAs
having a thickness of 550 um and a di aneter of 6 inches;
a light-emtting-di ode-functional |ayer 203 made of
Al Gal nP; and an etch stop (ES) |ayer 202 made of |InGaP
or InAlP or Al GalnP having a thickness of 0.1 um The
light-emtting-di ode-functional |ayer 203 and the etch
stop (ES) |ayer 202 are forned by an MOVPE net hod, for
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exanple. The etch stop (ES) |ayer 202 is fornmed between
the starting substrate and the functional |ayer.
[ 0056]

The Al Gal nP-based light-emtting-diode-functional
| ayer 203 can sequentially include fromthe starting
substrate 201 side: for exanple, a p-type Al iylnyP | ayer
2031 (0.4<y<0.5) having a thickness of 1 pm and a
carrier concentration of approximately 1x1017/cn®; an
(Al 1-xGax) 1-yl NnyP layer (active layer) 2032 (0.45<x<1,
0.4<y<0.5) having a thickness of 0.6 um; and an n-type
Al 1.yl nyP layer 2033 (0.4<y<0.5) having a thickness of 1
pum and a carrier concentration of approxi mately
1x1017/cn®. Note that, here, a basic structure is
exenplified, and the thicknesses of the p-type Al iyl nyP
| ayer 2031, the active |ayer 2032, and the n-type Al i
ylnyP layer 2033 are not |limted to the exenplified
numeri cal val ues.

[ 0057]

Moreover, the carrier concentrations can be set
within a range up to approxi mtely 3x1018/ cn®, depending
on the required function. Further, the carrier
concentration profiles are not limted to uniform
di stribution, either. Furthernmore, the exenplified
carrier concentrations are average carrier
concentrations, and it is a matter of course that these
concentrations conceptually include partially | ow
carrier concentration state (e.g., approxi mtely
0. 7x1015/ cn®) .

[ 0058]

Additionally, a w ndow | ayer may be provided as
necessary. As the wi ndow | ayer, GaP is suitably
selected for the Al Gal nP-based |ight-emtting-di ode-
functional |ayer structure. The w ndow | ayer 2035 made
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of GaP and having a thickness of approximately 10 pum may
be stacked. Further, between the w ndow | ayer 2035 and
the light-emtting-di ode-functional |ayer 203, a
reduction |layer 2034 made of Gai-yl nyP layer (0<y<1l) nay
be provided to reduce band discontinuity anmount.
[ 0059]

Meanwhi | e, al t hough the Al Gal nP-based |i ght-
em tting-diode-functional |layer is exenplified here, any
function and structure can be selected, as long as the
| attice constant of the material matches that of the
GaAs substrate. Besides the Al Gal nP-based sem conduct or
| aser, it is also possible to apply InGaP-based hetero
bi pol ar transistor and field-effect transistor,
| nGaP/ GaAs- based sol ar cell, GaAsP-based phot odi ode, etc.
[ 0060]

Meanwhi |l e, as long as the lattice constant of the
materi al matches that of an InP substrate, it is
possi ble to apply I nGaAs-based hetero bipolar transistor
and field-effect transistor, InGaAs-based |light-emtting
devi ce (sem conductor laser and light-emtting diode),
| nGaAs(P) - based phot odi ode, etc.
[ 0061]

Furt hernore, the above applicable functional
| ayers are just exanples, and the materials and usage
are not particularly limted.
[ 0062]

In this event, preferably, the functional |ayer
I ncluding a window | ayer, if provided, has a total
t hi ckness of 15 uymor less; in other words, the conpound
sem conductor wafer fromwhich the growth substrate is
removed, which will be described |ater, has a tota
t hi ckness of 15 umor less. This prevents warp of the

wafer fromincreasing, can suppress crack formati on, and
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can suppress yield reduction due to wafer breakage in
bondi ng. More preferably, designing the total thickness
to be 7 umor less can further suppress crack formation
The lower limt value of the total thickness is not
particularly limted, but is preferably 0.5 umor nore.
[ 0063]

Next, a to-be-bonded wafer 220 is prepared. 1In
this event, the to-be-bonded wafer is preferably a wafer
having sufficient flatness, for exanple, silicon,
sapphire, or quartz. These can reduce the cost of the
t o- be- bonded wafer. As the to-be-bonded wafer 220, a
silicon wafer having a dianmeter of 8 inches is usable.

[ 0064]

In the present invention, an area of a bonding
surface of the to-be-bonded wafer is larger than an area
of a bonding surface of the conmpound sem conductor wafer.
Note that, in the second enbodi ment, a circular wafer is
exemplified, but the wafer shape is not particularly
limted and may be, for exanple, rectangul ar, square,
etc.

[ 0065]

In this event, the to-be-bonded wafer and the
conpound sem conduct or wafer are preferably bonded by
metal bonding with a metal. 1In this way, the bonding
can be performed relatively easily, and the bonded
resultant can be directly used as a final device el enent.
[ 0066]

As shown in FIGs. 10 and 11, netal filns are
vapor - deposi ted on both of the EPW 210 and the to-be-
bonded wafer 220. On the EPW 210, for exanple, a 0.1-pum
Ti layer 211 and a 1-um Au | ayer 212 can be provi ded as
vapor - deposited films. On the silicon wafer, for
exanple, a 0.1-uym Ti layer 221 and a 1-um Au | ayer 222
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can be provided as vapor-deposited filnms. Here,

al t hough these structures and filmthicknesses are
exenplified, it is a matter of course that any materi al
can be selected if required for the bonding.

[ 0067]

In this event, the metal in the nmetal bonding
preferably includes at | east one or nore of Au, Ag, Al,
In, and Ga. These can suppress yield reduction due to
bonding failure in the bondi ng.

[ 0068]

To reduce bonding failure in the bonding to
increase the yield, the material of the uppernost |ayer
(Au in the exenplified enbodi nent) desirably contains at
| east one or nore of Au, Ag, Al, In, and Ga, and the
filmthickness is desirably 0.3 umor nore. Nbreover,
in terns of bonding yield, the filmthickness may be
| arge without limtation. However, the |arge thickness
brings simlar effect in terns of yield. The upper
limt of the filmthickness is determ ned from
econom cal viewpoint. From econom cal viewpoint, 3 pm
or less is desirable.

[ 0069]

Next, as shown in FIGs. 12 and 13, both of the EPW
210 and the to-be-bonded wafer 220 are introduced into a
bondi ng apparatus such that the Au | ayer 212 of the EPW
and the Au |l ayer 222 of the to-be-bonded wafer face and
are superposed on each other. The wafers are bonded to
prepare a bonded substrate 250.

[ 0070]

In this event, the bonding is preferably perforned
such that the center of the conpound sem conductor wafer
and the center of the to-be-bonded wafer are arranged to

deviate from each other by 5 mmor less. |In this manner,
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crack formation can be further suppressed.

Specifically, in the second enbodi ment, at the
time of the bonding, a central point 2101 of the EPW 210
shown in FIG 14 is preferably arranged at such a
position that the deviation froma central point 2201 of
the to-be-bonded wafer 220 shown in FIG 15 is mnim zed
to 5 mmor |ess.

[0071]

In the case of circular wafers, the centers are
obvious. In cases of the wafer 210 not in a circular
shape but in, for exanple, a rectangul ar shape as shown
in FIG 16, the central point 2101 is re-defined as the
center of mass. (e.g., in the case of a rectangul ar
shape, the central point 2101 is defined as an
I ntersecti on where diagonals intersect.)

[ 0072]

The to-be-bonded wafer is bonded to a side, where
t he conmpound sem conductors are epitaxially grown, as
t he bondi ng surface of the conpound sem conductor wafer.
The pressure during the bonding can be 5 NNcn? or nore
and 400 N cn? or | ess based on the pressure applied to
t he compound EPWwi th small dianeter. Sinultaneously, a
heat at a tenperature of 400°C or |ess can also be
applied. The applied pressure thus exenmplified is not
limted to this range. When the bonding is perforned
under a condition where the EPW 210 with small di aneter
wi t hst ands the applied pressure (e.g., the substrate
thickness is increased), the applied pressure is not
limted to the exenplified range, and a pressure higher
than this range is also applicable. 1In addition, the
pressure application and heating are sinultaneously
perfornmed here. Alternatively, the pressure application

and the heat treatnent nmay be perforned separately such
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that the application is performed solely, followed by
heati ng, for exanple.
[ 0073]

Next, the starting substrate 201 is renoved from
t he bonded substrate 250 shown in FIG 13 by wet etching.
The wet etching is performed with a liquid m xture of
ammoni a and hydrogen peroxide water (APM. Since the
APM | iquid has etching selectivity with respect to the
ES | ayer 202, only GaAs is etched, and the etching is
stopped at the ES | ayer 202. Hence, as shown in FIG 17,
a starting substrate-renoved wafer 260 can be obtai ned
fromthe bonded substrate 250 from which only the GaAs
substrate serving as the growh substrate is renoved.

Al t hough exenplified here is an exanple where the
heat treatnment is perfornmed before the substrate is
renoved, simlar effects are al so obtained even when the
heat treatnment is perforned after the substrate renpval
[ 0074]

Perform ng the above steps makes it possible to
manuf acture a wafer which has high bondi ng strength, and
in which only the thin conmpound epitaxial functiona
| ayer with no cracks exists on the | arge-di aneter
silicon substrate.

[ 0075]
(Third Enmbodi nment)

As shown in FIG 18, a conmpound sem conduct or
epi taxial wafer (EPW 310 is prepared which includes: a
growt h substrate (starting substrate) 301, for exanple,
made of GaAs having a thickness of 550 pum and a di aneter
of 6 inches; a light-emtting-diode-functional |ayer 303
made of Al Gal nP; and an etch stop (ES) | ayer 302 nmade of
InGaP or InAlP or Al GalnP having a thickness of 0.1 um
between the starting substrate and the functional |ayer.
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[ 0076]

The Al Gal nP-based light-emtting-diode-functional
| ayer 303 can sequentially include fromthe starting
substrate 301 side: for exanple, a p-type Al iylnyP | ayer
3031 (0.4<y<0.5) having a thickness of 1 pm and a
carrier concentration of approximately 1x1017/cn®; an
(Al 1-xGax) 1-yl NnyP layer (active layer) 3032 (0.45<x<1,
0.4<y<0.5) having a thickness of 0.6 pm; and an n-type
Al 1.yl nyP layer 3033 (0.4<y<0.5) having a thickness of 1
pm and a carrier concentration of approxi mately
1x1017/cn®. Note that, here, a basic structure is
exenplified, and the thicknesses of the p-type |ayer
3031, the active layer 3032, and the n-type layer 3033
are not limted to the exenplified nunerical values.
[0077]

Moreover, the carrier concentrations can be set
within a range up to approxi mately 3x1018/ cn? dependi ng
on the required function. Further, the carrier
concentration profiles are not limted to uniform
di stribution, either. Furthernore, the exenplified
carrier concentrations are average carrier
concentrations, and it is a mtter of course that these
concentrations conceptually include partially | ow
carrier concentration state (e.g., approximtely
0. 7x1015/ cn®) .

[ 0078]

Additionally, a wi ndow | ayer may be provi ded as
necessary. As the w ndow | ayer, GaP is suitably
selected for the Al Gal nP-based |ight-em tting-diode-
functional |ayer structure. The w ndow | ayer 3035 made
of GaP and having a thickness of 10 umis stacked.

Furt her, between the wi ndow | ayer 3035 and the I|ight-
em tting-di ode-functional |ayer 303, a reduction |ayer
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3034 made of Gai-yl nyP layer (0O<y<l) may be provided to
reduce band di scontinuity anmount.
[ 0079]

Meanwhi | e, al though the Al Gal nP-based |i ght-
em tting-diode-functional |layer is exenplified here, any
function and structure can be selected, as long as the
|l attice constant of the material matches that of the
GaAs substrate. Besides the Al Gal nP-based sem conduct or
| aser, it is also possible to apply I nGP-based hetero
bi pol ar transistor and field-effect transistor,
| nGaP/ GaAs- based solar cell, GaAsP-based phot odi ode, etc.
[ 0080]

Meanwhi |l e, as long as the lattice constant of the
mat eri al matches that of an InP substrate, it is
possi ble to apply I nGaAs-based hetero bi polar transistor
and field-effect transistor, InGaAs-based |light-emtting
devi ce (sem conductor laser and light-emtting diode),
| nGaAs(P) - based phot odi ode, etc.
[ 0081]

Furthernore, the above applicable functional
| ayers are just exanples, and the materials and usage
are not |imted.
[ 0082]

In this event, preferably, the functional |ayer
I ncluding a wi ndow | ayer, if provided, has a total
t hi ckness of 15 uymor less; in other words, the conpound
sem conductor wafer fromwhich the growth substrate is
renoved, which will be described later, has a total
t hi ckness of 15 umor less. This prevents warp of the
wafer fromincreasing, can suppress crack formation, and
can suppress yield reduction due to wafer breakage in
bondi ng. More preferably, designing the total thickness
to be 7 umor less can further suppress crack formation
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The lower limt value of the total thickness is not
particularly limted, but is preferably 0.5 um or nore.
[ 0083]

Next, a to-be-bonded wafer 320 is prepared as
shown in FIG 19. 1In this event, the to-be-bonded wafer
Is preferably a wafer having sufficient flatness, for
exanpl e, silicon, sapphire, or quartz. This can reduce
the cost of the to-be-bonded wafer. As the to-be-bonded
wafer 320, for exanple, a silicon wafer having a
di ameter of 8 inches is usable.

[ 0084]

In the present invention, an area of a bonding
surface of the to-be-bonded wafer is |larger than an area
of a bonding surface of the conmpound sem conductor wafer
Note that, in the third enbodinent, a circular wafer is
exemplified, but the wafer shape is not particularly
limted and nmay be, for exanple, rectangul ar, square,
etc.

[ 0085]

In this event, the to-be-bonded wafer and the
conpound sem conduct or wafer are preferably bonded by
bonding with a resin or polyner interposed therebetween.
In this way, the bonding can be perforned relatively
easily, and the bonded resultant can be directly used as
a final device el enent.

[ 0086]

Moreover, in this event, the resin or polymer is
preferably benzocycl obutene, polyimde, or glass with
TECS. In these ways, yield reduction due to bonding
failure in the bonding can be further suppressed.

[ 0087]

The EPW 310 is spin-coated with benzocycl obut ene

(BCB). The viscosity and the number of spinnings are
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adjusted to forma BCB film 311 having a thickness of
approximately 3 um for exanple. Here, exenplified is a
case of formng the BCB film 311 on only the EPW 310.
Nevertheless, the BCB film 311 may be fornmed on both of
the EPW 310 and the to-be-bonded wafer 320, or may be
formed on only the to-be-bonded wafer 320. 1In these
cases, simlar effects are obtained.

[ 0088]

Mor eover, al though exenplified here is the case
where the BCB thickness is 3 um the filmthickness can
be changed within approximately 0.5 to 20 um by
adjusting the viscosity. Nevertheless, since increasing
the BCB filmthickness increases the thermal resistance,
the BCB thickness is preferably approximately 0.5 to 20
pm at nost. Further, formng a thick BCB fil m causes
cost increase. Fromthese viewpoints, the film
thickness is appropriately 12 umor |ess, but may exceed
t his range.

[ 0089]

Further, although spin-coating with BCB is
exenplified here, spin-coating with polyimde (Pl)

i nstead of BCB may be perforned. Meanwhile, simlar
effects are obtained by spin-coating with TECS after a
porous silicon filmor another porous filmis formed on
the EPW 310, or on the to-be-bonded wafer 320, or on
both of the EPW 310 and the to-be-bonded wafer 320.

[ 0090]

Next, as shown in FIGs. 19 and 20, both of the EPW
310 and the to-be-bonded wafer 320 are introduced into a
bondi ng apparatus such that the BCB | ayer 311 of the EPW
and a surface 321 of the to-be-bonded wafer face and are
super posed on each other. The wafers are bonded to

prepare a bonded substrate 350.
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[ 0091]

In this event, the bonding is preferably perforned
such that the center of the conpound sem conductor wafer
and the center of the to-be-bonded wafer are arranged to
deviate from each other by 5 mmor less. |In this manner,
crack formation can be suppressed.

Specifically, in the third enbodiment, at the tinme
of the bonding, a central point 3101 of the EPW 310
shown in FIG 21 is preferably arranged at such a
position that the deviation froma central point 3201 of
the to-be-bonded wafer 320 shown in FIG 22 is mnim zed
to 5 mmor |ess.

[ 0092]

In the case of circular wafers, the centers are
obvious. In cases of the wafer 310 not in a circular
shape but in, for exanmple, a rectangul ar shape as shown
in FIG 23, the central point 3101 is re-defined as the
center of mass. (e.g., in the case of a rectangul ar
shape, the central point 3101 is defined as an
I ntersecti on where diagonals intersect.)

[ 0093]

The to-be-bonded wafer is bonded to a side, where
t he conmpound sem conductors are epitaxially grown, as
t he bondi ng surface of the conpound sem conductor wafer.
The pressure during the bonding can be 5 NNcn? or nore
and 400 N cn? or | ess based on the pressure applied to
t he compound EPWwi th small dianeter. The applied
pressure thus exenplified is not limted to this range.
When the bonding is performed under a condition where
the EPW 310 with small dianmeter w thstands the applied
pressure (e.g., the substrate thickness is increased),
is not limted to the exenplified range, a pressure

hi gher than this range is also applicable. 1In addition,
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t he pressure application and heating nmay be perforned
simul taneously here. Simlar effects are obtained even
when the pressure application and the heat treatnent are
perfornmed separately such that the application is
perforned solely, followed by heating, for exanple.

[ 0094]

Next, the starting substrate 301 is renpoved from
t he bonded substrate 350 by wet etching. The wet
etching is performed with a liquid m xture of ammoni a
and hydrogen peroxide water (APM. Since the APMIiquid
has etching selectivity with respect to the ES |ayer 302,
only GaAs is etched, and the etching is stopped at the
ES | ayer 302. Hence, as shown in FIG 24, a starting
substrate-renoved wafer 360 can be obtained fromthe
bonded substrate 350 from which only the GaAs substrate
serving as the gromh substrate is renoved.

Al t hough exenplified here is an exanple where no
heat treatnment is perforned after the substrate renpval
It is needless to say that simlar effects are al so
obt ai ned even when the heat treatnment is perfornmed after
the substrate renoval
[ 0095]

Perform ng the above steps nmkes it possible to
manuf acture a wafer which has high bondi ng strength, and
in which only the thin conmpound epitaxial functiona
| ayer with no cracks exists on the | arge-di aneter

silicon substrate.

EXAMPLE
[ 0096]

Herei nafter, the present invention will be
described in detail with reference to Exanples. However,

the present invention is not limted thereto.
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[ 0097]
(Exanple 1)

The epitaxial wafers (EPW) 110 were prepared each
of which included: the growth substrate (starting
substrate) 101 made of GaAs having a thickness of 550 pm
and a di aneter of 6 inches (150 mm; the Al Gal nP-based
l'ight-emtting-di ode-functional |ayer 103; and the etch
stop (ES) layer 102 nade of InGaP having a thickness of
0.1 pm and | ocated between the starting substrate and
the light-emtting-di ode-functional |ayer.

[ 0098]

The Al Gal nP-based light-emtting-diode-functional
| ayer 103 sequentially included fromthe starting
substrate 101 side: the p-type Al iylnyP layer 1031
(0.4<y<0.5) having a thickness of 1 pm and a carrier
concentration of approximately 1x1017/cn®; the (Al 1-xGax) 1-
yl nyP layer (active layer) 1032 (0.45<x<1, 0.4<y<0.5)
having a thickness of 0.6 un and the n-type Al 1.yl nyP
layer 1033 (0.4<y<0.5) having a thickness of 1 pm and a
carrier concentration of approximately 1x1017/ cn®.

[ 0099]

Mor eover, the wi ndow | ayer 1035 nade of GaP having
a thickness of 10 um was stacked. Further, between the
wi ndow | ayer 1035 and the functional |ayer 103, the
reduction layer 1034 made of Gai-yl nyP | ayer (0<y<l) was
provi ded to reduce band di scontinuity anount.

[ 0100]

As the to-be-bonded wafers 120, silicon wafers
havi ng a dianeter of 8 inches (200 nm were used.
[0101]

Next, wet surface treatnment with an al kaline
sol vent was performed on all of the EPW 110 and the to-
be- bonded wafers 120. 1In this Exanple, the wafers were
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inmersed in a 5 wt % NaOH aqueous solution for 10 m nutes,
then rinsed, and dried in air.
[0102]

Each pair of the EPW 110 and the to-be-bonded
wafer 120 were introduced into a bondi ng apparatus such
that the epitaxial surface 131 of the EPW 110 and the
pol i shed surface 121 of the to-be-bonded wafer 120 faced
and were superposed on each other. The wafers were
bonded at 200°C under vacuum atnosphere to prepare the
bonded substrate 150.

[0103]

I n the bonding, the paired wafers were bonded such
that the deviation of the central point 1101 of the EPW
110 fromthe central point 1201 of the to-be-bonded
wafer 120 was altered from1l to 9 nmby 1 mm anong the
pairs. Moreover, the pressure during the bondi ng was 50
N/ cn?. These are shown in Table 1.
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[ 0104]
[ Tabl e 1]
Exanple 1 Exanpl e 2 Exanpl e 3
Growt h substrate GaAs GaAs GaAs
Thi ckness [ um of
growt h substrate 550 550 550
Di aneter [inch] of 6 6 6
growt h substrate
Etch stop | ayer | nGaP | nGaP | nGaP
Thi ckness [ un] of 01 01 01
etch stop | ayer
Functi onal | ayer Al Gal nP- Al Gal nP- Al Gal nP-
based based based
Thi ckness [ un] of
p-type Al 1.yl nyP 1 1 1
| ayer
Thlckness [ um of 0.6 0.6 0.6
active |ayer
Thi ckness [ un] of
n-type Al 1.yl nyP 1 1 1
| ayer
W ndow | ayer GaP GaP GaP
Thi ckness [ un] of 10 10 10
wi ndow | ayer
Reducti on | ayer Gai-yl nyP Gai-yl nyP Gai-yl nyP
To- be- bonded waf er silicon silicon silicon
Di aneter [inch] of 8 8 8
t o- be- bonded waf er
. di rect met al resin or
Bonding met hod bondi ng bondi ng pol ymer
Bondi ng mat eri al Au BCB
Thi ckness [ um of EPW 1 3
bondi ng materi al silicon: 1
Bondi ng
tenperature [°(C] 200 350 350
Bondi ng at nosphere vacuum
Bondi ng pressure
[N/ cn] 50 50 50
Growt h substrate wet wet wet
renoval et chi ng et chi ng et chi ng
Et ching |i quid Liquid Liquid Liquid
m xt ure m xture m xt ure

[ 0105]
Next ,

t he bonded substrate 150 by wet

et chi ng.

the starting substrate 101 was renoved from

The wet
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etching was perfornmed with a liquid m xture of ammoni a
and hydrogen peroxide water (APM. Since the APM Iiquid
has etching selectivity with respect to the ES |ayer 102,
only GaAs is etched, and the etching is stopped at the
ES | ayer 102. Thus, only the GaAs substrate serving as
the growth substrate was renoved fromthe bonded
substrate 150, and the starting substrate-renoved wafer
160 was obt ai ned.

[0106]

Next, the surface fromwhich the starting
substrate was renmoved was covered with the silicon wafer
170 having a dianeter of 6 inches. The bonded wafer
havi ng the cover wafer placed thereon was subjected to
conpressi on bondi ng under vacuum at nosphere and heat ed
at a tenperature of 200°C. The pressure was 50 N cn?.
The heating tine was 5 mnutes in this Exanple.

[0107]

The silicon wafer 170 was renoved, and the
starting substrate-renmoved wafer 160 was introduced into
a heating furnace. In Exanple 1, the InGP |ayer was
exposed. Hence, the heating was performed under a P
at nosphere (1x105 atm. The heating was perforned at a
tenperature of 700°C for approximtely 30 n nutes.

[0108]

FIG 25 shows the nunmber of cracks in relation to
t he deviation of the central point 1101 of the EPW 110
fromthe central point 1201 of the to-be-bonded wafer
120 in the bonded wafers prepared as above.

[0109]
(Exanpl e 2)

The epitaxial wafers (EPW) 210 were prepared each
of which included: the growth substrate (starting
substrate) 201 made of GaAs having a thickness of 550 pm
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and a diameter of 6 inches; the Al Gal nP-based |ight-
em tting-diode-functional |ayer 203; and the etch stop
(ES) layer 202 made of InGaP having a thickness of 0.1
pm and | ocat ed between the starting substrate and the
light-emtting-di ode-functional |ayer.
[0110]

The Al Gal nP-based light-emtting-diode-functional
| ayer 203 sequentially included fromthe starting
substrate 201 side: the p-type Al iylnyP |l ayer 2031
(0.4<y<0.5) having a thickness of 1 pm and a carrier
concentration of approximately 1x1017/cn?; the (Al 1-xGax) 1-
yl nyP layer (active layer) 2032 (0.45<x<1, 0.4<y<0.5)
having a thickness of 0.6 un and the n-type Al 1.yl nyP
layer 2033 (0.4<y<0.5) having a thickness of 1 pm and a
carrier concentration of approximately 1x1017/ cn®.
[0111]

Mor eover, the wi ndow | ayer 2035 nade of GaP having
a thickness of 10 um was stacked. Further, between the
wi ndow | ayer 2035 and the functional |ayer 203, the
reduction layer 2034 made of Gai-yl nyP | ayer (0<y<l) was
provi ded to reduce band di scontinuity anount.
[0112]

As the to-be-bonded wafers 220, silicon wafers
having a dianeter of 8 inches were used.
[0113]

Next, netal filnms were vapor-deposited on each EPW
210 and to-be-bonded wafer 220. On the EPW 210, the
0.1-pym Ti layer 211 and the 1-pm Au | ayer 212 were
provi ded as vapor-deposited filns. On the silicon wafer,
the 0.1-pum Ti layer 221 and the 1-pum Au | ayer 222 were
provi ded as vapor-deposited fil nms.
[0114]

Each pair of the EPW 210 and the to-be-bonded
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waf er 220 were introduced into a bondi ng apparatus such
that the Au layer 212 of the EPWand the Au | ayer 222 of
t he to-be-bonded wafer faced and were superposed on each
other. The wafers were bonded to prepare the bonded
substrate 250.

[ 0115]

I n the bonding, the paired wafers were bonded such
that the deviation of the central point 2101 of the EPW
210 fromthe central point 2201 of the to-be-bonded
wafer 220 was altered from1l to 9 nmby 1 mm anong the
pairs. The pressure during the bonding was 50 N cn?.

Si nul t aneously, heating was al so perfornmed at 350°C.
These are also shown in Table 1.
[0116]

The starting substrate 201 was renoved fromthe
bonded substrate 250 by wet etching. The wet etching
was perforned with a liquid m xture of ammnia and
hydr ogen peroxi de water (APM.

[0117]

FIG 25 also shows the nunmber of cracks in
relation to the deviation of the central point 2101 of
the EPW 210 fromthe central point 2201 of the to-be-
bonded wafer 220 in the bonded wafers prepared as above.
[0118]

(Exanpl e 3)

The epitaxial wafers (EPW) 310 were prepared each
of which included: the growth substrate (starting
substrate) 301 made of GaAs having a thickness of 550 pm
and a diameter of 6 inches; the Al Gal nP-based |ight-
emtting-di ode-functional |ayer 303; and the etch stop
(ES) layer 302 made of InGaP having a thickness of 0.1
pum and | ocat ed between the starting substrate and the

light-emtting-di ode-functional |ayer.
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[0119]

The Al Gal nP-based light-emtting-diode-functional
| ayer 303 sequentially included fromthe starting
substrate 301 side: the p-type Al iylnyP |l ayer 3031
(0.4<y<0.5) having a thickness of 1 pm and a carrier
concentration of approximately 1x1017/cn?; the (Al 1-xGax) 1-
yl nyP layer (active layer) 3032 (0.45<x<1, 0.4<y<0.5)
having a thickness of 0.6 un and the n-type Al 1.yl nyP
layer 3033 (0.4<y<0.5) having a thickness of 1 pm and a
carrier concentration of approximately 1x1017/ cn®.

[ 0120]

Mor eover, the wi ndow | ayer 3035 nade of GaP having
a thickness of 10 um was stacked. Further, between the
wi ndow | ayer 3035 and the functional |ayer 303, the
reduction | ayer 3034 made of Gai-yl nyP | ayer (0<y<l) was
provided to reduce band di scontinuity anount.

[0121]

As the to-be-bonded wafers 320, silicon wafers
having a dianeter of 8 inches were used.
[0122]

Next, the EPW 310 were each spin-coated with
benzocycl obutene (BCB). The viscosity and the nunmber of
spinnings were adjusted to formthe BCB film 311 having
a thickness of approximately 3 um Then, each pair of
the EPW 310 and the to-be-bonded wafer 320 were
i ntroduced into a bondi ng apparatus such that the BCB
| ayer 311 of the EPWand the surface 321 of the to-be-
bonded wafer faced and were superposed on each ot her.
The wafers were bonded to prepare the bonded substrate
350.

[0123]

I n the bonding, the paired wafers were bonded such

that the deviation of the central point 3101 of the EPW
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310 fromthe central point 3201 of the to-be-bonded
wafer 320 was altered from1l to 9 mmby 1 nm anong the
pairs. The pressure during the bonding was 50 N cn?.
Si mul t aneously, heating was al so performed at 350°C.
These are also shown in Table 1.

[ 0124]

The starting substrate 301 was renoved fromthe
bonded substrate 350 by wet etching. The wet etching
was performed with a liquid m xture of anmmonia and
hydr ogen peroxi de water (APM.

[ 0125]

FIG 25 also shows the number of cracks in
relation to the deviation of the central point 3101 of
the EPW 310 fromthe central point 3201 of the to-be-
bonded wafer 320 in the bonded wafers prepared as above.
[0126]

(Exanpl e 4)

The same procedures as in Exanples 1 to 3 were
carried out, except that the conpound wafers having a
di ameter of 2 inches (50 nm were formed on the silicon
waf ers having a diameter of 4 inches (100 nmm, and that
t he wi ndow | ayer made of GaP and the reduction |ayer
made of GalnP were not formed. FIG 26 shows a relation
bet ween the distance fromthe center to an edge portion
of each conpound sem conduct or wafer and the wafer
hei ght in bonded wafers prepared as descri bed above.
Note that, in the horizontal axis of FIG 26, 0 nmm
represents the center of the conpound sem conduct or
wafer in the bonded wafer, and -25.4 mm (-1 inch)
represents the outernost peripheral portion.

[0127]
(Conparati ve Exanple 1)
Epi taxial wafers (EPW) were prepared each of
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which included: a growth substrate (starting substrate)
made of GaAs having a thickness of 550 um and a di aneter
of 6 inches; an Al Gal nP-based |ight-emtting-di ode-
functional layer; and an etch stop (ES) |ayer made of

| nGaP having a thickness of 0.1 pum and | ocat ed between
the starting substrate and the functional |ayer.

[0128]

The Al Gal nP-based light-emtting-diode-functional
| ayer sequentially included fromthe starting substrate
side: a p-type Ali1ylnyP layer (0.4<y<0.5) having a
t hickness of 1 pymand a carrier concentration of
approxi mately 1x1017/cn?; an (Al 1.xGax) 1-yl nyP | ayer
(active layer) (0.45<x<1, 0.4<y<0.5) having a thickness
of 0.6 um and an n-type Al 1.yl nyP layer (0.4<y<0.5)
having a thickness of 1 umand a carrier concentration
of approxi mately 1x1017/cn?.

[0129]

Next, a wi ndow | ayer nmade of GaP having a
t hi ckness of 10 um was stacked. Further, between the
wi ndow | ayer and the functional |ayer, a reduction |ayer
made of Gai.yl nyP | ayer (0<y<l) was provided to reduce
band di scontinuity anount.

[ 0130]

After the EPWformation, the back surface side of
each starting substrate was | apped and then polished to
forma polished surface with a thickness of 150 pm
[0131]

As to-be-bonded wafers, silicon wafers having a
di ameter of 8 inches were used.

[0132]

Wet surface treatnment with an al kaline sol vent was

perfornmed on all of the EPW and the to-be-bonded wafers.

The wafers were immersed in a 5 wt % NaOH aqueous
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solution for 10 m nutes, then rinsed, and dried in air.
[0133]

Each pair of the EPWand the to-be-bonded wafer
were introduced into a bondi ng apparatus such that the
pol i shed surface of the starting substrate of the EPW
and a polished surface of the to-be-bonded wafer faced
and were superposed on each other. The wafers were
bonded at 350°C under vacuum atnosphere to prepare a
bonded substrate.

[ 0134]

I n the bonding, the paired wafers were bonded such
that the deviation of the central point of the EPWfrom
the central point of the to-be-bonded wafer was altered
froml to 4 mby 1 nm anong the pairs. The pressure
during the bonding was such that the pressure of 50
N cnt was applied to the EPW
[ 0135]

The starting substrate-renmoved wafer was
i ntroduced into a heating furnace. The atnosphere of
t he heating furnace was selected in accordance with the
material of the surface fromwhich the substrate was
renoved. Since the starting substrate was exposed in
Conparative Exanple 1, the heating was perforned under
an As atnosphere (1x105 atm at 700°C for approxi mtely
30 m nut es.

[ 0136]

FIG 25 also shows the number of cracks in
relation to the deviation of the central point of the
epitaxial layer fromthe central point of the to-be-
bonded wafer in the bonded wafers prepared as above.
[0137]

(Conpar ati ve Exanpl e 2)
The sanme procedure as in Conparative Exanple 1 was
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carried out, except that the conpound wafers having a
di ameter of 2 inches were formed on the silicon wafers
having a di aneter of 4 inches.

[ 0138]

As shown in FIG 25, the bonded wafers were found
to have such a trend that the larger the degree of the
devi ati on of the epitaxial |ayer fromthe center
position, the larger the nunber of cracks forned in the
epi taxi al |ayer.

[0139]

However, concerning the epitaxial layers in the
bonded wafers of Exanples 1 to 3 enploying the inventive
met hod for manufacturing a bonded wafer, the increase in
the nunber of cracks fornmed in the epitaxial |ayers was
successful ly suppressed in the range where the deviation
fromthe center position was 1 to 5 nm
[ 0140]

Meanwhi | e, as shown from Conparative Exanple 2, to
forma small-di aneter wafer made of a conpound
sem conductor on a |l arge-dianeter silicon wafer so as to
achi eve permanent bonding, the starting substrate side
of the small-diameter wafer has to be flat at such a
| evel as to enable bonding at the atomc level. 1In
addi tion, since the growth raw materials during the
epitaxial growth come to spread over the starting
substrate side, these need to be renoved. Hence,
polishing is required after | apping.

[ 0141]

Nevert hel ess, since conpound wafers are brittle
materials, the polishing speed at the wafer peripheral
portion is fast. Consequently, the filmthickness at
t he peripheral portion was decreased. In the area of

approximately 1 mm from the wafer peripheral portion,
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the filmthickness was especially decreased. Although
waf er bonding is possible in this state, the wafer w |
have a hei ght variation between the peripheral portion
and the inner side, and the yield is |owered due to the
difference in focal depth during the photolithography
process. Since the filmthickness variation is in

m cron order, the height greatly varies only in

Conpar ative Exanple 2, so that the focal depth cannot be
kept at a fixed level. Consequently, in the area of
approximately 1 mm from the peripheral portion, the
pattern size varies, and the yield is considerably

| ower ed.

[0142]

In contrast, in Exanple 4 enploying the inventive
met hod for manufacturing a bonded wafer, the | arge
hei ght variation (i.e., filmthickness variation) at the
peri pheral portion as in Conparative Exanple hardly
occurred in any case. It was found that in Exanpl es,
omtting polishing step after the epitaxial growth
essentially contributed to this result. Thus, Exanple 4
did not have the problens as descri bed above, and the
yield will be stable.

[0143]

It should be noted that the present invention is
not limted to the above-described enbodi nents. The
enbodi mrents are just exanples, and any enbodi nents that
substantially have the sane feature and denonstrate the
same functions and effects as those in the technica
concept disclosed in claims of the present invention are
i ncluded in the technical scope of the present invention.
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CLAIMS

1. A method for manufacturing a bonded wafer, the
method comprising bonding a to-be-bonded wafer and a
compound semiconductor wafer that includes a compound
semiconductor epitaxially grown on a growth substrate,
wherein

a drameter of the to-be-bonded wafer i1s made
larger than a diameter of the compound semiconductor
wafer by 50 mm or more, such that an area of a bonding
surface of the to-be-bonded wafer is larger than an area
of a bonding surface of the compound semiconductor wafer,

the bonding is performed such that a center of the
compound semiconductor wafer and a center of the to-be-
bonded wafer are arranged to deviate from each other by
5 mm or less, and

the growth substrate i1s removed after the to-be-
bonded wafer i1s bonded to a side, where the compound
semiconductor is epitaxially grown, as the bonding

surface of the compound semiconductor wafer.

2. The method for manufacturing a bonded wafer
according to claim 1, wherein the bonding of the to-be-
bonded wafer and the compound semiconductor wafer is
performed by any method of direct bonding with no
interposition therebetween, metal bonding with a metal,
and bonding with a resin or polymer interposed

therebetween.

3. The method for manufacturing a bonded wafer
according to claim 2, wherein the metal comprises one or
more of Au, Ag, Al, In, and Ga.
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4. The method for manufacturing a bonded wafer
according to claim 2, wherein the resin or polymer
comprises benzocyclobutene, polyimide, or glass with
TEOS.

5. The method for manufacturing a bonded wafer
according to any one of claims 1 to 4, wherein the
compound semiconductor wafer from which the growth
substrate has been removed has a total thickness of 15

um or less.

6. The method for manufacturing a bonded wafer
according to any one of claims 1 to 5, wherein the to-

be-bonded wafer comprises silicon, sapphire, or quartz.

7. A bonded wafer comprising:

a compound semiconductor wafer; and

a to-be-bonded wafer bonded thereto and having an
area larger than an area of a bonding surface of the
compound semiconductor wafer, wherein

a drameter of the to-be-bonded wafer is 50 mm or
more larger than a diameter of the compound
semiconductor wafer,

the bonding is performed such that a center of the
compound semiconductor wafer and a center of the to-be-
bonded wafer are arranged to deviate from each other by
5 mm or less, and

the compound semiconductor wafer has a total

thickness of 15 um or less.



