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BAG FOR BAG-IN-BOX AND BAG-IN-BOX 

BACKGROUND OF THE INVENTION 

The present invention relates to a bag for a 

bag-in-box and a bag-in-box that are used for storing or 

transporting various liquid products such as beverage, 

motor oil, detergent, or liquid product containing solid 

compohen~, or fluid such as powdery material produced in 

the fields of food industry, automobile .industry or 

toiletry industry. 

In particular, the present invention relates to 

an inner bag which is· used in a bag-in-box, and is 

excellent in shock resistance, content discharging property 

and: self-supporting property at a· time when the inner bag 

i·s filled with the content or when the bag is taken out 

from the outer bo~ of the bag-ip-box. The present invention. 

also rel'ates to an inner bag to be used in a bag-in-box 

which can be lined-up or arranged· on a pallet without 

causing a dead space or waste space on the pallet prepared 

'in accordance with the International Standard, and has a 

sufficient st.ability and strength even when the 

bag-in-boxes are piled-up in several steps, and has a 

compact shape, and is easy to handle. 

In addi t'ion, the present invention relates to a 

bag~in-box enabling to improve the handling property and 
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the content discharging property at the time of the content 

being taken out from the bag-in-box. 

DESCRIPTION OF THE RELATED ART: 

In recent years, a bag-in-box, which is a 

non-returnable container so-called "one-way container", is 

widely used· for transporting or storing various liquids 

products such as beverage including mineral water and 

chemicals to be .used for industries. 

The bag-in-box comprises a foldable plastic bag 

or container·· as an inner package and an outer box as an 

outer package. 

The inner package is, for example, composed of a 

flat bag prep~red by seal working plastic films, or an 

integrated molding manufactured by blow-molding fused 

plastic into an integrated moldings, and so on. The water 

resistance, chemical resistance and gas-barrier property 

against the liquid content are allotted to the inner 

package such as the plastic bag or the container. 

On the other hand, the outer package is, for 

example, composed. of corrugated fiberboard or the like. 

outer-packaging the inner package. The rigiditr required 
! 

for transporting and storing the box is allotted to the 

outer box as the outer package. 

Since . thus constructed bag-in-box is · not 

necessary to be .returned or recovered unlike the 

conventional glass bottles or tin cans, it has advantages 

\ 
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in labor-saving and cost down. ·Further, since the 

bag-in-box is foldable, it is easy to transport or store 

the. bag-in-box in ·its empty state, thus enabling to reduce 

distribution cost or circulation cost of the containers. 

As the inner bag for the bag-in-box, as shown in 

FIG. f2, · a plastic flat bag soi· having a spout or an outlet 

12 · at upper portion of a bag body 1 is used. As shown in 

FIG. 13, the flat bag 501 is filled with liquid as 

content, and is accommodated within the outer box 41 and 

then sealed. 

However, the inner bag of this flat type has an 

inferior. following-up property with respect to an interior 

shape of the outer box. Therefore, when · the inner bag is 

accommodated within the outer box, waste Space or dead 
. . 

space 42 is tiable t"o occur between the outer box and the 

inner bag. At the same time; a corner portion 4 of the 

inner ·bag is crumpled or bent so as to follo"w up to the 

interior shape of the outer box. Such folds and crimps are 

also liable to occur at portions other than · the corner 

portions. 

When the dead space 42 is formed between the outer 

box and the inner bag, the inner bag becomes easy to move 

within· the outer box. Therefore, when a large shock or 

impact is applied to the bag~in-box at the time of its 

dropping or falling, the inner bag is liable to .. be easily 

broken. Even when a relatively small impact such as 
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vibrations is applied to the bag-in-box, the inner bag is 

also liable to be broken because it is worn out by rubbing. 

Further, when a part of the inner bag, especially 

the corner portion 4, is crumpled or bent, residual liquid 

conterit will remain in the crumpled or bent portion thereby 

to form, so-called, "perched water", so that it is 
• 

difficult to completely discharge the content from the 

inner bag_. In particular, the· bag-in-box has a relatively 

large capacity, so that an amount of the ·residual remained 

at the crumpled or bent portion is also large. Therefore, 

it becomes an important problem to improve the discharging 

property of the residual. 

Furthermore, the flat bag type· inner bag 

inherently has no self-supporting property, so that it is 

inconvenient or troublesome to handle the inner bag at the 

time when the liquid product is filled into the inner bag, 

subsequently the inner bag is accommodated within the outer 

box in the .manufacturing process o.f the bag-in-box. 

There is a case where only the inner bag is used 

or ope~ated in· a state of the outer box being removed in 

accordance with environmental conditions. For · example, 
. 

there may be a case where the bag-in-box is used and 

handled at a wet place having a high moisture. In this 

case, the outer box composed of corrugated fiberboard is 

removed from the bag-in-box, and only the inner bag is used 

in a naked state. In .such a case, when the inner bag has no 



•· 5 

self-supporting property, it is also inconvenient to handle 

the naked inner bag. 

On the other hand, for obtaining an easy handling 

and operation of the bag-in-box, and for compactly piling 

or stacking the bag-in-box during storing or 

transportation, a cubic shape is pre·ferably selected as a 

sh~pe of the bag-in-box be set to a cubic shape. From this 

viewpoint, a bag-in-box having capacity of 20 liters or 

so, which is popularly in demand, is formed to be a cube 

having a side length of about 300 mm. 

In recent ·years, however, the size of a pallet 

onto which various articles are loaded or piled was 

standardized to 1100 inm x 1100 mm in. accordance with the 

International .Standard. Therefore, from now on, thus 

internationally standardized pallet seems to mainly spread 

to all over the world, ·arid all facilities of a distribution 

center dealing with the pallet seem. to adapt the standards 

or specification~ to meet the internationally standardized 

pallet. 

However, when the bag-in-boxes each having a cubic 

shape of which side length is about 300 mm are lined-up or 

arr.anged on the internationally standardized pallet, ~nly 

t.otal of nine boxes arranged in three rows by three rows 

can be loaded per every step on the· pallet, whereby there 

is raised a problem of remaining a lot of waste space or 

unused space (dead space) on the pallet. In addition, in 
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case of the cubic bag-in-boxes, since they are piled up on 

the pallet in rod-shaped configuration, the piled boxes 

lack in stability during loading or transperting thereof. 

By the way, specification of the outer box for the 

bag-in-box has a .great influence onto the discharging 

property and handling property of the bag-in-box, and this 

influence cannot be negligible. In the case of taking the 

liquid content out of the bag-in-box, for example, 

following operation is performed. Namely, the user or 

operator holds the outer box· with his both hands while a 

bottom edge of the outer box is supported by a holder. 

Then,. the content flowing out from a pouring opening 

(spout) protruding from the outer box is received into 

another appropriate container. 

In a case where the inner bag of the bag-in-box 

is a flat bag, the pouring opening (spout) is usually fixed 

to an opening portion of th~ outer box, so that many folded 

portions and co.rrugations a:re disadvantageously formed in a 

bag body around the pouring opening to be superposed to 

each other. The folded portions and corrugations formed at 

around the pouring open~ng cause to arise not only a 

difficulty in discharging the content but also a pulsation 

in the discharging the content, thus r.esulting in 

dripping-out or spilling-out of the content. In addition, 

the pouring opening is fixed to the outer box and is not 

formed in a long hose-shape· but formed shortly, so that it 
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is impossible to control a pouring direction of the 

discharging content ·by taking hold of the pouring opening 

with a hand, thus resulting in ·also the dripping-out or 

spilling-out of the content whereby· the working site is 

pplluted by the dripped-out content. 

On the other hand, in a case where the inner bag 

for the bag-in-box is an· integrated molding prepared by 

blow-molding method or the like, the inner bag is formed so 

as to have a shape close to the interior shape of the outer 

box, and the pouring opening. provided on the inner bag is 

not fixed to the outer box, and the bag body around the 

pouring opening is · forme~ so as to have a funnel-shape, so 

that it ·is easy to collect the residual content together 

into the pouring opening portion at the time of completely 

discharging the residual content. 

Further, since the pouring opening is ·not fixed 

to the outer box,, the pouring opening has a freedom of a 

certain degree, and it is slightly possible to control the 

discharging direction of the content to some extent. 

However, the integrated molding type inner bag is formed 

'thick and 

difficult 

has an inferior transparency, 

to visually confirm a residual 

so that 

amount 

it is 

of the 

content at the time of finally using-up the content. 

Further, the pouring opening is formed thick and rigid, and 

a length of the pouring opening is short. Though the 

pouring opening is a . slfghtly movable at a· certain extent, 
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the same as the case of fla,t bag, it is also difficult to 

control the discharging direction of the content by 

grasping the pouring openin_g with a hand. 

SUMMARY OF THE INVENTION 

Accordingly, 

accomplished in 

the present 

consideration 

invention has been 

of afore-mentioned 

circumstances, and it is a first object of this invention 

to provide an inner bag which is used in a bag-in-box, and 

is excellent in shock resistance, content discharging 

property and self-supporting property at a time when the 

liquid content is supplied into the inner bag or when the 

bag is taken out from the outer box of the bag-in-box. 

Second object of the present invention is to 

provide an inner bag to be used in a bag-in-box which can 

be. lined-up or arranged on an internationally standardized 

pallet without c~using a dead space, and has a su.fficient 

stability and strength ·even when the bag-in-boxes are 

piled-up in several steps, and has a compact shape, and is 

easy to handle or transport in comparison with a 

conventional cubic bag-in-box. 

Third object of this invent.j_on is to provide a 

bag-in-box enabling to easily control the pouring ·or 

discharging direction of the content, and capable of 

visually confirming an amount of the residual content, ·and 

enabling to extremely red.uce the residual amount of the 

content to be remained in the bag-in-box. 
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To achieve the foregoing· objects and in 

accordance with the purpose of this invention, a bag for a 
bag-in-box of this invention comprises: 

a four-side-seal type bag body composed of a pair 

of opposing flat portions constituting front . and back side 

portions of ·the bag ·body and two side. portions connecting 

front and back side portions at both side ends thereof and 

respectively having folding lines along which the side 

portions are folded inward; 

oblique seal portions provided at respective 

corner portions of the bag body; and 

triangular fin portions 

corner portions of the bag body, 

wherein the flat portions 

formed 

and the 

at respective 

side portions 

constituting the ·bag body are composed of at least two 

sheets of synthetic resin films that are superposed to each 

other in non-bonded state, 

wherein the oblique seal portion is formed in 

such a manner that the bag body is folded so as to provide 

two side portions each having the folding line, between the 

superposed pair of flat portions, then opposing inner 

surfaces of the bag body are bonded to each other in a 

range from an arbitrary point on top seal portion or bottom 

seal portion to another arbitrary point on side seal 

portion so as to obliquely connect the top or bottom seal 

portion and the side seal portion, the~eby ·to form the 
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oblique seal portion having a straight band-shap·e, and 

wherein the triangular fin portion is formed by 

being enclosed with the side seal portion, the oblique 

seal portion and one of the top seal portion and bottom 

seal portion on three sides. 

The present invention can be adapted for some 

preferable embodiments. One aspect of this invention, a bag 

for bag-in-box can be constructed so that each of the flat 

portions and the side portions have a shape of square or 

rectangle, and the bag takes a shape of cube or rectangular 

parallelepiped after the bag is filled up with content. 

In another aspect of this invention, a bag for 

bag-in-box can be constructed so that the arbitrary poi~t 

to be set on the top seal portion or the bottom seal 

portion and to be a starting point of the oblique seal 

portion is set within a range from a crossing point of 

the folding line, of the side portion and the top seal. 

portion or the bottom seal portion to a point, on the top 

seal portion or the bottom seal portion, apart from the 

crossing point in a length of 1 cm. 

In further aspect of this invention, a bag for 

bag-in-box can be constructed so that opposing top portions 

of the corner portions formed at front and back sides of 

the bag body are bonded to each other. 

In still further aspect of this invention, a bag 

for bag-in-box can be constructed so that at least one 
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or 

of 

gas-filled 

the bag body 

layer extending 

is attached or 

provided on each of a pair of·. flat portions and two side 

portions, respectively.· 

In still· further aspect of this invention, a bag 

for bag-in-box can be constructed so that a bilaterally 

pair of hanger portions are formed on at least one of the 

top and bottom sides of the bag body, the hanger portion is 

formed by bonding the opposing triangular fin portions of 

both front side and back side to each other at the top 

portions of the corner portions, and by .further bonding the 

opposing tr:J_angular fin portions at a portion including at 

least one portion on the top seal portiori or the bottom 

seal portion. 

In still further aspect of this invention, a bag 

for bag-in-box can be constructed so that a punched hole is 

formed on at least, one of the triangular fin portions. 

In still further aspect of this invention, a bag 

for bag-in-box can be constructed so that the synthetic 

resin film contains at least one metal foil layer. 

In still further aspect of this invention, a bag 

for bag-in-box can be constructed so that an angle lying 

between the top seal portion and the· oblique seal portion 

is 45 - 55 degrees, .and an angle lying between the bottom 

seal portio~ and the oblique seal portion is 40 - 50 

degrees. 
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In still further aspect of this invention, a bag 

for bag-in-box can be constructed so that a horizontal 

dimension of the flat portion is . 260 - 340 mm, horizontal 

dimension of the side portion is 180 260 mm, vertical 

dimension of each of the flat and side portions is 490 

660 mm, each of the dimensions being expressed as a 

substantial dimension which is defined by subtracting width 

of the seal portion · from e~ch actual dimension of· 

respective portions, and a shape of the bag after filling 

up content therein is.rectangular parallelepiped. 

In still further aspect of this invention, a bag 

for bag-in~box can be constructed so that a horizontal 

dimension of the flat portion is 190 - 270 mm, a horizontal 

dimension of the side portion is 140 - 220 mm~ a vertical 

dimension of each of the flat and side portions is 3-30 

600 nyn, each of said dimensions being expressed as a 

substantial dimension which is defined by subtracting width 

of the seal portion from each actual dimension of 

respective portions, and a shape of the bag after filling 

up content therein is rectan~ular parallelepiped. 

Further, a bag-i:i;i-box according to the pre.sent 

invention comprises: 

an outer box; 

a bag according to any one of aforementioned 

various bags or ~ four-side-s~al type bag e.g., a flat bag 

composed of synthetic resin films, which is accommodated 

.. 
' 
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within the outer box, and ·is used as an inner bag for 

storing liquid or £iuid content therein; 

a spout provided on . the bag, for pouring out the 

liquid content stored in the bag; and 

an unsealing assisting member provided on one 

surface. portion of the outer box, for forming an opening 

portion having a sufficient size or diameter enabling to 

draw out bag body portion around the spout in a length of 

50 mm or more when tlle spout provided on the inner bag is 

protruded from the outer box through the opening portion. 

In another aspect of this invention, the 

bag-in-box can be constructed so that the unsealing 

assisting member provided on one surface portion of the 

outer bag, for forming an opening portion has a sufficient 

size enabling to draw out bag body portion arou.nd the spout 

in a length of 50 - 150 mm when the spout provided on the· 

inner bag is . protruded from the outer box through the 

opening portion. 

Preferably, the unsealing assisting member can be 

constructed so that, at time of unsealing, one surface 

portion of the outer box can be radially torn from a point 

to- be a center of the opening portion, and after the 

unsealing, fan-shaped pieces are remained at surrounding of 

the opening portion. 

Preferably, the inner bag can be constructed so 

as to have a capacity of 5 - 25 liters, and the outer box 



.:.:. 

-...:,: .. 14 

may also preferably have a shape of cube or rectangular 

parallelepiped. 

The bag. for a bag-in-box according to the present 

invention performs the following functions: 

First, the bag for a ~ag-in-box of this invention 

.has a columnar structure which is enclosed by front and 

back flat portions and side portions each having a gusset, 

wherein side edge potions of flat portions and side 

portions are sealed to each other, and each of the corner 

. portions of both top and bottom side portions is provided 

with a straight band-shaped obli9ue seal portion just lik;e 

the corner portion is obliquely cut-off, so that the bag 

shall take a shape close to cube or rectangtilar 

parallelepiped·. Therefore, the bag f.or bag-in-box according 

to this invention is excellent in following-up property 

with respect to an interior shape of the outer box having a 

shape of cube or rectangular parallelepiped, and can be 

tightly accommodated within the outer box. In addition, the 

dead space to be formed between the outer box and the inner 

bag is very ·small, so that the inner bag hardly move within 

the outer box, and also a bursting due to the impact or 

b~eakage due to the rubbing of the inner bag hardly occurs. 

Secondly, each of the corner portions of the bag 

for bag-in-box of this invention is· provided with a 

triangular fin portion into which the liquid content cannot 

enter because the fin portion is completely closed or 
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isolated from an inner space of the. bag body. Therefore, 

there is no case of the residual content being remained or 

stayed in the corner portion, so that the discharging 

property of the residual can be improved. Further, the 

above-described oblique seal portion integrally formed 

with the triangular fin portion has a stress-dispersing 

ef feet with respect to the impact to be applied to the bag, 

so that the impact resistance of the bag body can also be 

improved. 

·Thirdly, the bag for bag-in-box of this invention 

takes a shape close to- cube or rectangular parallelepiped 

when the bag is filled with content, so that the bag is 

excellent in self-suppo~ting property. Therefore, it is 

easy to handle the inner bag at the time when the liquid 

product is filled into the inner bag, and the inner bag is 

subsequently accomrnodatec;i within the outer pox in the 

manufacturing proc;:ess of the bag-in-box, or when the outer 

box is removed from the bag-in-box to use only the inner 

bag in a naked state. 

Fourthly, the flat ·portions and the. side portions 

of the ·bag for the bag-in-box of this invention are 

composed of at least two sheets of synthetic resin films 

that are superposed to each other in. non-bonded state, so 

that only an outside synthetic resin film shall rub against 

the outer box, resulting in wearing out. On the other hand, 

an i'nside synthetic resin film slidably contacts the· 
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outside synthetic resin film, so that the inside synthetic 

film hardly wear 6ut ~ Accordingly, the flat portion and the 

side portion composed of at least two sheets of synthetic 

resin films are. hard to be broken in comparison with those 

composed of a single sheet of synthetic resin film having 

the same thickness. Further, in. a case where the flat 

portion and the side portion are composed of the several 

sheets of synthetic resin films superposed to each other, 

thus formed flat and side portions are rich in flexibility 

in comparison with those composed of a single sheet of 

synthetic . resin film having the same thickness, so that it 

is easy· to handle the inner bag at. the time of the inner 

bag being accommodated within the outer box. 

In one ·aspect of preferred embodiment of this 

invention, when the bag for the bag-in-box is constructed 

so that each of the flat portions and. the side portions has 

a shape of . square or rectangle; the bag takes a shape of 
I 

cube or rectangular parallelepiped after the bag is filled 

up with content. Accordingly, there can be provided a 

bag-in-box which can be tightly and closely loaded or piled 

'on the internationally standardized pallet, and has a 

compact shape, high strength and· an excellent stability. In 

addition, even in a case where a lot of the bag-in-boxes 

are piled-up on· the pallet in .a heap form, the entire 

piled-up heap can also secure a sufficient stability and 

high strength. 
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In another aspect of preferred embodiment of 

this invention, when the bag for the bag-in-box is 

constructed so that the arbitrary point to be set on the 

top seal portion or the bottom seal portio_n and to be a 

starting point of the oblique seal portion is set within a 

range from a crossing point of the folding line of the 

side portion and the top seal portion or the bottom seal 

portion to .a point, on the top seal portion or the bottom 

seal ·portion, apart from the crossing point in a length of 

1 cm, so that the bag 101 shall have a shape close to cube 

or rectangular parallelepiped after the content is filled 

up in the ·bag. 

In further aspect of preferred embodiment .of 

this invention, when opposing top points of the corner 

portions formed at front and. back sides of the bag body are 

bonded to each other, the triangular fin portion would not 

disorderly crumple or bend to unspecified direction, so 

that the triangular fin portion would not obstruct the 

operations to be performed at the time when the liquid or 

fluid product is filled into the inner bag, subsequently 

the inner bag is accommodated ·within the outer box in the 

manufacturing process of the. bag-in-box, or at a case where 

the outer box is removed from the bag-in-box, and only the 

inner bag is used in a naked state. 

In addition, due to existence of the triangular 

fin portion, a bag wall of a portion into which content is 
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filled would not directly contact upper or lower wall · of 

the outer box, so that rubbing,· ·tear~ or pin-ho·le to be 

caused on the bag by vibrations or the like can be 

effectively prevented. 

In another aspect of the preferred embodiment of 

this invention, when at least one of a band-shaped film · 

.segment or a gas-filled layer is attached or provided on 

respective tlat portions and two side portions so as to 

extend toward the v.ertical direction of the bag body, the 

self-supporting property of the inner bag can· be further 

improved. As described above, the bag for bag-in-box of 

this invention has self-supporting property. However I when 

the capacity of the bag is set to relatively large, there 

may be a case where a shell portion of the bag body is 

liable to sag or loose at the time throughout before and 

after the liquid ·content is filled into the bag body, and 

self-supporting ,property of the bag body becomes 

insufficient. When the band-shaped film segment or 

gas-filled layer is attached or provided on the respective 

flat portions and two side portions, stiffness and ·flexural 

.. rigidity of the shell portion ·of the bag body is increased, 

so that the sag of the s·hell portion is reduced and the 

self-supporting property of the inner bag can be further 

improved. 

In further aspect of. the preferred embodiment of 

this invention; when ·the opposing triangular fin portions 
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of both front and back sides are bonded to each other at 

the . top portions bf the corner portions, and further the 

opposing triangular fin portio~s are bonded at a portion 

including at least one portion on the .top seal portion 

and/or the bottom . seal · po~tion, a bilaterally pair of 

hanger portions are formed on at least one of the top- and 

bottom sides of the bag body, so that it . becomes possible 

to hang the bag body by inserting a hand of a user or a 

machine hand into a space formed between the fin portion 

and the shell portion of the bag. 

In still further aspect of the preferred 

embodiment of this invention, when· a punched hole is formed 

on at least one of the triangular fin portions provided at 

respective corner portions of the b~g body, a hook or - the 

like can be engaged to the punched hole, thus ·making it 

possible to ass.ist the self- supporting property of the bag 

body and to suspend or hang the bag. Therefore, it is easy 

to handle the bag at the time of the manufacturing process 

of the bag-in-box and in a case where only the bag is used 

in a naked state. 

In still further aspect of -the preferred 

embodiment of this invention, when at least one · layer 

cons ti tu ting the synthetic resin film is f·ormed into a 

metal foil layer, the light shielding property of the bag 

becomes. extremely ·high, and self-supporting property of the 

bag can also be improved due to shape- retention e.ffect _of· 
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the metal foil ~ayer. 

In stiil further aspect of the preferred·. 

· embodiment of this invention, when an angle lying between 

the top seal portion and the oblique seal .portion is set 

at 45 - 55 degrees, and an angle lying between the bottom 

seal porti·on and the oblique seal portion is set at 40 -

50 degreef?, 

property of 

there can be obtained an excellent following-up 

the inner bag with respect to the interior 

shape of the outer box and an especially excellent effect 

of decreasing the amount of the residual content. 

That is, by setting the angle lying between the 

bottom seal portion and. the closed seal portion at 40 - · 50 

degrees, there· can be formed a bag .whose bottom has a shape 

extremely close to that of cube or rectangular 

parallelepiped when the bag is filled-up with the content. 

Further, the oblique seal portion can be p:i:ovided along the 

exact portion at , which the corner portion is cru~pled· or 

bent, so that the residual can be effectively prevented 

from being remained in the corner portion while securing a 

maximum filling-up capacity. In such a range of the angle, 

there can be obtained a maximum stress dispersing effect. 

On the other hand,· the top portion of the bag 

body is drawn downward by self-weight of the content. In 

addition, the top ·portion is often provided with a spout 

for pouring out the content. ·Further, at the top portion of 

the bag body, there is a little void spa~e for preventing 
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the content from overflowing or spilling out from the bag 

body at the ti~e of unsealing the bag. In view of this, the 

top portion of the bag body is not so flat as bottom 

portion, and takes a !?lightly sharpened shape in its upper 

direction, so that the corner portion of top side is liable 

to crumple or bend at a deeper position than that of the 

bottom side corn~r portion. Accordingly, the position of 

the . oblique seal portion. of the ~op side is set at 

slightly deep level by setting the angle lying between the 

top seal portion and the oblique seal portion at 45 - 55 

degrees, and the oblique seal ·portion on the top side is 

also provided along a position at which the corner portion 

is crumpled or bent. As ·the result, the residual of the top 

side can be effectively prevented from being remained in 

the corner portion while seGuring a maximum filling-up 

capacity. 

In still further aspect of the preferred 

embodiment of this invention, when a horizontal dimension 

of the flat porti·on is se~ at 260 - 340 mm, a ·horizontal 

dimension of the side portion is set at 180 - 260 mm, a 

vertical 

is 490 -

dimension of each of the flat and side portions 

660 mm, each ·of said dimensions being expressed 

as a substantial dimension which is defined by subtracting 

width of the seal portion from each actual dimension of 

respective poi;tions, and a shape of the bag after filling 

up liquid content therein is set to rectangular 
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parallelepiped, there can be provided a bag-in-box having a 

capacity of 20 liters or so; which is well assorted with 

the internationally standardized pallet. 

Namely, when the bag having an afore-mentioned 

dimension is filled with the content, the bag takes a shape 

of almost rectangular parallelepiped whose horizontal 

dimension of the · flat portion is 260 340 mm, horizontal 

dimension of the side portion is 180 260 mm, and height 

is 230 - 480 mm, and has a capacity of 20 liters or so. 

Accordingly, when this bag is used as an inner bag, there 

can be provided a bag-in-box having a shape of rectangular 

parallelepiped, a capacity 'of 20 liters or so, and 

substantially the same dimensions as those of the bag per 

se. In this regard, the heig.ht of the bag after filling up 

the content . therein is shorter than a vertical dimension of 

flat and side portions befor;e fill'ing up the content 

therein. The difference is equivalent to the horizontal 
,I 

dimension of the side portion. This is because that upper 

and lower edges of the flat portion and the side portion 

enter. or shift to upper surface side and lower surface 

's'ide of the bag thereby ·to co~tribute to form an upper 

surface and bottom surface' at the time of the bag being 

filled with content. 

Thus obtained bag-in-box having a capacity of 20 

liters or so and a shape of rectangular parallelepiped can 

be tightly and closely loaded onto a pallet having 
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dimensions of 1100 ·nun by 1100 mm in such a manner that 

total 12 bag-in-"bOxes are arranged in a form of 4 rows by 3 

:rows per every step on the pallet. In addition, as far as 

.the dimensions of the bag-in-box are set within the above 

described ranges, the shape of the bag-in-box will not 

become too thin or too slender, so that it is easy for a 

user to grasp or handle the bag-in-box, and the box per se 

possess a sufficient stability and high strength . . 
Further, in case of the bag-in-box having a shape 

of rectangular parallelepiped, the bag-in-bo~ can be 

mul ti-stepwisely piled-up in a weil-crib form by changing 

the arranging direction for the box per every step, so that . 
an entire piled-up heap per se can also secure a sufficient 

stability and high strength. 

In the preferred eighth embodiment, when a 

horiz~mtal dimension of the flat portion is set at 190 -

270 nun, a horizoJltal dimension of the side portion is set 

at 140 - 220 mm, a vertical dimension of each of the flat 

and side portions ~s set at 330 600 mm, each of· the 

dimensions being expressed as a substantial dimension which 

is defined by subtracting width of the seal portion from 

each actual dimension of respective portions, and a shape 

of the ba~ after filling up the content therein is 

rectangular parallelepiped, there can be provided a 

bag-in-box having a capacity of 10 liters or so, and is 

.well assorted with the internationally standardized pallet. 
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Namely, the bag having afore-mentioned 

dimensions has a.capacity of 10 liters or so. When the bag 

is filled with the content1 the bag takes a· shape of almost 

rectangular parallelepiped whose· horizontal dimension of 

the flat portion is 190 270 mm, horizontal dimension of 

the side portion Is 140 220 mm, and height is 110 - 460 

mm. Accordingly, when this bag is used as an inner bag, 

there can be provided a bag-in~box having a shape of 

rectangular parallelepiped, a capacity of 10 liters ·or so, 

and substantially the same dimensions as those of the bag 

per se. 

Thus obtained bag-in-box having a capacity of 10 

liters or so and a shape of" rectangular .parallelepiped .can 

be tightly and closely loaded onto a pallet having 

dimensions of 1100 mm by 1100 mm in such a manner that 

total 20 bag-in-boxes are arranged in a form of 5 rows by 4 

rows per every sbep on the pallet .. In addition, as is the 

same as the former embodiment, as· fa.r as the dimensions of 

the bag-in-box are. set within the above described ranges, 

the shape of the bag-in~~ox will not become too thin or too 

slender, so that it is easy for a us'er to grasp or handle 

the bag-in-box, and the box per se possess a sufficient 

stability and high strength. Further, in case of the 

bag-in-box being rectangular parallelepiped, 

can be piled-up in a well-crib form by 

the bag-in-bo.x 

changing the 

arranging direction per every step, so that an entire 
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pi.led-up heap per se can also secure a sufficient stability 

and high strength. 

On the other hand, in the bag-in-box according to 

the present invention, it is possible to draw out the bag 

body portion around the spout together with the spout in a 

length of 50 mm or more from the opening portion which is 

formed by using the unsealing assisting member and is 

provided on ·the outer box, so that a portion around the 

spout can be formed in a funnel-shape. As the result., the 

. content is easily collected into the spout, and is 

smoothly discharged. Therefore, the residual of the content 

hardly remains and pulsation of the content scarcely occurs·. · 

In addition, the spout is sufficiently drawn out 

and protruded from the outer box, so that the user can 

easily grasp ·the spout, and easily control the pouring 

direction of the content. Furthermore, the inner bag is not 

an integrated mol9ing but a·bag prepared by seal working of 

the thin synthetic resin film having sup_erior transparency, 

SO that . the l;lSer can easily and visually confirm the amount 

of the residual content. 

The unsealing assisting member to be provided on 

the bag-in-box is preferably constructed so that, at the 

time Of unsealing I one surface portion of the outer box can 

be ra~ially torn from a point to be a center of the opening 

portion, and ·after the unsealing, fan-shaped· torn pieces 
- . 

can be remained at surrounding of the opening.portion. 
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In this case, the spout and the bag body around 

the spout drawn out from the opening portion and ·the bag 

body ar'ound the spout are press-held or supported by the 

fan-shaped torn pieces remained at .the surrounding of the 

opening portion, so that a position of the spout can be 

stabilized. 

In particular, when the length of the bag_ body 

around the. spout to be drawn out from the opening portion 

is set at 50 mm or more, more preferal:;>ly 50 - 150 mm, and 

when the diameter of the opening portion is se~ at within a 

range of 50 - 150 mm, a proper length . of the bag body can 

be drawn out. 

In ·addition,_ when the the unsealing assisting 

· member is constructed so that a wall surface of the outer 

box can be radially torn from a point to be a center of the 

opening portion, fan-shaped torn pieces are· remained at 

surrounding of th~ opening portion after the unsealing. In 

this case, the bag body around ·the spout drawn out from th~. 

opening portion is suppressed or supported by the 

fan-shaped torn pieces remained at the surrounding of the 

'opening portion, so that a posi"tion of the spout can be 

advantageously stabilized. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The accompanying drawings which are incorporated 

in and constitute ·a part of this specification, illustrate 
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one embodiment of this invention and, together with the 

description, 

invention. 

serve to explain the principle of this 

FIG. 1 is a front view showing a state when a bag 

for bag-in-box according to one embodiment of the present 

invention is folded. 

FIG. 2 i.s a perspective view showing a state when 

the content is filled up into 'the bag ~hown in FIG. 1. 

FIG. 3 is a cross-sectional view in a horizontal 

direction, schematically showing a state when the content 

is filled up into the bag shown in FIG. 1.. 

FIG. 4 is a perspective view showing a state when 

the content is .filled up into the bag according to another 

embodiment of this invention. 

·FIG. 5 is a perspective view showing a state when 

the ·content is filled up into the bag according to still 

another embodiment, of this invention. 

FIG. 6 .is a perspective view showing a state when 

the content is filled up into the bag . according to yet 

another embodiment of this invention. 

FIG. . 7 is a view schematically showing a 

cross-sectional area of a flat portion· having a gas-filled 

layer. 

FIG. 8 is a perspective view showing a state 

when' the bag-in-boxes each accommodating a bag for· the 

bag-in-box of this invention are arranged on a pallet. 
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FIG. 9 is a view explaining one embodiment of the 

bag-in-box according to the present invention, wherein FIG. 

9 (A) shows a state before unsealing of the box, and FIG. 

9(B) shows a state when a spout is drawn out after 

unsealing of the box. 

FIG. 10 is a view explaining another embodiment 

of the bag-in-box according to the present invention, 

. wherein FIG. 10 (A) shows a state before unsealing of the 

box, and FIG. lO(B) shows a state when a spout is drawn out 

after unsealing of the box. 

FIG. 11 is a view explaining still another 

embodiment ·of the bag-in-box according to the present 

invention, 

·of the 

wherein FIG. ll(A) shows 

bag-in-~ox, ·FIG. ll(B) 

a stage of assembling 

shows a state after 

completion of the bag-in-box, and F;I:G. 11 (C) shows a state 

when a spout is drawn out after unsealing of the box. 

FIG. 12, is a perspective view showing an example 

of a conventional· inner bag for a bag-in-box. 

FIG. 13 is a view showing a state when the inner 

bag shown in FIG. 12 is accommodated within the outer box. 

DESCRIPTION OF THE PREFERRED EMBODIMENTS 

Next, embodiments of the present invention will 

be explained in more detail with reference to the 

accompanying drawings.· 

Reference will now be made in detail to the 
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present preferred embodiment of the 

example of which is illustrated 

drawings. 

present invention, an 

in the accompanying 

FIG. 1 is a front view showing a state when.a bag 

for a bag-in-box according to one embodiment of the present 

invention is folded, and FIG. 2 is a perspective view 

showing a state when the content is filled up into the. bag 

shown in FIG. 1. 

Referring now to FIGS. 1 and 2, it may be seen 

that the bag 101 for the·, bag-in-box of this invention is a 

bag h~ving a capacity of 20· liters, which is used for 

transporting or storing water or oil. In this invention, 

however, kind of the content to be filled into the bag and 

capacity of the bag are not·. particularly restricted or 

limited. _Specific examples of such a content may widely 

include: beverages such as potable water, coffee, soup, 

wine,· sake (Japanese liquor), milk, milk beverage, etc.; 

flavour condiments such as soy sauce, sauce, etc.; and 

chemical products 

chemicals, etc .. 

also be a liquid 

such as motor oil, detergent, industrial 

The content to be filled in the bag may 

• 
product containing sol id component or a 

fluid such as· powder material as an example other than 

liquid product. With respect to the capacity of the bag, it 

can .be optionally selected .from a wide capacity ranging 

from about 5 liters for domestic use to about 20 liters 

for commercial use. 
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As shown in FIG. 2, after filling up the content 

into the bag of this invention, the bag · has side gussets 

and has a shape of almost cube or rectangular 

parallelepiped except the triangular fin portion 11. In· 

case of the bag 101, the shape is almost rectangular 

parall~lepiped. 

The bag 101 comprises: a four-side-seal type bag 

body composed of a pair of opposing flat portions 2 and 3 

constituting front and back side portions of the bag body 

and two side portions 5 connecting front and back side 

portions at both side ends thereof and respectively having 

folding lines 6 along which the side portions 5 are folded 

inward; top seal portions 7, bottom seal p~rtions 8 and 

side seal portions 9 respectively provided at the periphery 

of the bag body; and the oblique seal portions 10 and 

triangular fin· portions 11 provided at respective corner 

portion 4 of the bag body. 

Each of the flat portions and the side portions 

has a shape of square or rectangle. In case of the bag 101, 

the flat portion~ 2, 3 and the side portion 5 have a shape 

of rectangle, respectively. A bonding operation for forming 

the top seal portions 7, bottom seal portions 8 and side 

seal portions 9 and oblique seal portions 10 is usually 

performed by. using heat sealing method . .In this regard, by 

bending or folding a film to be used for forming the bag 

body, a part of the top seal portions 7, bottom seal 
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portions .8 and side seal portions 9 can be omitted. The bag 

boqy 101 may. properly be provided with an outlet {spout) 12 

which is the same as that of the conventional bag for the 

bag-in-box. 

FIG. 3 is a cross-sectional view in a horizontal 

direction_, schematically showing a state when the content 

is filled up into the bag 101. As shown in FIG. 3, the flat 

portions 2, 3 and the side portions 5 are composed of at 

least two sheets of synthetic resin films that· are 

superposed to each other in . non-bonded state, thereby to 

form a shock-mitigating ·structure. 

In this regard, the phrase •ithe portion~ are 

composed of at least two sheets of synthetic resin films 

that are superposed to each other" means that the portion 

has a . laminated structure wherein a plurality of the 

synthetic resin films are superpos_ed to each other in a 

separated conditi.on or in a .separable condition. Specific 

example of such construction is exemplarily shown in FIG. 3 

wherein two sheets of the synthetic resin films are 

superposed to each other in non-bonded state·. 

As another example of such a construction, · there 

can be proposed a laminated structure wherein a plurality 

of the synthetic resin films are pseudo-bonded to each 

other with a relatively small bonding strength which 

enables to make· the films 

time after the bag is 

easy to separate or peel 

started to be · used. 

at a 

Thus 
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pseudo-bonded films are easy in handling and operation in 

the manufacturing pr6dess of the bag. 

Referring now to FIG. 3, the flat port~on 2 of 

the !ront side will be exemplarily explained. The flat 

portion 2 comprises an outer film 2-a and an inner film 

2-b, both of the outer and inner films located at 

respective seal portions such as the side seal portion 9, 

etc. are bonded to each other. At . an non-bonded portion 

other than the bonded portion, a space 16 is formed between 

. both films. However, the both films may also be partially 

bonded to each other at a portion 17 other than the 

respective seal portions such as the side seal portion 9, 

etc.. The respective film may be formed of a single layer 

film just like the film 2-b or composite film just like the 

film·2-a. 

The specifications such as thickness, kind of 

.material resin to ,be adapted to the synthetic resin film 

or respective ·1ayers constituting the film are properly 

determined on the .basis of various conditions such as 

property of the content, strength, etc., 

the bag. In general, · the specifications 

2-a or an outside . layer 2-al located 

to be required for 

of the outer film 

outside the outer 

film are determined in consideration of properties such as 

strength, wear resistance or the like to be required in 

connection with an external environmental condition. 

On the other hand, the specifications of the inner 
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film 2-b or an inside layer located inside the inner film 

are determined in consideration of properties such as water 

resistance, chemical resistance, gas-barrier property or 

sealing property or the like to be required in connection 

with. an internal environmental ·condition. In case of the 

bag shown in FIG. 3, aforementioned inside layer does not 

exist in the inner film 2-b. 

With regard to a combination of the outer film 

2-a and the inner film 2-b or a combination of the inside 

layer 2-a3 of the outer film and the outside layer of the 

inner· layer, it is preferable to select a combination 

enabling to impart a good slipping property to both members. 

In case of the bag shown in· FIG. 3, aforementioned outside 

layer does not exist in the inner film 2-b. 

For example, in the flat portions 2, 3 and the 

side portions 5 of · the aforementioned bag 101, the outer 

film 2-a is a composite film whose layer construction has a ' . 

combination of the outside layer 2-al, an i~termediate 

layer 2-a2 

outside to 

and the. inside layer 2-a3 in this order from 

inside. Hereinafter, such a combination will 

be simply· expressed as {outside layer 2-al / intermediate 

layer 2-a2 / inside layer 2-a3}. The ·outer film 2-a has a 

combination of {15µ m-thick oriented nylon (ON)/20µ m-thick 

-polyethylene(PE)/60 µ. m-thick linear low density 

polyethylene ( LLDPE)} . On the other hand, the inner film 

2-b is a single layer film composed of 60 µ m-thick LLDPE. 
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The other specific examples of such a combination 

may include: 

( 1) a combination of an outer film composed of {15µ m-thick 

polyvinylidene chloride coated ON layer (K coated ON)/ 20 

µ. m-th~ck PE / 60 µ. m-thick LLDPE} and an inner film 

composed of {60 µ. m-thick LLDPE}; 

(2) a coml;>ination of an outer film· composed of {12µ m-thick 

metal· vapor deposited polyethylene terephtha_late (VMPET) / 

15µ m-thick ON / 20 µ. m-thick PE / 60 µ. m-thick LLDPE} and 

an inner film composed of {60 µ. m-thick LLDPE}; 

(3) a combination of an outer film composed of {15µ. rn-thick 

ON / 20 µ. m-thick PE / 60 µ. m-thick LLDPE· ON· LLDPE 

co-extrusion film} / and an inner film composed of {60µ. rn-

thick LLDPE·ON·LLDPE co-extrusion film}; 

(4) a combination of an outer film composed of {15µ. m-thick 

ON· I 20 µ m-thick PE / 60 µ. m-thick LLDPE·ethylene-vinyl 

alcohol copolymer (EVOH) · LLDPE co-extrusion film} / and an 
' . 

inner film composed of {60µ. m-thick 
• 

LLDPE·EVAL·LLDPE 

co-extrusion.film}; 

(5} a ,c:ombination of an outer film composed of {12µ. m-thick 

silica vapor deposited polyethylene terephthalate layer I 

· 15 µ. m-thick ON / 20 µ. m-thick PE / 60 µ. m-thick LLDPE} and 

an inner film composed of {60µ. m-thick LLDPE}; and 

{ 6) a combination of an outer film composed of · {12µ. m-thick 

alumina vapor deposited polyethylene terephthalate layer I 

lSµ. m-thick ON / 20 µ. m-thick PE / 60 µ. m-thick LLDPE} and 
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an inner film composed of (60 µ. m-thick LLDPE}. 

·Among ttie examples of the combination or 

materials described above, ON is effective to improve the 

strength of the bag, while K coated ON, VMP.ET and EVOH are 

effective to improve barrier property of the bag~ In 

particular, the combination defin~d • in article ( 3) is 

suitable to effectively increase the strength of the bag. 

In addition, the· synthetic resin film can contain 

one or more metal foil layers. The . metal foil layer can 

remarkably increase the light shielding property, and 

enhance the shape-retention effect of the bag, thereby to 

contribute to improve the self-supporting property of the 

bag. Therefore, the metal foil layer is effective in a case 

where the outer box has an insufficient light shielding 

property or in a case where the bag is taken out from the 

outer box and only the bag is used in a naked state. 

In order , to form the bag 101 so as to have a 

shape close to cube or rectangular parallelepiped after the 

content is filled up in the bag, as well as to form the 

triangular fin· portion 11 at the respective corner portion 

4', an oblique seal portion 10 is formed at the respective 

corner portion 4 of the bag body. 

This oblique seal portion 10 can be formed in 

such a manner that the bag body is folded so as to provide 

two side portions 5 each having the folding line · 6, between .. 
the superposed pair of flat portions 2 and· 3 as shown in 
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FIG. 1. Subsequently, 

bag body are bonded 
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the opposing inner surfaces of the 

to each other at a range · from an 

arbitrary point P on. top seal portion or bottom seal 

portion to another arbitrary point Q on a side seal 

portion so as to obliquely connect the top or bottom seal 

portion and the side seal portion, thereby to form the 

oblique seal portion 10 having a straight band-shape. 

From a viewpoint of that the bag 101 shall have a 

shape close to cube o•r rectangular para! lelepiped after tJ:ie 

content is filled up in the bag 101, the arbitrary· point P 

is preferably set as close as possible to a .crossing. point 

of the top seal portion 7 or the bottom seal portion 8 and 

the folding line 6. Therefore, the arbitrary point P is 

usually set at within a range of± 1 cm from the crossing 

point. Namely, the point P is set within a range from the 

crossing point to a point, on the top seal portion or the 

bottom ·· seal portion, apart from the crossing point in a 

length of 1 cm. However, the point P is more preferably set 

at the crossing point. 

Further, as is from the same viewpoint as 

described above, each of the oblique seal· portion 10. to be 

provided at the respective corner portion 4 is preferably 

formed so that the opposing two oblique seal portions 

formed at right and left sides, or front and back sides' 

top and bottom sides of the bag body ar~ symmetrical 

each other. 

• 

or 

to 
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From a .viewpoint of that the bag 101 shall have a 

shape close to cube or rectangular parallelepiped at a time 

after the content is filled up in the bag 101, the oblique 

seal portion 10 is _preferably formed so that the triangular 

fin portion 11 shall have a shape close to right-angled 

isosceles triangle. In order to obtain such a shape, the 

-angle m (ml, m2) lying between either ·the top seal portion 

or the bottom seal portion and the oblique ·seal portion, 

and the angle n (nl, n2) lying between side seal portion 

and the oblique seal portion are usually set at a range of 

30 - . 60 degrees, preferably . at a range of 40 - 50 degrees, 

and it is more preferable to set both angles of m · and n at 

45 degrees. From this point of view, at the bottom side of 

the· bag 101, the both angles of m2 and n2 are equally set 

at 45 degrees. 

However, it is more· preferable to set the 

position of the oblique seal porti9n of the top. side of the 

bag slightly deeper than that of the oblique seal portion 

of the bottom side. In other words, a lower limit of the 

angle ml lying between the top seal portion and the oblique 

seal portion shall be set at 45 degrees or .more, 

preferably at 46 d~grees or more, more preferably at 48 

degrees or more, while an upper limit of the angle ml shall 

be set at 55 degrees or less, preferably at 53 degrees or 

less, more preferably at 52 degrees or less. 

The top . portion of the bag body is drawn 
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downwardly by self-weight of the content. In addition, the 

top portion is often provided with a spout for pouring out 

the content. Further, at the top portion of the bag body, 

there is a little void space for preventing the content 

from overflowing or sp~lling out from the·bag body. In view 

of this~ an upper surface· of the top portion of the bag 

body is not so flat as that of the bottom. portion, and 

takes a slightly sharpened shape, so that the corner 

portion of top side is liable to crumple or bend at a 

deeper position than that of· the bottom side corner portion. 

Therefore, by. adjusting the angle of the top side 

oblique seal portion at afore-mentioned range, or by 

forming the top side oblique seal. portion along a position 
ill 

at which the corner portion is crumpled or bent, the 

residual can be effectively prevented from being remained 

in· the corner portion while securing a maximum filling-up 

capacity of the ba_g. From tJ;l.is point of view, at the top 

side of the bag body 101, the angle ml is set at -50 degrees 

and the angle nl is set at 40 degrees, respectively. 

At the respective corner portions 4 of the bag 

body, the triangular ffn portion 11 -is integrally formed 

with the oblique seal portion 10 by being enclosed with a 

side seal portion 9, the · oblique seal portion 10 and one 

of the top seal portion 7 and the bottom seal por~ion 8 on 

three sides. 

Since an inner space of this triangular fin 

.. 
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portion 11 is completely closed from an inner space of the 

bag body· by_ the oblique seal portion 10,_ so that the· 

content cannot enter the triangular ffn portion 11. 

,/ 

'Therefore, even if the respective corner portion 4 at which 
/ 

the tr~angular fin portion 11 is farmed is crumpled or bent 

at the time of accommodating the bag body 101 into the 

outer· box, there is no case of the res1dual . content being 

remained or stayed in the corner portion 4, so that the 

residual 
I 

discharging property of the bag-in-box can .be 

improved. Further, since the above-described oblique· seal 

portion 10 integrally formed with the triangular fin 

portion 11 has a stress-dispersing effect with re.spect to 

the impact to be . app_lied to the bag, the impact resistance 

of the bag body can also be improved. · 

The· opposing inner surfaces of the bag body in· an 

area of the triangular fin portion 11 may be formed in 

non-bonded state as shown in FIG. l. However, the opposing 
' 

inner surfaces may be continuously bo.nded to each other 

with the bopd~d portion of the oblique seal portion 10. In 

this case, the inner space is not formed in · the triangular 

fin portion 11 .. Further, the inner surfaces ·of the· 

triangular fin portion 11 ·may not be entirely bonded but 

may be partially or intermittently bonded to each other. 

The triangular fin portion 11 is inherently an 

unnecessary portion for the bag of this invention. When 

this triangular fin portion 11 is jumped up . or disorderly 
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crumpled or bent in an unspecified direction, handling of· 

the bag will become complicate or troublesome. For example, 

when the liquid product is filled into the inner bag, 

subsequently the inner bag is accommodated within the outer 

box in the manufacturing process of the bag-in-box, or in a 

case where the outer box is removed from the bag-in-box, 

and only the inner bag is used or handled in a naked st.ate, 

the triangular fin portion 11 would obstruct the 

operati_ons of the bag. 

In order to eliminate such troubles, the opposing 

top points R of the corner portions formed at front and 

back sides of the bag body are preferably bonded to each 

other as shown in FIG. 4. As the result, the triangular fin 

portion 11 would not obstruct the operations of the bag. In 

addition, due to intervention of .the triangular fin portion 

11, a bag wall to which content is filled would not 

directly contact tqe upper or lower wall of the outer box,. 

so that rubbing, tear, or pin-hole to be caused on the bag 

by vibrations or the like can be effectively prevented. 

When the opposing top portions R are -bonded to 

each other, areas close to the top portions R may also 

bonded to each other. For. example, the opposing top seal 

portions 7 or bottom ·seal portions 8 located at the front 

and back sides of the bag body may be continuously or 

discontinuously bonded to the bonded portion of the top 

points R. In case of bonding the opposing top points of the 
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corner portions, a bonding device to be used for forming 

the respective other seal portions of the bag body can also 

·be used for this bonding purpose. 

In addition, by bonding the. opposing top. seal 

portions 7 or the bottom seal portions 8 of bot:ti front and 

back sides of the bag body in · a form of continuous or 

discontinuous with respect to a bond~d portion at the top 

portion R, a bilaterally pair of hanger port.ions may be 

formed on at least one of the top and bottom sides of the 

bag body.· In a case where the hanger portions are formed, 

it becomes possible. to hang or suspend the bag body by 

inserting a hand of a user or a machine hand into a space 

formed. between the fin portion and the shel.l portion of the 

bag, thus resulting in a great convenience in transporting 

the bag or di·scharging the content stored in the bag. 

Particularly, i:i;i the manufacturing process of the bag body; 

a heavy bag fill~d w~ th the· content therein can be lifted 

and easily be accommodated into the outer box by utilizing 

the machine hand, so that it becomes possible to realize 

labor-saving by manpower reduction, and to introduce an 

aseptic filling system ther~by to advantageously improve an 

environmental sanitation. · 

The bonded portion which forms the 

afore-mentioned hanger portion continuously or 

discontinuously with' respect to the bonded portion located 

at the top portion R, · may be either a band-shaped seal 
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portion or a point seal portion (spot seal portion) having 

a circular, ellipsoidal, quadrangle shape and so forth. 

As shown in FIG. 4, a punched hole 14 may be 

-
formed on ·at least one of the tri·angµlar fin portions 11. 

By engaging a hook· to the punch~d hole 14, it becomes 

possible to assist the self-supporting property. of the bag 

body and to suspend or. hang the bag. Therefore, it is easy 

and convenient to handle the bag at the time of filling the 

content into the· bag or accommodating the bag. into che 

outer box in the ·.manufacturing process of the bag-in-box 

and in a case where the inner bag is taken out form· the 

outer box and only the. bag is used in a naked state. In 

general, as shown in FIG. 4, a pair of punched holes 14 are 

formed at right and left sides of the top potion of the ~ag 

so as to pass through the two sheets of triangular fin 

portions 11 of both front and back sides. In this regard, 

number and location of the · punched hole 14 are not 

.particularly restricted, and for example, · a pair of 

punched hole 14 may also be formed at both right and left 

sides of the bottom portion of the bag. 

In the bag for the bag-in-box according to the 

present invention, as shown in FIGS. 5 and 6, at least one 

of the band-shaped film segment 31 (see FIG. 5) and the 

gas-filled layer 32 (see FIG. 6) extending toward the 

vertical direction of the bag body is attached or provided 

on respective flat portions 2, 3 and two side portions 5, 

·. 
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so that it becomes possible to impart rigidity or stiffness 

to the shell of the gusset bag. Accordingly, the sag of the 

shell portion of the gusset bag can be effectively reduced 

and the self-supporting property of the bag can be further 

improved. In this regard, in a case where the band-shaped 

gas-filled layer 32 is provided, heat retain-ing property, 

heat insulating property and cushioning property can also 

be improved. 

As the band-shaped film segment 31, a synthetic 

resin film having a sufficient ·rigidity and a width of 

about 5 cm is commonly :used, and the film segment 31 is 

bonded onto the shell portion of the bag body by using 

common bonding methods such as heat sealing method. 

Specific examples of the synthetic resin film having the 

sufficient rigidity may include . polyethylene film or 

· polypropylene film ·having a thickness of 60 µ. m _or more, 

preferably of 60 ,- 100·µ m. Further, paper label or plastic 

label having a stickiness may also be attached onto the 

surface of the bag. 

The band-shaped film segment 31 may be bonded 

'onto the outer film 2-a or the inner film 2-b of the 

synthetic resin films superposed to each other. Further, a 

role of the film segment 31 can be allotted tp one s~eet of 

the . syn the.tic resin films superposed to each other. For 

example, when the outer film 2-a and the . inner film 2-b 

superposed to each otlier at the flat portions 2, 3 and the 
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side portions 5 are partially bonded in a vertical 

direction of the bag body so as to form a band-shape, it 

becomes unnecessary to additionally prepare the film 

segment 31. 

FIG. 7 is a view schematically showing a 

cross section of the flat portion 2 having the gas-filled 

layer 32 shown in FIG. 6. As shown in FIG. 7, the 

band-shaped gas-filled layer 32 is formed by bonding and 

- laminating a gas-impermeable film .34 onto the outer surface 

of the flat portion 2 so as to remain a non-bonded portion 

33 which becomes an inner surface of the gas-filled layer 

32. In a case where one sheet of the synthetic resin films 

superposed to each other and cons ti tu ting the flat portion 

2 is a composite film, the composite film can also be 

formed so that one layer constituting the composite film 

shall .serve as the gas-impermeable film · 34. For example, 

the role or function of the ·gas-impermeable film 34 can be 

allotted to _the outside layer 2-al of the outer film. As 

the bonding method for bonding the gas-impermeable film 34, 

arbi tral methods such as heat sealing method and the like 

can be used. In addition, a plurality of gas-impermeable 

films 34 each being individually divided so. as to have one 

gas-filled layer can also be bonded onto the bag in a 

parallel.form. 

Explaining with reference to FIG. 6, the. 

band-shaped gas-filled layer 32 commonly has a width of 
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about 5 cm, and i$ provided with a gas _.inlet 35 for easily 
S: .. ' 

filling the gas. ·In place of providing the gas inlet 35 to 

all of the gas-filled layers 32, respectively, the 

gas-f~lled ·layer each having the gas inlet 35 and the 

gas-filled layer having no gas inlet 35 may ·also be 

connected with each, other by gas-supplying paths 36, thus 

improving a convenience· of the bag. 

ks the gas to be ·filled into the gas-filled laye:r 

32-, it is preferable to use such a gas having a reactivity 

of as small as possible. Specific examples. of such gas may 

include air, inert gas,. N2 gas, C02 gas or m1xture thereof. 

In addition, an amount of the ·gas to be filled into the 
• 

gas-filled layer 32 is properly set at an amount enabling 

to impart sufficient rigidity to the shell portion of the 

bag in comparison with the gusset bag having no filled 

gas. In order to sufficiently achieve the afore-mentioned 

object, the amount of the gas to be filled therein is set 

at 5 . v/v % or more~ preferably at 7 v/v % or more with 

respect to the maximum filling up capacity of the gas 

filled layer 32. 

The dimensions or sizes of the bag according to this 

invention are preferably determined in consideration of the 

International Standard of a pallet. From this point. of 

view, iri a case where the capacity of the bag is set at 

about 20 liters, e.g., a range of about 15 to 25 liters, 

the horizontal dimension of the flat portion is preferably 
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set at 260 - 340 mm, the horizontal dimension of the side 

portion is preferably set at 180 - · 260 mm, and the 

respective vertical dimensions of the flat portion and the 

side portion are preferably set at 490 660 mm. More 

preferably, the horizontal dimension of the flat portion is 

set at 280 - 320 mm, the horizontal dimension of the side 

portion is set at 200 - 240 mm, and the· respective vertical 

dimensions of the flat portion and the side portion are set 

at 490 - 660 mm. Each of the afore-mentioned dimensions is 

expressed as a substantial dimension except the width of 

each seal portions. 

When the bag having afore-mentioned dimensions is 

swelled after being filled with the content, the upper and 

lower edges of the flat portion and the side portion enter 

or shift to the upper surface side and lower . surface side 

·of· the bag, so that the height of the ·bag with the content 

filled up is _shoi;ter than a vertical dimension of flat and 

side portions of the bag without the content. The 

difference of the height is equivalent to the horizontal 

dimension of the side portion. Accordingly, when the bag 

having · afore-mentioned dimensions is filled up with 

content, the bag shal 1 take a shape of almost rectangular 

p~rallelepiped wherein the horizontal dimension of the flat" 

portion is 260 - 340 mm, the · horizontal dimension of the 

side portion is 180 - 260 mm, and the height is 230 - ·480 

mm. Therefore, when this bag is used as an inner bag, there 
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can be provided a bag-in-box having a slightly larger 

dimension than that of the bag with the content filled up 

therein, and having a shape of rectangular parallelepiped. 

Thus obtained bag-in-box having dimensions within 

the specific ~ange and having a capacity of 20 liters or so 

can be tightly and closely loaded onto a pallet 61 having 

dimensions of 1100 mm by 1100 mm in such a manner that 

total 12 bag-in-boxes are arranged in a form of 4 rows by 3 • 

rows per every step on the pallet as shown in FIG. 8. In 

addition, as far as the dimensions of the bag-in-box are 

set within the above described ranges, the shape of the 

respec·tive bag-in-boxes will not become too thin or too 

slender but becomes compact, so that it is easy for a user 

to grasp ·or . handle the bag-in-box. Each of the bag-in-box 

h,af:! a sufficient stability and high strength .. In addition, 

the bag-:in-box with afore-mentioned dimensions has a shape 

of a ·rectangular: parallelepiped. Therefore, as shown in 

FIG. 8, . the bag-in-box can be piled-up on the pallet 61 in 

a well-crib form by changing the arranging direction per 

every step, so that an entire piled-up heap can also secure 

a sufficient stability and high strength. •. 

In a case where· the capacity of the bag is 

required to be controlled within the range Of the 

respective dimensions, the capacity can be easily 

controlled by changing only vertical dimensions of the flat 

portion and the side portion. 



48 

For example, when the horizontal dimension of the 

flat portion is set at 300 mm which is expressed as a 

substantial dimension except the width of the seal 

portions, the horizontal dimension of the side portion is 

set at 220 . mm, ·and each of the vertical dimension of the 

flat portion and the side portion is set at 575 mm, there 

can be provided a bag having a capacity of 20. liters, such 

that . the horizontal dimension of the flat portion is 300mm, 

the horizontal dimension of the side portion is 220 mm, and 

height is 334 mm at the time of the bag being swelled. 

Then, this bag is accommodated within an outer box having 

outer dimensions of 320mm x 240mm x 390mm, thereby to form 

a bag-in-box. 

'In contrast to this, among the dimensions 

described above, when only the vertical dimensions of ·the 

flat portion and ·the side portion are changed to 491 mm 

while the other dimensions ·are kept unchanged, there can be 
I 

prov-ided a bag having a 'capacity of 15 liters, such that 

the horizontal dimension of the flat portion is 300mm, the 

horizontal dimension of the side portion is 220 mm, and 

·'height is 250 mm at the t1me of the bag being swelled. 

·Then, this bag is accommodated within an outer box having 

outer dimensions of 320mm x 240mm x 300mm, thereby to form 

another bag-in-box. 

In addition, among the dimensions described 

above, when only the vertical dimensions of the flat 
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portion and the side portion are changed to 658 mm while 

the other dimensioris are kept unchanged, there can be 

provided a bag having a capacity of 25 liters, such that 

the hqrizontal dimension of the flat portion is 300mm, the 

horizontal dimension · of the s·ide portion is 220 mm, and 

height is 417 mm at the time of the bag being swelled. 

Then, this bag is accommodated within an outer box having 

outer dimensions of 320mm x 240mm x 4 70mm, thereby to form 

still another bag-in-box. 

Also in a case where the capacity of the bag 

according to this invention is set at about 10 liters, 

e.g., a range_. of about 5 to 15 liters, the dimensions of 

the bag are preferably determined in consideration of the 

International Standard of a pallet. From this point of 

view, in a case where the capacity of the bag is set at 

about 10 liters, the horizontal dimension of the flat 

portion is preferi=ibly set at 190 - 270 mm, the horizontal 

dimension of the side portion is preferably set at 140. -

220 mm, and the respective vertical dimensions of the flat 

portion and the side .Portion are preferably -set at 330 -

600 mm. More preferably, the horizontal dimension of . the 

flat portion is set at 210 250 mm, the horizontal . 

dimension of the side portion is set at 160 - 200 mm, and 

the respective vertical dimensions of the flat portion and 

the side portion are set at ;330 - 600.rnm. Each of the afore­

mentioned dimension is ·expressed as a substantial dimension 
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except the width·of each seal portions. 

When the bag having afore-mentioned dimensions 

is filled up with content, the bag shall take a shape of 

.almost rectangular parallelepiped wherein the horizontal 

dimension of the flat portion is 190 270 mm, the 

horizontal dimension of the side portion is 140 - 2·20 mm, 

and the height is 110 -·460 mm. Therefore, when this bag is 

used as an inner bag, there can be provided a bag-in--box 

having a slightly . larger dimensions than those of the bag 

after b~ing · swelled, and having a shape of rectangular 

parallelepiped. 

Thus obtained bag-in-box having dimensions 

falling within the specific range and having a capacity of 

10 · liters· or so can be tightly and closely loaded on the · 

internationally standardized pallet in such a manner that 

20 bag-in-boxes in total are arranged in a form of 5 rows 

by 4 rows per ev~ry step on the pallet. In addition, the 

bag-in-box is formed to be compact, so that it is easy for 

a user to grasp or han(ile .the bag-in-box. 

In addition, the bag-in-box has a sufficient 

;stability and high strength .. Further, the bag-in-box can be 

. p;i.led-up on the pallet in a· well-crib form by changing the 

arranging direction per every step, so that an entire 

piled-up heap can also secure a sufficient stability and 

high strength. 

Also in a case where the capac"ity of the bag 
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having a capacity of 10 liters or so is required to be 

controlled, the capacity can be easily controlled by 

changing only vertical dimensions ·of the flat portion and 

. the side portion . For example, when the horizontal 

dimension of the flat portion is set at 230 mm which is 

expressed as a substantial dimension. except the width of 

the seal portions, the horizontal dimension of the side 
. 

portion is set at 180 mm,. and each of the vertical 

dimensions of the flat portion and the side portion is set 

at 464 mm, there can be provided a bag having a capacity of 

10 liters, such that the horizontal dimension of the flat 

porti9n is 230 mm, the horizontal dimension of the side 

portion is 180 mm, and height is 266 mm at the time of the 

bag being swelled. Then, this bag is accommodated within .an 

outer box having outer dimensions of 250mmx 200rnrn· · x 320rnrn, 

thereby to form a bag-in-box-. 

In contrast to this, among the dimensions 

described above, when only the vertical dimensions of the 

flat portion and the side portion are changed to 331 mm 

while the other dimensions are kept unchanged, there can be 

· provide<;l a bag having a capacity of 5 liters, such that the 

horizontal dimension of the flat portion is 230mm, the 

horizontal dimension of the side portion is 180 mm, .and 

height is 133 mm after the bag being swelled. Then, this 

bag is accommodated within an outer box having outer 

dimensions of 250mm x 200mm x 190mm, thereby to farm 

I 
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another bag-in-box. 
. 

In addition, among the dimensions described 

above, when only the vertical dimensions of .the flat 

portion and .the side portion are changed to 597 mm while 

the other dimensions are kept unchanged, there can be 

provided a bag having a capacity of 15 liters, Sl,lch that 

the horizontal dimension of the flat portion is 230 mm, the 

horizontal dimension of the side portion is 180 mm, and 

height is 399 mm after the bag being swelled. Then, this 

bag is accommodated within an outer box having outer 

dimensions of 250mm x 200mm x 450mm, thereby to form still 

another bag-in-box.· 

As the outer box for accommodating the afore~ 

mentioned bag for the bag-in-box, a convent~onally 

available outer box for the bag-in-box. can be· used. A 

typical example of the outer box for the bag-in-box is a 

corrugated fiberboard box. 
' 

However, when the corrugated 

fiberboard b9x is used, there may be a case wher~ powdery 

papers are ·unavoidably generated and are liable to adhere 

to an outer surf ace of the inner bag, or drift to 

surroundings of the bag-in-box. In . this case I it is 

preferable to use a container composed of a material such 

as plastic which is free from generating the powdery paper. 

In a case where the plastic container having an 

excellent durabi;I.ity is used as the outer box, the outer 

box shall not be discarded but shall be recovered, thus 
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making it possible ·to re-use the outer box repeatedly·.· The 

re-used type outer . : box may preferably be formed into a 

foldable ·type. The foldable type outer box is suitable for 

accommodating an inner bag having a relatively small 

capacity of 10 liters or less, such inner bag is commonly 

used in a sta.te of the bag being taken out from th~ outer 

box in most cases. In addition, there may be· a case where 

the foldable type container has insufficient light 

shielding property. In such a case, it is preferable to use 

• 
an inner bag composed of synthetic resin film having at 

least one layer formed of metal foil sucl;l as aluminum foil. 

A wall surface of .the outer box is required to 

be provided with an opening port.ion for protruding the 

spout of the inner bag through the opening portion. In view 

of this, the wall surface of the outer box is commonly 

provided with an unsealing assisting member such as 

perforation. The ,opening portion is formed by using the 

unsealing assisting member at the time when the bag-in-box 

is started to be used. 

This opening portion to be formed by using the 

:unsealing assisting member may preferably have a sufficient 

size enabling to draw out bag body portion around the spout 

in a sufficient length when the spout is protruded from the 

outer box through the opening portion. 

FIG. 9 shows a_ perspective view of the bag-in-box 

202 formed by combining the outer box having such unsealing 



assi-sting 

iµvention. 

54 

member and the bag for the bag-in-box of this 

As shown in FIG. 9 (A) I the outer box 41 for the 

bag-in-box is provided with an unsealing assi'sting member 

43. As t:Q,e unseal in~ assisting member, ·for example, a tear 

tape ·can ·also be utilized in addition to the perforation as 

shown in FIG. 9(A). 

Though it is not shown, a bag for a bag-in-box of 

this invention .is accommodated within the outer box 41, and 

the ·spout of. the bag is located. just below the. unsealing 

assisting member 43 which is to be an opening portion. The 

spout is required to be drawn out· from the opening portion 

after the ·unsealing I SO that the spout is not fixed to the 

outer box. Though a material for constituting the outer box 

is not particularly restricted, fo~ example, corrugated 

fiberboard or the like can be used as the material. 

As shown in FIG. 9(B), when the afore.-mentioned 

bag-in-box 202 ±s unsealed, the opening portion 44 is 

form:eq. In this regard, the shape of the opening portion is 

not particularly restricted, and specific examples of such 

shape may . include orbicularity, ellipsoid, quadrangle, 

hexagon and octagon .. A diameter of the opening portion 44 

shall have a size enabling to sufficiently draw out the 

spout 12 with a cap 13 thereon .and the bag body 1 around 

the spout 12. 

When the spout and the bag body are drawn out 

from the opening portion, the bag body 1 around· the spout 
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can be formed in · a funnel shape, thereby to reduce the 

folds arid crumples to be formed on the bag body. As the 

result, the residual content is easily collected into the 

spout, and is smoothly discharged. Therefore, the residual 

content hardly remains and pulsation of the content 

scarcely occurs. In addition, the spout can be easily 

handled as if it were a. hose end, so that the user can 

easily grasp the spout, and easily control the pouring 

direction of the content. Furthermore, the user can easily 

and visually confirm the amount of the residual content 

remained in the vicinity of the spout. 

A length e of the bag body around the spout to be 

drawn out from the opening portion may prefe~ably be set at 

50 mm or . more, ·more. preferably at 60 mm or more. Even 

though the length ~ is set longer than a certain length, a 

better convenience of the bag can not always be obtained in 

propor"tion to the ·longer length, but the spout rather 

obstruct the box in handling or operation, and it becomes 

necessary to greatly increase the size or diameter d of the 

opening portion. From this point of view, the length ~ of 

the bag body to be drawn: out· from the opening. portion may 

preferably be set at 150 mm or less, more preferably at 100 

mm or less. 

A ·concrete size of the diameter d enabling to 

draw out the bag body 1 around ·the spout in a ·length of ·so 

mm or more, more preferably 50 150· mm, shall be 
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optionally determined. However, when the diameter d is 

commonly set at within a range of 50 - 150 mm, a proper 

length of the bag body can be drawn out. In this regard,· 

it should be noted that the term "diameter" in this 

specification means "an ordinary diameter" in case of t,he 

shape of the opening po.rtion being a circle, or means 

·
11 a minor diameter" in case.of the shape other than a circle. 

According to the unsealing assisting member 43 

shown in FIGS. 10 (A) and (B), a wall surface of the outer 

box 41 can be radially torn from a point to be a center of 

the op~ning portion, and after the unsealing,. fan-shaped 

torn pieces 45 can be remained at surrounding of the 

opening portion 44. 

In :f:pis case, t}J.e bag body 1 around the spout 

drawn out from the opening portion is suppressed or 

supported by the fan-shaped torn pieces 45 - remained ·at the 

surrounding of th~ . opening· portion, so that a position o.f 

the spout 12 can be advantageously stabilized. 

FIGS. ll(A) (C) respectively show perspective 

views· of the bag-in-box 204 formed by combining the outer 

box 41 having such unsealing assisting member 43 and the 

bag for the bag-in-box of this invention. As shown in FIG. 

11 (A), at the top portion of the outer box 41, there is 

provided a bilaterally ·pair of inner flaps 46, 46 and 

anothe'i:· bilaterally pair of outer flaps 47, 47, 

respectively. Each of the inner flaps 46, 46 is cut out in 
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an almost circular arc form so as not to 9bstruct the spout 

12 and bag body 1 at the time when the spo·ut 12 of the 

inner bag accommodated in the outer box 41 and the bag body 

1 around the spout 12 are drawn from the opening portion. 

When the inner flaps 46, 46 are closed:, there is formed a 

cut-out portion having a shape of al~ost semi-circular. 

In addition, one of the outer flaps 4·7 is 

provided with· the unsealing assisting member 43 at a 

portion against which the spout abuts. When tlie inner flaps 

46, 46 anq the outer flaps 4 7, 4 7 are closed in this order, 

and subsequently the outer box is sealed without fixing the 

spout to the outer box, whereby a bag-in-box 204 as shown 

in FIG. ll(B) can be accomplished. Then, the opening 

portion 44 having a predetermined size can be formed by 

using this unsec;i.ling .assisting member 43 of the bag-in-box 

204, whereby the . spout 12 and the bag body 1 around the 

spout 12 can ea_sily be drawn out through the opening 

portion 44 as shown in FIG. ll(C)~ 

It is also possible to combine afore-mentioned 

outer box and a four-side seal _type bag such as a flat bag 

to be used as an inner bag which can be manufactured by 

seal working of the synthetic resin films. Also in case of 

the bag-in-box composed of such combination, the spout and 

the bag body around the spout can easily be ·drawn out 

through the opening portion, whereby various effects can 

be obtained such that the amount of· the residual content 
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can be decreased, the pulsation of the effluent can be 

prevented, also it becomes easy to control the discharging 

direction of the content and to visually confirm the amount 

of the residual content. Further, a part of the seal 

portions to be formed at the circumference of the four-side 

seal type bag can be omitted by performing a folding work 

of the synthetic resin film. 

Hereinbelow, the - present invention will be 

described in more detail with reference to following 

Experimental Examples and Comparative Example. 

Experimental Example 1 
• 

A four-side seal type bag having a shape shown in 

FIG. 1 was prepared. The bag has a capacity of 20 liters, 

and has_ flat po~tions and sid,e portions each composed of a 

composite film having a laminar construction of {15 µ. m-

thick oriented nylon (ON)/20µ. m-.thick polyethylene(PE)/60 µ. 

m-thick linear· low ·density polyethylene (LLDPE)} and a 

. a single layer film composed of 60 µ. m-thick LLDPE. 

The bag has following dimensions in terms of a 

substantial dimension except ·the width of the SeCil 

~portions. Namely, the horizontal. dimension of the· flat 

portion is 300 mm, the horizontal dimension of the side 

portion is 220 mm, each of vertical dimensions of the flat 

portion and the side portio.n is 575 mm and the width of the 

folded gusset is 110 mm. 

In the triangular portion of top side~ the 
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length of the side along the top portion is 110 mm, the 

length of the side along the side portion is 131 mm, and 

the angle_ lying between the .top seal portion and the 

oblique seal portion is 50 degrees. On the other hand, in 

the fin portion of the bottom side, each of the lengths of 

the side along the bottom portion and the length of the 

side along the side portion is 110 mm, and the angle lying 

between the bottom seal portion and the oblique seal 

portion is 45 degrees. 

This bag was then accommodated within an outer 

box of private use for BIB (bag-in-box) ·thereby to form a 

BIB of Experimental Example 1. Next, the BIB was filled up 

with water as content, and then the content was discharge_d 

from the spout portion. In the beginning of the discharging 

operation, the' operation was performed in such a manner 

that the user · held both ends of the box with his hands 

while the bottom , edge of the box was supl?orted by being 

abutted onto an edge of a vessel for receiving the 

discharged water. Subsequently, in accordance with the 

decreasing of the residual content, the user moderately 

inclined or tilted the box thereby to dischar~e the 

content. In the final stage,. the user held the box with his 

hands so as to keep the box in a hori;zontal stat·e while the 

spout . portion was kept so as to point just downward until 

.the effluent of water was completely broken or interrupted. 

At a time just before the content of water was running 
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short or used up, the user slightly swing the box from back 

to forth and to both sides, thus enabling to easily 

discharge the water. After the completion of the 

discharging water, ~he flap potions were opened and the 

condi ti·ons of the bag was carefully ~bserved. 

As the result, judging from the box by appearance 

thereof, the folded portion of the bag into which the 

residual content remained was not observed at all. Further, 

the empty bag was taken out from the outer box, and 

reversed upside down. In this state, the residual water 

remained in the bag was discharged and received into a 

beaker, then an amount of the residual water was measured 

by means of a measuring cylinder. 

The afore-mentioned measuring operation was 

repeated five :times. As the result, the amount of the 

residual water. ranged from substantially zero to 10 ml at 

most, thus obtain~ng an excellent result. From ~his result, 

·.the. bag of this Example was confirmed to have an excellent 

construction into which the residual content would not 

remained. 

In this regard, the measured residual content. is 

assumed to be formed by being collected the water adhered 

to· the inner surface of the ~ag. 

Experimental Example 2 

With respect to two kinds of the bags each having 

a shape shown in FIG. 1 and respectively having a capacity 
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of 10 liters· or 5 liters, the same experiments as in 

Experimental Exampie 1 were conducted. As the result, 

substantially the same results were obtained. 

The bag having a capacity of 10 liters used in the 

exper,imental procedures comprised the flat portions and the 

side portions each composed o.f two sheets of films as used 

in Experimental Example 1. 

The bag had following dimensions in terms of a 

substantial dimension except the width of the seal 
'· 

portions. Namely, the horizontal dimension of the flat 

portion was 230 ·mm, the horizontal dimension of the side 

portion was 180 mm, each of vertical dimensions of the flat 

portion . and the side portion was 464 mm and the width of 

the folded gusset.was 90 mm. 

· In the fin portion of top side of the bag, the 

length of the side along the· top portion was 90 mm, the 

length of the side along the side portion was 108 mm, and 

the angle _lying between the top seal portion and the 

oblique seal portion was 50 degrees. On the other ·hand, in 

the fin portion of bottom side of the bag, each of the 

· 1engths of the side along the bottom portion and the length 

of the side along the side portion was 90 mm, and the angle 

lying between the bottom seal portion and the oblique seal 

portion was 45 degrees. 

On the other hand, the bag having a capacity of 5 

liters used in the experimental procedures also comprised 
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the flat portions and the· side portions each composed of 

two sheets of films as used in Experim~ntal Example 1. 

The bag had following dimensions in terms of a 

substantial dimension except the width of the seal 

portions. Namely, the horizontal dimension of the flat 

portion was 230 mm, the horizontal dimension of the side 

portion was 180 mm, each of vertical dimensions of the flat 

portion and the · side portion was 331 mm and the width of 

the folded gusset was 90 mm. 

In the fin portion of top side, the length of the 

side ·along the top portion was 90 mm, the length of the 

side along the side portion was 108 mm, and the angle lying 

between the top seal portion and the oblique seal portion 

was 50 degrees.· On the other hand, . ·in the 

bottom side, each of the lengths .of the 

.bottom portion and the length of the side 

fin portion of 

side along the 

along the side 

portion was 90 :mlil., and the ang~e lying between the bottom 

seal portion and the oblique seal portion was 45 degrees. 

Comparative Example 1 

A flat pouch bag, which was available in a 

market and had a · capacity of 20. 1 i ters, was prepareo. This. 

bag was then accommodated within an outer box of private 

use for BIB (bag-in-box) to form a BIB of Comparative 

Example 1. Next, the BIB was filled up with water. With 

respect to thus formed BIB, the same experiments as in 

Experimental Example 1 were conducted. Namely, the content 
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of water filled up in the bag-in-box was discharged from 

the flat pouch b~g as an inner bag. 

As the result, however, the effluent of water was 

not completely interrupted or broken even in a final stage 

of the discharging water from the bag-in-box, and the 

effluent of water was continued endlessly. After the 

effluent of water was completely interrupted, the cover of 

the box was ope~ed and the· conditions of the bag was 

carefully observed. 

As the re~ul t, there could be observed that qoth 

of the· corner portions of the top surface side of the bag 

and both of the corner portions of the bottom surface side 

of the bag were folded uniformly in a triangular shape 

into which no little amount· of the residual content was 

remained. 

As is the same manner in Experimental Example l, 

the residual · wate;r remained in the bag was discharged and 

received into a beaker, then an amount of the residual 

water was measured by. means of a measuring cylinder. The 

afore-mentioned measuring operation was repeated five 

times. As the result, the amount of the residual water 

was so large as to range from 100 to · 200 ml. In. this 

regard, the reason why the wide variation of the amounts of 

the residual was large is assumed that the shapes of the 

triangular folded portions formed at both corner portions 

of upper and bottom surface sides are not uniform, so that 
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the amounts of water to be remained in the respective 

folded portions are also largely scattered. 

As described above, according to .the bag for 

bag-in-box of the present · invention, each of the corner 

portions of the bag having a columnar structure is provided 

with an oblique seal portion· formed by just l~ke obliquely 

cutting-off the respective corner portions, so that the bag 

shall take a shape close to cube or rectangular 

parallelepiped. In addition, the inner bag is formed of 

several sheets of synthetic resin films superposed to each 

other so as to form a multiplex structure. Therefore, when 

the bag is accommodated within. an outer box, a dead· space 

is hardly formed between the outer box and the bag, and the 

bag. also hardly move within the box, so that the bag is 

hard to cause a bursting due to the impact. or vibration, 

and is also. hard to cause a breakage due to the rubbing of 

the inner bag. Eurther, the oblique seal portion. has a 

stress-dispersing effect with respect to the impact to be 

app.l-ied to the bag, so that the impact resistan~e of the 

bag body can also be improved. 

Further, the bag for bag-in-box according to the 

present invention has a · construction so that the liquid 

content filled in the bag cannot enter the respective 

corner portion. Therefore, even if the respective corner 

portion is formed to be crumpled or bent at the time of 

accommodating the bag iJ;l the outer box, there is no case 
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of the residual content being remained or stayed in the 

corner portion, so that the residual discharging property 

o~ the bag-in-box can be improved. 

In particular, when an angle lying between the 

top seal portion and the. oblique seal portion is set at 45 

55 degrees, and an angle lying between the bottom seal 

portion and the oblique seal portion is set at 40 50 

degrees, the oblique seal portion can be provided along the 

exact portion at which each of the corner portions of both 

top and bottom sides is crumpled or bent, so that the 

residual content can be effectively prevented from being 

remained in the corner portion while securing a maximum 

filling-up capacity.of the bag. 

Though the triangular fin portion formed by 

intercepting or. isola.ting the respective corner portion 

from the inner space of the bag is· inherently an 

unnecessary portion for the bag, the triangular fin portion 

can be used for improving the property of the bag. Namely, 

when the opposing top points of the corner portions formed 

at front and back sides of the bag body are bonded to each 

' other I the triangular fin portion would not obstruct the 

operations of the bag, and it becomes possible to prevent 

rubbing, tear, or pin-hole to be caused on a bag wall. 

In addition, when the opposing 

portions of both front and back sides are 

triangular · fin 

partially bonded 

to each other, or when a· punched hole for engaging a hook 
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thereto is formed ·on the triang1:1lar fin portion, the 

linking fin portions or the punched hole can be used as a 

hanger portion for hanging or suspending the inner bag. 

Furthermore, the bag for the bag-in-box of this 

invention shall take a· shape close to cube or rectangular 

·parallelepiped when the bag is filled with liquid content, 

so that the bag is excellent in self-supporting property 

and handling. property. In addition, when a band-shaped 

film segment or a gas-filled layer extending toward the 

vertical direction of the bag body is att~ched or provided 

on a shell portion of the bag body, i.t becomes possible to 

impart rigidity or stiffness to the shell portion of the 

bag, so that ·the self-supporting property of the bag can 

be further improved, and it becomes possible to handle the 

bag more easily. 

In the present invention, when the bag is formed 

so as to have a ~hape of rectangular parallelepiped at the 

time of the bag being filled with liquid content,· and the 

horizontal dimension of the flat portion is set at 260 -

340 mm,. the horizontal dimension of the side portion is set 

at 180 260 mm, the vertical dimension of each of the 

flat and side portions is· set at 490 ·- 660 mm, each of the 

dimensions being expressed as a substantial dimension which 

is defined by subtracting a width of the seal portion. from 

an actual dimension of each portion, or when the 

horizontal dimension of the flat portion is set at 190 
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270 imn, the horizontal dimension of the side portion is set 

at 140 ~ 220 mm, the vertical dimension of each of the flat 

and.· side portions · is set at 330 600 mm, each of the 

dimensions being expressed as a substantial dimension which 

is defined by subtracting a width of the seal portion from 

an actual dimension of each portion, there can be provided 

a bag-in-box which can be tightly and closely loaded or 

piled on the internationally standardized pallet, and. has a 

compact shape, high strength and an excellent stability. In 

addition, even in a case where a lot of the bag-in-boxes 

are piled~up on the pallet . in a heap form, the entire 

piled-up heap can also secure a sufficient stability and 

high strength. 

On the other hand, the bag-in-box of this 

invention is constructed by comprising an inner bag 

composed of the bag for the bag-in-box of this invention or 

a four-side seal !type bag formed of synthetic resin film, 

an outer box for accommodating the inner bag therein, and a 

means provided on the outer box for forming an opening 

portion enabling to draw out the bag· body around the spout 

in a length of 50 mm or mo+e, so that the following various 

effects can be obtained such that the amount of the 

residual content can be decreased, the pulsation of the 

effluent can be prevented, 

the discharging direction 

also it becomes easy to control 

of the content and to visually 

confirm the amount of the residual content. In particular, 
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when · the fan-shaped torn pieces 

surroundings of the opening portion, 

spout can be effectively stabilized. 

are remained 

a position of 

at 

the 
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WHAT IS CLAIMED IS: 

---~----

1. A bag used as an inner bag for a bag-in-box 

having an outer box and the inner bag accommodated within 

the outer box, which comprises: 

a four-side-seal type bag body composed of a 

pair of opposing flat portions constituting front and back 

side portions of the bag body and _two side portions 

connecting fro~t and back side portions at both side ends 

thereof and respectively having folding lines along which 

the side portions are folded inward; 

oblique seal portions provided at respective 

corner portions of the bag body; and 

triangular fin portions formed at respective 

corner portions of the bag body, 

wherein said flat portions and said side 

portions cons ti tut,ing the bag body are composed of at least 

two sheets of synthetic resin films that are superposed to 

each other in non-bonded state, 

wherein said oblique seal portion is formed· in 

'such a manner that the bag body is folded so as to provide 

two side portions each having the fold-ing line, between. the 

superposed pair of flat portions, then opposing inner 

surfaces of the bag body are bpnded to each other in a_ 

range from an arbitrary point on top seal portion or bottom 

seal portion to another arbitrary point on a side seal 
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portion so as to obliquely connect said top seal portion or 

bottom seal portion and the side seal portion, thereby to 

form the oblique .seal portion having a straight band-shape, 

and 

wherein said triangular fin portion is formed by 

being enclosed with the side seal portion, the oblique seal 

portion and one of the top seal portion _ and bottom seal 

portion on three sides. 

2. A bag for the bag-in-box according .to claim 1, 

wherein each of said flat portions and said side portions 

has a shape of · square or rectangle, and the bag takes . a 

shape of cube or rectangular parallelepiped after the bag 

is filled up with content. 

3. A bag for the bag-in-box according to claim 1,. 

wherein the arbitrary point to be set on said top seal 

portion or said bottom seal portion and to be a starting 

point of said oblique seal .portion is set within a range 

from a crossing . point of said folding line· of said side 

portion and said top .seal portion or said bottom seal 

port"ion to a point, on said· top seal portion or said 

bottom seal portion, apart from the crossing point in a 

length of 1 cm. 

4. A bag for the bag-in-box according to claim l, 
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wherein opposing top portions of .the corner portions formed 

at front and back sides of the bag body are bonded to each 

other. 

5. A bag for the bag-in-box according to claim l, 

wnerein at least one band-shaped film segment extending 

toward vertical direction of · the bag body is attached on 

each of a pair . of flat· portions and two side portions, 

respectively. 

6. A bag · for the bag-in-box accord-ing to claim 1, 

wherein at least one band-shaped gas-filled layer extending 

toward vertical direction of the bag body is provided . on 

each of a pair of flat portions and two side portions, 

respectively. 

7. A bag for the bag-in-box acco~ding to claim 1, 

wherein a bilaterally pair of hanger portions are formed on 

at- least one of said top and bottom sides of the bag body, 

said hanger portions being formed by bonding said opposing 

·triangular fin portions of both front and back sides to 

each other at the top portions of the corner portions, and 

by further bonding said opposing triangular fin portions at 

another portion consisting of at least one portion on said 

top seal portion or s·aid bottom seal portion. 
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8. A bag for the bag-in-box according to claim l, 

wherein a punched hole is forlJled on at least one of the 

triangular fin portions. 

9. A bag for the bag-in-box according to claim 1, 

wherein said synthetic resin film · contains at least one 

metal foil layer. 

10. A bag for the bag-in-box according to claim l, 

wherein an angle lying between the top seal portion and the 

oblique seal portion is 45 - 55 ·degrees, and -an angle lying 

between the bottom seal portion and the oblique seal 

portion is 40 - 50 degrees. 

11. . A bag for the bag-in-box according. to claim 1, 

wherein horizontal dimension of the flat portion is 260 

340 mm, horizontal dimension of the side portion is 180 

260 mm, vertical dimension of each of the flat and side 

portions is 490 660 mm, each of said dimensions being 

expressed as a substantial dimension which is defined by 

subtracting width of the .seal portion from actual dimension 

of. each portion, and a shape of the bag after filling up 

content therein is rectangular parallelepiped.· 

12. A bag for _bag-in-box according to claim l, 

wherein horizontal dimension of the flat portion is 190 -
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270 mm, horizontal dimensicm of the side ·portion is 140 -

220 mm, vertical dimension of each of the flat and side 

portions is 330 600 mm, each of said dimensions being 

expressed as a substantial dimension· which is defined· by 

subtracting width of the seal portion from actual dimension 

of· each portion, and a shape of the bag· after filling up 

content therein is rectangular parallelepiped. 

13. A bag-in-box comprising: 

an outer box; 

a bag according to any one of claims 1 to 12 

which is accommodated within the outer box, and is used as 

.an inner bag for storing· content therein; 

. a spout provided on the box, for pouring out the 

content stored in the bag; arid 
. 

an unsealing· assisti~g .member provided on one 

surface portion · o,f the outer bag, for forming an opening 

portion having a sufficient size enabling to draw out bag 

body portion around the spout in·~ length of 50 mm or more. 

when the spout provided on the inner bag is protruded from 

;the outer box through the opening portion. 

14. A bag-in-box according to claim 13, wherein said 

outer box is provided with an unsealing assisting member 

for forming an opening portion having a sufficient size 

enabling to draw out bag body portion around the spout in a 
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length of 50 - 150 mm. 

15. A bag-in-b9x according to claim 13, wherein said 

unsealing assisting member. is constructed so that, at time 

of unsealing, one surface portion of the outer box can be 

radially torn from a point to be a center of said opening 

. portion thereby to form the opening portion and fan-shaped 

pieces, and after the unsealing, the fan-shaped pieces are 

remained at surrounding of the opening portion. 

16. A bag-in-box according to claim 13, wherein said 

inner bag has .a capacity of 5 - 25 liters, and said outer 

box has a shape of cube or rectangular parallelepiped. 

17. A bag-in-box comprising: 

an outer box; 

a four-:side-seal type inner bag accommodated 

within said outer · box, and is composed of syl)thetic resin 

film; 

a spout provided . on said inner bag, for pouring 

out the content stored in said inner bag i. and 

an unse~ling assisting member provided on one. 

surface. portion· _of said outer box, for forming an opening 

portion having a sufficient .size enabling to draw out bag 

body portion around the spout in a length of 50 mm or more 

when the spout provided on said inner bag is J?rotruded from 
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the outer box through the opening portion. 

18. A bag-in-box according to claim 17, wherein said 

inner bag is a flat bag. 

19. A bag-in-box accorqing to claim 17, wherein said 

outer box is provided with an unsealing assisting member 

for forming an opening portion having a sufficient size 

·enabling to draw out bag body portion around the spout in a 

length of 50 - 150 mm. 

20. A bag-in-box according to claim 17, wherein said 

unsealing a~sisting member is constructed so that, at time 

of unsealing, one surface portion of the outer box can be 

radially torn from a point to be a center of said opening 

portion thereby to form the opening portion and fan-shaped 

pieces, and after: the unsealing, the fan-shaped pieces are 

remained at surrounding of the opening portion. 

21. A bag-in-box according to claims 17, wherein said 

inner bag has a capacity of 5 - 2 5 1 i ters, and said outer 

box has a shape of cube or rectangular parallelepiped . 

• 


