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.INK CARTRIDGE FOR INK-JET PRINTING APPARATUS 

BACKGROUND OF THE INVENTION 

Field of the Invention 

The present invention relates to an ink cartridge 

detachably attached to a printing apparatus and supplying ink 

to a printhead of the printing apparatus which ejects ink 

droplets in accordance with a printing signal. 

Related Art 

Typically, a printhead of an ink-jet printing apparatus 

connects with an ink cartridge via an ink supply channel. The 

printhead is designed to receive ink from the ink cartridge. The 

printing apparatus is provided with a hollow ink supply needle 

in the ink supply channel to supply ink to the printhead. The 

ink cartridge is formed with an ink supply port for supplying 

ink to the printhead. When the ink cartridge ie mounted on the 

printing apparatus, the hollow ink supply needle is inserted into 

the ink supply port of the ink cartridge and ink is supplied to 

the printhead via the hollow ink supply needle. 

Unexamined Japanese patent applications (OPI} Nos. Hei°. 

5-229137 and Hei. 9-174879 disclose an ink cartridge of this 

structure including a valve member at an upper part of the ink 

supply port, i.e., inside of the ink cartridge. The ink supply 

port of the ink cartridge of this type opens when the ink supply 
I 
'needle is inserted, and closes when the ink supply needle is 
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removed. Thus, the ink cartridge is capable of preventing 

leakage of ink or is capable of being repeatedly attached to the 

printing apparatus. On the other hand, unexamined Japanese 

patent application (OPI) No. Hei. 7-232438 discloses an ink 

cartridge having a semiconductor memory device that stores data 

relating to the ink cartridge. 

The conventional valve me~er as mentioned above, however, 

has a drawback as the connection between the semiconductor memory 

device of the ink cartridge and a control unit of the printing 

apparatus is inadequate. More specifically, as the valve member 

is always urged by a spring in an insertion direction of the ink 

supply needle in order to seal the ink supply port, the ink 

cartridge does not completely fit to a carriage of the printing 

apparatus because the resilient force of the spring pushes the 

cartridge up to some extent with respect to the carriage after 

the ink cartridge is mounted on the carriage. such results in 

that the accurate positioning of the ink cartridge with respect 

to the carriage is hardly accomplished, and if a memory device 

is mounted on the ink cartridge, the connection of terminals of 

the memory device to the contact member of a circuit unit of the 

printing apparatus may be .failed due to the deviation caused by 

the resilient force of the spring urging the valve member. 

Further, if the conventional· ink cartridge having a 

valve member as mentioned above is detached from 

the carriage of the printing apparatus to exchange to a 

cartridge of different kind or type while the original ink 

cartridge is not depleted, the ink may leak out of the ink 
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cartridge through the ink supply port.- such a problem would be 

more emphasized when the ink cartridqe is recycled ana the valve 

or Qacking becomes worn out and, accordingly, the sealability 

of the valve mechanism is deteriorated. 

In addition, as to the conventional ink cartridge having 

a memory device as mentioned above if the memory device 

comes into contact the termina1 of the printing apparatus 

whereas the ink · supply needle does not 

correctly enter the ink supply port and thus still not 

ready for supplying ink, the printinq operation may start and 

air would be conveyed to the nozzles of the printhead. Such could 

result in a serious problem in giving damaqe to the printhead, 

and no recovery can be expected without exchanging the printhead. 

Therefore, it has been required an appropriate interrelationship 

of the contact electrode of the memory device with the engagement 

between the ink supply port and the ink supply needle. 

SUMMARY OF TBE INVENTION 

The present invention was made in view of the foregoing 
.I 

drawbacks accompanying the conventional ink cartridge. 

Therefore, it is an object of the present invention to provide 

an ink cartridge capable of performing an adequate connection 

between a memory device mounted on the ink cartridge and an 

external circuit unit, regardless of a reactive resilient force 

of a spring for urging a valve, so that the memory device of the 

ink cartridge is capable of electrically connecting in a stable 

manner with the external circuit unit. 
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Another object of the present invention is to provide an 

ink cartridge capable of preventing ink from leaking out through 

the ink supply port even though the ink cartridge is detached 

from the printing apparatus for exchanging while ink is not 

depleted. 

Still anoth.er object of the invention is to provide an ink 

cartridgecapableofachievinganappropriateinterrelationship 

of the contact electrode of the·memory device with the engagement 

between the ink supply port and the ink supply needle. 

The above and other objects can be attained by a provision 

of an ink cartridge for an ink jet printing apparatus having a 

printhead which ejects ink droplets onto a recording medium and 

an ink supply needle introducing ink to the printhead which, 

according to the present invention, includes·: a substantially 

rectangular housing containing ink therein, said housing having 

a first outer wall and a second outer wall which is substantially 

perpendicular to said first outer wall; an ink sur>ply port formed 

in said first wall for directing ink in said housing to the 

printhead; a valve mechanism arranged in said ink supply port 

comprising: a valve seat allowing the ink supply needle to pass 

therethrough; a valve body movable along the axis of said ink 

supply port; and an elastic member biasing said valve body 

against said valve seat, and a memory device for storing 

information relating to ink mounted on said second wall of said 

housing and substantially in parallel therewith, said memory 

device being arranged in the vicinity of said ink supply port 
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and said second wall extending in a direction parallel with a 

direction along which the ink supply needle is inserted into said 

valve seat. 

BRIEF DESCRIPTION OF THE DRAWINGS 

Fig. lA shows a perspective view of a black ink cartridge 

according to the present invention viewed from above, and Fig. 

lB shows a perspective view of the black ink cartridge according 

to the present invention viewed from below; 

Fig. 2A shows a perspective view of a color ink cartridge 

according to the present invention viewed from above, and Fig. 

2B shows a perspective view of the color ink cartridge according 

to the present invention viewed from below; 

Fig. 3A shows a perspective view of the circuit substrate 

showing the first side, and Fig. 3B shows a perspective view of 

the circuit substrate showing the second side; 

Fig. 4 shows a cross sectional view of trte black ink 

cartridge when mounted on a carriage of the printing apparatus; 

Fig. 5 shows an enlarged cross sectional view of the ink 

supply port; 

Fig. 6 shows another embodiment of a cartridge according 

to the present invention; 

Fig. 7A shows upper side of the cover member of the black 

ink cartridge, and Fig. 7B shows upper side of the cover member 

22 of the color ink cartridge; 

- 5 -



Fig. BA shows the black ink cartridge with a film, and Fig. 

BB shows the color ink cartridge with a film; and· 

Fig. 9 shows another embodiment of the valve member. 

DETAILED DESCRIPTION OF THE INYENTION 

The present invention will now be described in detail with 

reference to accompanying drawings. This does not intend to 

limit the scope of the present invention, but exempiify the 

invention. All of the features and the combinations thereof 

described in the embodiment are not necessarily essential to the 

invention. 

Figs. lA and lB show, merely as an example, a black ink 

cartridge for an ink-jet printing apparatus. As shown in the 

figures, an ink cartridge 1 is substantially rectangular 

parallelepiped. The ink cartridge 1 is provided with a housing 

2 formed with an ink chamber 60 (shown in Fig. 4) and an opening, 
.I 

and a cover member 3 sealing the opening of the housing 2. The 

ink cartridge 1 further includes an ink supply port 4 formed in 

one outer wall thereof, i.e. , a bottom wall 2a in this embodiment. 

The printing apparatus includes a printhead with nozzles and an 

ink supply needle which is held in fluid communication with the 

printhead. The ink supply port 4 of the ink cartridge 1 is 

designed to supply ink to the printhead through the ink supply 

needle of the printing apparatus when the ink cartridge 1 is 

mounted on the printing apparatus and the ink supply needle is 

inserted in the ink supply port 4. The bottom wall 2a has 
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substantially square shape formed with two edges of longer width 

and the other two edges of shorter width. The ink supply port 

4 is formed at a position closer to one of the shorter edges than 

the other of the shorter edges. 

The ink cartridge 1 further includes a memory device 6 

having a circuit substrate secured to one wall other than the 

bottom wall 2a. The memory device 6 is placed in the vicinity 

of the ink supply port 4 and preferably, on a side outer wall 

2b which is in parallel with the insertion direction of the ink 

supply needle 52, shown in Fig. 4. As shown in Figs. lA and lB, 

the memory device 6 is disposed on a center line of the side wall 

2b of the housing 2, which wall has a shorter width than the other 

wall of the housing 2. The housing 2 is substantially 

rectangular in shape, and the side wall 2b of which is 

substantially perpendicular to the bottom wall 2a on which the 

ink supply port 4 is formed. Further, the memory device, which 

has a flat substrate, is disposed substantially j,n parallel with 

the side wall 2b. 

Because the ink supply port 4 of the ink cartridge 1 must 

be accurately positioned with respect to the ink supply needle 

of the printing apparatus, more accurate positioning around the 

ink supply port is accomplished than the other part of the ink 

cartridge. Accordingly, as the memory device 6 is disposed in 

the vicinity of the ink supply port 4 according to the present 

embodiment, an accurate positioning of the memory device 6 with 

respect to the ~ontact member of the printing apparatus side is 
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necessarily attained. In addition, when the ink cartridge 1 is 

mounted on the carriage, the level of deviation in position of 

the ink cartridge 1 with the carriage is less at the center of 

the ink cartridge than at the side.edge parts thereof. Therefore, 

as the memory device 6 is disposed at the center in the widthwise 

direction of the side wall 2b, the level of deviation in position 

of the memory device 6 is necessarily less. 

According to the present embodiment, the housing 2 is 

formed with a concave portion in which the memory device 6 is 

accommodated. 

The ink supply port 4 is initially sealed with a sealing 

member 7 so that air or bubbles do not enter the ink supply port 

4 or ink does not leak out of the ink supply port 4 before use. 

The ink cartridge 1 is formed with a protruding portion 10 which 

is designed to engage with a hook of a cartridge holder of the 

printing apparatus for the purpose of aiding mounting and 

detaching of the ink cartridge 1 on and from the gartridge holder 

of the printing apparatus. As the protruding portion 10 extends 

from the side wall 2b on which the memory device 6 is mounted, 

the positioning accuracy of the memory device with the contact 

member of the printing apparatus can be attained. 

Figs. 2A and 2B show, as an example, a color ink cartridge 

2 O. Similar to the black ink cartridge 1 shown in Figs. lA and 

lB, the ink cartridge 20 is substantially rectangular 

parallelepiped. The ink cartridge 20 has a housing 21 the 

interior of which is separated into a plurality of ink chambers 
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by partition walls for accommodating different inks such as 

different color. According to this embodiment sho~n in Figs. 

2A and 2B, five ink chambers 23 to 27 are defined, and each of 

the ink chambers 23 to 27 has an opening. The ink cartridge 

further 20 has a cover member 35 sealing all the openings of the 

ink chambers 23 to 27. The ink cartridge 20 includes a plurality 

of ink supply ports 28 to 32 on one of its sides, each 

corresponping to the ink chambers 23 to 27. Each of the ink 

supply ports 28 to 32 is held in communication with the respective 

ink chambers 23 to 27, and is capable of providing ink to a 

corresponding ink supply needle when the ink supply needle is 

inserted into each of the ink supply ports 28 to 32. As 

illustrated in Fig. 2B, the ink supply ports 2 8 to 32 are formed 

at positions closer to one edge of a wall the other_ •. 

The ink cartridge 20 is further provided with a memory 

device 34 secured to one wall other than the wall on which the 

ink supply ports 28 to 32 are formed. Accordin.sr to the present 

embodiment, as shown in Fig. 2B, the memory device 34 is disposed 

substantially at a center of the total width of the plurality 

of ink chambers 23 to 27. The memory device 34 is positioned 

inthe~icinityoftheinksupplypo~ts28to32andstorestherein, 

for example, data for specifying the ink cartridge 20. 

The ink supply ports 28 to 32 are initially sealed with 

a sealing member 35 so that air or bubbles do not enter ink supply 

ports 28 to 32 or ink does not leak out of the ink supply ports 

28 to 32 before use. The ink cartridge 20 is formed with a 
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protruding portion 36 which is designed to engage with a hook 

of the printing apparatus for aiding mounting and detaching of 

the ink cartridge 20 on the cartridge holder of the printing 

apparatus. 

Figs. 3A and 3B are perspective views of the memory device 

6 or 34, showing a first side and a second side, respectively. 

When the memory device 6 or 34 is mounted to the ink cartridge 

1 or 20, respectively, the second side shown in Fig. 3B is attached 

to the ink cartridge 1 or 20. Thus, the first side shown in Fig. 

3A is seen on the surface. The first side is formed with 

electrodes 42 and 43 which are designed to connect to a contact 

40, shown in Fig. 4, of the cartridge holder of the printing 

apparatus. A semiconductor storage device 44 is attached on the 

second side, i.e., rear side of the memory device 6 or 34. The 

semiconductor storage device. 44 can be accessed by the cartridge 

holder of the printing apparatus via the electrode 42 and 43 of 

the memory device 6 or 34 and the contact 40, so tjlat information 

relating to ink or ink cartridge can be stored in or read out 

from the storage device 44. The memory device 6 is provided with 

a substrate, a plurality of electrode terminals 42, 43 and the 

semiconductor storage device 44. The electrode terminals 42, 

43 are arranged on a front surface of the substrate and the storage 

device 44 is disposed on the other, rear surface of the substrate. 

Because the semiconductor storage device, i.e., the chip, is 

disposed on the rear side of the substrate, it is not exposed 

when the memory device is attached to the ink cartridge 1 and 
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there is no possibility that a user may cause damage even though 

he drops the ink cartridge 1 on a floor. 

The semiconductor storage device 44 is formed of an 

electrically rewritable memory such as a nonvolatile memory such 

as, for example, EEPROM. When the ink cartridge 1 or 20 is 

shipped from a manufacturing factory, data related to ink or to 

the ink cartridge 1 or 20 is previously written on the 

semiconduc~or storage device 44. The previously written data 

may be, for example, a serial number for specifying the cartridge 

1 or 20, volume of ink contained in the ink cartridge 1 or 20, 

and data related to a trademark indicating a manufacturer of ink 

or the ink cartridge 1 or 20. The semiconductor storage device 

44 is formed to have an area where a volume of ink consumed by 

a user can be written on. 

Fig. 4 shows a cross sectional view of the black ink 

cartridge 1 when mounted on a carriage 51 of the printing 

apparatus. The printing apparatus includes a P.J"inthead 50 and 

an ink supply needle 52. When the ink cartridge 1 is mounted 

on a predetermined position of the carriage 51 on which the 

printhead 50 is secured, the ink supply needle 52 forms a sealing 

connection with the ink supply port 4 of the ink cartridge 1 to 

be held in communication with the ink chamber 60 via the ink supply 

port 4. 

The ink supply needle 52 is hollow and formed from a 

cylindrical body having a tapered portion at its tip end. 

Therefore, the ink supply needle 52 is easily inserted into and 
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removed from the ink supply port 4. When the ink supply needle 

52 is inserted in the ink supply port 4, the ink supply needle 

52 forms a sealing connection with a packing me~er 61 fitted 

in the ink supply port 4, which will be described hereinbelow. 

Fig. 5 shows an enlarged cross sectional view of the ink 

supply port 4 and a valve mechanism arranged therein. The 

packing member 61 is press-fitted in the ink supply port 4. The 

packing member 61 defines a hole substantially at a center 

thereof, allowing the ink supply needle 52 to pass therethrough, 

shown in Fig. 4. 

The packing member 61 is made of an elastic material such 

as a rubber material including a silicon rubber, a chloroprene 

rubber, a butyl rubber, a ethylene-propylene rubber, a nitrile 

rubber, and an elastomer material. 

The hole of the packing member 61 has a tapered portion 

62 which tapers out to guide the· ink supply needle 52 of the 

printing apparatus, and a cylindrical fitting p9rtion 63 in the 

vicinity of the ink chamber 60. The valve mechanism includes 

a valve body 65 installed in the ink supply port 4 between the 

packing member 61 and the ink chamber 60. The valve member 65 

is always urged vertically with respect to the packing member 

61 by a spring 6 4 • Thus , the valve body 6 5 and the packing member 

61 form a sealing connection. The valve body 65 is urged by the 

ink supply needle 52 against the resilient force of the spring 

64 to open the ink supply port 4, when the ink supply needle 52 

is inserted in the ink supply port 4. 
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The length of the electrode terminals 42 and 43 of the 

memory device 6 along the direction of insertion of the ink supply 

needle 52 into the packing member 61 is designed to be longer 

than the maximum length of entry of the ink supply needle 52 into 

the ink supply port 4 from the packing member 61, subtracted by 

a length that the ink supply needle is pushed back by a resilient 

force of the spring 64 as a reactive force thereof generated by 

urging the valve body 65. The :terminal electrodes are arranged 

on the substrate of the memory device 6 in a position where the 

electrode terminals start to connect electrically with the 

contact member 40 of the printing apparatus when the tip end 

portion of the ink supply needle 52 comes into contact with the 

valve body 65. In addition, the length of the electrode 

terminals along the direction of insertion of the ink supply 

needle 52 into the packing member is longer than the length that 

the ink supply needle 52 slides into the housing while pushing 

the valve body 65 against the resilient force ofl the spring 64. 

Referring back to Fig. 4, when the ink cartridge 1 is 

mounted on the cartridge holder 70 and a lever 71 is pushed down, 

the tip of the ink supply needle 52 penetrates the sealing member 

7 sealing the ink supply port 4. Then, the tip of the ink supply 

needle 52 urges the valve body 65 to open against the resilient 

force of the spring 64 so that the ink chamber 60 becomes held 

in communication with the printhead 50. The memory device 6 

connects to a control unit installed in the printing apparatus, 

not shown in the drawings, via the contact 40 formed at the 
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cartridge holder 70 in this embodiment. The contact 40 has 

resiliency in the vertical direction with respect ·to the 

insertion direction of the ink supply needle 52. 

The memory device 6 according to the present embodiment 

is mounted on a side wall which is substantially in parallel with 

the insertion direction of the ink supply needle 52. Therefore, 

by forming the electrodes 42 and 43 of the memory device 6 slightly 

larger than the size necessary to contact with the contact 40, 

the electrode terminals 4 2 and 4 3 of the memory device 6 can ensure 

the connection with the contact 40 of the carriage 51, regardless 

of the distance between the ink cartridge 1 and the cartridge 

holder 70 of the printing apparatus. Furthermore, by forming 

the electrode terminal 42 relatively longer along the insertion 

direction of the ink supply needle 52, the electrode terminals 

42 and 43 of the memory device 6 can ensure the connection between 

the contact 40 of the cartridge 1 regardless of the insertion 

direction of the ink supply needle 52. It is desirable that the 

memory device 6 and the contact 4 0 are placed such that the contact 

40 forms an electric contact with the electrodes 42 and 43 of 

the memory device 6 only when the ink supply needle 52 is inserted 

in the ink supply port 4 to open the valve member 65 and ink is 

supplied from the ink chamber 60 to the printhead 50. 

With the afore-described structure, the fact that data 

from the storage device 44 can be read out means that the ink 

cartridge 1 is appropriately mounted on the cartridge holder 70, 

because the storage device 44 can only be read out when the 
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electric connection between the electrodes 42 and 43 and the 

contact 40 is formed. Therefore, even if a progra~ for 

controlling the printing operation of the printing apparatus 

includes a sequence judging that the ink cartridge 1 is mounted 

on the cartridge holder 70 by the fact that the data can be read 

out from the storage device 44, there is no danger that the 

printing apparatus starts printing operation when ink is not 

provided to printhead 50. Thus, damage to the printhead 50 can 

be prevented. 

With this structure, the printhead SO can be prevented from 

sucking air when the ink cartridge 1 is not appropriately mounted 

on the cartridge holder 70. This fact prevents waste of a large 

amount of ink for recovering the operation of the printhead SO 

that is required when the printhead SO sucks air or bubbles. 

Furthermore, the ink supply port 4 is formed at a.position 

closer to one of the shorter edges than the other of the bottom 

wall 2a of the ink cartridge 1 and is retaine9 at a constant 

position by the ink supply needle 52 provided on the carriage 

Sl when the ink supply needle 52 is inserted in the ink supply 

port 4. Thus, the memory device 6 disposed in the vicinity of 

the ink supply port 4, which is formed on one wall of the ink 

cartridge 1, is also retained at a relatively constant position. 

Therefore, the electric connection between the electrodes 42 and 

43 of the memory device 6 and the contact 40 is ensured without 

changing the position of the memory device 6 even when the 

carriage 51 traverses and generates shaki~g. 
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When the printing operation is started and ink is consumed 

by the printhead 50, that is, when printhead 50 ejects ink 

droplets, under this condition, the control unit such as a micro 

computer, not shown in the drawings, counts ejected ink droplets 

to calculate the amount of consumed ink. The control unit writes 

the amount of consumed ink on the semiconductor storage device 

44 of the memory device 6 via the contact 40. 

It is preferable for the printing apparatus to apply a 

variety of ink cartridges in accordance with different types of 

printing mediums in order to enable a high print quality or a 

desired printing condition. 

As shown in Fig. 5, which shows a condition where the ink 

cartridge 1 or 20 is not in use, the valve body 65 of the ink 

cartridge 1 or 20 is urged by the spring 64 to close the ink supply 

port 4. Therefore, even when the ink cartridge 1 or 20 is 

detached from the carriage 5 for exchange, ink does not leak and 

undesirable air and bubbles do not enter the i11k chamber 60 or 

23 to 27. 

The length of the terminal along the direction of insertion 

of the ink supply needle into the packing member and into said 

valve seat is longer than the maximum length of entry of the ink 

supply needle into said ink supply port from said valve seat, 

subtracted by a length that the ink supply needle is pushed back 

by a resilient force of said elastic member as a reactive force 

thereof generated by urging said valve body. 
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As the semiconductor storage device 44 stores information 

relating to the amount of the consumed ink, the amount of the 

ink remaining in the ink chamber 60 or 23 to 27 can be calculated, 

even when the ink cartridge 1 or 20 is detached once and remounted 

·on the ink carriage 51. Thus, an ink end or near end condition 

of the ink cartridge 1 can readily be detected. 

Fig. 6 shows another embodiment of an ink cartridge 

according to the present invention. The cartridge 101 includes 

a porous member 80 and a filter 171 in the ink chamber 60, or 

23 to 27. The filter 171 is positioned between the ink chamber 

and the ink supply port 4 and has a flat shape one side of which 

is in contact with the porous member 80. The porous member 80 

has a capillary force which is smaller than a negative pressure 

generated by the nozzles of the printhead 50 but large enough 

to retain ink therein. The filter 1 71 also has a capillary force 

which is larger than the capillary force of the porous member 

80 and smaller than the negative pressure generated by the 
·" 

printhead 5 O. The filter 1 71 may be a plate-like member formed 

of a porous material or a mesh material. The pore size or mesh 
-

size of the porous member 80 and the filter 171 defines the 

capillary force thereof. In other words, the capillary force 

of the porous member 80 and the filter 171 can be controlled by 

selecting an appropriate pore size or mesh size .. 

A cover member 3 of the ink cartridge 101 is formed with 

a rib portion including a plurality of protruding portions 72, 

each of which are spaced apart from each other by a predetermined 
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distance. Owing to these protruding portions 72, a space is 

defined in the ink chamber 60 between the porous member 80 and 

the cover member 3 or 22. A part of the ink supply port "4 is 

formed to protrude inside the ink chamber-~· 60, or 23 to 27. 

Therefore, the porous member 80 is highly.compressed in the 

vicinity of the ink supply port 4 to reduce the pore size so that 

the capillary force of the porous member 80 becomes greater in 

the vicinity of the ink supp~y port 4 than other parts of the 

porous member 80. 

The cover member 3 or 22 has an ink injecting hole 73 or 

74 and an air hole 75 or 76 which is designed to be open to the 

external ambient air. 

Fig. 7A is a perspective view showing an upper side of the 

cover member 3 of the black ink cartridge. The cover member 3 

has a fine, winding groove 77 connecting the air hole 75 and an 

air releasing hole 79. The air releasing hole 79 is previously 

sealed by a film before use of the ink cartridg~, which will be 

described in the following, but becomes open to the external 

ambient air when the film is removed for use. 

Fig. 7B is a perspective view showing an upper side of the 

cover member 22 of the color ink cartridge. The cover member 

22 has fine grooves 78 connecting the air hole 76 to air releasing 

holes 180. The air releasing holes 180 are previously sealed 

by a film before use of the ink cartridge, which will be described 

in the following, but become open to the external air when the 

film is removed for use. 
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Ink is introduced into the ink chamber of the ink cartridge 

as will be described in the following. First, the· ink supply 

port 4 is sealed by a film. Then, a hollow ink introducing tube, 

not shown in the drawings, is inserted in the ink injecting hole 

73 or 74, and a vacuum tube is inserted in the air hole 75 or 

76. At this time, the ink chamber 60 or 23 to 27 is under a low 

pressure or a vacuum pressure and the ink is introduced from the 

ink introducing tube under this condition. 

As the ink chamber 60 or 23 to 27 is maintained under the 

low-pressure condition, i.e., air is removed from the ink supply 

port 4 or the porous member 80, ink can be introduced entirely 

into the ink chamber 60 or 23 to 27 with little residual air. 

Thus, whole of the porous member 80 becomes filled with ink. 

Figs. 8A and 8B show the ink cartridges 1 and 2 with films, 

respectively. 

After introducing the ink into the ink chamber 60 or 23 

to 27, the ink cartridge 1 or 20 is placed in a vacuum chamber _, 

to further decompress the ink chamber 60 or 23 to 27, if necessary. 

Then, a film 81 or 82 is attached on the surface of the cover 

member 3 or 22 to protect the ink chamber 60 or 23 to 27 from 

ambient air. The film 81 or 82 has a tongue part 81a or 82a for 

easily removing a part of the film 81 or 82 when it is used. The 

ink cartridge 1 or 22 is shipped as a product. The ink cartridge 

may be packaged in a sealed film bag having a high air­

impermeability with a decompressed condition, if necessary. 
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Before using the ink cartridge 1 or 21 thus constructed, 

a part of the film 81 or 82 is removed by pulling the tongue part 

8la or 82a to open the air releasing hole 79 or 180. Therefore, 

the ink chamber 60 or 23 to 27 becomes open to the ambient air 

via a capillary having high fluid resistance formed by the small 

groove 77 or 78 and the film 81 and 82, respectively. 

After the ink cartridge 1 or 22 is mounted on the cartridge 

holder and the fluid conununication with the printhead 50 is 

accomplished, when printing is started, the negative pressure 

from the printhead 50 pulls the ink retained by the porous member 

80. The filter 171 of the ink cartridge 1 or 20 removes air or 

dust and passes merely ink to the printhead 50. 

As shown in Fig. 5, since the valve member 65 of the ink 

cartridge 1 or 20 is always urged by the resilient force of the 

spring 64, the ink supply port 4 is closed by the valve mechanism 

at a time when the ink supply needle 52 comes out of contact with 

the packing member 61. Therefore, even when the ink cartridge 
..; 

1 or 20 is detached from the carriage 5 for changing to a different 

type of ink for printing, ink does not leak from the ink chamber 

60, and undesirable air and bubbles do not enter the ink supply 

port 4. 

Furthermore, in the pref erred embodiment, the ink does not 

leak from the ink supply port 4 even when the sealing connection 

between the valve member 65 and the packing member 61 becomes 

loose, because the ink is retained by the porous member 80 in 

the ink chamber 60 or 23 to 27 and blocked by t·he filter 171 having 
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a high capillary force. The ink is retained in the ink chamber 

60 or 23 to 27 by the fluid resistance of the capillary action 

performed by the fine groove 77 or 78 and the film 81 and 82, 

respectively. 

In one arrangement of the embodiment, the packing member 

61 may have a slit aperture therein at the ink chamber 60 or 23 

to 27 side thereof, which slit can be opened by the insertion 

of the ink supply needle 52 and can retain the ink by generating 

a capillary force when the ink supply needle 52 is removed. In 

such arrangement, the valve member 65 may not be necessary. Thus, 

the structure of the ink cartridge.can be further simplified. 

As the ink chamber 60 or 23 to 27 is held in communication 

with the ambient air via the capillary generated by the fine 

groove 77 or 78 and the film 81 and 82, respectively, evaporation 

of the ink can also be prevented. Thus, the memory device can 

accurately store information relating to the amount of the ink 

remaining in the ink chamber 60 or 23 to 27. 
J 

Fig. 9 is a cross-sectional view showing still another 

example of an embodiment according to the present invention. In 

the present embodiment, the ink chamber 60 of an ink cartridge 

201 may be separated into an ink chamber 60a and a foam chamber 

60b by a partition wall 83 whose bottom portion is formed with 

a communication hole 83a for communicating the ink chamber 60a 

with the foam chamber 60b. 

The ink cartridge 201 accommodates a porous member 84 in 

the foam chamber 60b. The filter 171, the ink injecting hole 
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73, and the air hole 75 are provided in the foam chamber 60b. 

The ink chamber 60a serves as in·k storage. The ink cartridge 

thus constructed can perform the same operation as that of the 

ink cartridge in the embodiments described above. 

Furthermore, although the porous member 80 or 84 prevents 

ink from leaking because of its capillary force in the foregoing 

embodiments, another ink cartridge which includes only the 

filter 171, without employing any porous member, can also prevent 

leakage, to a certain extent, of the ink caused ·by the weakness 

of the sealing connection between the valve member 65 and the 

packing member. 

The ink can be introduced into the ink cartridge 1 or 2 O 

thus constructed by using a refilling unit having the same 

function as the ink supply needle 52. The needle portion of the 

refilling unit is inserted in the ink supply port 4 to open the 

valve member 6 5. Thus, the ink cartridge is recycled. The 

semiconductor storage device 44 of the memory d_7vice 6 may have 

an area where the number of times of refill of the ink cartridge 

1or20 can be written in order to regulate the number of recycling 

or, in other words, to prevent the cartridge from being recycled 

to many times. Therefore, the recycled cartridge with a high 

reliability can be produced. 

As described above, an ink cartridge for an ink jet 

printing apparatus according to the present invention having a 

printhead which ejects ink droplets onto a recording medium and 

an ink supply needle introducing ink to the printhead, the ink 
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cartridge includes: a substantially rectangular housing 

containing ink therein, said housing having a first.outer wall 

and a second outer wall which is substantially perpendicular to 

said first outer wall; an ink supply port formed in said first 

wall for directing ink in said housing to the printhead; a valve 

mechanism arranged in said ink supply port comprising: a valve 

seat allowing the ink supply needle to pass therethrough; a valve 

body movable along the axis of said ink supply port; and an elastic 

·member biasing said valve body against said valve seat, and a 

memory device for storing information relating to ink mounted 

on said second wall of said housing and s~bstantially in parallel 

therewith, said memory device being formed in the vicinity of 

said ink supply port and said second wall extending in a direction 

parallel with a direction along which the ink supply needle is 

inserted into said valve seat. 

Ink is supplied from the ink chamber of the ink cartridge 

to the printhead of the printing apparatus when' the ink supply 

needle is inserted in the ink supply port of the ink cartridge. 

As the memory device is attached on the wall of the ink cartridge 

which is in parallel with respect to the insertion direction of 

the ink supply needle, the electric connection between the memory 

device of the ink cartridge and an external electrode of the 

printing apparatus can be surely maintained regardless of the 

variation of the distance between the ink cartridge and the 

printing apparatus caused by the resilient force of the spring 

biasing the valve body toward the packing member. 
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WHAT IS C!.>.IH~D IS: 

l. J\n ink cartridge fo.( an·: ink jet printing apparatus 

havinq a prin~head which -ejec'ts ink droplets ont.o a. :reco.rdinq 

medium and an ink supply needle for introducing ink t:o the 

printhead, the ink caxtr1dqe comp~isin9: 
a ;,ubst:antially rec'tangular hou.sinq for cont.aining ink 

therein, said housin9 having a first. outer wall and a ~econd 

outer wall which is substantially pe~pendicular ~o said fi:s~ 
cut:er wall; 

an ink supply pert. tormed in said firsc ~all for 
direc~ing ink in said housing to. the princhaad; 

a valve mechanism arranged in said ink supply por~ 

comprising: 
a valve sea~ allowinq the ink supply needle t.o pass 

t.here~hrouqh; 

a valve body movable along the axis of said ink 

supply por~; and 
an elas'Cic member bia.sinq said valve bcdy aqainst 

said valve seat, and 

a memory device !or st.o!"inq informat.l.on relacinq co ink 
mounced on· said second' wall of said ho12sinq a.nd subst:an~ially 

in parallel i:herewith, said memory device be.!.ng arranqed in 

t:he vicinity of said ink .supply port, and .said second l.la.ll 

extendinq in a direction parall~l with a directio1J, alon9 which 
.. - . . . 

the ink supply needle is insertable into said valve seat, said 
memory device comprising a substrate and a plurality of 

electrode terminals arranged on one surface of said substrate. 

2. The· ink carcJ:idqe according to cla.iin .. l, where.iii- .S-aid 
memory device is disposed on a cen~er li~e of said second walL 

of said hous1ng. 

3. The ink ca(tridge accoZ"ding ~o claim l. __ or 2, wherein 

said second wall has a projec~ion which engages with a hook of 

an ink cartridge ~older of che printinq appa~atu~. 
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4. The ink cart:id9e according :o any one of che . 
precedinq claims, wherein saic housing is for~ed with a 

concave portion in which said memory device is accommodated. 

5. The ink car~ridqe according to any one of ~he 

preced.tnq claims, whe.rain said housing comprises a plurali't:y 

of ink chambers fol: different ink,· each chainbe-r comp.rising an 

ink supply port:, and said memory device is disposed 

s~bstantially at a center of the cecal wid~h of said plurality 

of ink chambers. 

6. The ink cartridge according eo any one of the 

preceding claims, wherein said memory device comprises ~ 

subs~race, a plurality of electrode terminals arranged on one 

surf ace of said subs~rate and a storage device disposed on ~he 

o~her surface of said subs~race. 

7. The_ ink cartridqe 
pre.cedinq claims 1 t.o 6, 

comprising: 
a subst.rat.e, 

according to any one of the 
wherein said memcry device 

an electrode terminal arran9ed on one surface of said 
.I 

substrate at. a · position where said t:erming.l electrically 

connects t.o a conl:act member of. t.l':.e printing apparatus \.lhen 
~he ink supply needle is inserted into said valve seat up t~ a 
regula% pcsi~1on wher~ the ink supply needle feeds ink, and 

a stprage device secured on said subs~race, said s~oraqe 
device comm~nicatin; ~1th the printinq apparatus when the ink 

cartridge is mounted on the printing a?paratus. 

8. The ink cartridge acccJ:ding 'tc claim I, "'herein 'the 

lenqth o~ said terminal along the direction of insertion of 

t:he ink supply needle into said valve seat: is longer 'than 'the 
maximum lengch of entry of tne ink supply ~eedle into said ink 

supply por't from said valve seat, sub~raceed by a length that 

the ink supply'needle.is pushed back by a resilien~ force of 
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said elascic mem~er as a reac~1ve force thereof generated by 

~rgin9 said valve body. 

9. The ink cart: ridge according 'to claim 1 o.r 8, said 

~erminal beinq arranged on said aubstrace in a pos~tion where 

said te~minal star~! 'to connect elec'trically with the contac~ 
member of ~he printinq· appara~us ~r.en ~he ~ip end portion of 

the ink supply needle comes into eon~act wlth said valve body. 

10. The ink cartridge according to claim 9, wherein the 
lenqt.h of said 'terminal along cne direc~ion of 1nsert:ion of 

the ink supply needle into s~i~ vaive seat is lonqe~ ~han the 
lenqth t:ha t t.he ink supply needle slides into said ho\lsin9 

while pushinq said valve body againsc said elastic· member~ 

ll. The ink cartridge according co any one ot the 
precedinq claims, uherein said housing comprises a cover 

plate, said cover plate comprising: 
a throuqh.-hole, 
an elong~'ted 9roove ~hich is in fluid comm.unication with 

~he inside of said ho~s1n9 ~htouqh ~aid 'through-hole, and 
a film covering the 'top ot both said through-hole and 

.said groove so that: air .~lows -:hroiJgh said qr~o11' and said 

thro~gh-hole in~o said housinq. 

12. the ink ca.r:~ridge accordinq to claim 1, furthe:r: 

.comprising a cylind.rical packin9 member disposed in said ink 

supply port for communicating an interior of said housing with 
the print:head 'through the ink supply needle, wherein said 

valve body of said valve meehan~sm is d1sposed at ~he housinq 

side of said cylindrical packing rnember, and always urged by 

said elastic member ~o se~l said cylindrioal packing member. 

13. The ink certridqe according to 

preceding claims, further comprising a 
~ccommoda~ed in said hous1ng tor holding ink. 
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14_. The . ink ca.r-cr1dqe according t:o claim l3, \Jhexein 

. said po~ous rr.ember is.compressed in the vicinity of said ink 
supply port. 

15. ~n ink jet printing ap.paracus, comprising! 
a printhead for ej ec'tinq 1nk droplecs onto a recording 

medium; and 
an ink container supplying ink concained ~herein to said 

printhead, said ink coneainer comprisinq: 
a fi.rst wall; 
a second wall; and 
an ink supply port .formed in said f'irsc wall for 

direc~inq ink in said in~ container ~o ~aid printhead; 
an ink supply needle for feeding ink fro~ said ink 

cont.ainer t:o said printhead by being inseri:ed in-co said ir.k 
supply por~; 

a val~e mechanism arranqed in said ink supply po~t 
comp.rising: 

a valve sea~ allowing said ink supply needle to pass 
~he.ret.h:ouqh; 

a valve body movable along an axis of said ink 
supply por~; and 

an ela·~i;ic member b"iasing .sai.d val v-e body aqainsl: 
said valve sea~:.and . J 

a memory device. tor storing info.rma~ion .J:elating to ink 
disposed on said second wall ot said container, uhich seccod 
wall e)(t:ends in a direct:ion parallel with a dlrect:ion alonq 
which said ink supply needl; is i~serted -.i~to s~id ink supply .. 
port, said memory device comprising a s~bstr.ate and a plurality 
of electrode terminals arranged on one surf ace of said 
substrate. 

16. An tnk car~ridqe tor an ink jec printinq appara~us 
comprising a cylindrical packinq member in an ink supply por~ 
~hereof ~or comrnunicatinq an ink chamber uich a printhead 
t:hrouCJh an ink supply nee"dle, characterized in that the ink 
cart.cidge comprises a memory de.vice havin9 elect:rodes for 
connect".ion, and said electrodes for connection accomplish a 
conductive relation wit~ e~~ernal contacts under a condition 
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vhere che ink supply needle assuredly enga9es wi~h said 
cylindrical packing member to al:o~. i~k to be supplied. 

•. 

i1. An ink cartr1d9e cornrnu~icacinq an ink cha~er '-'ith 
a princhead through an ink supply needle and comprisin~ a re­
seal stru~ture arranqed in an ink sapply por~ chereo£, 
characterized in that ~he ink c~rt~idge comp~ises a memory 
device for· storinq ~hereon infolill\ation rela~ing to the ink 
car~ridge and a porou3 membe~ for holding ink arran;e~ a~ the 
ink chaJnber side of the re-seal member: 

18. The ink cartridge zC:t:o:rdinq to claim l.7, wherein 
~he ink chamber communicates uith ambi&n~ aix through a 
capillacy act1on formed in a surface of ~he cart~idge body. 

l9. ~he ~nk cartridge according ~o clainrl7, where1n 
said re-seal seructure is capable of supplying ink to the 
printhead in response to a neqative pressure applied from ~he 
prin~head, a porous member for holding ink is disposed, and a 

packing member is formed at the ink chamber side wi~h a sli~ 
~hich is openable by che 1nser~ion of the 1nk supply needle. 

20. An ink care ridge tox an inlc j e"t printinq apparatus 
compri3in9 a cylindrical packin9 in an i~k supply por~ ~hereof 
for com."nunicating an ink chamber uit.h a printhea.d through an 
ink supply needle, chara.cteriz~d in i::ha't a valve body is 
d1sposed at an 1hk chamt>e.r side of the cylindrical packin9, 
and always urqed by a spring to seal tne cylin9rieal packing, 
and a memory !l\eans, having electrodes 
disposed on a vall of the ink car~ridge, 
parallel ui~h an insertion direction of ~he 

for eonnec~ion, is 
which wall being in 

ink supply needle. 

21. The ink carl:ric!qe according to claim 20, \./herein 
said memory means is disposed on a wall which is in t.he 
vicinity of ~he ink 3upply port. 
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22. The ink cart:ridge according to claim 20 or 21, 

wlierein said meir.o.ry means has a· .re~1on on \Jhich data of. ink 
consumption amount is stored . 

. 
23. The ink cartridge acco.tding to claim 20, 21 or 22, 

wherein the me~ory means has a region on "'hich a recycling 
inf cr~tion o! the ink cartridge is stored. 

24. The ink cart.ridge according eo any one of t.he 

p~eceding claims 20 eo 23,. wh~rein ~aid memory means has cne 

surface formin~ a front surfac.e . on "Which the electrodes for 
ex~ernal connec~!on are formed and a rear surf ace on which a 
sem1conducto% storage means is insealled. 

25. The ink cart:>::idge according to any one of the 

preceding clail'llS 20 to 24, vherein a porous member is housed 
in said ink chamber at lease in the vicinity of said valve 
body. 

26. The ink eartx±dge according ~o .any on& of ~he 
preceding claims 20 ~o 24, vhe~ein a porous ~&mber is housed 
in said ink chamber and a fil~er is provided ups~ream of said 
va.lve body. 

21. The inJc: cartridge a.c::cording co any one of ~he 

preceding claims 20 ~o 26, wherein a cover pla~e for sealing 

an upper part of said ink chamber is formed "1it.h an air hole 

which comrnunica~es wit.h arnbient air through fine qrooves 
.form6d in ~he su~face of ~he cover plate. 
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