
Holder for a Guide Shoe of a Climbing System for Concrete Formwork

Description

The invention relates to a holder for a guide shoe of a climbing system for concrete

formwork having the features of the preamble of Claim l. For example, the climbing system can

be a climbing fonnwork and/or a work platform. The spatial directions "vertical" and

"horizontal" relate to an operating position of the guide shoe and of the climbing system.

Usually climbing systems for concrete formwork have two or more vertical, mutually

parallel, guide rails arranged in aplane and spaced apart from one another. The guide rails are

double T-girders, for example. The guide shoe encloses the guide rail in such a manner that it is

held horizontally in all directions and vertically movably guided. Usually, two to three guide

shoes per guide rail are to be fastened vertically one above the other, for example, to already

built floors of a structure. If the guide rail is double T-girder, the guide shoe usually encloses at

least one flange of the double T-girder that faces it.

For fastening a guide shoe of a climbing system for concrete formwork to an already built

floor of a structure, European Patent Application EP 2 412 894 A2 discloses a two-part

telescopic holder with a rail that can be fastened to the floor and with a support arm that is

movably guided on the rail. The rail is fastened close to and perpendicularly with respect to an

edge of the floor, for example, anchored with dowels. Subsequently, the support arm is

introduced from a back side on the rail at a distance from the edge of the floor and it can be

moved on the rail so that it protrudes, i.e. projects, overthe edge of the floor. At its projecting

fiont end, the gLride shoe for the climbing system is arranged. The known holder is fastened to



the floor; no work platform is needed to work at the edge of the floor and there is no need for a

person to bend over the edge of the floor, which reduces the risk of accident.

European Patent Application EP 2 503 077 Al discloses another also telescopic holder

for a guide shoe of a climbing system for concrete formwork. This holder also has a rail that can

be fastened to an already completed floor of a structure and a support arm that is movably guided

on the rail, which is movably guided on the rail so that it protrudes, i.e., projects, over an edge of

the floor. At the projecting end, the support arm has a guide shoe for the climbing system. For

moving the support arm, the known holder has a rack and pinion drive with a rack on the rail and

a gearwheel which engages with the rack and is mounted in a torque-proof manner in the support

arm, and which can be driven in rotation on a hexagonal component connected in a torque-proof

manner to the gearwheel and protruding to the side from the support arm.

The problem of the invention is to propose a holder for a guide shoe of a climbing system

for concrete formwork of the above-explained type with a locking mechanism for securing

against un intentional moving.

This problem is solved according to the invention by the features of Claim l. The holder

according to the invention has a hold-down and a slide part. The hold-down, in terms of its

function, replaces the rails of the known holders; in variants of the invention it can be designed

as a rail. The hold-down can be fastened, for example, to a floor that has already been completed.

For example, the hold-down is fastened with dowels to the floor or it is screwed into the floor d

by means of anchors embedded in concrete. On the hold-down, the slide part, which can be a

support arm, is movably guided and kept from lifting away from the floor. The slide part is

movably guided parallel to the floor, i.e., horizontally. It can be moved so that it protrudes, i.e.,
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projects over an edge of the floor; the slide part can also be considered to be telescopic. At the

projecting end of the slide part, a guide shoe for the climbing system is provided.

Moreover, the holder according to the invention has a drive, by means of which the slide

paft can be moved relative to the hold-down. According to the invention, the drive is self-locking,

as a result of which the slide part is automatically secured against unintentional movement.

An advantage of the invention is that no safety mechanism against movement of the slide

part needs to be undone in order to move the slide part, and that, after a movement, forgetting to

secure the slide part against movement cannot happen.

Advantageously, the drive comprises a self-locking transmission, in particular a self-

locking rotation/translation conversion transmission. An example of a self-locking

rotation/translation conversion transmission is athreaded drive, wherein, instead of a spindle, a

Dywidag rod can be used. Another selÊlocking transmission is a worm transmission, for

example. A self-locking transmission, as a drive for moving the slide part of the holder according

to the invention, automatically produces the desired locking of the slide part against

unintentional movement, and it allows movement of the slide part by means of a rotatary drive

with a muscle force-activated hand tool, for example, a safety catch, or a tool using external

energy, such as an electric or a pressurized air screwdriver, for example.

A preferred embodiment of the invention provides that the hold-down and the slide part

can be assembled and detached from one another, including when the hold-down is fastened to a

floor, for example. This design of the invention allows securing the hold-down to a floor without

the slide paft, for example, which has the advantage that the hold-down is easier to handle, since,

without the slide par1, it is smaller and lighter, and that the slide part is not in the way, for

example, when drilling into the floor or when screwing the hold-down tightly to the floor.
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Preferably, by the assembly of the slide part and of the hold-down, the drive is also brought into

its operating position, for example, a transmission is assembled or parts of the drive are brought

into engagement or operative connection with one another, so that the drive is operational when

the slide part and the hold-down are assembled, without the need of an additional manipulation

except for the assembly of the slide part and of the hold-down.

A retinement of the invention provides for a detachable release guard, which secures the

slide part against detachment from the hold-down. The release guard prevents unintentional

detachment of the slide part from the hold-down and, for example, it keeps the slide part from

lifting away from the floor to which the hold-down is fastened.

A design of the invention provides for a bearing for an anti-fall lock of the climbing

system on the slide part. Such anti-fall locks are, for example, catches or latches, which prevent

the climbing system from slipping down in the guide shoe. For example, by opening the guide

shoe, the contact face can be put out of operation. This allows an introduction of the climbing

system from above into guide shoes arranged one above the other. If the guide shoe is closed, the

anti-fall lock is operational and forgetting to set it in operation cannot happen.

A design of the invention provides for a guide shoe with guide jaws on the slide part.

Between the jaws of the guide shoe, vertical guide rails of a climbing system for concrete

formwork are vertically movably guided. The guide jaws can be moved apart from one another

in order to introduce the guide rail into the guide shoe.

In a variant, the already explained contact surface for the anti-fall lock of the climbing

system is present on the slide part and it is put out of operation by moving the guide jaws of the

guide shoe apart front one another, so that the vertical guide rail of the climbing system can be

introduced fì'om above between the guide jaws of the guide shoe.
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The invention is explained in further detail below in reference to an embodiment example

represented in the drawing.

Figure I shows a longitudinal central section of a holder according to the invention;

Figure 2 shows a climbing system for concrete formwork, which is fastened to

floors with holders of Figure 1; and

Figure 3 shows a longitudinalcentral section of a second embodiment of a holder

according to the invention.

The holder I according to the invention, represented in Figure l, is used for the fastening

and for the vertically movable guiding of a climbing system for concrete formwork, for example,

for a climbing formwork and/or a work platform. The holder I comprises a hold-down 2 and a

slide part 3, which can also be considered to be a support arm. The hold-down 2 is U-shaped in a

front view, it has two parallel side walls 4 which are connected by a bottom plate 5. The bottom

plate 5 has a hole 6 for the fastening to a floor, not represented, by means of a screw, for

example, which is screwed into an anchor embedded in concrete. Close to an upper edge, i.e., an

edge that is at a distance from the bottom plate 5, the side walls 4 have two holes through which

the pins 7 are stuck. ln the embodiment example, the pins 7 are cylindrical pins having a head

and transverse holes at ends opposite from the heads, by means of which they are secured using

cotter pins, which are not represented, against being pulled out of the holes in the side walls 4 of

the hold-down 2.

The slide part3 is a support arm which has two C-profile girders 8 which are mutually

parallel and arranged spaced aparl, and which are connected to one another at some sites by cross

webs 9 and the like. The C-profile girders 8 are located between the side walls 4 of the hold-

down 2 and they rest on the bottom 5 of the hold-down 2.The slide part 3 is movably guided in

5



this manner in the hold-down 2. The pins 7 in the holes in the side walls 4 of the hold-down 2

extend over the slide part 3 and they secure the slide part 3 in the hold-down 2 from being pulled

out upward. After pulling the pins 7 out of the side walls 4 of the hold-down 2, the slide part 3

can be pulled upward out of the hold-down 2,i.e., detached from the hold-down 2.The pins 7

form a detachable release guard against unintentional detachment of the slide part 3 from the

hold-down 2. By simple insertion of the slide part 3 from above into the U-shaped hold-down 2,

the slide part 3 and the hold-down 2 canbe assembled. Subsequently, for the purpose of securing

the slide parf 3 in the hold-down 2, the pins 7 canbe plugged through the holes in the side walls

4 of the hold-down 2 and secured with the cotter pins which are not represented. The slide part 3

and the hold-down 2 can be assembled without the use of a tool in a single manipulation and they

are secured with the pins 7 as described, also without the use of a tool.

The slide parf 3 comprises two transverse webs 9, which connect the C profiled supports

8 and which are located in front of and behind the hold-down 2 when the slide part 3 is

assembled with the hold-down 2 in the provided manner. In holes in the transverse webs 9, a

spindle l0 is mounted in a torque-proof manner and held axially. The spindle l0 extends in a

longitudinal direction of the slide parr 3, i.e., in a direction of movement of the slide part 3 in the

hold-down 2.The spindle l0 has a hexagonal component l1 for its rotary drive at a rear end of

the spindle l0 and of the slide part 3. In Figure l, the spindle l0 is a Dywidag rod;however,

other spindles or conventional spindles are also possible.

The hold-down 2 has a transverse web l2 with a slit that is open at the top and through

which the spindle l0 passes. The transverse web l2 is not flat but bent so that the two sides of

the slit are offset by half of the pitch distance of the thread of the spindle 10. The slit in the

transverse web l2 f-orms a kind of nut forthe spindle l0 of the slide part 3. By means of a
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rotatory drive of the spindle l0 at its hexagonal component 11, the slide part 3 is moved in the

hold-down 2. When a Dywidag rod is used as spindle 10, the edges of the slit, which are offset

by half the pitch distance, in the transverse web l2 engage between corrugated thread segments

of the Dywidag rod. The spindle l0 of the slide part 3, which engages like a spindle in a nut in

the slit in the transverse web 12 of the hold-down 2, together with the transverse web 12 or its

slit, forms a threaded drive, i.e., rotation/translation conversion transmission, i.e., a drive by

means of which the slide part3 can be moved in the hold-down 2.The transmission is self-

locking, it locks the slide part 3 preventing a movement in the hold-down 2 without turning of

the spindle 10. If the slide part 3 is inserted from above into the hold-down 2 for assembly, the

spindle 10 arrives in the slit in the transverse web 12,i.e., the drive of the slide part 3

automatically reaches its functional position, when the slide part 3 and the hold-down 2 are

assembled.

At a distance from an upper end, the slide part 3 has a transverse web which connects the

two C profile girders 8 on the bottom side. The transverse web is located in a plane with the

bottom 5 of the hold-down 2 andit forms a slide bearing 13, which can be moved on the floor,

not represented, and which braces the slide parT3 on the floor.

At the front end, the slide part 3 has a guide shoe l4 for the climbing system which is not

shown in Figure L The guide shoe l4 has two guide jaw pairs each with an outer and an inner

guide jaw 15, 16. The inner guide jaws l5 are arched convexly in the shape of an arc of a circle,

and the outer guide jaws l6 have bevels 17 af rhe top and at the bottom. A guide rail of the

climbing system guided between the guide jaws 15, l6 of the guide shoe 14 can be swiveled

between the guide jaws I 5, l6 about an imaginary horizontal axis extending transversely to the

slide part 3.
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The inner guide.jaws 15 are fastened to a slider l8 which can be moved in the

longitudinal direction of the slide part 3 in the slide part 3, so that the inner guide jaws 15 can be

moved away from the outer guide jaws 16. The slider l8 is prevented from moving by a spring-

mounted pin 20. Between the inner guide jaws 15, the slider 18 has a support l9 for a safety

catch of the climbing system, which is not drawn. The safety catch and the support l9 form an

anti-fall lock which prevents the climbing system from slipping downward through the guide

shoe 14. The support 19 is cylindrical, so that the safety catch of the climbing system, which is

not drawn, always rests in the same manner on the support 19, even when the guide rail of the

climbing system is swiveled in the guide shoe 14.

For using the holder I, the pins 7 are removed from the hold-down 2 and the slide part 3

is taken out of the hold-down 2.The hold-down 2 is fastened, for example, to an already built

floor 2l of a building to be constructed, for example, by sticking a screw through the hole 6 in

the bottom 5 of the hold-down 2 and screwing it into an anchor embedded in concrete in the floor

21. Subsequently, the slide part 3 is inserted from above between the side walls 4 into the U-

shaped hold-down 2, wherein the Dywidag rod forming the spindle l0 anives in the slit in the

transverse web l2 of the hold-down 2,as a result of which, the threaded drive, which is formed

by the spindle l0 with the slit of the transverse web 12, is ready for operation. This means that

the drive of the slide part 3 is ready for operation: by turning the spindle l0 at the hexagonal

component I l, the slide part 3 can be moved in the hold-down 2 and thus on the floor 2l .

For protection against lifting off, the two pins 7 are stuck through the holes in the side

walls 4 of the hold-down 2 and secured with the cotter pins, which are not drawn. The slide

bearing l3 on the bottom side of the slide par13 movably rests on the floor 21 and it braces the

slide part 3 on the floor 2l close to an edge ofthe floor2l.
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After pulling the spring-mounted pin 20 out, the inner guide jaws l5 of the guide shoe l4

can be moved and moved away from the outer guide jaws 16, so that a guide rail22 of a

climbing system 23 (Figure 2) can be inserted between the guide jaws 15, l6 of the guide shoe

14. The climbing system 23 has two or more guide rails22, which are arranged parallel to a

plane next to one another. The guide rails22 extend vertically, and each guide rail 22 is always

held in at least two guide shoes 14 and guided vertically movably, which are fastened one above

the other by means of the holders I according to the invention on floors 2l.The guide rails 22

support, for example, a work platform 24 andlor a climbing formwork which is not represented.

In the embodiment example, the guide rails22 are double T girders whose flange facing the

guide shoe l4 is movably guided between the guide jaws 15, l6 of the guide shoe 14.

Moving the guide jaws 15, 16 apart from one another, which can also be considered as

opening the guide shoe 14, simplifies the introduction of the guide rails 22 into the guide shoes

14 and allows an introduction of the guide rails 22into the guide shoes 14 from above, since it

puts the supports l9 for the safety catch, not drawn, of the anti-fall lock of the climbing system

23 ouT of operation. When the guide rails22 have been introduced into the guide shoes 14, the

inner guide jaws l5 are moved again towards the outer guide jaws 16, until the spring-mounted

pin20 snaps in. The guide rails22 are now held horizontally in all directions between the guide

jaws 15, l6 of the guide shoes l4 and guided vertically movably. In addition, the anti-fall locks

with the safety catches - not drawn - are in operation on the guide rails 22 and on the supports

l9 on the sliders l8 in the slide parts 3.

For climbing, i.e., for rnoving vertically upward, the climbing system 23 with hydraulic

cylinders, not represented, is raised, said cylinders being braced on the holders l. ln the process,

the guide rails22 reach anotlier guide shoe 14, which is fastened by means of a holder I to a
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newly constructed floor 21, before the guide rails22 exit from a guide shoe l4 at their lower

ends, so that each guide rail 22 is always guided in at least two guide shoes l4 one above the

other. By turning the spindles 10, the slide parts 3 can be moved so that the guide shoes 14 are

aligned with one another. In addition, by means of the spindle drive 10, 12, it is possible to

incline the climbing system 23 and thus inclined climbing is possible, for example, in order to

compensate for projecting and recessed floors 21. The inclined position of the climbing system

23 isrepresented with broken lines in Figure 2.Theprerequisite forthe inclination ofthe

climbing system 23 and inclined climbing is also the swivelability of the guide rails 22between

the guide jaws 15, l6 of the guide shoes 14. The threaded drives 10,12 of the holders 1 are self-

locking, the slide parts 3 do not move when the spindles l0 are not turned, so that the slide parts

3 do not move unintentionally.

Figure 3 shows an embodiment of a holder I according to the invention which is

modified compared to Figure l. For identical components, reference numerals consistent with

Figure I are used in Figure 3. In the case of the holder I of Figure 3, the hold-down 2 is also U-

shaped in a front view, and it receives the slide part3, which can also be conceived of as a

support arm, in such a way that the slide part can be moved in its longitudinal direction. Pins 7

stuck through holes in the side walls 4 of the hold-down 2 secure the slide part 3 against lifting

off and connect the slide part3, as described in reference to Figure l, to the hold-down 2 in a

manner so that it can be detached and assembled without the use of a tool. In Figure 3, the hold-

down 2 is longer and it extends up to an edge25 of a floor 21 to which the hold-down 2 is

fastened with a dowel or an anchor. The hold-down 2 of Figure 3 protrudes a short distance over

the edge 25 of the floor 2l and there it has a roller 26 on which the slide part 3 rests, so that it is

mounted on an anti-fi'iction bearing in the area of the edge25 of the floor2l.
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In Figure 3, as in Figure l, the drive for moving the slide part3 relative to the hold-down

2 is a threaded drive, i.e., a self-locking rotation/translation conversion transmission, which is

modified compared to Figure l. Instead of a Dywidag rod, the drive in Figure 3 has a spindle l0

with a conventional motion transmission thread having, for example, a rectangular or trapezoidal

profile, which is mounted in a torque proof manner in holes in transverse webs 9 of the slide part

3 and held axially. For the rotatory drive, the spindle 10 has a hexagonal component I l.

On the spindle 10, a nut 27 is arranged, which has a peripheral groove 28 with a square

groove-bottom cross section. With its groove 28, the nut27 is received in a slit that is open at the

top in a transverse web l2 of the hold-down 2, wherein, due to the square cross section of the

groove bottom, there is a positive lock with the slit in the transverse web 12, which holds the nut

in a torque-proof manner. In the longitudinal direction of the slide part 3, which at the same time

is an axial direction of the nut27 and of the spindle 10, the nut27 is axially held by bearing of its

groove jaws against the transverse web l2 of the hold-down 2, so that, by turning the spindle 10,

theslide parf 3 ismoved,asisalsothecaseinFigure l.Thethreadeddrivewiththespindle l0

and the nu|27 is, as stated, self-locking, so that the slide part 3 cannot be moved without turning

the spindle 10. ln the case of assembly of the slide part 3 and of the hold-down 2, without the use

of a tool, by inserting the slide part 3 from above into the hold-down 2 fastened to the floor 21,

the peripheral groove 28 of the nuf 27 arrives in the slit of the transverse web l2 of the hold-

down 2, so that, as in Figure l, the threaded drive is set in operation by the assembly of the slide

part 3 and the hold-down 2.The positive lock against the turning of the nut27 is also possible in

another way than with a groove bottom of square cross section, for example, with a hexagonal

component or two parallel surfaces. For example, a triangular groove bottom is also conceivable,

which engages in a V-shaped slit in the transverse web l2 (not represented). Moreover, the
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holders in Figures I and 3 operate in the same way and, to supplement the explanation of Figure

3, reference is made to the explanations of Figures I and 2.
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Claims

1 . Holder for a guide shoe ( 14) of a climbing system (23) for concrete formwork, wherein

the holder (l) has a hold-down (2), which can be fastened to a floor (21), a slide part (3), which

is movably guided in the hold-down (2), parallelto the floor (21), and a drive (10,27) by means

of which the slide part (3) can be moved relative to the hold-down (2), characterized in that the

drive (10, 27) is self-locking.

2. Holder according to Claim 1, characterizedin that the drive (10, 27)has a self-locking

transmission, in particular a rotation/translation conversion transmission.

3. Holder according to Claim 2, characterized in that the drive (10, 27) has a threaded

drive.

4. Holder according to any one of Claims I to 3, characterized in that the hold-down (2)

and the slide part (3) can be assembled and detached from one another without the use of a tool,

even when the hold-down (2) is secured on a floor (21).

5. Holder according to Claim 4, characterized in that the holder (l) has a detachable

release safeguard (7) which, in the case of the assembled holder (l), secures the slide part (3)

against detachment from the hold-down (2).

6. Holder according to any one of the preceding claims, characterized in that the slide

part (3) has a support ( I 9) for an anti-fall lock of the climbing system (23).

7. Holder according to Claim 6, characterized in that the support (19) has an at least

partially cylindrical bearing surface for the anti-fall lock of the climbing system (23).

8. Holder according to any one of the preceding claims, characlerized in that the slide

part (3) has a guide shoe (14) with guide jaws (15, l6) for a vertically movable guiding of a
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verticaf guide rail (22) of a climbing system (23) for concrete formwork between the guide jaws

(15, l6), and in that the guide jaws (15, 16) can be moved apart from one another.

9. Holder according to Claims 6 to 8, characterized in that the support (19) for the anti-

fall lock of the climbing system (23) can be put out of operation by moving the guide jaws (15,

l6) of the guide shoe (14) away from one another.
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