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ELECTRO-MAGNETIC SHIELDING STRUCTURE AND METHOD 

FOR MAKING THE SAME 

The present invention relates to an electro-magnetic 

shielding structure, and in particular to the construction 

of covers, enclosures and similar structures housing elec­

tronic components to provide a barrier to electro~magnetic 

radiation. 

Electronic devices generate and are penetrated by electro­

magnetic radiation. In most cases, however, such radiation 

is an unwanted by-product of electronic activity taking 

place inside the device. 

Problems associated with electro-magnetic radiation are 

particularly acute in the case of digital computing devic­

es. A modern digital computing device typically comprises 

a large number of very sm_all, active electronic circuit 

elements such as transistors, switching state and trans­

mitting signals very rapidly. The number of such elements 

and high switching rate generate considerable electro­

magnetic radiation. At the same time, the short time 

interval within which state switches must be accomplished, 

make the circuit elements particularly' susceptible to 

stray electro-maqnetic radiation generated by other devic­

es. Such stray radiation can cause erroneous state 

switches, or prevent switches that should occur, .resulting 

in corruption of the electronic signals and loss of data. 

In recent years there has additionally been concern over 

the potential impact of such electro-magnetic radi~tion on 

human health. While definitive proof of the nature of any 

such impact is not yet available, various governmental .. 
entities have proposed or promulgated laws, rules or 

guidelines which limit the amount of radiation emitted by 
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an electronic device. It is possible that as more infor­

mation concerning the effect of electro-magnetic radiation 

becomes available, such limits will become more stringent. 

Various techniques for shielding electronic devices are 

"known in the art. For example, it is known that solid, 

continuous metal enclosures of sufficient thickness pro­

vide a good barrier to electro-magnetic radiation. Howev­

er, such enclosures are costly, heavy, or may otherwise 

interfere with preferred design considerations. It is 

also known that a molded plastic enclosure having a con­

ductive coating (usually a conductive paint) will provide 

some degree of protection. Although this solution is 

relatively lightweight, the coating process, including 

secondary surface preparation, can add considerable cost 

to the device, and it does not always provide as the de­

sired degree of shielding. 

The present invention provides an enhanced shielding 

structure against electro-magnetic radiation and method to 

manufacture said structure. It provides enhanced covers, 

enclosures and similar structures housing electronic com­

ponents and providing a barrier against electro-magnetic 

radiation. 

More particularly the present invention relates to an 

electro-magnetic shielding structure characterized in that 

it comprises at least 

- a first layer comprising a polymeric base wherein an 

electrically conductive fill material is relatively more 

abundant, giving said first layer a relatively high elec­

trical conductivity 

- a second layer comprising a polymeric base wherein an 

electrically conductive fill material is relatively more 
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abundant, giving said second layer a relatively high elec­

trical conductivity ; and 

- a third layer disposed between said first and second 

layers, and in contact with said first and second layers 

over substantially all of their surface, said third layer 

comprising a polymeric base wherein a magnetically permea­

ble fill material is relatively more abundant, giving said 

third layer a relatively high magnetic permeability. 

The invention relates to the manufacturing method of the 

shielding structure above described, and to the shielding 

enclosure made of the structure above. 

The shielding enclosure may assume an arbitrary shape to 

conform to the contours of the enclosed electronic compo­

nents of an electronic de~ice, but a typical cross-section 

comprises an outer surface layer disposed externally to 

the electronic device, an inner surface layer disposed 

internally and facing the electronic circuitry, and a 

middle layer located between the outer layer and inner 

layer. The outer and inner layers are of a polymeric base 

material in which is suspended an electrically conductive 

fill material, giving the outer and inner layers relative­

ly high electrical conductivity. The middle layer is of a 

polymeric base material, in which is suspended fill mate­

rial having high magnetic permeability, giving the middle 

layer relatively high magnetic permeability and relatively 

low electrical conductivity. 

In. operation, electro-magnetic radiation strikes a surface 

layer, which refleats most of the radiation. The reflec~ 

tion establishes electrical eddy currents in the conduc­

tive surface layer, and a consequent magnetic field sur­

rounding the surface layer. The "''magnetic field becomes 

concentrated in the high-permeability middle layer, which 

also absorbs most of the field's 'energy. Because most of 
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the energy is absorbed in the middle layer, radiation is 

not transmitted by the eddy currents, as occurs in the 

case of a single layer of high conductivity and low perme­

ability. 

The enclosure is constructed using a co-injection molding 

process. Nickel-coated graphite (high conductivity) in a 

polymeric base is injected into a mold fr9m the outer co­

injection nozzle, while carbonyl iron powder (high-permea­

bility) in a polymeric base is injected into the mold from 

the inner co-injection nozzle. The resultant molded 

structure contains the three layers described above, yet 

can be made inexpensively in a single co-injection molding 

operation. The enclosure may comprise multiple co-injec­

tion molded pieces, which are attached together by screws, 

snap-tabs, or any of various conventional means. 

Fig. 1 shows a cross section of a typical electronic de­

vice which is known in the art; 

Fig. 2 shows a cross section of an alternative electronic 

device in a logic card 11 book 11 assembly also known in the 

art; 

Fig. 3 shows a cross-section of a portion of a shielding 

structure; 

Fig. 4 depicts a co-injection molding apparatus used in 

the manufacture of a shielding enclosure using the shield­

ing structure shown in Figure 3. 

Figure 1 depicts a cross-section of a typical electronic 

device 100 which is known by anyone skilled in the art. 

The device may, ·e.g. , be the system unit of a small com­

puter system known as a personal computer. Device 100 

comprises an enclosure, which in this example contains .two 

pieces, a base enclosure part 102 to which the internal 
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components are mounted, and an upper enclosure part 101 

which forms the visible outer case of the system unit, and 

together with the base piece 102 surrounds and encloses 

the internal components. Enclosure parts 101,102 provid­

ing electro-magnetic shielding as more explained in con­

nection with Figure 3, are electrically grounded. The 

internal components comprise a power supply 103, a cooling 

fan 109, a plurality of circuit cards 104-108, and wiring 

interconnecting the circuit cards 111. The internal cir­

cuitry can communicate with other electronic devices such 

as a cathode-ray tube displays, keyboards, modem, etc. via 

one or more interface cables 110. It should be understood 

that device 100 may include other components not shown, 

such as disk drives. 

Circuit cards 104-108 comprise a plurality of electronic 

circuit components which perform the logical function of 

the device. For example., in the case of a personal, com­

puter, such components will typically comprise a program­

mable microprocessor chip, various memory chips, crystal 

oscillator, various filter capacitors and resistors, driv­

er chip_s, etc. Components such as a microprocessor chip 

and memory chips typically contain a large number of very 

small transistors on a silicon wafer, switching state at 

very high speed. The state changes of the electronic 

circuit components on circuit cards 104-108 tends to gen­

erate electro-magnetic radiation in the radio-frequency 

spectrum. At the same time, such components are very sus­

ceptible to ambient radiation. In addition, ~omponents 

such as power supply 103 and fan 109 tend to generate much 

lower frequency radiation. 

Enclosure part 101 is shaped to enclose the electronic 

components, and 'to satisfy any other appropriate design 

constraints such as heat transfer ~onstraints, aesthetic 

appearance, etc. While parts 101,102 are are referred to 

as enclosure parts, it should be· understood that they do 
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not necessarily completely enclose the electronic compo­

nents, and openings may exist in the enclosure. For exam­

ple, louvers 112 lqcate~ near fan 109 permit air to flow 

through the enclosure. It should also be understood that 

the number of such parts 101,102 in an enclosure may vary. 

Fig. 2 shows an alternative implementation for the shield­

ing enclosure. In this embodiment, two enclosure parts 

201,202 are used to enclose a circuit card 203, which is 

part of a larger computer system. Enclosure parts 201,202 

provide mechanical support for circuit card 203, as well 

as electro-magnetic shielding as explained in more details 

in connection with Figure 3. A plurality of such circuit 

card assemblies are contained in a central electronics 

complex of a computer system, each card assembly providing 

different logical functions. Such a card assembly is 

known as a 11book", and is described in U.S. Patents 

4,821,145 and 4,481,146. However, in the aforementioned 

patents, construction of enclosure parts 201,202 in accor­

dance with the present invention is not disclosed. 

An enclosure for electronic devices should form a barrier 

to electro-magnetic radiation of various frequencies. 

Electronic logic circuits contained in circuit cards 104-

108, 203 generate radiation of relatively high frequency 

(above 1 mega-hertz). Power supplies, fans, and other 

components generate much lower frequency radiation. In 

addition, many different high and low frequencies are 

generated due to the complexity of the device. To con­

struct an effective ~arrier to electro-magnetic radiation, 

it is desirable that the barrier have both a high electri­

cal conductivity and a high magnetic permeability. 

Shielding of electronic components generally does not 

involve waves but energy, since the distance from the 

radiating source to the shield·· i.s so small (generally 

below 6cm) that near field conditions are dominant. Since 
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the wavelength of electro-magnetic radiation at 1 GHz (the 

very high end of the spectrum produced by typical elec­

tronic components) is approximately 30 cm, there is direct 

coupling of the component fields with the shield, The far 

field or radiated wave starts outside· the enclosure and is 

caused by the energy not reflected or absorbed by the 

shield. 

Electro-magnetic shielding is accomplished when surfaces 

that are in the way of electro-magnetic energy or radiated 

electro-magnetic waves represent a discontinuity of low 

impedance. A material of high electrical conductivity 

reflects the electro-magnetic energy. A material of high 

magnetic permeability absorbs the electro-magnetic energy. 

Every surface with the mentioned characteristics attenu­

ates the energy by a certain amount, so that a sandwich of 

several layers with the same characteristic or a mixture 

of the two characteristics of conductivity and permeabili­

ty is useful to achieve the required shielding. 

A single high conductivity layer is generally less effec­

tive than a sandwich because it simply reflects most of 

the high frequency energy without dampening it, and may 

transmit too much low frequency radiation. ·The reflection 

establishes electrical eddy currents in the conductive 

layer, and the resultant fields can transmit the radiation 

outside the enclosure. Additionally, the high frequency 

energy trapped within an enclosure having a single highly 

conductive layer has a tendency to leak out via intercon­

nection wires and other apertures in the enclosure. A 

sandwich of high conductivity and high permeability layers 

forms a more effective barrier to this type of radiation. 

Fig. 3 shows an 'enlarged cross-section of a portion of an 

electro-magnetic shielding structu~e, according to the 

present invention. This structure comprises an outer sur­

face layer 301, an ·inner surface· layer 303, and a middle 
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layer 302 located between the outer surface layer and 
inner surface layer and in contact with said outer and 
inner layers. 

In operation, electro-magnetic radiation strikes a high­
conducti vi ty surface layer, which reflects most of the 
radiation, and transmits some small portion of it. The 
reflection establishes electrical eddy currents in the 
conductive surface layer, and a consequent magnetic field 
surrounding the surface layer. Some of the transmitted 
radiation is also reflected by the surface layer on the 
opposite side, establishing similar, although greatly 
attenuated, eddy currents. The magnetic field induced by 
the eddy currents becomes concentrated in the high-permea­
bi li ty middle layer, which also absorbs most of the 
field's energy. · The surface layers, which have moderate 
permeability, are also able to absorb some of the field's 
energy. Because most of the energy is absorbed in the 
middle layer, radiation is not transmitted by the eddy 
currents and will have a reduced tendency to leak out of 
apertures, as occurs in the case of a single layer of high 
conductivity and low permeability (e.g., a conductive 
paint on a molded plastic part). 

The surface layers 301,303 are of a polymeric base materi­
al in which is suspended an electrically conductive fill 
material, giving the surface layers relatively high elec­
trical conductivity with respect to air and with respect 
to the middle layer. The middle layer 302 is of a 
polymeric base material, in which is suspended fill mate­
rial having high magnetic permeability, giving the middle 
layer relatively high magnetic permeability and relatively 
low electrical conductivity with respect to the surface 
layers. In ehe preferred embodiment, surface layers 
301,303 are approximately 0.7 to 0.8 mm thick, while mid­
dle layer 302 is approximately 0. s·· to 0. 7 mm thick. ·Howev­
er, it should be understood i:hat thicknesses may vary 
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considerably, depending on the structural and other char­

acteristics desired. 

In the preferred embodiment, the polymeric base material 

is a thermoplastic resin suitable for injection molding. 

More particularly, it is preferred that the base material 

be a blend of ABS and polycarbonate, having approximately 

40% by weight ABS and 60% by weight polycarbonate. Such a 

suitable base material is marketed commercially by Dow 

Chemical under the name DOW PULSE 1725. However, it should 

be understood that many other polymeric materials could be 

used in accordance with the present invention. 

In the preferred embodiment, surface layers 301,303 con­

tain approximately 20% by weight nickel-coated graphite 

fibers, and between 10% and 20% by weight carbonyl iron 

powder, with the remaining 60% to 70% by weight being the 

polymeric base material. Suitable nickel-coated graphite 

fibers average 5 mm in length and 7.6 micrometers in diam­

eter, and are available commercially from American 

Cyanamid. Suitable carbonyl iron powder is a fine powder 

commercially available from BASF. It should be understood 

that the type of filler materials stated above and concen­

trations of such materials may vary. For example, fibers 

of different size, or different composition such as stain­

less steel, may be used in place of the nickel-coated 

graphite of the preferred embodiment. 

Surface layers 301,303 require a relatively hi~h conduc­

tivity. The resi sti vi ty of the surface !_ayers should be 

no more than 5 ohms/square, and is preferably in the 

neighborhood of 2 ohms/square. Because nickel-coated 

graphite fibers are a relatively expensive filler material 

(when compared to the cost of carbonyl iron powder or the 

base ABS/polycarbonate polymer), it is desirable to use no 

more nickel-coated fibers than necessary to achieve the 

required conductivity. A composltion containing 20% nick-
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el-coated graphite fibers as stated above is sufficie:-.t t.:i 

lower the resistivity of surface layers 301,303 to approx­

imately 2 ohms/square at the surface thicknesses qt~oted 

above. Different thicknesses of the surface layer may 

require different concentrations of conductive f~ller 

material. Carbonyl iron powder is added to the su:::face 

composition as an additional fill material to increas~ the 

magnetic permeability. 

The middle layer is intended to absorb the energy of the 

radiation, for which it requires a high magnetic pe~·:nea­

bility. In the preferred embodiment, the middle layet· 

comprises carbonyl iron powder suspended in the base 

ABS/polycarbonate polymer. Because high permeability is 

desired, the middle layer should contain as high a content 

of carbonyl iron powder ·as can be supported by structural 

and other constraints. In the preferred embodiment, the 

middle layer contains 88%-92% carbonyl iron powdet· by 

the remaining 8%-12% by weight being the base 

The carbonyl iron powder of the middle layer 

of the same type as that used in the surface 

weight, 

polymer. 

should be 

layers. 

It is preferred that middle layer 302 and surface layers 

301, 303 contain the same polymeric base material. Since 

the electro-magnetic shielding properties are due to the 

filler material, there is generally no reason to use dif­

fering polymeric base materials. The use of identical 

base material promotes good bonding between l~yers and 

helps avoid problems that may arise due to different ther­

mal e~pansion coefficients, different setting tempera­

tures, etc. However, it is not nee es sary that the 

polymeric base materials in the different layers be the 

same, and as an alternative embodiment such base materials 

could be different. 
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Figure 4 depicts a co-injection process used for making an 

electro-magnetic shielding structure in accordance with 

the preferred embodiment. A suitably shaped injection 

mold 401, comprising two or more mold parts, is designed 

and fabricated according to conventional techniques as are 

known in the art. Mold 401 defines an internal cavity.402 

which is the size and shape of the part to be molded, and 

contains one or ;more orifices 403 into the internal cavi­

ty, by which a thermoplastic resin composition may be 

injected. 

A co-injection nozzle assembly 404 is used to inject ap­

propriate thermoplastic resin compositions into the cavity 

402 through orifice 403. In some cases, multiple nozzle 

assemblies 404 may be used, each injecting resin composi­

tion through a separate orifice. Each nozzle assembly 

comprises two concentric nozzles, an inner nozzle 405 and 

an outer nozzle 406. Th~ concentric nozzles are fed mate­

rial to be injected from separate hoppers, enabling the 

nozzles to inject different compositions, which is in fact 

the purpose of co-injection. The composition injected 

through outer nozzle 406 will line the edges of the cavi­

ty, becoming the surface layers of the finished molded 

part. The composition injected through inner nozzle 405 

will form the inner part of the cavity, becoming the mid­

dle layer of the finished molded part. In the preferred 

embodiment, the high conductivity composition of nickel­

coated graphite fibers, carbonyl iron powder, and 

ABS/polycarbonate base is injected through out:er nozzle 

406~ while the high-permeability composition of high con­

centration carbonyl iron powder and ABS/polycarbonate base 

is injected through inner nozzle 405. 

Although the typical cross-section depicted in Fig. 3 

shows the two surface layers separated from each other, .. 
the layers are in fact connected to each other at the 

edges Of the molded part and at any through-holes that are 
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molded into the part. Such a connection is an inevitable 

consequence of the co-injection process. It is also nec­

essary to the function of the part that the conductive 

surface layers be grounded together, and hence such con­

nections at the periphery are not a disadvantage. 

In the preferred embodiment, the layered shielding struc­

ture is injection molded using a co-injection molding 

process. Co-injection molding permits the molded part to 

be formed in a single step, resulting in a low-cost part. 

In the alternative, such a part could be formed using 

double-shot or triple-shot injection molding, in which the 

part is produced by multiple passes through different 

molds, as is known in the art. As a further alternative, 

such a part could be manufactured by multiple steps of 

pouring the different layer mixtures into a mold, and 

waiting for each layer to set before pouring the next 

layer. Additional techniques exist for the construction of 

layered structures according to the present invention. 

In the preferred embodiment, three layers are used to 

construct a barrier to radiation. The three layer con-

struction is favored because it is easily and inexpensive­

ly fabricated using co-injection molding techniques. 

However, it should be understood that barriers having a 

different number of layers could be constructed. For 

example, it may be possible to construct co-injection 

nozzles assemblies having three concentric nozzles, making 

a five-layer sandwich possible. Alternatively, ~dditional 
layers could be constructed with multiple-shot molding 

techniques or by other means. Other factors being equal, 

additional layers achieve a higher degree of shielding 

because each laye·r effects some attenuation of the electro­

magnetic. radia~ion. However, additional layers also add 

cost. The choice of number of layers is a design option. 
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In the preferred embodiment, the layered shielding struc­

ture of the present invention is part of an enclosure for 

an electronic device, which can either protect electronic 

components fro~ ambient radiation, or reduce emissions of 

radiation from the electronic device. However , such a 

sandwich-like shielding structure could be used in appli­

cations other than electronic device enclosures. For 

example, a shielding structure according to the present 

invention may be used to direct or reflect radiation along 

a particular path. As an additional example, if deleteri­

ous effects to human heal th can be shown to result from 

exposure to non-ionizing electro-magnetic radiation, such 

shields may be used for protection of humans from ambient 

radiation. 

Although a specific embodiment of the invention has been 

disclosed along with certain alternatives, it will be 

recognized by those · skilled in the art that additional 

variations in form and detail may be made within the scope 

of the following claims. 
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CLAIMS 

1. An electro-magnetic shielding structure characterized 
in that it comprises at least 

a first layer comprising a polymeric base wherein an 
electrically conductive fill material is relatively 
more abundant, giving said first layer a relatively 
high electrical conductivity; 

a second layer comprising a polymeric base wherein an 
electrically conductive fill material is relatively 
more abundant, giving said second layer a relatively 
high electrical conductivity; and 

a said layer disposed between said first and second 
layers, and in contact with said first and second 
layers over substantially all of their surface, said 
third layer comprising a polymeric base wherein a 
magnetically permeable fill material is relatively 
more abundant, giving said third layer a relatively 
high magnetic permeability. 

2. The shielding structure according to claim l, charac­
terized in that : 

the first and second layers cumprise each an electri­
cally conductive fill material suspended in the 
polymeric base; 

the third layer comprises a magnetically permeable 
fill material suspended in the polymeric base. 

3. The shielding structure according to one of claims 1 
to 2, characterized in that -~he magnetically permea- . 
ble fill material comprises carbonyl iron powder. 
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4. The shielding structure according to one of claims l, 

2 or 3, characterized in that the electrically con­

ductive fill materials comprise nickel-coated gr~ph­

ite fibers. 

5. The shielding structure according to anyone ·of claims 

1 to 4, characterized in that the polymeric base 

materials comprise a blend of ABS and polycarbonate. 

6. An electro-magnetic shielding enclosure for an elec­

tronic device having a plurality of electronic cir­

cuits, characterized in that it is made of the 

electro-magnetic shielding structure according to 

anyone of claims 1 to 5. 

7. Method for manufacturing an electro-magnetic shield­

ing structure, wherein an injection mold of suitable 

shape is constructed for said structure, character­

ized in that it comprises the steps of 

loading an electrically conductive· fill material 

suspended in a polymeric base material -in a hopper 

for an outer nozzle of a co-injection molding press; 

loading a magnetically permeable fill material sus­

pended in a polymeric base material in a hopper for 

an inner nozzle of a co-injection molding press; 

injecting into said injection mold with said outer 
nozzle said electrically conductive fill material 
suspended in a polymeric base material, concurrently 

with injecting into said injection mold with said 

inner nozzle· said magnetically permeable fill mate­

rial suspended in. a polymeric base. 

8. Method of claim 7, wherein s·a"id magnetically permea­

ble fill material comprises·· carbonyl iron powder. 
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9. Method of one of the claims 7 or 8, wherein said 
electrically conductive fill materials comprise 
nickel-coated graphite fibers. 

10. Method of any one of the claims 7 to 9, wherein said 
polymeric base materials each comprises a blend of 
ABS and polycarbonate. 

--------------------
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