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Claims: 

 

1. A performance enhancing additive composition comprising a mixture or a blend 

of: 

(i) an acid amide; and  

(ii) oxide treated derivative of amine; 5 

wherein the acid amide consists of a reaction product of polyisobutylene succinic 

anhydride (PIBSA) and tetraethylene pentamine (TEPA); 

wherein the oxide treated derivative of amine consists of a reaction product of an 

oxide and an amine;  

wherein the amine  consists of tri-isopropanolamine (TIPA);  10 

wherein the oxide consists of propylene oxide (PO); and 

wherein the oxide treated derivative of amine consists of propylene oxide treated 

derivative of tri-isopropanolamine (PO-TIPA). 

2. The composition as claimed in claim 1, wherein the composition further comprises 

a detergent. 15 

3. The composition as claimed in claim 2, wherein the detergent is polyisobutylene 

succinimide (PIBSI). 

4. Use of the performance enhancing additive composition as claimed in any one of 

the preceding claims  1 to 3 for enhancing performance of an engine or a fuel used 

for the engine by reducing the power loss of the engine. 20 

5. A method for improving performance of an engine or a fuel used for the engine by 

reducing the power loss of the engine, wherein the method comprises a step of 

adding the performance enhancing additive composition as claimed in any one of 

the preceding claims 1 to 3 to the engine or the fuel used for the engine. 

6. A fuel composition comprising:  25 

(A) an engine fuel; and  

(B) the performance enhancing additive composition as claimed in any one of the 

preceding claims 1 to 3. 
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