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DATA TRANSMISSION METHOD AND APPARATUS, AND COMMUNICATION 

DEVICE AND STORAGE MEDIUM 

 

TECHNICAL FIELD 

[001] The disclosure relates to, but is not limited to, the field of wireless 

communication technologies and in particular, to a method and an apparatus for data 

transmission, a communication device and a storage medium. 

 

BACKGROUND 

[002] The Institute of Electrical and Electronics Engineers has established a study 

group (SG) to study the next generation mainstream Wi-Fi technology. The research scope 

includes: Wi-Fi transmission with a 320 MHz bandwidth, multi-frequency band aggregation 

and collaboration technology, etc. The proposed vision is to improve the speed and 

throughput by at least four times compared with the existing IEEE802.11ax. The main 

application scenarios of the new technology include video transmission, augmented reality 

(AR), virtual reality (VR), etc. The multi-frequency band aggregation and collaboration 

technology refers to the simultaneous communication between Wi Fi devices in different 

frequency bands such as 2.4GHz, 5.8GHz and 6-7GHz, or the communication between Wi 

Fi devices in different bandwidth under the same frequency band. 

[003] In order to ensure the quality of service (QoS) of a data frame, the Wi-Fi 

technology introduces a sequence number (SN) to uniquely characterize each data frame. 

 

SUMMARY  

[004] In view of the above, embodiments of the disclosure provide a method and an 

apparatus for data transmission, a communication device and a storage medium. 

[005] According to a first aspect of the embodiments of the disclosure, a method for 

data transmission is provided, which is applied to a first communication terminal. The 

method includes: determining a first sequence control field for a first category of data 

frame, in which the first sequence control field has a first bit length, and the first bit length 
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is configured to enable the first sequence control field to support multi-link communication; 

and sending the first category of data frame carrying the first sequence control field.  

[006] In an embodiment, the first sequence control field includes a first sequence 

number (SN) field, the first SN field includes at least a first quality management frame 

(QMF) SN field, and the first QMF SN field indicates a sequence number of the first 

category of data frame. 

[007] In an embodiment, the first sequence control field includes a first fragment 

number field, and the first fragment number field indicates a fragment number of the first 

category of data frame. 

[008] In an embodiment, the bit length of the first sequence control field is a fixed 

value. 

[009] In an embodiment, the bit length of the first sequence control field is greater 

than a bit length of a second sequence control field in a second category of data frame. The 

category for the first category of data frame is different from that for the second category of 

data frame. The bit length of the second sequence control field is configured to support only 

single-link communication. 

[0010] In an embodiment, a bit length of the first SN field in the first sequence control 

field is greater than a bit length of a second SN field in the second sequence control field, 

and/or, a bit length of the first QMF SN field in the first SN field is greater than a bit length 

of a second QMF SN field in the second SN field. 

[0011] In an embodiment, the bit length of the first SN field in the first sequence 

control field is greater than 12. 

[0012] In an embodiment, a bit length of the first QMF SN field in the first SN field of 

the first sequence control field is greater than 10. 

[0013] In an embodiment, a bit length of the first fragment number field in the first 

sequence control field is greater than a bit length of a second fragment number field in the 

second sequence control field. 

[0014] In an embodiment, the bit length of the first fragment number field in the first 

sequence control field is greater than 4. 
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[0015] In an embodiment, determining the first sequence control field for the first 

category of data frame includes: determining the bit length of the first sequence control 

field based on a link number of the first device. 

[0016] In an embodiment, determining the length of bits occupied by the first 

sequence control field based on the link number of the first device includes: determining a 

bit length of the first QMF SN field in the first SN field and/or a bit length of the first 

fragment number field in the first sequence control field based on the link number of the 

first device. 

[0017] In an embodiment, the determining the bit length of the first QMF SN field of 

the first SN field based on the number of links of the first device includes: determining a 

sum of a bit length occupied by a binary value of the link number of the first device and a 

first basic value, as the bit length of the first QMF SN field in the first SN field of the first 

sequence control field. 

[0018] In an embodiment, determining the bit length of the first fragment number field 

in the first sequence control field based on the link number of the first device includes: 

determining a sum of a bit length occupied by a binary value of the link number of the first 

device and a second basic value, as the bit length of the first fragment number field in the 

first sequence control field. 

[0019] In an embodiment, the link number of the first device includes: a number of 

links currently established by the first device and/or a maximum number of links supported 

by the first device.  

[0020] In an embodiment, the method further includes: determining whether a second 

device supports the multi-link communication based on indication information carried in a 

management frame received from the second device. 

[0021] According to a second aspect of the embodiments of the disclosure, an 

apparatus for data transmission of a first device is provided. The apparatus includes: a first 

determination module and a sending module.  

[0022] The first determination module is configured to determine a first sequence 

control field for a first category of data frame. The first sequence control field has a first bit 
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length, and the first bit length is configured to enable the first sequence control field to 

support multi-link communication. 

[0023] The sending module is configured to send the first category of data frame 

carrying the first sequence control field. 

[0024] In an embodiment, the first sequence control field includes a first sequence 

number (SN) field. The first SN field includes at least a first quality management frame 

(QMF) SN field, and the first QMF SN field indicates a SN of the first category of data 

frame.  

[0025] In an embodiment, the first sequence control field includes a first fragment 

number field, and the first fragment number field indicates a fragment number of the first 

category of data frame. 

[0026] In an embodiment, the bit length of the first sequence control field is a fixed 

value. 

[0027] In an embodiment, the bit length of the first sequence control field is greater 

than a bit length of a second sequence control field in a second category of data frame. The 

category for the first category of data frame is different from that for the second category of 

data frame, and the bit length of the second sequence control field is configured to support  

only single-link communication.  

[0028] In an embodiment, a bit length of the first SN field in the first sequence control 

field is greater than a bit length of a second SN field in the second sequence control field ; 

and/or a bit length of the first QMF SN field in the first SN field is greater than a bit length 

of a second QMF SN field in the second SN field.  

[0029] In an embodiment, a bit length of the first SN field in the first sequence control 

field is greater than 12. 

[0030] In an embodiment, a bit length of the first QMF SN field in the first SN field of 

the first sequence control field is greater than 10. 

[0031] In an embodiment, a bit length of the first fragment number field in the first 

sequence control field is greater than a bit length of a second fragment number field in the 

second sequence control field.  
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[0032] In an embodiment, the bit length of the first fragment number field in the first 

sequence control field is greater than 4. 

[0033] In an embodiment, the first determination module includes: a determination 

sub-module, configured to determine the bit length of the first sequence control field based 

on a link number of the first device.  

[0034] In an embodiment, the determination sub-module includes: a determination unit, 

configured to determine a bit length of the first QMF SN field in the first SN field and/or a 

bit length of the first fragment number field in the first sequence control field based on the 

link number of the first device.  

[0035] In an embodiment, the determination unit includes: a first determination 

subunit, configured to determine a sum of a bit length occupied by a binary value of the 

link number of the first device and a first basic value, as the bit length of the first QMF SN 

field in the first SN field of the first sequence control field.  

[0036] In an embodiment, the determination unit includes: a second determination 

subunit, configured to determine a sum of a bit length occupied by a binary value of the 

link number of the first device and a second basic value, as the bit length of the first 

fragment number field in the first sequence control field.  

[0037] In an embodiment, the link number of the first device includes: a number of 

links currently established by the first device and/or a maximum number of links supported 

by the first device. 

[0038] In an embodiment, the apparatus further includes: a second determination 

module, configured to determine whether a second device supports the multi-link 

communication based on indication information carried in a management frame received 

from the second device. 

[0039] According to a third aspect of the embodiments of the disclosure, a 

communication device is provided, including a processor, a memory, and an executable 

program stored on the memory and capable of being executed by the processor. When the  

executable program is executed by the processor, steps in the method for data transmission 

described in the first aspect are implemented.  
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[0040] According to a fourth aspect of the embodiments of the disclosure, a storage 

medium is provided, on which executable programs are stored, wherein when the 

executable programs are executed by a processor, steps in the method for data transmission 

according to the first aspect are implemented. 

[0041] According to the method and apparatus for data transmission, the 

communication device, and the storage medium in the embodiments of the disclosure, a 

first sequence control field for a first category of data frame is determined, where the first 

sequence control field has a first bit length, and the first bit length is configured to enable 

the first sequence control field to support multi-link communication; and the first category 

of data frame carrying the first sequence control field is sent. In this way, by setting the 

first bit length, the first sequence control field may identify more data frames, so that the 

first sequence control field may meet the needs of multi-link communication. Then, the 

access point (AP) and the station (STA) may perform data frame transmission based on 

quality of service (QoS) with multiple links, thus improving the transmission speed and 

improving the network data throughput.  

[0042] It should be understood that, the above general description and the following 

detailed description are exemplary and explanatory, which cannot limit the embodiments of 

the disclosure. 

 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0043] The accompanying drawings, which are incorporated in and constitute a part of 

this specification, illustrate embodiments consistent with the invention and together with 

the description serve to explain the principles of the embodiments of the invention.  

[0044] FIG. 1 illustrates a schematic diagram of a sequence control field structure 

according to an example embodiment.  

[0045] FIG. 2 is a schematic diagram of a sequence number field structure according 

to an example embodiment.  

[0046] FIG. 3 is a schematic flowchart of a method for data transmission according to 

an example embodiment.  
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[0047] FIG. 4 is a block diagram of an apparatus for data transmission according to an 

example embodiment.  

[0048] FIG. 5 is a block diagram of a device for data transmission according to an 

example embodiment.  

 

DETAILED DESCRIPTION 

[0049] The example embodiments may be described in detail herein, examples of 

which are illustrated in the accompanying drawings. The same numerals in different 

drawings refer to the same or similar elements unless otherwise indicated, when the 

following description refers to the drawings. The implementations described in the 

following example embodiments do not represent all implementations consistent with the 

embodiments of the invention. Rather, they are merely examples of apparatus and methods 

consistent with some aspects of embodiments of the invention as recited in the appended 

claims.  

[0050] The terms used in the embodiments of the disclosure are only for the purpose 

of describing particular embodiments, and are not intended to limit the embodiments of the 

disclosure. As used in the embodiments of the disclosure and the appended claims, the 

singular forms "a", "an," and "the" are intended to include the plural forms as well, unless 

the context clearly dictates otherwise. It may also be understood that the term "and/or" as 

used herein refers to and includes any and all possible combinations of one or more of the 

associated listed items.  

[0051] It should be understood that although the terms first, second, third, etc. may be 

used in embodiments of the disclosure to describe various pieces of information, such 

information should not be limited to these terms. These terms are only used to distinguish 

the same category of information from each other. For example, without departing from the 

scope of the embodiments of the disclosure, the first information may also be referred to as 

the second information, and similarly, the second information may also be referred to as the 

first information. Depending on the context, the words "if" and "in case" as used herein 

may be interpreted as "at the time of..." or "when..." or "in response to determining...". 
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[0052] The execution subject involved in the embodiments of the disclosure are 

include but are not limited to: wireless communication networks, especially network 

devices such as under the IEEE802.11a/b/g/n/ac standard in Wi-Fi networks, and network 

devices under the IEEE802.11be standard in the next-generation Wi-Fi networks. The 

network devices include but are not limited to: wireless access point (AP) devices such as 

Wi-Fi routers, wireless stations (STAs), user terminals, user nodes, mobile terminals or 

tablet computers, etc.  

[0053]  An application scenario in the embodiments of the disclosure is that, in the 

related art, a sequence number (SN) is introduced to ensure the quality of service (QoS) of a 

data frame. That is, one SN is allocated to each data frame, e.g., media access control 

service data unit (MSDU), aggregation-media access control service data unit (A-MSDU), 

or media access control management protocol data unit (MMPDU).  

[0054] As shown in FIG. 1, a sequence control field is set in a data frame, and the bit 

length of the sequence control field is 16. The sequence control field includes a sequence 

number field and a fragment number field. The sequence number field occupies 12 bits, and 

the fragment number field occupies 4 bits. The sequence number field may be used to set 

the sequence number of the data frame, etc. In general, a data packet is divided into 

multiple data fragments during transmission, and the fragment number field is used to 

indicate a data fragment to which a data frame belongs.  

[0055] As shown in FIG. 2, the sequence number field includes a sequence number 

field of a quality management frame (QMF) and an access category index (ACI) field. The 

QMF sequence number field is used to set the data frame SN. The ACI is used to indicate 

the access category of the data frame. The different access categories of data frames have 

different channel access priorities. There are four access categories of data frames, such as: 

AC_BE (Best Effort), AC_BK (Background), AC_VI (Video) and AC_VO (Voice). 

[0056] In the related art, the bit length of the QMF sequence number field is 10, and 

the bit length of the fragment number field is 4, which may only satisfy identification of the 

data frame under a single-link. 

[0057] For multi-link communication, the number of data frames exceeds the range 

that may be identified by the QMF sequence number field and the fragment number field. 
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[0058] As shown in FIG. 3, a method for data transmission is provided according to an 

example embodiment. The method for data transmission may be applied to a first 

communication terminal in wireless communication. The method includes the following 

steps at 301-302.  

[0059] At 301, a first sequence control field for a first category of data frame is 

determined. The first sequence control field has a first bit length, and the first bit length is 

configured to enable the first sequence control field to support multi-link communication. 

[0060] At 302, sending the first category of data frame carrying the first sequence control 

field.  

[0061] Here, the first category of data frame may be sent by an AP or a STA in a 

Wi-Fi communication system.  

[0062] The first category of data frame may include, but is not limited to, a data frame 

in multi-link communication. For example, the first category of data frame may be a data 

frame conforming to the IEEE802.11be standard in the next-generation Wi-Fi network. 

Compared with the first category of data frame, a second category of data frame may be a 

data frame suitable for single-link transmission in the related art. For example, the first 

category of data frame may be a data frame conforming to the IEEE802.11ax standard.  The 

data frame may be the MSDU, the A-MSDU, or the MMPDU. 

[0063] The first sequence control field is configured to uniquely identify a data frame, 

and filter duplicate data frames when the AP or STA performs transmission that meets the 

QoS. 

[0064] The first sequence control field may include a QMF SN field, an ACI field, a 

fragment number field, and the like. In view of features such as high transmission speed 

and large amount of data transmission in the multi-transmission communication, the first 

bit length may be determined based on a data packet fragment to be identified in the 

multi-transmission communication, and a number of first category of data frames to be 

identified. By changing the first bit length of the first sequence control field in the first 

category of data frame, the first sequence control field may be enabled to support the 

multi-link communication. Here, the fact that the first sequence control field may support 
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the multi-link communication may refer to that the first sequence control field may be used 

for both single-link communication and multi-link communication. 

[0065] Here, in order to meet the needs of multi-link transmission, a number of 

different identification information, which may be represented by the first sequence control 

field with the first bit length, may be greater than or equal to a number of data frames 

transmitted by at least two links (connections). The number of different QMF SNs, which 

may be represented by the bit length of the QMF SN field in the first sequence control field, 

may be greater than or equal to the number of data frames transmitted by at least two links, 

and/or the quantity of different fragment numbers, which may be represented by the bit 

length of the fragment number field in the first sequence control field, may be greater than 

or equal to the quantity of different fragments to which the data frames transmitted by at 

least two links belong. In this way, the first sequence control field may meet the quantity 

needs for the data frames transmitted simultaneously by at least two links. 

[0066] Exemplarily, a bit length of a QMF SN field of a second sequence control field 

in the related art is 10, which may represent QMF SNs of 1024 data frames, and the 1024 

QMF SNs may identify the data frames transmitted by one link, thus meeting the needs for 

data frame transmission on one link. The bit length of the QMF SN field of the first 

sequence control field may be set to 11, so that the QMF SN field of the first sequence 

control field may represent QMF SNs of 2048 data frames, and the 2048 QMF SNs may 

identify the data frames simultaneously transmitted by two links, thus meeting the needs for 

data frame transmission on the two links.  

[0067] In this way, by setting the first bit length, the first sequence control field may 

identify more data frames, so that the first sequence control field may meet the needs of 

multi-link communication. Then, the AP and STA may perform data frame transmission 

based on QoS with the multi-link, thus improving the transmission speed and improving the 

network data throughput.  

[0068] In an embodiment, the first sequence control field includes a first SN field, and 

the first SN field includes at least a first QMF SN field indicating a SN of the first category 

of data frame. 
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[0069] Here, as shown in FIG. 1, the first sequence control field includes a first SN 

field. As shown in FIG. 2, the first SN field includes the first QMF SN field. The first QMF 

SN field is used to set the SN of the first data frame. The SN of the first data frame may 

uniquely identify the first data frame. 

[0070] The bit length of the first QMF SN field may be determined based on a 

maximum number of first category of data frames that are possible in the 

multi-transmission communication.  

[0071] In an embodiment, the first sequence control field includes a first fragment 

number field, and the first fragment number field indicates a fragment number of the first 

category of data frame.  

[0072] Here, the first fragment number field is used to set the fragment number of the 

first data frame. The SN of the first data frame may uniquely identify the fragment to which 

the first data frame belongs. 

[0073] In general, a data packet is divided into multiple fragments during transmission, 

and the fragment number field is used to indicate the fragment to which the data frame 

belongs. 

[0074] The bit length of the first fragment number field may be determined based on a 

number of fragments that are possible in the multi- transmission communication. 

[0075] In an embodiment, the bit length of the first sequence control field is a fixed 

value. 

[0076] The bit length of the first sequence control field may be the fixed value, that is, 

the bit length of the first sequence control field is not varied with a transmission 

environment (e.g., the number of transmission links). 

[0077] The bit length of the SN field in the first sequence control field, the bit length 

of the fragment number field, and the bit length of the QMF SN field in the SN field may 

all be fixed values. 

[0078] Exemplarily, the first sequence control field may be 18 bits, where the QMF 

SN field may be 14 bits (increased by two bits compared to the related art). In this way, the 

number of QMF SNs that may be set in the QMF SN field is 4 times the original number of 

QMF SNs. 
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[0079] The bit length of the first sequence control field adopts a fixed value, which 

may reduce the complexity of dynamically adjusting the bit length of the first sequence 

control field and reduce the development difficulty. 

[0080] In an embodiment, the bit length of the first sequence control field is greater 

than the bit length of the second sequence control field in the second category of data frame. 

The category for the first category of data frame is different from that for the second 

category of data frame, and the bit length of the second sequence control field is configured 

only to support single-link n communication. 

[0081] The second sequence control field may be a sequence control field for the 

second category of data frame under the IEEE802.11ax standard. The bit length of the 

second sequence control field may be 16.  

[0082] In the multi-link communication, multiple transmission links are established 

between the AP and the STA. For example, the AP is connected to 3 STAs and 3 

transmission links are established between each STA and the AP. In this way, 9 

transmission links are established between the AP and the 3 STAs at the same time. The 

amount of data transmitted by 9 transmission links is greatly increased, that is, the number 

of data frames is greatly increased. As such, the number of QMF SNs supported by the 

QMF SN field in the sequence control field, and/or the number of fragment numbers 

supported by the fragment number field cannot meet the needs for uniquely identifying 

each data frame. 

[0083] Therefore, it is possible to enable that the bit length of the first sequence 

control field in the first category of data frame is greater than the bit length of the second 

sequence control field in the second category of data frame, so that the number of QMF 

SNs that may be supported by the first sequence control field in the first category of data 

frame, and/or the number of fragment numbers may meet the needs for the amount of data 

frames in the multi-link communication.  

[0084] Exemplarily, the bit length of the first sequence control field in the first 

category of data frame may be increased by two bits compared to the bit length of the 

second sequence control field in the second category of data frame. That is, the first 

sequence control field has 18 bits. The increased bit length may be used for the QMF SN 
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field, and/or the fragment number field. For example, one bit increased in the QMF SN 

field may double the number of QMF SNs that can be set in the QMF SN field. In this way, 

the transmission needs for more data frames may be met. 

[0085] In this way, compared with the second sequence control field in the second 

category of data frame, increasing the bit length of the first sequence control field in the 

first category of data frame may increase the amount of data frames that can be identified 

by the first sequence control field, so that the first sequence control field may meet the 

needs of multi-link communication. Then, the AP and STA may perform data frame 

transmission based on QoS with the multi-link, thus improving the transmission speed, 

improving the network data throughput and improving the spectrum utilization. 

[0086] In an embodiment, the bit length of the first SN field in the first sequence 

control field is greater than the bit length of the second SN field in the second sequence 

control field, and/or, the bit length of the first QMF SN field in the first SN field is greater 

than the bit length of the second QMF SN field in the second SN field. 

[0087] Here, increasing the bit length of the first SN field compared to the second SN 

field may increase the bit length of the first QMF SN field in the SN field of the first 

sequence control field, and/or the bit length of the ACI field in the SN field of the first 

sequence control field.  

[0088] Increasing the bit length of the QMF SN field in the SN field of the first 

sequence control field may thus increase the number of QMF SNs that the first sequence 

control field can support, so as to meet the needs for increasing the amount of data frames 

in the multi-link communication. 

[0089] Increasing the bit length of the ACI field in the SN field of the first sequence 

control field may thus increase data categories that can be indicated by the  ACI field, so as 

to meet the needs for transmitting more types of data. 

[0090] In an embodiment, the bit length of the first SN field in the first sequence 

control field is greater than 12. 

[0091] For the bit length of the second sequence control field in the second category of 

data frame in the related art being 12, the bit length of the first SN field in the first 
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sequence control field may be set to be greater than 12. For example, the bit length of the 

first SN field in the first sequence control field may be set to be 16.  

[0092] Here, the newly added 4 bits may all be allocated to the first QMF SN field 

and/or the ACI field in the first sequence control field. 

[0093] In an embodiment, the bit length of the first QMF SN field in the first SN field 

of the first sequence control field is greater than 10. 

[0094] When the bit length of the QMF SN field in the second sequence control field 

in the second category of data frame is 10 in the related art, the bit length of the first QMF 

SN field in the SN field of the first sequence control field may be set to be greater than 10. 

[0095] Exemplarily, the bit length of the first QMF SN field in the first SN field of the 

first sequence control field may be set to be 14 bits. After the 4 bits are added, the amount 

of data frames that can be indicated by the QMF SN field is 16 times that in the related art, 

thus increasing the amount of data frames that can be transmitted by multiple links and 

improving the network data throughput. 

[0096] In an embodiment, the bit length of the first fragment number field in the first 

sequence control field is greater than the bit length of the second fragment number field in 

the second sequence control field. 

[0097] Increasing the bit length of the first fragment number field in the first sequence 

control field may increase the number of fragments that can be indicated by the first 

fragment number field, so that the multi-transmission link may transmit more data packet 

fragments and improve the network data throughput.  

[0098] In an embodiment, the bit length of the first fragment number field in the first 

sequence control field is greater than 4. 

[0099] When the bit length of the first fragment number field in the second sequence 

control field in the second category of data frame is 4 in the related art , the bit length of the 

first fragment number field in the first sequence control field may be set to be greater than 

4.  

[00100] Exemplarily, the bit length of the first fragment number field in the first 

sequence control field may be set to be 8. After the 4 bits are added, the number of 

fragments obtained by dividing the data packet and indicated by the first fragment number 
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field is 16 times that in the related art. In this way, the number of data packet fragments that 

can be transmitted by multiple links may be increased, and the network data throughput 

may be improved. 

[00101]  In an embodiment, determining the first sequence control field for the first 

category of data frame includes: determining the bit length of the first sequence control 

field based on a link number of the first device. 

[00102] The bit length of the first sequence control field may be varied with the 

number of links established between the AP and the STA.  

[00103] For example, when one link is established between the AP and the STA, the 

bit length of the first sequence control field is 16, in which the bit length of the SN field in 

the first sequence control field is 12, and the bit length of the fragment number field in the 

first sequence control field is 4. When two links are established between the AP and the 

STA, the bit length of the first sequence control field may be increased by 1 bit. The bit 

length of the first sequence control field is 17. The added bit may be allocated to the QMF 

SN field of the SN field in the first sequence control field. In this way, the amount of data 

frames indicated by the QMF SN field may be increased, thus increasing the amount of data 

frames that can be transmitted by multiple links and improving the transmission efficiency. 

[00104] In this way, according to the number of links of the AP, the bit length of the 

first sequence control field in the first category of data frame is increased. The bit length of 

the first sequence control field may be flexibly adjusted according to the number of links, 

so as to meet the needs of multi-link communication, and improve the flexibility of 

configuring the bit length of the first sequence control field. Then, data frame transmission 

between the AP and the STA is achieved by multiple links, thus improving the transmission 

speed and improving the network data throughput. 

[00105] Further, the link refers to a communication channel for data transmission 

between the STA and the AP, which may be a link formed by at least two or all channels of 

the 2.4GHz, 5GHz and 6-7GHz frequency bands, or a link formed by different bandwidths 

in any frequency band. 

[00106] In an embodiment, determining the length of bits occupied by the first 

sequence control field based on the link number of the first device includes: determining a 
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bit length of the first QMF SN field in the first SN field and/or a bit length of the first 

fragment number field in the first sequence control field based on the link number of the 

first device. 

[00107] The greater the number of links, the more the amount of data frames that can 

be transmitted, and the more fragments of data packets carried in the data frames. Therefore, 

the bit length of the first QMF SN field in the SN field of the first sequence control field 

and/or the bit length of the first fragment number field in the first sequence control field 

may be determined based on a change in the number of links. 

[00108] For example, when the number of links increases, the bit length of the first 

QMF SN field in the first SN field of the first sequence control field may be increased. In 

this way, the number of QMF SNs that can be supported by the first sequence control field 

may be increased, to meet the needs for increasing the amount of data frames in the 

multi-link communication.  

[00109] When the number of links increases, the bit length of the first fragment 

number field in the first sequence control field may be increased, and the number of 

fragments that can be indicated by the first fragment number field may be increased, to 

meet the needs for increasing the number of fragments in the multi-link communication, 

enable the multi-transmission link to transmit more data packets, and improve the 

transmission efficiency. 

[00110] In an embodiment, determining the bit length of the first QMF SN field in the 

first SN field based on the link number of the first device includes: determining a sum of a 

bit length occupied by a binary value of the link number of the first device and a first basic 

value, as the bit length of the first QMF SN field in the first SN field of the first sequence 

control field.  

[00111] Here, the first basic value may be a bit length of the second QMF SN field in 

the related art. 

[00112] In the related art, the second QMF SN field has 10 bits. When the number of 

links is doubled, the number of QMF SNs that can be supported by the QMF SN field also 

needs to be doubled. Therefore, a sum of the bit length occupied by the binary value of the 
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link number of the AP plus 10 may be determined as the bit length of the first QMF SN 

field. 

[00113] Exemplarily, in the related art, the bit length of the second QMF SN field is 

10, initial associations are established between 3 STAs and the AP, and 3 links are 

established between each STA and the AP respectively. In this way, the AP communicates 

in 9 links. The binary value of 9 is 1001, which occupies 4 bits. Therefore, the bit length of 

the first QMF SN field may be set to be 14 bits. 

[00114] In an embodiment, determining the bit length of the first fragment number 

field in the first sequence control field based on the link number of the first device includes: 

determining a sum of a bit length occupied by a binary value of the link number of the first 

device and a second basic value, as the bit length of the first fragment number field in the 

first sequence control field.  

[00115] Here, the second base value may be a bit length of the fragment number field 

in the related art.  

[00116] In the related art, the second fragment number field has 4 bits. When the 

number of links is doubled, the number of fragments that can be supported by the fragment 

number field also needs to be doubled. Therefore, a sum of the bit length occupied by the 

binary value of the link number of the AP plus 4 may be determined as the bit length of the 

first fragment number field. 

[00117] Exemplarily, in the related art, the bit length of the second fragment number 

field is 4, initial associations are established between 3 STAs and the AP, and 3 links are 

established between and the AP respectively. In this way, the AP communicates in 9 links. 

The binary value of 9 is 1001, which occupies 4 bits.  Therefore, the bit length of the first 

fragment number field may be set to be 8 bits. 

[00118] In an embodiment, the link number of the first device includes: a number of 

links currently established by the first device and/or a maximum number of links supported 

by the first device. 

[00119] Here, the AP may establish multiple links with one STA. The AP may 

establish multiple links with one STA at the same time, and transmit data by multiple links, 

to improve the data transmission speed and the network data throughput. 
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[00120] The multiple links may include each link and/or a single-link established in 

the multi-link communication. 

[00121] The link number of the first device may be multiple links currently 

established by the AP and/or STA, or may also be the maximum number of links that the 

AP and/or STA can currently support. The bit length of the first sequence control field is 

determined based on the number of currently established links and/or the maximum number 

of links supported, so that the first sequence control field can be used to enable the AP 

and/or STA to communicate in the currently established links and/or communicate in the 

maximum number of links. 

[00122] In an embodiment, the method further includes: determining whether a second 

device supports the multi-link communication based on indication information carried in a 

management frame received from the second device. 

[00123] Here, the second device may be a STA in wireless communication. 

[00124] During the process of establishing the initial association between the STA and 

the AP, the management frame may carry the indication information that the STA supports 

the multi-link communication. The AP may determine whether the STA supports the 

multi-link communication based on the indication information. When the STA supports the 

multi-link communication, the AP may establish multiple links with the STA for data 

transmission, to improve the data transmission speed and the network data throughput. Here, 

the management frame may include a probe request frame, an association request frame, a 

re-association request frame, and the like. The number of links established between the AP 

and the STA may be determined during the data communication process. 

[00125] A specific example is provided below in conjunction with any of the 

above-mentioned embodiments. 

[00126] A. Setting a sequence control field 

[00127] The bit length of the sequence control field may be set in two ways at Manner 

1-2. 

[00128] Manner 1, the sequence control field is set with a fixed bit length. 

[00129] The newly defined sequence control field has a length of 24 bits, which is as 

follows. 
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[00130] As shown in FIG. 1, the fragment number field may be 8 bits, and the SN field 

may be 16 bits.  

[00131] As shown in FIG. 2, the SN field may be specifically defined as: the QMFSN 

field is set to be 14 bits, and the ACI is set to be 2 bits. 

[00132] Manner 2, the bit length of the sequence control field is set according to a 

number of links supported by the AP. 

[00133] A new information element (IE) may be defined to determine the SN field, 

and the AP may allocate the existing bit-length SN field for use by STAs other than 

IEEE802.11be. The AP may determine the length of the SN field and the length of the 

fragment number field according to communication links with all its associated STAs. For 

example, 3 STAs have established initial associations with AP, and may communicate with 

AP in 9 links, the bit length of the QMF SN field is defined as 14 bits, and the bit length of 

the fragment number field is defined as 8 bits.  

[00134] B. Information notification of simultaneous multi-link communication 

capability  

[00135] During the process of establishing an initial association between the STA and 

the AP, a capability information value that indicates the STA supports the multi-link 

communication is carried for example in a management frame, such as a probe request 

frame, an association request frame, a re-association request frame and the like. The 

specific number of communication links may be determined during the data communication 

between the AP and the STA. The number of communication links can be used as the basis 

in Manner 2 above. 

[00136] The embodiment of the disclosure further provides an apparatus for data 

transmission, which is applied to a first communication terminal in wireless communication. 

As shown in FIG. 4, the apparatus 100 for data transmission includes: a first determination 

module 110 and a sending module 120.  

[00137] The first determination module 110 is configured to determine a first 

sequence control field for a first category of data frame. The first sequence control field has 

a first bit length, and the first bit length is configured to enable the first sequence control 

field to support multi-link communication.  
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[00138] The sending module 120 is configured to send the first category of data frame 

carrying the first sequence control field. 

[00139] In an embodiment, the first sequence control field includes a first sequence 

number (SN) field. The first SN field includes at least a first quality management frame 

(QMF) SN field, and the first QMF SN field indicates a SN of the first category of data 

frame.  

[00140] In an embodiment, the first sequence control field includes a first fragment 

number field, and the first fragment number field indicates a fragment number of the first 

category of data frame. 

[00141] In an embodiment, the bit length of the first sequence control field is a fixed 

value. 

[00142] In an embodiment, the bit length of the first sequence control field is greater 

than a bit length of a second sequence control field in a second category of data frame. The 

category for the first category of data frame is different from that for the second category of 

data frame, and the bit length of the second sequence control field is configured only to 

support single-link communication. 

[00143] In an embodiment, a bit length of the first SN field in the first sequence 

control field is greater than a bit length of a second SN field in the second sequence control 

field; and/or a bit length of the first QMF SN field in the first SN field is greater than a bit 

length of a second QMF SN field in the second SN field.  

[00144] In an embodiment, a bit length of the first SN field in the first sequence 

control field is greater than 12.  

[00145] In an embodiment, a bit length of the first QMF SN field in the first SN field 

of the first sequence control field is greater than 10. 

[00146] In an embodiment, a bit length of the first fragment number field in the first 

sequence control field is greater than a bit length of a second fragment number field in the 

second sequence control field.  

[00147] In an embodiment, the bit length of the first fragment number field in the first 

sequence control field is greater than 4. 
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[00148] In an embodiment, the first determination module 110 includes: a 

determination sub-module 111, configured to determine the bit length of the first sequence 

control field based on a link number of the first device. 

[00149] In an embodiment, the determination sub-module 111 includes: a 

determination unit 1111, configured to determine a bit length of the first QMF SN field in 

the first SN field and/or a bit length of the first fragment number field in the first sequence 

control field based on the link number of the first device.  

[00150] In an embodiment, the determination unit 111 includes: a first determination 

subunit 11111, configured to determine a sum of a bit length occupied by a binary value of 

the link number of the first device and a first basic value, as the bit length of the first QMF 

SN field in the first SN field of the first sequence control field.  

[00151] In an embodiment, the determination unit 1111 includes: a second 

determination subunit 11112, configured to determine a sum of a bit length occupied by a 

binary value of the link number of the first device and a second basic value, as the bit 

length of the first fragment number field in the first sequence control field .  

[00152] In an embodiment, the link number of the first device includes: a number of 

links currently established by the first device and/or a maximum number of links supported 

by the first device.  

[00153] In an embodiment, the apparatus 100 further includes: a second determination 

module 130, configured to determine whether a second device supports the multi-link 

communication based on indication information carried in a management frame received 

from the second device.  

[00154] In an exemplary embodiment, the first determination module 110, the sending 

module 120, the second determination module 130, etc. may be implemented by one or 

more central processing units (CPU), graphics processing units (GPU), baseband processors 

(BP), application specific integrated circuits (ASIC), DSPs, programmable logic devices 

(PLD), complex programmable logic devices (CPLD), field-programmable gate arrays 

(FPGA), general-purpose processors, controllers, micro controller units (MCU), 

microprocessors, or other electronic components, to perform the above method. 
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[00155] FIG. 5 is a block diagram of a device 3000 for data transmission according to 

an example embodiment. For example, the device 3000 may be a mobile phone, a computer, 

a digital broadcast terminal, a messaging device, a game console, a tablet device, a medical 

device, a fitness device, a personal digital assistant, and the like. 

[00156] Referring to FIG. 5, the device 3000 may include one or more of the following 

components: a processing component 3002, a memory 3004, a power supply component 

3006, a multimedia component 3008, an audio component 3010, an input/output (I/O) 

interface 3012, a sensor component 3014, and a communication component 3016. 

[00157] The processing component 3002 generally controls the overall operation of 

the device 3000, such as operations associated with display, phone calls, data 

communication, camera operations, and recording operations. The processing component 

3002 may include one or more processors 3020 to execute instructions, to perform all or 

some of the steps in the methods described above. Additionally, the processing component 

3002 may include one or more modules that facilitate interactions between the processing 

component 3002 and other components. For example, the processing component 3002 may 

include a multimedia module to facilitate interactions between the multimedia component 

3008 and the processing component 3002. 

[00158] The memory 3004 is configured to store various types of data to support 

operations at the device 3000. Examples of such data include instructions for any 

application or method operating on the device 3000, contact data, phonebook data, 

messages, pictures, videos, and the like. The memory 3004 may be implemented by any 

category of volatile or non-volatile storage devices, or their combination, such as a static 

random access memory (SRAM), an electrically erasable programmable read only memory 

(EEPROM), an erasable programmable read only memory (EPROM), a programmable read 

only memory (PROM), a read only memory (ROM), a magnetic memory, a flash memory, a 

magnetic or optical disk.  

[00159] The power supply component 3006 provides power to various components in 

the device 3000. The power supply components 3006 may include a power management 

system, one or more power supplies, and other components associated with generating, 

managing, and distributing power to the 3000. 
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[00160] The multimedia component 3008 includes a screen that provides an output 

interface between the device 3000 and the user. In some embodiments, the screen may 

include a liquid crystal display (LCD) and a touch panel (TP). When the screen includes the 

TP, the screen may be implemented as a touch screen to receive input signals from the user. 

The touch panel includes one or more touch sensors to sense touch, swipes, and gestures on 

the TP. The touch sensor may sense not only the boundaries of a touch or swipe action, but 

also the duration and pressure associated with the touch or swipe action.  In some 

embodiments, the multimedia component 3008 includes a front-facing camera and/or a 

rear-facing camera. When the device 3000 is in an operation mode, such as a shooting mode 

or a video mode, the front camera and/or the rear camera may receive external multimedia 

data. Each of the front and rear cameras may be a fixed optical lens system or have focal 

length and optical zoom capability. 

[00161] The audio component 3010 is configured to output and/or input audio signals.  

For example, audio component 3010 includes a microphone (MIC) that is configured to 

receive external audio signals when the device 3000 is in an operating mode, such as a call 

mode, a recording mode, and a voice recognition mode. The received audio signals may be 

also stored in the memory 3004 or transmitted via the communication component 3016.In 

some embodiments, the audio component 3010 also includes a speaker for outputting audio 

signals. 

[00162] The I/O interface 3012 provides an interface between the processing 

component 3002 and a peripheral interface module, which may be a keyboard, a click wheel, 

a button, and the like. These buttons may include, but are not limited to: a home button, a 

volume button, a start button, and a lock button.  

[00163] The sensor component 3014 includes one or more sensors for providing state 

assessment to various aspects of the device 3000 .For example, the sensor component 3014 

may detect the open/closed state of the device 3000, the relative positioning of the 

components, such as the display and keypad of the device 3000, the sensor component 3014 

may also detect a position change of the device 3000 or a position change of a component 

of the device 3000, a presence or absence of contacts between the user and the device 3000, 

an orientation or acceleration/deceleration of the device 3000 and a temperature change of 
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the device 3000. The sensor component 3014 may include a proximity sensor configured to 

detect the presence of nearby objects in the absence of any physical contact.  The sensor 

component 3014 may also include a light sensor, such as a CMOS or CCD image sensor, 

for use in imaging applications. In some embodiments, the sensor component 3014 may 

also include an acceleration sensor, a gyroscope sensor, a magnetic sensor, a pressure 

sensor, or a temperature sensor. 

[00164] The communication component 3016 is configured to facilitate wired or 

wireless communication between the device 3000 and other devices. The device 3000 may 

access a wireless network based on a communication standard, such as Wi-Fi, 2G or 3G, or 

their combination. In an example embodiment, the communication component 3016 

receives broadcast signals or broadcast related information from an external broadcast 

management system via a broadcast channel. In an example embodiment, the 

communication component 3016 also includes a near field communication (NFC) module to 

facilitate short-range communication. For example, the NFC module may be implemented 

based on radio frequency identification (RFID) technology, infrared data association (IrDA) 

technology, ultra-wideband (UWB) technology, Bluetooth (BT) technology and other 

technologies. 

[00165] In an example embodiment, the device 3000 may be implemented by one or 

more application specific integrated circuits (ASICs), digital signal processors (DSPs), 

digital signal processing devices (DSPDs), programmable logic devices (PLDs), field 

programmable gate arrays (FPGA), controllers, MCUs, microprocessors or other electronic 

components, to perform the above method. 

[00166] In an example embodiment, there is also provided a non-transitory 

computer-readable storage medium including instructions, such as the memory 3004 

including instructions, which are executable by the processor 3020 in the device 3000 to 

perform the above method. For example, the non-transitory computer-readable storage 

medium may be a ROM, a random access memory (RAM), a CD-ROM, a magnetic tape, a 

floppy disk, an optical data storage device, and the like. 

[00167] Those skilled in the art may be readily aware of other implementations of the 

embodiments of the disclosure, upon consideration of the specification and practice o f the 
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invention disclosed herein. The disclosure is intended to cover any variations, uses or 

adaptations for the embodiments of the invention. These variations, uses or adaptations 

follow the general principles of the embodiments of the present invention,  and include 

common knowledge or conventional technical means in the art that are not disclosed by the 

embodiments of the disclosure. The specification and examples are to be regarded as 

exemplary only, and the true scope and spirit of embodiments of the invention are indicated 

by the following claims. 

[00168] It should be understood that, the embodiments of the invention are not limited 

to the precise structures described above and illustrated in the accompanying drawings , and 

various modifications and changes may be made without departing from the scope of the 

disclosure. The scope of embodiments of the invention is limited only by the appended 

claims. 
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CLAIMS 

1. A method for data transmission of a first device, comprising:  

determining a first sequence control field for a first category of data frame, wherein 

the first sequence control field has a first bit length, and the first bit length is configured to 

enable the first sequence control field to support multi-link communication; and 

sending the first category of data frame carrying the first sequence control field.  

2. The method as claimed in claim 1, wherein the first sequence control field comprises a 

first sequence number (SN) field, wherein the first SN field comprises at least a first quality 

management frame (QMF) SN field, and the first QMF SN field indicates a SN of the first 

category of data frame.  

3. The method as claimed in claim 2, wherein the first sequence control field comprises a 

first fragment number field, and the first fragment number field indicates a fragment number of 

the first category of data frame. 

4. The method as claimed in claim 2 or 3, wherein the bit length of the first sequence 

control field is a fixed value. 

5. The method as claimed in claim 4, wherein the bit length of the first sequence control 

field is greater than a bit length of a second sequence control field in a second category of data 

frame, wherein the category for the first category of data frame is different from that for the 

second category of data frame, and the bit length of the second sequence control field is 

configured to support only single-link communication.  

6. The method as claimed in claim 5, wherein 

a bit length of the first SN field in the first sequence control field is greater than a bit length 

of a second SN field in the second sequence control field; and/or  

a bit length of the first QMF SN field in the first SN field is greater than a bit length of a 

second QMF SN field in the second SN field.  

7. The method as claimed in claim 4, wherein a bit length of the first SN field in the first 

sequence control field is greater than 12.  

8. The method as claimed in claim 7, wherein a bit length of the first QMF SN field in the 

first SN field of the first sequence control field is greater than 10.  

9. The method as claimed in claim 5, wherein 
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a bit length of the first fragment number field in the first sequence control field is greater 

than a bit length of a second fragment number field in the second sequence control field.  

10. The method as claimed in claim 9, wherein 

the bit length of the first fragment number field in the first sequence control field is greater 

than 4.  

11. The method as claimed in claim 2 or 3, wherein determining the first sequence control 

field for the first category of data frame comprises: 

determining the bit length of the first sequence control field based on a link number of the 

first device. 

12. The method as claimed in claim 11, wherein determining the length of bits occupied by 

the first sequence control field based on the link number of the first device comprises: 

determining a bit length of the first QMF SN field in the first SN field and/or a bit length of 

the first fragment number field in the first sequence control field based on the link number of the 

first device. 

13. The method as claimed in claim 12, wherein determining the bit length of the first QMF 

SN field in the first SN field based on the link number of the first device comprises: 

determining a sum of a bit length occupied by a binary value of the link number of the first 

device and a first basic value, as the bit length of the first QMF SN field in the first SN field of 

the first sequence control field.  

14. The method as claimed in claim 12, wherein determining the bit length of the first 

fragment number field in the first sequence control field based on the link number of the first 

device comprises: 

determining a sum of a bit length occupied by a binary value of the link number of the first 

device and a second basic value, as the bit length of the first fragment number field in the first 

sequence control field. 

15. The method as claimed in claim 11, wherein the link number of the first device includes: 

a number of links currently established by the first device or a maximum number of links 

supported by the first device. 

16.The method as claimed in claim 11, further comprising:  

determining whether a second device supports the multi-link communication, based on 
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indication information carried in a management frame received from the second device.  

17. An apparatus for data transmission of a first device, comprising: 

a first determination module, configured to determine a first sequence control field for a 

first category of data frame, wherein the first sequence control field has a first bit length, and the 

first bit length is configured to enable the first sequence control field to support multi-link 

communication; and  

a sending module, configured to send the first category of data frame carrying the first 

sequence control field.  

18. The apparatus as claimed in claim 17, wherein the first sequence control field comprises 

a first sequence number (SN) field, wherein the first SN field comprises at least a first quality 

management frame (QMF) SN field, and the first QMF SN field indicates a SN of the first 

category of data frame.  

19. The apparatus as claimed in claim 17, wherein the first sequence control field comprises 

a first fragment number field, and the first fragment number field indicates a fragment number of 

the first category of data frame. 

20. The apparatus as claimed in claim 18 or 19, wherein the bit length of the first sequence 

control field is a fixed value. 

21. The apparatus as claimed in claim 20, wherein the bit length of the first sequence 

control field is greater than a bit length of a second sequence control field in a second category 

of data frame, wherein the category for the first category of data frame is different from that for 

the second category of data frame, and the bit length of the second sequence control field is 

configured to support only single-link communication.  

22. The apparatus as claimed in claim 21, wherein 

a bit length of the first SN field in the first sequence control field is greater than a bit length 

of a second SN field in the second sequence control field; and/or  

a bit length of the first QMF SN field in the first SN field is greater than a bit length of a 

second QMF SN field in the second SN field.  

23. The apparatus as claimed in claim 20, wherein a bit length of the first SN field in the 

first sequence control field is greater than 12.  

24. The apparatus as claimed in claim 23, wherein a bit length of the first QMF SN field in 
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the first SN field of the first sequence control field is greater than 10.  

25. The apparatus as claimed in claim 21, wherein 

a bit length of the first fragment number field in the first sequence control field is greater 

than a bit length of a second fragment number field in the second sequence control field.  

26. The apparatus as claimed in claim 25, wherein 

the bit length of the first fragment number field in the first sequence control field is greater 

than 4.  

27. The apparatus as claimed in claim 18 or 19, wherein the first determination module 

comprises: 

a determination sub-module, configured to determine the bit length of the first sequence 

control field based on a link number of the first device. 

28. The apparatus as claimed in claim 27, wherein the determination sub-module comprises: 

a determination unit, configured to determine a bit length of the first QMF SN field in the 

first SN field and/or a bit length of the first fragment number field in the first sequence control 

field based on the link number of the first device. 

29. The apparatus as claimed in claim 28, wherein the determination unit comprises: 

a first determination subunit, configured to determine a sum of a bit length occupied by a 

binary value of the link number of the first device and a first basic value, as the bit length of the 

first QMF SN field in the first SN field of the first sequence control field.  

30. The apparatus as claimed in claim 28, wherein the determination unit comprises: 

a second determination subunit, configured to determine a sum of a bit length occupied by a 

binary value of the link number of the first device and a second basic value, as the bit length of 

the first fragment number field in the first sequence control field. 

31. The apparatus as claimed in claim 27, wherein the link number of the first device 

includes: a number of links currently established by the first device and/or a maximum number 

of links supported by the first device. 

32. The apparatus as claimed in claim 27, further comprising:  

a second determination module, configured to determine whether a second device supports 

the multi-link communication based on indication information carried in a management frame 

received from the second device.  
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33. A communication device, comprising: a processor, a memory and executable programs 

stored on the memory and capable of being executed by the processor, wherein when the 

executable programs are executed by the processor, steps in the method for data transmission are 

implemented according to any one of claims 1 to 16.  

34. A storage medium having executable programs stored thereon, wherein when the 

executable programs are executed by a processor, steps in the method for data transmission are 

implemented according to any one of claims 1 to 16.  

 


