¥

An ink jet printer head includes a spacer (4) including pressure
generating chanbers (48) continuous to nozzle. openings.-(2), ink supply
*paths and reservoirs, a cover nenber for covering the QréﬁgmﬁﬁEQ@@&I%§F@?
chanber (48) in a sealing fashion, and pressure generatji ng nﬁgpgﬁﬁ%O) 0
generating pressure in the pressure geggerating chanber s—(48;~20%) ‘
accordance with print data. In processing a silicon single-crystal
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of the walls of a path formng a pressure generating chanber (48)
is aligned with one of the walls of a path hole for fornming the ink supply
path. Walls defining the path hole foagsTRNOT a pressure generating
chanber (48), which .are located in the vicinity of a nozzle(% eni n

are connected ' efPh $EhePTARTER Bﬁ?gsé"§&§9'. A FPPE8HIt heTt ishi y
pat h servi ng apressameowgpakthatdngi rhidnbersand 48)e poatinneugento atioxgle-
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substanti al | y @@mles £05taaveding ofhehPLRESARe ogenengting. champest K 48 ow

of ink is ensurjgd.a sealing fashion, and pressure generating means (30)
for generating pressure in the pressure generating
chambers (48, 201) in accordance with print data. 1In
pfocessing a silicon single-crystal substrate vertically
oriented in (110) by anisotropic etching process, one of
the walls of a path hole for forming a pressure
generating chamber (48) is aligned with one of the widlls
of a path hole for forming the ink supply path. Walls .
defining the path hole for forming a pressure generating
chamber (48), which are located in the vicinity of a
nozzle opening (2), are connected to each other at an
obtuse angle. As a result, the ink supply path serving as
a narrow path for ink flow and the pressure generating
chamber (48) are formed as smooth flow paths. The walls
in an area in the vicinity of the nozzle opening (2)
where ink tends to stay are substantially equally
distanced from the nozzle opening (2). A smooth flow of

ink is ensured.
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