
.. -~--~ .·~ 
2 o o 1 o 4 a ,s··:r -;-_9·_::· · · 

. · 1 7 JUL 2001 

5 

APPARATUS AND METHOD OF COMPE ... SATING FOR DISTURBANCE USING 

LEARNING CONTROL-IN OPTICAL RECORDING/REPRODUCING APPARATUS 

AND OPTICAL RECORDING MEDIUM DRIVE SERVO SYSTEM USING THE 

APPARATUS AND METHOD. 

1. 

BACKGROUND OF THE INVENTION 

Field of the Invention 

The present invention relates to the compensation of disturbance in an 

optical recording/reproducing apparatus, and more particularly, to an apparatus and 

method of compensating for disturbance using learning control in an- optical 

10 recording/repr~ducing apparatus by which periodic disturbances such as 

eccentricity existing in a disk drive system is compensated for by performing feed­

forward control using an iterative teaming. method, memorizing the result of the 

feed-forward control, and applying the result of the feed-forward control to the 

compensation for disturbance generated 1.ater, and an optical recording medium 

1s drive servo system using the apparatus and method. 

2. Description of the Related Art 

FIG. 1 shows an example of a tracking error signal generated due to the 

eccentricity of an optical recording medium. Eccentricity occurring in an optical 

recQrding medium is due to the inconsistency of the rotation shaft of spindle for 

rotating a disk with the center of the track of a disk. In an optical recording medium 

drive system, the eccentricity of an optical recording medium has served as an 

important periodic disturbance factor, and its influence increases with an increase in 

the speed multiple. An accurate track following cannot be accomplished without 

compensation of the eccentricity. Accordingly, a conventional system has utilized 

25 various eccentricity compensation methods. 

FIG. 2 is· a block diagram of a pickup head (PUH) position control· system in a .­

typical optical recording/reproducing apparatus. The PUH position control system 

receives a position command for directing a pickup head (not shown) to be 

positioned at a desired location. A signal representing the actual position of an 

30 actuator 220 of an optical recording medium drive for moving a pickup head is fed 
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back in a negative direction and added to a ·position command sigr:ial in an adder 

200. An error signal e output from the adder 200 is applied to· a controller 210. The 

controller 21 O performs a predeten:nined algorithm for compensating for the error 

signal e, ~nd outputs a compensated signal to the actuator 220. The actuator 220 

s moves the pickup ·head (not shown) in response to the compensated signal reeeived 

from ~he controller 21 o. These operations· are repeated, and thus the position of the 

pickup head is adjusted. However, this control system cannot deal with a 

disturbance such as a large eccentricity. 

FIG. 3 is a block diagram of an embodiment of a conventional PUH position 

10 control system in which a routine for performing disturbance compensation. is added 

to the ·eontrol system of FIG. 2. In this system, a compensation· routine 300 is 

performed on the assumption that a perfect sine wave Asin(wt+q1) having an 

eccentricity of A, a disk rotation frequency w, and an eccentricity phase tp is an 

eccentricity signal. This compensation-method is disclosed_ in U.S. Patent No. 

1s 5,892, 7 42. In the operation of the system of F1(3. 3, a feed-forward control input is 

calculated from an error waveform, as shown in FIG. 1, before control of tracking 
. . ~ 

starts. That is, the size of the eccentricity is determined by the number of track 

errors g~nerated during one rotation of a spindle over a track (i~e., during a cycl$) . 

shown in FIG. 1, and the p·hase of eccentricity is determined by a spindle index 

zo reference signal representing one rotation and a delay time at which the period of a 

track error is greatest. The thus-calculated feed-forward control input is added to 

the output of the controller 21 O of FIG. 3 to accomplish track error compensation 

including the compensation of eccentricity. This disturbance compensation method 

is very simply performed and so it can be easily applied. However, this disturbance 

25 · compensation method is an open-loop control method which does not consider the 

response characteristics of an existing servo (actuator) control system. There is a 

limit in the performance of the disturbance compensation method since periodic 
.. --~-. 

disturbances.inCtuding eccentricity·are not perfect sine, waves. . . . ., ... , .. · ... , ... 

FIG. 4 is a block diagram of another embodiment of a conventional PUH 

30 position control system in which a routine for performing disturbance compensation 

is added to the control system of FIG. 2. The system of FIG. 4 is disclosed in U.S. 

P~tent No. 5,550,685, and is applied to hard disk drive systems. In this control 
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system, first, a fixed feed-forward control input is obtained using a track error signal 

and stored in a table 400 prior to starting control. Then, upon control, erro~ 

generated due to disturbances is compensated using the stored control input. ·This 

control sy~tem also includes a separate adaptive feed-forward control unit 410 .in 

s preparation for changes in characteristics of repeatable runout (RRO) caused by · 

external fact~rs during operation of a drive system.. A discrete Fourier transform 
. . . 

(OFT) and an inverse discrete Fourier transfo·rm (IDFT) are sequenti~lly performed 

to extract a specific frequency component from a· position error signal PES, thereby 

obtaining a signal with a specific frequency component. The obtained specific 

10 frequency co·mponent signal is added to the error input of an existing _servo control 

loop. In this way, error eompensation control can be accomplished~:,. The system of . 

FIG. 4 is complicated since it accomplishes error compensation ~ntrol in 

consideration of the entire closed-loop response characteristics, but can be 

considered a more effective disturbance ~mpensation system than FIG. 3. 

1s However, the system of FIG. 4 considers only disturbances of a specific frequency 

component rather than disturbances of all frequency components actljally present in. · ... 

the control region of a disk drive system, and it is difficult to cope with changes in 

cycle such as variations in the speed multiple. 

Therefore, in a periodic system such as a disk drive system, calculations of a 

20 control input in consideration of an frequency components within a control region is 

necessary for a high-performance di~turbance compensation operation. Also, new · 

disturbance compensation methods and apparatuses are required to effectively 

cope with changes in system cycle caused by a variation of the speed multiple and a 

variation of a control mode. 

25 SUMMARY OF THE INVENTION 

To solve the above problem, an objective of the present invention is to 

· · ···· · · ·· · ·· · · · provide an apparatus ·and method of compensating for disk disturbances. in ., . , . , 

consideration.of periodic disturbances of all frequency components within the 

control region of an optical recording medium drive servo system and variations in 

30 the rotation speed multiple of the optical recording medium in an optical 

recording/reproducing apparatus. 
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To achieve the above objective, the present invention provides an optical 

recording medium drive servo system of an optical recording/reproducing apparatus, 

the system including an actuafor for moving the position of a head for recording data 

on a recording _medium or reproducing the record~d data from the recording 

s medium, an error detector for dete~ing the difference between the referen~ 

position on the recording medium and the actual position of the head, ·that is, a .::. 

position error, ~ compensator for receiving _a value from the error detector and 

producing a value for driving the actuator, a first memory for storing a control input 

for compensating for the position error of the actuator due to a periodic disturbance 

10 such as eccentricity, a second memory for converting the content of the first memory 

15 
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... according to phase and storing the converted content, a timing controller for 

generating addresses for the first memory and addresses for the second memory 

according to phase, and an adder for applying the content of the first or second 

memory together with the output of the compensator to the actuator. 

The first memory preferably stores a control input for compensating for the 

position error-generated· during a determined rotatic?n period of time throl:Jgh 

repeated operations of updating the value previously stored in the first memory unit :: . 

with the sum of the position error filtered. value and t~e values of previously stored in. · 

the first memory unit, the operations being repeated until the position error is at or 

below a predetermined value. 

A filtering coefficient is preferably determined so that the sum is converged 

as the number of repetitions increases. 

Preferably, the timing controller generates addresses corresponding to the 

number of sampling of positio11 errors generated during one rotation cycle using the 

25 speed (FG) of a spindle motor for rotating the recording medium for the first memory 

and also generates an address corresponding to the number of rising edges and 

falling edges of the FG generated during one rotation cycle for the second memory. 

The optical recording medium drive servo system may.further include an 

interpolator for performing interpolation to restore for a value between the 

30 compensation control inputs stored in addresses of the second memory. 

The optical recording medium drive servo system may further include a 

multiplexer for outputting the control input value of the first memory to the adder 
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during a process in which ~ntrol input valu~s are stored in the first memory until the 

values are converged to a predetermined value, and outputting the control input 

value of the interpolator after the process. 

To achieve the above objective, the present invention also provides a 

s disturbance compensation module using learning control, for generating a control 

input for compensating for track position errors due to a periodic disturbance such · - · . 

as eccentricity occurring on an optical recording medium, in an· optical· recording . 

medium drive servo system of an optical recording/reproducing apparatus, the 

module including a first· filter for filtering t~e track position errors, a memory which 

· 10 has addresses, the number of which corresponds to the number of sampling of the 

track position·errors, and stores a control input value for compensating for a cycle of 

track position errors in a corresponding address of the addresses, a second filter for 

filtering the control input values stored in the memory, and an adder for adding the 

output of the first filter to the output of the second_ filter and applying the result of the 

ts addition to the memory, wherein the track position errors are compensated using the · 

control input values stored in the memory, and, if the compensated result does not..... .. · 

satisfy a predetermined reference, the above-described members oper~te again,· '=-·~;:·· 
and the control input values of the memory are updated whenever the members ... · 

operate again. . . . 
20 The disturbance compensation may further include a second memory for 

storing final control input values for compensating for a cycle of track errors 

generated during a cycle at a pulse edge timing generated during the track cycle 

after the final ~ntrol input values are stored in th_e first memory, and an interpolator 

for interpolating the control input values stored in the second memory after the 

25 learning control process is completed. 

To achieve the above objective, the present invention also provides a 

disturbance compensation module using learning control, for generating a control 

input.for compensating for track position· errors due to a periodic disturbance such 

as eccentricity occurring on an optical recording medium, the module attached to an 

30 optical recording medium drive servo system of an optical recording/reproducing 

apparatus, the module including a first filter for filtering the track position errors, a 

first memory which has addresses, the number of which corresponds to the number 
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of sampling of the track position errors, and stores control input values for 

compensating for a cycle of track_ position errors in the addresses, a se~nd filter for 

filtering the control input values stored in the first memory, an adder for adding the 

~utput of the first filter to the output of the second filter and applying the result of the 

s addition to the first memory, a second me~ory for storing final control input values 

for ~mpensating for track errors generated during a cycle at a pulse edge timing 

generated during the track cycle when the final control input values are stored in the 

first memory, and an interpolator for interpolating the control input values stored in 

the second memory, wherein the track position errors are compensated using the 

10 control input values stored in. the first memory, and, if the compensated result does 

not satisfy a predetermined reference, the first and seco~d filters, the ad_der and the 

first memory operate again, and the control input values of the first memory are 

updated whenever the members operate again, and wherein a track position control 

is made using the output from the interpolator after the learning control is 

1s completed. 

The disturbance compensation module may further include a multiplexer for 

outputting a control input value stored in the first memory to obtain a~ error­

compensation control input value for a track position control during a cycle due to a .· 

disturbance and selecting the output of the iriterpolator after all control input values 

20 for disturbance compensation during the cycle are obtained and stored in the 

second memory. 

To achieve the above objective, the present invention also provides a 

disturbance compensation method using learning control, of generating a control 

input for compensating for track position errors due to a periodic disturbance such 

25 as eccentricity occurring on an optical recording medium, this method including (a) 

determining whether a control input for disturbance compensation is required, (b) 

obtaining a feed-forward control input for compensating for a cycle of track position 

errors in an optical recording medium drive servo system, if it is determined in step 

(a) that a control input is required, (c) converting the feed-forward control input 

30 obtained in step (b) into a control input value depending on a spindle and storing the 

converted control input value, and ( d) compensating for the track position errors 

generated due to the disturbance using the control input valu~s obtained in step (c). 
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In the step (a), a track position error depending on the amount of a periodic 

disturbance such as the eccentricity of a disk is measured prior to starting control of 

tracking in an optical recorclin~ medium drive servo system, and, if the magnitude of 

the disturbance is measured equal to or greater than a predetermined value, it is 

s detennined that a disturbance compensation control input is required. · 

In the step (b)~ assuming that one rotation ofa track is referred to as a control 

pr~cess, when a k-th attempted control i~put result is uk(t) and a track position error 

measured in this case is ek(t), a (k+1 )th attempted control input result u~1 (t) is 

calculated as shown in Equation 1: 

10 U1tt-1(s) := P(s)Uk(s) + Q(s)EJs) 

wherein Uk+1{s), Ut{s) and Et{s) denote the Laplace transforms of utt-1(t), ut(t) and .. . 
ek(t), respectively, and P(s) and Q(s) denote functions representative of a .. 
predetermined filter characteristic d~termined so that U1tt-1(s) is converged, and a . 
final periodic feed-forward control input is obtained by repetitive operations of 

. 15 Equation 1. 

.,:;. Preferably, the feed-forward control input obtained in step (b) is adapted to 
. . --~~-

compensate for track position errors, until the final feed-forward control input values ::_. · · , ': . .-. 

· are obtained, and the control input converted according to ph!lse in step (c) is 

adapted for track position error compensation after the final feed-forward cont~ol 

20 input for track position. errors generated during a cycle is obtained. 

25 

After the step (c), there may be further provided the step of interpolating the 

st~red values and taking.the interpol~ted values to a disturbance compensation 

control input. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The above objedive and advantage of the present invention will become 

more apparent by describing in detail preferred embodiments thereof with reference 

· fo the attached drawings in which: 

FIG. 1 illustrates an example of ·a tracking error signal generated due to the 

eccentricity of an optical recording medium drive servo system; 

30 FIG. 2 is a block diagram of a pickup head position control system of .a typical 

optical recording/reproducing -apparatus; 
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FIG. 3 is a block diagram of an embo~iment of a conventional pickup head 

position control system obtained by adding a disturbance compensating routine tO 

the control system of FIG. 2; 

FIG. 4 is a block diagram of another embodiment of a conventional pickup 

s head position control system obtained by adding a disturbance compensating 

routine to the control system of FIG. 2; · 

FIG. 5 is a block diagram of an.optical recording medium drive servo system 

of an optical recording/reproducing apparatus·according to the present invention; 

FIG. 6 is a block diagram of a disturbance compensation module using 

10 learning control according to the present invention; 

15 

flG. 7 A illustrates sampling· points with respect to a periodic controJ . 

input waveform during a track rotation cycie in FIG. 6 and points corresponding to 

pulse edges representative of the phases of a spindle which rotates over a track in 
. . 

FIG. 6; 
. . 

FIG. 78 shows an example of a control input table which is stored in the first 

and second memory units of FIGS. 5 and 6, respectively, corresponding to the 

points of FIG. 7 A:, 

FIG. 8 is a flowchart illustrating a disturbance compensation method using 

learning control, according to the present invention; and . . .. 

FIG. 9 shows an example of a change in the speed multiple of an optical 

. recording medium and a change in th~ waveform of an error compensation control 

input corresponding to the· change in the speed multiple of an optical recording 

medium. 

DESCRIPTION OF THE PREFERRED EMBODIMENT 

Referring to FIG. 5, an optical' recording medium.drive servo system of an 

optical recording/reproducing apparatus according to the present invention includes 

· an actuator 500, an error detector 51 o, a compensator 520, a first memory,530,. a. . .... w ·. . 

second memory 540, and an adder 560. 

The actuator·500 moves the position of a head (for example, a pickup head) 

30 for recording data on an optical recording medium or reproducing data therefrom. 

The error detector 51 O detects the difference (position error) between the reference 
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_position on the recording medium and the adual position of the head. The 

compensator 520 receives the output value of the error detedor 51 O and produces 

an aduator driving value by applying a predete~ined algorithm for reducing_ the 

position error. The first memory 530 st<;>res a control input for compensating for the 
. ·. . . 

s position error for one period made by the adu~tor 500 due to a periodic disturbance 

such as an eccentricity on an ~ptical r~cording medium. The first memory 530 · · · · --· 

stores a. control input(s) for compensating for the position error generated for a 

determined·rotation period of time through repeated operations of updating the 
. . 

value previously stored in the first memory unit 530 with the sum of the position error 

10 filtered value and the values of previously stored in the first memory unit 530 , the 

operations being repeated until the position error is at or below a predetermined 

·value. Determination of the most appropriate control input through the above­

described repetitive summing of a previously-generated control input and a resultant 

error compensation result (which is indicated as a ·position error) can be referred to 

1s as a learning control. As the number of repetitions increases. a filtering coefficient · 

must be determined so that the sums are converged. The second memory 540 . 

converts the content stored in the first memory 530 according to phase and _sfores 

the converted content after the learning control is completely performed, in order to 

uniformly use the control input value in the first memory 530 regardress of the 

20 number of. rotations of a spindle depending on a variation in the reproduction speed 

multiple of a recording medium. A timing controller 550 generates the addresses of 

the first and second memories 530 and 540 according to phase. That is, the timing 

c:Ontroller 550 generates an address corresponding to the number of sampling of 

position errors generated during one rotation cycle, using the frequency generator 

25 pulse (FG) of a spindle motor for rotating a recording medium, and outputs the 

generated address to the first memory 530. The timing controller 550 also 

generates an address corresponding to the number of rising edges and falling 

edges of the FG generated during one rotation cycle and outputs the generated. 

address to the second memory 540. The adder 560 adds the output of the first or 

30 second memory 530 or 540 to the output of the compensator 520 and provides the 

resulting sum to the actuator 500. The optical recording medium drive servo system 

can further include an interpolator 570 for interpolating the compensation control 
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inputs stored in neighboring addresses of th_e second memory 540 before the control 

input value of the second memory 540 is applied to the adder 560. The optical 

.recording medium drive servo system can further include a multiplexer 580 for 

outputting the control input value of the first memory 530 to the adder 560 during a · 

s learraing control process in which control input values are stored in the first memory_ · 

530 and for outputting the control input value· of the interpolator 570 after the ·., · -·· · -· · 

learning control process is completed. · 

FIG. ·6 is a block diagram of a disturbance compensation module using 

learning control according to the present invention. In this disturbance 

10 compensation module using learning control, a control input for compensating for a 

cycle of track position errors_ due to periodic disturbance :such as eccentricity 

occurring on an optical recording medium, is added to tl:le output of the existing 

position ·error comp~nsation controller 21 O (see FIG. 2) of an optical recording 

medium drive servo system of an opti~I recording/reproducing apparatus. 

1s This disturbance compensation module using learning control, includes a first 

filter 600, a memory 610, a second filter 620 and an adder 630. The_ first filter 600 . 

receives and filters a tra~ position error. _The memory 61 O has addresses, the. 

number of which corresponds to the number of sampling of track position errors, and 

s~ores a control input value for compensating for a cycle of track position erro~ in a 

corresponding address of the addresses. Until the track position error input to the 

first filter 600 is at or below a predetermined value, the memory 61 O repeats 

operations of updating a value previously stored in the memory 61 O with the sum of 

a value obtained by ~ltering a track position error by the first filter 600 and a value 

obtained by filtering the value stored in the memory 61 O by the second filter 620. 

25 Here, the summation is made by the adder 630. Thus, the memory 61 O stores a 
control itiput for compensating for position errors generated during a determined 

rotation period of time~ The most appropriate control input is determined by taking 

the vaiues of the above-described repetitive summing· of a previously-generated . 

control input and a resultant error compensation result (which is indicated as a 

30 position error), which can be referred to as a learning control. As the number of 

repetitions increases, the filtering coefficients of the first and second filters 600 and 

620 are determined so that the sums are converged. 
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The disturbance compensation modu_le Ot FIG. 6 can further include a second 

memory 640 and an interpolator 650 to output a ·control input value for disturbance 

compensation against a change in the· speed multiple of an optical recording 
. . 

medium. When final control input values for compensating for track errors 

s generated during a cycle are stored in the memory ~-10, a second memory 640 

stores the firial c0ntrol input values in response to a pulse edge timing generated 

10 

· during a track rotation cycle. The interpolator 650 interpolates the $lored contrql 

· inputs to restore the control input values between the pulse edges not stored in the 

second memory 640. 

The disturbance compensation module of FIG. 6 can further include a 

multiplexer 660 for outputting a control input value of the memory 61 O in the middle 

of a learning control process in which control input values are stored in the memory 

61 O and outputting the resulting value of the interpolator 650 after the learning 

control process is completed. 

1s FIG. 7A illustrates sampling points (s0 through s12m) on the waveform of a 

periodic control input during a track rotation cycle in FIG; 6. and points (P 0 through 

P 12) corresponding to FG pulse edges representative of the phases of a spindle : .. ., .. 

which rotates over a track. There are O to m sampling points within a pulse edge. 
. . .. 

FIG. 78 shows an example of control input tables which are in the first and 

20 second memory units 530 and 540 of FIG. 5 in synchron_ization with the points of 

FIG.-7A 

FIG. 8 is a flowcharUllustrating a disturbance compensation method using 

learning control, according to the present invention. In the disturbance 

compensation method using .learning control in which a learning-use optical 

25 recording/reproducing a·pparatus generates a control input for compensating for a 

· cycle of track position errors due to a periodic disturbance such as eccentricity 

occurring on an optical recording medium, first, it is determined whether a 

disturbance compensation control input is ·required, in step 800. The magnitude of a .··· · 
periodic disturbance such as the eccentricity of a disk is measured prior to starting 

30 control of tracking in an optical recording medium drive servo system. If the 

magnitude of the track position error is equal to or greater than a predetermined 

value, it is determined that a disturbance compensation control input is required. If 
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the optical recording mediUrti is an optical disk, a disk drive system performs 

focusing, and the amount of eccentricity of the disk is measured prior to tracking. If 

the amount of eccentricity is smaller than the predetermined reference, the 

magnitude of disturbance actually occurring in a control system is small enough to 

s be sufficiently compensated for with an existing controller alone, so that a learning 

control is not required. On the other hand, if the amount ofeccentricity is equal to·or · ·- · 

greater than the.predetermined reference, disturbance compensation·just·by an. 

existing controller alone is not possible, so that a feed-forward control input must be 

previously calculated using a learning control algorithm. If it is determined that a 

10 control input is required for disturbance compensation, a feed-forward control input 

for compensating for track position errors during one cycle is calculated, in step 81 O. 

Assuming that- a control for one rotation of a track is referred to as a control process,· . 

when a k-th attempted control input result is uk(t} and a track position error 

15 

measured in this case is ~(t}, a (k+1 )th attempted control input result uk+1(t} is . 

calculated _as shown in Equation 1. A final periodic feed-forward control input is 

obtained by r~peating Equation 1 and stored in the first memory 530 of FIG. 5 and ·. .· 

the memory 61 O of FIG. 6. In the calculation of a feed-forward control input, a .. · · 

compensation control input value is obtained by a repetiti~e learning of a position 

error. After the learning control step 820 is completed, the calculated feed-forward 

20 control input is converted into a control input value depending on the phase of a · 

spindle and stored, in step 830. This conversion is a conversion of control input 

values depending on ~ cycle of track rotation time into. spacial control input values 

depending on the phase of rotation of a track. In an actual disk drive system, the 

rotation speed of a spindle which determines the rotation of a disk may vary 

25 according to a constant linear velocity (CLV} ~ntrol or a variation in the speed 

multiple of reproduction of a disk. This disk drive system cannot directly use the 

control input values calculated in step 820, so the control inputs must be obtained 

depending on a: variation in the speed multiple through a new learning· process. 

Thus, in step 830, the calculated feed-forward control input is converted into a 

30 control input value depending on the phase of a spindle in order to effectively 

compensate for the eccentricity due to a variation in the reproduction the speed 

multiple of a disk, that is, a periodic disturbance, without performing a new learning 

12 



process, and the converted control. input value is used ·in the case of a variation in 

the speed multiple of reproduction of a ·disk.. FIG. 9 shows an ~mple Ot error 
. . 

compensation control input varues depending on a variation in the speed multiple of . . . 

. an optical recordir:tg medium using the result obtained .in step 830 .. When there is a 

s variation in the speed multiple of a disk. the rotation phase is constant, but the 

rotation frequency varies, so that the result obtained in step 830 can be applied -·· 

without change in accordance with a variation in frequency. Since the control input 

value is produced at a time when an edge of a frequency generator (FG) pulse 

occurs, the.control input value between edges is restored by linear interpolatior:i. in 

10 step 840. Therefore, continuous control inp~ values can be. output. 

According to the present invention, a ~eriodic disturbance component 

including the eccentricity can be rapidly and effectively compensated for using ~ 

previously-learned control result regardless of the variation in cycle such as a 

variation in the speed of a spindle due to a variation in the reproduction speed of a 

1s recording medium. 
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Wbat is claimed is: 

1. · ·An optical recording medium drive servo system of an optical 

recording/reproducing apparatus, the system comprising: 

an actuator for moving the position of a head for recording data on a 

recording medium or reproducing the recorded data from the recording medium; 

· an ·error detector for detecting the difference between the reference position 
. . 

on the recording medium and the actual position of the head, that ·is, a position 

error; 

a compensator for receiving a value from the error detector and producing a 

value for driving the actuator; 

a first memory for storing a control input for compensating for the position 

error of the actuator due to a periodic disturbance such as eccentricity; 

a second memory for converting the content of the first memory according to 

phase and storing the converted content; 

a timing controller for generating addresses for the first !"lemory and 

addresses for the second memory according to phase; and 

an adder for applying the content of the first or second memory together with -.~~·:i.-: · 

the output of the compensator to the actuator. 

2. The optical recording medium drive servo system of claim 1, wherein 

2 the first memory stores a control input for compensating for the position error 

3 generated during a determined rotation period of time through repeated operations 
. . 

4 of updating the value previously stored in the .first memory unit with the sum of the 

s position error filtered value and the values of previously stored in the first memory 

6 unit, the operations being repeated until the position error is at or below a 

1 predetermined value. 

-- -·. ! : ••. ;: ~- • ·: • ·, . : ·• : 

1 3. the optical recording medium drive servo system· of claim.2-; wherein .a .. 

2 filtering coefficient is determined so that the sum is converged as the number of 

3 repetitions increases. 
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1 4. The optical recording medium ~rive servo system of claim 1, wherein 

2 the timing controller generates .addresses corresponding to the number of sampling 

3 of position errors gef'.lerated during one rotation cycle using the speed (FG) of a 

4 spindle motor for rotating the recording medium for the first memory and also 

5 

6 

1 

generates an address corresponding to the numbe~ of rising edges and falling 

edges of the FG generated during one rotation cycle for the second memory. 

5. The optical recording medium drive servo system of claim 1, further 

2 . comprising an interpolator for performing interpolation to restore for a value between 

3 the compensation control inputs stored in addresses of the second memory. 

l 

2 

3 

4 

5 

1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 

12 

13 

14 

15 

6. The optical recording medium drive servo system ·of claim 5, further 

comprising a multiplexer for outputting the control input value of the first memory to 

the adder during a process in which control input values are stored in the first 

memory ~ntil the track position errors are converged to a predetermined value, ~nd 

outputting the control input value of the interpolator after the process. 

7. A disturbance compensation module using learning control, for 

generating a control input for compensating for track position errors due to a 

periodic disturbance such as eccentricity occurring on an optical recording medium, 

in an optical recording medium drive servo system of an optical 

recording/reproducing apparatus, the module comprising: 

a first filter for filtering the track position errors;· 

a m~mory which has addresses, the number of which corresponds to the 

number of sampling of the track position errors, and stores a control input value fc;>r 

compensating for a cycf e of track position errors in a corresponding address of the 

· addresses; 

a second filter for filtering the control input values stored in the memory; and 

an adder for adding the output of the first filter to the output of the second 

. filter and applying the result of the addition to the memory, 

wherein the track position errors are co.mpensated using the control input 

values stored in the memory, and, if the compensated result does not satisfy a 

15 
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i~ predetermined reference, the above-describ~ members operate again, and the 

11 · control input values of the memory are updated whenever· the members operate 

is again.· 
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8. The disturbance compensation module of claim 7, further compris~ng: 

. a second memory for _storing final control input values for eompensating for a 

cycle of track errors generated during a cycle at a pulse edge timing generate~ 

during the track cycle after the final control input values are stored in the memory; 

and 

an interpolator for interpolating the control input values stored in the second 

memory, ::: 

wherein a track position control is made using the control inputs· output from 

the interpolator when the tracks on an optical recording medium is controlled. 

9. The disturbance compensation module of claim 7, wherein the filter 

coeffici~nts of the first and second ~lters are determined so th~t track position ~rror 

values and control input ~alues are converged as the frequency of learning 

increases. 

10. A disturbance compensation module using learning control, for 

generating a control input for compensating for track position errors due to a 

periodic disturbance such as eccentricity occurring on an optical recording medium, 

the module attached to an optical recording medium drive servo system of an optical 

recording/reproducing apparatus, the module comprising: 

a first filter for filtering the track position errors; 

a first memory which has addresses, the number of which corresponds to the 

number of sampling of the track position errors, and stores control input values for 

compensating for a cycle of track position errors in the addresses; 

a second filter for filtering the control input values stored in the first memory; 

an adder for adding the output of the first filter to the output of the second 

filter and applying the result of the addition to the first memory; 
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a second memory for storing final con.trol input values for compensating for 

track errors generated during a cycle at a pulse edge timing generated during the 

track cycle wJien the final control input values are stored in the memory; and 

an interpolator for interpolating the control input values stored in the second 

memory, 

wherein the track position errors are compensated using the control input 

values stored in the first memory, and, if the compensated result does not satisfy a 

predetermined reference, the first and second filters, the adder and the first memory 

operate again, and the control input values of the first memory are updated 

whenever the members operate again, and. wherein a track position control is made 

using the control inputs output from the interpolator·when the tracks on an optical 

recording medium is controlled. 

11. The disturbance compensation module of claim 10, wherein the filter 

2 . coefficients of the first and seeond filters are determined so that track position error 

3 values and control input values are converged as the frequency of le~ming 

4 increases. 

1 12. The disturbance compensation module of claim 10, further comprising 

2 a multiplexer for outputting a control input value stored in the first memory to obtain 

3 an error-compensation control input value for a track position control during a cycle 

4 due to a disturbance and selecting the output of the interpolator after all control 

s input values for disturbance compensation during the cycle are obtained and stored 

& in the first memory. 

13. A disturbance· compensation method using learning control, of 

generating a control input for compensating for track position errors due to a 

periodic disturbance such as eccentricity occurring on an optical recording medium, 

this method comprising: 

(a) dete~mining whether a control input for disturbance compensation is 

required; 

17 
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. (b) obtaining a feed-forward control input for compensating tor a cycle of 

track position errors on an optical recording medium, if it is determined in step (a) 

that a control input is requ_ired;· 

(c) converting the feed-forward control input obtained in step (b) into a control 

input value depending on the phase of. a track driving spindle and stofing_ the 

converted control input value;. and 

(d) compensating for the track position errors generated due to the 

disturbance using the control input values obtained in step (c). 

i 14. The disturbanee compensation method of claim 13, wherein, in the 

2 step (a), a track position error depending on the amount of a periodic disturbance 

3 such as the eccentricity of a disk is measured prior to controlling tracking in an 

4 optical recording medium, and, if the magnitude of the track position error is 

s measured equal to or greater.than a predetermined value, it is determined that a 

6 disturbance compensation control input is required. 

1 15. The disturbance compensation method of claim 13, wherein. in the 

2 step (b), assuming that one rotation of a track is referred to as a control process. 

3 when a k-th attempted control input result is uk(t) and a track position error 

4 measured in this case is ek(t}, a (k+1 )th attempted control input result uk+1(t) is 

s calculated as shown in Equation 1: 

6 Uk+1(s) = P(s}Uic(s} + Q(s)Ek(s) 

1 wherein U1c+1(s), Uk(s} and Ek(s) deno~e the Laplace transforms of uk+1(t), uic(t) and 

a ek(t), respectively, and P(s} and Q(s) denote functions representative of a· 
. . 

9 predetermined filter characteristic determined so that U1c+1(s) is converged, and a 

io final periodic feed-forward control input is obtained by repetitive operations of 

11 Equation 1. 

1 16. The disturbance compensation method of claim 15, wherein the feed-

2 forward control input obtained in step (b) is adapted to compensate for track position 

3 errors, until the final feed-forward control input values are obtained, and the control 

4 input converted according to phase in step (c} is adapted for a track position error 

18 
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s compensation after the final feed-forWard control input tot track position errors 

6 generated during a cycle is obtained. · · 

1 17. The disturbance compensation method of claim 13, after the step (c), 

2 further comprises the step Of interpolating the stored values and taking the 

3 interpolated values to a disturbance compensation control input 

.. · 

I 
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