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Method of selection of an available memory size of a circuit including at 
least a processor and a memory and corresponding program and smart 

card 

This invention relates to a method for the selection of an available memory size of 
5 a circuit including at least a processor (for example a CPU, a microprocessor or a 

processing unit) and a memory. 

This invention will be described here in the context of the manufacturing of a 
particular product, the smart card, but it may be applied to other products 
incorporating an electronic circuit, such as an integrated circuit, including a 

10 processor and a total memory. In this same example, a non volatile memory 
(NVM) may be mentioned, but the invention applies to all types of memory (NVM, 
RAM etc.) 

Figure 1 illustrates three suppliers of integrated circuits according to the earlier 

technique, X1, X2 and X3, supplying products to a smart card manufacturer. Each 
15 supplier has several products. In practice, however, the different products have the 

same processor and are only differentiated by different available memories in each 
product. That is the case, for example, in this Figure 1, with supplier X1, and 

product numbers 300K, 320K, 340K and 360K. These products 300K, 320K, 340K 
and 360K each have the same processor but different available memory sizes, 

20 namely 300Kbytes, 320Kbytes, 340Kbytes and 360Kbytes respectively. 

Further, in reality, the products have the same total memory size of 360Kbytes, but 
in an ultimate stage of manufacturing/testing the circuit, the circuit manufacturer 
has elected to make only part of the memory available for addressing a specific 
need of its customers. In such a case, the circuit manufacturer "blocks" and makes 

25 inaccessible (and does not for instance test) that portion of the memory that is not 
made available and defined in this particular case by a memory size that is equal 
to the difference between (a) - 360Kbytes and (b) - the size of the memory made 
available. 

The problem with this solution according to the earlier technique is as follows: 
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- the selection by the circuit manufacturer of an available memory size for 

each circuit makes it necessary for the circuit manufacturer to implement 
elaborate personalisation stages (different tests, different production 
lines) while manufacturing the circuit, making the process more 

5 complex. 

The invention is aimed at remedying the problems. To that end, a method for 
selecting an available memory size has been devised for a circuit comprising at 
least a processor and a total memory. The method includes a stage involving the 
selection of an available memory size that is smaller than or equal to the total 

10 memory. In the invention, the selection stage is implemented by a manufacturer of 
a product incorporating the said circuit, different from the circuit manufacturer, and 
a stage involving the transmission via a communication network to a piece of 
equipment, for example a server, accessible by the circuit manufacturer, of 
information representing the available memory size selected in this way by the 

15 product manufacturer. 

The invention also offers the benefit of remedying the major difference between 
customers' needs as perceived by the circuit supplier and the reality, and thus 
makes it easier for the circuit supplier, and possibly also the buyer of the circuits, 
to manage their inventory. 

20 The invention is thus a method for configuring an available memory size of an 
integrated circuit with at least a processor and a total memory. The method 
comprises a stage for the configuration of an available memory size that is smaller 
than or equal to the total memory. The configuration stage is carried out by a 
circuit user, different from the circuit manufacturer. That configuration stage 

25 includes a stage for the selection of the memory size of the integrated circuit; a 
stage for registering and locking the selected memory size, such registration being 
locked permanently; and a stage for the generation by the integrated circuit of a 
signature representative of the selected memory size. 
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Advantageously, the configuration stage may involve a transmission stage for 
sending the said signature through a communications network to a piece of 
equipment of the circuit manufacturer. 

In respect of another aspect, the invention is an integrated circuit comprising a 
5 total memory that is configurable so as to have an available memory that is 

smaller than the total memory. The integrated circuit comprises at least one 

memory zone to indelibly store a piece of setting up information, to define the 
configuration size of the memory, and a means to generate a signature 
representative of the configuration of the memory size. 

10 On a preferential basis, the integrated circuit may comprise a communication 
interface capable of transmitting the signature. The integrated circuit may include 
blocking/unblocking means that block the normal working of the integrated circuit 
till an unblocking command is sent in response to the sending of the signature. 

The invention also relates to a smart card with an integrated circuit as previously 
15 defined. 

Other characteristics and advantages of this invention will become clearer in the 
description below, to be read in relation with the corresponding drawings attached, 
where: 

- Figure 1, already commented, is an illustration of the circuits manufactured by 
20 three suppliers, the circuits of each supplier being grouped in the figure by 

processor identity; and 

- Figure 2 is a block diagram of the elements for the implementation of the method 
according to the invention. 

DETAILED DESCRIPTION OF THE INVENTION 

25 By reference to Figure 2, according to the invention, the use of a development tool 
supplied by the circuit manufacturer is proposed. To return to the example in figure 
1, according to the invention, the supplier will supply its customer, for any given 
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processor, undifferentiated circuits with an identical processor and a total memory 
of 360 Kb (unlike circuits with the same processor and different available memory 
sizes, namely 300Kbytes, 320Kbytes, 340Kbytes and 360Kbytes respectively, with 
the same total memory size, according to the earlier technique). 

5 The development tool supplied by the circuit supplier is used by its customer, the 
product manufacturer, to select an available memory size that is smaller than or 
equal to that of the total memory. Indeed, it is proposed that the circuits supplied 
are initially in a "blocked" state and the development tool is required to unblock the 
circuit through the selection of the memory size. The development tool asks the 

10 product manufacturer to enter/send to the undifferentiated circuit information about 
the required available memory size. For example, the following data are sent to 
the circuit: 

- Start address, end address and possibly 

- Configuration parameters for a memory management unit (MMU) in the circuit. 

15 The Start address and End address data define a selected available memory size 
in the circuit, for example 300Kbytes, or another size, smaller than or equal to 
360Kbytes (size of the total memory of the circuit in question). 

A boot loader, which is also supplied by the circuit supplier, loads the data into the 
circuit to configure the circuit. Depending on the data, the circuit memory 

20 management unit particularly locks the read and/or write accessibility to only that 
zone of the available memory out of the total memory with a size matching the 
selected size. That stage, where a circuit memory management unit locks the read 
and/or write accessibility to the available memory zone out of the total memory, 
with a size that matches the selected size, is important to allow the circuit supplier 

25 to limit the use of the memory to only the available memory size. A memory 
management unit takes charge of managing the memory, the abstraction of 
addressing (conversion of logical addresses into physical addresses). However, 
there are a number of specific implementations. The memory management unit is 
nevertheless adapted to include a function for denying read/write access to any 
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address that does not belong to all the addresses of the available memory size 
defined by the product supplier. 

That information for setting up the selected memory size, "Start address, End address" 
may optionally be stored indelibly and clearly in the circuit in the OTP (One Time 

5 Programming) memory. 

From this information for setting up the selected memory, a security signature 2 is also 
calculated on the basis of the information "Start address, End address", but also 
typically from a circuit serial number and possibly also an identifier of the commercial 
part number of the circuit. 

10 The information including the "Start address", "End address", "Circuit serial 
number" and the associated signature is then sent via a communication network to 
a server 4, accessible by the circuit manufacturer. 

In that way, information representing the available memory size thus selected by 
the product manufacturer is sent to the circuit supplier identified by its serial 

15 number, particularly for the purpose of charging the price. Such transmission may 
be done at any time, particularly during product manufacturing. A return receipt by 
the server 4 may also constitute a condition for allowing the overall working of the 
circuit, with only the elementary functions of reporting the aforementioned 
information to the server 4 being allowed prior to the return receipt. 
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CLAIMS 

1 - A method for configuring an available memory size of a integrated circuit 
comprising at least a processor and a total memory, the method comprising a 
stage for the configuration of an available memory size smaller than or equal to 

5 that of the total memory, characterised in that the configuration stage is carried out 
by a circuit user other than the circuit manufacturer, and in that the configuration 
stage includes: 

- a stage for selecting the memory size of the integrated circuit, 
- a stage for registering and locking the selected memory size, where such 

10 registration is locked permanently, and 
- a stage for the generation by the integrated circuit of a signature 
representative of the selected memory size. 

2 - A method of configuration according to claim 1 where the configuration stage 
further comprises a transmission stage where the said signature is transmitted via 

15 a communications network to a piece of equipment of a circuit manufacturer. 

3 - An integrated circuit including a total memory that is configurable so as to 
obtain an available memory with a size smaller than the total memory, 
characterised in that it comprises: 

- at least one memory zone to indelibly store setting up information that 
20 defines the configuration size of the memory, and 

- means to generate a signature representative of the configuration of the 
memory size. 

4 - An integrated circuit according to claim 3, which further includes a 
communication interface capable of transmitting the signature. 

25 5 - An integrated circuit according to claim 4, which further comprises the 
blocking/unblocking means that block the normal working of the integrated circuit 
till an unblocking command is sent back in response to the sending of the 
signature. 
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6 - A smart card characterised in that it comprises an integrated circuit according 
to any claim from 3 to 5. 


