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METHODOFMANUFACTURINGPOLYCARBONATES 

The present application is a U.S. non-provisional application based upon and 

claiming priority from Japanese Application Nos. HEI 10-313705, HEI 10-313706, 

HEI 10-313707, and HEI 10-313708, which are hereby incorporated by reference. 

BACKGROUND OF THE INVENTION 

This invention relates to a manufacturing method of polycarbonates by an 

5 ester interchange reaction. More specifically, it relates to a manufacturing method of 

high molecular weight aromatic polycarbonates with improved color by an ester 

interch~ge reaction of an aromatic dihydroxy compound with a carbonic acid di ester. 

Recently, aromatic polycarbonates have been widely adopted for use as 

engineering plastics in many fields because of their excellent mechanical properties 

10 such as high impact resistance and other excellent characteristics such as heat 

resistance and transparency. 

The so-called phosgene method of manufacturing aromatic polycarbonates is 

used commercially, whereby an aromatic dihydroxy compound such as bisphenol is 

reacted with phosgene by interfacial polycondensation. However, the phosgene 

15 method currently employed in industry is associated with a number of problems, 

including the highly toxic nature of phosgene, the need for handling of large 

quantities of sodium chloride generated as a by product, and the public health and 

environmental issues associated with methylene chloride. the solvent conventionally 

used in this reaction. 

20 Jn addition to use ofthephosgene method, it is known that an ester 

interchange reaction (melt method) between an aromatic dihydroxy compound and a 

carbonate diester using an alkali metal salt as the catalyst may be utilized to 

manufacture aromatic polycarbonates; This method of manufacturing aromatic 

polycarbonate& has attracted recent attention because it is inexpensive. Also, toxic 

25 substances such as phosgene and methylene chloride are not required, so it is more 

advantageous from a health and environmental perspective. 

1 



.... .i. 

W000/26276 
PCT/US99/24744 

To achieve high molecular weight polycarbonates with excellent mechanical 

properties when manufacturing polycarbonates by this melt method. the unreacted 

monomers such as bisphenol and diphenyl carbonate must be distilled from the highly 

viscous polycarbonate melt. This requires that the polycarbonate products be 

5 subjected to high temperatures of 250 to 330°C, under a high vacuum over long . 

periods under high vacuum. However, the melt method is often associated with 

problems in achieving excellent quality in tenns of a balance betWeen color and high 

molecular weight. This is due to the alkali metal acting as a catalyst in the ester 

interchange reaction and the occurrence of side reactions such as decarboxylation and 

10 the Kolbe-Schmitt reaction. These side reactions produce branched polycarbonates 

(as shown in the fom;iula below). generate cross linked products and cause coloring of 

the polycarbonate produced ("Polycarbonate Resins," Nikkan Kogyo Shinbun. Sept. 

30, 1969.) 

15 

_}-o-Q- . 
-~-

(X indicates a linear or branched chain hydrocarbon group) 

As a means to solve these problems, Japanese Patent No; H4-89824 disclosed 

the use of (1) nitrogen containing basic compounds, (2) alkali metal compounds or 

alkaline earth metal compotinds. and (3) boric acid or borate ester compounds as 

catalysts. Japanese Patent No. H4-46928 disclosed the use of ( l) electron donor 

amine compounds and (2) alkali metal compounds or alkaline earth metal compounds 

20 as catalysts. Japanese Patent No. H4-175368 disclosed a method wherebymelt 

polymerization in the presence of an alkaline compound catalyst was carried out, 

followed by the addition of acidic compounds and epoxy compounds to the reaction 

products. 

However, although the above disclosed methods helped to improve problems 

25 such as coloring,·they did not always produce satisfactory results. 
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In addition, Japanese Patent No. H7-53704 disclosed a method of 

manufacturing polycarbonates that reduced side reactions and improved color. That 

manufacturing method ofpolycarbonates described (1) a single compound produced 

from (a) an alkali metal compound or al alkaline earth metal compound and (b) a non-

5 volatile acid; or (2) a mixture from (a) an alkali metal compound or an alkaline earth 

metal compound and (b) a non-volatile acid. The described single compound or the 

mixture was then rendered weakly acidic in an aqueous solution and used as a 

catalyst. However, the rate of polymerization achieved by that disclosed method was 

not completely satisfactory. 

10 We (the inventors) successfully accomplished the present invention through 

diligent research efforts, taking into consideration the various types of problems 

described above. We have invented a means to efficiently manufacture 

polycarbonates wherein side reactions are inhibited and color is improved. 

BRIEF SUMMARY OF THE INVENTION 

This invention is a method to manufacture polycarbonates by means of an 

15 ester interchange reaction of a dihydroxy compound and carbonate diester. The 

method utilizes a dihydroxy compound and a carbonate diester as raw materials. in 

which the total amount ofimpurities (alkali metal compounds and alkaline·earth metal 

compounds) is no greater than 1 x 10"7 mole per I mole of the dihydroxy compound. 

The reaction is catalyzed by an alkali metal phosphite per l mole of the dihydroxy 

20 compound. Preferably, 1 x 10·1 to 2 x 10"6 mole of alkali metal phosphite per 1 mole 

of the dihydroxy compound should be used. The alkali metal phosphite should be at 

least one compound selected from among the group oflithium dihydrogen phosphite, 

sodium dihydrogen phosphite, and potassium dihydrogen phosphite. 

DETAILED DESCRIPTION OF THE INVENTION 

The following are further details of this invention relating to a method for 

25 manufacturing polycarbonates. 
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First, an explanation is pre~en~ed about the raw materials for polycondensation 

used as the manufacturing method for polycarbonates related to this invention. 

RAW MATERIAL FOR POLYCONDENSATION 

A dihydroxy compound and a carbonic acid diester are used as raw materials 

for the polycondensation. 

5 There is no particular restriction on the type of dihydroxy compound that can 

be employed. For example, bisphenol compounds represented by the general formula 

(I) below can be used 

(In the formula Rll and·Rb each represent a halogen atom or a monovalent 

10 hydrocarbon group and may be the same or different. The p and q represent integers 

from Oto 4. ·. 

t 
The X represents -y- or 

R' 

I -c--
~- Re and Rd each represent 

a hydrogen atom or a monovalent hydrocarbon group, and may form a cyclic 

structure. Re is a divalent hydrocarbon group.) 

Specific examples of the types of bisphenol compounds that may be 

15 represented by formula [I] above include the following: 

1, 1-bis( 4-hydroxypenyl) methane; 

l, 1-bis( 4-hydroxypenyl) ethane; 

2,2-bis(4-hydroxypenyl) propane (hereinafter referred to as "bisphenol 

A''); 
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2,2-bis(4-hydroxypenyl) butane; 

2,2-bis(4-hydroxypenyl) octane; 

l, l-bis(4-hydroxypenyl) propane; 

1, 1-bis( 4-hydroxypenyl) n-butane; 

bis( 4-hydroxypenyl) phenylmethane; 

2,2-bis( 4-hydroxy-1-methylpenyl) propane; 

l, l-bis(4-hydroxy-t-butylpenyl) propane; 

2,2-bis(4-hydroxy-3-bromophenyl) propane and other bis(hydroxyaryl) 

alkanes; 

l, 1-bis( 4-hydroxypenyl) cyclopentane; 

l,l-bis(4-hydroxypenyl) cyclohexanc and other bis(hydroxyaryl) 

cycloalkanes; 

The X in the bisphenol shown in the above formula may represent and 

-0-, -S-, -SO-, or -S02- group, for example: 

4,4'-dihyrdoxydiphenyl ether; 

4,4'-dihyrdoxy-3,3'-dimethylphenyl ether and other bis(hydroxyaryl) 

ether; 

4,4'·dihyrdoxydiphenyl sulfide; 

4,4'-dihyrdoxy-3,3'-dimethyldiphenyl sulfide and other 

20 bis(hydroxydiaryl) sulfide; 

4,4'-dihyrdoxydiphenyl sulfoxide; 

4,4'-dihyrdoxy-3,3'-dimethyldiphenyl sulfoxide and other 

bis(hydroxydiaryl) sulfoxide; 
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4,4'-dihyrdoxydiphenyl sulfone; 

or 4,4'-dihyrdoxy-3,3'-dimethyldiphenyl sulfone and other 

bis(hydroxydiaryl) sulfone. 

In addition, the bisphenol used may be a compound represented by formula 

5 [II] below. 

(In the formula, R r may represent a halogen atom. a hydrocarbon group 

containing 1 to 10 carbon atoms, or a halogen substituted hydrocarbon group. The n 

represents an integer from 0 to 4. Ifn is 2 or greater, the groups represented by Rf 

1 O may be the same or different.) 

More specifically, the ~isphenol represented by formula [II] may be, for 

example: . resorcinol; a substitll;ted resorcinol compound such as 3-methylresorcinol, 

3-ethylresorcinol, 3-propylresorcinol, 3-butylresorcinol. 3-t-butylresorcinol, 3-

phenylresorcinol, 3-cumylresorcinol, 2,3,4,6-tetrafluororesorcinol, and 2,3,4,6-

15 tetrabromoresorcinol; catechol; hydroquinone; or a substituted hydroquinone 

compound such as 3-methylhydroquinone, 3-ethylhydroquinone, 3-

propylhydroquinone, 3-butylhydroquinone, 3-t-butylhydroquinone, 3-

phenylhydroquinone, 3-cumylhydroquinone, 2,3,5,6-tetramethylhydroquinone, 

2,3,5,6-tetra-t-butylhydroquinone, 2,3,5,6-tetrafluorohydroquinone, and 2,3,5,6-

20 tetrabromohydroquinone. 

The bisphenol used may also be a compound represented by the formula 

below such as: 2,2,2',2'-tetrahydro-3,3,3',3'-tetram.ethyl-1.1'-spirobi-[lH-indene]-6,6'­

diol. 
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Of the above compounds, of which 2 or more can also be combined by 

copolymerization to manufacture polycarbonates. the bisphenols represented by 

formula [I] are preferable, in particular, bisphenol A. 

Example.s of the carbonic acid diester compound that can be used include: 

diphenyl carbonate, bis(2,4-dichlorophenyl} carbonate, bis(2.4,S­

trichlorophenyl) carbonate, bis(2-cyanophenyl) carbonate, bis(o-nitrophenyl) 

carbonate, ditolyl carbonate, m-cresyl carbonate, dinapthy1 carbonate, bis(diphenyl) 

carbonate, diethyl carbonate, dimethyl carbonate, dibutyl carbonate and dicylcohexyl 

10 carbonate, and combinations of two or more thereof; with diphenyl carbonate 

preferred. 

The carbonic acid diesters employed may also contain one or a combination of 

two or more dicarboxylic acids and dicarboxylic acid esters. Specifically, for the 

carbonic acid diester, dicarboxylic acids or the dicarboxylic acid esters should 

15 preferably be present at 50 mole percent or less, and more preferably in an amount of 

30 mole percent or less. 

Examples of these dicarboxylic acids or dicarboxylic acid esters include: 

terephthalic acid, isophthalic acid, sebacic acid, decanedioic acid, dodecanedioic acid, 

diphenyl sebacata, diphenyl terephthalate, diphenyl isophthalate, diphenyl 

20 decanedioate, and diphenyl dodecanedioate. 

Polycondensation of a carbonic acid diester containing the above types of 

dicarboxylic acids and/or dicarboxylic acid esters with the previously mentioned 
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aromatic dihyd.roxy compounds can also be used to manufacture polyester 

polycarbonates. 

During the manufacture ofpolycarbonates; the amount of the above types of 

carbonic acid diesters should be in an amount of0.95 to l .30 moles. and more 

5 preferabJy in an amount of 1.01 to 1.20 moles, per l mole used of the aromatic 

dihydroxy compound. Furthennore, a copolymer polycarbonate can be manufactured 

by using one or more polyfunctional compounds having three or more functional 

groups per molecule may be used in addition to the above-mentioned aromatic 

dihydroxy compounds and carbonic acid diesters to manufacture polycarbonates by 

lO copolymerization. 

15 

20 

These types of polyfunctional compounds should preferably be those having 

phenolic hydroxyl groups or carboxy1 groups, with compounds having three phenolic 

hydroxyl groups preferred. Specific examples include: 

1, l, 1-tris(4-hydroxyphenyl) ethane; 

2,2',2"-tris( 4-hydroxyphenyl) diisopropylbenzene; 

a.-methyl-a., a.1
, a.'-tris(4-hydroxyphenyl)-l ,4-diethylbenzene; 

a., a.', a."-tris(4-hydroxyphenyl)-l,3,S-triisopropylbenzene; 

phJoroglucinol; 

4,6-dimetbyl-2,4,6-tri(4-hydroxyphenyl)-heptane-2; 

1,3,S-tri( 4-hydroxyphenyl)benzene; 

2,2-bis[4,4-(4·,4'-dihydroxyphenyl)-cyclohexyl]-propane; 

trimellitic acid; 

1,3 ,5-benzene tricarboxylic acid; 

and pyromellitic acid. 
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Of the above compounds, 1,1, l-tris(4-hydroxyphcnyl) ethane, a, a.', a."-tris(4-

hydroxyphenyl)-l,3,S-triisopropylbenzene, and the like can be used to particular 

advantage. 

When using these types of polyfunctional compounds, the amount of 

5 polyfunctional compound used should generally be in an amount of0.03 mole or less, 

preferably 0.001to0.02 mole, and even more preferably 0.001to0.01 mole, per mole 

of the total amount of the aromatic dihydroxy compound. 

The raw materials used are such that the amounts Of alkali metal compound 

and alkaline earth metal compound contained in the above-mentioned dihydroxy 

10 compound and the carbonic acid diester are limited to the amount at which catalytic 

performance is ·exhibited (hereinafter referred to as the effective catalytic amount), up 

to S x I 0-7 mole. In one embodiment, an amount sufficient to exhibit catalytic 

performance, but less than 1 x 10-7 mole is preferred, while in another embodiment 1 

x 10-7 to S x 10-7 mole is preferred with 2 x 10-7 to 4 x 10·7 mole of sodium hydroxide 

15 per mole of dihydroxy compound especially preferred. 

There will be a decrease in polymerization activity if the amounts of alkali 

metal compound and alkaline earth metal compound contained in the dihydroxy 

compound and the carbonic acid diester is less than 1x10·7 mole of sodium 

hydroxide per mole of dibydroxy compound, but the coloring will worsen and 

20 branching will increase if these amounts are greater than 5 x 10-7 of sodium hydroxide 

per mole of dihydroxy compound. 

The actual catalytic amount of the alkali metal compound and/or alkaline earth 

metal compound in the raw materials can be directly quantified, usually by titration, 

but it is exceedingly difficult to measure by titration the effective catalytic amount 

25 equivalent to a minute amount of sodium hydroxide as above. Consequently, it is 

surmised that it is accurate and ideal to.detennine the amount at which the alkali 

metal compound and/or alkaline earth metal compound contained in the raw materials 

effectively act as ester interchange reaction catalysts (effective catalytic amount). 

In specific terms, the effective catalytic amount can be detennined as follows: 
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In advance, a calibration curve is produced to express the relationship between 

the.catalytic amount when the bisphenol and the carbonic acid diester are subjected to 

an ester interchange reaction (the amount at which the compounds effectively act as 

catalysts) and the degree of ester interchange reaction. Here, the amount of sodium 

5 hydroxide of the bisphenol per mole of pure bisphenol is tenned the catalytic amount. 

A "pure bisphenol" is a bisphenolthat contains substantially no acidic or ba5ic 

impurities. The degree of ester interchange reaction can be determined, for instance, 

as the amount of oligomers, phenols, and unreacted bisphenol or carbonic acid diester 

produced by the reaction, which can be measured with a near infrared meter, 

10 refractometer, high performance liquid chromatograph, or another such analysis 

apparatus. 

By measuring the degree of ester interchange reaction when the bisphenol 

containing an alkali metal compound and/or an alkaline earth metal compound and the 

carbonic acid diester manufactured as above are subjected to an ester interchange 

15 reaction under the same conditi.ons (temperature and pressure) as in the ester 

interchange reaction conducted in the production of the calibration curve, we can 

detennine from the above-mentioned calibration curve the amount at which the alkali 

metal compound and/or alkaline earth metal compound contained in the raw materials 

effectively act as ester int~change.reaction catalysts, that is, the effective catalytic 

20 amount of the bisphenol as the amount having the same catalytic activity as sodium 

hydroxide per mole of pure bisphenol. 

Raw materials for which the effective catalytic amount has thus been 

controlled can be obtained by adding an alkali metal compound or alkaline earth 

metal compound to the product of refining a dihydroxy compound and a carbonic acid 

25 diester by distillation, recrystallization, or another such method using a manufacturing 

apparatus that is very controlled in tenns of accuracy. 

Examples of the alkali metal compound and/or alkaline earth metal compound 

include organic acid salts. inorganic acid salts, oxides. hydroxides, hydrides, 

alcoholates. and the like of alkali metals and alkaline earth metals, specific examples 

30 of which include sodium hydroxide, potassium hydroxide •. lithium hydroxide, sodium 
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hydrogencarbonate, potassium hydrogencarbonate, lithium hydrogencarbonate, 

sodium carbonate, potassium carbonate, lithium carbonate. sodium acetate, potassium 

acetate, lithium acetate, sodium stearate, potassium stearate. lithium stearate, sodium 

borohydride, lithium borohydride, sodium borophenide. sodium benzoate, potassium 

S benzoate, lithium benzoate, a disodium salt, dipotassium salt, or dilithium salt of 

bisphenol A, a sodium salt, potassium salt, or lithium salt of a phenol, and other such 

alkali metal compounds~ and calcium hydroxide, barium hydroxide, magnesium 

hydroxide, strontium hydroxide, calcium hydrogencarbonate, barium 

hydrogencarbonate, magnesium hydrogencarbonate, strontium hydrogencarbonate, 

10 calcium carbonate, barium carbonate, magnesium carbonate, strontium carbonate, 

calcium acetate, barium acetate, magnesium acetate, strontium acetate, calcium 

stearate, barium stearate, magnesium stearate, and strontium stearate. 

Furthermore, the polycarbonates may be manufactured in a closed system 

wherein the apparatus for manufacturing the raw materials and the apparatus for 

15 manufacturing the polycarbonates are directly connected. Manufacturing of 

polycarbonates by this type of closed system can help to eliminate mixing in of 

impurities. 

During the manufacture of polycarbonates described in this invention, a chain 

termination agent may also be used with the above-mentioned aromatic dihydroxy 

20 compounds and carbonic acid diesters. 

25 

The tennination agent used may be an aryloxy compound capable of 

introducing terminal groups, represented by the general formula [IV] below, that can 

be introduced as a tenninal group to the end of the manufactured polycarbonate 

molecules. 

ArO- ... [IV] 

In the fonnula, Ar represents an aromatic hydrocarbon group containing 6 to 

50 carbon atoms. There is no specific restriction ori the type of aromatic hydrocarbon 

group, which may be a condensed ring structure such as a phenyl group, naphthyl 

group, anthranyl group, or the like, or one of these aromatic rings may form a ring 

11 
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saturated with a hydrocarbon atom(s), a hetero atom andior different atoms may form 

cyclic structures. In addition. these aromatic rings may be substituted with a halogen 

or alkyl group containing l to 9 carbon atoms. 

These types of aryloxy compounds may include: phenol, diphenyl carbonate, 

5 p-tert-butylphenol, p-tert-butylphenylphenyl carbonate, p-tert-butylphenyl carbonate, 
. . 

p-cumylphenol, p-cumylphenylphenyl carbonate; 2,2,4-trimethyl-4-(4-

hydroxyphenyl) chroman, 2,2,4,6-tetramethyl-4-(3,S-dimethyl-4-hydroxyphenyl) 

chroman, 2,2,3-trimethrl-3-(4-hydroxyphenyl) chroman. 2,2,3,6-tetramethyl-3-(3,5-

dimethyl-4-hydroxyphenyl) chroman. 2,4,4-trimethyl-2-(2-hydroxyphenyl) chroman, 

10 and 2,4,4,6-tetramethyl-2-(3,5-dimethyl-2-hydroxyphenyl) cbroman. other chroman 

compounds, as well as one or a combination of the above types of these compounds. 

15 

These aryloxy compounds should be present in amount of0.01to0.2 mole, 

preferably at 0.02 to 0.15 mole, and more preferably at 0.02 to 0.1 mole per 1 mole of 

the aromatic dihydroxy compound. 

If the arloxy compound is used in this amount as a chain terminator, then the 

molecular terminals of the polycarbonate that is obtained will be terminated with 

groups expressed by the above~mentioned formula IV in a proportion of 1 to 99%, 

with 10 to 97% being preferable and 20 to 95% being even better. 

A polycarbonate, to which tenninal groups represented by the formula [ 1 VJ 

20 above have been introduced in the above-mentioned ratios. bas excellent heat 

resistance, and in addition, even if oflow molecular weight, demonstrates excellent 

mechanical properties such as high impact resistance. 

12 
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In addition to the above-mentioned aryloxy compounds. one or more aliphatic 

monocarboxy compounds capable of introducing one or more aliphatic hydrocarbon 

uriits represented by the formula [V] below, can also be introduced as chain 

tenninators. 

In the fonnula, R represents a straight-chain or branched alkyl group 

Rco-
11 
0 

containing 10 to 30 carbon atoms which may be substituted with a halogen. 

Specifically, these aliphatic monocarboxy compounds may include one or a 

combination of: undecanoic acid, lauric acid, tridecanoic acid, pentadecanoic acid, 

palmitic acid, heptadecanoic acid, stearic acid, nonadecanoic acid. heneicosanoic acid, 

10 tricosanoic acid, and melissic acid and other alkyl monocarboxylic acids; and methyl 

stearate, ethyl stearate, and phenyl stearate and other methyl esters. ethyl esters, and 

phenyl esters of the above alkylmonocarboxylic acids as well as other alkyl 

monocarboxylic acid esters. 

These types of aliphatic monocarboxy compounds should be present in 

15 amounts of0.01to0.20 mole, preferably at 0.02 to 0.15 mole, and more preferably at 

0.02 to 0.10 mole, per mole of the aromatic dihydroxy compound. Use of the above 

types of termination agents in total amounts greater than 0.2 moles per mole of the 

aromatic dihydroxy compound may reduce the rate of polymerization. 

POL YCONDENSATION STEP 

The present invention involves subjecting polycondensation raw materials 

20 containing the above-mentioned effective catalytic amount of an alkali metal 

compound or an alkaline earth metal compound to polycondensation in the presence 

of a polycondensation catalyst. 

CATALYST FOR POLYCONDENSATION 

In this invention an {a).alkali metal phosphite, a (b) compound which 

decomposes or volatilizes at a temperature of 100 to 300°C and/or an {c) alkali metal 

13 
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phosphorous-containing inorganic salt and/or an alkaline earth metal phosphorous­

containing inorganic salt is used as the catalyst for polycondensation. 

The alkali metal phosphorus-containing inorganic salt and/or alkaline earth 

metal phosphorus-containing inorganic salt is a salt of a phosphorus-containing 

5 inorganic acid and an alkali.metal and/or an alkaline earth metal. Examples of alkali 

metals include lithium, sodium, potassium, cesium, and rubidium, while examples of 

alkaline earth metals include magnesium calcium, and strontium. Examples of 

phosphorus-containing inorganic acids include phosphorous acid, phosphoric acid, 

hypophosphorous acid, pyrophosphoric acid, triphosphoric acid, and polyphosphoric 

10 acid. 

A phosphite of an alkali metal compound is particularly favorable as this (c) 

alkali metal phosphorus-containing inorganic salt and/or an alkaline earth metal 

phosphorus-containing inorg~c salt, specific examples of which include lithium 

dihydrogen phosphite (LiH2P03), sodium dihydrogen phosphite (NaH2P03), 

15 potassium dihydrogen phosphite (KH2P03), rubidium dihydrogen phosphite 

(RbH2P03), cesium dihydrogeil phosphite (Cs H2P03), dilithium hydrogen phosphite 

(LhHP03), disodium hydrogen phosphite (Na2HP03), dipotassium hydrogen 

phosphite (KzHP03), dirubidium hydrogen phosphite (Rb2HP03), dicesium hydrogen 

phosphite (Cs2HP03), trilithiuni phosphite (LhP03), trisodium phosphite (Na3P03), 

20 tripotassium phosphite (KJP03), trirubidium phosphite (Rb3P03), and tricesium 

phosphite (Cs)1>03). One or a combination of 2 or more· of these compounds may be 

used. Of these compounds, which may be used singly or in combination oftwo or 

more, lithium dihydrogen phosphite (LiH2P03), sodium dihydrogen phosphite 

(NaH2P03), and potassium dihydrogen phosphite (KH2P03) are preferable. 

25 These types of alkali metal phosphites, which have excellent catalytic activity, 

should be present in amounts of 1x10·1 to 2 x 10~ mole. and preferably at 5 x 10-7 to 

1.5 x 10-6 mole, per mole of the dihydroxy compound. 

The (c) alkali metal phosphorus-containing inorganic salt and/or alkaline earth 

metal phosphorus-containing inorganic salt may be produced by supplying an alkali 

14 
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metal and/or alkaline earth metal c~mpound. such as sodium hydroxide, potassium 

hydroxide, lithium hydroxide, sodium hydrogencarbonate. or potassium 

hydrogencarbonate, and a phosphorus-containing inorganic acid from separate paths 

to a raw material agitation vessel or melt polycondensation vessel, and allowing the 

5 alkali metal and/or alkaline earth metal compound to react with the phosphorus­

containing inorganic acid in the agitation vessel or melt polycondensation vessel. 

This (c) alkali metal phosphorus-containing inorganic salt and/or alkaline 

earth metal phosphorus-containing inorganic salt, which has excellent catalytic 

activity, is preferably used in an amount of 1 x 10·7 to 2 x 10"6 mol, arid more 

10 preferably 5 x 10·1 to 5 x 15-6 mot, per mole of dihydroxy compound. 

When raw materials are used such that the effective catalytic amount in the 

raw materials is within a specific range, and a (c) alkali metal phosphorus-containing 

inorganic salt and/or alkaline earth metal phosphorus-containing inorganic salt is used 

as a polycondensation catalyst, a polycarbonate with good coloring and little 

15 branching can be manufactured while maintaining a satisfactory level of activity for .· 

practical purposes. 

Also, a (b) compound that decomposes or volatilizes at a temperature of I 00 to 

300°C, e.g., a basic compound, may be used as a catalyst alone or along with the 

above-mentioned (c) alkali metal phosphorus-containing inorganic salt and/or alkaline 

20 earth metal phosphorus-containing inorganic salt. More specifically, at least one 

compound selected from the group consisting of ammonium compounds and 

phosphonium compounds is favorable, with at least one compound selected from the 

group consisting of quaternary ammonium compounds and quaternary phosphonium 

compounds particularly favorable. Examples of quaternary ammonium compounds 

25 include: one or more compounds selected from the group consisting of 

tetramethylammonium hydroxide (Me4NOH). tetraethylammonium hydroxide 

(E4NOH), tetrabutylammonium hydroxide (Bu4NOH), and 

trimethylbenzylammonium hydroxide and other quaternary ammonium compounds. 

Examples of quaternary phosphonium compounds include: tetramethylphosphonium 

30 hydroxide (Me4PQH), tetraethylphosphonium hydroxide (E4POH), and 

15 
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tetrabutylphosphonium hydroxide (BU4POH) and other such quaterrl:ary phosphonium 

compounds. These compounds can be used singly or in combination of two or more 

types. 

This (b) compound that decomposes or volatilizes at a temperature of I 00 to 

5 300°C should be used in an amount of 1 x 10·7 to 1 x 10·1 mol, and preferably l x 1 o·5 

to l x 10·2 mol, per mole of dihydroxy compound. The use of a {b) compound that 

decomposes or volatilizes at a temperature of 100 to 300°C and a phosphite of an 

alkali metal compound as catalysts results in fewer tenninal OH groups and in a 

suppression of color deterioration during molding and of the generation of 

10 electrostatic charges. 

PROCESS OF POLYCONDENSATION 

Polycondensation may be accomplished in a orie or two stage process. The one 

stage process comprises manufacturiltg polycarbonates by melt polycondensation of 

the previously mentioned dihydro:xy compounds and carbonate diesters in the 

presence of the above (a) alkali metal phosphites, the (b) compound which 

15 decomposes or volatilizes at a temperature of 100 to 300°C, and/or the (c) alkali metal 

phosphorous-containing inorganic salt and/or alkaline earth metal phosphorous­

containing inorganic salt. 

The polycondensation reaction for bisphenol compounds with a carbonate 

diester can be carried out under similar conditions as those for previously known 

20 polycondensation reactions. 

Specifically, the bisphenol compound and the ca£bonate diester should be 

reacted at atmospheric pressure during the first stage reaction at a temperature of 80 to 

250°C, preferably at 100 to 230°C, and more preferably at 120 to 190°C, and in 

general for 0 to S hours preferably for 0 to 4 hours, and even more preferably for 0 to 

25 3 hours. The reaction temperature is then raised while the reaction system is reduced 

in pressure, thus bringing about a reaction between the bisphenol and the carbonic 

acid diester, and finally the bisphenol and the carbonic acid diester are subjected to a 
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polycondensation reaction at 240 to ~20°C under reduced pressure of 5 mm Hg or 

less. 

Because the manufacturing method of polycarbonates uses a phosphite of an 

alkali metal and/or an alkaline earth metal as the catalyst for polycondensation, side 

5 reactions that occur when conventional alkali metal compounds are utilized are 

reduced. A polycarbonate with improved color can be manufactured efficiently, 

while minimizing the production of branched structures such as those represented by 

the formulas [VI] and [VII] shown below. 

0 -0-
0 ~A 

-o-Q-x o[-0-

-o-Q-x-O-o/ o 
0 

(VI) 

. II ~ o ' . a--er-
-=' " _ (VII) 

-o )( 0 - --0- ~ A ~x-0-o-
Alternatively, the polycarbonate manufacturing method can be a two stage 

10 process as will now be described through reference to Figure 1. 

FIRST STAGE OF THE POLYCONDENSATION STEP 

First, raw materials including the above-mentioned dihydroxy compound and 

carbonic acid diester are mixed in an agitation tank or the like, after which they are 

transferred to a polymerization tank and subjected to polycondensation. 

In the first stage of the polycondensation step, at least one type of compound 

15 selected from among ammonium compounds and phosphonium compounds (as 

discussed above) is used as a catalyst. 

17 
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The mixing of the polycondensation raw materials and the catalyst usually 

should be conducted in a nitrogen atmosphere at atmospheric pressure. 

The first stage of the polycondensation step is preferably conducted at a 

temperature of 270°C or lower, with 80 to 250°C preferable, 100 to 230°C more 

5 preferred, and .120 to l 90°C especially preferred. The reaction duration here should 

be 0 to 5 hours, with 0 to 4 hours preferred and 0 to 3 hours especially preferred, 

wherein the pressure h~e should be from atmospheric pressure to 100 torr, with a 

nitrogen atmosphere preferred. 

SECOND STAGE OF THE POL YCONDENSA TION STEP 

Next, an alkali metal phosphorus-containing inorganic salt and/or an alkaline 

10 earth metal phosphorus-containing inorganic salt is added as a catalyst to the 

polycondensation product obtained in the first stage of the reaction. and further 

polycondensation is conducted. 

This alkali metal phosphorus-containing inorganic salt and/or alkaline earth 

metal phosphorus-containing inorganic salt may be added in its entire amount in the 

15 second stage, or it may be added in batches in .the second and subsequent stages so 

that the total amount is within the range given above. 

It is preferable in the second and subsequent stages of the polycondensation 

step for the reaction temperature to be raised while the reaction system is reduced in 

pressure compared to the first.stage, thus bringing about a reaction between the 

20 bisphenol and the carbonic acid diester, and for the bisphenol and the carbonic acid 

diester finally to be subjected to a polycondensation reaction at 240 to 320°C under 

reduced pressure of 5 mm Hg or less, and preferably 1 mm Hg or less. 

The compound selected from among ammonium compounds and 

phosphonium compounds that is used as a catalyst in the first stage of the 

25 polycondensation step will volatilize under the reduced"'.'pressure and heating 

polycondensation conditions in the second and subsequent stages. Accordingly, the 

polymerization can be sustained longer if the alkali metal phosphorus-containing 
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inorganic salt and/or alkaline earth ~etal phosphorus-containing inorganic salt is used 

as a polycondensation catalyst in the second and subsequent stages of the 

polycondensation step. 

When the compound selected from among ammonium compounds and 

5 phosphonium compounds used as a catalyst in the first stage of the polycondensation 

step is mixed with the alkali metal phosphorus-containing inorganic salt and/or 

alkaline earth metal phosphorus-containing inorganic salt used as a catalyst in the 

second stage of the polycondensation step, the two may react and produce a hydroxide 

of the alkali metal and/or alkaline earth metal, but if the compound selected from 

10 among ammonium compounds and phosphonium compounds and the alkali metal 

phosphorus-containing inorganic salt and/or alkaline earth metal phosphorus­

containing inorganic salt are used in different polycondensation stages, no hydroxide 

of the alkali metal and/or alkaline earth metal will be produced. Furthermore. side 

reactions such as those given below that result from the presence of this hydroxide 

15 will therefore be suppressed even better, there will be less production of the branched 

structures expressed by fonnulas [VI] and [VII], shown above, and a polycarbonate 

with improved coloring can be manufactured efficiently. 

Employing either of the above manufacturing methods makes it possible to 

obtain a polycarbonate with excellent coloring (hereinafter referred to as a 

20 polycarbonate [A]) at a high polymerization activity. 

The manufacturing method pertaining to the present invention is not limited to 

what is depicted in Figure 1, and may ·be either a continuous or batch process. The 

reaction apparatus used in conducting this reaction may be a horizontal type, tube 

type, or column type. Furthermore, there are preferably at least two polymerization 

25 stages, although there are no particular restrictions on the number of stages. 

The intrinsic viscosity of the polycarbonate obtained in this manner, as 

measured in 20°C methylene chloride, is usually 0.10 to 1.0 dUg, with 0.30 to 0.65 

dL/g being preferable~ 
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With the polycarbonate m~ufactured by the method penaining- to the present 

invention, it is preferable for the branch structur~_~xpressed by fonnula [VI] t0-be 

present in an amount of 1500 ppm or less, more preferably_ !_000 ppm or less, and 

most preferably 800 ppm or less, and for the branch structure expres~~ by fonnula 

5 [VII] to be present in an amount of200 ppm-or less, more preferably 100 ppm 9_r less, 

and most preferably 50 ppm or less. 

For quantitative determination of these branched _compounds,-an, ~lkali such as 

sodium hydroxide can be added to the manufactured polycarbonates in order to ___ _ 

hydrolyze and generate the branched compounds represented by the formulas [VI'] 

10 and [VII'] shown below. The quantitj.es of these compounds can then be assayed by 

high performance liquid chromatography (HP~g). 

15 

20 

-o-0-•-d= (VI'} 

-0-0-x-q-~cr-o-OH (VIl1 

COOH -

(X represents a linear or branched chain hygrocarbon group.) 

In this invention. the [A] polycarbonate reaction product obtained as described 

above does not have to be cooled. Instead, immediately atler.the polycondensation 

reaction, a derivative such as [BJ below, formed from a sulfur containing acidic 

compound with a pKa value of3 or-le~s and/or a derivative fonned from the acidic 

compound (hereinafter also referred to as the -[B] acidic compound). may be add~d. 

Examples of the [BJ acidic compound include: sulfurous acid, sulfuric acid, 

sulfonic acid, a sulfine.based compound. _a sulfone-based compound, or_.any related 

derivative. Specific examples include: ethyl benz~~~ulfonate, butyl 
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benzenesulfonate, methyl p-toluenesulfonate, ethyl p-toluenesulfonate and butyl p­

tuluenesulfonate. 

This (B] acidic compound should be contained in an amount of 0.1 to 50 times 

(molar), and preferably 0.1to15 times (molar), and more preferably 0.1 to 7 times 

5 (molar), with respect to the combined amount of the alkali or alkaline earth metal 

compound contained in the dihydroxy compound and the carbonic acid diester, and 

the alkali metal phosphorus-containing inorganic salt used in the reaction of the 

above-mentioned [A] polycarbonate. When the acidic compound [BJ is added in this 

amount to the reaction product {polycarbonate) [A], the phosphites of alkali metals 

10 remaining in the polycarbonate will be neutralized or weakened [in alkalinity]. 

alJowing a polycarbonate ultimately to be obtained with even better water resistance 

and residence stability. 

Furthermore, [C] water may also be added with the above [B] acidic 

compounds. The amount of[C] water added ta the polycarbonate [A] should be S to 

15 1000 ppm. preferably 10 to 500 ppm, and more preferably 20 to 300 ppm. The 

addition of the [B] acidic compound and [C] water will further increase the efficiency 

of neutralization of the polycondensation catalyst in the [A] polycarbonate and can 

result in the production of a polycarbonate with good stability during melting and 

superior color, transparency, moisture resistance, and weather resistance. 

20 The molding of the [A] polycarbonate is perfonned with an ordinary kneader, 

such as a uniaxial extruder, biaxial extruder, or static mixer, and these kneaders can 

be used effectively whether or not they are vented. 

Furthennore, the [BJ acidic compound and [C] water may be added while the 

[A] polycarbonate obtained by the polycondensation reaction is in a molten state 

25 within the reactor or extruder, and the [B] acidic compound and [C] water may be 

added separately or simultaneously with no restrictions on the order of addition. 

Simultaneous addition is preferred. 

Additives [D] may also be added to the polycarbonate [A] product as long as 

they do not adversely effect the basic objectives of this invention. These additives 
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[DJ include a wide range of substances that are conventionally added to 

polycarbonates for a variety ofpurP°oses. Specific examples include: thennal 

stabilizers, epoxy compounds, ultraviolet absorbers, mold release agents, colorants, 

antistatic agents, slipping agents, anti-blocking agents, lubricants, anti-fogging agents, 

5 natural oils, synthetic oils, waxes, organic fillers, and inorganic fillers. 

This invention provides a method of efficiently manufacturing polycarbonates 

with improved color, yet at the same time inhibits side reac.tions .and minimizes 

branching. The polycarbonates produced can be peJletized, and are ideal for a number 

of applications, including use as general molding materials, as sheets and other 

10 construction materials, as headlight lenses for automobiles, as eyeglasses, optical 

lenses, optical recording materials, and other optical materials. as well as other 

applications. These polycarbonates are especially ideal for use as an optical molding 

material. 

The following ex~ples provide more detailed explanations about this 

15 invention. However, this invention is not limited to these working examples. 

20 

EXAMPLES 

Properties demonstrated by working examples of this invention are measured 

in the following manner. 

(Quantitative Analysis of Alkali Metals and Alkaline Earth Metals in Raw 

Materials] 

Samples of the raw materials were placed in a clean bottle and analyzed by 

conventional atomic absorption methods to determine the presence of each constituent 

to the .. parts per billion" (ppb) level. 

[Polycarbonate Intrinsic Viscosity(IV)] 

Intrinsic viscosity was measured with a Ubbellohde viscometer at 20°C in 

25 methylene chloride (0.5 g/dl). 

[Polycarbonate Hue (Yellow Index: Yl)J 
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A 3-mm injection molded plate of polycarbonate was prepared (cylinder 

temperature, 290°C; injection pressure, 1000 Kg/cm; 1cycle.45 sec; mold 

temperature. 100°C). A color and color difference meter ( ND-1001 DP. Nihon 

Kenshoku Kogyo) was used to measure X. Y and Z values by a transmittance method 

5 in order to determine the yellow index (YI). 

YI = 100 ( 1.277 X - 1.060Z)/Y 

[Concentration of Polycarbonate Terminal Oil Groups] 

A 0.4 g sample of the product was dissolved in 3 ml of chloroform. The ratio 

(%)of terminal OH groups to the total concentration oftenninal groups was then 

10 calculated by carbon-13 nuclear magnetic resonance (NMR). 

[Determination of Polycarbonate Branching] 

The amount of branching was determined by quantitative analysis for the two 

types of compounds represented by formulas (1) and (2) below. This was 

accomplished by alkali hydrolysis of the polycarbonate product, followed by analysis 

15 with high-performance liquid chromatography (HPLC). 
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(1) 

-o-Q-1-Q-. 0-Q-1-~ (2) 

COOH 

Working Examples 1, 10, 33 

The apparatus used for polycarbonate polymerization included on agitator 

5 vessel to mix the raw .materials, two prepolymerization vessels, and two horizontal 

polymerization vessels. The apparatus is shown in Fig. I. The conditions for each 

reaction are shown in taj)le 1 below. 

10 

Table 1 
Pressure (tdrr) Temperature (0 C) Mean Residence 

Time{hr) 
Agitator vessel . Ab:ilosj>betjc Pressure 160 2 

(nitrogen atmosphere) 
Prepolymerizatioo, vessel I 100 230 1 
Prcpolymcnzation vessel II 20 270 o;s 

Horizontal polymerization vessel I 2 305 0.5 
Horizontal polymerization vessel II 0.5 305 0.5 

The molten bisphenol A from the pipe directly connected to the bisphenol A 

manufacturing apparatus (supply rate, 36.0 kg/hr}; the molten diphenyl carbonate 

from the pipe directly after distillation (supply rate, 34. 7 kg/hr); and the designated 

amount of phenol solution of a catalyst were continuously supplied to the agitator 

vessel, which was ~tained at the temperature shown above. This mixture was 

15 sequentially supplied (at a supply rate equivalent to 36.0 kg/hr ofbisphenol A) to 

prepolymerization vessel I, prepolymerization vessel II. horizontal polymerization 

vessel I. and horizontal polymerization vessel II, and polymerized under the reaction 

conditions shown above in order to manufacture the polycarbonate. 
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The intrinsic ~~~cosity, concentration of terminal dH::groups, polycarbonate 

color, and amount of branching of the manufactured polycarbonates were then 

detennined. The results are shown in Table 2. 

The alkali metal compounds and alkaline earth metal compounds in the 

5 bisphenol A and diphenyl carbonate used as starting materials were less than 1 x 10·7 

mole per 1 mole of the dihydroxy compound. More specifically. the amounts were 

below detectable limits. 

Working Examples 2 to 9, Comparison Examples l to 9 

Polycarbonates were also manufactured by a process similar to Working 

10 ·Example l, but with different types and/or amounts of catalysts. The results are 

presented in Table 2. 
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Table 2 
Catalyst -: Polycarbonate I 

Catalyst Amount of IV .

1 

Concentration YI j Branched Branched 
Catalyst (x 10"" (dl/gj ot"Tenninal OH Compound Compound 

mol/BPA) · · Groups to/ol I 11>1ppm> (2)(ppm} 
Working 1..iHiPO, l.S 0.54 15 0.95 210 <10 

example I ' 
·working LiH2PO, 1.0 0.51 17 1 0.93 ISO. <10 
example 2 ! 
Working LiH2P°' o.s 0.45 19 I 0.93 90 <10 

example3 
Working NaH2PO, l.S o.ss 13 0.96 I 260 <10 

cxample4 
Working NaH2P03 1.0 O.Sl IS 11.94 180 <10 

examples 
Working NaH2PO, o.s 0.46 17 0.93 110 <10 

example6 
Working KH2PO, l.S 0.57 13 0.98 ! 380 <10 

example7 I 
Worldng KH2P~ LO •0.54 14 0.9S 250 <10 

example 8 
Working lU1.2PO, 0.5 0.48 . 13 

I 
0.94 180 <10 

example9 
Comparison NaH2PO .. 3.0 0.30 38 I Could <10 <10 
example 1 not mold 

Companson NaH2P04 2.0 0.29 41 Could <10 <IO 
example2 not mold 

Comparison KH2P04 3.0 0.31 37 Could <10 <10 
example3 ·I not mold 

Comparison KH2PO, 2.0 Q.30 39 Could <10 <IO 
example4 not mold 

. Comparison LiOH 1.0 O.S3 14 I 1.23 IS30 80 
examples 

Comparison NaOH 1.0 0.55 IS i 1.24 2120 120 
example6 

Companson NaOH o.s 0.52 17 I I.IS 1210 70 
example? I 

Comparison KOH 1.0 0.56 13 I 1.28 2370 140 
example8 

Comparison KOH 0.5 0.53 16 j l.20 I 14SO 70 
example9 i 

Working Examples 10 to 19 and Comparative Examples 10 to 20 

Polycarbonates were manufactured in the same manner as in Working 

S Example 1 except that the types of catalyst and the usage amounts were varied as 

shown in Table 1. 

These results are given in Table 3. 
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Table 3 
-

Cata vst I . Polycarbonate , 
AlkaU metal conipaunct Compaund that IV Tenninal VI I Branched I Branched 

decomposes or OH group Compaund I Compaunct 
volatilizes at 100 to concen- (1) I (2) 

' 3oo·c tration 

I Type of Amount of Type of Amount 

I 
catalyst catalyst catalyst of catalyst 

(X10-S 
(di/al I mol/BPAI (%) (ppm) {ppm) 

Working 
I ExamnlA10 LiHaPO, 1.5 Me.NOH 5x10-S 0.52 8 0.95 220 <10 Working I ExamnlA 11 LH1PO, 1.0 Me.NOH 5x10-S 0.49 8 I 0.93 150 <10 Working 

Examote 12 LllbPO, 0.5 Me.NOH 5x11>5 0.44 9 0.93 100 <10 Working 
Examole13 NaHiPO, 1.5 Me.NOH 5x106 0.53 7 0.96 260 <10 Working 
Example 14 NaHzPO, 1.0 Me.NOH. 5x106 0.50 8 0.93 190 <10 Working 
Examole 15 Nal-bPO, 0.5 Me.NOH 5x106 0.43 8 I 0.92 120 <10 Walking 

I Examola 16 KHiPO, 1.5 Me.NOH 5x10-S. 0.55 6 0.97 370 <10 Working 
Ex•nmla 17 !%PO, 1.0 Me.NOH 5x10.r; 0.52 6 0.95 260 <10 Working 
Examole 18 KHi'O, 0.5 Me.NOH 5x10-S 0.45 7 0.94 190 <10 Worlllng 
ExamlllA 19 NIH2P03 1.0 Bu.POH 5x10.S' 0.51 7 0.93 180 <10 Comparalive Molding Examole 10 Nal-bPO• 3.0 Me.NOH 5x10.S OZT 32 imllOssible <10 <10 Comparatve Molding Exa11111le 11 Nal-bPO• 2.0 Me.NOH sX10-S 0.26 35 lmrxmibla <10 <10 Comparative Molding Examole12 KthPO, 3.0 Me.NOH 5x10-S o.:io 31 imrxmible <10 <10 Cornp:nlive I Molding Examole13 KH2f'O, 2.0 Me.NOH 5x10.s 0.28 33 imMBib(& <10 <10 Comparative 
Examola 14 LiOH 1.0 Me.NOH 5x10" 0.51 7 1.24 1560 90 Comparative 

' Examole15 NaOH 1.0 Me.NOH 5x10.S 0.53 7 1.24 2100 130 Comparative 
Examale16 NaOH 0.5 Me.NOH 5x10.S 0.50 6 1.16124 1240 80 Comparative 
Examole17 KOH 1.0 Me.NOH 5x1D-5 0.53 6 1.27 2380 150 Comparative 
Exam11la18 KOH 0.5 Me.NOH 5x106 0.51 6 1.21 1470 80 Comparative Molding ExamDle19 NaH2"04 2.0 Bu.POH 5x10.S 0.27 34 imoossible <10 <10 Comparative 
ExamDle20 HBOH 1.0 Bu.POH 5x10.S 0.53 7 1.26 1520 80 

Working Example 20 

The apparatus used for the polymerization of the polycarbonate was equipped 
5 with one agitation tank for mixing the raw materials, two prepolymerization tanks, 

and two horizontal polymerization tanks. The various reaction conditions were as 
given below. 
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Table4 
Pressure (torr) Temperature Mean residence 

(°C) time (hours) 
Agitation tank atmospheric pressure 160 2 

(nitrogen atmosphere) 
Prepolymerization tank I 100 230 1 
Prepolymerizat1on tank II 20 270 0.5 
Horizontal agitation and 
polymerization tank I· 2 300 0.5 
Horizontal agitation ~d 
polymerization tank II 0.5 300 0.5 

The added amount of phenol solution of 0.5% sodium hydroxide was adjusted 

such that the exhibited basicity would be equivalent to the amount shown in Table 4 

5 as NaC?H per mole of bisphenol A manufactured in the bisphenol A manufa.Cturing 

apparatus, and molten bisphenol A (feed rate: 36.0 kg/hr) that had been pumped 

directly from a pipe, molten diphenyl carbonate (feed rate: 35.5 kg/hr) that had been 

pumped directly from a pipe after distillation, and a phenol solution of a catalyst that 
. . 

decomposes at 100 to 300°C were continuously supplied in the amounts shown.in 

10 Table 4 to an agitation tank m&intained at the temperature given above. Next, a 

phenol solution of the specified amount of alkali metal phosphite catalyst was 

continuously supplied to prepolymerization tank I, which.was maintained at the 

temperature given above, and was supplied to prepolymerization tank I, 

prepolymerization tank II, horizontal polymerization tank t and horizontal 

15 polymerization tank II in that order at a feed rate of 36.0 kg/hr, calculated as 

bisphenol A. Polymerization was conducted under the reaction conditions given 

above to manufacture a polycarbonate. The total amount of alkali metal compound 

and alkaline earth nietal compound in the raw material bisphenol A and diphenyl 

carbonate was confirmed to be the amount give in Table 4 as NaOH. 

20 Working Examples 21to32 and Comparative Examples 21to25 

Polycarbonates were manufactured in the same manner as Working Example 

20 except that the types of catalyst and the usage amounts were varied as shown in 

Table5. 

These results are given in Table S. 
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Table 5 

Amount al which catalytic 
pedormance equivalent to Ille Alkali metal compound Compound that decomposes or 

NaOH contained in ht raw 
malerial is exhlJited volatizes at 100 to 300°C 

(x 10"' moUBPA) Type of catalyst Amount of cataly$t Type of catalyst Amount of c:alalyst 
(X 10' moUl!PA) (x 10.s mollBPA) 

Working Examole 20 3.0 LIH2P03 . 1.5 M84NOH 5.0 
Workina Examote 21 3.0 LiH2f'Ch 1.0 Me4NOH 5.0 
Workina Examole 22 3.0 UH2PCh 0.5 Me4NOH 5.0 
Workino Examole 23 3.0 NaH2PCh 1.5 Me.NOH 5.0 
Workina Examole 24 3.0 NaH2"Ch 1.0 Me4NOH 5.0 
Working Example 25 3.0 NaH2f>03 0.5 Me4NOH 5.0 
Workino Example 26 3.0 KH2f>Ch 1.5 M84NOH 5.0 

QI 
Workino Example 27 3.0 KH2PCh 1.0 M84NOH 5.0 
Working Example 28 3.0 KH2f>Ch 0.5 Me4NOH 5.0 
Working Examole 29 3.0 NaH2P04 3.0 M84NOH 5.0 
Workino Examole 30 3.0 NaH2P04 2.0 Me4NQH 5.0 
Workino Example 31 3.0 KH2P04 3.0 M84NOH 5.0 
Working Example 21 3.0 KH2f'Q4 2.0 M84NOH 5.0 
Comparative 
Example21 3.0 LiOH 1.0 Me4NQH 5.0 
Comparative 
Example22 3.0 Na OH 1.0 Me4NQH 5.0 
Comparaliva·----

.. ··----- ·-

Examole23 3.0 Na OH 0.5 M94NOH 5.0 
Comparative 
Examole 24 3.0 KOH 1.0 Me4NOH 5.0 
ComparaHve 
Examole25 3.0 KOH 0.5 Me4NOH 5.0 

Terminal OH 
IV group YI 

concentration 

tdl/ol (%) 
0.44 6 0.92 
0.41 6 0.9 
0.37 7 0.89 
0.45 5 0.92 
0.42 6 0.9 
0.36 6 0.89 
0.46 4 0.94 
0.43 4 0.91 
0.38 5 0.9 
0.38 10 0.88 
0.36 11 0.87 
0.37 9 0.89 
0.36 7 0.88 

0.13 5 1.12 

.. .!!:~. 5 1.13 ·---·--··-· 

0.43 4 1.04 ... --
0.45 4 1.15 

0.43 4 1.14 

Branched 
compound 

(1) 

loom\ 
630 
430 
280 
720 
540 
400 
980 
710 
550 
640 
610 
590 
570 

1300 

1740 ................. 

1030 ,_ . 

1920 

1280 

Branched 
compound 

(2) 

loom) 
<10 
<10 
<10 
<10 
<10 
<10 
<10 
<10 
<10 
<10 
<10 
<10 
<10 

50 

60 . ..... ----....... 

<10 

60 ... 

10 

··x· 

-~· .. , 

s 
! 
t 
~ 

~ 
fl.I 

~ • ~ • 

,, 
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Working Examples 33 to 35 and Comparative Examples 26 to 29 

Polycarbonateswere manufactured in the.same ma~er as in Working 

Example 1 except that the types of catalyst and the usage amounts were varied as 

shown in Table 6. 

These results are given in Table 6 
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Working 
Examole33 

Working 
ExamPle34 

Working 
Examole35 

Working 
ExamDle36 
Comparative 
EXamote26 
Comparative 
Examole27 
Comparative 
Examole28 
Comparative 
Examole29 

-~ 
ga 

-n 

=~ ---:::i::: -~ -t:P 
-n -a 

l -;­
!!!!!!!!! 0 

8. 

Type of 
catalvst 

UH2P03 

NaH2P03 

KHaP03 

NaH2P04 

UHaP03 

NaH2P03 

KH2P03 

NaHaP04 

Alkali metal phosphite 

Amount of catalyst Location of 
(x 10-& mol/BPA) addition 

Prepolymeri-
1.0 zationtank I 

Prepolymerl· 
1.0 zation tank I 

Prepolymeri-
1.0 zationtank I 

Prepolymeri-
1.0 zation tank I 

Agitation 
1.0 tank 

Agitation 
1.0 tank 

Agitation 
1.0 tank 

Agitation 
1.0 tank 

Table6 

Compound that decomposes or volatilizes IV 
at 100 to 3oo•c 

Type of Anlountof catalyst Location of (dl/g) 
catalvst Ix 10-SmoUBPA) addition 

Agitation 
Me.tNOH 5.0 tank 0.49 

Agitation 
Me4NOH 5.0 tank 0.50 

Agitation 
Me4NOH 5.0 tank 0.52 

Agitation 
Bu4NOH 5.0 tank 0.51 

Agitation 
M84NOH 5.0 tank 0.50 

Agitation 
"Me4MOH 5.0 tank 0.50 

Agitation 
Me4NOH 5.0 lank 0.51 

Agitation 
Bu4NOH 5.0 tank 0.52 

Terminal OH YI Branched 
group compound 

concentration (1) 
(%) loom) 

8 0.93 150 

8 0.93 190 

6 0.95 260 

7 0.93 180 

7 1.08 1180 

5 1.13 1200 

6 1.15 1290 

6 1.14 1230 

Branched 
Compound 

(2) 
loom) 

<10 

<10; 

<10 

<10 

60 
~·- .... --·-

70 

70 

70 

~ 
! 
~ 
~ 

a 
~ 
"° ~ 
~ ... ... 
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1111111111111111111 lll/1111111 
* C L M s * 

CLAIMS 

1. A method for manufacruring polycarbonates comprising using an ester 

interchange reaction of raw materials comprising a dihydroxy compound and a 

carbonic acid diester, wherein the dihydroxy compound and the carbonate diester used 

contain no greater than a total of 1 x 10·7 mole of alkali metal compounds or alkaline 

5 earth metal compounds as impurities per 1 mole of the dihydroxy compound. 

2. The method for manufacturin~ polycarbonates as described in claim I. 

further comprising using alkali metal phosphite as a catalyst. 

3. The method for manufacturing polycarbonates as described in claim l, 

wherein between 1 x 10·7 and 2 x 10·6 mole of the alkali metal phosphite is used per I 

10 . mole of the dihydroxy compound. 

15 

4. The method for manufacturing polycarbo~tes as described in claim 2, 

·· wherein the alkali metal phosphite used comprises at least one compound selected 

from lithium dihydrogen phosphite, sodium dihydrogen phosphite, and potassium 

dihydrt>gen phosphit~. · · 

5. A method for manufacturing polycarbonates as described in claim 1, 

further comprising using a phosphorous acid salt of an alkali metal and a compound 

which decomposes or volatilizes at a temperarure of 100 to 300°C as a catalyst. 

6. A method for manufacturin~ polycarbonates as described in claim 5, 

wherein the phosphorous acid salt is used at a rate of 1 x 10"7 to 1 x 10-1 moles per 

20 mole of dihydroxy compound. 

7. A method for manufacturing polycarbonates as described in claim 6, 

wherein the total amount of the phosphorous acid salt and the compound which 

decomposes or volatilizes at a temperature of 100 to 300°C is 1 x 10·7 moles or less 

per mole of dihydroxy compound. 

32 U1iiiilirif 



5 

' . : . ~ 

· .. 

W000/26276 

' """' "'"' 111\l t\1\1 \l \II\ 
PCI'/US99/24744 

* C L M S * 

8. A method for manuf~cturing polycarbonate~'.:~§idescribed in claim 5, 

wherein the phosphorous acid salt comprises at least one compound selected from 

lithium dihydrogen phosphite, sodium dihydrogen phosphite, and potassium 

dihydrogen phosphite. 

9. A method for manufacturing polycarbonates as described in claim S, 

wherein the compound which decomposes or volatilizes at 100 to 300°C comprises at 

least one compound selected from ammonium compounds and phosphonium 

compounds. 

l 0. A method for manufacturing polycarbonates as described in claim 5, 

l 0 wherein the compound which decomposes or volatilizes at l 00 to 300°C comprises at 

least one compound selected from quaternary ammonium compounds and quaternary 

phosphonium compounds. 

11. A method for manufacturing a polycarbonate comprising using an ester 

interchange reaction of raw materials comprising a dihydroxy compound and a 

15 carbonic acid diester: 

wherein the dihydroxy compound and the carbonic acid diester comprise an 

amount of alkali metal compound and alkaline earth metal compound sufficient to 

exhibit catalytic perfonnance and an alkali metal phosphorus-containing inorganic 

salt and/or an alkaline earth metal phosphorus-containing inorganic salt is used as a 

20 catalyst. 

12. A method for manufacturing a polycarbonate as described in claim 11, 

wherein said amount of alkali metal compound and alkaline earth metal compound is 

l x l 0-7 to 5 x l 0-7 mole of sodium hydroxide per mole of dihydroxy compound. 

13. A method for manufacturing a polycarbonate as described in claim 11, 

25 wherein said amount of alkali metal phosphorus-containing inorganic salt and/or 

alkaline earth metal phosphorus-containing inorganic salt is 1 x 10·7 to 2 x 10-6 mole 

per mole of dihydroxy compound. 
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14. A method for manuf~turing a polycarbonate as described in claim 11, 

wherein said alkali metal phosphorus-containing inorganic salt and/or alkaline earth 

metal phosphorus-containing inorganic salt comprises at least one compound selected 

from lithiwn dihydrogen phosphite, sodium dihydrogen phosphite, and potassium 

5 dihydrogen phosphite. 

15. A method for manufacturing a polycarbonate as described in claim 11, 

further comprising using a compound that decomposes or volatilizes at a temperature 

of 100 to 300°C as a catalyst. 

16. A method for manufacturing a polycarbonate as described in claim 11, 

10 wherein said compound that decomposes or volatilizes at a temperature of 100 to 

300°C comprises at least one type of compound selected from ammonium compounds 

and phosphonium compounds. 

17. A method for manufacturing a polycarbonate as described in claim 11, 

wherein said compound that decomposes or volatilizes at a temperature oflOOto 

1 S 300°C is at least one type of compound selected from quaternary ammonium 

compounds and quaternary pbosphoniuin·compounds. 

20 

25 

18. A method for manufacturing a polycarbonate comprising using an ester 

interchange reaction·in which a dihydroxy compound and a carbonic acid diester are 

the raw materials; 

wherein said ester interchange reaction is conducted in a multi-stage 

polycondensation step of two or more stages; 

(a) at least one type of compound selected from among ammonium 

compounds and phosphonium compounds is used as a catalyst in a first stage of the 

polycondensation step; and 

(b) an alkali metal phosphorus-containing inorganic salt and/or an alkaline 

earth metal phosphorus-containing inorganic salt is used as a catalyst in a second 

stage of the polycondensation step. 
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19. A method for manufacturing a polycarbonate as described in claim 18. 

wherein the first stage of the polycondensation step is conducted at a temperature of 

270°C or lower. 

20. A method for manufacturing a polycarbonate as described in claim 18 

wherein: 

(a) at least one type of compound selected from among ammonium 

compounds and phosphonium compounds is used in an amount of 1x10·7 to 1x10·1 

mol; and 

(b) a salt composed of an alkali metal phosphorus-containing inorganic 

salt and/or an alkaline earth metal phosphorus-containing inorganic salt is used in an 

amount of 1 x 10-1 to 1 x 1 o-6 mole per mole of dihydroxy compound. 

21. A method for manufacturing a polycarbonate as described in claim 18, 

wherein the amount of alkali metal compound and/or alkaline earth metal compound 

15 contained as impurities in the raw materials is I x 10-7 mole per mole of dihydroxy 

compound. 

22. A method for manufacturing a polycarbonate as described in claim 18, 

wherein at least one type of compound selected from ammonium compounds and 

phosphonium compounds is at least one type of compound selected from quaternary 

20 ammonium compounds and quaternary phosphonium compounds. 
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