DETECTION AND/OR QUANTITATION OF ENDOTOXIN

BACKGROUND OF THE INVENTION

[0001] Bacterial endotoxins can be produced, secretedanglfased from
Gram-negative bacteria. Bacterial endotoxins cartaaninate a variety of materials such as
water, food, pharmaceutical products, and parenpeeparations. Bacterial endotoxins can
be dangerous, and sometimes deadly, to humansufitadarers in the pharmaceutical,
medical device, food, and beverage industries,ngnodher industries, must meet standards
to verify that their products do not contain levelontaminants that would compromise the
health of the recipient or consumer. For exang@eiain manufacturers of pharmaceuticals
and medical devices may have to establish that pneducts are free of detectable levels of
Gram negative bacterial endotoxins. Additionalhyorder to promptly initiate proper
medical treatment for patients possibly infectethvdram negative bacteria, it is important
to determine, as early as possible, whether endoisyresent, and, if possible, the
concentration of the endotoxin in the patient.

[0002] Typical assays for endotoxin uksanulus amebocyte lysate (LAL), wherein the

LAL is exposed to an endotoxin, leading to a chgftcascade producing a product that is
analyzed via a gel clot assay, an end-point turbetac assay, a kinetic turbidometric assay,
or an endpoint chromogenic assay.

[0003] However, there is a need for improved methods gstéss for detecting the

presence and/or concentration of endotoxin.
BRIEF SUMMARY OF THE INVENTION

[0004] An embodiment of the invention provides a methodssaying a sample for
endotoxin, the method comprising (a) placing a dangbe assayed in contact with LAL
reagent, wherein endotoxin, if present in the samglacts with the reagent and a clotted
product is formed; (b) contacting a tip of an oakitber with the sample, wherein clotted
product, if present, forms on and/or binds to thet the optical fiber, wherein the tip of the
optical fiber has an optical thickness, and theécapthickness increases from an initial
thickness when clotted product forms on and/or ilocthe tip of the optical fiber; (c)

determining the optical thickness at the tip of dipical fiber after contact with the sample,



wherein an increase in optical thickness from ttial thickness indicates the presence of
endotoxin, and an absence of an increase in ophickiness indicates the absence of
endotoxin. In some embodiments, the method compdstermining a concentration of
endotoxin in the sample.

[0005] In some embodiments, the method includes contatpsgf a plurality of optical
fibers, and determining the optical thicknessdbatips of the optical fibers after contact
with the sample. In those embodiments of the nethduding a plurality of optical fibers,
fibers can be utilized individually and/or the fibenay be arranged in a bundle.

[0006] In another embodiment, a kit for assaying a sarfgulendotoxin is provided, the
kit comprising a biosensor comprising an optichéfihaving a tip, and LAL reagent.

[0007] In yet another embodiment, a kit for assaying aparfor endotoxin is provided,
the kit comprising a housing, the housing compgsrbase and a cap, the base comprising a
groove, and a reaction chamber having a side thallchamber having an aperture passing
through the side wall, the aperture communicatiity tihe groove; the cap comprising a
sample receiving chamber, and a projection inclydisidewall and at least one aperture
passing through the projection side wall, wherbadap is removably engageable with the
base. In a more preferred embodiment, the reactiamber has LAL reagent therein, and/or
an optical fiber is arranged in the groove of thedy wherein the optical fiber tip
communicates with the reaction chamber througlapesture.

[0008] A kit for assaying a sample for endotoxin accordm@nother embodiment of the
invention comprises a biosensor comprising an apfiber having a tip, LAL reagent, and a
housing, the housing comprising a base and a kagase comprising a groove, and a
reaction chamber having a side wall, the chambengaan aperture passing through the side
wall, the aperture communicating with the groove ¢ap comprising a sample receiving
chamber, and a projection including a sidewall anléast one aperture passing through the
projection side wall, wherein the cap is removadilgageable with the base, and wherein the
reaction chamber has LAL reagent therein, and phieal fiber is arranged in the groove of
the base, wherein the optical fiber tip communisatéh the reaction chamber through the

aperture.
BRIEF DESCRIPTION OF THE SEVERAL VIEWS OF THE DRAWG(S)

[0009] Figures 1A and 1B show illustrative optical assaasbsuitable for use in an assay

according to an embodiment of the present invention



[0010] Figure 2 shows a dose response with different exélotoncentrations in an
assay according to an embodiment of the preseantion.

[0011] Figure 3 shows a dose response with different ex@éotoncentrations in an
assay using different biosensors and different $agtpambers according to embodiments of
the present invention. Figures 3A and 3B show Arpiopylsilane (APS) functionalized
biosensors with a polystyrene sample chamber gudypropylene sample chamber,
respectively; Figures 3C and 3D show gfnctionalized biosensors with a polystyrene
sample chamber and a polypropylene sample chamgsgectively.

[0012] Figure 4 shows a dose response with different exélotoncentrations in an
assay including shaking the sample (Figure 4A),waitidout shaking the sample (Figure 4B),
according to embodiments of the present invention.

[0013] Figure 5 shows a kit according to an embodimenhefresent invention,
illustrating a housing comprising a base and a ttepbase comprising a groove, and a
reaction chamber having a side wall, the chambenbaan aperture passing through the side
wall; the cap comprising a sample receiving chanédoed a projection including a sidewall
and at least one aperture passing through theqgpiajeside wall, wherein the cap is
removably engageable with the base. Figure 5A steoperspective and partially exploded
view, Figures 5B and 5C show, respectively, top faot views of the base, also showing an
optical fiber having a tip, arranged in the groové¢he base, wherein the tip communicates
with the reaction chamber through the aperture.

DETAILED DESCRIPTION OF THE INVENTION

[0014] In accordance with an embodiment of the presemntion, method of assaying a
sample for endotoxin is provided, the method cosipgi (a) placing a sample to be assayed
in contact with LAL reagent, wherein endotoxinpiesent in the sample, reacts with the
reagent and a clotted product is formed; (b) cdimtga@ tip of an optical fiber with the
sample, wherein clotted product, if present, foomsand/or binds to the tip of the optical
fiber, wherein the tip of the optical fiber hasaptical thickness, and the optical thickness
increases from an initial thickness when clotteatlpict forms on and/or binds to the tip of
the optical fiber; (c) determining the optical thiness at the tip of the optical fiber after
contact with the sample, wherein an increase ircalpthickness from the initial thickness
indicates the presence of endotoxin, and an abs#rareincrease in optical thickness

indicates the absence of endotoxin.



[0015] In some embodiments, the method comprises deterghanconcentration of
endotoxin in the sample.

[0016] In some embodiments, the method includes contatpsgf a plurality of optical
fibers, and determining the optical thicknessdbatips of the optical fibers after contact
with the sample. In those embodiments of the ntethcluding a plurality of optical fibers,
fibers can be utilized individually and/or the fibenay be arranged in a bundle.

[0017] In one embodiment, a kit for assaying a samplefaotoxin is provided, the kit
comprising a biosensor comprising an optical fin@ving a tip, and LAL reagent.

[0018] In another embodiment, a kit for assaying a sargolendotoxin is provided, the
kit comprising a housing, the housing comprisirigaae and a cap, the base comprising a
groove, a reaction chamber having a side wallch@nber having an aperture passing
through the side wall, the aperture communicatiity the groove; the cap comprising a
sample receiving chamber, and a projection inclydisidewall and at least one aperture
passing through the projection side wall, wherbadap is removably engageable with the
base. In a more preferred embodiment, the reaciamber has LAL reagent therein, and/or
an optical fiber is arranged in the groove of thedy wherein the optical fiber tip
communicates with the reaction chamber througlagiesture.

[0019] In another embodiment, a kit for assaying a sarfgulendotoxin is provided, the
kit comprising a biosensor comprising an optichéfihaving a tip, LAL reagent, and a
housing, the housing comprising a base and a kafase comprising a groove, a reaction
chamber having a side wall, the reaction chambengaan aperture passing through the side
wall, the aperture communicating with the groowe tap comprising a sample receiving
chamber, and a projection including a sidewall anléast one aperture passing through the
projection side wall, wherein the cap is removabigageable with the base, and wherein the
reaction chamber has LAL reagent therein, and phieal fiber is arranged in the groove of
the base, wherein the optical fiber tip communisatéh the reaction chamber through the
aperture.

[0020] In preferred embodiments of the kits, the kitsuide a plurality of plurality of
optical fibers; more preferably, wherein the kitslude a plurality of reaction chambers and
each chamber includes at least one optical fiber.

[0021] Conventional systems for detecting endotoxin suffan one or more of the
following drawbacks, e.g., determining whetherat tlas formed can be a subjective

decision and/or disturbing the sample can preventlot from forming or destroy the clot;



turbidity measurements can be impacted by the poesef impurities in the sample or the
sample chamber; the timing of reagent additionstad of detection must be carefully timed,
colorimetric labels and/or secondary dyes are neslehange in substrate color must be
measured, and/or only end-point measurement islpesgther than real-time monitoring.
[0022] In contrast, in accordance with the invention,@educible and reliable label-free
assay is provided, requiring minimal manual stepthk user, with controlled timing. There
is no need to measure turbidity or substrate coldre assay is suitable for use with both
Gel-clot and turbidimetric-type LAL reagents. Atidnally, quantitative real-time data can
be obtained rapidly.

[0023] In accordance with the invention, the presenceaargliantity of endotoxin in a
sample is determined using biolayer interferom@iyl), a label-free technology, involving
an analysis of white light reflected from two suea: the surface of a biosensor tip (which
may include a bound material forming a layer), andnternal reference layer. Binding of
material or molecules at the biosensor tip wilrease the optical thickness at the tip,
resulting in a wavelength shift, which is a direstasure of the change in thickness of the
layer at the tip. Unbound material or moleculdgrges in the refractive index of the
surrounding medium and/or changes in flow rate atcaffect the thickness of the layer at the
tip. Traditionally, BLI has been used with analgted analyte-binding molecules, wherein
one type of molecule (e.g., the analyte-bindingeunole) was immobilized on the biosensor
tip, and the biosensor tip was placed in a samgliewve, and the other type of molecule (e.qg.,
the analyte molecule), if present in the sampleiva, specifically binds to the immobilized
molecule, increasing the thickness of the lay¢nhatip.

[0024] However, the inventors of the present inventiompssingly found that BLI can

be used in an endotoxin assay, without analyteaaatite-binding molecules, and without
immobilizing one type of molecule on the tip foresgically binding the other type of
molecule in the sample. Rather, in an endotoxsayshe clotting cascade product can be
formed separate from and independent of the biasdips and the product subsequently
binds to the biosensor tip and/or the clotting adsgproduct can be formed on the biosensor
tip.

[0025] Embodiments of the invention can be used in a iyaokapplications, e.g., for
testing endotoxin contamination in at-line, neaelilaboratory, and hospital, settings, and
are particularly useful for manufacturers in thamhaceutical, medical device, food,

beverage, and electronics industries, among otltleisiries.



[0026] A wide variety of samples can be analyzed accortbhrgmbodiments of the
invention, and sources of the samples range fromgxXample, water, incoming raw
materials (such as, but not limited to, urine, ataiting materials used for the preparation of
pharmaceutical products), and biological sampRislogical samples include biological
fluids, that include any treated or untreateddflassociated with living organisms, urine,
cerebrospinal fluid, ascites fluid, saliva, anddalpincluding whole blood, cord blood, and
stored or fresh blood; treated blood, such as btblotied with at least one physiological
solution, including but not limited to saline, natit, and/or anticoagulant solutions; blood
components, such as platelet concentrate (PCkglglatch plasma (PRP), platelet-poor
plasma (PPP), platelet-free plasma, plasma, fregieh plasma (FFP), components obtained
from plasma, packed red cells (PRC), buffy coat){Bxod products derived from blood or
a blood component or derived from bone marrow; stelts; red cells separated from plasma
and resuspended in a physiological solution oyaprotective fluid; and platelets separated
from plasma and resuspended in a physiologicatisalor a cryoprotective fluid. As used
herein, blood product or biological fluid referstt® components described above, and to
similar blood products or biological fluids obtathby other means and with similar
properties. Biological samples as described albanealso include as an additional
component, one or more of the following, for exaepEDTA and heparin (e.g., a biological
sample comprising plasma can also include EDTA@ruparin).

[0027] The following definitions are used in accordancthvie invention.

[0028] LAL reagent. An LAL reagent includes any amebgishke obtained from a
crustacean such as a horseshoe crab (&ngulus spp., Tachypleus spp., and

Carcinoscorpius spp.) as well as synthetic LAL reagents. A varietyL @il reagents are
suitable for use in the invention, and suitable Li&agents are known in the art. Suitable
commercially available LAL reagents are availalbtarf, for example, Charles River
Laboratories, Associates of Cape Cod, Inc., Waken@ibals USA, and Lonza. LAL
reagents are typically lyophilized, and reconstitiivith endotoxin-free water or low
endotoxin water (LEW) (sometimes referred to as ELrdagent water”).

[0029] Biolayer interferometry (BLI). As note above, Bisla label-free technology,
involving an analysis of white light reflected framio surfaces: the surface of a biosensor
tip (which may include a bound material formingagdr), and an internal reference layer.
Binding of material or molecules at the biosengoiill increase the optical thickness at the

tip, resulting in a wavelength shift, which is aedit measure of the change in thickness of the



layer at the tip. BLI technology used in accordanith embodiments of the invention is
disclosed in, for example, U.S. Patents 5,804,4637a394,547, as well as U.S. Patent
Application Publication 2010/0093106 and InternadiloPublication WO 2006/138294. A
variety of chemistries are suitable for use in mtong biosensor functionalized tips according
to embodiments of the invention.

[0030] A variety of materials are suitable for use in eaming the sample volume, e.g., in
a reaction chamber or reaction vessel, sample io@nf@r a kit comprising the reaction
chamber, the reaction vessel, and/or the samphkaioen. If desired, the materials may also
be suitable for containing, for example, LAL reaigand/or LAL free water. Materials
usable in accordance with the invention (e.g.fdaming the container, chamber and/or
vessel) are typically polymers or glass, and ine|ddr example, polystyrene, polypropylene,
polyethylene, polyvinyl acetate, polycarbonatesgléncluding borosilicate glass) and
polytetrafluoroethylene (PTFE). In some embodiragtiite container, chamber, and/or
reaction vessel is coated with the material (otexb#o, for example, reduce non-specific
binding, e.g., coated with polyethylene glycol (AEGuitable materials and coatings, which
include commercially available materials and caggjrare known in the art.

[0031] As will be discussed below, in some embodimentsay be desirable that the
surface of the biosensor tip (e.g., the chemidtiizatip) be more hydrophilic than the
surface of the reaction vessel.

[0032] The assay can be carried out in a variety of fospfat example, the sample
container, reaction chamber and/or reaction vessetomprise a tube, cuvette, cartridge,
well, or support such as a multiwall plate (e.g@6aor 384-well plate). A sample can be
tested for more than one application, e.g., foeaesh laboratory use and/or medical device
testing, and/or pharmaceutical testing.

[0033] Embodiments of the invention can be carried ouhwaistatic fluid sample or a
flowing fluid sample.

[0034] The sample can be any suitable volume. While g&ygample volume is in the
range of from about 4 pL to about 250 pL, highelower volumes can be used.

[0035] Assays can be carried out at any suitable temperdipically, the temperature
range is from about 30°C to about 45°C, and in sembodiments, the preferred temperature
is 37+ 0.5/1°C.

[0036] Assays can be carried out at any suitable pH, &fgiche pH range is from about
6 to about 8.



[0037] Embodiments of the invention are compatible witragety of methods of data
analysis, including, for example, time to threshsigmoidal fit (determination of EC50 and
Hill slope), area under curve (AUC), first derivegtj determination of the lag time, and
modified Ct algorithm.

[0038] Embodiments of the invention can be carried outgisi variety of BLI-based
commercial instruments and systems, and includmgjessensor and multiple sensor (e.qg.,
16 sensor) instruments and systems, which cantler €@ion-switching, or, more preferably,
switching, instruments and systems. Suitable BAddal commercially available instruments
and systems include, for example, instruments abkslfrom fortéBIO® (a division of Pall
Life Sciences, Port Washington, NY) under the OC®g&fstrument platform (e.qg.,

OCTET® QK384/RED384, OCTET® RED96, OCTET® QKe/QK)well as the BLITZ™
system.

[0039] Typically, a BLI-based system for use in accordanitk embodiments of the
invention comprises a light source, an optical s comprising a biosensor, a first optical
waveguide or fiber that extends from the light seuo the optical assembly, a second optical
waveguide or fiber which carries reflected lighdrfr the optical assembly to a detector unit
for detecting interference signals produced byrfateng light waves reflected from the
optical assembly, and an optical coupler whichaaty couples the fibers. Light from the
light source is directed through the optical asdgnand reflected back to the detector
through an optical coupling assembly. Suitablbtlgpurces, detector units, optical fiber and
coupling components are known in the art.

[0040] Each of the components of the invention will nowdescribed in more detail
below, wherein like components have like referemoabers.

[0041] Figure 1A shows an exemplary optical assembly camgy a biosensor 26, and
an adjoining portion of the distal region of affioptical waveguide or fiber 32 extending
from a light source to the biosensor, wherein therfis fixedly attached to the biosensor.
The illustrated biosensor comprises a transpangintad element 38 having first and second
reflecting surfaces 42, 40 formed on its lowert@)sand upper (proximal) end faces,
respectively. The first reflective surface 42 aud is formed of a layer of clotting cascade
product. The second reflective surface 40 is fatae a layer of transparent material having
an index of refraction that is substantially higtiean that of the optical element 38, such that
this layer functions to reflect a portion of thght directed onto the biosensor. The

measurement of the presence, concentration anieMding rate of the clotted cascade



product to the biosensor is enabled by the intenfeg of reflected light beams from the two
reflecting surfaces in the biosensor. Becauséhibkness of all other layers remains the
same, the interference wave formed by the lightesaeflected from the two surfaces is
phase shifted in accordance with the thicknessgian

[0042] Figure 1B shows another exemplary optical assemtnyprising a biosensor 50,
that is removably carried on the distal end ofst optical waveguide or fiber 52. The
illustrated biosensor comprises a transparent @piement 60 having first and second
reflecting surfaces 62, 64, corresponding to arsd second reflecting surfaces 42, 40 shown
in Figure 1A. The illustrated biosensor furthesludes a second optical element 66 having a
thickness that is typically greater than 100 nrefgnably greater than about 200 nm, wherein
layer 64 (preferably having a thickness of less thlaout 30 nm) is sandwiched between the
optical elements 60 and 66 as shown. Figure 1@fldgible gripping arms 54, designed to
slide over the end of the fiber and grip the fibgrengagement of an annual rim or détente 56
on the fiber with complementary recesses formetierarms. This attachment can position
the biosensor on the fiber to provide an air gap&sveen the distal end of the fiber and the
confronting (upper) of the optical assembly, tyficaan air gap of about 100 nm or less or
about 2 micrometers or greater.

[0043] A thickness “d” of the biosensor between its distadl proximal surfaces, i.e.,
between the two reflecting surfaces illustrateffigures 1A and 1B, is typically at least 50
nm, and in some embodiments, at least 100 nm (e.the range of from about 100 to about
5,000 nm, more typically, about 400 to about 1,000. Exemplary indices of refraction and
materials for forming the biosensors include thdiselosed in, for example, U.S. Patents
5,804,453 and 7,394,547, as well as U.S. Patenliggbion Publication 2010/0093106 and
International Publication WO 2006/138294.

[0044] In some embodiments (not shown) the biosensor dsewpa disposable detector
tip (e.g., as disclosed in International Publicat@O 2006/138294) that can be connected to
a tip connector (that may comprise a bundle ofrfpevherein the disposable detector tip
comprises an optical fiber section (having a pratiend and a distal end, the proximal end
coupling to the fiber(s) in a tip connector, thstdi end including the two reflecting surfaces
discussed above) and a connector structure, arasHagy system is designed to two or more
disposable tips (e.g., 8 tips) at once. Such gesysan include an optical coupling assembly
implementing a collection of fiber assemblies aodrectors, and can allow different types
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of coupling assemblies to be used with the sanint $igurce and/or detector unit, and allows
different types of detector tips to be used wita shme optical coupling assembly.

[0045] Figure 5 illustrates an exemplary kit 1000 for urséhe invention, the kit
comprising a housing 500, the housing comprisibgse 100 and a cap 200, the base 100
comprising a groove 120, a reaction chamber 10is{iated as an annular chamber) having
a side wall 110, the chamber having an apertureph$sing through the side wall, the
aperture communicating with the groove; the cap @ffprising a sample receiving chamber
(illustrated as an annular chamber) 201, a port 80& a projection 205 including a sidewall
210 and at least one aperture 211 passing thrdwgghprojection side wall, wherein the cap is
removably engageable with the base. In the itistt embodiment, the base has a collar 102
surrounding the sample receiving chamber 201 whéhe inner diameter of the collar
generally corresponds to the outer diameter optbgection in the cap.

[0046] Preferably, as shown in Figure 5B (top view of pas®l 5C (front view of base),
an optical fiber of the biosensor is arranged endloove of the base, wherein the optical
fiber tip communicates with the reaction chambeoulgh the aperture. In some
embodiments, the kit further comprises LAL reagarihe reaction chamber, e.g., so that the
user can add sample to the kit via the samplevigechamber in the cap, wherein the
sample passes from the sample receiving chambveugh the port and the aperture in the
projection side wall, into the sample receivingrabar, where it contacts the LAL reagent,
and the clotting cascade product forms on andfmio the tip of the optical fiber of the
biosensor.

[0047] In the illustrated embodiment, the kit further corees a retaining assembly 300
for engaging the cap with, and releasing the cam fithe base. Typically, the retaining
assembly comprises at least one arm (two arms 8@hdpbent tips are illustrated as part of
the base), and at least one slot (two slots 302lasérated as part of the cap) wherein the
arm(s) pass through the slot(s) and the tip(sh@farm(s) engage with a planar surface of the
cap(s). Preferably, the retaining assembly isiganéd so that the cap can only be engaged
with the base when the cap and base are orientegctly. For example, in the illustrated
embodiment, the arms and slots are offset, sdleatap and base cannot be misoriented by
180°.

[0048] The kit can be provided as part of a sterile paekagy., in a hard case and/or a
blister pack.
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[0049] A variety of reaction chambers, reaction vessaisy@e containers, and/or kits
comprising reaction chambers, reaction vesseldpasdmple containers, are suitable for use

in the invention.

[0050] The following examples further illustrate the intien but, of course, should not
be construed as in any way limiting its scope hmfollowing experiments, the known
endotoxin concentration standards are created @amgrol Standard Endotoxin (CSE) or
Reference Standard Endotoxin (RSE) and Low Endotésater (LEW). Unless noted
otherwise in the Examples, the well reaction volsraee 80 uL, containing 320 pg
lyophilized LAL reagent; the control is a blankldEW without endotoxin; and the assays are
carried out at 37° C, and at a pH of 6.3.

[0051] The samples in Examples 1, 3-6, and 8, are analiad8lL| using an OCTET®
QKe instrument (fortéBIO® a division of Pall Lifgciences, Port Washington, NY).

EXAMPLE 1

[0052] This example demonstrates a variety of endotoxntentrations can be
determined in an assay of a sample in accordanbeawiembodiment of the invention.
[0053] A biosensor having an Sj@unctionalized tip is prepared as generally déscti

in U.S. Patent 7,394,547.

[0054] Endotoxin concentrations of 50, 5, 0.5, 0.05, 0,@8005, and 0 EU/mL are
prepared. Lyophilized LAL reagent (Associates ap€ Cod Inc.; East Falmouth, MA) is
resolubilized with endotoxin-free water and plagedontact with the RSE in wells of a 384
well polypropylene plate that is agitated at 100 r

[0055] The samples are analyzed via BLI, and the restgtstaown in Figure 2.

[0056] This example shows the sensitivity of the assayrdtmn0.005 EU/m.

EXAMPLE 2

[0057] This example measures the refractive index (Rinugotting, with different
concentrations of endotoxin, using a refractomeydeh 334610; Spectronic Instruments,
Inc., Rochester, NY).

[0058] Solutions are mixed in 1.5 mL endotoxin free mienuicifuge tubes, and 20 pL of

each sample are pipetted onto the instrument’s leastgge. The results are as follows.
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solution RI Temperature (°C)
H,O 1.332 24
H,O+LAL reagent 1.333 24
H,O+LAL 1.333 24
reagent+Endotoxin @ 0.5
EU/mL
H,O+LAL 1.333 24
reagent+Endotoxin @ 5
EU/mL
H,O+LAL 1.333 24
reagent+Endotoxin @ 50
EU/mL
H,O+LAL 1.333 24
reagent+Endotoxin @ 3000
EU/mL

[0059] This example demonstrates that there is no chantieirefractive index (RI)
upon clotting, even with different concentratiofi®ndotoxin ranging from to 3000 EU/mL,

and thus the BLI signal is not due to RI changes.
EXAMPLE 3

[0060] This example demonstrates that, in comparisoncanaentional Gel-clot assay, a
BLI assay using Gel-clot reagents carried out toagance with an embodiment of the
invention has a lower limit of detection.

[0061] A biosensor having an Sj@unctionalized tip is prepared as generally déscti

in U.S. Patent 7,394,547

[0062] Endotoxin concentrations of 50, 5, 0.5, 0.05, 0.808 0 EU/mL are prepared.
Lyophilized LAL reagent (Associates of Cape Cod jliast Falmouth, MA) is resolubilized
with endotoxin-free water and placed in contachwiite endotoxin in wells of a 384 well
polypropylene plate that is agitated at 1000 rpm.

[0063] Gel-clot assays (conventional), and BLI assays@u§iel-clot reagents) in

accordance with an embodiment of the inventioncarged out with endotoxin
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concentrations of 50, 5, 0.5, 0.05, 0.005 and OnHU/A clot forms in the presence of a
detectable concentration of endotoxin.

[0064] The conventional Gel-clot assay shows, after aayatsmie of 60 minutes, retained
clots at endotoxin concentrations of 50, 5, andB)JAmL. The assay shows an incomplete
clot at an endotoxin concentration of 0.05 EU/mhd ao clot at endotoxin concentrations of
0.005 and 0 EU/mL.

[0065] The BLI assay using Gel-clot reagents carried o@ccordance with an
embodiment of the invention shows, after an agsag 6f 34 minutes, clotting at endotoxin
concentrations of 50, 5, 0.5 and 0.05 EU/mL. Tésag shows a slight signal at an endotoxin
concentration of 0.005 and no signal at an endotoancentration of 0 EU/mL.

[0066] This example shows that, in contrast with a coneeat Gel-clot assay, a BLI
assay carried out in accordance with an embodiwfathie invention has a sensitivity of at
least 0.05 EU/mI, with results in nearly half tirad.

EXAMPLE 4

[0067] This example demonstrates a variety of biosensemdiries and different plates
can be used in assays of samples in accordancemitbdiments of the invention.

[0068] A biosensor having an Sj@unctionalized tip is prepared as generally déscti

in U.S. Patent 7,394,547, and a biosensor is havidigninopropylsilane (APS)
functionalized tip is prepared as generally degdtiim U.S. Patent Application Publication
2010/0093106.

[0069] Endotoxin concentrations of 50, 5, 0.5, 0.05, 0,@8005, and 0 EU/mL are
prepared. Lyophilized LAL reagent (Associates ap€ Cod Inc.; East Falmouth, MA) is
resolubilized with endotoxin-free water and plagedontact with the endotoxin in wells of
96 well polystyrene plates, and 384 well polypramd plates, agitated at 1000 rpm.

[0070] The samples are analyzed via BLI, and the restatslzown in Figures 3A-3D.
[0071] This example shows, using polystyrene and polydes@yplates, endotoxin
concentrations of 50, 5, and 0.5 EU/mL can be detelsy both the Si€functionalized tip
and the APS functionalized tip biosensors. Thedmnsor with an APS functionalized tip can
also detect endotoxin concentrations of 0.05, a@@®EU/mL using polystyrene and

polypropylene plates.
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EXAMPLE 5

[0072] This example demonstrates a variety of endotoxntentrations can be
determined in assays of a sample with and withlakisag in accordance with an
embodiment of the invention.

[0073] A biosensor having an Sj@unctionalized tip is prepared as generally déscti

in U.S. Patent 7,394,547.

[0074] Endotoxin concentrations of 50, 5, 0.5, 0.05, 0,@8005, and 0 EU/mL are
prepared. Lyophilized LAL reagent (Associates ap€ Cod Inc.; East Falmouth, MA) is
resolubilized with endotoxin-free water and plagedontact with the endotoxin in wells of a
384 well polypropylene plate (the well reactionwmoles are 40 pL; 4:1 ratio of sample to
LAL), agitated at 1000 rpm (shaking) or O rpm (halsng).

[0075] The samples are analyzed via BLI, and the restdtst@own in Figures 4A and
4B.

[0076] In this Example, no shaking slows the reaction dawt decreases the signal, and
lower concentrations are slowed more than higheceotrations. However, this example
shows that endotoxin concentrations of 50, 5, @35, and 0.005 EU/mL can be detected

with and without shaking in accordance with embazhis of the invention.
EXAMPLE 6

[0077] This example demonstrates that endotoxin concémtsatan be determined in
assays of a sample via BLI at different temperatureccordance with an embodiment of
the invention.

[0078] A biosensor having an Sj@unctionalized tip is prepared as generally déscti

in U.S. Patent 7,394,547. Endotoxin concentratair0, 5, 0.5, 0.05, 0.005, 0.0005, and 0
EU/mL are prepared. Assays are carried out aC33%° C, 37° C, and 41° C.

[0079] Endotoxin concentrations of 50, 5, and 0.5 EU/mh lba detected at all 4
temperatures. Endotoxin concentrations of 0.05cEtbe detected at 33° C, 35° C, and 37°
C.
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EXAMPLE 7

[0080] This example demonstrates that endotoxin concémesatan be determined in
assays of a sample via BLI with and without linagitation (strokes per minute), in contrast
with orbital agitation (at rpm) in accordance wath embodiment of the invention.

[0081] Endotoxin concentrations of 3000, 300, 30, 3, afRdJmL are prepared for
analyzing without linear agitation.

[0082] Endotoxin concentrations of 350, 35, 3.5, and EB%mL are prepared for
analyzing with linear agitation.

[0083] A biosensor having an APS functionalized tip ispared as generally described
in U.S. Patent Application Publication 2010/0093106

[0084] The samples in this example are analyzed via Bidgughe BLITZ™ system
(fortéBIO® a division of Pall Life Sciences, Portadhington, NY), that can agitate samples
using linear agitation.

[0085] One set of samples is agitated at 1200 strokespeirte, the other is not agitated.
[0086] The assays are carried out at 25° C, each agaatdgized sample volume is 4 uL,
and each non-agitated sample volume is 200 pL.

[0087] This example shows endotoxin concentrations cattebected in samples with
and without linear agitation, and in particular siscendotoxin concentrations of 3000, 300,
30, and 3 EU/mL can be detected in an assay withgitation, and endotoxin concentrations
of 350, 35, 3.5, and 0.35 EU/mL can be detecteld hviear agitation.

EXAMPLE 8

[0088] Endotoxin concentrations of 50, 5, 0.5, 0.05, 0,@8005, and 0 EU/mL are
prepared. A biosensor having an APS functionaltged prepared as generally described in
U.S. Patent Application Publication 2010/0093106.

[0089] Set of samples are agitated at orbital agitatitesraf 100 rpm, 1000 rpm, and
1400 rpm.

[0090] The samples are analyzed via BLI. At an agitatade of 100 rpm, endotoxin
concentrations of 50, 5, 0.5, and 0.05 EU/mL caddiected. At an agitation rate of 1000
rpm, endotoxin concentrations of 50, 5, 0.5, 0a0&] 0.005 EU/mL can be detected. At an
agitation rate of 1400 rpm, endotoxin concentraioh50, 5, 0.5, and 0.05 EU/mL can be

detected.
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[0091] This example demonstrates that endotoxin concémesatan be determined in
assays of a sample at different rates of agitati@ccordance with an embodiment of the
invention.

[0092] The example also demonstrates that agitationtis@cessary for carrying out
analysis, though some agitation may decrease tlting time, and faster agitation does not

necessarily further speed up clotting.

[0093] All references, including publications, patent agations, and patents, cited
herein are hereby incorporated by reference tednge extent as if each reference were
individually and specifically indicated to be inporated by reference and were set forth in
its entirety herein.

[0094] The use of the terms “a” and “an” and “the” andl&stst one” and similar
referents in the context of describing the invem{iespecially in the context of the following
claims) are to be construed to cover both the $amgund the plural, unless otherwise
indicated herein or clearly contradicted by contékite use of the term “at least one”
followed by a list of one or more items (for examplat least one of A and B”) is to be
construed to mean one item selected from the ligteas (A or B) or any combination of two
or more of the listed items (A and B), unless othgee indicated herein or clearly
contradicted by context. The terms “comprisindgiaving,” “including,” and “containing”
are to be construed as open-ended terms (i.e.,ingeancluding, but not limited to,”) unless
otherwise noted. Recitation of ranges of valugsiheare merely intended to serve as a
shorthand method of referring individually to eagparate value falling within the range,
unless otherwise indicated herein, and each sepaahie is incorporated into the
specification as if it were individually recitedreen. All methods described herein can be
performed in any suitable order unless otherwidecated herein or otherwise clearly
contradicted by context. The use of any and ahgXes, or exemplary language (e.g., “such
as”) provided herein, is intended merely to batteminate the invention and does not pose a
limitation on the scope of the invention unlesseotvise claimed. No language in the
specification should be construed as indicatingrasmy-claimed element as essential to the
practice of the invention.

[0095] Preferred embodiments of this invention are deedriirerein, including the best

mode known to the inventors for carrying out theeimtion. Variations of those preferred
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embodiments may become apparent to those of oydgkdt in the art upon reading the
foregoing description. The inventors expect sHiketisans to employ such variations as
appropriate, and the inventors intend for the itloento be practiced otherwise than as
specifically described herein. Accordingly, thmsention includes all modifications and
equivalents of the subject matter recited in tlaénts appended hereto as permitted by
applicable law. Moreover, any combination of thewe-described elements in all possible
variations thereof is encompassed by the inventidass otherwise indicated herein or
otherwise clearly contradicted by context.
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CLAIM(S):

1. A method of assaying a sample for endotoxinptleéhod comprising:

(@) placing a sample to be assayed in contactlvwithreagent, wherein
endotoxin, if present in the sample, reacts withrdagent and a
clotted product is formed,;

(b) contacting a tip of an optical fiber with thensple, wherein clotted
product, if present, forms on and/or binds to thef the optical fiber,
wherein the tip of the optical fiber has an optitetkness, and the
optical thickness increases from an initial thicksyevhen clotted
product forms on and/or binds to the tip of theegitfiber;

(© determining the optical thickness at the tiphaf optical fiber after
contact with the sample, wherein an increase iicalpthickness from
the initial thickness indicates the presence obéwxin, and an
absence of an increase in optical thickness inglicthte absence of

endotoxin.

2. The method of claim 1, comprising determiningpacentration of endotoxin

in the sample.

3. The method of claim 1 or 2, comprising placing sample in a sample
receiving chamber, passing the sample from the karapeiving chamber to a reaction
chamber having the LAL reagent therein, whereintifhef the optical fiber contact the
sample in the reaction chamber, and determiningpiieal thickness at the tip of the optical

fiber after contact with the sample.

4. The method of any one of claims 1-3, includingtacting the tips of a
plurality of optical fibers with the sample, andelenining the optical thicknesses at the tips

of the optical fibers after contact with the sample

5. The method of any one of claims 1-4, whereitugafity of optical tips are
arranged in a bundle, and the method includes ctingathe tips of the plurality of optical
fibers with the sample, and determining the optibadknesses at the tips of the optical fibers

after contact with the sample.
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6. A kit for assaying a sample for endotoxin, titeckmprising a biosensor
comprising an optical fiber having a tip, and a$ing, the housing comprising a base and a
cap, the base comprising a groove, and a readiiamloer having a side wall, the reaction
chamber having an aperture passing through theasitlethe aperture communicatimgth
the groove; the cap comprising a sample receiviregnber, and a projection including a
sidewall and at least one aperture passing thrtugprojection side wall, wherein the cap is
removably engageable with the base.

7. The kit of claim 6, further comprising LAL reageand a biosensor
comprising an optical fiber having a tip, wherdie reaction chamber has LAL reagent
therein, and the optical fiber is arranged in theoge of the base, wherein the optical fiber
tip communicates with the reaction chamber thraihghaperture.

8. The kit of claim 6 or 7, including a plurality biosensors and a plurality of
reaction chambers, wherein each reaction chamimemcmicates with the tip of an optical
fiber.



