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SIDELINK INFORMATION TRANSMISSION METHOD AND TERMINAL 

 

CROSS-REFERENCE TO RELATED APPLICATIONS 

[0001] This application claims priority to Chinese Patent Application No. 

201810879398.9 filed in China on August 03, 2018, which is incorporated herein by reference 

in its entirety. 

TECHNICAL FIELD 

[0002] This disclosure relates to the field of communications technologies, and in 

particular, to a sidelink information transmission method and a terminal. 

 

BACKGROUND 

[0003] In a long term evolution (Long Term Evolution, LTE) mobile communication 

system, a sidelink (sidelink) is used for direct transmission between terminals without using a 

network device. A terminal sends sidelink control information (Sidelink Control Information, 

SCI) over a physical sidelink control channel (Physical Sidelink Control Channel, PSCCH), to 

schedule transmission of a physical sidelink shared channel (Physical Sidelink Shared 

Channel, PSSCH) for data transmission. Sidelink transmission is based on broadcast, and the 

terminal does not establish a point-to-point connection at a physical layer. For a receiver, the 

SCI transmitted from the physical layer neither includes any sender or receiver indication nor 

distinguishes between unicast, multicast, and broadcast PSSCHs, the terminal can only 

demodulate all received data, and then distinguishing and response processing are performed 

at a higher layer. For example, the terminal determines and discards, by using a layer 2 

identity (Level 2 Identity, L2 ID) of a medium access control (Medium Access Control, MAC) 

layer, unicast data that is not sent to the terminal. The terminal demodulates all the received 

data and then discards the data that is not intended for the terminal. This increases processing 

energy consumption of the terminal and wastes a processing capacity of the terminal. 

 

SUMMARY 

[0004] Embodiments of this disclosure provide a sidelink information transmission 

method and a terminal to resolve the problem of high processing energy consumption of a 
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terminal during sidelink transmission. 

[0005] According to a first aspect, an embodiment of this disclosure provides a sidelink 

information transmission method applied to a first terminal side, including: 

receiving sidelink control information SCI; and 

determining, based on a sidelink transmission identifier indicated by the SCI, 

whether to receive or demodulate a physical sidelink shared channel PSSCH or not. 

[0006] According to a second aspect, an embodiment of this disclosure further provides a 

terminal, where the terminal is a first terminal and includes: 

a receiving module, configured to receive sidelink control information SCI; and 

a first processing module, configured to determine, based on a sidelink transmission 

identifier indicated by the SCI, whether to receive or demodulate a physical sidelink shared 

channel PSSCH or not. 

[0007] According to a third aspect, an embodiment of this disclosure provides a sidelink 

information transmission method applied to a second terminal side, including: 

sending sidelink control information SCI, where the SCI is used to indicate a 

sidelink transmission identifier. 

[0008] According to a fourth aspect, an embodiment of this disclosure provides a terminal, 

where the terminal is a second terminal and includes: 

a sending module, configured to send sidelink control information SCI, where the 

SCI is used to indicate a sidelink transmission identifier. 

[0009] According to a fifth aspect, an embodiment of this disclosure provides a terminal, 

where the terminal includes a processor, a memory, and a computer program stored in the 

memory and running on the processor, and when the computer program is executed by the 

processor, the steps of the foregoing sidelink information transmission method performed on 

the first terminal side or the second terminal side are implemented. 

[0010] According to a sixth aspect, an embodiment of this disclosure further provides a 

computer-readable storage medium, where the computer-readable storage medium stores a 

computer program, and when the computer program is executed by a processor, the steps of 

the foregoing sidelink information transmission method performed on the first terminal side or 

the second terminal side are implemented. 
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[0011] In this way, when the foregoing technical solutions in the embodiments of this 

disclosure are used, the receiving-side terminal may determine, based on the sidelink 

transmission identifier, whether to receive or demodulate a PSSCH corresponding to the SCI 

or not, so that there is no need to receive or demodulate the PSSCH each time, thereby 

reducing processing energy consumption of the terminal and saving a processing capacity. 

 

BRIEF DESCRIPTION OF DRAWINGS 

[0012] To describe the technical solutions in the embodiments of this disclosure more 

clearly, the following briefly describes the accompanying drawings required for describing the 

embodiments of this disclosure. Apparently, the accompanying drawings in the following 

description show merely some embodiments of this disclosure, and a person of ordinary skill 

in the art may still derive other drawings from these accompanying drawings without creative 

efforts. 

[0013] FIG. 1 is a schematic flowchart of a sidelink information transmission method for a 

first terminal according to an embodiment of this disclosure; 

[0014] FIG. 2 is a schematic modular structural diagram of a first terminal according to an 

embodiment of this disclosure; 

[0015] FIG. 3 is a schematic flowchart of a sidelink information transmission method for a 

second terminal according to an embodiment of this disclosure; 

[0016] FIG. 4 is a schematic modular structural diagram of a second terminal according to 

an embodiment of this disclosure; and 

[0017] FIG. 5 is a block diagram of a terminal according to an embodiment of this 

disclosure. 

DESCRIPTION OF EMBODIMENTS 

[0018] The following describes example embodiments of this disclosure in more detail 

with reference to the accompanying drawings. Although the example embodiments of this 

disclosure are shown in the accompanying drawings, it should be understood that this 

disclosure may be implemented in various forms and should not be limited by the 

embodiments set forth herein. On the contrary, the embodiments are provided to enable a 

more thorough understanding of this disclosure and completely convey the scope of this 
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disclosure to a person skilled in the art. 

[0019] The terms "first", ''second", and the like in this specification and claims of this 

application are used to distinguish between similar objects instead of describing a specific 

order or sequence. It should be understood that the number used in this way is interchangeable 

in appropriate circumstances, so that the embodiments of this application described herein can 

be implemented in other orders than the order illustrated or described herein. In addition, the 

terms "include", "have", and any other variant thereof are intended to cover a non-exclusive 

inclusion. For example, a process, method, system, product, or device that includes a list of 

steps or units is not necessarily limited to those steps or units that are expressly listed, but may 

include other steps or units that are not expressly listed or are inherent to the process, method, 

system, product, or device. "And/or" in the specification and claims represents at least one of 

connected objects. 

[0020] An embodiment of this disclosure provides a sidelink information transmission 

method, applied to a first terminal side. As shown in FIG. 1, the method includes the 

following steps. 

[0021] Step 11: Receive sidelink control information SCI. 

[0022] The SCI is sent by a second terminal. In this case, the first terminal serves as a 

receiving-side terminal, and the second terminal serves as a sending-side terminal. Those 

skilled in the art can understand that when having data to send, the first terminal may also 

serve as a sending-side terminal, and the second terminal may also serve as a receiving-side 

terminal. The SCI in this embodiment of this disclosure is used to indicate a sidelink 

transmission identifier, or referred to as a transmission identifier ID. 

[0023] Step 12: Determine, based on a sidelink transmission identifier indicated by the 

SCI, whether to receive or demodulate a physical sidelink shared channel PSSCH or not. 

[0024] The sidelink transmission identifier is configured by a higher layer or a network 

device, or predefined (for example, agreed upon or pre-configured by a protocol). The sidelink 

transmission identifier may be used to indicate identity information of a sending terminal or a 

receiving terminal. When identity information of the first terminal matches the identity 

information of the sending terminal, the first terminal determines that a PSSCH corresponding 

to the SCI carries information sent to the first terminal. In this case, the PSSCH corresponding 
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to the SCI needs to be received or demodulated. If the identity information of the first terminal 

does not match the identity information of the sending terminal, the PSSCH is ignored to 

reduce energy consumption. When identity information of a sending terminal of the SCI 

belongs to a terminal of interest to the first terminal, the first terminal determines that the 

PSSCH corresponding to the SCI needs to be received or demodulated. If the identity 

information of the sending terminal of the SCI does not belong to a terminal of interest to the 

first terminal, the PSSCH is ignored. In addition, the sidelink transmission identifier may also 

be used to indicate a type, for example, broadcast, unicast, or multicast, of data transmitted 

over the PSSCH corresponding to the SCI. If the data is broadcast data, the first terminal 

determines that the PSSCH corresponding to the SCI needs to be received or demodulated. If 

the data is unicast or multicast data, and if the first terminal is a unicast or multicast object, the 

first terminal determines that the PSSCH corresponding to the SCI needs to be received or 

demodulated; otherwise, the first terminal does not receive or demodulate the PSSCH any 

longer to save processing energy consumption. 

[0025] Further, the sidelink transmission identifier includes at least one of a sender 

identifier, a receiver identifier, a broadcast identifier, a multicast identifier, and a unicast 

identifier. The sender identifier may be a sending-side terminal identifier, and the receiver 

identifier may be a receiving-side terminal identifier. The broadcast identifier is used to 

indicate that the data carried in the PSSCH is broadcast data. The multicast identifier is used 

to indicate that the data carried in the PSSCH is multicast data and/or a terminal identifier of a 

receiving group of the data carried in the PSSCH. The unicast identifier is used to indicate that 

the data carried in the PSSCH is unicast data and/or a receiving-side terminal identifier of the 

data carried in the PSSCH. The sidelink transmission identifier in this embodiment of this 

disclosure is determined based on at least some bits of at least one of a layer 2 identity (L2 ID), 

an application layer identifier, a higher layer identifier (or referred to as an upper layer 

identifier), and an address identifier. For example, the sidelink transmission identifier is a 

24-bit L2 ID that indicates the receiver identifier and the sender identifier. 

[0026] When different information is carried in the sidelink transmission identifier, a 

specific implementation of step 12 is different. Specifically, step 12 includes one of the 

following. 
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[0027] 1. The PSSCH is received or demodulated if the sender identifier indicated by the 

SCI is a target sender identifier. In this scenario, the SCI indicates the sender identifier, and 

when the sender identifier indicated by the SCI is one of the target sender identifier, the first 

terminal receives or demodulates the PSSCH corresponding to the SCI. The target sender 

identifier is used to indicate an identity of a terminal of interest to the first terminal. Further, 

when the sender identifier indicated by the SCI is not of the target sender identifier, whether to 

receive or demodulate the PSSCH or not may be determined based on other information 

indicated by the SCI. 

[0028] 2. The PSSCH is received or demodulated if the receiver identifier indicated by the 

SCI is a target receiver identifier. In this scenario, the SCI indicates the receiver identifier, and 

when the receiver identifier indicated by the SCI is one of the target receiver identifier, the 

first terminal receives or demodulates a PSSCH corresponding to the SCI. The target receiver 

identifier is used to indicate an identity of a receiving terminal expected by the second 

terminal. Further, when the receiver identifier indicated by the SCI is not of the target receiver 

identifier, whether to receive or demodulate the PSSCH or not may be determined based on 

other information indicated by the SCI. 

[0029] 3. The PSSCH is received or demodulated if the SCI indicates the broadcast 

identifier. In this scenario, the SCI indicates the broadcast identifier, and in this case, the first 

terminal needs to receive or demodulate the PSSCH corresponding to the SCI. Further, when 

the SCI does not indicate the broadcast identifier, whether to receive or demodulate the 

PSSCH or not may be determined based on other information indicated by the SCI. 

[0030] 4. The PSSCH is received or demodulated if the multicast identifier indicated by 

the SCI is a target multicast identifier. In this scenario, the SCI indicates the multicast 

identifier, and when the multicast identifier indicated by the SCI is one of the target multicast 

identifier, the first terminal receives or demodulates the PSSCH corresponding to the SCI. The 

multicast identifier is used to indicate an identity of a sending terminal of interest to the first 

terminal and/or an identity of a receiving terminal of expected by the second terminal. Further, 

when the multicast identifier indicated by the SCI is not of the target multicast identifier, 

whether to receive or demodulate the PSSCH or not may be determined based on other 

information indicated by the SCI. 



7 
 

[0031] 5. The PSSCH is received or demodulated if the unicast identifier indicated by the 

SCI is a target unicast identifier. In this scenario, the SCI indicates the unicast identifier, and 

when the unicast identifier indicated by the SCI is one of the target unicast identifier, the first 

terminal receives or demodulates the PSSCH corresponding to the SCI. The unicast identifier 

is used to indicate an identity of a sending terminal of interest to the first terminal and/or an 

identity of a receiving terminal of expected by the second terminal. Further, when the unicast 

identifier indicated by the SCI is not of the target unicast identifier, whether to receive or 

demodulate the PSSCH or not may be determined based on other information indicated by the 

SCI. 

[0032] The sidelink transmission identifier may be explicitly indicated by the SCI or 

implicitly indicated by the SCI. In the following embodiments of this disclosure, a specific 

form of the sidelink transmission identifier is further described from these two perspectives. 

[0033] Manner 1: The sidelink transmission identifier is carried in an indicator field of the 

SCI. 

[0034] This manner is an explicit indication manner. The indicator field includes one of 

the following: a first indicator field including at least some bits of the sidelink transmission 

identifier; and a second indicator field with a preset quantity of bits, constructed according to 

a preset rule. 

[0035] The first indicator field refers to some or all of bits of the sidelink transmission 

identifier carried in the SCI (for example, the sender identifier, the receiver identifier, the 

broadcast identifier, the multicast identifier, and the unicast identifier). These bits constitute an 

independent indicator field of the SCI. 

[0036] The second indicator field is determined based on the sidelink transmission 

identifier. That is, the second indicator field is an indicator field with a fixed bit length, 

constructed by using at least one of the sender identifier, the receiver identifier, the broadcast 

identifier, the multicast identifier, the unicast identifier, and the like. For example, the second 

indicator field is some or all bits of at least one of the sender identifier, the receiver identifier, 

the broadcast identifier, the multicast identifier, the unicast identifier, and the like (for 

example, some or all bits of a receiving group ID for multicast and/or a receiver ID for 

unicast). Alternatively, the second indicator field is an indicator field with a fixed bit length, 
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constructed according to a preset rule by using the sidelink transmission identifier as input, for 

example, an indicator field with a fixed bit length, constructed according to a binary and/or 

hash (hash) function by using the sidelink transmission identifier as input. 

[0037] In addition, the second indicator field may alternatively be determined based on 

mapping information of the sidelink transmission identifier. For example, a mapping 

relationship table is configured for a terminal, items in the mapping relationship table are used 

to indicate sidelink transmission identifiers, and a second indicator field is determined based 

on a configuration item in the mapping relationship table. A bit value of the second indicator 

field is used to indicate an item in the mapping table. 

[0038] Further, in this manner, after the step of receiving sidelink control information SCI, 

the following is included: determining, by matching the second indicator field by using a mask, 

whether to receive or demodulate the PSSCH or not. The mask herein may be predefined, 

configured by a network device, sent by the second terminal, or autonomously generated by 

the first terminal. The first terminal determines, by matching the second indicator field by 

using the mask, whether to receive or demodulate the PSSCH or not. If matching succeeds, it 

is determined that the PSSCH needs to be received or demodulated, and if matching fails, the 

PSSCH corresponding to the SCI is no longer received or demodulated. Further, if only some 

bits of the sidelink transmission identifier constitute the mask, a MAC layer ID needs to be 

matched to determine whether to receive or demodulate the PSSCH or not. 

[0039] In an optional embodiment, the indicator field (for example, the first indicator field 

or the second indicator field) in this embodiment of this disclosure may be independently 

coded or jointly coded. The scenario of independent coding of the indicator field is described 

above, and the scenario of joint coding of the indicator field is further described in the 

following embodiment. When the indicator field is jointly coded, the indicator field may also 

be used to indicate at least one of response information (for example, ACK/NACK), a hybrid 

automatic repeat request (Hybrid Automatic Repeat Request, HARQ) process number, 

resource allocation, and a modulation and coding scheme MCS. That is, the sidelink 

transmission identifier is jointly coded with at least one of the response information, the 

HARQ process number, the resource allocation, and the modulation and coding scheme MCS. 

[0040] Manner 2: The sidelink transmission identifier is a cyclic redundancy check 
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(Cyclic Redundancy Check, CRC) for scrambling the SCI. 

[0041] This manner is also an explicit indication manner. Different from the independent 

indicator field manner in Manner 1, this manner is a scrambling manner. For example, the first 

indicator field or the second indicator field may be used as the CRC for scrambling the SCI. 

[0042] Manner 3: The sidelink transmission identifier corresponds to target information 

indicated by the SCI. 

[0043] This manner is an implicit indication manner, and the sidelink transmission 

identifier is indicated by the target information indicated by the SCI. The target information 

includes at least one of resource allocation information, beam transmission mode information, 

and demodulation reference signal (De-Modulation Reference Signal, DRMS) information. 

For example, resource (pool) allocation and/or a beam transmission mode is related to unicast, 

multicast, or broadcast. The resource allocation information includes information of at least 

one of time domain, frequency domain, spatial domain (beam), and a resource pool of a 

resource in which the SCI is located. In this way, whether data in the PSSCH is unicast, 

multicast, or broadcast is determined according to the detected resource time domain, 

frequency domain, spatial domain (beam), and resource pool of the resource in which the SCI 

is located. Further, the beam transmission mode includes at least one of single beam 

transmission, multi-beam transmission, and beam sweeping. 

[0044] Further, after step 12, the method further includes: if it is determined not to receive 

or demodulate the PSSCH, performing resource sensing (sensing) and/or resource reservation 

based on a resource scheduled or reserved by the SCI. 

[0045] Alternatively, after step 12, the method further includes: if it is determined to 

receive or demodulate the PSSCH, feeding back response information based on a PSSCH 

processing result. Particularly, for data that requires transmission of response feedback, an 

ACK is fed back at a physical layer when the PSSCH is received and successfully 

demodulated, and a NACK is fed back when the PSSCH is not received or not successfully 

demodulated. In this way, the first terminal feeds back the response information based on an 

actual PSSCH processing status. When successfully receiving and demodulating the PSSCH, 

the first terminal feeds back an ACK to inform a sending terminal that unnecessary 

retransmission is not required, so as to save system resources. When failing to receive or 
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demodulate the PSSCH, the first terminal feeds back a NACK to indicate timely 

retransmission to the sending terminal, so as to reduce a processing delay. 

[0046] The implementation of the sidelink information transmission method is briefly 

described above, and is further described in the following embodiment with reference to 

specific application examples. 

Example 1 

[0047] It is assumed that the sidelink transmission identifier includes a sender identifier 

and a receiver identifier. The sender identifier and the receiver identifier are 24-bit L2 IDs, 

and indicate a sending-side terminal and a receiving-side terminal, respectively. The SCI 

received by the first terminal includes an indicator field of the receiver identifier, and a CRC 

of the SCI is not scrambled. The first terminal obtains at least one target receiver identifier. 

The target receiver identifier may be predefined or configured by a higher layer, and the target 

receiver identifier may be a multicast or unicast receiver identifier expected by the 

sending-side terminal (for example, the second terminal). 

[0048] If the receiver identifier carried in the SCI received by the first terminal matches 

the target receiver identifier of the first terminal, the first terminal continues to receive and 

demodulate the PSSCH scheduled by the SCI. The first terminal reports the receiver identifier 

to an upper layer (for example, a MAC layer and an application layer). For unicast data or 

multicast data that requires feedback of response information (for example, the SCI indicates 

that unicast or multicast requires feedback of response information), the response information 

is encoded and fed back at a physical layer of the first terminal. If the receiver identifier does 

not match the target receiver identifier, the first terminal does not receive or demodulate the 

PSSCH scheduled by the SCI. Further, if an autonomous resource selection mode is 

configured for the first terminal, the first terminal may perform subsequent resource sensing 

and reservation based on a resource allocation or reservation indication of the SCI. 

[0049] This example prevents the first terminal from receiving and demodulating a 

PSSCH of no interest, thereby reducing unnecessary demodulation processing and reducing 

energy consumption. In addition, the response information may be fed back after PSSCH data 

is demodulated, thereby avoiding unnecessary retransmission and improving system resource 

utilization. A sender may be instructed to retransmit failed data in time, thereby reducing a 
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processing delay. 

Example 2 

[0050] It is assumed that a sender identifier and a receiver identifier in the sidelink 

transmission identifier are 24-bit L2 IDs, and indicate a sending-side terminal and a 

receiving-side terminal, respectively. A CRC of the SCI received by the first terminal is 

scrambled by using an indicator field for a transmission mode (unicast, multicast, or broadcast) 

(an indicator field used to indicate a unicast identifier, a multicast identifier, or a broadcast 

identifier in the sidelink transmission identifier). The SCI includes an indicator field for an 

actual receiver identifier, and if broadcast is intended, the SCI may not include the indicator 

field for a receiver identifier or the indicator field is used for other purposes. In addition, the 

first terminal obtains at least one target receiver identifier. The target receiver identifier may 

be predefined or configured by a higher layer, and the target receiver identifier may be a 

multicast or unicast receiver identifier expected by the sending-side terminal. 

[0051] The first terminal monitors the PSCCH and monitors or blindly detects SCI based 

on the indicator field for a transmission mode. If the first terminal verifies CRC check of SCI, 

the first terminal knows a transmission mode of a PSSCH scheduled by the SCI. If the PSSCH 

is for multicast or unicast, the first terminal proceeds to read the indicator field for indicating a 

receiver identifier from the SCI. If the receiver identifier indicated in the SCI matches the 

target receiver identifier, the first terminal continues to receive and demodulate the PSSCH 

scheduled by the SCI. The first terminal reports the receiver identifier to an upper layer (for 

example, a MAC layer and an application layer). For unicast data or multicast data that 

requires feedback of response information (for example, the SCI indicates that unicast or 

multicast requires feedback of response information), the response information is encoded and 

fed back at a physical layer of the first terminal. If the receiver identifier does not match the 

target receiver identifier, the first terminal does not receive or demodulate the PSSCH 

scheduled by the SCI. Further, if an autonomous resource selection mode is configured for the 

first terminal, the first terminal may perform subsequent resource sensing and reservation 

based on a resource allocation or reservation indication of the SCI. 

Example 3 

[0052] It is assumed that a sender identifier and a receiver identifier in the sidelink 
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transmission identifier are 24-bit L2 IDs, and indicate a sending-side terminal and a 

receiving-side terminal, respectively. A CRC of the SCI received by the first terminal is 

scrambled by using an indicator field for a receiver identifier. The first terminal obtains at 

least one target receiver identifier. The target receiver identifier may be predefined or 

configured by a higher layer, and the target receiver identifier may be a multicast or unicast 

receiver identifier expected by the sending-side terminal. 

[0053] The first terminal monitors the PSCCH and monitors or blindly detects SCI based 

on the indicator field for a transmission mode. If a scrambled receiver identifier matches the 

target receiver identifier, CRC check of the SCI is passed, and the first terminal knows a 

transmission type of a PSSCH scheduled by the SCI and a receiver identifier. The first 

terminal continues to receive and demodulate the PSSCH scheduled by the SCI. The first 

terminal reports the receiver identifier to an upper layer (for example, a MAC layer and an 

application layer). For data that requires feedback of response information, the response 

information is encoded at a physical layer of the first terminal. 

Example 4 

[0054] It is assumed that a sender identifier and a receiver identifier in the sidelink 

transmission identifier are 24-bit L2 IDs, and indicate a sending-side terminal and a 

receiving-side terminal, respectively. A CRC of the SCI received by the first terminal is 

scrambled by using an indicator field for a receiver identifier and the sender identifier. For 

example, for broadcast or multicast data, the receiver identifier is used to scramble the CRC, 

and for unicast data, the sender identifier is used to scramble the CRC. In addition, the first 

terminal obtains at least one target receiver identifier. The target receiver identifier may be 

predefined or configured by a higher layer, and the target receiver identifier may be a 

multicast or unicast receiver identifier expected by the sending-side terminal. The first 

terminal obtains at least one target sender identifier. The target sender identifier may be 

predefined or configured by a higher layer, and the target sender identifier may be a multicast 

or unicast sender identifier of interest to the first terminal. 

[0055] The first terminal monitors a PSCCH, and monitors or blindly detects SCI based 

on a sender identifier and a target sender identifier that are configured for the first terminal. 
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[0056] If a receiver identifier of SCI is used for scrambling and matches the target receiver 

identifier, CRC check of the SCI is passed, so that the first terminal knows a transmission type 

(broadcast or multicast) of a PSSCH scheduled by the SCI and a receiver identifier. 

[0057] If a sender identifier of SCI is used for scrambling and matches the target sender 

identifier, CRC check of the SCI is passed, so that the first terminal knows a transmission type 

(unicast) of a PSSCH scheduled by the SCI and a sender identifier. 

[0058] In this way, the first terminal continues to receive and demodulate the PSSCH 

scheduled by the SCI. The first terminal reports the receiver identifier to an upper layer (for 

example, a MAC layer and an application layer). For data that requires feedback of response 

information, the response information is encoded at a physical layer of the first terminal. 

[0059] In addition, the first terminal may further detect a false alarm (false alarm) based 

on the sender identifier and/or the receiver identifier at a MAC layer in the PSSCH. If the 

PSSCH is not expected by the first terminal, the data packet is discarded. 

[0060] When the first terminal does not receive or demodulate the PSSCH or the first 

terminal discards the PSSCH, if an autonomous resource selection mode is configured for the 

first terminal, the first terminal may perform subsequent resource sensing and reservation 

based on a resource allocation or reservation indication of the SCI. 

Example 5 

[0061] It is assumed that a sender identifier and a receiver identifier in the sidelink 

transmission identifier are 24-bit L2 IDs, and indicate a sending-side terminal and a 

receiving-side terminal, respectively. A MAC layer includes the sender identifier and the 

receiver identifier. The SCI includes a second indicator field with a fixed bit length (a preset 

quantity of bits, for example, 8 bits). The second indicator field is constructed based on some 

or all bits of the sender identifier and/or the receiver identifier, for example, 8 selected bits of 

the sender identifier and/or the receiver identifier, or 8 bits that are obtained through hash 

calculation of the sender identifier and/or the receiver identifier. The first terminal further 

obtains at least one target receiver identifier. The target receiver identifier may be predefined 

or configured by a higher layer, and the target receiver identifier may be a multicast or unicast 

receiver identifier expected by the sending-side terminal. In addition, the first terminal may 

also construct a mask with a length the same as the second indicator field. The mask is 
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constructed based on some or all bits of the sender identifier and/or the receiver identifier. For 

example, the mask includes 8 selected bits of the sender identifier and/or the receiver 

identifier, or 8 bits that are obtained through hash calculation of the sender identifier and/or 

the receiver identifier. If there are a plurality of identifiers, the second indicator field or the 

mask may also be further constructed through binary calculation. 

[0062] The first terminal monitors the PSCCH and monitors or blindly detects SCI based 

on an indicator field for a transmission mode. The first terminal performs a masking operation 

on the second indicator field of the SCI based on the constructed mask. If a result matches, it 

indicates that a PSSCH scheduled by the SCI may be a PSSCH of interest to the first terminal. 

The first terminal continues to receive and demodulate the PSSCH scheduled by the SCI. If 

the result does not match, the PSSCH scheduled by the SCI is not received or demodulated. 

[0063] In addition, the first terminal may further detect a false alarm based on the sender 

identifier and/or the receiver identifier at a MAC layer in the PSSCH. If the PSSCH is not 

expected by the first terminal, the data packet is discarded. For example, a false alarm may 

occur when the second indicator field or the mask is constructed based on some or all bits of 

the sender identifier and/or the receiver identifier, or the length of the second indicator field or 

the mask is less than a length of the sender identifier and/or the receiver identifier. 

[0064] When the first terminal discards the PSSCH, if an autonomous resource selection 

mode is configured for the first terminal, the first terminal may perform subsequent resource 

sensing and reservation based on a resource allocation or reservation indication of the SCI. 

Example 6 

[0065] It is assumed that a sender identifier and a receiver identifier in the sidelink 

transmission identifier are 24-bit L2 IDs, and indicate a sending-side terminal and a 

receiving-side terminal, respectively. The SCI includes a second indicator field with a fixed bit 

length (a preset quantity of bits, for example, 8 bits). Content of the second indicator field is 

determined by predefined or configured mapping information. For example, a mapping 

relationship table is configured for a terminal, items in the mapping relationship table are used 

to indicate sidelink transmission identifiers, and a bit value of the second indicator field is 

used to indicate an item in the mapping table. 

[0066] The first terminal monitors the PSCCH and monitors or blindly detects SCI based 
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on an indicator field for a transmission mode. The first terminal matches a configuration item 

in the mapping relationship table based on the second indicator field, and the first terminal 

determines the sidelink transmission identifier (for example, the sender identifier and/or the 

receiver identifier) by looking up the table, and the first terminal determines, based on the 

determined sidelink transmission identifier, whether to continue to receive and demodulate the 

PSSCH scheduled by the SCI. 

[0067] Further, when the first terminal continues to receive and demodulate the PSSCH 

scheduled by the SCI, the first terminal reports the receiver identifier to an upper layer (for 

example, a MAC layer and an application layer). For data that requires feedback of response 

information, the response information is encoded at a physical layer of the first terminal. 

[0068] When the first terminal does not receive or demodulate the PSSCH, if an 

autonomous resource selection mode is configured for the first terminal, the first terminal may 

perform subsequent resource sensing and reservation based on a resource allocation or 

reservation indication of the SCI. 

[0069] In the sidelink information transmission method in this embodiment of this 

disclosure, the receiving-side terminal may determine, based on the sidelink transmission 

identifier, whether to receive or demodulate a PSSCH corresponding to the SCI or not, so that 

there is no need to receive or demodulate the PSSCH each time, thereby reducing processing 

energy consumption of the terminal and saving a processing capacity. 

[0070] The sidelink information transmission method in different scenarios is separately 

described in detail in the foregoing embodiment. A terminal corresponding to the method is 

further described in the following embodiment with reference to an accompanying drawing. 

[0071] As shown in FIG. 2, a terminal 200 according to an embodiment of this disclosure 

can implement details of the method in the foregoing embodiment: receiving sidelink control 

information SCI; and determining, based on a sidelink transmission identifier indicated by the 

SCI, whether to receive or demodulate a physical sidelink shared channel PSSCH or not, with 

the same effects achieved. The terminal 200 specifically includes the following functional 

modules: 

a receiving module 210, configured to receive sidelink control information SCI; and 

a first processing module 220, configured to determine, based on a sidelink 
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transmission identifier indicated by the SCI, whether to receive or demodulate a physical 

sidelink shared channel PSSCH or not. 

[0072] The sidelink transmission identifier is determined based on at least some bits of at 

least one of a layer 2 identity, an application layer identifier, and an address identifier. 

[0073] The sidelink transmission identifier is configured by a higher layer or a network 

device, or predefined. 

[0074] The sidelink transmission identifier corresponds to target information indicated by 

the SCI, and the target information includes at least one of resource allocation information, 

beam transmission mode information, and demodulation reference signal information. 

[0075] The beam transmission mode includes at least one of single beam transmission, 

multi-beam transmission, and beam sweeping. 

[0076] The sidelink transmission identifier includes at least one of a sender identifier, a 

receiver identifier, a broadcast identifier, a multicast identifier, and a unicast identifier. 

[0077] The first processing module 220 includes one of the following: 

a first processing sub-module, configured to receive or demodulate the PSSCH if the 

sender identifier indicated by the SCI is a target sender identifier; 

a second processing sub-module, configured to receive or demodulate the PSSCH if 

the receiver identifier indicated by the SCI is a target receiver identifier; 

a third processing sub-module, configured to receive or demodulate the PSSCH if 

the SCI indicates the broadcast identifier; 

a fourth processing sub-module, configured to receive or demodulate the PSSCH if 

the multicast identifier indicated by the SCI is a target multicast identifier; and 

a fifth processing sub-module, configured to receive or demodulate the PSSCH if 

the unicast identifier indicated by the SCI is a target unicast identifier. 

[0078] The sidelink transmission identifier is carried in an indicator field of the SCI, or the 

sidelink transmission identifier is a cyclic redundancy check CRC for scrambling the SCI. 

[0079] The indicator field includes one of the following: 

a first indicator field including at least some bits of the sidelink transmission 

identifier; and 

a second indicator field with a preset quantity of bits, constructed according to a 
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preset rule. 

[0080] The second indicator field is determined based on the sidelink transmission 

identifier, or the second indicator field is determined based on mapping information of the 

sidelink transmission identifier. 

[0081] The terminal 200 further includes: 

a determining module, configured to determine, by matching the second indicator 

field by using a mask, whether to receive or demodulate the PSSCH or not. 

[0082] The indicator field is further used to indicate at least one of response information, a 

hybrid automatic repeat request HARQ process number, resource allocation, and a modulation 

and coding scheme MCS. 

[0083] The terminal 200 further includes: 

a second processing module, configured to: if it is determined not to receive or 

demodulate the PSSCH, perform resource sensing and/or resource reservation based on a 

resource scheduled or reserved by the SCI; or 

a third processing module, configured to: if it is determined to receive or demodulate 

the PSSCH, feed back response information based on a PSSCH processing result. 

[0084] It should be noted that the terminal in this embodiment of this disclosure may 

determine, based on the sidelink transmission identifier, whether to receive or demodulate a 

PSSCH corresponding to the SCI or not, so that there is no need to receive or demodulate the 

PSSCH each time, thereby reducing processing energy consumption of the terminal and 

saving a processing capacity. 

[0085] The sidelink information transmission method in this disclosure is described from 

the perspective of the receiving-side terminal in the foregoing embodiment. A sidelink 

information transmission method is further described from the perspective of a sending-side 

terminal in the following embodiment with reference to an accompanying drawing. 

[0086] As shown in FIG. 3, an embodiment of this disclosure provides a sidelink 

information transmission method, applied to a second terminal. The method includes the 

following steps. 

[0087] Step 31. Send sidelink control information SCI, where the SCI is used to indicate a 

sidelink transmission identifier. 
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[0088] The second terminal serves as a sending-side terminal, and a first terminal serves 

as a receiving-side terminal. Those skilled in the art can understand that when having data to 

send, the first terminal may also serve as a sending-side terminal, and the second terminal may 

also serve as a receiving-side terminal. The SCI in this embodiment of this disclosure is used 

to indicate a sidelink transmission identifier, or referred to as a transmission identifier ID. 

[0089] The sidelink transmission identifier is configured by a higher layer or a network 

device, or predefined (for example, agreed upon or pre-configured by a protocol). The sidelink 

transmission identifier may be used to indicate identity information of a sending terminal or a 

receiving terminal and/or a type of data transmitted in a PSSCH corresponding to the SCI. The 

sidelink transmission identifier includes at least one of a sender identifier, a receiver identifier, 

a broadcast identifier, a multicast identifier, and a unicast identifier. In this embodiment of this 

disclosure, the sidelink transmission identifier is determined based on at least some bits of at 

least one of a layer 2 identity, an application layer identifier, and an address identifier. The 

sender identifier may be a sending-side terminal identifier, and the receiver identifier may be a 

receiving-side terminal identifier. The broadcast identifier is used to indicate that the data 

carried in the PSSCH is broadcast data. The multicast identifier is used to indicate that the 

data carried in the PSSCH is multicast data and/or a terminal identifier of a receiving group of 

the data carried in the PSSCH. The unicast identifier is used to indicate that the data carried in 

the PSSCH is unicast data and/or a receiving-side terminal identifier of the data carried in the 

PSSCH. For example, the sender identifier is a 24-bit L2 ID. 

[0090] In this embodiment of this disclosure, the sidelink transmission identifier may be 

explicitly indicated by the SCI or implicitly indicated by the SCI. In the following 

embodiments of this disclosure, a specific form of the sidelink transmission identifier is 

further described from these two perspectives. 

[0091] An explicit indication manner is as follows: The sidelink transmission identifier is 

carried in the indicator field of the SCI, or the sidelink transmission identifier is a cyclic 

redundancy check CRC for scrambling the SCI. 

[0092] The indicator field includes one of the following: a first indicator field including at 

least some bits of the sidelink transmission identifier; and a second indicator field with a 

preset quantity of bits, constructed according to a preset rule. 
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[0093] Specifically, the first indicator field refers to some or all of bits of the sidelink 

transmission identifier carried in the SCI. These bits constitute an independent indicator field 

of the SCI. The second indicator field is determined based on the sidelink transmission 

identifier, or the second indicator field is determined based on mapping information of the 

sidelink transmission identifier. For example, the second indicator field is constructed by 

using some or all bits of at least one of the sender identifier, the receiver identifier, the 

broadcast identifier, the multicast identifier, the unicast identifier, and the like. Alternatively, a 

mapping relationship table is configured for a terminal, items in the mapping relationship 

table are used to indicate sidelink transmission identifiers, and a second indicator field is 

determined based on a configuration item in the mapping relationship table. The second 

indicator field is used to indicate an item in the mapping table. 

[0094] The indicator field (for example, the first indicator field or the second indicator 

field) in this embodiment of this disclosure may be independently coded or jointly coded. 

When the indicator field is jointly coded, the indicator field may also be used to indicate at 

least one of response information (for example, ACK/NACK), a hybrid automatic repeat 

request HARQ process number, resource allocation, and a modulation and coding scheme 

MCS. That is, the sidelink transmission identifier is jointly coded with at least one of the 

response information, the HARQ process number, the resource allocation, and the modulation 

and coding scheme MCS. 

[0095] The explication indication manner is described above, and an implicit indication 

manner is further described below: The sidelink transmission identifier corresponds to target 

information indicated by the SCI, and the target information includes at least one of resource 

allocation information, beam transmission mode information, and demodulation reference 

signal information. For example, resource (pool) allocation and/or a beam transmission mode 

is related to unicast, multicast, or broadcast. The resource allocation information includes 

information of at least one of time domain, frequency domain, spatial domain (beam), and a 

resource pool of a resource in which the SCI is located. Further, the beam transmission mode 

includes at least one of single beam transmission, multi-beam transmission, and beam 

sweeping. 

[0096] In the sidelink information transmission method in this embodiment of this 
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disclosure, the terminal sends the SCI to another terminal to indicate the sidelink transmission 

identifier, so that the another terminal determines, based on the sidelink transmission identifier, 

whether to receive or demodulate a PSSCH corresponding to the SCI or not. This can reduce 

processing energy consumption of the another terminal and save a processing capacity. 

[0097] The sidelink information transmission method in different scenarios is described in 

the foregoing embodiment. A terminal corresponding to the method is further described below 

with reference to an accompanying drawing. 

[0098] As shown in FIG. 4, a terminal 400 according to an embodiment of this disclosure 

can implement details of the method in the foregoing embodiment: sending sidelink control 

information SCI, where the SCI is used to indicate a sidelink transmission identifier, with the 

same effects achieved. The terminal 400 specifically includes the following functional 

modules: 

a sending module, configured to send sidelink control information SCI, where the 

SCI is used to indicate a sidelink transmission identifier. 

[0099] The sidelink transmission identifier is determined based on at least some bits of at 

least one of a layer 2 identity, an application layer identifier, and an address identifier. 

[00100] The sidelink transmission identifier is configured by a higher layer or a network 

device, or predefined. 

[00101] The sidelink transmission identifier corresponds to target information indicated by 

the SCI, and the target information includes at least one of resource allocation information, 

beam transmission mode information, and demodulation reference signal information. 

[00102] The beam transmission mode includes at least one of single beam transmission, 

multi-beam transmission, and beam sweeping. 

[00103] The sidelink transmission identifier includes at least one of a sender identifier, a 

receiver identifier, a broadcast identifier, a multicast identifier, and a unicast identifier. 

[00104] The sidelink transmission identifier is carried in an indicator field of the SCI, or the 

sidelink transmission identifier is a cyclic redundancy check CRC for scrambling the SCI. 

[00105] The indicator field includes one of the following: 

a first indicator field including at least some bits of the sidelink transmission 

identifier; and 



21 
 

a second indicator field with a preset quantity of bits, constructed according to a 

preset rule. 

[00106] The second indicator field is determined based on the sidelink transmission 

identifier, or the second indicator field is determined based on mapping information of the 

sidelink transmission identifier. 

[00107] The indicator field is further used to indicate at least one of response information, a 

hybrid automatic repeat request HARQ process number, resource allocation, and a modulation 

and coding scheme MCS. 

[00108] It should be noted that the terminal in this embodiment of this disclosure sends the 

SCI to another terminal to indicate the sidelink transmission identifier, so that the another 

terminal determines, based on the sidelink transmission identifier, whether to receive a 

PSSCH corresponding to the SCI or not. This can reduce processing energy consumption of 

the another terminal and save the processing capacity. 

[00109] It should be noted that, it should be understood that division of modules of the 

terminal is merely logical function division. The modules may be all or partially integrated in 

a physical entity or may be separated physically in an actual implementation. In addition, the 

modules may be all implemented in a form of software invoked by a processing component, 

or may be all implemented in a form of hardware; or a part of modules may be implemented 

in a form of software invoked by a processing component, and another part of modules may 

be implemented in a form of hardware. For example, a determining module may be a 

processing component that is separately disposed, or may be integrated in a chip of the 

apparatus for implementation. In addition, the determining module may be stored in the 

memory of the apparatus in a form of program code, and is invoked by a processing 

component of the apparatus to perform a function of the determining module. Implementation 

of other modules is similar to this. In addition, the modules may be all or partially integrated, 

or may be implemented independently. Herein, the processing component may be an 

integrated circuit, and has a signal processing capability. In an implementation process, steps 

in the foregoing method or the foregoing modules may be implemented by using an integrated 

logic circuit of hardware of the processor component or by using instructions in a form of 

software. 
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[00110] For example, the modules above may be one or more integrated circuits configured 

to implement the foregoing method, for example, one or more application-specific integrated 

circuits (Application-Specific Integrated Circuit, ASIC), or one or more microprocessors 

(digital signal processor, DSP), or one or more field programmable gate arrays (Field 

Programmable Gate Array, FPGA). For another example, when one of the foregoing modules 

is implemented in a form of program code invoked by a processing component, the processing 

component may be a general purpose processor, for example, a central processing unit 

(Central Processing Unit, CPU) or another processor that may invoke program code. For 

another example, the modules may be integrated in a form of a system-on-a-chip 

(system-on-a-chip, SOC) for implementation. 

[00111] To better achieve the foregoing objective, further, FIG. 5 is a schematic diagram of 

a hardware structure of a terminal for implementing each embodiment of this disclosure. The 

terminal 50 includes but is not limited to components such as a radio frequency unit 51, a 

network module 52, an audio output unit 53, an input unit 54, a sensor 55, a display unit 56, a 

user input unit 57, an interface unit 58, a memory 59, a processor 510, and a power supply 511. 

A person skilled in the art may understand that the structure of the terminal shown in FIG. 5 

does not constitute a limitation on the terminal. The terminal may include more or fewer 

components than those shown in the figure, or some components are combined, or component 

arrangements are different. In this embodiment of this disclosure, the terminal includes but is 

not limited to a mobile phone, a tablet computer, a notebook computer, a palmtop computer, 

an in-vehicle terminal, a wearable device, a pedometer, or the like. 

[00112] When the terminal is a receiving-side terminal, the radio frequency unit 51 is 

configured to receive sidelink control information SCI. 

[00113] The processor 510 is configured to determine, based on a sidelink transmission 

identifier indicated by the SCI, whether to receive or demodulate a physical sidelink shared 

channel PSSCH or not. 

[00114] When the terminal is a sending-side terminal, the radio frequency unit 51 is 

configured to send sidelink control information SCI, where the SCI is used to indicate a 

sidelink transmission identifier. 

[00115] The terminal in this embodiment of this disclosure may determine, based on the 
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sidelink transmission identifier, whether to receive or demodulate a PSSCH corresponding to 

the SCI or not, there is no need to receive or demodulate the PSSCH each time, thereby 

reducing processing energy consumption of the terminal and saving a processing capacity. 

[00116] It should be understood that in this embodiment of this disclosure, the radio 

frequency unit 51 may be configured to: receive and send signals in an information 

receiving/sending process or a call process; and specifically, after receiving downlink data 

from a base station, send the downlink data to the processor 510 for processing, and, send 

uplink data to the base station. Generally, the radio frequency unit 51 includes but is not 

limited to an antenna, at least one amplifier, a transceiver, a coupler, a low noise amplifier, a 

duplexer, and the like. In addition, the radio frequency unit 51 may further communicate with 

a network and another device through a wireless communications system. 

[00117] The terminal provides wireless broadband internet access for a user by using the 

network module 52, for example, helps the user send and receive e-mails, browse web pages, 

and access streaming media. 

[00118] The audio output unit 53 may convert audio data received by the radio frequency 

unit 51 or the network module 52 or stored in the memory 59 into an audio signal and output 

the audio signal as a sound. In addition, the audio output unit 53 may further provide audio 

output (for example, a call signal reception tone or a message reception tone) that is related to 

a specific function performed by the terminal 50. The audio output unit 53 includes a speaker, 

a buzzer, a telephone receiver, and the like. 

[00119] The input unit 54 is configured to receive an audio or video signal. The input unit 

54 may include a graphics processing unit (Graphics Processing Unit, GPU) 541 and a 

microphone 542, and the graphics processing unit 541 processes image data of a still picture 

or a video obtained by an image capture apparatus (for example, a camera) in an image 

capture mode or a video capture mode. A processed image frame may be displayed on the 

display unit 56. An image frame processed by the graphics processing unit 541 may be stored 

in the memory 59 (or another storage medium) or sent by the radio frequency unit 51 or the 

network module 52. The microphone 542 can receive a sound and can process the sound into 

audio data. The processed audio data can be converted, for outputting, into a format that can 
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be sent to a mobile communication base station through the radio frequency unit 51 in a 

telephone call mode. 

[00120] The terminal 50 further includes at least one sensor 55, for example, an optical 

sensor, a motion sensor, and another sensor. Specifically, the optical sensor includes an 

ambient light sensor and a proximity sensor. The ambient light sensor may adjust brightness of 

a display panel 561 based on intensity of ambient light. When the terminal 50 moves near an 

ear, the proximity sensor may disable the display panel 561 and/or backlight. As a motion 

sensor, an accelerometer sensor may detect for a value of an acceleration in various directions 

(there are usually three axes), may detect for a value and a direction of gravity when the 

terminal is static, and may be configured to recognize a posture of the terminal (for example, 

landscape/portrait mode switching, a related game, or magnetometer posture calibration), 

provide a function related to vibration recognition (for example, a pedometer or a keystroke), 

or the like. The sensor 55 may further include a fingerprint sensor, a pressure sensor, an iris 

sensor, a molecular sensor, a gyroscope, a barometer, a hygrometer, a thermometer, or an 

infrared sensor. Details are not described herein. 

[00121] The display unit 56 is configured to display information input by the user or 

information provided for the user. The display unit 56 may include the display panel 561. The 

display panel 561 may be configured in a form of a liquid crystal display (Liquid Crystal 

Display, LCD), an organic light-emitting diode (Organic Light-Emitting Diode, OLED), or the 

like. 

[00122] The user input unit 57 may be configured to receive input digit or character 

information, and generate a key signal input related to a user setting and function control of 

the terminal. Specifically, the user input unit 57 includes a touch panel 571 and other input 

devices 572. The touch panel 571, also referred to as a touchscreen, may capture a touch 

operation performed by a user on or near the touch panel (for example, an operation 

performed by the user on the touch panel 571 or near the touch panel 571 by using any 

appropriate object or accessory such as a finger or a stylus). The touch panel 571 may include 

two parts: a touch detection apparatus and a touch controller. The touch detection apparatus 

detects a touch direction of the user, detects a signal carried by a touch operation, and 

transmits the signal to the touch controller. The touch controller receives touch information 
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from the touch detection apparatus, converts the touch information to point coordinates, and 

sends the point coordinates to the processor 510, and receives and executes a command sent 

by the processor 510. In addition, the touch panel 571 may be implemented in a plurality of 

forms, for example, as a resistive, capacitive, infrared, or surface acoustic wave touch panel. 

The user input unit 57 may further include other input devices 572 in addition to the touch 

panel 571. Specifically, the other input devices 572 may include but are not limited to a 

physical keyboard, a function key (such as a volume control key or a power on/off key), a 

trackball, a mouse, a joystick, and the like. Details are not described herein. 

[00123] Further, the touch panel 571 may cover the display panel 561. After detecting a 

touch operation on or near the touch panel 571, the touch panel 571 transmits the touch 

operation to the processor 510 to determine a type of a touch event. Then the processor 510 

provides corresponding visual output on the display panel 561 based on the type of the touch 

event. In FIG. 5, the touch panel 571 and the display panel 561 serve as two independent 

components to implement input and output functions of the terminal. However, in some 

embodiments, the touch panel 571 and the display panel 561 may be integrated to implement 

the input and output functions of the terminal. This is not specifically limited herein. 

[00124] The interface unit 58 is an interface for connecting an external apparatus to the 

terminal 50. For example, the external apparatus may include a wired or wireless headphone 

port, an external power (or battery charger) port, a wired or wireless data port, a memory card 

port, a port for connecting an apparatus having a recognition module, an audio input/output 

(I/O) port, a video I/O port, an earphone port, and the like. The interface unit 58 may be 

configured to receive input (for example, data information and electric power) from the 

external apparatus, and transmit the received input to one or more elements in the terminal 50; 

or may be configured to transmit data between the terminal 50 and the external apparatus. 

[00125] The memory 59 may be configured to store a software program and various data. 

The memory 59 may mainly include a program storage area and a data storage area. The 

program storage area may store an operating system, an application program required for at 

least one function (such as a sound play function and an image play function), and the like. 

The data storage area may store data (such as audio data and a phone book) created based on 

use of a mobile phone, and the like. In addition, the memory 59 may include a high-speed 
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random access memory, or may include a non-volatile memory, for example, at least one 

magnetic disk storage device, a flash memory device, or other volatile solid-state storage 

devices. 

[00126] The processor 510 is a control center of the terminal, connects various parts of the 

entire terminal by using various interfaces and lines, and executes various functions and data 

processing of the terminal by running or executing a software program and/or a module stored 

in the memory 59 and invoking data stored in the memory 59, so as to perform overall 

monitoring on the terminal. The processor 510 may include one or more processing units. 

Optionally, the processor 510 may integrate an application processor and a modem processor. 

The application processor mainly processes an operating system, a user interface, an 

application program, and the like. The modem processor mainly processes wireless 

communication. It may be understood that the modem processor may alternatively not be 

integrated into the processor 510. 

[00127] The terminal 50 may further include a power supply 511 (for example, a battery) 

that supplies power to each component. Optionally, the power supply 511 may be logically 

connected to the processor 510 by using a power management system, so as to implement 

functions such as charging management, discharging management, and power consumption 

management by using the power management system. 

[00128] In addition, the terminal 50 includes some functional modules that are not shown. 

Details are not described herein. 

[00129] Optionally, an embodiment of this disclosure further provides a terminal, including 

a processor 510, a memory 59, and a computer program stored in the memory 59 and capable 

of running on the processor 510. When the computer program is executed by the processor 

510, the processes of the foregoing embodiments of the sidelink information transmission 

method are implemented, and a same technical effect can be achieved. To avoid repetition, 

details are not described herein again. The terminal may be a wireless terminal or a wired 

terminal. The wireless terminal may be a device providing a user with voice and/or other 

service data connectivity, a handheld device having a wireless connection function, or another 

processing device connected to a wireless modem. The wireless terminal may communicate 

with one or more core networks through a radio access network (Radio Access Network, 
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RAN). The wireless terminal may be a mobile terminal such as a mobile phone (also referred 

to as a "cellular" phone) or a computer having a mobile terminal, for example, may be a 

portable, pocket-sized, handheld, computer built-in, or in-vehicle mobile apparatus, which 

exchanges voice and/or data with the radio access network. For example, it may be a device 

such as a personal communication service (Personal Communication Service, PCS) phone, a 

cordless telephone set, a session initiation protocol (Session Initiated Protocol, SIP) phone, a 

wireless local loop (Wireless Local Loop, WLL) station, or a personal digital assistant 

(Personal Digital Assistant, PDA). The wireless terminal may also be referred to as a system, a 

subscriber unit (Subscriber Unit), a subscriber station (Subscriber Station), a mobile station 

(Mobile Station), a mobile terminal (Mobile), a remote station (Remote Station), a remote 

terminal (Remote Terminal), an access terminal (Access Terminal), a user terminal (User 

Terminal), a user agent (User Agent), or a user device (User Device or User Equipment). This 

is not limited herein. 

[00130] An embodiment of this disclosure further provides a computer-readable storage 

medium, where the computer-readable storage medium stores a computer program. When the 

computer program is executed by a processor, the processes of the embodiments of the 

foregoing sidelink information transmission method are implemented, and a same technical 

effect can be achieved. To avoid repetition, details are not described herein again. For example, 

the computer-readable storage medium is a read-only memory (Read-Only Memory, ROM), a 

random access memory (Random Access Memory, RAM), a magnetic disk, or an optical disk. 

[00131] A person of ordinary skill in the art may be aware that the units and algorithm steps 

in the examples described with reference to the embodiments disclosed in this specification 

can be implemented by electronic hardware or a combination of computer software and 

electronic hardware. Whether the functions are performed by hardware or software depends 

on particular applications and design constraints of the technical solutions. A person skilled in 

the art may use different methods to implement the described functions for each particular 

application, but it should not be considered that the implementation goes beyond the scope of 

this disclosure. 

[00132] It may be clearly understood by a person skilled in the art that, for the purpose of 

convenient and brief description, for a detailed working process of the foregoing system, 
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apparatus, and unit, reference may be made to a corresponding process in the foregoing 

method embodiments, and details are not described again herein. 

[00133] In the embodiments provided in this application, it should be understood that the 

disclosed apparatus and method may be implemented in other manners. For example, the 

described apparatus embodiment is merely an example. For example, the unit division is 

merely logical function division and may be other division in actual implementation. For 

example, a plurality of units or components may be combined or integrated into another 

system, or some features may be ignored or may not be performed. In addition, the displayed 

or discussed mutual couplings or direct couplings or communication connections may be 

implemented by using some interfaces. The indirect couplings or communication connections 

between the apparatuses or units may be implemented in electrical, mechanical, or other 

forms. 

[00134] The units described as separate parts may or may not be physically separate, and 

parts displayed as units may or may not be physical units, may be located in one position, or 

may be distributed on a plurality of network elements. Some or all of the units may be 

selected based on actual requirements to achieve the objectives of the solutions of the 

embodiments. 

[00135] In addition, functional units in the embodiments of this disclosure may be 

integrated into one processing unit, or each of the units may exist alone physically, or two or 

more units are integrated into one unit. 

[00136] When the functions are implemented in a form of a software functional unit and 

sold or used as an independent product, the functions may be stored in a computer-readable 

storage medium. Based on such an understanding, the technical solutions of this disclosure 

essentially, or the part contributing to related technologies, or some of the technical solutions 

may be embodied in a form of a software product. The computer software product is stored in 

a storage medium, and includes instructions for enabling a computer device (which may be a 

personal computer, a server, a network device, or the like) to perform all or some of the steps 

of the methods described in the embodiments of this disclosure. The foregoing storage 

medium includes: any medium that can store program code, such as a USB flash drive, a 

removable hard disk, a ROM, a RAM, a magnetic disk, or an optical disc. 
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[00137] In addition, it should be noted that in the apparatus and method of this disclosure, 

apparently, the components or steps may be decomposed and/or recombined. The 

decomposition and/or recombination should be considered as an equivalent solution of this 

disclosure. In addition, steps for performing the foregoing series of processing may be 

naturally performed in a sequence of description and in a time sequence, but do not need to be 

performed necessarily in the time sequence, and some steps may be performed in parallel or 

independently. A person of ordinary skill in the art can understand that all or any steps or 

components of the method and apparatus in this disclosure may be implemented by hardware, 

firmware, software, or a combination thereof in any computing apparatus (including a 

processor, a storage medium, and the like) or a network of computing apparatuses. This can be 

implemented as long as a person of ordinary skill in the art applies basic programming skill 

after reading the specification of this disclosure. 

[00138] Therefore, an objective of this disclosure may also be achieved by running a 

program or a group of programs on any computing apparatus. The computing apparatus may 

be a well-known general apparatus. Therefore, the objective of this disclosure may also be 

achieved by merely providing a program product including program code for implementing 

the method or apparatus. To be specific, the program product also constitutes this disclosure, 

and a storage medium storing the program product also constitutes this disclosure. Apparently, 

the storage medium may be any well-known storage medium or any storage medium that will 

be developed in the future. It should also be noted that in the apparatus and method of this 

disclosure, apparently, the components or steps may be decomposed and/or recombined. The 

decomposition and/or recombination should be considered as an equivalent solution of this 

disclosure. In addition, steps for performing the foregoing series of processing may be 

naturally performed in a sequence of description and in a time sequence, but do not need to be 

performed necessarily in the time sequence. Some steps may be performed in parallel or 

independently. 

[00139] The foregoing descriptions are merely optional implementations of this disclosure. 

It should be noted that a person of ordinary skill in the art may make several improvements or 

polishing without departing from the principle of this disclosure and the improvements and 

polishing shall fall within the protection scope of this disclosure. 
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CLAIMS 

What is claimed is: 

1. A sidelink information transmission method, applied to a first terminal side, wherein the 

sidelink information transmission method comprises: 

receiving sidelink control information (SCI); and 

determining, based on a sidelink transmission identifier indicated by the SCI, whether to 

receive or demodulate a physical sidelink shared channel (PSSCH) or not. 

2. The sidelink information transmission method according to claim 1, wherein the 

sidelink transmission identifier comprises at least one of a sender identifier, a receiver identifier, 

a broadcast identifier, a multicast identifier, and a unicast identifier. 

3. The sidelink information transmission method according to claim 2, wherein the step of 

determining, based on a sidelink transmission identifier indicated by the SCI, whether to 

receive or demodulate a physical sidelink shared channel PSSCH or not comprises one of the 

following: 

receiving or demodulating the PSSCH if the sender identifier indicated by the SCI is a 

target sender identifier; 

receiving or demodulating the PSSCH if the receiver identifier indicated by the SCI is a 

target receiver identifier; 

receiving or demodulating the PSSCH if the SCI indicates the broadcast identifier; 

receiving or demodulating the PSSCH if the multicast identifier indicated by the SCI is a 

target multicast identifier; and 

receiving or demodulating the PSSCH if the unicast identifier indicated by the SCI is a 

target unicast identifier. 

4. The sidelink information transmission method according to claim 1, wherein the 

sidelink transmission identifier is carried in an indicator field of the SCI, or the sidelink 

transmission identifier is a cyclic redundancy check (CRC) for scrambling the SCI. 

5. The sidelink information transmission method according to claim 4, wherein the 

indicator field comprises one of the following: 

a first indicator field comprising at least some bits of the sidelink transmission identifier; 

and 
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a second indicator field with a preset quantity of bits, constructed according to a preset 

rule. 

6. The sidelink information transmission method according to claim 5, wherein the second 

indicator field is determined based on the sidelink transmission identifier, or the second 

indicator field is determined based on mapping information of the sidelink transmission 

identifier. 

7. The sidelink information transmission method according to claim 5, wherein after the 

step of receiving sidelink control information SCI, the method further comprises: 

determining, by matching the second indicator field by using a mask, whether to receive or 

demodulate the PSSCH or not. 

8. The sidelink information transmission method according to claim 4, wherein the 

indicator field is further used to indicate at least one of response information, a hybrid 

automatic repeat request (HARQ) process number, resource allocation, and a modulation and 

coding scheme (MCS). 

9. The sidelink information transmission method according to claim 1, wherein after the 

step of determining, based on a sidelink transmission identifier indicated by the SCI, whether to 

receive or demodulate a physical sidelink shared channel PSSCH or not, the method further 

comprises: 

if it is determined not to receive or demodulate the PSSCH, performing resource sensing 

and/or resource reservation based on a resource scheduled or reserved by the SCI; or 

if it is determined to receive or demodulate the PSSCH, feeding back response information 

based on a PSSCH processing result. 

10. A terminal, wherein the terminal is a first terminal and comprises: 

a receiving module, configured to receive sidelink control information (SCI); and 

a first processing module, configured to determine, based on a sidelink transmission 

identifier indicated by the SCI, whether to receive or demodulate a physical sidelink shared 

channel (PSSCH) or not. 

11. A sidelink information transmission method, applied to a second terminal side, wherein 

the sidelink information transmission method comprises: 

sending sidelink control information (SCI), wherein the SCI is used to indicate a sidelink 



33 
 

transmission identifier. 

12. The sidelink information transmission method according to claim 1 or 11, wherein the 

sidelink transmission identifier is determined based on at least some bits of at least one of a 

layer 2 identity, an application layer identifier, and an address identifier. 

13. The sidelink information transmission method according to claim 1 or 11, wherein the 

sidelink transmission identifier is configured by a higher layer or a network device, or 

predefined. 

14. The sidelink information transmission method according to claim 1 or 11, wherein the 

sidelink transmission identifier corresponds to target information indicated by the SCI, wherein 

the target information comprises at least one of resource allocation information, beam 

transmission mode information, and demodulation reference signal (DRMS) information. 

15. The sidelink information transmission method according to claim 14, wherein a beam 

transmission mode comprises at least one of single beam transmission, multi-beam transmission, 

and beam sweeping. 

16. The sidelink information transmission method according to claim 11, wherein the 

sidelink transmission identifier comprises at least one of a sender identifier, a receiver identifier, 

a broadcast identifier, a multicast identifier, and a unicast identifier. 

17. The sidelink information transmission method according to claim 11, wherein the 

sidelink transmission identifier is carried in an indicator field of the SCI, or the sidelink 

transmission identifier is a cyclic redundancy check (CRC) for scrambling the SCI. 

18. The sidelink information transmission method according to claim 17, wherein the 

indicator field comprises one of the following: 

a first indicator field comprising at least some bits of the sidelink transmission identifier; 

and 

a second indicator field with a preset quantity of bits, constructed according to a preset 

rule. 

19. The sidelink information transmission method according to claim 18, wherein the 

second indicator field is determined based on the sidelink transmission identifier, or the second 

indicator field is determined based on mapping information of the sidelink transmission 

identifier. 
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20. The sidelink information transmission method according to claim 17, wherein the 

indicator field is further used to indicate at least one of response information, a hybrid 

automatic repeat request (HARQ) process number, resource allocation, and a modulation and 

coding scheme (MCS). 

21. A terminal, wherein the terminal is a second terminal and comprises: 

a sending module, configured to send sidelink control information (SCI), wherein the SCI 

is used to indicate a sidelink transmission identifier. 

22. A terminal, comprising a processor, a memory, and a computer program stored in the 

memory and running on the processor, wherein the processor is configured to execute the 

computer program to implement the steps of the sidelink information transmission method 

according to any one of claims 1 to 9, and 11 to 20. 

23. A computer-readable storage medium, wherein the computer-readable storage medium 

stores a computer program, and when a processor executes the computer program, the steps of 

the sidelink information transmission method according to any one of claims 1 to 9, and 11 to 

20 are implemented. 

  


