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CRYPTOGRAPHY CHIP WITH IDENTITY VERIFICATION 

TECHNICAL FIELD 

[0001] 	This specification relates to performing cryptographic operations subject to 

identity verification. 

BACKGROUND 

[0002] 	In some computing applications, cryptography is used to transform data into a 

form that is unreasonably difficult to decipher to obtain the original value of the data without 

possessing an associated cryptographic key. Loss of a cryptographic key can render all data 

encrypted with the key unrecoverable. In addition, if a cryptographic key is learned by an 

unauthorized party, all data encrypted with the key is no longer secure as it can be read by 

the unauthorized party. It would be desirable to protect cryptographic keys from being lost 

or compromised to reduce the risk of associated economic loss that would be incurred by the 

owners of the keys. 

SUMMARY 

[0003] 	This specification describes technologies for performing cryptographic operations 

subject to identity verification. These technologies generally involve, for example, verifying 

identity information for client requesting a cryptographic operation against stored identity 

information, and performing the requested cryptographic operation if the verification 

succeeds. If the verification is unsuccessful, the requested cryptographic operation is not 

performed and/or rejected. 

[0004] 	This specification also provides one or more non-transitory computer-readable 

storage media coupled to one or more processors and having instructions stored thereon 

which, when executed by the one or more processors, cause the one or more processors to 

perform operations in accordance with embodiments of the methods provided herein. 

[0005] 	This specification further provides a system for implementing the methods 

provided herein. The system includes one or more processors, and a computer-readable 

storage medium coupled to the one or more processors having instructions stored thereon 

which, when executed by the one or more processors, cause the one or more processors to 

perform operations in accordance with embodiments of the methods provided herein. 
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[0006] 	It is appreciated that methods in accordance with this specification may include 

any combination of the aspects and features described herein. That is, methods in accordance 

with this specification are not limited to the combinations of aspects and features specifically 

described herein, but also include any combination of the aspects and features provided. 

[0007] 	The details of one or more embodiments of this specification are set forth in the 

accompanying drawings and the description below. Other features and advantages of this 

specification will be apparent from the description and drawings, and from the claims. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0008] 	FIG. 1 is a diagram illustrating an example of an environment that can be used to 

execute embodiments of this specification. 

[0009] 	FIG. 2 is a diagram illustrating an example of a system that can be used to execute 

embodiments of this specification. 

[0010] 	FIG. 3 is a diagram illustrating an interaction between components of the system 

shown in FIG. 2. 

[0011] 	FIG. 4 is a diagram illustrating an example of an environment that can be used to 

execute embodiments of this specification 

[0012] 	FIG. 5 depicts an example of a process that can be executed in accordance with 

embodiments of this specification. 

[0013] 	FIG. 6 depicts examples of modules of an apparatus in accordance with 

embodiments of this specification. 

[0014] 	Like reference numbers and designations in the various drawings indicate like 

elements. 

DETAILED DESCRIPTION 

[0015] 	This specification describes techniques for performing cryptographic operations 

using a cryptography chip. Cryptography is used in some computing applications to 

transform data into a form that is unreasonably difficult to decipher to obtain the original 

value of the data without possessing an associated encryption key. For example, if two 

computing devices want to communicate sensitive data over a public network allowing all 

parties on the network access to the data, the sending computing device can encrypt the data 

into a ciphertext prior to sending, and the receiving computing device can decrypt the 
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ciphertext to recover the original value of the data. Examples of cryptography include, 

without limitation, symmetric encryption, and asymmetric encryption. 

[0016] 	Symmetric encryption refers to an encryption process that uses a single key for 

both encryption (generating ciphertext from plaintext), and decryption (generating plaintext 

from ciphertext). In symmetric encryption, the same key is distributed to all parties to a 

communication, so each party can encrypt and decrypt transaction data. 

[0017] 	Asymmetric encryption uses keys pairs that each include a private key, and a 

public key, the private key being kept secret by a particular party, and the public key being 

able to be freely shared by the particular party with other parties. A party can use the public 

key of particular party to encrypt data, and the encrypted data can then be decrypted using 

the particular party's private key. Data encrypted with a party's public key can only be 

decrypted using that party's private key. In addition, the private key is not derivable from the 

public key, allowing the public key to be freely shared. 

[0018] 	Asymmetric encryption is used to provide digital signatures, which enable a 

receiving party to confirm that received data originated from the expected sending party and 

has not been tampered with. Digital signatures can also be used to ensure that data has not 

been not tampered with (i.e., its value has not changed). For example, a first party can 

digitally sign a set of data by first computing a hash of the data using a hash function, such as 

MD5, SHA-256, or another function. The first party then uses its private key to encrypt the 

hash and produce a digital signature. The second party can then use the first party's public 

key to decrypt the digital signature and recover the hash. The second party then computes a 

hash of the data associated with the digital signature using the same hash function. If this 

hash matches the recovered hash from the digital signature, the second party knows that the 

first party signed created the digital signature using its private key, as if the digital signature 

had been created using a different key it would not have produced the correct hash for the 

data when decrypted using the corresponding public key. In addition, the second party 

knows that the data has not been tampered with since it was signed by the first party, because 

a tampering party would be unable to modify the encrypted hash to make it match the new 

value of the data without knowing the private key. 

[0019] 	This specification describes techniques for performing cryptographic operations 

using a cryptography chip that is configured to protect the keys used to perform the 
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operations from being compromised or lost. In some embodiments, the cryptography chip 

includes an integrated storage resource that stores key information (e.g., one or more 

encryption keys) and identity information. The cryptography chip receives requests to 

perform cryptographic operations (e.g., encrypting data, decrypting data, producing / 

verifying digital signatures). The requests include identity information of the user requesting 

the operation. For each request, the cryptography chip verifies the identity of the requesting 

user based on comparing identity information from the request with the stored identity 

information. If the identity of the requesting user is verified (e.g., the received identity 

information matches the stored identity information), the cryptography chip performs the 

requested cryptographic operation. If the identity of the requesting user is not verified (e.g., 

the received identity information does not match the stored identity information), the 

cryptography chip does not perform the requested cryptographic operation. Although this 

specification provides examples where the identity of a user is verified, in each of the 

examples described herein, a client can also be verified. A client can be a user, a computing 

device, an organization, or other types of entities. 

[0020] 	FIG. 1 is a diagram illustrating an example of an environment 100 that can be 

used to execute embodiments of this specification. As shown, the environment 100 includes 

a cryptography chip 110. The cryptography chip 110 includes a storage resource 120 storing 

program logic 122, identity information 124, and key information 126. The cryptography 

chip 110 also includes a processing resource 130. 

[0021] 	The cryptography chip 110 is a computing component (e.g., an integrated circuit) 

that is configured to perform cryptographic operations. In some cases, the cryptography chip 

110 can be an integrated circuit including the depicted components. The cryptography chip 

110 can include a substrate composed of a semiconductor material (such as silicon) upon 

which the depicted components are attached. In some cases, the depicted components can be 

connected by areas of conductive material (e.g., wires or leads) to form electrical connections 

between the components. The cryptography chip 110 can also include connections (e.g., pins) 

allowing it to be installed in and interface with other computing systems. 

[0022] 	The cryptography chip 110 includes a storage resource 120. In some cases, the 

storage resource 120 is an electronic storage device that allows for persistent storage of data 

(i.e., where stored data is not lost when the device is not powered). In some embodiments, 
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the storage resource 120 can include a flash memory device, a programmable read-only 

memory (PROM) device, an electrically-erasable programmable read-only memory 

(EEPROM) device, or another type of storage device that stores data persistently and allows 

data to be erased and reprogrammed 

[0023] 	The cryptography chip 110 also includes a processing resource 130. In some 

cases, the processing resource 130 is a processor capable of executing software instructions, 

such as, for example, a field-programmable gate array (FPGA), an application specific 

integrated circuit (ASIC), a single-chip microcomputer, a microprocessor, or other type of 

processor. 

[0024] 	As shown, program logic 122 is stored in the storage resource 120. In some cases, 

the program logic 122 includes software instructions to be executed by the processing 

resource 130. The program logic 122 can include instructions operable when executed to 

perform operations related to received requests to perform cryptographic operations, such as 

parsing the request to retrieve the data, verifying identity information in the request, and 

performing the requested cryptographic operations if the identity verification succeeds. In 

some cases, the program logic 122 can be stored unencrypted, as the instructions themselves 

may not include any sensitive information. 

[0025] 	The storage resource 120 also includes identity information 124 representing the 

identities of users that are permitted to perform cryptographic operations using the 

cryptography chip 110. In some cases, requests to perform cryptographic operations that are 

sent to the cryptography chip 110 include user identity information. The cryptography chip 

110 verifies the identity of the user requesting the cryptographic operations based on the 

identity information 124. If the cryptography chip 110 is able to verify the user's identity, 

the requested cryptographic operation is performed. If not, the requested cryptographic 

operation is not performed. This process is described in greater detail with respect to FIG. 2. 

[0026] 	The storage resource 120 also includes key information 126 including one or 

more cryptographic keys used by the cryptography chip 110 to perform cryptographic 

operations. In some cases, the cryptographic keys can be symmetric keys, private keys of 

asymmetric key pairs, or other types of keys that are to be kept secret. In some embodiments, 

the key information 126 can be stored in an encrypted form so that the key information 126 
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cannot be read from the storage resource 120 without the appropriate key to decrypt the 

information. This process is described in greater detail with respect to FIG. 2. 

[0027] 	FIG. 2 is a diagram illustrating an example of a system 200 that can be used to 

execute embodiments of this specification. The system 200 depicts a portion of the 

cryptography chip 110 including the identity information 124 and the key information 126 

stored in the storage resource 120 as described above relative to FIG. 1. The system 200 also 

includes an authentication module 250 and a cryptography module 260. 

[0028] 	As shown, the system 200 includes an authentication module 250 operable to 

verify identity information included in received requests to perform cryptographic operations. 

In some cases, the authentication module 250 can be a software module defined in the 

program logic 122 executed by the processing resource 130. In some embodiments, the 

authentication module 250 can be an independent hardware component included in the 

cryptography chip 110, such as an additional processor or a processing core of the processing 

resource 130. The authentication module 250 can also be a logical or physical division of the 

processing resource 130 that is responsible for performing the authentication process. 

[0029] 	As shown, the system 200 includes a cryptography module 260 operable to 

perform requested cryptographic operations. In some cases, the cryptography module 260 

can be a software module defined in the program logic 122 executed by the processing 

resource 130. In some embodiments, the cryptography module 260 can be an independent 

hardware component included in the cryptography chip 110, such as an additional processor 

or a processing core of the processing resource 130. The cryptography module 260 can also 

be a logical or physical division of the processing resource 130 that is responsible for 

performing the authentication process. 

[0030] 	The system 200 also includes an interface 210. The interface 210 provides a 

mechanism for external components or users to send and receive data to the components 

within the cryptography chip 110, such as the authentication module 250 and the 

cryptography module 260. In some implementations, the interface 210 is a physical interface 

between the cryptography chip 110 and a system in which it has been installed, such as a 

physical pin connection between the cryptography chip 110 and a larger integrated circuit, 

such as a motherboard. In some cases, the interface 210 is a software layer that provides an 

application programming interface (API) to programs executed by the processing resource 
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130 of the cryptography chip 110, or executed by another processor in a larger system in 

which the cryptography chip is installed. 

[0031] 	In operation, at 220, the authentication module 250 receives requests to perform 

cryptographic operations from external components or programs via the interface 210. Each 

request includes identity information associated with a user associated with the request. In 

some cases, the received identity information includes a digital signature of the user 

requesting the cryptographic operations. 

[0032] 	In some cases, the received identity information can include biometric or other 

identifying information associated with the user. For example, the cryptography chip 110 

can include a fingerprint scanner or other biometric device to collect biometric information 

from the user. To request a cryptographic operation, the user touches the fingerprint scanner, 

which generates a digital representation of the user's fingerprint. In some cases, the user can 

select a desired cryptographic operation, such as through a keypad or other interface of the 

cryptography chip 110. A request for the desired cryptographic operation can be generated 

by the procession resource 130, and passed to the authentication module 250 via the interface 

210. 

[0033] 	The authentication module 250 verifies the received identity information based on 

the stored identity information 124. In cases where the identity information includes a digital 

signature of the user, the authentication module 250 can verify the signature by decrypting it 

with a public key associated with the user and comparing the decrypted data to an expected 

value (e.g., the hash verification described above). If the values match, the user's identity is 

verified. If the values do not match, the user's identity is not verified. In cases where the 

identity information is biometric information, the authentication module 250 compares the 

digital representation of the biometric data included in the request to stored biometric data 

included in the identity information 124. If the received biometric data matches the stored 

biometric data, the user's identity is verified. If the received biometric data does not match 

the stored biometric data, the user's identity is not verified. 

[0034] 	In some cases, if the authentication module 250 verifies the user, the 

authentication module indicates to the cryptography module 260 that the identity information 

has been verified (at 230). In response to receiving this indication, the cryptography module 

260 performs the requested cryptographic operation and returns a cryptographic result (240) 
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to the requester via the interface 210. In some cases, if the authentication module 250 cannot 

verify the user, the cryptography module 260 does not perform the requested cryptographic 

operation. In some examples, a rejection is sent to the requester by the authentication 

module 250, the cryptography module 260, or another component. 

[0035] 	The cryptographic operations performed by the cryptography module 150 can 

include, without limitation, encrypting data, decrypting data, producing a digital signature, 

verifying a digital signature, or other cryptographic operations. For example, the request to 

perform a cryptographic operation could indicate that a decryption operation is requested, 

and could include a ciphertext to be decrypted using an encryption key associated with the 

requesting user (e.g., a private key). In such a case, the cryptography module 150 could 

decrypt the ciphertext using the stored key information 126, and return a decrypted version of 

the ciphertext at 240 as the cryptographic result. 

[0036] 	FIG. 3 is a diagram illustrating an interaction 300 between components of the 

system shown in FIG. 2. At 305, the interface 210 sends a request including user identity 

information to the authentication module 140, as previously discussed relative to FIG. 2. At 

310, the authentication module 140 retrieves encrypted identity information (e.g., an 

encryption key for verifying a digital signature, biometric data, etc.) from the storage 

resource 120. At 315, the authentication module 140 decrypts the encrypted identity 

information retrieved from the storage resource 120. In some cases, the key used to decrypt 

the retrieved identity information is also retrieved from the storage resource 120. The key 

can also be included in the authentication module 140 itself, such as by being "hardcoded" 

into software instructions stored in a firmware of the authentication module 140 or the 

processing resource 130. 

[0037] 	At 320, the authentication module 140 verifies the user identity information based 

on the decrypted identity information, as previously described relative to FIG. 2. At 325, 

execution of the authentication module 140 branches based on the result of the verification. 

If the user identity was not verified, the authentication module 140 returns a rejection of the 

request to the requester via the interface 210 (at 330). If the user identity was verified, the 

authentication module 140 sends an indication to the cryptography module 150 that the user 

identity was verified (at 335). 
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[0038] 	At 340, in response to receiving the indication, the cryptography module 150 

retrieves an encrypted cryptographic key associated with the user from the storage resource 

120. At 345, the cryptography module 150 decrypts the cryptographic key. In some cases, 

the key used to decrypt the retrieved identity information is also retrieved from the storage 

resource 120. The key can also be included in the cryptography module 150 itself, such as 

by being "hardcoded" into software instructions stored in a firmware of the cryptography 

module 150 or the processing resource 130. 

[0039] 	Also at 345, the cryptography module 150 performs the requested cryptographic 

operation. At 350, the cryptography module returns a result of the cryptographic operation to 

the requester via the interface 210. 

[0040] 	FIG. 4 is a diagram illustrating an example of an environment 400 that can be 

used to execute embodiments of this specification. As shown, the environment 400 includes 

an identity information card 410 including the cryptography chip 110. The identity 

information card 410 is communicatively coupled to a computer 420, a smartphone 430, a 

tablet device 440, and an internet of things (I0T) device 450. 

[0041] 	In operation, the identity information card 410 communicates with the various 

devices 420, 430, 440, and 450. This communication can take place over a wired or wireless 

communications protocol, such as, for example, a near-field communications (NFC) protocol, 

BLUETOOTH, WIFI, a cellular protocol, an infrared communications protocol, or another 

type of protocol. In some cases, the communication involves encryption and/or decryption of 

data, such as, for example, using a secure communications protocol such as Transport Layer 

Security (TLS), providing a digital signature on data sent to the devices 420, 430, 440, 450, 

verifying a digital signature provided by one of the devices 420, 430, 440, 450, or using other 

mechanisms. As described above, these cryptographic operations would be performed by the 

cryptography chip 110 included in the identity information card 410 if the cryptography chip 

110 can verify the identity of the requesting user. 

[0042] 	In some cases, the identity information card 410 can be a portable device carried 

by the user, such as a smart card. In some cases, as described above, the identity information 

card can include a biometric sensor, and the user can provide identity information by 

interacting with the biometric sensor. In some cases, the identity information card 410 can 

be inserted into a compatible device and provided with power from the device to perform its 
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operations. In such a case, data can be transferred between the identity information card 410 

and the device through conductive contacts between the device and the identity information 

card 410. 

[0043] 	FIG. 5 is a flowchart of an example of a process 500 for performing cryptographic 

operations subject to identity verification. For convenience, the process 500 will be 

described as being performed by a system of one or more computers, located in one or more 

locations, and programmed appropriately in accordance with this specification. For example, 

a cryptography chip, e.g., the cryptography chip 110 environment 100 of FIG. 1, 

appropriately programmed, can perform the process 500. 

[0044] 	At 510, a request is received by a cryptography chip to perform a requested 

cryptographic operation from a client, wherein the request includes client identity 

information associated with the client, and wherein the cryptography chip is a hardware 

component including a processing resource that performs cryptographic operations and a 

storage resource that stores key information used in the cryptographic operations, and 

identity information associated with clients that are permitted to request cryptographic 

operations. In some cases, the requested cryptographic operation is an encryption operation, 

a decryption operation, a digital signature verification operation, or a digital signature 

generation operation. In some cases, the cryptography chip is a field-programmable gate 

array (FPGA), an application specific integrated circuit (ASIC), or a microprocessor. 

[0045] 	At 520, it is determined that the client identity information is associated with one 

of the clients that are permitted to request cryptographic operations based on comparing the 

client identity information to the identity information stored in the storage resource. 

[0046] 	At 530, in response to determining that the client identity information is 

associated with one of the clients that are permitted to request cryptographic operations, the 

requested cryptographic operation is performed based on the key information stored in the 

storage resource. In some cases, the request includes data, and the cryptography chip 

performs the requested cryptographic operation on the data. In some examples, the 

cryptography chip includes an operating system executed by the processing resource to 

operate a computer system in which the cryptography chip is included. 

[0047] 	In some cases, the request is a first request, the requested cryptographic operation 

is a first requested cryptographic operation, the client identity information is first client 
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identity information, and the process 500 includes receiving a second request to perform a 

second requested cryptographic operation from a second client, wherein the request includes 

second client identity information associated with the second client; and determining that the 

second client identity information is not associated with one of the clients that are permitted 

to request cryptographic operations based on comparing the second client identity 

information to the identity information stored in the storage resource, wherein, in response to 

determining that the second client identity information is not associated with one of the 

clients that are permitted to request cryptographic operations, the cryptography chip does not 

perform the requested cryptographic operation. 

[0048] 	In some examples, the process 500 includes determining that one or more requests 

to perform cryptographic operations are malicious based on the requests not including client 

identity information associated with one of the clients that are permitted to request 

cryptographic operations; and in response to determining that the one or more requests to 

perform cryptographic operations are malicious, clearing the identity information and the key 

information from the storage resource. In some cases, the cryptography chip can determine 

that the requests are malicious based on multiple factors, including, without limitation, a 

frequency with which the requests that cannot be verified are received, a pattern associated 

with the client identities included in the request (e.g., indicating that an attacker is trying 

different identity values sequentially to attempt to find a valid identity), a number of 

unverified requests from a particular client in a particular amount of time, or other factors. 

Erasing the key information and the identity information from the storage resource is done to 

ensure that the attacker cannot access this information by any means. 

[0049] 	In some embodiments, the cryptography chip is a field-programmable gate array 

(FPGA), and the process 500 includes receiving a request to reprogram the cryptography chip 

including reprogramming information; and in response to receiving the request, replacing 

information stored in the storage resource with the reprogramming information. 

[0050] 	FIG. 6 is a diagram of on example of modules of an apparatus 600 in accordance 

with embodiments of this specification. 

[0051] 	The apparatus 600 can be an example of an embodiment of a cryptography chip 

for performing cryptographic operations subject to identity verification. The apparatus 600 

can correspond to the embodiments described above, and the apparatus 600 includes the 
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following: a receiving module 610 for receiving, by a cryptography chip, a request to 

perform a requested cryptographic operation from a client, wherein the request includes 

client identity information associated with the client, and wherein the cryptography chip is a 

hardware component including a processing resource that performs cryptographic operations 

and a storage resource that stores key information used in the cryptographic operations, and 

identity information associated with clients that are permitted to request cryptographic 

operations; a determining module 620 for determining, by the cryptography chip, that the 

client identity information is associated with one of the clients that are permitted to request 

cryptographic operations based on comparing the client identity information to the identity 

information stored in the storage resource; and a performing module 630 for performing, by 

the cryptography chip, the requested cryptographic operation based on the key information 

stored in the storage resource in response to determining that the client identity information is 

associated with one of the clients that are permitted to request cryptographic operations. 

[0052] 	The system, apparatus, module, or unit illustrated in the previous embodiments 

can be implemented by using a computer chip or an entity, or can be implemented by using a 

product having a certain function. A typical embodiment device is a computer, and the 

computer can be a personal computer, a laptop computer, a cellular phone, a camera phone, a 

smartphone, a personal digital assistant, a media player, a navigation device, an email 

receiving and sending device, a game console, a tablet computer, a wearable device, or any 

combination of these devices. 

[0053] 	For an embodiment process of functions and roles of each module in the 

apparatus, references can be made to an embodiment process of corresponding steps in the 

previous method. Details are omitted here for simplicity. 

[0054] 	Because an apparatus embodiment basically corresponds to a method embodiment, 

for related parts, references can be made to related descriptions in the method embodiment. 

The previously described apparatus embodiment is merely an example. The modules 

described as separate parts may or may not be physically separate, and parts displayed as 

modules may or may not be physical modules, may be located in one position, or may be 

distributed on a number of network modules. Some or all of the modules can be selected 

based on actual demands to achieve the objectives of the solutions of the specification. A 
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person of ordinary skill in the art can understand and implement the embodiments of the 

present application without creative efforts. 

[0055] 	Referring again to FIG. 6, it can be interpreted as illustrating an internal 

functional module and a structure of a cryptography chip for performing cryptographic 

operations subject to identity verification. An execution body in essence can be an electronic 

device, and the electronic device includes the following: one or more processors; and a 

memory configured to store an executable instruction of the one or more processors. 

[0056] 	The techniques described in this specification produce one or more technical 

effects. In some embodiments, the techniques provide increased security for clients by 

verifying the identity of a client (e.g., by verifying a digital signature) prior to performing a 

requested cryptographic operation using store cryptographic keys. This provides increased 

security because it prevents an attacker (whose identity will not be verified) from using the 

client's cryptographic keys to decrypt private data, to impersonate the client by forging the 

client's digital signature, or to perform other harmful actions. In some embodiments, the 

techniques provide for additional security by erasing stored cryptographic keys in response to 

the detection of malicious activity. This prevents an attacker from performing a "brute force" 

attack on the device by sending it a large number of identities trying to match the stored 

identity in order to access the cryptographic functions of the device. 

[0057] 	Described embodiments of the subject matter can include one or more features, 

alone or in combination. For example, in a first embodiment, receiving, by a cryptography 

chip, a request to perform a requested cryptographic operation from a client, wherein the 

request includes client identity information associated with the client, and wherein the 

cryptography chip is a hardware component including a processing resource that performs 

cryptographic operations and a storage resource that stores key information used in the 

cryptographic operations, and identity information associated with clients that are permitted 

to request cryptographic operations; determining, by the cryptography chip, that the client 

identity information is associated with one of the clients that are permitted to request 

cryptographic operations based on comparing the client identity information to the identity 

information stored in the storage resource; and in response to determining that the client 

identity information is associated with one of the clients that are permitted to request 
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cryptographic operations, performing, by the cryptography chip, the requested cryptographic 

operation based on the key information stored in the storage resource. 

[0058] 	The foregoing and other described embodiments can each, optionally, include one 

or more of the following features: 

[0059] 	A first feature, combinable with any of the following features, specifies that the 

requested cryptographic operation is an encryption operation, a decryption operation, a 

digital signature verification operation, or a digital signature generation operation. 

[0060] 	A second feature, combinable with any of the previous or following features, 

specifies that the cryptography chip is a field-programmable gate array (FPGA), an 

application specific integrated circuit (ASIC), or a microprocessor. 

[0061] 	A third feature, combinable with any of the previous or following features, 

specifies that the request includes data, and wherein the cryptography chip performs the 

requested cryptographic operation on the data. 

[0062] 	A fourth feature, combinable with any of the previous or following features, 

specifies that the cryptography chip includes an operating system executed by the processing 

resource to operate a computer system in which the cryptography chip is included. 

[0063] 	A fifth feature, combinable with any of the previous or following features, 

specifies that the request is a first request, the requested cryptographic operation is a first 

requested cryptographic operation, the client identity information is first client identity 

information, and that the method includes receiving, by the cryptography chip, a second 

request to perform a second requested cryptographic operation from a second client, wherein 

the request includes second client identity information associated with the second client; and 

determining, by the cryptography chip, that the second client identity information is not 

associated with one of the clients that are permitted to request cryptographic operations based 

on comparing the second client identity information to the identity information stored in the 

storage resource, wherein, in response to determining that the second client identity 

information is not associated with one of the clients that are permitted to request 

cryptographic operations, the cryptography chip does not perform the requested 

cryptographic operation. 

[0064] 	A sixth feature, combinable with any of the previous or following features, 

specifies that the method includes determining, by the cryptography chip, that one or more 
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requests to perform cryptographic operations are malicious based on the requests not 

including client identity information associated with one of the clients that are permitted to 

request cryptographic operations; and in response to determining that the one or more 

requests to perform cryptographic operations are malicious, clearing, by the cryptography 

chip, the identity information and the key information from the storage resource. 

[0065] 	A seventh feature, combinable with any of the previous or following features, 

specifies that the cryptography chip is a field-programmable gate array (FPGA), and the 

method includes receiving, by the cryptography chip, a request to reprogram the 

cryptography chip including reprogramming information; and in response to receiving the 

request, replacing, by the cryptography chip, information stored in the storage resource with 

the reprogramming information. 

[0066] 	Embodiments of the subject matter and the actions and operations described in 

this specification can be implemented in digital electronic circuitry, in tangibly-embodied 

computer software or firmware, in computer hardware, including the structures disclosed in 

this specification and their structural equivalents, or in combinations of one or more of them. 

Embodiments of the subject matter described in this specification can be implemented as one 

or more computer programs, e.g., one or more modules of computer program instructions, 

encoded on a computer program carrier, for execution by, or to control the operation of, data 

processing apparatus. For example, a computer program carrier can include one or more 

computer-readable storage media that have instructions encoded or stored thereon. The 

carrier may be a tangible non-transitory computer-readable medium, such as a magnetic, 

magneto optical, or optical disk, a solid state drive, a random access memory (RAM), a read-

only memory (ROM), or other types of media. Alternatively, or in addition, the carrier may 

be an artificially generated propagated signal, e.g., a machine-generated electrical, optical, or 

electromagnetic signal that is generated to encode information for transmission to suitable 

receiver apparatus for execution by a data processing apparatus. The computer storage 

medium can be or be part of a machine-readable storage device, a machine-readable storage 

substrate, a random or serial access memory device, or a combination of one or more of them. 

A computer storage medium is not a propagated signal. 

[0067] 	A computer program, which may also be referred to or described as a program, 

software, a software application, an app, a module, a software module, an engine, a script, or 
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code, can be written in any form of programming language, including compiled or 

interpreted languages, or declarative or procedural languages; and it can be deployed in any 

form, including as a stand-alone program or as a module, component, engine, subroutine, or 

other unit suitable for executing in a computing environment, which environment may 

include one or more computers interconnected by a data communication network in one or 

more locations. 

[0068] 	A computer program may, but need not, correspond to a file in a file system. A 

computer program can be stored in a portion of a file that holds other programs or data, e.g., 

one or more scripts stored in a markup language document, in a single file dedicated to the 

program in question, or in multiple coordinated files, e.g., files that store one or more 

modules, sub programs, or portions of code. 

[0069] 	Processors for execution of a computer program include, by way of example, both 

general- and special-purpose microprocessors, and any one or more processors of any kind of 

digital computer. Generally, a processor will receive the instructions of the computer 

program for execution as well as data from a non-transitory computer-readable medium 

coupled to the processor. 

[0070] 	The term "data processing apparatus" encompasses all kinds of apparatuses, 

devices, and machines for processing data, including by way of example a programmable 

processor, a computer, or multiple processors or computers. Data processing apparatus can 

include special-purpose logic circuitry, e.g., an FPGA (field programmable gate array), an 

ASIC (application specific integrated circuit), or a GPU (graphics processing unit). The 

apparatus can also include, in addition to hardware, code that creates an execution 

environment for computer programs, e.g., code that constitutes processor firmware, a 

protocol stack, a database management system, an operating system, or a combination of one 

or more of them. 

[0071] 	The processes and logic flows described in this specification can be performed by 

one or more computers or processors executing one or more computer programs to perform 

operations by operating on input data and generating output. The processes and logic flows 

can also be performed by special-purpose logic circuitry, e.g., an FPGA, an ASIC, or a GPU, 

or by a combination of special-purpose logic circuitry and one or more programmed 

computers. 
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[0072] 	Computers suitable for the execution of a computer program can be based on 

general or special-purpose microprocessors or both, or any other kind of central processing 

unit. Generally, a central processing unit will receive instructions and data from a read only 

memory or a random access memory or both. Elements of a computer can include a central 

processing unit for executing instructions and one or more memory devices for storing 

instructions and data. The central processing unit and the memory can be supplemented by, 

or incorporated in, special-purpose logic circuitry. 

[0073] 	Generally, a computer will also include, or be operatively coupled to receive data 

from or transfer data to one or more storage devices. The storage devices can be, for 

example, magnetic, magneto optical, or optical disks, solid state drives, or any other type of 

non-transitory, computer-readable media. However, a computer need not have such devices. 

Thus, a computer may be coupled to one or more storage devices, such as, one or more 

memories, that are local and/or remote. For example, a computer can include one or more 

local memories that are integral components of the computer, or the computer can be coupled 

to one or more remote memories that are in a cloud network. Moreover, a computer can be 

embedded in another device, e.g., a mobile telephone, a personal digital assistant (PDA), a 

mobile audio or video player, a game console, a Global Positioning System (GPS) receiver, 

or a portable storage device, e.g., a universal serial bus (USB) flash drive, to name just a few. 

[0074] 	Components can be "coupled to" each other by being commutatively such as 

electrically or optically connected to one another, either directly or via one or more 

intermediate components. Components can also be "coupled to" each other if one of the 

components is integrated into the other. For example, a storage component that is integrated 

into a processor (e.g., an L2 cache component) is "coupled to" the processor. 

[0075] 	To provide for interaction with a user, embodiments of the subject matter 

described in this specification can be implemented on, or configured to communicate with, a 

computer having a display device, e.g., a LCD (liquid crystal display) monitor, for displaying 

information to the user, and an input device by which the user can provide input to the 

computer, e.g., a keyboard and a pointing device, e.g., a mouse, a trackball or touchpad. 

Other kinds of devices can be used to provide for interaction with a user as well; for example, 

feedback provided to the user can be any form of sensory feedback, e.g., visual feedback, 

auditory feedback, or tactile feedback; and input from the user can be received in any form, 
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including acoustic, speech, or tactile input. In addition, a computer can interact with a user 

by sending documents to and receiving documents from a device that is used by the user; for 

example, by sending web pages to a web browser on a user's device in response to requests 

received from the web browser, or by interacting with an app running on a user device, e.g., a 

smartphone or electronic tablet. Also, a computer can interact with a user by sending text 

messages or other forms of message to a personal device, e.g., a smartphone that is running a 

messaging application, and receiving responsive messages from the user in return. 

[0076] 	This specification uses the term "configured to" in connection with systems, 

apparatus, and computer program components. For a system of one or more computers to be 

configured to perform particular operations or actions means that the system has installed on 

it software, firmware, hardware, or a combination of them that in operation cause the system 

to perform the operations or actions. For one or more computer programs to be configured to 

perform particular operations or actions means that the one or more programs include 

instructions that, when executed by data processing apparatus, cause the apparatus to perform 

the operations or actions. For special-purpose logic circuitry to be configured to perform 

particular operations or actions means that the circuitry has electronic logic that performs the 

operations or actions. 

[0077] 	While this specification contains many specific embodiment details, these should 

not be construed as limitations on the scope of what is being claimed, which is defined by the 

claims themselves, but rather as descriptions of features that may be specific to particular 

embodiments. Certain features that are described in this specification in the context of 

separate embodiments can also be realized in combination in a single embodiment. 

Conversely, various features that are described in the context of a single embodiments can 

also be realized in multiple embodiments separately or in any suitable subcombination. 

Moreover, although features may be described above as acting in certain combinations and 

even initially be claimed as such, one or more features from a claimed combination can in 

some cases be excised from the combination, and the claim may be directed to a 

subcombination or variation of a subcombination. 

[0078] 	Similarly, while operations are depicted in the drawings and recited in the claims 

in a particular order, this should not be understood as requiring that such operations be 

performed in the particular order shown or in sequential order, or that all illustrated 
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operations be performed, to achieve desirable results. In certain circumstances, multitasking 

and parallel processing may be advantageous. Moreover, the separation of various system 

modules and components in the embodiments described above should not be understood as 

requiring such separation in all embodiments, and it should be understood that the described 

program components and systems can generally be integrated together in a single software 

product or packaged into multiple software products. 

[0079] 	Particular embodiments of the subject matter have been described. Other 

embodiments are within the scope of the following claims. For example, the actions recited 

in the claims can be performed in a different order and still achieve desirable results. As one 

example, the processes depicted in the accompanying figures do not necessarily require the 

particular order shown, or sequential order, to achieve desirable results. In some cases, 

multitasking and parallel processing may be advantageous. 
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CLAIMS 

 

What is claimed is: 

 

1. A computer-implemented method for performing cryptographic operations 

subject to identity verification, the method comprising: 

receiving, by a cryptography chip, a request to perform a requested cryptographic 

operation from a client, wherein the request includes client identity information associated with 

the client, wherein the request includes first data to be processed, and wherein the cryptography 

chip is a hardware component including 

a processing resource that performs cryptographic operations, and 

a storage resource, distinct from the processing resource, that stores a first key, 

encrypted identity information associated with clients that are permitted to request 

cryptographic operations, and program logic executable by the processing resource to perform 

the requested cryptographic operation; 

decrypting, by the cryptography chip, the encrypted identity information using the first 

key; 

retrieving, by the cryptography chip, a second key, wherein the second key is 

hardcoded into software instructions stored in a firmware of the processing resource;  

determining, by the cryptography chip, that the client identity information is associated 

with one of the clients that are permitted to request cryptographic operations based on 

comparing the client identity information to the decrypted identity information; and 

in response to determining that the client identity information is associated with one of 

the clients that are permitted to request cryptographic operations, performing, by the 

cryptography chip, the requested cryptographic operation on the first data by executing the 

program logic stored in the storage resource using the second key hardcoded into the software 

instructions stored in the firmware of the processing resource, to generate a cryptographic 

result. 
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2. The computer-implemented method of claim 1, wherein the requested 

cryptographic operation is an encryption operation, a decryption operation, a digital signature 

verification operation, or a digital signature generation operation. 

 

3. The computer-implemented method of any preceding claim, wherein the 

cryptography chip is a field-programmable gate array (FPGA), an application specific 

integrated circuit (ASIC), or a microprocessor. 

 

4. The computer-implemented method of any preceding claim, wherein the 

cryptography chip includes an operating system executed by the processing resource to operate 

a computer system in which the cryptography chip is included. 

 

5. The computer-implemented method of any preceding claim, wherein the 

request is a first request, the requested cryptographic operation is a first requested 

cryptographic operation, the client identity information is first client identity information, the 

method further comprising: 

receiving, by the cryptography chip, a second request to perform a second requested 

cryptographic operation from a second client, wherein the request includes second client 

identity information associated with the second client; and 

determining, by the cryptography chip, that the second client identity information is 

not associated with any of the clients that are permitted to request cryptographic operations 

based on comparing the second client identity information to the decrypted identity 

information, 

wherein, in response to determining that the second client identity information is not 

associated with any of the clients that are permitted to request cryptographic operations, the 

cryptography chip does not perform the second requested cryptographic operation. 

 

6. The computer-implemented method of any preceding claim, further 

comprising: 

determining, by the cryptography chip, that one or more requests to perform 

cryptographic operations are malicious based on the one or more requests not including client 
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identity information associated with any of the clients that are permitted to request 

cryptographic operations; and 

in response to determining that the one or more requests to perform cryptographic 

operations are malicious, clearing, by the cryptography chip, the encrypted identity 

information and the first key from the storage resource. 

 

7. The computer-implemented method of any preceding claim, wherein the 

cryptography chip is a field-programmable gate array (FPGA), and the method further 

comprising: 

receiving, by the cryptography chip, a request to reprogram the cryptography chip 

including reprogramming information; and 

in response to receiving the request, replacing, by the cryptography chip, information 

stored in the storage resource with the reprogramming information.   

 

8. A system for performing cryptographic operations subject to identity 

verification, comprising: 

  one or more processors; and 

  one or more computer-readable memories coupled to the one or more processors and 

having instructions stored thereon that are executable by the one or more processors to perform 

the method of any of claims 1 to 7, and 10 to 12. 

 

9.  An apparatus for performing cryptographic operations subject to identity 

verification, the apparatus comprising a plurality of modules for performing the method of any 

of claims 1 to 7, and 10 to 12. 

 

 10. The computer-implemented method of claim 1, wherein the client identity 

information comprises biometric information associated with the client.

 

 11. The computer-implemented method of claim 1, wherein the program logic is 

stored unencrypted. 
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 12. The computer-implemented method of claim 1, wherein the cryptography chip 

includes a physical interface, and wherein receiving the request to perform the requested 

cryptographic operation comprises: 

  receiving a selection of a desired cryptographic operation through the physical 

interface. 

 

 

 




