
25 

 

Claims 

 

What is claimed is: 

 

1. A method of controlling an actual industrial process, wherein the actual industrial process 

is a gas-phase polymerisation process, the method comprising:  

 determining a set of projection values for a measured disturbing variable wherein the 

measured disturbing variable is not actively manipulated to influence an actual primary 

control variable; 

 determining an actual primary control variable value for the actual primary control 

variable; 

 determining an estimate of the actual primary control variable value by utilizing a 

first nonlinear dynamic model, wherein the first nonlinear dynamic model utilizes a primary 

manipulated variable value, a secondary manipulated variable value, and the set of projection 

values for the measured disturbing variable; 

 determining a primary manipulated variable set point value by utilizing a second 

nonlinear dynamic model, wherein the second nonlinear dynamic model utilizes an input 

signal from a first comparator and the set of projection values for the measured disturbing 

variable, wherein the first comparator compares an output from a second comparator to the 

primary control variable set point value and provides a difference as the input signal,  wherein 

the second comparator compares the actual primary control variable value to the estimate of 

the actual primary control variable value and provides a difference as the output, wherein the 

primary manipulated variable set point value is utilized to meet a control objective; 

 determining a secondary manipulated variable set point value by utilizing a third 

nonlinear dynamic model, wherein the third nonlinear dynamic model utilizes the input signal 

and the set of projection values for the measured disturbing variable, wherein the secondary 

manipulated variable set point value is utilized to meet the control objective; and 

 providing the primary manipulated variable set point value and the secondary 

manipulated variable set point value to the actual industrial process, thereby controlling the 

actual industrial process. 

 

2. The method of claim 1, wherein the set of projection values includes values for future times 

which are beyond a current time by a dead time of the primary manipulated variable. 
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3. The method of any preceding claim, wherein a primary controller and a secondary controller 

coordinately control the primary manipulated variable and the secondary manipulated variable. 

 

4. The method of any preceding claim, wherein the primary manipulated variable has a greater 

lag response than the secondary manipulated variable. 

 

5. The method of any preceding claim, wherein the primary manipulated variable has a greater 

dead time than the secondary manipulated variable. 

 

6. The method of any preceding claim, wherein the first nonlinear dynamic model, the second 

nonlinear dynamic model, and the third nonlinear dynamic model are the same model. 

 

7. The method of any preceding claim, wherein the first nonlinear dynamic model, the second 

nonlinear dynamic model, and the third nonlinear dynamic model are independently selected 

from a same model, a different model, or a combination thereof. 

 

8. A non-transitory computer-readable medium storing instructions executable by a processing 

resource to: 

 determine a set of projection values for a measured disturbing variable wherein the 

measured disturbing variable is not actively manipulated to influence an actual primary control 

variable; 

 determine an actual primary control variable value for the actual primary control variable; 

 determine an estimate of the actual primary control variable value by utilizing a first 

nonlinear dynamic model, wherein the first nonlinear dynamic model utilizes a primary 

manipulated variable value, a secondary manipulated variable value, and the set of projection 

values for the measured disturbing variable; 

 determine a primary manipulated variable set point value by utilizing a second nonlinear 

dynamic model, wherein the second nonlinear dynamic model utilizes an input signal from a 

first comparator and the set of projection values for the measured disturbing variable, wherein 

the first comparator compares an output from a second comparator to the primary control 

variable set point value and provides a difference as the input signal, wherein the second 

comparator compares the actual primary control variable value to the estimate of the actual 

primary control variable value and provides a difference as the output, wherein the primary 

manipulated variable set point value is utilized to meet a control objective; 
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 determine a secondary manipulated variable set point value by utilizing a third nonlinear 

dynamic model, wherein the third nonlinear dynamic model utilizes the input signal and the set 

of projection values for the measured disturbing variable, wherein the secondary manipulated 

variable set point value is utilized to meet the control objective; and 

 provide the primary manipulated variable set point value and the secondary manipulated 

variable set point value to an actual industrial process, thereby controlling the actual industrial 

process, wherein the actual industrial process is a gas-phase polymerisation process. 

 

9. The non-transitory computer-readable medium of claim 8, wherein the set of projection 

values includes values for future times which are beyond a current time by a dead time of the 

primary manipulated variable. 

 

10. A coordinated control system comprising: 

 an actual industrial process associated with an actual primary control variable, wherein 

the actual industrial process is a gas-phase polymerisation process; 

 a primary controller that controls a primary manipulated variable that influences the 

actual primary control variable, wherein the primary controller provides a primary manipulated 

variable set point value to the actual industrial process; 

 a secondary controller that controls a secondary manipulated variable that influences 

the actual primary control variable, wherein the secondary controller provides a secondary 

manipulated variable set point value to the actual industrial process; 

 an estimate of the actual industrial process that utilizes a first nonlinear dynamic model 

to determine an estimated actual primary control variable value, wherein the first nonlinear 

dynamic model utilizes the primary manipulated variable value, the secondary manipulated 

variable value, and a measured disturbing variable value; and 

 a projection of the measured disturbing variable that provides a set of projection 

values for the measured disturbing variable to the primary controller and the secondary 

controller, wherein:  

the primary controller determines the primary manipulated variable set point 

value by utilizing a second nonlinear dynamic model, wherein the second nonlinear 

dynamic model utilizes an input signal from a first comparator and the set of projection 

values for the measured disturbing variable, wherein the first comparator compares an 

output from a second comparator to the primary control variable set point value and 

provides a difference as the input signal, wherein the second comparator compares the 
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actual primary control variable value to the estimated actual primary control variable 

value and provides a difference as the output, wherein the primary manipulated 

variable set point value is utilized to meet a control objective; 

the secondary controller determines the secondary manipulated variable set 

point value to be presently effectuated by utilizing a third nonlinear dynamic model, 

wherein the third nonlinear dynamic model utilizes the input signal and the set of 

projection values for the measured disturbing variable; and  

the secondary manipulated variable set point value is utilized to meet the control 

objective. 

 

11. The coordinated control system of claim 10, wherein the set of projection values includes 

values for future times which are beyond a current time by a dead time of the primary 

manipulated variable. 

 


