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There is provided an antenna apparatus in which a non-detection region is
made mninmnumw thin the regulatory |imt of radi o wave radiation, and
satisfactory communi cation is enabled over a wi de range. Four
substantially square antennas are adjacently arranged on the sane plane to
constitute an antenna assenbly, which is arranged to be opposite to a
simlar antenna assenbly. Reverse phase currents flowto the first antenna
and the third antenna, and simlarly, reverse phase currents flowto the
second antenna and the fourth antenna. The second and the fourth antennas
are subjected to phase inversion for evegém?ata conmmuni cati on between a

pattern 1 in which same PPEERACH R MEE MIRGFLOSUREe second antenna and the

third antenna and a pattern 2 in which sane phase currents flowto the
first antenna and the second ant'enna. A predeterm ned phase difference is

provi ded between the first and the second antenna assenblies,
There is provided an antenna apparatus in which a

non-detection region is made minimum within the regulatory
limit of radio wave radiation, and satisfactory communication
is enabled over a wide range. Four substantially square
antennas are adjacently arranged on the same plane to
constitute an antenna assembly, which is arranged to be
opposite to a similar antenna assembly. Reverse phase currents
flow to the first antenna and the third antenna, and similarly,
reversephasecurrentsflmwtothesecondantenhaandthefourth
antenna. The second and the fourth antennas are subjected to
phase inversion for every data communication between a pattern
1 in which same phase currents flow to the éecond antenna and
the thirci antenna and a pattern 2 in which same phase currents
flow to the first antenna and the second antenna. A
predetermined phase difference is provided between the first

'and the second antenna assemblies.
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