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EFFICIENT IN-BAND SIGNALING FOR ~DISCONTINuOUS• 
TRANSMISSION AND CONFIGURATION CHANGES IN 

ADAFI'IVE MULTI-RATE COMMUNICATIONS· SYSTEMS 

S Cross-Reference to Bdated Ap.plications 

The present application claims the benefit of U.S. Provisional Application 

No. 60/109,694, filed November 24, 1998, which is incorporateci herein in its 

entirety by reference. 

10 Field of the lnyention 

The present invention relates to communications systems, ·and more 

particularly, to discontinuous tr8nsnrission (DTX) and configuration changes in 

adaptive multi-rate communications systems. 

15 Back11'6und of the Inyention 

Today, multi-mode coding systems employing at least two different source 

and channel codec modes can be used to maintain near-to"'.'optimum comrmmication 

quality under varying transmission channel conditions. A mode with low source 

coding bit rate and a high degree of channel error protection can be chosen for bad 

20 channels. On the other hand,· good channels ·anow selection of a codec mode with 

high source coding bit rate "and a relatively low degree of error protection. 
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As is well known in the art, such multi-mode coding systems must convey 

(either explicitly or implicitly) the actually chosen codec mode to a receiving 

decoder to enable proper decoding of received data. Two-way communication 

systems with codec mode adaptation have additionally to transmit similar 

S information over the return link. This is either quantiud link measurement data 

descn"bing the present forward channel state, or a corresponding codec mode 

request/command taking the channel state account. Such link adaptation data is 

known in the art as codec mode information, consisting of codec mode indications 

{the actually selected codec mode) and codec mode requesrs/commands {the codec 

10 mode to be used, on the transmitting side). The evolving Global System for 

Mobile Communication (GSM) Adaptive Multi-Rate (AMR) standard employs the 

above described codec mode adaptation. 

In such AMR systems, in-band signaling is used to reallocate parts of the 

speech transmission resource for transmitting control hlformation. It is applied 

15 where no other 8'litable control channels are available. The GSM AMR speech 

coding standard is an example which makes use of in-band signaling. It uses parts 

of the GSM speech traffic channel for the transmission of AMR link adaptation 

data. More specifically, the GSM AMR Standard provides an in-band cbannel for 

the transmission of codec mode information. 

20 Codec mode information consists of codec mode requesrs/commands and 

codec mode indications, which are transmitted every second frame (every 40 ms), 
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in alternating order. Codec mode· information identifies a codec mode in a subset 

of up to 4 codec modes out of 8 (for adaptive full-rate speech, or AFS) or 6 (for 

adaptive half-rate speech, ABS) available modes. These ~dee mode subsets are 

referred to as active codec sets. 

In any communication system, including the above described GSM AMR 

system, transmission capacity is a limited and costly resource~ For this reason, in 

order to save transmission capacity, Discontinuous Transmission. (DTX) is widely 

applied when transmitting speech. Sometimes DTX is referred to as Voice 

Operated Transmission (VOX). The basic principle of DTX is to turn off 

10 transmission during speech inactivity. Instead, so-called comfort noise (CN) 

parameters are transmitted which enable the decoder to reproduce the inactivity 

signal, which usually is some kind of background noise. CN parameters require 

much ·less transmission resource than speech. DTX is also an important feature 

for mobile telephones as it allows ~g off power consuming devices (such as 
·. 

15 radio transmitters) during inactivity. Doilig so helps to save battery power and to 

incn'.ase the talk time of the phones. 

In two-way commmication systems employing DTX, there will typically 

be o~ link active while the other link is inactive (as one speaker is talking while 

the other is listening). The active link has, with some reduced frame transmission 

20 rate, to convey sileiice descriptor (SID) frames (also known as background 

information, or comfort noise, descriptor frames) to the receiver. SID frames 
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contain CN parameters and enable a, receiver to generate a comfort noise silence 

signal, for example to reassure a listening user tba~ the connection is still active. 

In the presen~ GSM speech coding standards FR, BR and EFR, DTX is 

realised in a very similar way. By way of example, the state of the art of DTX 

S operated speech communication in the GSM system will be described with respect 

to the GSM EFR co~e. For additional information, see for example the 

,'. 10 ',,,,, 

, GSM 06.11, GSM 06.12, GSM 06.21, GSM 06.22, GSM 06.31, GSM 06.41, 

GSM 06.61, GSM 06.62, and GSM 06.81 standards, and related documents. The 

GSM EFR sc~ is cbaracterlsed as follows: 

··:.. '· :· ,: 
End pf 8pe:ech activity is signaled l>Y the transniission of a first SID frame, .. '• . '; .· ' '· .. ' . : 

which is notp~aligned to the SACCH. Rather, it is immediately following die 

last active speech frame. After sUch a first SID frame, update SID frames are , 

transmitted with a period of once per 24 frames (=480ms). Update SID frame 

transmission is aligned with the time alignment flag (TAF), which is generated in 

15 the radio subsystems and which is derived from the SACCH frame structure. 

Apart from SID frames, no other frames are transmitted during inactivity. Simply 

resuming the transmission of active speech frames ends the inactivity period. 

The RSS band.le.s SID frames as regular speech frames. This means in 

particular that the same Channel coding and di~gonal interleaving is used as for 
' . . . ' 

20 , speech frames. A number of effectively fourty-three (43) net bits is used for the 

comfort noise parameters which descn0e spectral shape and gain of the inactivity 
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signal. Ninety-five (95) net bits are \ised for a sPc:ciBl SID bit pattern to identify 

the frame as a SID frame and to make it distinct from speech frames. CN 

parameters are differentially encoded with respect to parameters, which. are 

derived from the last transmitted speech frames. 

The described SID frame transmission is illustrated in Figure 1 for 

TCH/FS (i.e., traffic channel I full-rate speech) and in Figure 2 for TCHIHS (i.e .• 

traffic channel I half-rate speech). The upper row symbolises the speech frames, 

as they are seen at the input of the speech encoder •. The middle row symbolises 

the TDMA frames-that transmit the respective speech or SID bits via the radio 

10 interface. The lower row symbolises the speech or comfort noise frames after the 

speech decoder. Every speech frame is exactly 20 ms long. The TDMA frames 

have in average a distance of exactly 5 ms. TDMA frames for SACCH and IDLE 

are not shown. Implementation delays and other side effects are not shown either. 

Apart from regular transmissi~ of SID frames, synchronously and time 
·. 

15 aligned to a fixed time structure, ITU-T recommendation G.729/Annex B 

descn'bes a DTX method which transmits SID frames whenever an update of the 

CN parameters is required because they have changed significantly since the last 

SID frame transmission. 

In the well known Pacific Digital Cellular (PDC) system with VOX 

20 functionality. special post- and pre-amble frames are used to signal transitions 

from speech to -inactivity or, respectively, back from inactivity to speech (see, for 



WOOOl31996 PCTJSE99/02178 

example, RCR STD-27D): These frames coDlBin unique bit patterns on gross bit 

level to identify them. Post-amble frames consist of two channel frames of which 

the first canies no other information than the identification bit pattern and of 

which the second carries comfort noise parameters ~scn1>ing the inactivity signal. 

5 During voice inactivity, post-amble frames are sent periodically to enable the 

receiving end to update the comfort noise generation. For both post- and pre-

amble frames, the same interleaving is used as for speech frames. 

The· above described conventional DTX solutions, as realized in GSM FR. 

EFR, and HR, are not well suited for use in multi-mode coding systems. This 

10 results. from the fact that SID frame signaling is done on net bit level. A special 

·bit pattern identifying the SID frame is part of the net bit stream. The SID frame 

detection unit at the receiver is executed after de-interleaving and channel 

decoding. This approach is inappropriate for mul~mode coding systems with 

more than one source and channel mode since the SID frame identification would ... 
15 · depend on the correct choice of the codec mode for channel decoding. The correct 

codec mode at the receiver can, due to pos&l.ole mode transmission errors, not 

always be guaranteed. 

Moreover, for analogue reasons, variations of the interleaving scheme, 

either for the different codec modes or for SID frames, are also impractical, for 

20 complexity reasons. Such approaches require in the worst case to run SID frame 
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de-interleaving and, more severe, cbannel decoding in addition to speech frame de-

interle~ving and channel decoding; 

Additionally, there are at least two major problems in adopting the PDC 

realization. Firstly, as post-amble frames consist of two traffic frames, the 

S inactivity.transmission mode is relatively inefficient in terms of transmission 

power savings. Each comfort noise parameter update requires the transmission of 

two frames. Secondly, as transitions from speech inactivity to activity are signaled 

by pre-amble frames, either parts of the speech onsets may be clipped or 

transmission of speech onsets is resumed delayed by the pre-amble frame. The 

10 ·former effect directly degrades the quality of the reconstructed.speech while the 

latter increases the speech transmission delay which may cause degradations of the 

conversational quality. 

Note also that applying a common diagonal interleaving scheme over two 

frames for SID and speech frames, as is presently done in both GSM and PDC, 

15 causes further problems. Applying diagonal interleaving for trans~sion of single 

SID frames is inefficient in terms of radio resource usage and power consumption 

since only one half of every transmitted TDMA frame carries SID information 

while the other half remains unused and is thus was~ (such wasted half bursts are 

marked in Figures 1 and 2). 

20 This efficiency loss in current GSM and PDC systems is small as SID 

frame transmission is relatively seldom. However, it is more severe for new 
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multi-mode communication systems ~codec mode adaptation. High adaptation 

performance requires much more frequent inf01'IJlation transmission (adaptation 

data) over the iiiactive link compared to the transmission of SID frames in current 

systems. 

Moreover, there are certain upper limits of .the radio channel activity 

during inactivity (e.g., the Mm system requirement is: TCH/AFS: 16 TDMA 

frames per 480 ms multiframe; TCH/ AHS: 12 TOMA frames per 480 ms· 

multiframe). Wasting half of the available radio resource would mean that codec 

mode infonna~on could only be trB;DSJDi~ half frequently than principally 

10 possible. The result is a potential performance loss due to slower codec mode .· 

adaptation. 

A further disadvantage of applying the. same diagonal interleaving for SID 

frames (carrying codec mode information) as for speech frames is the delay caused 

by this kind of interleaving. With respect to achieving the best possible 
. . . 

" 
15 performance of codec mode adaptation of the multi mode communication system, 

transmission delay of codec mode information should be kept at a minimum. This 

prohibits the usage of diagonal interleaving. 

A particular problem in systems with DTX is the detection of speech onsets 

after periods of inactivity. Missing the onset results in clipped speech output of 

20 the decoder. On the other hand, if a non-transmitted frame is erroneously detected 



W000/31996 PCT/SE99/02178 

-9-

as a speech onset frame, undesirable plop or bang sounds can be produced which 

can degrade communication quality considerably. 

In principle, AMR systems with DTX operation merely need to transmit 

codec mode.requests for the currently active link over thC inactive link. No codec 

S mode indications for the inactive link need be transmitted. However, when the 

inactive link becomes active again, a suitable codec mode must be selected. A 

solution of how to select the cadec mode for speech onsets after inactivity has to 

be found which ensures· that transmitting 8:Jld receiving side apply the same mode. 

Moreover I. tbis codec mode should be suitable with respect to the current radio 

10 channel conditions. 

Apart from the codec mode signaling method in the AMR standard, so far 

no further fast control channels are available. However, there is a need for such a 

channel in order to be able to perform fast configuration changes (e.g., to change 

an active codec set, to change the p~e of codec mode information in order to .. 

15 minimize transmission delay, to handover to an existing GSM codec such as FR, 

EFR, or HR, and/or to switch·to a future application such as a wideband codec, 

speech aild data, or multi-media). 

Accordingly, there is a need for improved methods and apparatus for 

performing DTX and configuration changes in adaptive multi-rate systems. 

20 
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Smmnacy of tJu; lnyention 

The present invention fultills the above-descn'bed and other needs by 

providing novel solutions for.DTX and fast in-band signaling of configuration 

changes and protocol messages~ as well as the interaction of both operations, in the 

S context ~f adaptive multi-rate systems .. Advamageously, the disclosed methods 

·. and apparatus are cost efficient in terms of radio transmission capacity, in terms of 

fixed line transmission; and in terms of implementation effort. 
'· . . 

An exemplary meth!Xi for performing discontinuous transmission (DTX) in 

a communications system in which source data is interleaved for transmission from 

10 . a first component in the system to a second component in the system includes the 

steps of detecting periods of source data inactivity, and transmitting silence 

· . descriptor (SID) frames fr()m. the first to the second component d1iring the· periods 

of source data inactivity, wherein certain of the transmitted SID frames are 

interleaved using a different interlea~ algorithm as compared to that used for .. 
15 source data. For example, the source data can be block diagonally interleaved, 

and certain of the SID frames can be block interleaved. 

The exemplary method can further include the steps of transmitting a first 
' . . 

type of SID frame to indicate a transition from source data activity to source data 

inactivity, periodically transmitting a second type of SID frame during source data 

20 inactivity, and transmitting a third type of SID frame to indicate a transition from 

source data inactivity to source data activity. Advantageously, where the 
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communications system is an adaptive multi-rate (AMR) system, the SID frames 

can include codec mgde information in addition· to silence description information. 

An exemplary method for transmitting protocol messages from a first 

component to a second component in a speeCh communications system includes the 

s step of transmitting an escape frame in place of a speech data frame, the escape 

frame including a gross bit pattern to distinguish the escape frame from speech 

data frames and conveying a protocol message. The escape frame can further 

include a data field to indicate to the second component a particular protocol . 

·message. 

10 An exemplary method for effecting configuration changes in a 

co:rmmmications system includes the step of transmitting an escape frame in place 

of a speech data frame, the escape frame including a gross bit pattern to 

distinguish the escape frame from speech data frames and conveying a 

configuration change indication. The .escape frame can :further include a data field .. 
15 to indicate to the second component a particular configuration change to be made. 

For example, where the communications system is an AMR system, an 

escape frame can be used to change an active codec mode set. Alternatively, an 

escape frame can be used to change a phase of codec information. 

The above-described and other features and advantages of the invention are 

20 explained in detail hereinafter with reference to the illustrative examples shown in 

the accompanying drawings. Those of skill in the art will appreciate that the 
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described embodiments are provided -for pl.ll'poses of illustration and understanding 

and that numerous equivalent embodiments are contemplated herein. 

Brief Description of tbe Dra.wiQ3S 

Figure 1 depicts an exemplary full-rate silence descriptor (SID) frame . 

transmission scheme according. 

Figure 2 depicts an exemplary half-rate silence descriptor (SID) frame 

trat)SJD.ission schem,e. · 

Figure 3 depicts an exemplary adaptive multi-rate communications system 

· 10 in which the present invention can be implemented. . 

Figure .4 depicts an exemplary SID frame format according to the present 

invention. 

Figure S depicts an exemplary.full-rate SID frame interleaving scheme 

according to the present invention. 

15 Figure.6 depicts an exemplary half-rate SID frame interleaving scheme 

according to the present invention. 

Figure 7 depicts an exemplary first-SID frame fomiat according to the 

present invention. 

Figure 8 depicts an exemplary speech-omet frame format according to the 

20 present invention. 
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Figure 9 depicts.an exemplary scheme for inlnl>iting first-SID frames 

according to the present invention. 

Figure 10 depicts an exemplary scheme for inhibiting regular SID frames 

according to the present invention.-

Figure 11 depicts an exemplary full-rate Scheme for detecting transiti0ns 

from speech inactivity to speech activity according to the present invention. 

Figure 12 ·depicts an exemplary half-rate scheme for detecting transitions 

from speech inactivity to speech activity according to the present "invention. 

Figure 13 depicts an exemplary full-rate scheme for detecting a speech 

10 onset when a speech-onset indication frame is replaced by a system configuration 

15 

change frame accordiD.g to the present invention. 

Figure 14 depicts an exemplary half-rate scheme for deteCtilig a speech 

onset when a speech-onset indication frame is replaced by a ·system configuration 

change frame according to the present invention. 

Detailed Description of tbe lnyention 

Although embodiments of the invention are described hereinafter with 

respect to speech transmission in the GSM system, those of skill in the art will 

immediately appreciate that the disclosed techniques are equally applicable in other 

20 contexts. For example,·tbe invention is readily applied in any wireless or fixed-
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. line communication _sy~, includiiig TDMA systems (e.g., D-AMPS), PDC, 

IS95, and the Internet. 

Figure 3 depicts an exemplary AMR system in which the techniques of the 

present invention can be implemented. The exemplary AMR system includes a 

S Transcoding and Rate Adaption Unit (TRAU) and a Base Station (BTS) on the 

network side, as well as a Mobile Station (MS). On the network side, a speech 

encoder (SPE) and a channel encoder (CHE), as well as a cltannel decoder (CHD) 

and a speech decoder (SPD), are connected via the. well known serial A-bis 

interface. For each link, quality information is derived by estimating the current 

10 channel state. Based on the channel state, and also ~ into consideration 

possible constraints from network control, the codec mode control, which is 

·located on the network side, selects the codec modes: to be applied.. 

The channel mode to use (TCH/AFS or TCBJAHS) is controlled by the 

network. Uplink and downlink always_ apply the same channel mode. 
·' 

15 For codec mode adaptation, the receiving side performs link quality measurements 

of the incoming link. The measurements are processed yielding a. Quality 
' .. . 

Indicator. For uplink adaptation, the Quality Indicator is directly fed into the UL 

mode control unit. This unit compares the Quality Indicator with certain 

thresholds and_genera~s, also considering possible consu-aints from network 

20 control, a Codec Mode Command indicating the codec mode to be used on the 
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uplink. · The Codec Mode Command is then transmitted in-band to the mobile side 

where the incoming speech signal is encoded.in the corresponding codec mode. 

For downlink: adaptation, the DL Mode Request Generator within the 

mobile compares the DL Quality indicator with certain thresholds and generates a 

S Codec Mode Request indicating the preferred codec mode for the downlink. The 

Codee Mode Request is transmitted in-band to the network side where it is fed into 

the DL Mode Control unit. This unit generally grants the requested mode. 

However, considering possible constraints from network control, it can also 

override the request. The resulting codec mode is then applied for encoding of the 

10 incoming speech signal in downlink direction. 

1S 

Both for uplink and· downliDk, the presently applied codec mode is 

transmitted in-band as Codec Mode Indication together with the coded speech data. 

At the decoder, the Codec Mode Indication is decoded and applied for decoding of 

the received speech data. 

Codec mode selection is done from a set of codec modes (ACS, Active 

Codec Set), which may include 1 to 4 AMR codec modes. Associated with this set 

is a list of 1 to 3 switching thresholds and hysteresises used by the DL Mode 

Request Generator and the UL mode control unit to generate the Codec Mode 

Requests and Codec Mode Commands, These configuration parameters (ACS, 

20 thresholds, hysteresises) are defmed at call setup and can be modified at handover 

or during a call. 
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According to the invention, DTX in a system such as that shown in 

Figure 3 is based on.in-band signaling with tJn:ee different frame types: 

SID _FIRST, regular SID, and speech onset frames. These frame types have in 

common that they use particular gross bit patterns, which.identify them. 

S Moreover, they can also convey payload data, which consists of CN parameters 

.and codec mode information. For example implementations according to the 

invention, see GSM 05~03: Digital cellular telecommunications system (Phase 

2+ ); Channel coding (draft ETSI EN 300 909 V7.2.0 (1999-11)) and GSM 06.93: 

Digital cellular telecommunication system (Phase 2+); l)iscontinuous 

10 Transmission (DTX) for Adaptive Multi-Rate (AMR) speech traffic channels· (draft 

· ETSI EN 301. 707 · V. 7 .2.0 (1999-11)),. each .of which is incorporated herein in its 

, entirety by reference. 

SID frames are identified on gross .bit level. SID frames are defined to be 

transmitted using k TDMA frames, i.~. they consist of k. * 114 bits. A suitable .. 
15 choice for k is 4. In this case SID frames consist of 456 bits, i.e. of one channel 

frame of 456 bits for TCHIAFS and of two channel frames of 228 bits each for 

TCH/AHS. Each SID frame bas a SID frame identification field containing a 

unique bit pattem and two message fields. The one message field is reserved for 

channel encoded comfort noise (CN).parameters, the other for channel encoded 

. 20 codec mode information. The codec mode information field ,can carry codec mode 
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requests only, or it can be further subdivided into two parts, one carrying codec 

mode requestslcomrmmds and the other carrying codec mode indications. 

An example of the regular SID frame format definition is given in 

Figure 4. In this example, the SID frame consists of a SID frame identifier of 212 

S bits, a field of 212 bits for the comfort noise parameters and a field of 32 bits for 

the codec mode information. In this example, it is asSumed that the CN 

parameters are convolutionally encoded and the codec mode information consists 

of block encoded requests/commands and indications. In an alternative solution 

~ two message fields can be put together. if; e.g., CN parametets and codec 

10 mode information are both encoded using the same convolutional or block code. 

According to the invention, regular SID frames are block interleaved rather 

than diagonally. While this gives away possible interleaving gain (i.e .• the 

transmission is potentially less robust against transmission errors), SID frames 

generally carry less information than ~gular speech frames, and they can therefore 

15 be protected using more powerful channel codes than used for speech 

transmission: This compensates for the loss in mterleaver gain, or even makes 

SID frame transmission more robust than is possible for current solutions (GSM 

FR. EFR, or HR). Important information· like codec mode information can, e.g., 

be protected by stronger channel codes (compared to the m-band transmission of 

20 codec mode information m regular speech frames). Furthermore, CN parameters 

are usually represented with much fewer bits than speech parameters. The few 
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CN bits can thus be protected with lower rate channel codes. As an exampl~, ~ut 

of a number of 35 CN bits, all can be protected, first, by a 14 bit CRC code 

(which makes possible very powerful error detection), and then by using a rate J,4 

convolutional CQde (constraint length k=S). Moreover, both CN parameters and 

·5 codec mode ~ormation is generally relatively slowly varying information. Also 

taking into account the proposed SID frame rate (of every 8th .frame), which is 

much higher than in existing solutions, occasional losses of a SID frame due to 

channel errors are even tolerable. 

As shown in the respective Figures 5 and 6, .for both TCH/ AFS and 

10 TCH/AHS, SID frames consisting of 4*114 bits are mappi=d, according to the 

invention, .by block.interleaving onto 4 TDMA frames. The purpose of the 

interleaver is to distribute the SID frame bits in ~ a way ()nto the available 

TDMA frames that the robustness against transmission errors is maximized. The 

diagonal interleaver for speech frames_ is not used. As de-interleaving is not very 

15 demanding in terms of complexity, this solution with a particular block interleaver 

for SID frames is feasible. In the worst case, the decoder executes. both SID frame 

block de-interleaving and conventional speech frame diagonal de-interleaving, but 

not more than one channel decoder. Advantageously, the problem in current GSM 

and PDC systems of wasted bits in the TOMA frames belonging to SID frames is 

20 thus solved. 



WO 00/31996 PCT/SE99/02l78 

-19-

For TCH/AFS. the actual block interleaving scheme for the SD) frame is of 

relatively minor importance. In order to get a maximal interleaver gain, 

identification marker bits, as well as CN and codec mode information bits are 

distn'buted as equally as possible on the TDMA frames used for transniission. 

S For TCH/AHS, special cases can occur due to the fact that the SID frame 

·is trallsmitted using 2 channel frames. As discussed in detail below with respect to 

SID inhibit frames, the situation can occur when the first half of the TDMA 

frames carrying the SID frame has been transmitted and the second half cannot be 

transmitted due to a speech onset. For this case, it is important to be able to 

· 10 inhibit the SID pattern, which has already been sent. This is ensured by 

transmitting the second.half of the pattern bits on the odd positions of the second 

half of the TDMA frames. With respect to the codec mode information, it is 

important that the codec mode to be used for decoding the speech onset is 

available. This can be ensured by also transmitting the second half of the codec 

15 mode indication bits on the odd positions of the second half of the TDMA frames. 

A possible solution is to map· the pattern bits and the codec mode indication 

bits on the TDMA frames by using diagonal interleaving. Consequently, the CN 

bits and codec mode request/command bits are transmitted in the odd positions of 

the first half of the TDMA frames and in the even positions of the second half of 

20 the TDMA frames. The described interleaving scheme for SID frallles on 

TCH/ ABS is illustrated in Figure 6. 
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According to the invention, particular SID_ FIRST frames are transmitted 

immediately after the last speech frame w~ going from activity to inactivity . 

. The solution is merely to identify end of speech rather than also transmitting CN 

parameters. An example solution for TCH/ AFS ·is to use a 228 bit field consisting 

S of 212 marker bits and 16 bits for codec mode information, as shown in Figure 7. 

The codec m~c information is either request/command or indication, depending 

on what is in turn (if a speech frame bad been transmitted). The type of codec 

mode.informatiQn transmitted with the SID_FIRST frame thus depends on the 

frame number ai1d the transmission pllase of the codec mode information. A 

10 special interleaver maps the SID.;..FIRST frame onto· the 228 bits available in the 

unuse4 half bursts; Figure S illustrates the .described transmission .scheme of the 

SID_FIRST frame for TCH/AFS. Note tbeJ;e are no.longer wasted half bursts. 

An analo~ solution for TCH/ AH$ would transmit a SID _FIRST 

identification pattern and codec mode information on the 2 available usually 

15 . unused half bursts. An example which makes the deteC1:\on of SID ..;.FIRST more 

reliable is, ho\vever, to use also the next 2 TD~ frames. This means that 2 

channel frames SID_ FIRSr ... 1 and SID_ FIRST_ 2 are transmitted. .A possibly 

ideiitical 228 bit frame as it is u~ in the TCH/ AFS example solution (consisting 

of 212 marker bits and 16 bits for codec mode information, see Figure 7) is 

20 mapped on the even positions of the TDMA frames, .which carry the last speech 

frame {unused half bursts}, and on the odd positions of the two subsequent TDMA 
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frames. This kind of diagonal mapping allows application of the existing diagonal 

(de-)interleaver. The codec mode information is either request/cnmmand or 

indication, depending on the frame number and the transmission phase of the 

codec mode information. Transmitted is that kind of codec mode information, 

5 which would have been sent in the respective channel frame if speech had been 

transmitted. The mapping is done ht a way that equal portions both of the pattern 

bits and the codec mode information bits are put on the f'mt two and the second 

two used TDMA frames. 

Figure 6 illustrates a technique for increasing the reliability of SID.:.. FIRST 

10 frame detection still further. According to the invention, the even positions of the 

additional two TDMA frames are filled with an additional identification pattern. It 

is also possible to use a part of these half bursts for the transmission of codec 

mode information. The identification pattern could also be the code word of the 

codec mode information, repeated tba~ often that all available bits are used. If, .. 
15 e.g., 114 bits are available and the code word for the codec mode information is 

·16 bits wide, then it could be repeated 114/16 times. 

The diagonal interleaving used for speech fraines implies that the odd 

positions of the first half of the TDMA frames carrying the first speech frame after 

·an inactivity period are free for other purposes. A solution improving onset 

20 detection, according to the invention, is to fill these bits with a· special onset 

identification pattern. Moreover, parts of these bits can also be used for 
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transmission of a codec mode indication that signals the codec mode according to 

which the first speech.frame is encoded. A solution which both conveys an onset 

bit pattern and the codec mode indication is to repeat the codec mode indication 

code word that often that all available bits are used, as is illustrated in Figure 8. 

S An example for TCH/AFS is to repeat the 16 bit code word of the indication 

10 

228/16 tiines. For TCH/AHS, the.16 bit code word is repeated 114/16 times. 

Such an onset frame is mapped by a particular interleaver onto the otherwise 

unused half bursts. The respective frame transmission schemes both for 

TCH/ AFS and TCBIAHS are depicted in Figures 5 and 6. 

For TCH/ ABS, regular SID frames and SID~FIRST frames are transmitted 

using 2 channel frames. Situ,ations can thus occur in which a higher prioritized 

speech onset is transmitted· after the tint but before the se.cond channel frame of 

the SID frame has becm, transmitted. In such a case, the error event could happen 

that the receiver misses the onset and instead detects a SID or, respectively, a . . . . 

15 SID_FIRST frame, even though it has actually ~y received the first half of it. 

To help avoid this problem, a spec~ SID _FIRST inhibit frame is used 

instead of a regular onset frame when the first half of the TDMA frames carrying 

the SID _FIRST have b~n sent but the second half cannot be sent due to a speech 

onset. The pattern bits belonging to the second half of the SID _FIRST frame, 

20 . which would have been transmitted, are. now invertecl. This in)libits the detection 

of the whole SID_ FIRST pattern at the receiver." The codec mode information bits 
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remain the same, as from the original SID_ FIRST frame. The receiver will get an 

unusable frame in the described situation. It is meful to hide this frame by 

applying proper error concealment (EC) techniques. The descnDed case is 

illustrated in Figure 9. 

Another special frame, namely a SID Jnhioit frame, is used instead of a 

regular SID frame when the flISt half of the TDMA frames carrying the SID have 

been sent but the second half cannot be sent due to a speech onset. The pattern 

bits belonging to the second half of the SID frame, which would have been 

transmitted, are now inverted. This inlnoitS the detection of the whole SID pattern 

10 at the receiver. The codec mode information bits, which represent a codec mode 

indication, remain the same, as from the original SID frame. The receiver will get 

an unusable frame iii the described situation, for which it will continue to generate · 

CN_using the previous CN parameters. The receiver can also check for the 

patterns that are transmitted. in this special case in order to detect speech onsets 

15 with improved reliability. The described case is illustrated in Figure 10. 

According to the invention, SID frames are transmitted during inactivity 

every nn frames (TCH/AFS) and, respectively, every nHR frameS (TCH/ AHS). A 

suitable choice is nn == nHR == 8. Phase-aligned transmission and decoding of SID 

frames (alignment deduced from the SACCH, as in the current GSM system) is 

20 one solution existing.in today's GSM system, which helps to achieve good SID 

fraine deCoding performance. However, the proposed SID frame identification 
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based on gross bit patterns provides that high SID frame detection performance, 

that more flexible solutions without a fixed phase are possible. 

One example is to s~ transmission of SID frames with the third frame 

after the transmission of the SID_ FIRST pattern, and then to transmit SID frames 

S every 8th frame. An alternative solution is asynchronous·SID transmission (i.e., 

not aligned to any fixed time structure). . As an exaJ11ple, SID frames are 

transmitted whenever ~ mode request changes, possi:t>ly with the constraint that a 

certain maximum of transmitted· TDMA. frames per 480ms multiframe has not yet 

been exceeded. Another enhanced solution can transmit a SID frame if the CN 

10 parameters have changed significantly and certain maximum of transmitted TDMA · 

frames per 480 ms mul~ has mt.yet been exceeded. Such solutions with · 

asynchronous SID frame transmission can fall back to time aligned transmission. 

whenever certain minimum transmission requirements per time. interval have not 

been met. 

15 Note that the different bit patterns which are sent for identifying the 

different frame types can partially. be corrupted by transmission errors. In order to 

ensure reliable detection of the patterns also in the presence of channel errors, 

correlation techniques can be used. One possible solution is to count the number 

of matching bits, when comparing the r~ved bits with the patterns. As an 

20 example, if 70% of the bits coincide, then the receiver can regard the pattern as 

found. An alternative solution using soft bit information is to accumulate the 
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. received soft bits with a positive ·sign if the corresponding bit of the pattern is 1 

and with a· negative sign if the corresponding bit· is 0. This· accumulated measure 

can be normali:zed by the product of length of the pattern and the maximal possible 

soft bit value. If the normalized measure exceeds a certain ~shold, e.g. 0.4, the 

S receiver can regard the pattern as found. 

One :further criterion, which can be used for SID frames, is the CRC of the · 

CN bits. If there is a ~C error, the frame is not regarded as a valid SID frame. 

For cost reasons, it is desirable that the identification patterns do not 

~re much memory for storing them. As an example, the identification pattern 

10 · for SID _FIRST and regular SID for TCH/AFS can be constructed by repeating 

·short 9-bit sequences ceil((228-16)/9) = 24 times and then discarding the last"4 

bits. Such a 9-bit sequence·is, e.g., {O, 1, 0, 0, 1, 1, 1, 1, O}. 

For THS/ AHS, it is ftnther important to avoid the possible decoding of a 

SID _FIRST frame as a regular SID frame, and vice-versa. Therefore, the 

15 identification patterns for SID and SID_ FIRST are made as distinct as possible. 

As an example, the pattern for the SID _FIRST frame can be identical to the 

pattern used for TCH/AFS. The pattern used for regulat SID frames can then be 

constructed by inverting the SID_ FIRST pattern. 

The solution to transmit only a special bit pattern and codec mode 

20 information in the SID_ FIRST frame· rather than also transmitting CN parameters 

helps to>keep the DTX efficiency at a maximum (i.e., the activity on the air 
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interface is kept at a minimum). At the same time, the detection reliability of the 

identification pattern can be maximal since all available bits are used for the bit 

pattern (except those used for transmission of codec mode information). A 

problem with this is, however, that the receiver does not get a set of CN 

5 parameters for CN generation during the period from end of speech until the · 

reception of the first regular SID ·frame. The solution is to derive the CN 

parameters loc~y in the receiver by using the speech parameters of the last n 

frames before.encl of speech., Usually, the encoder operates with hang-over, ·i.e. 

even though the V AD detects voice inactivity, a certain munber of m frames is still 

10 encoded as speech. The decoder can thus derive CN parameters locally by, e.g., 

averaging the gain and spectralparameters of the hangover frames, i.e. n ="in. 

Another solution is to apply the last received set of CN parameters ,of a preceding 

inactivity periQd. 

According to the invention, an AMR receiver incorporates a 2-state model 

15 with the states activity and inactivity. The purpose of this state model is to 

support the speech/SID/non-transmitted frame distinction. Going from activity to 

inactivity requires the detection of a SID_ FIRST frame following speech frames. 

Going from the inactivity to the activity state requires to detect the speech 

onset identification pattern and a valid first speech frame which can be decoded 

20 without CRC error and, optionally, which exlu'bits quality measurements that are, 

e.g., derived from the receiver/channel decoder and which exceed certain 
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· thresholds. An example is the SFQ measll.re (gross bit error estimate), which must 

be below some threshold. The reliability of this state transition can be increased 

with the constraint that more than one frames must be decodeable without CRC 

error, and, optionally, not exceeding a certain SFQ measure. Another criterion, 

S as illustrated in Figure 11, helping to properly detect transitions from lliactivity to· 

the activity is that received frames immediately following SID frames can never be 

a speech frame, provided that block interleaving is used for SID frames which 

requires less delay than diagonal interleaving for speech frames. Figure 12 

illustrates this criterion for the example of TCH/ AHS. 

10 Another way to improve the detection of first speech ·frames and to help to 

distinguish them from non-transmitted frames is to access measures from other 

components of the receiver (e.g., the RF receiver or the equalizer). Examples for 

such measures are carrier aD.d interferer strength estimates and derived measures 

·such as C/l ratio. 

15 A further way to improve both SID FIRST·and first speech.frame 

20 

identification performance is to transmit the TDMA frames carrying them with 

increased transmission power. 

According to the invention, the following solutions are suitable for defining 

the codec mode for speech onsets after a period of inactivity: 

(a) Selection of the most robust codec mode or, alternatively, with then-th 

robust codec mode. The safest solution is to choose n=l. No codec mode 
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indication need to be transmitted.. The drawback for n= 1 is that, for good 

channels, a too robust codec mode with low intrinsic speech quality is selected. 

(b) Selection of the same codec mode as for the currently active link. This 

is motivated by the fact that uplink and downlink channel qualities are similar. 

S The transmitting side of the link resuming speech transmission ai)pJies the codec 

mode which it is requesting for the incoming currently active link •. The receiving 

side of the. link becoming active again knows the applied codec mode as it is 

identical with the codec mode requests which it is receiving for application on the 

outgoing currently active link. The scheme can be made more robust if a mode is 

10 · selected for speech onsets which is n (e.g. n=l) modes more robust than the In.ode 

of the currently active .link (provided that such a more robust mode exists). 

. (c) Selection of the slime codec mode which was selected at the end of the 

last speech period preceding the inactivity period. This· is· motivated by the fact 

that radio channel conditions generall)'.' do not change very fast. The scheme can 

lS be made more robust if a mode is selected for speech onsets which is n (e.g. n=l) 

modes more robust than the mode which was used at the end of the last speech 

period (provided that such a more robust mode exists). 

(d) Selection according to measurements of the inactive link. As 

transmission on inactive links is not completely stopped, link quality measuring is 

20 possible. Corresponding measurement reports or codec mode requests I 

commands are transmitted over the active link. When the inactive link resumes 



WOOOl31996 PCT/SE99/02178 

-29-

·.speech transmission, a codec mode corresponding to the last received codec mode 

request is selected. 

Advantageously, solutions (a), (b) and (c) above can make use of the fact 

that no codec mode requests for the· inactive link need to be transmitted. The 

S active link can thus save the transmission· capacity for codec mode request and use 

it for some other purpose. An example is to use this transmission c.apacity for 

· better protected transmission of codec mode indications. 

In addition to the above described techniques for performing DTX in AMR 

systems, the invention :further provides techniques for performing fast 

10 configuration changes in AMR systems. The purpose of these techniques is to 

enable fast configuration changes which cannot be done using existing slow control 

channels. Moreover, existing control channels cannot ensure that configuration· 

changes are synchronized with speech data transmission. · Like the above described 

DTX mechan;sm, the configuration change mechanjsm is based on in-band 

15 signaling. Applications are, e.g., in connections With tandem free operation 

(TFO). the change of the active codec set and the change of the phase of the codec 

mode information (in order to minimize transmission delay). Further general 

applications are handovers to one of the existing GSM codecs {FR, EFR, BR), or 

to switch to a future application as, e.g. a wideband codec, speech and data, or 

20 multi-media. Like the DTX mech3nism, the configuration change mechanism is 
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described with respect to TCHIAFS and TCH/ ABS in the GSM system, but is 

equally applicable in other contexts. 

The. configuration cllange mechanism is based on frame stealing similar to 

the well known FACCH frame stealing (i.e., speech frames are replaced by 

S configuration change frames}, and is therefore referred to hereinafter as escape 

signaling. Since the escape signalhlg Jl1CCbanism is used only occasionally during 

a connection and only few speech frames will be stolen, the error concealment unit 

at the receiver is able to make the frame stealing virtually inaudible. 

According to the invention, escape frames are of similar format as the SID 

10 frames described above. They are idelltified on gross bit Ievel·by.a·particular 

identificationpattern. Like SID frames, they·include this pattern and one or two · 

message fields. One field carries the actual channel encoded escape message, the·· 

other codec mode information. As an example, the escape frame can include 456 

bits and be of exactly the same frame format as SID frames (see, for example, 

15 FigiJre 4), where the CN field: is replaced by the escape message. 

The payload to be transmitted by the escape mechanism is called the escape 

message. Escape messages constitute of a number of net bits, which can be 

grouped to logical units. For example implementations according to the invention, 

see GSM 05 .09: Digital cellular telecommunication system (Phase 2+ ); Link 

20 Adaptation (draft ETSI EN 301 709 V7.1.0 (1999-11), which is incorporated 

herein in its entirety by reference. 
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Escape me!sages can be channel encoded with any suitable channel coding 

scheme, as e.g. block or convolutional co~. One cost efficient solution is to 

use exactly the same channel coding· as used for the CN parameters in the SID 

frame as described above. ~s means, following the above described example 

5 solution with 35 CN bits, that an escape message of 35 net bits is protected with a 

14 bit CRC and then convolutionally encoded with a code rate of 1/4 and 

constraint length k=S. 

As with the SID frame, the codec mode information field can carry both 

block or convolutionally encoded codec mode indication and codec mode 

10 command/request. 

15 

Escape frames are block diagonally interleaved,· like speech frames. This 

implies,· assuming the example solution with an escape frame of 456 gross bits,· 

that an escape frame replaces one speeeh frame on TCB/ AFS and two speech 

frames on TCH/AHS. 

For TCH/AHS, these are not necessarily two consecutive frames, however 

it is assumed in the descnoed example solution. Not stealing two consecutive 

frames is advantageous for the error concealment in order to hide the stealing. On 

the other hand, stealing two consecutive speech frames is beneficial in terms of 

transmission delay of the escape message. ·The interleaving is done in sue~ a way, 

20 that the first half of the escape frame (228 bits, see Figure 4) replace the fll'st 

speech frame. It is important that this first half contains the escape identification 
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pattern. This enables the receiver to check .for this pattern. After finding the 

pattern. the receiver is .able to locate the second stoleJ,1 speech frame, which carries 

the second half of the escape frame. 

In order not to interfere with .the regular transmission o,f codec mode 

5 information, the.interleaver can :further map one of the codec mode information 

code words on bit positions of the first stolen speech frame. · Consequently, the 

other codec mode information code word is mapped on bit positions of the second 

stolen speech frame. Furthermore, the placing of codec mode information, te. 

codec mode indication and requests./commands into the codec mode field is done 

10 with respect to the codec mode information phase during transmission of regular 

speech frames. If, e.g., the first half of the escape frame replaces a speech frame 

which would have carried a codec mode indication, then this first half of the 

escape frame bas still to transmit a codec mode indication. 

Note that the above described escape mechanism can also be used in 

15 conjunction with the above described DTX mechanism. Thus, according to the 

invention, escape frames can replace not.only .speech frames, but also all other 

types of frames, namely SID_FIRST, regular SID, NoTX, and speech onset 

frames. Considering the case that an escape frame is to be s~t during an 

inactivity period, it is efficient in tenns of transmission resource usage to apply 

20 block: interleaving, as is done for SID frames. However, since the escape 

mechanism is targeted to be used only occasionally, transmission resource usage is 
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not the most important criterion. Rather, cost efficient implementation and low 

complexity is important. Therefore, a beneficial solution is to keep the frame 

format, channel coding, and block diagonal interleaving, which is also used for 

escape frames during speech. 

S Note that using block diagonal interleaving for escape frames during DTX 

implies that there are half bursts not defined by the interleaving. For TCH/AFS, 

the odd positions of the first 4 bursts and the even positions of the last 4 bursts 

carrying the escape frame are undefined. U~d bits are no problem per se, 

however, the· following problem can be solved by setting the undefined positions 

10 appropriately. Consider the case of a speech onset. As descn'bed above, a speech 

onset frame is marked with an: onset pattern which both allows for better 

identifying the frame as an onset and identifying the codec mode used for the onset 

speech frame. If an escape frame must be sent at the same time, it will replace the 

onset frame. Thus, for Subsequent speech frames, it is more difficult to identify 

15 them as speech frames, since the onset pattern was stolen. 

According to the invention, this problem is avoided by filling the first half 

of the undefined bits (odd positions) with the onset pattern, regardless if there is an 

onset or not. For the case that there was actually no onset, it :needs to be signaled 

that inactivity continues. Sending SID_FIRST immediately following the escape 

20 frame does this. This defines the second half of the otherwise unused bits {even 

positions). This solution is further beneficial in terms of implementation costs. It 
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allows handling of escape fr8llles, apart from channel coding, exactly as if it was 

speech. Figw:es 13 and 14 iUustrate the described solution with respect to 

TCH/ AFS and TCH/ ABS, ~pectively. 

Note that speech frames, which have been stolen for escape purposes, 

S cannot be rescheduled for transmission after the escape, since this would increase 

the speech. tran.~ission delay. However, SID fr~s that are affected by the 

escape frame transmission can be rescheduled for transmission immediately after 

escape frame tr.m.sm;ssion .. Advantageously, this helps to maintain a high 

subjective comfort noise signal qualify. ·.Ex.ample solutions are provided in the 

10 above cited GSM 06.93. 

In orcb" to ensure cqrrect reception of escape messages and to define 

appropriate routines for. error events, an escape protocol is proposed. Example· 

solutions are provided in the above cited GSM 05.09. · · 

Those skilled in the art will 8:P~reciate that the present invention is not 

15 limited to the specific exemplary embodiments which have. been ~cribed herein 

for purposes of illustration and that numerous alternative embodiments are also 
. .. 

contemplated. The scope of the invention is therefore defined by the claims 
. . 

appended her~, rather than the foregoing description, and all equivalents which 

are consistent with the meaning of the claims are intended to be embraced therein. 
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. Claims: I 111111111111111111 11111 111111 
* C L M S * 

A method for performing discontinuous transmission (DTX) in a 

communications system in which source data is interleaved for transmission from a 

5 first component in the system to a second component in the system, the method 

comprising the steps of: 

detecting periods of source data inactivity; and 

transmitting silence descriptor (SID) frames from the first to the 

second component during the periods of source data inactivity, 

10 wherein certain of the transmitted SID frames are interleaved using 

a different interleaving algorithm as compared to that used for source data. 

2. The' method of claim 1, wherein source data is block diagonally 

interleaved, and wherein certain of the SID frames are block interleaved. 

15 

3. The method of claim 1, wherein the SID frames include comfort 

noise (CN) parameters. 

4. The method of claim 1, including the steps of: 

20 transmitting a first type of SID frame to indicate a transition from 

source data activity to source data inactivity; 
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penodically transmitting a second type of SID frame during source 
... 

data inactivity; and 

transmitting a third type of SID frame to indicate a transition from 

source data inactivity to source data activity. 

s 

S. The method of claim l, wherein the connmJnications system is an 

adaptive multi-rate (AMR) system, and wherein SID frames include Codec mode 

information in addition. to silence description information. 

10 6. · The .method of claim 1, wherein each SID frame includes a bit 

pattern to distinguish:tbe. SID frame from source data frames. 

7. · The method of claim 6, wherein the bit patterns are gross bit 

patterns. 

15 

8. The method of claim 1, wherein the source data is speech, and 

wherein the communications system is one of a Time Division Multiple Access 

(TDMA) wireless system, a Frequency Division Multiple Access @MA) 

wireless system, and a, Code Division Multiple Access (CDMA) wireless system. 

20 
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9; The method of claim 1, wherein escape frames are transmitted to 

effect configuration changes, and wherein an escape frame can replace a source 

data frame, a SID frame, or a no-transmission (NoTX) frame. 

s 10. The method of claim 9, wherein SID frames ~ block interleaved, 

and wherein escape frames are block diagonally interleaved. 

11. The method of claim 9. wherein the communications system is an 

adaptive multi-rate (AMR) system, and wherein an escape frame is used to change 

10 a codec mode set. 

15 

12. The method of claim 9, wherein the comnnmications system is an 

adaptive multi-rate (AMR) system, and wherein an escape frame is used to change 

a phase of codec information. 

13. ·The method of claim l, wherein active speech source data is block 

diagonally interleaved, and wherein unused bits within the interleaving scheme for 

a last speech frame are used for a specific bit pattern to mark end of speech, and 

wherein linused bits within the interleaving scheme for a first frame are used for a 

20 specific bit pattern to mark beginning of speech. 
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14. . In a speech communications system in which speech data is 

transmitted from a first component to a second component, a method for 

transmitting protocol messages to the .second component, comprising the step of: 

· transmitting an escape frame in place of a speech data frame, the 

S escape frame :including a gross bit pattern to distinguish the escape frame from 

speech data frames and conveying a protocol ~essage. 

15. · The method of claim 14, wherein the escape frame further includes 

a data field to indicate to the second component a particular protocol message. 

10 

16. In a communications system in which speech data is transmitted 

from a first component to a second component, a method ·for effecting 

configuration changes, comprising the step of: 

transmitting an escape f:rame. in place of a speech data frame, the .. 

15 escape frame including a gross bit pattern to distinguish the escape frame from 

speech data frames and conveying a configuration change indication. 

17. The method of claim 16, wherein the escape frame further includes 

a data field to indicate to the second component a particular configuration change 

20 to be made. 
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18. The method of claim· 16, wherein the communications system is an 

adaptive multi-rate (AMR) system, and wherein an escape frame is used to change 

a codec mode set. 

5 19. The method of claim 16, wherein the communications system iS an 

adaptive multi-rate (AMR) system, and wherein an escape frame is used to change 

a phase of codec information. 

20. The method of claim 16, further comprising the step of: 

10 transmitting silence descriptor (SID) frames from the first to the 

second component during periods of source data inactivity, 

wherein an escape frame can replace a source data frame, a SID 

frame, or a no transmission (NoTX) frame. 

15 21. The method of claim 20, wherein the SID frames include comfort 

noise (CN) parameters. 

22. The method of claim 20, wherein source data frames and escape 

frames are block diagonally interleaved, and wherein certain of the transmitted 

20 SID frames are block interleaved. 
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23. 'Ji'.l;ie ~d of c~ ~' inchlding the steps of: 

. . tfansmttting a first type of SID frame to indicate a transition from 
~ . . . . . . •, . . 

source data a¢Vlty to source data inactivity; 

. periodically transmitting a second type of SID frame during source 

s data inactivify; ~ 
•• J • 

. · µ-~mitting a~ type of SID frame to indicate a transition from 

. ' 

source data inactivity to source data activity. 

24. 'J:'be method. of claim 20, wherein the communications system is an 

10 adaptive mul~;;.i:ate.·(AMR) system, and wherein SID frames include codec mode 

'information in. ~ition to silence. description information. 

2S. A speech communications system, comprising: 

a first component transmitting interleaved speech data frames; and 

15 a second component receiving· the interleaved speech data frames, 

wherein the first component detects periods of speech. inactivity and 

transmits silence descriptor (SID) frames instead of speech data frames during the 

periods of sp~~ inactivity, and 

: . wherein at least some of the SID frames are interleaved using a 

20 different interleaving algorithm as compared to that used for speech frames. 
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26. The method of claim 25, wherein speech frames are block 

diagonally interleaved, and wherein certain SID frames are block interleaved. 

27. A communications system, comprising: 

S a first component transmitting source data; and 

a second component receiving the source data, 

wherein the first component transmits. an escape frame in place of a 

source data frame to indicate a configuration change to the second component, and 

wherein the escape frame includes a gross bit pattern to distinguish 

10 the escape frame from source data.frames. 

28. The method of claim 27, wherein the escape frame further includes 

a data field to indicate to·the second component a particular configuration change 

to be made. 

15 


