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PROCESSING SYSTEM 

Related Applications 

This is a continuation in part application of US patent application Serial No. 

09/008,024, filed on January 16, 1998, the entire disclosure of which is incorporated 

herein by reference. 

Brief Description oftbe Jnyentjon 

The present invention relates in general to a protective shield for chemical vapor 

deposition systems and, more particularly, to a gas shield for reducing film deposition 

on the processing equipment. Additionally, the present invention relates to a 

semiconductor processing system employing a protective shield and utilizing· exhaust 

15 control. 

Background oftbe Invention 

Chemical vapor deposition (CVD) systems are used to fonn a thin, uniform 

layer or film on a substrate such as a semiconductor silicon. During CVD processing, 

20 the substrate is exposed to one or more gaseous substances such as silane, phospbane, 

diborane, oxygen, ozone and the like, and chemical vapors such as TEOS 

(tetraethylorthosilicate), TMB (trimethylborate), TMPi (trimethylphosphite), TEB 

(trimethylborate), TEPo (triethylphospate) and the like. The gases are injected into a 

clean, isolated reaction chamber and allowed to mix and interact with the other gases 

25 and/or the surface of the substrate to produce the desired film. The CVD systems 

typically employ injectors which deliver the gaseous substances directly to the surface 

of the substrate. An exhaust system removes waste products, such as unreacted gases 

and powders formed during the reaction. from the reaction chamber. Over time, films 

are deposited on the exposed surfaces of the chamber creating sources of particulate 

30 contamination which may become embedded in the film or degrade film uniformity. 

35 

In many applications including semiconductor processing. film characteristics such as 

purity and thiclmess uniformity must meet high quality 

s~dards. To preserve film quality and prevent unacceptable defect levels, the reaction 

chamber must be cleaned to remove the deposited films. 

The injection ports are typically positioned less than one inch from the surface 
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of the substrate. With this limited clearance between the injector and the substrate 

surface, the surfaces of the injector and chamber walls will become coated with the 

material produced during the reactions. To reduce the amount of build-up in this area, 

some CVD systems include shields which are positioned in front of the injectors and 

5 exhaust port. The shields include a perforated screen welded to a support body. Supply 

tubes deliver an inert gas such as nitrogen to the volume between the support body and 

the screen. The nitrogen exits the shield through the perforated screen to slow the rate 

at which materials accumulate on the shield during processing. · · · · 

10 

The desired reactions for chemical vapor deposition typically occur at elevated 

temperatures, for example 300°C to 600°C, with the substrate and chamber being 

heated to the appropriate temp~ for a &elected process. The high temperanires in 

the reaction chamber cieate thermal stresses in the perforated screen which may cause 

the screen to buckle after a period of time. The thennal defonnation of the perforated 

screen disrupts the uniform flow of nitrogen through the screen, leaving portions of the 

15 screen unprotected against the accmnulation of deposition materials. The ability of the 

screen to deliver nitrogen to the reaction chamber is further reduced as the screen 

· becomes coated with deposition materials, requiring removal and cleaning or 

replacement of the shield. Since the screen essentially defines an upper "walr' of the 

reaction chamber. the defOIDJ.ed screen also interferes with the uniformity and 

20 distn1mtion of the process reactant chemistries within the reaction chamber. The delays 

created by removal of the shield for cleaning or the replacement of a damaged shield 

are time consuining and expensive. A shield in which thermal defonnation of the 

screen is minimized or eliminated is desirable. A shield which provides a uniform 

supply of the inert gas to the reaction chamber is also desirable. A shield in which a 

25 damaged screen surface can be quickly and inexpensively replaced is similarly 

desirable. 

For atmospheric pressure CVD (APCVD) processing, the substrates are 

transported during processing by a conveyor which canies the substrates through one 

or more reaction chambers. The reaction chamber is not an enclosed chamber, but is 

30 merely the area in front of the injector between a series of curtains which use an inert 

gas such as nitrogen to isolate the reaction chamber from the rest of the process path. 

The exhaust vents on either side of the injector are used to extract unused gases and 
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reaction by-products from the reaction chamber. If the exhaust is extracted at a rate 

slower than the rate at which the gases are in1roduced to the reaction chamber, some of 

the reactants may escape from the reaction chamber. Thus, with prior art systems the 

flow rate ·of the exhaust is typically greater than the rate at which gases are injected into 

S the chamber, with excess inert gas being drawn into the reaction chamber from the area 

between the reaction chambers to provide a buffer zone blocking the escape of reactant 

gases. However, the gas drawn into the chamber from the adjacent buffer zones is not 

uniformly metered across the width of the reaction chamber. Thus, a non-unifonn 

gas-to-gas boundary is created along the width of the reaction chamber. A shield which 

. 10 effectively prevented the escape of reactant gases from the reaction chamber without 

interfering with the reaction chemistries is desirable. As gases are pulled into the . . 

exhaust vent from the area below the injector on one side of the vent and the buffer zone 
between the reaction chambers on the other side of the vent, a large volume of reactant 

gas recirculation is created between the opposing fl.ow streams. A shield which 

15 efficiently exhausts reactant gases from the chamber and minimi:res the amount of gas 

recirculation within the reaction chamber is desirable. 

Objects and Summacy of the Invention 

It is a primary object of the present invention to provide a shield assembly for 

20 protecting the exposed surfaces of a gas injector. chamber wall, or exhaust vent used 

in CVD processing. 

It is a :further object of the present invention to provide a shield assembly which 

uniformly delivers an inert gas to surfaces of the shield assembly during extended use 

of the shield assembly, and allows use of a smooth undistorted surface shape. 

25 It is another object of the present invention to provide a shield assembly which 

will withstand the high temperatures necessary for the chemical reactions occurring 

within the chamber, without gas leakage or defonnation of the shield assembly or 

surface delivering protective gas flow. 

It is yet another object of the present invention to provide a shield assembly with 

30 removable and replaceable screens. 

It is another object of the present invention to provide a shield assembly which 

provides separate dual exhaust paths for reactant gases and by-products versus ambient 
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gas drawn into the chamber. 

It is still another object of the present invention to provide a shield assembly 

which creates an inert gas buffer zone preventing the escape of reactant gases from the 

chamber. 

It is another object of the present invention to provide a shield assembly which 

can supply excess inert gas to flow out of the chamber instead of requiring adjacent 

ambient gas to be drawn into the chamber in order to prevent the escape of reactant 

gases from the chamber in an open APCVD s)'stem. 

It is an additional object of the present invention to proVide a shield a&Sembly 

10 which minimizes recirculation of the reactant gases within the chamber while protecting 

the exhaust vent path surfaces. 

Another ·object of the present invention is to provide a sbield assembly allowing 

a new muffle design having APCVD process modules or chambers isolated by buffer 

modules which extract excess inert gas froni the chambers ratherthail supply excess gas 

15 drawn into the process chambers. 

20 

A more general object of the present invention is to provide a shield assembly 

which has a prolonged useful life. reducing the maintenance costs and maximizing the 

operational time of the tvD system~ and which may be economically and efficiently 

manufactured and maintained. 

It is a further object of the present invention to provide a shield assembly that 

is constructed of a base having a continuous unit ftame for easy, yet secure, insertion 

of a sheet or screen. 

In summary, this invention provides a durable protective shield for protecting 

the CVD equipment from excess film deposition and safely isolating the reaction 

25 chamber from the remainder of the process path. The shiel4 includes a frame assembly 

including a pair of spaced end walls and a pair of side walls extending between and 

mounted to the end walls. A plurality of shield bodies are cmied by the frame 

assembly, including injector shield bodies positioned for protection against injected 

reagents from the injector and shunt shield bodies spaced from the injector shield bodies 

· 30 for protection against exhausted reagents. Each of the shield bodies include a base, a 

perforated sheet carried by the base, a plenum between the base and the perforated 

sheet, and a gas delivery device for delivering an inert gas to the plenum at a flow rate 
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such that the gas diffuses through the perforated sheet. In one aspect of the invention, 

the shield bodies are captured within the frame assembly such that the shield bodies can 

freely expand and contract relative to the frame assembly under varying temperature 

conditions. In another aspect of the irivention, the perforated sheets are captured by the 

S shield body base and end walls such that the sheets can freely expand and contract 

relative to the base and end walls under varying temperature conditions, maintaining 

the precise geometry requirements for CVD films. In another aspect of the invention, 

the shunt shield bodies each inclUde an outlet port for supplying inert gas to areas below 

the shield to fmm buffer zones of inert gas on either side of the deposition zone within 

10 the processing chamber. 

The invention also includes an atmospheric pressure chemical vapor deposition 

system which includes a plurality of processing chambers each having an injector 

therein for injecting reagents into the processing chamber and exhaust vents positioned 

on opposite sides of the injector. A conveyor transports substrates through the 

1 S processing chambers along a process path. A plurality of buffer chambers isolate the 

processing chambers from the rest of the process path. A mufi1e encloses the 

processing chambers, the buffer chambers and the process path of the conveyor, and 

includes by-pass ducts for venting the buffer chambers of muffle. A protective shield 

is mounted in the processing chambers forprotecting the surface of the injector and the 

20 inlets of the exhaust ports. The protective shield includes injector shield bodies 

positioned adjacent the injector and shunt shield bodies spaced from the injector shield 

bodies. The shield includes an inlet port between the iajector shield bodies and an 

outlet port between the shunt shield bodies for the flow of reagents through the 

protective shield. The shunt shield bodies each include a plenum filled with an inert gas 

25 and a bottom outlet port coupled to the plenum for delivering a supply of inert gas 

below the protective shield to form bufferbmiers on opposite sides of the lltjection 

ports. This APCVD system configuration is novel in that the new protective shield can 

supply excess inert gas ftom within the processing chambers such that all flow within 

the buffer chambers exits the muftle through by-pass ducts instead of being drawn into 

30 the chamber process exhaust vents. 

In a new embodiment of the present invention, a protective shield for gas 

distribution systems is provided th.at includes a frame assembly including a pair of 
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spaced end walls and a pair of side walls extending between and mounted to the end 

walls. A plurality of unit shield bodies carried by said frame assembly are provided. 

Each of the unit shield bodies is formed of a single piece base and the base has a unit 

frame formed around the perimeter of the base; a perforated sheet cmied by said unit 

S frame, a plenum partially defined by the base and the perforated sheet, and a gas 

delivecy device for delivering an inert gas to the plenum at a flow rate such that the gas 

diffuses through the perforated sheet. 

Additional objects and features of the invention will be more readily apparent 

from the following detailed description and appended claims when taken in conjunction 

10 with the drawings. 

Brief Description of the Drawings 

Figure 1 is a schematic view of an existing prior art (APCVD) processing 

system which can inc0rporate a new protective shield in accordance with the present 

15 invention. 

Figure 2 is a schematic view of a processing module or chamber of the CVD 

·system of Figure 1 J illustrating an existing prior art type of gas shield 

Figure 3 is a schematic view, partially broken away~ of a protective shield in 

accordance With the present invention, shown installed in a processing module. 

20 Figure 4 is pictorial view of the shield assembly of Figure 3. 

Figure S is a pictorial view of the preformed perforated screen spanning the 

surface between the injector outlet port and inner exhaust vent of the shield assembly 

ofFigure3. 

Figure 6 is a top plan view of the end walls and internal metering tubes of the 

2S shield assembly of Figure 3. 

7. 

Figure 7 is a :front plan view of an end wall of the shield assembly of Figure 3. 

Figure 8 is a cross-sectional view taken substantially along line 8-8 of Figure 

Figure 9 is an enlarged view taken substantially of area within circle 9-9 of 

30 Figure?. 

Figure 10 is an end view of an injector section gas delivery assembly of the 

shield assembly of Figure 3. 
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Figure 11 is an enlarged view taken substantially of area within circle 11-11 in 

Figure 10. 

Figure 12 ism end view of the shunt section gas delivery assembly of the shield 

assembly ofFigure 3. 

S Figure 13 is an enlarged view taken substantially of area within circle 13-13 in 

Figure 12. 

Figure 14 is a cross-sectional view of a shield assembly in accordance with 

another embodiment of the invention. 

Figure 15 is a schematic view of a new CVD system process muffle enabled to 

l 0 exhaust excess chamber· gas out buffer modules while ensuring safe containment of 

process gases through use of the new shield. 

Figure 16 is a cross-sectional view of a shield assembly in accordance with 

another embodiment of the invention. 

Figures 17a and l 7b are an eiic1 view, and an enlarged view taken substantially 

IS of the area within circle l 7b-17b, respectively of one shield body of the shield assembly 

ofFigure 16. 

Figures 18a and 18b are pictorial vie\Vs of one shield body of the shield 

assembly of Figure 16, and shows the sheet being inserted into the shield body. 

Figures i9a and l~b are an end view, and an enlarged view taken substantially 

20 of the area within circle 19b-19b, respectively of the other shield body of the shield 

assembly of Figure 16. 

25 

30 

Figure 20a is a front plan view of the inside of an end wall of the shield 

assembly of Figure 16. 

Figure 20b is a front plan view of the outside of the end wall of Figure 20a. 

Figure 21 is a cross sectional view of the shield assembly ofFigure 16, showing 

the vent shield assembly assembled in a verit shroud. 

Figures 22a and 22b are an end view~ and an enlarged view taken substantially 

of the area within circle 22b.22b, respectively~ of one of the side walls and shim seal 

of the shield assembly of Figure 16. 

Figure 23 is a pictorial view of a metering ·tube including a flange in accordance 

with an altemative embodiment of the present invention. 

Figure 24 is a a schematic view of a CVD system process muffle enabled to 
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exhaust excess chamber gas put buffer modules while ensuring safe containment of 

process gases through use of the new shield. 

Figure 25 is a top plan view illustrating the path of various gases as they are 

exhausted through the CVD system process muffle of Figure 24. 

Figure 26 is a cross sectional view of a portion of the shield assembly and 

injector illustrating the flow of gases. 

Detailed_ Description oftbe Imrention 

Reference will now be made in detail to the preferred embodiment of the 

., 

10 invention, which is illustrated in the accompanying figures. Turning now to the 

drawings, wherein like components are designated by like reference numerals through- · 

out the various figures, attention is directed. to Figures 1 and 2. 

Figure 1 schematically illustrates a section of an existing prior art CVD 

proeessing system 10 with which the protective shield assembly of this invention is 

15 used. As is known in the art, atmospheric pressure CVD systems typically include one 

or more processing modules or chambers 11 positioned along the process ·path. The 

components of the processing module 11 are shown in Figure 2. Each processing 

module 11 includes an injector 14 for injecting chemical reagents and other gaseous 

substances into a reaction chamber or process area, genetally designated 167 directly 

20 below the injector 14. In the illustrated example, the CVD system 10 includes four 

processing modules 11 as shown in Figure 1, although it is to be understood that the 

number of processing modules 11 employed depends upon the constraints of a 

particular process. Conduits 18 deliver the gaseous substances to the injectors 14, 

which transport the gases through separate flow paths to one of the injection ports 20. 

25 · Although not shown, each port 20 extends lengthwise along the longitudinal axis of the 

injector 14 to deliver the gaseous substance in a sheet-like flow to the reaction Chamber 

16. The subs1rate 22 is transported along the process path by a conveyor 24. 

The entire process path is enclosed within a muffie 26 which provides a clean, 

contaminant free environment for the transport and processing of the substrate. As 

30 shown in Figure 1, the processing modules 11 are separated by buffer modules 27 

which isolate the processing modules n from the rest of the processing path. As shown 

in Figure 2, the buffer modules 27 include a plurality of curtains 28 hanging from a 
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plenum body 30 which is used to deliver an inert gas such as nitrogen between the 

curtains 28. Deposition waste products including unreacted gas are expelled from the 

reaction chambers 16 through exhaust vents 32 which are coupled to a suitable exhaust 

system (not shown). The cbamb~ deposition area 16 and substrate 22 are retained at 

· S the desired reaction temperature by heating elements 34. 

As the substrate is moved through each reaction chamber 11, the injected 

substances react with each other and/or with the upper surface of the substrate 22 to 

fonn a thin, unifonn layer or :fihn. The actual reagents used in the CVD process depend 

in part upon the type and quality of film desired. In one application of the processing 

10 system 10, theinnerport20 is coupled via injector 14and one conduit 18 to a silicon 

source reactant such as TEOS, silane or disilane with J?itrog~ and if desired a dopant 

source reactant such as TMPi, TMB, ph~spbine and/or diborane. The reagent is 

typically supplied with an inert canier gas such as nitrogen. Oxygen or a combination 

of oxygen and ozone and nitrogen is delivered through another conduit I 8 and the 

IS injector 14 to the outer ports 20. A stream of pure nitrogen travels through another 

conduit 18 to the intmnediate separator ports 20 to separate the silico~ boron, and 

phosphorus source teactant ti:om the oxidizing species until the gases approach the 

wafer surface. 

One application of the shield 12 of this invention is described herein. 

20 Specifically, the shield 12 is shown protecting the front face of the injector 14 and the 

inlets of the exhaust vents 32. However, it is to be understood that the shield 12 may 

also be used in other applications _such as protection of the chamber walls of process 

modules, or protection of the exhaust vent path including outlets. In addition, shield 12 

can be applied to CVD systems operating at various pressures, not only at atmospheric 

25 pressure, such as for sub-atmospheric (SACVD) or low pressure (LPCVD) or high 

· pressure systems. Shield 12 can also be applied to various film depositions of different 

composition, not only silicon oxide (SiOJ or borophosphosilicate glass (BPSG) 

systems. The subject matter of this invention is not to be limited to any specific 

application. 

30 Turning to Figures 3 and 4, the shield assembly 12 of this invention is 

positioned in front of the injector 14 and the inlets of the exhaust passageways 32 where 

it protects these surfaces against film deposition and the accumulation of potential 
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contaminants. Unlike prior art shields, the shield assembly 12 of this invention also 

more precisely defines the boundaries of the reaction chamber deposition area 16. As 

discussed in more detail below, the shield 12 also prevents migration of the reagents 

outside the shunt sections of the shield 12, confining the reaction chamber deposition 

5 zone 16 to a precisely de.tined area. By controlling the size of the deposition area. the 

shield 12 of th.is invention provides greater control over the reaction chemistries and 

flow occuningwith.in the chamber, thereby improving the quality and uniformity of the 

film deposited on the substrate. 

The shield 12 has a modular construction and generally includes a number of 

10 separate shield bodies 40. Two of the shield bodies 40a and 40b cooperate to define the 

. back wal~ 42 of the shield body 12 which is positioned against the front face of the 

injector 14 to wrap around the outer ,edges of the injector 14. This configuration 

ensures the front face of the injector 14 and the inlet edges SO of the exhaust vents 32 

will be substantially isolated from reaction by-products and unused reagents. The 

15 shield bodies 40a and 40b me spaced apart to define an inlet port 46 of the shield for the 

flow of the reagents injected by injector 14 through the shield. The size, shape and 

·configuration of the inlet port 46 is dependent upon the configuration of the injection 

ports 20 of the specific injector 14 employed in the processing system 10. Jn this 

embodiment, the inlet port 46 has a narrow, elongate configuration and is sized so that 

20 the edge of the port 46 is positioned just outside of the outermost injection ports 20 to 

provide maximum protection for the front face of the injector 14. However, it is to be 

understood that the configuration of the inlet port 46 is subject to considerable variation 

within the scope of this invention. For example, in other modifications of the invention 

the shield bodies 40a and 40b may be combined into a single assembly and the inlet 

25 port 46 defined by an opening fmmed tbrough the unitary assembly. 

Shield bodies 40c and 40d are positioned below, and slightly outwardly of, the 

shield bodies 40a and 40b, with the inside edges 48 of the shield bodies 40c and 40d 

cooperating to define the _beginning of the inner exhaust paths 116 leading to the 

exhaust vent inlets 50 of the exhaust vents 32 to remove process gases from tb:e 

30 deposition zone 16. The shield bodies 40c and 40d are spaced apart, forming an outlet 

port 58 of the shield assembly 12 therebetween. The outlet port 58 is aligned with the 

inlet port 46, and is considerably larger than the inlet port 46. Since the shield 12 of 
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this invention provides the boundaries of the reaction chamber deposition zone 16, the 

width of the outlet pon 58 substantially defines the deposition area. In the illustrated 

embodiment, the outlet port 58 has a width of about 2.5 inches compared to the inlet 

port width of 0.25 inches. However, it is to be understood that the size and 

S configuration of the outlet port 58 may be tailored to the constraints of a particular 

application. 

The shield bodies 40 mate with end walls 62 to form the enclosed volume 

through which protective gas is introduced. The end walls 62 also have a U-shaped 

configuration to wrap around the front of the injector 14. Side walls 64 are mounted 

10 to the end walls 62 by bolts 63. or other suitable fasteners, th~by securing the various 

components of the shield 12 together. In the preferred embodiment, the shicl:d bodies 

40 are not mounted directly to· the end walls 62 but allowed to expand. and contract 

under varying temperature conditions as is described below in relation to Figures 7 and 

8. The end walls 62 include outward projecting dowels 65 which facilitate assembly of 

15 the shield 12 by providing the correct alignment and spacing of said end walls when the 

side walls 64 are attached. Using bolts or other similar fasteners to secure the side walls 

64 to the end walls 62, with the shield bodies 40 captured within this ftameworlc, allows 

the shield bodies to be easily assembled and taken apart, providing a modular shield 

body 12 which may be conveniently cleaned and maintained as is descn"bed in more 

20 detail below. However, in other forms of the invention, means which do not permit 

quick dismantling of the shield 12 may be used to secure the shield together. 

The side walls 64 are spaced outwardly of the shield bodies 40a and 40b to 

define exhaust ports SO for delivering exhaust directly to the exhaust vents 32. The 

upward-extending portion of the shield bodies 40c and 40d is spaced from the interior 

25 of the side walls 64, thereby dividing the gas flow path into exhaust ports SO into two 

sections on each side, the purpose of which is descn"bed in more detail below. The side 

openings 66, which allow substrates to be transported through the process modules 11, 

also provide for the passage of gases from the buffer modules 27 outside the process 

modules 11 through the exhaust paths 68 formed between the inside edges of the side 

30 walls 64 and the exterior of the shield bodies 40c and 40d to the exhaust port SO. 

Instead of using the gap between the side walls 64 and the upward extending portions 

of the shield bodies 40c and 40d to form the side exhaust paths 68, it is to be understood 
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that the side exhaust port may be provided by an opening in the side walls 64. In 

another embodiment of the invention, inert gas introduced through the shield bodies 40c 

and 40d may flow up the outer exhaust paths 68 and out into the buffer zones 27 

through openings 66. 

The exposed surfaces of the shield bodies 40 are protected from the chemical 

reagents by barriers of inert gas such as nitrogen, argon, helium or other suitable gases. 

The nitrogen minimizes film deposition by blocking the surfaces of the shield bodies 

40 from the chemical reagent stream. SinCe shield.bodies 40a and 40b are substantially 

identical, although reversed relative to one another, only shield body 40a will be 

10 descnoed in detail with the description applying equally to shield body 40b. The shield 

body 40a includes a perforated sheet or screen 76 which is bent or pre-formed to the 

desired shape,~ in Figure S, such that the sheet 76 stands away from the base 42 

of the shield body 40a to fonn a plenum 78. The perforated sheet preferably has a 

thickness in the.range of°0.005 to 0.012 inches, for eXample 0.008 inches. Suitable 

15 materials for theperforated sheet include stainless steel, inconel, or other similar alloys. 

The porosity of the screen is on the order of 10% ·30%. 

A gas supply device is used to fill the plenum 78 with an inert gas such as 

nitrogen at a flow rate such that the nitrogen penneates the perforated sheet 76 and 

fonns a nitrogen cloud in front of the sheet 76. In the illustrated embodiment, one or 

20 more conduits or metering tubes 80 are positioned in the plenum 78 and coupled 

through the end walls 62 to an exterior source of inert g~ (not shown) for delivering 

the gas to the plenum. The wall of the metering tube 80 is porous, allowing the gas to 

diffuse uniformly through the tube wall in all directions. Thus, extraction of the gas 

from the metering tube is not limited to discrete holes formed in the conduit wall as in 

25 prior art systems. With such prior art systems, the discrete holes drilled in the solid 

tube cause the gas to exit each hole at a high velocity, maintaining a high degree of 

momentum from the thin metal surface and creating localized jets of gas within the 

plenum. These localized jets result in a non-uniform distribution of inert gas in the 

plenum and along the front of the screen, adversely affecting the protection afforded 

30 against more rapid deposition on the screen and the uniformity of the reagents within 

the chamber and the unifonnity of the deposited film. With the metering tube 80 of the 

present inventio~ the gas dif1ilsion occurs evenly along the entire length and 
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circumference of the tube, filling the entire plenum with the gas at a unifonn rate. 

·Thus, the conduit 80 provides a low-velocity, uniform supply of gas free of localized 

effects. Materials for conduit 80 which exluoit the desired porosity include nickel, . 

stainless steel, or silicon camide. While the metering tubes 80 are prefetted, it is to be 

S understood that the conduits 80 may be replaced with the prior art conduits having a 

solid wall formed with a series of holes for injecting the inert gas into the plenum. 

To achieve a uniform distribution of gas within the plenum, the metering tube 

80 or a number of conduits in combination preferably e~d substantially along the 

length of the plenum 78. As shown particularly in Figure 3, the metering tube 80 is 

10 located in the vic~ty of the inlet port 46 to provide a substantial nitrogen concentration 

in the deposition zone. The nitrogen or other inert gas is supplied to metering tube 80 

at a flow rate which ensUres the plenum will be continuously filled with sufficient gaS 

to provide a satisfactory gas bmier across the entire surface of the perforated sheet 76. 

Typical flow rates of Ditrogen gas used in shield bodies 40a and 40b for the APCVD 

ts process modules descnoed herein are approximately S to lS standard liteis per minute. 

In the preferred embodiment, the shield 12 bas a modular design to be easily and 

conveniently cleaned and maintained. As shown in Figure 6, the metering tube 80 is 

inserted through an opening formed in the end wall 62 and secured in place via a 

mounting member 81 provided at the end of the conduit. C-ring seals 82 or other 

20 suitable sealing means provide a seal between the metering tube 80 and the end wall 62. 

Gas is delivered. to the end wall 62 via gas supply tubes 83 (Figure 4) and fittings 84. 

The gas flows through internal passages fomted in the end wall (not shown) and enters 

the metering tube 80 via an opening 85 in the tube. In this embodiment, the metering 

tube 80 of each shield body 40a and 40b is inserted through a different one of the end 

25 walls 62. However, in other modificationi of the invention, the metering tubes 80 for 

both shield bodies 40a and 40b may be inserted through the same end wall. Inserting 

the metering tubes through the end walls allows the metering tubes 80 to be easily 

removed without detaching one or both of the end walls 62 or removing the screens 76. 

While the ability to remove the conduit 80 through the end plate 62 is advantageous, 

30 it is to be understood that other embodiments of the invention may include conduits 

which are entirely contained within the plenum 78 or attached to the inside of an end 

wan, requiring removal of an end plate 62 to remove the conduit. 
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CVD processing typically occW"S at elevated temperatures, often as hot as 

600°C. With prior art shields, the screen is exposed to the hot chamber while the shield 

backplate is situated behind a plenum filled with a continuous stream of ni1rogen. Thus, 

the back plate ·is at a lower temperature than the screen. The smaller thickness, lower 

S mass, and higher temperature of the screen causes the screen to expand faster and to a 

greater extent relative to the backplate. Since the screen is welded directly to the 

backplate, this thermal expansion causes the screen to warp, bend or buckle. Repeated 

heating of 1he shield may cause the screen to crack. Prior art shields have used r 
embossed indentations formed in the screen or other means to reduce this buckling 

10 effect. However, these measures have not completely overcome the buckling problem. 

Moreover, the deformation of the screen and the embossed indentations distort the · 
·• . 

geometry of the reaction chamber, inteifq with the uniform distribution of reagents-; 

within the chamber deposition zone 16. With the shield 12 of this invention, buckling 

of the perforated screen is substantially eliminated as it is free floating rather than : 

15 constrained at its edges. 

In the preferred embodiment of the invention, the shield body 40a is not affixed 

·or welded to the end walls 62, and the perforated sheet 76 is not affixed or welded to 

the shield base 42 or end walls 62. Instead, the shield body 40a and the perforated sheet 

76 ate held in place in a manner which permits movement of the shield body 40a and . 

20 sheet 76 relative to the framework of the end and side walls 62 and 64 as the shield 

body 40a and sheet 76 expand and contract mder varying- temperature conditions 

without creating internal com.pressive stresses which could lead to buckling, warping 

and the like. The interior of at least one and preferably both of the end walls 62 are 

shaped to hold the ends of the perforated sheet 76 and the base 42 of the shield body. 

25 As shown in Figures 7 and 9, the end wall 62 includes a channel 88 fanned in the end 

wall 62 which corresponds to the shape of the pre.bent perforated sheet 76. The ends 

87 of the perforated sheet are seated in a channel 88, with the walls of the channel 88 

holding the sheet ends in place. The end wall 62 also includes a recessed area 89 which 

conforms to the shape of the base 42 of the shield body 40a. The shield body 40a is 

30 seated in this recessed area to couple the shield body 40a to the end walls 62. The walls 

of the channel 88 and the recessed area 89 also substantially seal the ends of the sh~et, 

preventing the flow of gas around the end of the perforated sheet 
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The channel 88 and recessed area 89 have a depth such that, at temperatures near 

room temperature, there is a significant gap between the ends of the sheet 76 and base 

42 of the shield body 40a to the closed end of the channel 88 and recessed area 89. At 

the elevated operating temperatures, which are typically greater than 400°, the 

S perforated sheet 76 and base 42 can expand, causing the ends of the sheet 76 to 

substantially fill the channel 88. The channels 88 and recessed areas 89, which are 

fonned in both end walls 62, accommodate expansion of the perforated sheet, 

minimizing or even eliminating buckling or warping of the perforated sheet. In the 

present embodiment, in which the perforated sheet 76 is fonned of stainless steel and 

10 has a thickness of about 0.008 inch and an insertion length of about 0.150 inch into the 

channel 88, the channel 88 has a depth in the range of 0.200 inch and a breadth in the 

range of 0.0085 to 0.0 l 0 ineh. The recessed area 89 'also has a depth in the range of · 

0.200 inch to accommodate a similar insertion depth of0.150 inch of the base 42, and 

the tolerance in the range of 0.001to0.005 inch in breadth greater than the shape of the 

15 base42. 

The side edges 90 and 97 of the perforated sheet 76 are held by the shield body 

40a in a manner which permits movement of the sheet 76 relative to the base 42 of the 

shield body. As shown in Figures 10~ the base 42 of the shield body 40a includes a 

curved ~pport surfilce 91 ·having a longitudinally extending bore 92 fonned therein. 

20 The side edge 90 of the perforated screen 76 is slipped into the bore 92 and the locking 

pin 93 slipped into the space between side screen edge 90 and the wall of the groove 92. 

While the pin 93 holds the edge 90 of the screen 76 in the groove, the pin is not affixed 

to either the sheet 76 or the base 42. As the screen 76 expands under elevated 

temperature conditions, the side edge of the screen 90 is allowed to travel in a clock.wise 

25 direction around the pin 93 such that the sheet 76 may expand without creating the 

internal forces which will eventually damage or distort the sheet. As shown in Figures 

10 and 11, the base 42 of the shield body 40a also includes a longitudinally extending 

bore 94 formed through the base 42. A slit 95 extends outwardly from the bore 94. The 

side edge 97 of the perforated sheet 76 is inserted through the slit 95 and into the bore 

30 94. a locking pin 96 inserted into the bore 94 secures the sheet edge in place, while 

permitting the sheet edge to expand around the locking pin 96 as described. above. 

The shield bodies 40c and 40d are similar to the shield bodies 40a and 40b. 
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Only shield body 40c is described in detail since the shield bodies 40c and 40d are 

identical, although reversed relative to one anothei. This description applies equally to 

the shield body 40d. The shield body 40c includes a perforated sheet or screen 98 

which is spaced f rom the base 99 of the shield body 40c~ forming a plenum l 00 

S between the perforated sheet 98 and the base 99. a gas supply device, such as one or 

more metering tubes 102, fills the plenum with an inert gas such as nitrogen. The 

metering tube 102 is substantially identical to the metering tube 80, described above. 

In this embodiment, the metering tube 102 of each shield body 40c and 40d extends 

through a different one of the end walls 62. However, if desired the metering tubes 102 

10 of both bodies 40c and 40d may be mounted to the same end wall 62. The metering 

tube 102 fills the plenum 100 with the gas, and the gas passes through the sheet 98 and_ 
. . . . -

forms a gaseous cloud in :front of the Screen 98 to inluoit film deposition on the screen. 

As with shield body 40a, the shield body 40c is captured by the end walls 62 and 
. . 

the perforated sheet 98 is captured by the shield base 99 and end walls 62 such that the 

1 S base 99 and perforated sheet 98 are movable relative to the end walls 62 and each other 

during expansion and contraction of the sheet under varying temperature Con.ditions. 

The end walls 62 include a channel I 04 into which the ends of the perforated sheet 98 

are seated (Figures 7-8). The end wall 62 is also formed with a recessed area 106 

shaped to receive the ends of the base 99 of the shield body 40c. The walls of the 

20 channel 104 and recessed area 106 hold the shield body 40c in place and prevent the 

leakage of gas from the ends of the plenum 100. a gap exists between the edges of the 

perforated sheet 98 and base 99 to the bottom of the channel I 04 and recessed area 106 

to permit expansion of the perforated sheet 98 and the base 99 under varying 

temperature conditions. As discussed above in relative to the shield body 40a, the 

25 perforated sheet 98 and base 99 can expand as temperatures increase causing the ends 

of the sheet to move deeper into the channels 104 and the ends of the base 99 to move 

deeper into the recessed area 106. Thus, the channel 104 and recessed area 106 of the 

end walls 62 hold the shield body 4oc in place while permitting expansion and 

contraction of the shield body 40c and screen 98 under varying temperature conditions. 

30 The side edges of the perforated sheet 98 are also retained by the base 99 of the 

shield body 40c in a manner which permits movement of the screen 98 relative to the 

base 99 as the screen expands and contracts. As shown particularly in Figures 12 and 
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13, the base 99 includes a first retainer 108 and a second retainer 110 for holding the 

side edges of the perforated sheet 98~ In this embodiment, the retaining members 108 

and 110 are provided by longitudinally extending slots fonned in the base 99. The side 

edges of the perforated screen 98 are seated in the slots 108 and 110, which hold the 

S edges in place while permitting expansion and contraction of the screen 98 1D1.der 

varying temperature conditions. Iii this embodiment, the slots 108, 11 O each have a 

depth of about 0.10 inch and a width of about 0.010 inch. 

With the channels and recessed areas formed in the end walls 62 and the 

configuration of the base 42 of the shield bodies 40a, 40b and the base 99 of the shield 

10 bodies 40c, 40d, the perforated sheets 76 and 98 may be easily slipped into said bases 

and said shield bodies inserted into said end walls. The shield assembly 12 is easily 

completed by attaching the side plates 64 to the end wall 62 with as few as four bolts 

63, and inserting the four metering tubes 80 and 102, each with a single fitting 81. Even 

with the ni~gen bmicrs, some film may be deposited on the surfaces of the perforated 

15 sheets 76 and 98 after processing for extended periods of time. When the accumulated 

film begins to interfere with the operation of the shield 12, the shield 12 may be easily 

dismantled to remove the shield bodies 40 for cleaning or replacement of the coated 

screens. New or clean screens 76 and 98 or shield bodies 40 may be installed for 

continuous operation while the used screens or bodies 40 are cleaned, reducing the time 

20 during which the processing system 10 is idle or shut down. The shield bodies 40 and 

screens 76 and 98 may be reused at a later time after they have been cleaned. The 

porous metering tubes 80 and 102 may also be easily removed from a whole shield 

body 12, in case cleaning of the remaining parts as a unit is desired. 

Figure 14 shows an embodiment of a shield body 12 which includes a different 

25 type of retainer 90a for holding the perforated screen in place. The principle of 

operation is the same as the technique already described to attach screen 76 to base 42 

(Figure 10} in that two parts interlock, creating the geometry which acts to capture the 

screen without constraining the edge of the screen. The shape of retainer 90a is just 

different than the simple rods 93 and 96 used for shield body 40a. 

30 Additionally, different shapes of the slots and screen edges than described to 

attach screen 98 to base 99 {Figure 12) can be employed as well, as shown in Figure 14 

byslot90b. 
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As is shown in Figure 3, the passageways 116 provided between the shield 

bodies 40a and 40b and the shield bodies 40c and 40d deliver unused reagents and 

reaction by-products directly to the exhaust ports SO, ensuring the efficient removal of 

the process exhaust from the deposition zone 16. This is different from prior art shields, 

5 which do not direct the gases to the exhaust vents within a controlled path, but merely 

provide a layer of inert gas in front of the exposed surfaces of the injector and exhaust 

vent inlets. Nitrogen emitted through and covering the perforated sheets 76, 98 isolates 

the perfurated sheets from the chemical reagent stream and inhibits deposition of film 

on the surface of the perforated sheets. a unifonn supply of the inert gas is provided in 
-~· 

10 front of each perforated screen since buckling, wm.ping or other deformation of the 

screen is __ a-voided by allowing the screens to move relative to the shield body and~ 

plates under Yarying tem.Perature conditions. Thtis, the more unifonn layers of inert gas -

improves the quality of the deposited fihn by reducing the accumulation of 

contaminants within the chamber and promoting uniform distnbution.ofthe reagents 

15 within the chamber. 

With the shield 12 of this invention, the deposition area 16 is confined to the 

· area of the substTate directly below the outlet port 58. As shown in Figures 3 and 12, 

the shield bodies 40c and 40d each create dual exhaust paths to the exhaust vent inlet 

SO and also include a bottom outlet port 122 formed in the base 99 of the assembly.· 

20 The bottom outlet port 122 causes a stream of inert gas to flow from the plenum 100 

through the base 99 to the area below the shield adjacent to the outlet port 58. The 

substrate 22 or the conveyor 24 causes separation of the flow from the bottom outlet 

port 122 into a shunt containment flow, designated at 124, and a shunt outflow, 

designated at 126. The shunt containment flow 124 provides a buffer of inert gas below 

25 the shield bodies 40c and 40d, preventing the reagents or reaction by-products from 

leaving the deposition zone 16 by escaping beneath the shield 12. The containment 

shunt flow 124 isolates the reaction chamber, allowing the width of the deposition zone 

to be precisely controlled and improving process performance. 

The sh\lllt outflow 126 flows aroimd the shield bodies 40c, 40d and through the 

30 outer shunt exhaust path 68 to the exhaust port 50. Directing this stream of inert gas 

to the exhaust port SO ensures the process exhaust via path 116 from the deposition area 

16 will be carried directly to the exhaust vent 32 for extraction from the system 10 and 
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also dilutes the chemical concentration and increases velocity to ease the removal of 

by-products. The shunt outflow 126 also provides a bmier between the buffer 

modules 27 and the reaction chamber deposition area 16, effectively isolating the 

reaction chamber from the conditions in the areas upstream and downstream of the 

S process modules 11. 

The shield 12 of this invention creates a buffer gas zone on opposite sides of the 

reaction chamber. The inert gas is delivered to the plenum 100 at a flow rate 

sufficiently high to maintam a constant flow s1ream for both the shunt containment flow 

124 and the shllllt outflow 126 as well as the protective flow through the screen 98, 

10 ensuring the desired buffer zone is created on either side of the deposition zone. With 

the shunt containment flow 124 and shunt outflow 126~ the deposition zone boundm.y 

and the process gas flows Can. be precisely and uiiiformly controlled as all the gases are 

supplied and metered within the chamber, producing a higher quality film. 

With prior art systems, 8.n example of which is shown in Figures 1 and 2, the 

15 exhaust flow rate to vents 32 is greater than the rate at which gases are supplied within 

the chamber area of process modules 11 so that the inert gas supplied by plenums 30 

or ftom the buffer modules 27 lna.y be drawn into the reaction chamber to fonn a bmier 

preventing the escape of reagents into the curtain area. a problem with this system is 

that the buffer gas is typically provided and drawn into the chamber area through side 

20 openings 66 in a non-uniform distribution, resulting in a non-uniform distribution of 

reagents along the edges of the chamber which detracts from the unifonnity of the film 

deposited on the substrate 22. The inflow of gas from the curtain area 27 and the flow 

of process exhaust from the injector 14 within the chamber to the exhaust vent 32 create 

a large stagnant pocket between the two flow streams where reagents and reaction 
25 by-products are recirculated. The recirculating gases interfere with the ability to 

precisely control the reaction chemistlywithin the complete deposition zone 16. These 

problems with the prior art processing systems are overcome by the shield of this 

invention. 

With prior art shields, the recirculating flow is produced in the relatively large 

30 area between the exhaust inlet to vent 32 and the upper surface of the conveyor 24 or 

substrate 22. With the shield of this invention, the shunt containment flow 124 and the 

streamlined shape of the shield bodies 40c and 40d effectively minimizes the amount 
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of recirculation of the reagents where the gu streams meet, ensuring the reagents are 

efficiently exhausted through exhaust vents 32. In the embodiment shown in Figure 3, 

the slum.t section shield bodies 40c and 40d are located to substantially physically block 

the large recirculation volume present in the prior art shield represented in Figure 2. 

S With the shield 12 of this invention, the inert gas supplied by the shield bodies 

40 ensures that the reagents and reaction-by-products will be safely retained within the 

deposition area· 16. With the new shield 12 this containment can be accomplished 

where gas is introduced into the chamber either at a lower or greater rate than the flow 

rate of the exhaust through vents 32. So inert gas can either be flowing into or out of 

10 the process module 11 through openings 66, whereas the prior art has to draw gas from 

buffer mod~e 27 in through openings 66 to provide containment. The gas which is not_ 

accommodated by the exhaust vents 32 flows into the buffer modules 27 between the 

process modules 11 and is removed from the muflle via by-pass ducts 130 connecting 

the buffer modules 27 to a separately controlled exhaust vent, as shown in a new muffle 

15 design in Figure 15. Since· the reagents are safely contained within the reaction 

chamber and delivered directly to the exhaust ports 50 and vents 32, the gas which is 

vented through the by-pass valves is nitrogen. No reagent or by-products are carried 

to the by-pass vents 130. Utilizing the by-pass ducts 130 to extract excess inert gas 

from the process modules allows all the gas flow within the process chambers to be 

20 supplied and controlled by the geometry within the chambers, more effectively isolating 

· the process results of deposition on wafers inside the chambers from any external 

disturbances or non-unifonnity present as in an open APCVD system. 

As is apparent from the forgoing, the present invention provides a shield 12 

which may be used to achieve improved uniformity ofreagents·witbin the reaction 

25 chamber, greater control over the reaction chemistry residence time, and precise control 

over the geometry of the reaction chamber 16 and deposition zone, thereby enhancing 

the quality of the deposited film. The shield 12 can withstand changing temperature 

conditions without damaging or deforming parts of the shield which could reduce the 

effectiveness of the shield operation. The shield 12 is modular, and may be 

30 conveniently and quickly assembled and dismantled for maintenance or cleaning. The 

shield 12 includes metering tubes 80, 102 which deliver the inert gas to the plenum in 

a more unifonn distribution, improving the unifonnity of the reagents within the 
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deposition zone 16. The shield is used to fonn a banier or buffer zone on opposite sides 

of the reaction chamber, preventing reagents from escaping from the chamber and 

allowing a unifonn distribution of buffer gas to be provided within the mufile 26. It is 

to be understood that this invention is not limited to the shield 12 of the illustrated 

S embodiment which includes each of the features described herein. Instead, it is to be 

understood that shields incorporating only some of the features described herein is 

within the scope of this invention. 

New Embodiment 

10 An altemative embodiment of the shield 112 present invention is illustrated in 

Figures 16 through 23. As shown with reference to Fig. 16, shield bodies 140a-140d 

have a construction called a "frame construction,. which is different from the above 

described embodiment. Each of the shield bodies 140a - 140d include a base that is 

fonned of a single piece of material and bas a continuous ~t frame around the 

IS periphery of the base. The shield body further includes at least one perforated sheet 

cmied in the unit frame, a plenum between the base and the perforated sheet, and a gas 

delivery device for delivering m,. inert gas to the plenum at a flow rate such that the gas 

clifiUses through the perforated sheet The shield body is referred to as a "unit'' shield 

body since the base ~the unit ~e that canies the sheet are ~ormed from one piece. 

I 

- . 

20 Thus, the sealing of the sheet is perfonned by one piece. In the earlier described 

embodiment, three pieces were· used to seal the sheet, i.e. the base with an attache 

mechanism such as the locking pin, and the two end walls. In the earlier described 

embodiment, the sheet is carried by the base, however in this embodiment the base 139 

includes a continuous unit frame 141 having ends 142 and 143, and the perforated sheet 

25 is cmied by the unit frame 141. The perforated sheet is captured by the continuous unit 

frame 141 of the shield body, and the shield body is captured by an end wall. Thus, the 

sheets can freely expand and contract relative to the shield body and the shield body can 

freely expand and contract relative to the end wall and frame assembly of the shield 

112. The shield assembly and its components are made of a metal alloy, such as 

30 stainless steel and ·commercially available alloys such as Haynes 214, Inconel and 

Kovar, and the like. Further, the shield assembly and at least one of its components · 

may be treated by an oxidation process as described in pending US patent application 
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Serial No 081/823,655 the description of which is incorporated by reference herein in 

its entirety. The oxidation treatment provides components that are less susceptible to 

COlTOSion and minimizes contamination. Preferably, the shield assembly is made Of a 
combination of stainless steel parts and oxidized Haynes 214 parts. It is preferred to use 

5 oxidized Haynes 214 material for parts that are within the wafer path and are exposed 

to temperatures exceeding about 350 °C, such as shunt shield bodies 140c and 140d. 

The shield body of this embodiment is shown in more detail with reference to 

Figs. 17 to 19. One shield body 140c is illustrated in Fig. 17a, a cross-sectional view .. 

Shield body 140c is similar to earlier described shield body 40c in shape and furiction. 

10 Thus, as with shield bodies 40c and 40d, shield bodies 140c and 140d are positioned 

below and slightly outwardly of shield bodies 140a and 140b. The inside edges of the 

shield bodies 140c and 140d cooperate to define the beginning of the inner exha~ 

paths 116 leading to the exhaust vent inlets SO of the exhaust vents 32. The shield 

bodies 140c and 140darespaced apart and form therebetween the outlet port 58 of the 

15 shield assembly. Since shield bodies 140c and 140d are substantially identieal, 

although reversed relative to one another, only one shield body 140c is described in 

·detail below. Shield body 140c includes a perforated sheet or screen 198 which is bent 

or pre-formed to a desired shape. The sheet stands away from the base 139 of the 

shield body 140c to form the plenum 100~ which receives the gas supply device such 

20 as the metering tubes earlier descn'bed. The sheet 198 preferably bas a thickness in the 

range of about O.OOS to 0.012 inches, with a typical value being 0.008 inches. As 

shown, the shield body 140c is no longer fomied of only a base, but is formed of a base 

139 which includes a continuous unit frame 141c. In this embodiment, the unit frame 

14lc includes spaced apart end sections 142 and 143, and top and bottom sections 144 

25 · and 146 which extend longitudinally between the end sections. That is, the base 139 

includes a continuous unit frame 141c and end sections 142 and 143 at each end of the 

base 139, and these end section define a perimeter of the shield body 140c at its ends. 

The sheet is not rigidly attached but is held such that the sheet moves ~Jative to the 

shield body. The sheet 198 is retained by longitudinally extending slots or slits 145 

30 fonned in the unit frame 141c and its end sections 142 and 143. The perforated sheet · 

198 is inserted into the slot 145, through one end section, and the side and end edges 

of the sheet are seated in the slot which holds the edges of the sheet in place while 

SUBSTITUTE SHEET (RULE 26) 



········-···--- ··--·--··- ...... ···········--·--·--·· ................. _. .. . ······-··-------·----·· ----- ·-· 

W09913658S PCT/US98/25740 

-23-

permitting expansion md contraction of the sheet. Tb.us, the sheet is held along its 

entire length and ends in the fram~ and not only along its ends as in the earlier 

descdbed embodiment. While the earlier described embodiment is a significant 

improvement to the prior art, this new embodiment is the preferred embodiment. The 

S frame construction allows for easier insertion of the sheets, and provides a stronger 

shield body, seals the screen within a single unit frame part thereby reducing the total 

number of parts and complexity of the assembly. In other words, the screen is now 

sealed by a single part, the continuous unit framet instead of by multiple parts as in the 

earlier descn"bed embodiment. 

10 The slot 145 is shown in more detail with reference to Figs. 17a and 17b. The 

slot 145 substantially conforms ~o the shape of the sheet 198. The screen is sized such 

that, at temperatures near room temperature, there is a gap between the perimeter of the-­

sheet 198 and the boundaries of the slot within the unit frame. At the elevated operating 

temperatures, which are typically greater than 400°C, the perforated sheet 198 can 

15 expand causing its edges and ends to substantially fill the slot 145. 

The perfomed sheet is inserted as shown in Figs. 18a and 18b. Of particular 

advantag~ the sheet is easily inserted in one end of the ftame end 142 or 143. The sheet 

then slides along the slots in the top and bottom 144 and 146 portions of the unit frame 

as shown in Fig 18a, and into the slot in the opposite end section of the unit frame. _Fig. 

20 18b shows the sheet in its fully inserted position. Thus, the sheet is secured along its 

entire perimeter, and yet it is not fixedly secured and may freely expand and contract, 

thereby minimizing the tendency to buckle. Further, the sheets are readily removed and 

reinserted for easy .maintenance and replacement 

Fig. 19a and 19b show another shield body 140b according to this alternative 

2S embodiment of the present invention. Shield body 140b is similar to earlier described 

shield body 40b in shape and function. As with shield bodies· 40a and 40b, shield 

bodies 140a and 140b cooperate to define the back wall of the shield assembly which 

is positioned against the front face of the injector to wrap around the outer edges of the 

injector. Since shield bodies 140a and 140b are substantially identic~ although 

30 reversed relative to one another, only one shield body 140b is descnoed in detail below. 

Shield body 140b includes a perforated sheet or screen 176 which is bent or pre­

formed to a desired shape. The sheet stands away from the base of the shield body 
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140b to form the plenmn 78, which receives the gas supply device such as the metering 

tubes 80. As in the earlier described embodiment, the sheet 176 preferably bas a 

thiclmess in the range of 0.005 to 0.012 inches, for example 0.008 inches. 

Again as shown, the shield body 140b is no longer formed of only a base, but 

S now the base 138 includes a continuous unit frame 151. In this embodiment, the unit 

frame 151 includes spaced apart end sections 152and153, and top 154 and bottom 156 

sections extending longitudinally between the end sections. That is, the base 138 

includes a continuous unit frame 151 and end sections-152 and 153 at each end of the 

base, and these end sections define the perimeter of the shield body 140b at its ends. 

10 The sheet 76 is cmied in a lo~tudinally extending slot or slit ISS formed in 

the unit frame~ The slot 155 is sho\vn in more detail with reference to Figs. 19a and b . 

. The slot substantially confonns to the shape of the sheet 176. The perforated sheet 176 

is inserted into a. slot or slit lSS formed in the unit fulme 151, and similar to that shown 

in Fig. 18, the sheet 176 is inserted through one end section of the unit frame 151, alone 

15 the top and bottom sections and into the opposite end section. The slot extends all the 

way through one or both of the end sections in order to receive the ·sheet 176. 

Consequently, the sheet is held along its entire length and ends in the frame, and not 

only along its ends as in the earlier descnDed em.bodim~t. While the earlier described 

embodiment is a significant improvement to the prior art, this new embodiment is the 

20 preferred embodiment. This ftame construction allows for easier insertion of the sheets, 

and provides a stronger shield body. The frame construction also simplifies assembly 

of the shield and reduces the nmnber of parts. The frame 151 increases the rigidity of 

the shield assembly. The slot 1SS is sized such that, at temperatures near room 

temperature, there is a gap between the perimeter of the sheet 176 and the boundaries 

25 of the slot within the frame. At the elevated operating temperatures, which are 

typically greater than 400°C, the perforated sheet 176 can expand causing its ends to 

substantially fill the slot 155, and the screen and slot are sized such that the gap around 

the perimeter of the screen within the frame pennits expansion of the screen within the 

frame without distorting the shape of the screen or shield body. The screen and shield 

30 body maintain their contoured shapes which in tum maintain the desired flow 

characteristics of the shield assembly. 

Jn an alternative embodiment of the present invention, a bottom outlet screen 
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or sheet 160 is present in the bottom of the base of shield bodies I 40c and 140d. In this 

embodiment, the screen 160 is used instead of the bottom outlet port 58 previously 

described. Preferably, the bottom outlet screen 160 is a perforated sheet similar to the 

sheets 176 and 198. Specifically, the bottom outlet screen 160 is positioned in the 

5 bottom of the base 139 and extends along at least the partial length of the shield body 

140c. Preferably, the bottom outlet screen 160 extends along the entire length of the 

shield body, however, this may vary depending on the amount of outflow of inert gas 

desired in this region. The bottom outlet screen 160 provides for the flow of inert gas 

through the screen 160 to the area below the screen. · 

10 In this embodiment, the bottom outlet screen 160 is secured to the base via the 

unit frame 141. Thus, in this embodiment, the bottom surface of the base is not 

substantially solid with an outlet port 58 as in the earlier described embodimeilt, but 

instead is substantially open, with its perimeter defined by the continuous unit frame 

141. In this embodiment the frame 141 includes a second slot 175 formed in the unit 

15 frame 141 to receive and secure the outlet bottom screen 160. Thus, when the bottom 

outlet screen 160 is inserted into the bottom of the base and canied by the unit frame 

141, the bottom oftbe base is "closed" with the perforated bottom outlet screen 160. 

The slot 175 in the unit frame 141 is substantially similar to the earlier described slots 

145 and 155. That is, the slot is formed partially through the side sections to receive 

20 and seat the long sides of the sheet 160. At least one, and preferably two, of the end 

sections 142 and 143 has the slot 175 running all the way through the wall so that the 

. screen 160 can slide though the end section and into the side sections and opposite end 

section of the unit ftame 141. 

The bottom outlet screen 160 causes a flow of inert gas from the plenum 100 

25 though the base to the area below the shield adjacent the bottom outlet screen 160. This 
provides a buffer of inert gas in the region below the shield bodies 140c and 140d. thus 

substantially preventing the reagents and reaction by-products from leaving the 

deposition zone 16. Further~ the inventors have found that when high.er flow rates are 

encolllltered the bottom outlet screen embodiment is more prefe1Ted tha,n the outlet port 

30 embodiment. The bottom outlet screen is better at preventing recirculation in the 

adjacent region, especially at higher flow rates. 

Of particular advantage, the porosity of the sheets may be varied, for example 
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to achieve a certain desired proportion of the flow within the plenum 100 to exit the 

plenum 100 through the bottom screen 160 verses the upper screen 198 as the case may 

be. That is, the porosity of any one of the perforated sheets, 178, 196 and 160 may be 

selected to achieve a certain flow split (or mass flow rate) of inert gas into the regions 

S adjacent the sheets and to provide an appropriate flow balance in the chamber and 

metering unifonnity across a full surface area. The porosity of the sheets may be 

selected to tailor the flow in the adjacent region. Specifically, the porosity of the sheets 

is equal to or less than 50%, and more preferably iQ the range of about 5% to 50%. Jn 

the preferred embodiment the porosity of the bottom outlet screen 160 is greater than 

10 the porosity of the_?ther sheets 178and196. For example, the porosity may be selected 

to be 9% for s}>:eets 176 in shield bodies 140a and 140b; 5% for sheets 198 in shield 

bodies 140c and 140d; and 35% for bottom outlet screen 160 in shield bodies 140c atld 
140d. 

Of .further advantage, another embodiment of the present invention provides for 

15 the use of at least one vent sleeve. Referring again to Fig. 16, vent sleeves 180 and 181 

are shown in a cross sectional view of the shield assembly 112. Preferably, the sleeve 

· 130 and 181 is a nmow, elongated member. The vent sleeves are positioned within 

the exhaust ports SO of exhaust vents 32. The vent sleeves act to provide a contour to 

the walls of the exhaust ports 50 which minimizes recirculation of the gases as they 

20 travel through the exhaust ports 50 and out of the exhaust vents 32. Minimizing 

recirculation of the gases also minimizes the accumulation of deposits in the region. 

Preferably, two vent sleeves are employed in the exhaust port SO; one vent 

sleeve 180 being adjacent to the outer wall of the exhaust port SO, and referred to as an 

outer vent sleeve. The other vent sleeve t 81 is adjacent the inner wall of the exhaust 

25 port 50 and is referred to as an jnner vent sleeve. The vent sleeves may extend partially 

or substantially along the height of the exhaust port SO. The two vent sleeves 180 and 

181 may be equal in height, or each may be of a different height, suited to the specific 

geometiy of the exhaust port SO to streamline the flow from the transition of the exhaust 

port to the vent assembly. The vent sleeves may extend longitudinally along· a 

30 substantial, or partial, length of the exhaust port SO. In the preferred embodiment, one 

or both of the vent sleeves extend substantially along the ftlll length of the exhaust port 

so. 
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The vent sleeves 180 and 181 may be secured in a variety of ways. The sleeves 

may be affixed to the walls of the exhaust port such as by welding or bolting, and the 

like. Preferably however, the sleeves are not rigidly affixed; but are instead secured 

in a "free floating" manner similar to that descn'bed above. Specifically, the manner of 

5 attachment is shown with reference to Fig. 16. The outer vent sleeve 180 is preferably 

attached by inserting one end of the sleeve 180 into a slot or slit 180a carried in the side 

walls 164. The slot lSOaextends longitudinally along the length of the side wall 164. 

The slot 180a has a width such that it securely holds the vent s.Ieeve 180, and an 

insertion depth to pennit the sleeve to expand during elevated operating temperatures. . 

10 In addition to allowing for the components to expand and contract with temperature and 

15 

. thereby minimizing buckling and warpage, the present invention allows for the easy 

removal and replacement of the vent sleeves. The inner vent sleeve 181 may be 

similarly attached, such as secured with a slot formed in the shield frame 138, or bolted 

on the shield frame 138. 

The frame construction embodiment just described also provides for convenient 

attachment to the end wall 162. The end wall is shown in Figs .. 20a and 20b, which 

illustrate the inner and outer surface, respectively, of one end wall 162. In the preferred 

embodiment, the shield bodies l 40a-l 40d are not affixed or welded to the end walls 

162, and the perforated sheets 176, 198 and 160 are not affixed or welded to the unit 

20 frames or ends walls 162. Instead, the shield bodies and sheets are held in place in a 

manner which allowS movement of the shield bodies and sheets relative to each other, 

as well as to the shield assembly and the end walls. Specifically, the interior of at least 

one, and preferably both, of the end walls 162 are shaped to hold the end sections 142, 

143 and 152, 153 of the unit frames 141 and 151. 

2S As shown in Fig. 20a, the inner surface 188 of end wall 162 includes recessed 

areas which confo:rm to the shape of the end sections of the unit .frames. Specifically, 

the inner surface 188 has recessed areas 189 which conform to the shape of the end 

sections 142 and 143 of the unit frames 141, and recessed areas 190 fonned therein 

which conform to the shape of end sections 152 and 153 of unit frame 151. Note that 

30 only one end wall 162 is shown in the figure, but that the opposite end is similar. The 

shield bodies 140a-140d are seated in their respective recessed areas 189 and 190 to 

couple the shield bodies to the end walls 162. The walls of the recessed areas 189 and 
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190 substantially seal the ends of the shield bodies, thereby preventing flow of gas 

around the end of the shield bodies. Since the sheets are seated in the unit frames, 

in this embodiment the end walls 162 need only.capture the ends of the unit frames, and 

thus the end wall contains only the recessed area 189 and 190. In the earlier described 

s embodimen~ the sheets were also captured by channel 88 formed in the end walls 62. 

To permit free expansion of the shield bodies, the recessed areas 189 and 190 

in the en4 walls 162 have a depth such ·that, at temperatures near room temperature, 

there is a gap between the end sec:tions of the unit frame to the closed end of the 

recessed areas 189 ~ 190. At the elevated operating ~peratures, which are usually 

10 greater than 400 °C, the unit frame and its end sections can expand, causing the end 

sections 142 ~d 152 of the unit frame 141 and 151 to substantially fiil the recessed 

regions 189 and 190, respectively. The end sections 142 and t"S2 of the unit ft8m~ 
141and151 have an insertion depth of approximately 0.150 inches, and the recessed 

areas 189 and 190 have a depth of approximately 0.200 inches to accommodate the 

15 insertion depth of the end sections wlnle allowing for expansion. 

Of particular advantage, the present invention also provides for "free floating" 

metering tubes. As described above, metering tubes are employed to convey inert gas 

to the various plenums. One end of the metering tube is attached to a gas supply via . 
through holes contained in one end wall. The opposite end of the metering tube is 

20 closed. The closed end of the metering tube is carried in the end wall 162. Specifically, 

the end wall 162 includes at least one well 191 formed in the inner surface of the end 

wall as shown in Fig. 20a. The well 191 receives the closed end of the metering tube. 

The closed end of the metering tube is aligned in the well 191 and the depth of the well 

191 is such that the metering tube may fteely expand and contract and remain securely 

25 placed within the well 191. Jn the exemplary embodiment, there are four wells 191, two 

on each end wall 162, which coITeSpOnd to the four metering tubes, one placed in each 

of the plenums of shield bodies 140a-140d. 

The outer surface 193 of one of the opposite end wall 162 is shown in Fig. 20b. 

This end wall 162 receives the inlet gases for the two metering tubes tenninating in the 

30 end walls 191 depicted in Fig. 20a. As shown, gas is delivered to the end wall I 62 via 

gases supply tubes 183. The gas flows through internal passages fonned in the end wall 

and enters the metering tube 80 and/or 102. At this end wall 162 the metering tubes are 
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inserted into the end wall 162 via through holes 167. This allows for easy removal of 

the metering tubes. The metering tubes are held at the opposite end via wells 191 as 

descn'bed above. The end walls 162 also include outward projecting dowels 166 which 

assist in the assembly of the shield by providing the correct alignment and spacing of 

5 the end wall when the side walls are attached. 

To securely attach the shield assembly 112 to the chamber~ one embodiment of 

the present invention provides for using a removable seal. Specifically, a vent wall 

shim 194 is used to provide a seal between th~ side walls 164 to a vent shroud 165 as 

shown in Figs. 16 and 21. Of particular advantage, the shim 194 is not rigidly attached 

10 which provides for easy removal and replacement of the seal 194. Specifically, the 

seal 194 is formed preferably of a metal alloy such as stainless steel and the like, and 

is bent or prefonned such that the Shim fits between the side wall 164 and the vent 

shroud 165. 

The shim sea.1194 is canied in the side walls 1 ~ as shown in greater detail in 

15 Fig • 22. Specifically, a slot 195 is formed in the side wall 164, and preferably the slot 

195 extends substantially along the length of the side wall 164. The slot 195 is formed 

of a shape that substantially conforms to a portion of the shim seal 194. Of particular 

advantage, the shim seal 194 is simply inserted into the slot 195 ftom one end of the 

vent wall 164 and is slid through the slot 195 until fully inserted. The shim seal 194 

20 provides a seal between the ·side wall 164 and the vent shroud 165. 

To provide the inert gas to the various plenums, metering tubes 80 and 102 are 

employed. An alternative embodiment of the metering tubes are shown in Figure 23. 

In Figure 23, the metering tube 200 employs a flange 202 at one end of the metering 

tube 200. The flange 202 includes a sealing region 203 and a circular recessed region 

25 204. The recessed region 204 is a plenum area. That is, the recessed region 204 

contains a plurality of holes 206 spaced around the circumference of the recessed region 

204. The holes 206 act to convey gas received from the gas inlet tube 183 and fitting 

184, where the gas distributes around the circumference of the recessed region and into 

the metering tube 200. The metering tubes may be made of a metal or metal alloys or 
30 ceramic materials, such as alumina, nickel, stainless steel, aluminum or silicon carbide 

and the like, with stainless steel being the preferred material. 

In another embodiment of the present invention, a new muffie design is 
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provided. The muflle design is illustrated in Figure l S as described above and is 

shown, along with the path of the gas exhaust flows in greater detail in Figures 24a, 24b 

and 2S. The mu:ftle 26 includes at least one process module 111 which is surrounded 

by adjacent buffer modules 127. The exemplary embodiment shows four process 

S modules 111 and five buffer modules 127; however it should be understood that any 

number of process modules and buffer modules may be used and will vmy depending 

on the design of the mufile and reactor. At one end of the muffie 26 there is a load 

.region 29, and at the opposite end of the muffle there is an unload region 31. The load 

region 29 is configured to receive wafers and integrated circuits for processing. 

10 Typically, an automatic load mechanism (not shown) is employed to place the wafers 

into the load region 2~ of the muffle 26. Wafers are conveyed through the mufile by 

a conveying means. Preferably, the conveying mea.nS is a motor driven wire mesh beli 

however any suitable conveying means may be used. The wafers pass through the 

muffle 26 and underneath the process modules 111 where the wafers are processed. 

lS The wafers then exit the muffie 26 through the unload.region 31. 

Preferably the load 29 and unload 31 regions employ a plurality of curtains. 

·specifically, in the preferred embodiment, the load region 29 includes three curtains 33; 

namely a outer load curtain 33C, center load curtain 33B, and inner load curtain 33A. 

Similarly, the unload region 31 includes three curtains 35; namely an inner unload 

20 curtain 35A, center unload curtain 3~ and outerllDload curtain 3SC. The outer load 

33C and unload 35C curtains are positioned at the end ofthemuftle 26 in the load and 

unload regions, respectively. The inner load 33A and unload 35A curtains are 

positioned adjacent the process modules 11 in each region, respectively. The center 

load 33B and unload 35B curtains are positioned in between the inner and outer load 

25 and unload curtains, respectively. The curtains act to isolate the proc~ss modules from 

the rest of the muffle. and from the exterior environment. The system is exposed to the 

exterior environment to facilitate easy loading and unloading of wafer substrates for 

processing in the mufile. Exposure to the exterior environment can introduce 

contaminants into the system. To prevent contamination :from the load and unload ports 

30 and help isolate the chamber process modules from the external environment, the 

curtains 33 and 35 of the present invention provide an inert gas purge, which is 

preferably nitrogen gas. While the exemplary embodiment shows three curtains in each 
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regiont it is to be understood that other numbers of curtains can be used. and that the 

number of curtains in the load and linload regions may differ. 

As shown in Figures 24a and 24b, the load and unload curtains 33 and 35 are 

generally comprised of a plenmn body 37 having two plenum stages, and upperplenum 

5 stage 39 and a lower plenum stage 41. ·The plenum body 37 is elongated and extends 

longitudinally along the length of the muffle and is coextensive with the length of the 

buffer modules 27 and process modules 11. The upper plenum stage 39 receives inert 

gas through gas inlet 42. The lower surface of upper plenum stage 39 contains an may 

of distribution holes formed therein (not shown) comprised of at least one row of holes 

10 across the full length of the plenum bodyt though multiple rows of holes may be used 

to distnbute the flow over the entire surface of the plenum. The inert gas passes into 

the upper plenum stage 39 and is conveyed through the distribution holes into the lower 

plenum stage 41. The bottom surlace of the lower plenum 41 contains a narrow 

elongated slot. The slot extends aloJ'.lS the length of the lower plenum 41. The inert 

lS gas is conveyed through the slot in the lower plenum to the region beneath the slot. 

The gas exits the slot in a long. thin curtain like sheet. This curtain of inert gas sweeps 

over the surface of the wafers passing beneath i~ thereby "purging" the wafer surface. 

The curtain of inert gas also acts to isolate the process chambers 111 from the exterior 

environment and allows the pressure balance within the muffie to be adjusted through 

20 the use of different flow rates in the range of 5 to 15 shn. In the preferred embodiment. 

the inner curtains utilize lower flows around 5-10 slm, compared to the center curtains 

at 10-lSslm and the outer curtains at 30-60 slm. 

The load and unload regions are separately exhausted via exhaust ports 139 and 

141, respectively. The exhaust ports act to exhaust a substantial portion of the inert gas 

25 from the inner, center and outer curtains. Preferably, the load exhaust port 139 is placed 

adjacent the center load curtain 33B, on the side closest to the entry of the load region 

29. Similarly, the unload exhaust port 141 is placed adjacent the center unload curtain 

35B, on the side closest to the exit of the unload region 31. 

Of particular advantage, the present invention provides for exhausting the gas 

30 in the load and unload regions in a metered fashion. That is, the exhaust ports 139 and 

141 include two elongated plenum stages 143and145. Referring specifically to one 

exhaust port 139, the exhaust gas flow is directed through a slot 147 formed in the side 
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of the first plenum stage 143. The exhaust gas is then conveyed through an array of 

metering holes (not shown) in the upper surface of the first plenum stage 143 to the 

second plenum stage 145. Preferably the array of metering holes is comprised of at 

least OJ;le row of holes across the full length of the plenum body, though multiple rows 

5 of holes in a rectangular array extending the substantial length of the upper surface of 

the first plenum 143 may be used to distribute the flow over the entire surface of the 

plenum .. The gases are then conveyed out of the second stage plenum 145 through the 

exhaust port 139. The unload exhaust port 141 is the same. 

Of further advantage, the system of the present invention provides for buffer 

10 modules 127 that are independently exhausted. Specifically, the buffer modules 127 

are positioned adjacel!-t the process modules, one buffer module 127 .on each side of the 

proces8 module 111. The buffer modules 127 are elongatCd and~ extend longitudinally· 

along the length of the process modules 111, and are generally coextensive with the 

process modules 111. The buffer modules are comprised of an elongated by-pass duct 

15 131 having two elongated baftles 147 placed in the lower portion of the duct and a large 

cavity 149 above the ba:ftles 147. The two baffles 147 are positioned adjacent one 

another and spaced apart to form a channel 148 therebetween. The channel 148 is 

elongated and extends the breadth of the by pass duct 131. The buffer modules 127 

receive gas which is not accommodated by the exhaust vents 32. This excess inert gas 

20 flows into the buffer modules 127 between the process modules 111 and is removed 

from the muffle via by-pass ducts 131 through the bypass exhaust port 14lb. The 

outermost buffer modules can also receive some of the inert gas flowing out of the inner 

load and unload curtains, or transfer flow from between the chamber process modules 

to the load region 29 or unload region 31 to be exhausted by ports 139or141 if not 

25 removed via the buffer modules. The by-pass ducts 131 are independent from the 

exhaust vents 32 of the process modules 111. The invention promotes containment of 

the reagents within the reaction chamber which are exhausted directly to the exhaust 

ports 50 and vents 32. No reagent or by-products are ca.tried to the by-pass vents 131. 

Instead, a substantial portion of the inert gas conveyed through the bottom outlet screen 

30 160 iS' exhausted through the by pass vents 131. This puzposeful injection of excess 

inert gas through the bottom outlet screen 160, such that the amount beyond what is 

exhausted through paths 116 and 68, is exhausted by vents 131. allows stable control 
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of the flows inside the chamber process module and promotes containment of the 

reaction gases in the deposition region 16. Such containment enhances the uniformity 

of the film deposited on the wafer, and reduces powder build up on the surrounding 

injector and shield smfaces. The advantageous containment of gases is illustrated in 

S Figure 26, a schematic diagram showing the mass flow of reactive and inert gases 

within a portion of the process chamber 111 achieved with the system of the present 

invention. As shown in the figure, the mass fraction ofTEOS (a reactive gas) is shown 

at various positions within the shield assembly. As shown, the TEOS gas is 

substantially contained to the deposition region 16, and is completely exhausted tbrc?ugh 

10 the inner exhaust path 116. 

The by-pass s)'stem is shown in greater detail with reference to Figures 24b and 

25. The by-pass ducts 131 connect each of the buffer modules 127 together into by­

pass vents 133 along the full length of the muftle. One by-pass vent 133 is positioned 

along each end of the by-pass ducts 131. The cavity portion 149 of the by-pass ducts 

15 131 is open at each end of the duct 131 and thus fomis a passageway into the by-pass 

vents 133. Gases flow ftom the cavity 149 into the by-pass vents 133 positioned at each 

end of the by-pass duct 131. By separately exhausting the buffer modules 127 via large 

by-pass ducts 131 and by-pass exhaust vents 133, equalizationofpressureandremoval 

of excess inert gas from the buffer modules 127 is enhanced to minjmi:z,c disturbance 

20 of the critical chemical flows inside the chainber process modUles 111. Prior art 

systems which do not vent this region are prone to stagnation and recirculation of gases 

in the region. This can lead to contamination problems in the system and even in the 

deposited~ as well as ~ased maintenance and downtime needed to remove the 

deposits that form in this region. The present invention minimizes these problems by 

25 having continuous pmging of the entire wafer substrate path by clean inert gas. Of 

further advantage. utilizing the by-pass ducts 131 to extract excess inert gas from the· 

process modules allows all the gas flow within the process chambers to be supplied and 

controlled by the geometry within the chambers, and more effectively isolates the 

process chambers from any external disturbances or non~unifollllity present as in an 

30 open APCVD system. This promotes the deposition of more uniform films on the 

wafers. 

In the preferred embodiment, the exhaust vents 32 for each shield assembly and 
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associated process chamber 111 are separately exhausted. Specifically, the exhaust 
vents 32 are exhausted into a chamber exhaust plenum 151. The chamber exhaust 
plenum 151 is coupled to each ofth.e process chambers 111. The chamber exhaust 
plenum 151 is separate from the by-pass exhaust 141 band the load and unload exhausts 

S 139 and 141. By being physically separate, and thus separately controllable, the 
present invention allows for a constant mass flow of gases from the process chamber 

111 into the exhaust vents 32 Preferably the exhaust flow rate is controlled to be a 
substantially constant rate in the range of approximately 40 to 60 slm through each 
exhaust vent 32, though other flow rates may be appropriate for difflm:nt process 

10 applications. Maintaining a substantially constant fiow rate enhances the controllability 
. of the deposition process on the semiconductor wafer. Specifically, the thickness and 

uniformity of the layer of material deposited on the surface ofthe wafer is improved. 
Additionally, the repeatability of the process is improved since the flow rates are more 
controllable and constant. UpSets to the process and gas flow rates are minimized. And 

15 finally, the longevity of the entire system is increased. 
Figure 25 is a schematic bottom plan view showing the path of the gas flows 

-within exhaust system. Specifically, the gas flow through the by-pass exhaust and the 
load and unload exhaust flows are shown. The flow of gases through the chamber 
plenum exhaust is omitted for clarity. Arrows A and B on Figure 25 represent the gas 

20 flow of inert gases, specifically a portion of the inert gases from the bottom outlet 
screen 160 and ftom between the chamber process module walls and the vent shroud 
housing 165, out of the shield assembly and into the buffer module 127 and by-pass 
ducts 131. As discussed abo~le, and illustrated nicely in Figure 26~ all of the reactant 
gases flow through the exhaust vents SO and 32, and do not enter the by-pass duct 131. 

25 Thus, only inert gas is conveyed through the by-pass system. The inert gases are 
conveyed into the by-pass ducts 131 where a substantially equal portion travel toward 
each end of the by-pass duct 131 and into the by-pass exhaust vents 133 positioned at 
each end of the duct 131 as represented by Arrows A and B. 

In the preferred embodiment, a portion of th~ gases from the inner load 33A and 
30 unload 3SA curtains also flow into the outermost by-pass ducts 131, as represented by 

Arrows C. The remaining portion of the gases flow toward the load and unload 
exhausts ports 139 and 141, respectively as represented by Arrows D. This bi-
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directional flow of inert gases from one curtain aids in isolating the process chambers 

from the load and unload regions. Utilizing a different flow path, the gases from the 

center load and unload curtains 33B and 35B preferably flow in one direction toward 

the load and unload ports 139 and 141, respectively as depicted by Artows E. While 

S the gases ftom the outer load and unload curtains 33C and 3SC are again bi-directional 

with a portion of the gases being exhausted through their respective exhaust ports 139 

and 141 as illustrated by Arrows F,. and the other portion flowing toward the entry and 

exit as represented by Am?ws G. Such control of the flow patbs of the inert _gases 

allows a ''sweeping" of "purging'' of the wafer surface. and more importantly. the 

10 system of the present invention allows for one to choose the desired direction of the gas 

flow paths. Additionally, the system may employ a tlow control system to control 

the flow of gases within the processing chambers. Specifically,. the by-pass exhaust 

vent may be controlled by gas flow control means to provide substantially constant flow 

of gases exiting the by-pass exhaust ven1 and the by-pass modules. Further the chamber 

15 exhaust plenum may be controlled by gas flow control means to provide substantially 

constant flow of gases exiting the chamber exhaust plenum and the processing 

chambers. 

As is apparent from the forgoing, the present invention provides a shield 12 

which may be used to achieve improved uniformity of reagents within the reaction 

20 chamber> greater control over the reaction chemistry residence time, and precise control 

over the geometry of the reaction chamber 16 and deposition zone, thereby enhancing 

the quality of the deposited film. The shield 12 can withstand changing temperature 

conditions without damaging or deforming parts of the shield which could reduce the 

effectiveness of the shield operation. The shield 12 is modular, and may be 

25 conveniently and quickly assembled and dismantled for maintenance or cleaning. The 

shield 12 includes metering tubes 80, 102 which deliver the inert gas to the plenum in 

a more uniform distnoutio~ improving the unifonnity of the reagents within the 

deposition zone 16. The shield is used to fonn a barrier or buffer zone on opposite sides 

of the reaction chamber, preventing reagents from escaping from the chamber and 

30 allowing a uniform distribution of buffer gas to be provided within the muffle 26. It is 

to be understood that this invention is not limited to the shield 12 of the illustrated 

embodiment which includes each of the features described herein. Instead, it is to be 
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understood that shields incorporating only some of the· features described herein is 

within the scope of this invention. 

It is important to note that while the features of the new embodiment have been 

described together, each feature may be employed independently and/or in combination 

S with features of the earlier descnoed embodiments. The foregoing descriptions of 

specific embodiments of the present invention have been presented for purposes of 

illustration and description. They are not intended to be exhaustive or to limit the 

invention to the precise forms disclosed, and obviously many modifications . and 

variations are possi"ble in light of the above teaching. The embodiments were Chosen 

10 and descnoed in order to best explain the principles of the invention and its practical 

.application, to thereby ~le others skilled in the art to best use the invention and. 

various embodiments with various mo<lifications as are. suited to the particular' use . . 

contemplated. It is intended that the scope of the invention be defined by the claims 

appended hereto and their equivalents. 
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WHAT IS CLAIMED IS: 

1. A protective shield for gas distribution systems comprising: 

a frame assembly including a pair of spaced end walls and a pair of side walls 
5 extending between and mounted to said end walls; and 

a plurality of unit shield bodies carried by said frame assembly, each of said unit 
shield bodies being formed of a single piece base having a unit frame formed around 
the perimeter of the base, a perforated sheet carried by said unit frame, a plenum 
partially detined by said base and said perforated shee4 and a gas delivery device for 

10 delivering an inert gas to said plenum at a flow rate such that the gas diffilses through 

said perforated sheet. 

2. The protective shi!!!Id of Claim 1 in which a pair of said shield bodies are 
positioned to define a first surface of said protective shield which is position able 

15 proximate an injector body, said shield bodies being spaced apart to define an inlet port 

therebetween for the flow of reagents through said protective shield. 

3. The protective shield of Claim 2 in which a second pair of said shield bodies are 
positioned to define a second surface of said protective shield opposite said first sur13ce, 

20 said second pair of said shield bodies being spaced apart to define an outlet port 
therebetween for the flow of reagents through said protective shield. 

25 

30 

4. The protective shield of Claim 3 in which said second pair of shield bodies 
include a plurality of screens canied in said unit frame. 

S. The protective shield of Clahn 4 in which said second pair of shield bodies 
include a bottom outlet screen carried in said unit frame and coupled to said plenums 
thereof for the flow of the inert gas through said shield bodies to fonn an inert gas 
barrier zone below said second surface. 

6. The protective shield of Claim 1 in which at least one of said shield bodies is 
spaced from one of said side walls to define an exhaust port therebetween. 
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7. The protective shield of Claim 6 in which said shield extends between and 

• ·1 ., - ) 

is spaced from said one of said side walls and said at least one of said shield bodies to 

define a first exhaust passageway between said at least one of said shield bodies and 

said another of said shield bodies and a second passageway between said another of said 

S shield bodies and said one of said side wall. 

10 

8. The protective shield of Claim 1 in which said shield bodies each have spaced 

ends and said end walls are shaped to mate with the ends of said shield bodies to hold ; 

said shield bodies in said frame assembly. 

9. The protective sbiel4 of Claim 8 in which said end walls have recessed regions ; 
.... . .. - . 

formed therein shaped to mate with the ends of said shield bodies and the ends of said 

shield bodies are seated in said recessed regions. 

15 10. The protective shield of Claim 9 in which the ends of said shield bodies are 

movable within recessed regions as said shield bodies expand and contract under 

· varying temperature conditions. 

11. The protective shield of Claim 1 in which said perforated sheet is held by said 

20 unit frame such that said perli>rated sheet is movable relative to said unit frame during 

expansion and contraction of said perforated sheet under varying temperature 

conditions. 

12. The protective shield of Claim 11 in which said unit frame has a slot formed 

25 therein and said perforated sheet is seated in said slot and movable within said slot 

during expansion and contraction of said perforated sheet under varying temperature 

conditions. 

13. The protective shield of Claim 6 and 7 wherein at least one vent sleeve is 

30 positioned along at least one wall of said first or second exhaust passageway for 

reducing recirculation of the gases as they travel through said exhaust passages. 
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14. The protective shield of Claim 13 wherein said at least one vent sleeve includes 

a perforated screen formed in at least a portion of the vent sleeve for injecting gas into 

said first or second passageway. 

5 15. The protective shield of Claim l in which said gas delivery device is a metering 

tube disposed in said plenum, said metering tube having a porous wall for diffusion of 

the gas through said porous wall into said plenum. 

16. The protective shield of Claim 15 wherein said metering t"ube includes a flange 

10 disposed on at least one end of said metering tube, said flange having a citcuiar recessed 

region with a plurality of openings disposed only the circumference of said recessed 

region for distnouting gas from the exterior circumference into the interior of the 

metering tube. 

15 17. The protective shield of Claim l in which said gas delivery device is a conduit 

disposed in said plenuin, said conduit extending through one of said end walls and 

mounted from the exterior thereof to said one of said end walls. 

18. The protective shield of Claim 17 in which said end wall includes a gas supply 

20 fitting connectable to an exterior gas source and a passageway formed therein for the 

delivery of the inert gas from said gas supply fitting to said conduit. 

19. A protective shield for chemical vapor deposition systems comprising: 

a frame assembly including a pair of spaced end walls and a pair of side walls 

2S extending between and mounted to said end walls; and 

first and second injector shield bodies cmied by said frame assembly, said 

injector shield bodies being positioned to define a first surface of said protective shield 

position able adjacent an injector, said injector shield bodies being spaced apart to 

define an injection port therebetween for the flow of reagents from the injector through 

30 said protective shield, said injector shield bodies being spaced from said side walls to. 

define first and second exhaust ports therebetween. said exhaust ports being connectable 

with exhaust vents positioned on opposite sides of the injector; 

l lllJlll fllllf Hiil lilll II llll 
SUBSTITUTE SHUT (RULE 26) 

* C L M s * 



W099/36585 PCT/US98125740 

-40-

first and second shunt shield bodies carried by said frame assembly, said shunt 

shield bodies being spaced from said injector shield bodies and positioned to define a 

second surface of said protective shield opposite said first surface, said first and 

second shunt shield bodies being spaced apart to define an outlet port therebetween for 

S the flow of reagents through said protective shield; 

said injector shield bodies and said shunt shield bodies each being fonned of a 

single piece base having a unit frame fonned around the perimeter of the base, a 

perforated sheet canied by said unit frame, a plenum partially defined between said 

base and said perforated sheet, and a gas delivery device for delivering an inert gas to 

10 said plenum at a flow rate such that the gas diffuses through said perforated sheet. 

20. The protective shield of Claim 19 in which said shunt shield bodies extend -

between and are spaced ftam said injector shield bodies and the associated one of said 

side walls to form a first- exhaust passageway between each of said injector shield 

15 bodies and said shunt shield bodies and a second exhaust passageway between each of 

said second shield bodies and said side walls. 

21. The protective shield of Claim 19 in which said shunt shield bodies each include 

a bottom outlet screen carried in said unit frame and coupled to said plenums thereof 

20 for the flow of the inert gas through said shunt shield bodies to fmm an inert gas bmier 

zone below said second smface. 

22. The protective shield of Claim 19 in which said injector shield bodies and said 

shunt shield bodies each have spaced ends and said end walls are shaped to mate with 

25 the ends of said shield bodies to hold said shield bodies in said frame assembly. 

23. The protective shield of Claim 22 in which said end walls have recessed regions 

configured to mate with the ends of said shield bodies formed therein and the ends of 

said shield bodies are seated in said recessed regions, said ends of said shield bodies 

30 being movable within said recessed regions as said shield bodies expand and contract 

under varying temperature conditions. 
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24. The protective shield of Claims 19 and 23 in which said perfozated sheet is held 

by said continuous tmit frame such that said perforated sheet is movable relative to said 

continuous unit frame during expansion and contraction of said perforated sheet under 

varying temperature conditions. 

25. The protective shield of Claim 24 in which said continuous unit :frame bu a slot 

Conned therein and said perforated sheet is seated in said slot and movable within said 

slot during expansion and contraction of said perforated sheet under varying 

temperature conditiollS. 

26. The protective shield of Claim 19 in which said gas delivery device is a 

metering tube disposed in said plenum, said metering tube having at ·~tone porous 

wall for diffusion of the gas through said porous wall into said plenum. 

15 21. The protective shield of Claim 19 in which in which said gas delivery device is 

a conduit diSposed in said plenum, said conduit extending through on~ of said end walls 

and mounted from the extenor thereof to said one of said end walls. 

28. The protective shield of Claims 26 and 27 in which said end wall includes a gas 

20 sUpply fitting connectable to an exterior gas source and a passageway formed therein 

for the delivery of the inert gas from said gas supply fitting to said conduit or said 

metering tube. 

29. The protective shield of Claims 26 and 27 wherein said conduit or said metering 

2S tube includes a :flange disposed on at least one end of said metering tube, said flange 

having a circular recessed region with a pluralitY of openings disposed only the 

circumference of said recessed region for distributing gas from the exterior 

circumference into the interior of the metering tube. 

30 30. The protective shield of Claim 19 wherein at least one vent sleeve is positioned 

along at least one wall of said first or second exhaust passageway for reducing 

recirculation of the gases as they travel through said exhaust passages. 
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31. An chemical vapor deposition system comprising: 

a plurality of processing chambers each having an injector therein for injecting 

reagents into said processing chamber and exhaust vents positioned on opposite sides 

of said injector; 

5 a conveyor for transporting substrates through said processing chambers along 

a process path; 

a plurality of buffer modules isolating said processing chambers from the rest 

of the process path; 

a muffle enclosing said processing chambers, said buffer modules and the 

10 process path of said conveyor; 

15 

a protective shield mo~ted hi said processing chambers for protecting the 

surface of said injector and the inlets of said exhaust ports, said protective shield 

including injector shield bodies positioned adjacent said injector, shunt shield bodies 

spaced from said injector shield bodies, an inlet port between said injector shield bodies 

and outlet ports between said shunt shield bodies for the flow of reagents through said 

protective shield, said shunt shield bodies each being formed of a single piece base 

· having a unit frame formed around the perimeter of the base, a perforated sheet canied 

by said unit frame, and a plenum fonned between said base and sheet, said plenum 

filled with an inert 'gas and a bottom outlet screen carried in said unit frame and coupled 

20 to said plenum for delivering a supply of inert gas below said protective shield to form 

buffer bmiers. 

@ 32. The chemical vapor deposition system of Claim 31 wherein said buffer 

modules each have at least one by-pass duct for the removal of excess gas from said 

25 muffle. 

33. The chemical vapor deposition system of Claim 32 wherein the rate at which 

the excess gases are removed from the processing chamber through said exhaust 

vents is less than the rate at which gases are introduced to the processing chamber 

30 such that a portion of said barrier gas injectCd through said bottom outlet ports of 

said shunt shield bodies is removed from said mufile through said by-pass ducts 

such that no gas ftom said bUffermodules bas to enter said processing chambers. 

I lllllll lllllf Hiii 11111111111 
SUBSTITU1'E SHEET (RULE 21)) 

* C L M S * 

. 
. ! 



W099136585 PCTIUS98Jl5740 

-43-

34. The chemical vapor deposition system of Claim 32 wherein each of said at 

least one by-pass duct are connected to a common by-pass exhaust vent which is 

independent from said exhaust vents. 

S 35. The chemical vapor deposition system of Claim 34 wherein said by-pass 

exhaust vent is controlled by gas flow control means to provide substantially 
constant flow of gases exiting said ·by-pass exhaust vent and said by-pass modules. 

36. The chemical vapor deposition system of claim 31 wherein each of said 

10 exhaust vents are connected to a common chamber exhaust plenum which is 

independent from the by-pass exhaust vent. 

37. The chemical vapor deposition system of Claim 36 wherein said chamber 

exhaust plenum is controlled by gas flow control means to provide substantially 

1 S constant flow of gases exiting said chamber exhaust plenum and said processing 

chambers. 

38. The chemical vapor deposition system of Claim 31 wherein the muftle 

further includes a Joad and an unload region positioned at opposite ends of said 

. 20 muflle for receiving and unloading wafers. 

39. The chemical vapor deposition system of claim 38 wherein said system 

includes an elongated buffer module having two elongated baffles positioned 

adjacent one another forming an elongated slot therebetween, and an open cavity 

25 above said slot for receiving said at least one gas, and a bypass plenum disposed at 

each end of said cavity for exhausting said gas. 

30 

40. The chemical vapor deposition system of claim 38 wherein said load and 

unload regions include: 

a plurality of curtains positioned within each of said regions and spaced 

apart; and 

one exhaust port in each of said regions for removing gases .from said 
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41. The chemical vapor deposition system of claim 40 wherein each of said 

exhaust ports include a plenum body with a first plenum with a slot in a lower 

5 surface for receiving said at least one gas and a second plenum with an array of 

holes in a lower surface for receiving said at least one gas from said first plenum 

and an outlet port for exhausting said gas from said load or unload region. 

42. The chemical vapor deposition syStem of Claim 40 wherein each of said 

10 curtains include an inlet port for receiving a gas, a plenum body coupled to said inlet 

port, said plenum body comprised of a 1irst plenum with an may of holes in a lower 

surface of said first plenum and a second plenum with a slot formed in a lower 

surface for conveying said gas from said first plenum to said second plenum through 

said slot and into the muffle. --
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