An ink jet printer head includes a spacer (4) including pressure
generating chanbers (48) continuous to nozzle. openi-ngs (2), ink supply
pat hs and remg%gétms?egnﬁo el menber for covering the pressure generating

chanber (48) Pk Shl on, and pressure generating neans (30) for
generating pdmgujﬂm‘ ﬂﬂm Fe pressure generating chapbers==Z®=201) in
accordance w , In processing a sili p‘§¢;xngtwe%-e$ﬁﬁéll
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of the walls of a path hole for for Ber (48)
is aligned wth one of the wall's of a path hole for form ng the i nk supply
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are connected to each other at an obtwse angle. As a result, the ink supply
path serving as a narrow path for B% tlJR% nd the pressure generating
chanber (48) are fornmed as snooth f \% paths. The walls in an area in the
vicinity of #me imdzzer qpeinter kejdwiscdudels tensipacerst gyt Jarincluding
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of ink is enSured
.openings (2), ink supply paths and reservoirs, a cover

member for covering the pressure generating chamber (48)
- in a sealing fashion, and pressure generating means (30)
for  _generating pressure in the pressure generating
cl'fambers (48, 201) in accordance with print data. In
processing a silicon single-crystal substrate vertically
oriented in (110) by anisotropic etching process, one of
the walls of a path hole for forming a pressure
generating chamber (48) is aligned with one of the widlls
of a path hole for forming the ink supply path. Walls
defining the path hole for forming ‘a pi‘essure generating
chamber (48), which are located in the wvicinity of a
nozzle opening (2), are connected to each other at an
obtuse angle. As a result, the ink supply path serving as
a narrow path for ink flow and the pressure generating
chamber (48) are formed as smooth flow paths. The walls
-in an area in the vicinity of the nozzle opening (2).
where ink tends to stay are substantially equally
distanced from the nozzle opening (2). A smooth flow of
ink is ensured.
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