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MODULAR HOUSING 

The present invention relates to a modular housing and more 

particularly to the packaging and cooling of replaceable electrical units 

in such a housing . 
. ; 

A current trend in the design of e-lectrical systems is to modular 

syste'll configurations wherein individual electrical units of the system 

ar~_,. __ r_e.adi_ly accessible and in some cases customer removable. The use of 

modular designs provides a n1Jmber of dil;ferent advantages. Manufacture 

and assembly is made simpler in that each unit can be manufactured and 

10 tested separately befor!! being assembled in the complete system. 

Furthermore, if a removable unit becomes defective," it can be .readily 

removed for repair and replaced with a working device. A typical multi­

component syst;em of this type is a computing system in which data storage 

devices, processing hardware, power supplies and cooling fans are 

15 contained within a single support structure. 

Although ease of removability of individual devices is facilitated 

using a modular configuration, the removal and replacement of a device 

usually requires the system to be closed down thus reducing the amount of· 

time for which the system is available. It would be desirable if a 

20 defective device could be removed and replaced whilst the system 

continued to function. In order to achieve this the system design should 

permit easy access to removable devices while at the same time ensuring 

that the ~y~~~m ·~ife support' functions e.g. cooli~g and power continue 

to operate·, Taking the example of disk file data storage system 

25 comprising removable disk files and associated power and cooling units, 

such systems are currently available which allow for the replacement of 

one or more of the disk files while maintaining operation of the 

remaining.disk files. However, removal and ~epl~cement of a failed • 

cooling fan or power supply generally necessitates the shutting C.o·..in 'of 

30 the whole system. 

It is increasingly common that such modular systems are re~:..iirec t~ 

conform to a industry standard size in order that they fit 1.1ithin an 

large·r- dat.a processing system. In the case ·of disk. file ·star.age __ 

subsystems, one challenge faced by the designer of .the subsyJtem ;;ower ... 
35 and packaging is to achieve a high packaging density within the available 
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space in order to provide a high value for the ratio of megabytes to unit 

volume. 

The designing of a system which allows easy replacement of system 

subassemblies with continued system availability and high subassembly 

5 packaging densit"y is an ongoing problem and one which is difficult to 

achieve in practice. 

The present im1ention seeks to prnvide a solution to this problem 

and accordingly provides a modular housing for first and second groups of 

replaceable heat-generating functional units, comp1-ising: a support 

10 structure for supporting the two groups of functional un~ts in the 

housing comprising a chassis in the form of rectangular tube having first 

and second openings at opposite ends thereof, and including first and 

second compartments separated by an internal wall extending · 

longitudinally at least part way along the length of the chassis to 

15 accommodate the first and second group of functional units within the 

first compartment on opposite sides of a central compartment of the 

chassis so as to be res~ectively removable via ~he first and second 

openings; at least two replaceable cooling units, which are removable via 

one of said chassis openings without removing either of the groups of 

20 functional units, the cooling units being locatable within the second 

compartment of the support structure adjacent to the central compartment 

in such a position that in operation they serve to draw air past the 

first group of units, through the cooling units and past the second group 

of units. 

25 With such a housing arrangement it is mechanicalli' possible to 

remove selected functional units (e.g. data storage units) or cooli~g 

units without disturbing the remaining units. When one of the cooling 

units is removed, the other cooling· iini.t- will continue· to oper'a-te anc 

will provide cooling for the functional units. furthermore, where t:Oe 

30 modular housing takes the form of a rack mountable drawe~. it is possible 

to gain access to all .units of the housing via front and rear oper:i:-:-;s cf 

the drawer without the need to remove the drawe?:" from the rack. If 

necessary the remaining cooling unit or units may be arranged to 

compensate for the removal of a· coct>"i,~ng unit e.g. by _inc;_:;easing the 

35 rotational s~eed of the remaining fan. 
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Although in some subsystems, the power supply to the functional 

and cooling units may be located outside of the housing, a preferred 

housing further includes at least two replaceable power supply units 

arranged within the second compartment of the chassis and removable via 

5 one of the chassis openings. If one of the power supply units is des.igned 

to provide sufficient power for the whole subsystem then it is ·possible 

to remove a defective power supply without impacting the operational 

availability of the subsys tern. 

In one configuration of the housi11g, the cooling units and power 

10 supplies are separate assemblies which can be removed from the chassis 

via different chassis openings. However in a preferred arrangement, a 

cooling unit is mounted in tandem with a power supply unit to form a 

single assembly which can be removed via one of the chassis openings as a 

single field replaceable unit. This configuration permits easier access 

15 to the cooling unit buried in the centre of the housing. 

It would be possible to use an axial fan to provide cooling of the 

.housing ... However in practice it has been··found to be advantageous in 

terms of space to employ a centrifugal fan. It is preferred that each 

cooling unit comprises a centrifugal fan including an air inlet for 

20 receiving cooling air from the direction cf the first group of 

replaceable units and deflection means arranged at the air outlet thereof 

to deflect a proportion of the air exiting the fan towards the second 

group of functional units. For the combined cooling unit and power supply 

ar;rangement, the flap is designed such that a propot·tion of the cooling 

25 air le·aving the fan is undeflected by the flap in order to provide 

cooling for the power supply located downstream cf the fan. 

In the combined cooling and power supply unit, the flap which acts 

to divert a proportion of the cooling air to•.iards the functional Ul"!its of 

the second group is preferably arranged in the combined unit bet~een the 

30 fan outlet and the power supply. It is preferred that the flap acts a 

valve in the event of failure of the cooling fan to close the outle~ fan 

aperture. 

Preferably a shutter arrangement is provided ,in the chassis l:etween 

first and seconc compartments which closes on removai of a fan/power 

35 supply unit to prevent unwanted recirculation of air. 
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Although the functional units of the first and second groups may be 

individually pluggable into the chassis, it is preferred that the 

functional units of each of the first and second group are removably 

loaded into a replaceable module which includes autoplugging connectors 

S - at one end for mating with corresponding connectors within the central 

compartment of the housing. This arrangement permits the removal of the 

individual functional units and as a complete dis~ pack module. 

A preferred embodiment of the invention will now be described, by 

way of example only, with reference to t.he accompanying drawings in 

10 which: 

15 

20 

Fig. 1 is a front perspective view of a data storage sub.system with 

the main components shown in exploded for·mation; 

Fig. 2 is a front perspective view of the chassis of the data 

storage subsystem of Fig. l; 

Fig. 3 is a front perspeCtive view of the data storage subsystem ·of 

Fig. 1 with the front disk pack module shown in a partially inserted 

position; 

Fig. 4 is a rear perspective view of three combined power supply 

and cooling units; 

Fig. S shows a fan of one of the combined power supply and cooling· 

units; 

Fig. 6 is a rear perspective view of the data storage subsystem 

showing the combined power supply and cooling units in inserted position; 

Figs. 7A and 78 are sectional schematic views of the subsystem cf 

25 Fig. 1 showing the direction of cooling air flow tht"ough the chassis: 

Fig. 8 is a top view of the subsystem of Fig.l showing the 

direction of cooling air flow through the chassis. 

Referring ffrst to Figure 1 there is shown a aata storage s;Jbsystem 

compdsing a chassis 10 in the for-m of a partially enclosed rectangular 

30 tube. The chassis is a support structure for a pair of disk pack :nodules 
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10,20 which are removably mountable in the chassis. Each disk pack module 

includes eight removable disk files 40. The storage subsystem further 

comprises three combined power supply and cooling units 50 each of which 

incorporates a cooling fan GO and a powe1· supply 70. Also shown in Figure 

5 1 are three sliding plates 80, · the purpose of which will be explained 

below. 

As can be seen in Figure 2, the chassis 10 includes.two side walls 

102,104. Extending between the two side walls is a lor1gitudinally 

extending shelf 106 which divides the cl)assis into two main regions - a 

10 lower duct 108 and an uppet· duct 110. As can be seen to better effect ·in 

Figure 8, included in the front section of the shelf are three grills 

111, 112-and 113 which lie in front of three circular aperture~ 118, 120 

and 122. Behind the circular apertures are three rectangular apertures 

124, 126 and 128. The purpose of the grills and the central and 

15 rectangular apertures 1.1ill be explained below. 

Referring now_ to Figure 3, the disk pac~. modules 20, 30 are each 

slidably mountable on runners (126- and 126 in Fig. 2) onto the chassis 

shelf. In Figure 3, disk pack 20 is shown partially inserted into a front 

bay of the chassis and disk pack 30 is shown fully inserted into a rear 

20 bay of the chassis. When the modules are fully inserted, the to~ surfaces 

32,34 of the modules cooperate with a centt·al cross member 116 extending 

across the top of the chassis to form the top surface of the subsystem. 

Each disk pack module includes auto-docking connectors (not shown} which 

mate with corresponding connectors (also not shown) located within a 

25 central region of the uppe1· duct which is defined bet\o:een the respective 

rear faces of the modµles. 

Disk pack module 20 incorporates eight removable disk files 40, 

each of which is separately mounted onto a carrier 42 \..'hich is received 

by guide elements (not shown} within the module. Each disk file is 

30 designed to be 'hot pluggable' in the sense that it may be individually 

removed and inserted from and to the module and hence from the subsystem 

without the need to shut do•,.;n the operation of the subsystem. A handle 4.; 

is provided at the front of each disk file which is used for removal and 

carrying purposes. 

35 The disk pack module includes a front. cover 46, shown open in. 

Figure 3, including a grill 47 extending across the whole ;;urface area of 
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the cover (only a portion of the grill is shown) which has the dual 

function of allowing cooling air to pass into the module while at the 

same time providing the necessary Radio Frequency Interference (RFI) 

screening. 

Disk Pack module 30 which is mountable into the rear of the chassis 

is mechanically identical to disk pack module 20 and each module may 

therefore be inserted at either the front or rear of the ~has~is. 

With reference to Figure 4 there are shown three combined cooling 

and power supply units 50, each of which is removably mountable in the 

IO chassis. Each combined unit includes a forced air coolin<if fan, in th~ 

fonn of a centrifugal fan 60, which is horizontally-mounted at-one end of 

a tray 62. Mounted at the other end of the tray is a power supply unit 70 

which along with the power supply units of the other two combined units, 

provides power to the whole subsystem i.e. to the disk files and to the 

15 fans. The means by which each of the components of the subsystem is 

powered does not form part of this invention and will not be described 

further. The fan ·cone of which is sho1.1n in greater detail in F1gur'e 5) 

includes an upi.•ard facing, inlet aperture 63 and an exhaust aperture 64 

which faces towards the power supply. Separating the fan and the power 

20 supply is an exhaust plenum 65 defined between two side walls of the 

combined unit tray. The side walls include two apertures 66 which align 

with corresponding apertures in an adjacent combined unit. When in 

position within the chassis the plena of the three fans form a pressure 

equalisation chamber extending across the ~iidth of the chassis. 

25 Hingeably mounted at the outlet aperture is a flap valve 57 whi:h acts to 

close the fan outlet when the fan is non-operational. 

The front of the combined unit includes a snap connector (indicat<ed 

by reference numeral 67 in Figure 7A) which fits into a connect:r 

positioned on the front face 81 of an L-shaped sliding plat<e 8G. !he 

30 horizontal portion of the plate 82 includes a grill 84. 

Referring to Figure 6, •.vhen the ccmbined ur~it is in pcsi::..-:!': in t!-.~ 

chassis, the fan is located centrally ;.;ithin the lower duct sue:-. that t!'le 

fan inlet aperture 63 is aligned with one of the c~r~ular aper~~~es 118, 

120 in the chassis shelf. The aperture at: the top of ~ach fan.p:e::um 

35 aligns with one of the .rectangular apertures 122, 124 in the shel.:. As can 

be set?n in Figure 7"?-.. the sliding plate is located withi~ the l':·...:;:ir 
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chassis duct with its horizontal upper surface adjacent the underside of 

the chassis shelf. When the combined unit is fully inserted in the 

chassis, gdll 84 in the sliding plate 80 is aligned with one of the 

grills 111, 112 and 113 of the chassis shelf. When the combined unit is 

5 removed from the chassis, the sliding plate moves with the combined unit 

until it reache-s a position within the lower duct such that it blocks off 

the corresponding central aperture and the grill 84 is aligned with the 

corresponding rectangular aperture. 

The provision of a h~rizontally mounted centrif~gal fan in tandem 

10 with the power supply allows the power supply and fan to be removed 

together as a single field replaceable unit, thus allo~1ing access to the 

fan 'buried' inside the machine. With this arrangem·ent, the co;nbined unit 

can be removed from the subsystem without disturbing the disk files or 

other cooling fans. Furthermore the power supply provided to the 

15 subsystem through the power supply units can be readily arranged so that. 

when one of the combined units is removed from the chassis while the 

subsystem is operational, the two remaining power supply units are 

capable of providing sufficient power for continued operation. In 

addition, the cooling provi~ed to the subsystem may also be arranged such 

20 that on removal of one of the combined units, the remaining two fans are 

capable of providing sufficient cooling for the disk files and power 

supplies for the period of time required to 1·eplace the removed unit with 

a functioning unit. Thus by providing easy access to the fan and power 

supply and by ensuring that sufficient power and cooling capacity are 

25 pt"ovided on removal of a combined unit, the subsystem achie•.res the aim of 

allowing concurrent maintenance with high packaging density. For example, 

eight 3.5 inch form factor disk files per disk pack mcd!Jle plus 

associated power supplies and cooling fans can be acccmmcdated within a 

chassis having dimensions of 665 mm x 465 mm x 171 mm. 

30 As can be seen in Figure 7A, in operation of the subsyste~. air is 

drawn through the grill 47 in the front cover 46 of the front disk pack 

module, past the _disk files 40 and exits the module via ai:ertures at the 

back of the module. Cooling air is also drawn through the frcnt c: t!':e 

subsystem into the lower duct 106 and is forced to trc.:sel ui:warc:s into 

35 the upper duct 110 through the grills in each of- the three slidi:::;- plates 

and in the chassis shelf. The air from the lower duct. ccmbi:1es .,;:::h t!'le 

air exiting the front disk pac~ module ~nd is drawn downwards intc the 

' 



. . ~: 

·'!?.•• 

UK9-93-0ll 8 

inlet aperture of the fan through the cit-cular apertut·es 124, 126, 128 in 

the shelf. 

Air exiting the outlet aperture of the fan exhausts into the plenum 

and is deflected by the flap valve 67,. which is heid open by the pressure 

5 of air, towards the rear disk pack module. The pressure equalisation 

chamber formed by the three adjacent fan plena 65 acts to distribute the 

air proportionally across the disk file~ mounted in the rear disk pack 

mociule.· A portion of the air leaving the fan passes below the flap valve 

and is used to cool the power supply untt 70. The ratio of air passed to 

10 

15 

disk pack module and to the power supply is set by choosing the 

appropriate flap design. The air which is not deflected by the flap valve 

passes into the rear disk pack module and exits via· the grill A7 in the 

cover plate 46. After serving to cool the power supply units, the smaller 

proportion of undeflected air exits via apertures (not shown) provided at 

the r-ear of the subsystem. Figure 8 shows in plan view the passage of 

cooling air thr-ough the subsystem when all thr-ee combined power supply 

and fan units are in position. The disk pack modules ar-e r-emoved for the 

purposes of clarity. 

As has already been described, when one of the combinP.d power 

20 supply and fan units is not in position in the chassis as is shown in 

Figure 7B, the central aperture for that unit is blocked off by the 

sliding plate. Therefore during operation of the subsystem, the air 

passing from the front portion of the chassis is drav;n through the two 

remaining circular apertures into the t.;io remaining fans. Because the 

· 25 rectangular apertur:-e corresponding to th'? t;e!11oved combined unit is still 

open, cooling air is able to exit the pressure equalisation chamber 

through all thr-ee rectangul.:ar apertures. This ensures that cooling air is 

equally distributed amongst the disk files contained in the rear disk 

pack. 

' 
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CLAIMS 

1. A modular housing for first (20) and second (30)'groups of 

replaceable heat-generating functional units, comprising: 

a support structure (10) for supporting the two groups of 

5 functional units in the housing comprising a chassis in the form of 

t"ectangular tube ha1:ing first (12) and second (12) openings at opposite 

ends thereof, and including first (110) and second (108) compartments 

separated by an internal wall (106) extending longitudinally at least 

part way along the length of the chassis to accommodate the first and· 

10 second group of functional units within the first compar_tment on opposite 

sides of a central compartment of the chassis so as· to be resp-ectively 

removable via the first and second openings; 

at least two replaceable cooling units (60), \,;hich are removable 

via one of said chassis openings without removing eithe1· of the groups of 

15 function~l .. units, the cooling units being locatable within th~ second 

compartment of the support structure adjacent to the central compartment 

in such a position that in operation they serve to draw air past the 

first group of units, through the cooling units and past the second group 

of units .. 

20 2. A modular housing as claimed in claim 1 further comprising at least 

two replaceable power supply units (70) arranged within the second 

compartment of the chassis and removable via one of the chassis openings. 

3. A modular housing as claimed in claim £, wherein a cooling unit is 

combined with a power supply unit to· form a single assembly which is 

25 removable via one of the chassis openings. 

4. A modular housing as claimed in any preceding claim, wherein each 

cooling unit comprises a centrifugal fan including an air inlet (E:4) fc::­

receiving cooling air from the direction of the first group of 

replaceable units and deflection means (67) arranged at the fan cutlet 

30 (64) to deflect a proportion of th~ air exiting th~ fan towards the 

second group of functional un.its. . . ~·.- . .. :.-: .. 

This Sheer Has B 
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5. A modular housing as claimed in claim 4 wherein the deflection 

means comprises a flap hingeably mounted at the fan outlet such that it 

covers the outlet fan aperture when the fan is not operating. 

6. A modular housing as claimed in any preceding claim further 

s comprising the first and second groups of functional units. 

7. A modular housing as claimed in claim 6, wherein the functional 

units of each of the first and second group are removably loaded into a 

replaceable module which is mountable within the housing. 

10 a. A modular housing as claimed in any preceding claim, wherein the 

functional units of both the first and second group comprise data storage 

devices. 

' 


