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· ' · . The present invention relates to the transmission of 
.. teiecOimunication data usinq an asynchronous transfer mode 

5 • ··:<:(ATM)·. protocol. More specifically, the present invention ·. ~el~tes to a method and apparatus for efficiently filling 
·. • .~~u'.~:e:d .portions of each ATM cell to significantly minimize 

data transmission delays • 
. ~ ATM is a standard protocol for transmitting 

10 . ·async~ronous telecommunication data within a < : ~e1~<=~unication system ( e. q. , a cellular telephone system) • 
· ·· Tllis' protocol is based on the transmission of data in fixed 

si~~ cells known as ATM cells. Each ATM cell has a 48 octet 
. :pay~oad and a 5 octet header. In general, ATM is well known 

15 in.•the art. 
A~ can be used for most low bit rate applications ··· .. (~~!·, .cellular voice coll\lllunication). However, when used for 

.. ·low.bit rate applications, ATM does not efficiently utilize 
.. .bB.ndwidth, and bandwidth is very expensive. To illustrate, 

20 :(. voic~ data from each communication channel is compressed into 
. . : · /cia;~ci ·paCkets. Each data packet is then stored in the payload 

o:f·~~ A'l'M cell and the ATM cell is transported from a sending 
. ·iilo~ce (e.q., a base station) to a receiving entity (e.g., a 

. · Dt~bile · switching center) • While each data packet ranges in 
25 · · .:. · . 1,t!n«J1:h . from a few octets to about 20 octets, the length of 

>the":·ATM cell payload, as mentioned 
• :~ii-aC:e each ATM cell carries but 

·-~Ub~~antial portion of the ATM cell 

above, is 48 octets. 
one data packet, a 

payload remains empty 
d~inq transmission which is extremely inefficient. 

30 ' : To improve ATM bandwidth utilization, the ATM adaption 
l~ye~ 100 (AA.Lil) was introduced, as illustrated in FIG. 1. ·: · .. 

The<AALm 100 has two primary sublayers: the assembly and 
disassenbly sublayer 102 (AAD) and the multiplexinq and 
demultiplexing sublayer 103 (MAD) • The AAL11l 100 operates as 

35 follows. The AAD sublayer 102 compresses voice data (and 
other types of related data) from each channel into 
r~la~ively small data packets called minicells at a .: .. ·· ',• 

.· .. 
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telecommunication system sending entity (e.q., a base 

station). The MAD sublayer 103 then multiplexes as many 

minicells as possible into the payload of each ATM cell 
before the sendinq entity transmits the ATM cell. At the 

5 receiving entity, the MAD sublayer 103 demul.tiplexes (i.e., 
separates) the minicells and the AAD sublayer 102 extracts 
the voice data from the minicells. since each ATM cell is 

now capable of transportinq ~re than ~ne data packet (i.e., 

:more than one minicell) at a time, ban?width utilization is 
10 improved. 

FIG. 2 illustrates a prior metho~ and/or apparatus for 

transporting cellular data, such as voice data, using ATM 
with the AALm 100 described above. At 'a transmission source 
200, voice data from communication chann•.ls 1 ••• n (not shown) 

15 is presented to the AAD sublayer 102 by ;the application layer 
104. Xn the AAD sublayer 102, there i$ a corresponding one 
of the assembly functions 2011 through ,2,01. for each channel 

1 ••• n. Each assembly function 2011 through 2oi. represents a 
separate parallel process in which VQice data (and other 

20 types of related data) from each channe'.l· 1 ••• n is compressed 
into minicells. The assembled minicells are then presented 
to the MAD sublayer 103 1 wherein multip~exer 203 takes each 
minicell and concatenates them, back-~o-baclt, to fora the 

I·; 

payloads of ATM cells. If for any re~son the AAD sUblayer 
25 102 delays the presentation of minicell~ to the MAD sublayer 

103, multiplexer 203 automatically fills the remaining 
portion of the current ATM cell pay~oad with a padding 
minicell. A padding minicell does no1: . contain any useful 

data, but is instead utilized merely to ;:occupy space in the 

30 ATM cell payload. Once the ATM cell .paylC)ad is filled, it is 

presented to the ATM layer 101. ATM lay~ 101 then qenerates 
an ATM cell header, attaches the headf!r to the ATM cell 
payload, and transmits the ATM cell, he,4,er and payload, via 
communication link 207, to a telecolllllunication systea 

;: .. ,_. 

35 receiving entity 220. l · 
:tf the delay in presenting minicell.s:'to the MAD sublayer 

103 is substantial, as is often the case during off-peak 
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periods, an ATM cell generator 205 in the ATM layer 101 will 
q~erate an unassigned ATM cell (i.e., one whose payload 
contains no minicells). The unassiqned ATM cell will then be 

multiplexed into the ATM cell stream by multiplexer 206 and 

5 transmitted to the receiving entity 220 via collllllunication 

link 207 in order to maintain the ATM cell stream. 

At the receiving entity 220, each ATM cell is presented 
to the ATM layer 101, wherein d&lllultiplexer 208 distinguishes 
between unassiqned ATM cells and_ ATM cells carrying 

10 minicells. unassigned ATM cells are discarded. as illustrated 
by "wastebasket" 209. If the ATM cell is carryinq minicells, 
the ATM layer 101 removes the header from the ATM cell and 

presents the payload portion of the ATM cell to the MAD 

sublayer 103, wherein demultiplexer 211 distinguishes between 
15 padding minicells and minicells carrying data. Padding 

minicells are discarded (not shown) and minicells carrying 
data are separated by channel and presented to the 

corresponding disassembly function 2131 to 213. in the AAD 

sublayer 102. The disassembly functions 2131 through 213u 

20 extract the voice data from each minicell and present it to 
the application layer 104. 

FIG. 3 illustrates a well known protocol for minicell 
301. Kinicell 301 is divided into a header 302 and a payload 

303 much like an A'l'M cell. The header is, in general, 
25 divided into the following fields: ·a circuit {channel) 

identifier (CID) code 304, a length code 305, and a header 
integrity check (HIC) code 306. Th~ CID code 304 provides 

the information needed to associate each minicell with its 
corresponding channel. The length code 305 provides the 

30 information needed to determine the location of the first and 
last octet of each minicell. The CID code 304 and the length 
code 305 together make it possi~le : for a plurality of 
minicells, each corresponding to a di;fferent channel, to be 

carried by a single ATM cell. The CID code 304 and the 

35 length code 305 also provide ample •ei!PS for demultiplexing 

(i.e., separating) the minicells in the AAD sublayer 102 at 

the receiving entity 220, as long as the minicells are 
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continuously connected back-to-back, as mentioned above. 
FIG. 4 depicts an ATM cell stream, constructed in 

accordance with the method and/or apparatus of FIG. 2, as a 
function of tillle. In FIG. 4, time runs according to the 

5 arrow 401. Minicells 403, 404, 405, and 407 arrive at the 

MAD sublayer 103 at various points injtime. Each ATM cell 
415 through 419 comprises a header and a payload portion, for 
example, A'l'M cell header 420 and ATH cell payload 421 

corresponding to ATM cell 418. 

10 To begin, minicell 403 is •ultiplexed into the payload 
of ATM cell 416 by the MAD sublayer 103. Because there is a 
delay between the arrival of minicel.l 403 and minicell 404 at 
the MAD sublayer 103, the MAD sublay~r 103 must insert a 
padding minicell 409 after minicell 40.3 to completely fill 

15 the remainder of the ATM cell 416 payload. Despite the fact 
that minicells 404 and 405 arrive at the MAD sublayer 103 
before the ATM cell 416 is transmitted'by ATM sublayer 101, 

minicells 404 and 405 are multiplexed i11:to the payload of the 

next available ATM cell 417. Because of the delay between 
20 the availability of minicell 405 and minicell 407, the MAD 

sublayer 103 must insert a padding minicell 410 after 
mini cell 405 to fill the remainder of the ATM cell 417 
payload. Moreover, minicell 407 is not :coapletely available 
when the MAD sublayer 103 begins constructing the payload of 

25 ATM cell 418; therefore, the MAD sublayer 103 must wait until 

it beqins constructinq the payload of ATM cell 419 to insert 
minicell 407. 

FXG. 4 does show that the use of ATM with the AALm 100 
sublayer improves ATM bandwidth utilization in low bit rate 

30 applications. For example, the payloa~ of ATM cell 417 is 

carrying three separate minicells; th83'.'efore, less of the 

payload is being wasted. However, FIG .• 4 also shows that 
ATM, even with AA1.D 100 still wastes a significant portion of 

the bandwidth, as illustrated by those,·portions of the ATM 
35 cells filled by padding minicell 409 aJld padding minicell 

410. 'J!o illustrate just bow inefficient.: ATM is with respect 
to bandwidth utilization, even with the ·AALm 100 described 

... ,+~-~· 
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above, a 53 octet ATM cell carrying no data (i.e., an 
unassigned ATM cell), for example, ATM cell 418, represents 
6-7 msec worth of wasted bandwidth. Each padding minicell 
represents an additional amount of wasted bandwidth. 

If ATM with AALm 100 is to be used for low bit rate 
applications, such as cellular voice communication, there is 
a need to minimize the inefficient utilization of bandwidth 
by reducing the size of unused portions of A'l'M cell payloads, 
especially when data is available. 

SUllllAllY 

It is an object of the present invention to minimize 
data trans•ission delays when using the ATM protocol for low 
bit rate applications, such as cellular voice comnunication. 

15 It is also an object of the present invention to provide 
improved bandwidth utiliza~ion when using ~e ATM protocol 
for low bit rate applications, such as cellular voice 
communication. 

It is another object of the present invention to 
20 mi~imize data transmission delays and to provide improved 

bandwidth utilization by filling the payload of a current ATM 
cell with decoupling •inicells, having a fixed length of one 
octet, durinq a period of time when user data is not 
available. 

25 It is yet another object of the present invention to 
minimize data transmission delays and to provide improved 
bandwidth utilization by inserting minicells, containing 
actual user data, into the payload of a current ATM cell 
immediately upon becoming available. 

30 In accordance with one aspect of the present invention, 
the f oreqoinq and other objects are achieved by a method and 
an apparatus for constructing a data cell which carries user 
data from a transmission source to a receiving entity 
comprisinq the steps of generatinq at least one decouplinq 

35 minicell if user data is not available, wherein the at least 
one decouplinq minicell has a predetermined lenqth; and 
constructinq the data cell usinq the at least one decoupling 
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minicell if user data is not available. 
In accordance with another aspect of the present 

invention, the foregoing and other objects are aehieved by a 
method and an apparatus for generating and trans•itting a 

5 data cell which carries user data from a transmission source 
to a receiving entity comprising the steps of generating 
assigned minicells as long as user data is available and 
making the generated assigned •inicells available for 
inclusion in the data cell; determining whether an assigned 

10 minicell is currently available, and if so, then inserting 
the assigned minicell into the data cell; generating 
decoupling minicells and then inserting the decoupling 
minicells into the data cell in place of assigned minicells 
if there are no assigned minicells currently available, 

15 where~n each decoupling minicell has a predetermined length; 
and transmitting the data cell when the data cell has been 
fully constructed. 

In accordance with yet another aspect of the present 
invention, the foregoing and other objects are achieved by a 

20 method and. an apparatus for extracting user data from a data 
cell which carries the user data from a transmission source 
to a receiving entity comprising the steps of separating at 
least one minicell from the data cell if the data cell is not 
an unassigned data cell; determining whether the at least one 

25 minicell is a decoupling minicell, wherein the at least one 
minicell has a predeterained length; discarding the at J.east 
one minicell if the minicell is a decoupling minicell; and 
removing the user data froa the at least one minicell if the 
minicell is not a decoupling minicell. 

30 

BRIBI' DBSCRIPTIOJf OP !rBB D:RaWIBGS 
The objects and advantages of the invention will be 

understood by reading the following .detailed description in 
conjunction with the drawings in which: 

35 FIG. 1 is a diagram illustrating the primary sublayers 
or the Asynchronous Transfer Mode Adaption Layer; 

FIG. 2 is a block diagram of an apparatus for 
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constructing, transmitting, and receiving ATM cells 
accordinq to prior methods; 

FIG. J shows a standard protocol for a minicell; 
FIG. 4 is a diagram illustrating a stream of ATM 

5 cells, as a function of time, constructed using prior 
methods; 

FIG. 5 is a flow chart depicting a method of 
constructing and transmitting an ATM cell according to a 
first embodiment of the present invention; 

10 FIG. 6 is a flow chart depicting a method of receiving 
an ATM cell according to a first embodiment of the present 
invention; 

FIGS. 7A and 78 are flow charts depicting a method of 
constructing and transmitting an A'l'M cell according to a 

15 second embodiment of the present invention; 
FIG·. 8 is a flow chart depicting a method of receiving 

an ATM cell according to a second embodiment of the present 
invention; 

FIG. 9 is a block diagram of an apparatus for 
20 aonstructing, transmitting, and receiving ATM cells 

according to the various embodiments of the present 
invention; 

FIG. 10 shows an exemplary decouple code for the 
decoupling minicells; and 

25 FIG. 11 is a diagram illustrating a stream of ATM 
cells, as a function of time, constructed the present 
invention. 

DBTAZLBD DBSCJlZPTZOlf 
30 FIG. 5 is a flow chart depictinq an exemplary 

embodiment of the present invention. In general, this 
embodiment provides a method for efficiently preparinq and 
transmitting cellular telecomaunication data, for example, 
cellular voice data, using the ATM protocol with an 

35 improved AALm sublayer. This method will now be described 
in greater detail hereinbelow. 

First, bursts of user data (including voice data) 

:··.-
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arrive at a transmission source (e.g., a telecolDlllunication 
base station) from each active, incominq communication 
channel, as illustrated by block 505. Second, the AAD 

sublayer 102, located in the transmission source, assembles 
5 each burst of user data, as it becomes available, by 

compressinq the data into the payl_oad portion of an 
assigned minicell, as illustrated in block 510. These 
minicells are ref erred to as assigned minicells because the 
AAD sublayer 102 "assigns" a burst o~ user data, 

10 correspondinq to a particular conmi\lnication channel, to 
each of these minicells. 'l'hird, the AAD sublayer 102 sends 
each assigned minicell to the MAD sublayer 103 immediately 
after they are assembled, as illu~trated by block 515. 

The MAD sublayer 103 is prepared to continuously 
15 receive assigned ainicells from the AAD sublayer 102. As 

long as the assigned minicells arrive at the MAD sublayer 
103 in an uninterrupted stream, the MAD sublayer 103 links 

them, back-to-back, to form the pay1oad of the current ATM 
cell. The MAD sublayer 103 continues to link the assigned 

20 m+nicells.so long as the AAD sublayer 102 continues to send 
assigned minicells without interruption or until the 
payload of the current A'l'M cell is full. This is 
illustrated by the combination of blocks 520, 525, and 530. 
However, if there is any time delay between the arrival of 

25 any two assigned minicells at the_MAD sublayer 103, the MAD 
sublayer 103 will generate one or mo~e decoupling 
minicells. Decoupling minicells are different than other 
ainicells, such as assiqned minice~ls and padding 

30 

minicells. 
a payl.oad. 
predefined 

Decoupling minicells do not contain a header or 
Znstead, they are dat~.structures with a fixed, 

length and bit pattern.:·~· wi,11 be illustrated in 
greater detail below. The MAD su~~ayer 103 then proceeds 
to use these decoupling ainicells instead of assigned 
minicells (since none are currently fiYailable) to build the 

35 payload of the current ATM cell unti,l_. the payload of the 
: . .. . 

current A'l'M cell is full or until ·one or more assigned 
ainicells become available from the AAD sublayer 102. This 
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is il1ustrated by the combination of blocks 520, 535, 525, 
and 530. 

once the payload of the current ATM cell is completely 
filled, the MAD sublayer 103 passes the payload to the A'l'M 

5 layer 101, as illustrated by block 54(). The ATM layer 101 

attaches an ATM cell header to the payload, then the 
transmission source tranSlllits the ATM cell, header and 
payload, to a receiving entity (e.9., a telecommunication 
mobile switching center), as shown in ~lock 545. Since a 

10 continuous stream of ATM cells must be maintained in 
accordance with the ATM protocol, the. :lllethod described 
above continuously repeats itself, as illustrated by block 
550. 

In a preferred embodiaent, each decoupling minicell 
15 might be one octet in length, as mentioned above. In order 

for detector 930 to distinguish decoupling minicells from 
assiCJlled minicells, a special decouple -.code must be 
established. For example, a decouple .c::oae of 255 (11111111 

in binary) might be used, as illustrated in FI:G. 10. Of 

20 course, if a decouple code of 255 is set aside to 
distinguish decoupling minicells from assigned minicells, 
one skilled in the art will readily un4erstand that in 
order to preserve minicell alignment, ~be first octet of 
assigned minicells should never be set equal to a value of 

25 255. 

In the event of single bit error.,, minioell alignaent 
may be further protected by defining a°Lprimary decouple 
code and a secondary set of decouple c9~es, in which there 
is a hamming distance of one between the primary decouple 

30 code value and each of the secondary d~c;ouple code values. 
For example, if the decimal value of the primary decouple 
code is 255 (i.e., 11111111 in binary} ,··the secondary set 
of decouple codes would consist of thefollowing decimal 
values: 254, 253, 251, 247, 239, 223, 191, and 127 (i.e., 

35 the binary values 11111110, 11111101, .11111011, 11110111, 

11101111, 11011111, 10111111, and 011~1.i:i.1 respectively). 
Furthermore, a decoder at the receivinq.entity would decode 
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and identify the primary decouple code and each of the 
secondary deco.uple codes as a decoupling minicell. Again, 
one of skill in the art will readily understand that the 
first octet of any assigned minicells should not be set 

5 equal to any of the primary or secondary decouple code 
values to preserve minicell alignment. 

As stated above, the lenqth of each decoupling 
minicell in a preferred embodiment may be one octet. By 
minimizing the length of the decoupling minicells, the 

10 present invent:ion improves bandwidth utilization by 
minimizing the time required to insert an assigned minicell 
into an ATM cell payload following a delay in the 
availability of assigned minicells. In other words, the 
MAD sublayer 103 no longer has to wait until the next ATM 

15 cell to insert an assigned minicell if the assigned 
minicell is presently available, as was the case in prior · 
methods employing padding minioells. 

While the exemplary embodiment described above, 
provides a method for efficiently preparing and 

20 transmitting cellular telecommunication data, FIG. 6 
depicts a method._for receivinq cellular telecOlllllunication 
data using the same ATM protocol with an improved AALm 
sublayer. This method will now be described in greater 
detail hereinbelow. 

25 First, the ATM cell arrives at the receiving entity 
(e.g., a telecommunication mobile switching center) from a 
transmission source, as illustrated by block 605. Second, 
the ATM sublayer 101 removes the ATM cell header and sends 
the ATM cell payload to .the MAD subl~yer 103, as 

30 illustrated by block 610. The MAD sublayer 103 then 
separates each minicell, one-by-one, from the ATM cell 
payload and determines if each mi~icell is either a 
decoupling minicell or an assigned11iilicell. The MAD 
sublayer 103 makes this determination:by detecting the 

35 predefined bit pattern associated~with decoupling 
: .. ; 

minicells, as mention~d ab9ve. '!'his step is illustrated by 
the combination of blocks 615 and. 620·. If the next 
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•inicell is a decoupling ainicell, the •inicell is 
discarded, as illustrated by block 625. If there are 
additional minicells, as determined by decision block 637, 

the MAD s~layer 103 separates the next minicell, and 
5 determines whether it is a decouplinq minicell or an 

assigned minicell. If the next minicell is an assigned 
minicell, the MAD sublayer 103 sends the assigned minicell 
to the AAD sublayer 102, according to block 630. The AAD 
sublayer then disassembles each assigned minicell and 

10 assigns the user data contained therein to the 
corresponding communication channel, as illustrated by 
block 635. Since ATM cells are continuously transmitted to 
the receiving entity in accordance with the ATM protocol, 
the method described above continually repeats itself as 

15 shown by block 640. 
FIGS. 7A and 7B, which will henceforth be referred to 

collectively as FIG. 7, is a flow chart depicting an 
alternative eJDbodiment of the present invention. This 
embodiment also provides a method for efficiently preparing 

20 and transmittinq cellular telecommunication data. This 
embodiment is very similar to the exemplary embodiment 
depicted in FIG. 5. In fact, the method steps of the 
alternative eJDbodiment corresponding to blocks 705 throuqh 
745 are identical to the method steps corresponding to 

25 blocks 505 through 545. The difference between the two 
embodiments is that in accordance with the alternative 
embodiment, a determination is first made as to whether any 
data is available from the various communication channels, 
as illustrated by block 101. If there is user data 

30 available, the method of the alternative embodiment 
proceeds accordinq to blocks 705 through 747 and in the 
same manner as described above regarding blocks sos through 
545. If there is no user data currently available, a 
second determination is 11ade as to 'Whether there are any 

35 co11U1unication channels currently active, as illustrated by 

block 702. If there are active communication channels, the 
method of the alternative embodiment also precedes as 
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according to blocks 705 through 745. However, if there are 
no active communication channels, the ATM layer 101 

generates and transmits an unassigned ATM cell, as 
illustrated by blocks 746 and 747. An unassigned ATM cell 

5 does not contain any useful data, nor does it contain any 
minicells. Instead, unassigned ATM cells merely occupy 
space in the ATM cell stream in order to maintain the 
timing and alignment of the ATM cell stream. 

The reason for this alternative embodiment is that in 
10 some telecommunication systems, there are periods in which 

there are substantial delays between bursts of user data 
(i.e., J:>etween assigned minicells). For example, if the 
application is a cellular telephone systea, there may be 
substantial delays between bursts of user data late at 

15 night or during the very early morning hours. In fact, 

there may be periods in which there is no communication 
activity over any of the c011J11unication channels. If this 
is the case, it may be more efficient to send one or more 
unassigned ATM cells rather than one or :more assigned ATM 

20 cells each containing 48 decouplinq minicells. No matter 
which embodhaent is employed, the ATM cell stream must be 
maintained. The alternative embodiment merely provides the 
option to do so by transmitting a series of unassigned ATM 
cells or by transmitting a series of ATM cells filled with 

25 decoupling minicells. 
In yet another alternative emboc1¥te~t similar to the 

aethod illustrated in FIG. 7, the generation of unassigned 
ATM cells could be triggered by the pas.sage of a predefined 
period of time, duri.ng which, there is no user data 

30 available. 
As a counterpart to FIG. 7, FIG. a. depicts an 

alternative embodiment of a method f~r receiving 
telecommunication data that. has been:pX-epllred when there 
are substantial delays between burstlJ c>;~.user data and/or 

35 no active communication channels. The '.ile~hod for receiving 
telecommunication data when there ar~ 111ubstantial delays 
between bursts of user data is very similar to the 
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exemplary embodiment depicted in FIG. 6. In fact, the 
method steps of the alternative enbodiment for receivinq 
telecommunication data correspondinq to blocks sos, and 810 

through 835 are identical to the steps corresponding to 
5 blocks 605, and 610 through 635. The difference between 

the two embodiments for receiving telecommunication data is 
! 

that after the ATM cell is received by the receiving entity 
(block 805), the ATM layer 101 in the alternative 
embodiment first determines whether the ATM cell is 

10 unassigned or assigned. This determination is represented 
by decision block 845. If the ATM cell is unassigned, the 

ATM layer 101 discards the cell, as illustrated by block 
850. If the ATM cell is assigned, the method proceeds in 
accordance with blocks 810 through 840, and in a manner' 

15 similar to the previous embodiment. 
FXG. 9 depicts an apparatus that may be used to 

implement the various methods described above for 
preparing, transmitting, and receiving telecommunication 
data. Typically, each cell in a cellular telecommunication 

20 system contains at least one base station. Each base 

station, in turn, maintains one or more receivers for 
receivinq user data (including voice data and other types 
of related data) from the various communication channels 
operatinq in the cell. In general, base stations are well 

25 known to those of skill in the art. 
In FZG. 9, base station 905 directs the user data from 

each c01111\Unication channel l ••• n into separate assembly 
units 9101 through 910.. Eaeh assembly unit 9011 through 
901• compresses the user data from the corresponding 

30 communication channels 1 ••• n into the payload of individual 
minicells in accordance with known tecllniques (not shown). 
These lllinicells are ref erred to above as assigned 
minicells. The assembly units 9011 through 901. then send 
the minicells to multiplexer 915. Multiplexer 915 then 

35 constructs the payload of a current ATM cell by connecting 
the assigned minicells, back-to-back (not shown). 
Multiplexer 915 will continue to connect the assiqned 
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minicells until the current ATM cell payload is coaplete or 
until there is a delay in receiving assiqned minicells from 
the assembly units 9011 through 901 •• 

Xf there is a delay in receiving assigned minicells 
5 from the assembly units 9011 through 901., multiplexer 915 

will instead use decoupling minicells, generated by 

minicell generator 902, to construct the current ATM cell 
payload. Multiplexer 915 will continue to multiplex 
decoupling minicells into the payload of the current A'l'M 

10 cell until the payload is complete or until an assigned 
minicel.l from the assembly units 9011 through 9018 becomes 
available. once the A'l'M cell payl~ad is completely filled, 
an ATM cell header is attached (not shown) and the A'l'M 
cell, header and payload, is transmitted to a receiving 

15 entity 920 via tranSJllission link 925. The function of 
generator 950 and multiplexer 955 will be discussed in 
detail below. 

At the receiving entity 920, the ATM cell header is 
removed in accordance with known techniques {not shown) and 

20 a detector 930 determines whether each minicell is either 
an assigned minicell or a decouplinq minicell. Detector 
930 then directs deaultiplexer 935 to discard the minicell 
if detector 930 determines that it is a dacouplinq 
minicell, as illustrated by "wastebasket" 940. If detector 

25 930 determines the minicell to be an assigned minicell, 
demultiplexer 935 sends the minicell to an appropriate one 
of the disassembly units 9451 throuqh 945.. The disassembly 
units 9451 through 9458 then remove the user data from the 
minicells and direct the user data to the corresponding 

30 coDlllUnication channel (not shown). The function of 
detector 960, demultiplexer 965, and "wastebasket" 970 will 
be discussed in detail below. 

In accordance with the method of the alternative 
embodiment described above, there may be extended periods 

35 of time during which there is little or no traffic over any 
of the communication channels. When this occurs, it may be 

advantaqeous to transmit one or more unassigned ATM cells 

----··--·--···· - -··--- ------- - ---- ----- ---- ------- -
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ratber than one or more assigned ATM cells each containing 
48 decoupling minicells. To implement this alternative 
&llbodiaent, a generator 950, located in the base station 
905, generates unassigned ATM cells When, for example, 

5 there is no traffic over any of the COllllllunication channels 
(i.e., no active comaunication channels). Multiplexer 955 

then inserts the unassigned ATM cells into the ATM cell 
stream, along with any assigned ATM cells. 

Likewise, a detector 960 at the receiving entity 
10 determines whether the incoming ATM cell is an unassigned 

ATM cell. If it is an unassigned ATM cell, demultiplexer 
965 is directed to discard the cell, as illustrated by 
"wastebasket• 970. If the ATM cell is an assigned ATM 

cell, the ATM cell header ls removed (not shown) and 
15 demultiplexer 965 sends the payload to the detector 930 and 

demultiplexer 935. Then, the process of separating the 
minicells from the ATM cell payload and distinguishing 
between assigned :minicells and decoupling minicells 
proceeds as previously described. 

20 Finally, FIG. 11 shows an ATM cell stream as a 
function of time, wherein ATM with the improved AAL1'll layer 
980 of the present invention is employed. In order to 
better understand the benefit derived ~ employinq the 

improved AAL1n sublayer 980 of the present invention, it may 
25 be helpful to compare the ATM cell stream depicted in PIG. 

11 with the ATM cell stream generated using prior methods 
as depicted in PXG. 4. 

Referring now to both FIGS. 4 and 11, line 1101 
represents the passage of time much like line 401. 

30 Similarly, assigned minicells 1103, 1104, 1105, and 1107 
compare with minicells 403, 404, 405, and 407 respectively, 
while ATM cells 1115 through 1119 COJllpare with ATM cells 
415 through 419 respectively. Also in FXG. 11, the thin 
vertical lines, for example line 1108, represent decoupling 

35 minicells; thus, there are no coaparable items in FIG. 4. 
When the MAD sublayer 985 begins cpnstructing the 

payload of ATM cell 1116, there are no assigned minicells 
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available due to the lack of user da~a after the assembly 
of assigned minicell 1103. Using the improved AALlll layer 
980 of the present invention, the MAD •ublayer 985 beqins 
constructing the payload of ATM cell 1116 using decoupling 

5 minicells, illustrated by minicells 1108 and 1109. The MAD 

sublayer 985 continues to construct the payload of ATM cell 
1116 with decoupling minicells until assigned minicell 1104 
becomes available. When assigned minicell 1104 does become 
available, the MAD sublayer 985 inserts it into the payload 

10 of ATM cell 1116 illllllediately after th~ preceding decoupling 
cell. Assigned minicell 1105 is also inserted into the 
payload of ATM cell 1116 right after assigned minicell 1104 
because it too is immediately available. 

Xn contrast, the delay between minicells 403 and 404 

15 forces the prior art MAD sublayer 103 to insert a padding 
minicell into the remaining portion of the payload of ATM 
cell 416, as explained above. Again, the prior art MAD 

sublayer 103 must then wait until the beginning of the next 
ATM cell 1117 to insert minicells 404 a11d 405. 

20 One advantage of the present invention is inmediately 
apparent by comparing the delay caused by transmitting 
minicells 404 and 405 in ATM cell 417 using prior methods 
and the delay caused by transmitting minicells 1104 and 
1105 in ATM cell 1116 using the present invention. The 

25 delay in transmitting minicells 1104 and 1105 to a 
receiving entity using the improved AALm layer 980 of the 
present invention· is substantially l,ess than the delay in 
transmitting minicells 404 and 405 usi119 prior methods. 

The reduction in data transmisslo~:delay becomes most 
30 evident by contrasting the transmission.delay of minicell 

407 with the transmission delay of as~ig11ed minicell 1107. 
In PIG. 11, assigned minicell 1107 beCPJBS available just 
as the MAD sublayer 985 begins constr~cting the payload for 
ATM cell 1118. When the improved AALntlayer 980 is 

35 employed in accordance with the present:··invention, the MAD 

sublayer 985 can insert assigned minJ!~~l.1 1107 at the very 
beginning of the ATM cell 1118 payload. Using the prior 
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method, the insertion of minicell 407 is delayed the length 
of an entire A'l'M cell 418. In a telecommunication system 
operating at 64 kbps, a 53 octet ATM cell (424 bits) takes 
approxilllately 7 asec to transait. If, as is the case with 

s ainicell 407, the insertion of a minicell is pushed back 
the length of almost an entire ATM cell, the resulting 
transmission delay for that minicell is approximately 7 
asec. In contrast, if the insertion of a minicell is 
pushed back only the length of a one octet decoupling 

10 minicell (8 bits), the resulting tran~ission delay is 
reduced to approximately 0.1 msec. This represents a 
significant improvement over prior methods and a 
significant enhancement in bandwidth utilization when using 
ATM in low bit rate applications. 

15 Xn addition to reducing data transmission delays, the 
improved AALm layer 980 of the present invention also 
improves bandwidth utilization. This can be illustrated by 
referring, once again, to FIGS. 4 and 11. In FIG. 4, ATM 
cell 417 must carry minicells 404 and 405 even though these 

20 ai~icells were available before the previous ATM cell 416 
was transmitted to a receiving entity. ··.In contrast, ATM 
cell 1116, in FIG. 11, carries the comparable assigned 
ninicells 1104 and 1105. This leaves the payload of ATM 
cell 1117 completely available to carry.data from 

25 additional minicell channels or ATM channels, thus, 
improved bandwidth utilization. In prior art methods, 
additional user data from additional coJIDllunication channels 
would simply result in transmission de~ay times even 
greater than those illustrated in !'IG. 4. 

30 The present invention bas been des9ribed with 
reference to several exemplary embodim~nts. However, it 
will be readily apparent to those skill~d in the art that 
it is possible to embody the invention.¥n specific forms 
other than those of the exemplary embodi:ments described 

35 above. This may be done without departi,:ng from the spirit 
of the invention. These exemplary ~bod,iments are merely 
illustrative and should not be con~id~~d restrictive in 
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any way. The scope of the invention is qiven by the 
appended claiJDS, rather than the preceding description, and 
all variations and equiva.lents which fall within the range 
of the claims are intended to be embraced therein. 
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1. In a telecommunication system, a method of 
constructing a data cell which carries user data from a 

5 transmission source to a receiving entity comprising the 
steps of: 

10 

generating at least one decoupling minicell if user 
data is not available, wherein the at least one decoupling 
minicell has a predetermined length; and 

constructing the data cell usinq the at least one 
decoupling minicell if user data is not available. 

2. The method of claim 1 further comprising: 
generating an assigned minicell if user data is 

15 available; and 
constructing the data cell using the assigned minicell 

if user data is available. 

3. The method of claim 2, wherein the data cell is an 
20 asynchronous transfer mode cell. 

4. The method of claim 1, wherein the predetermined 
lenqth of the decoupling minicell is one octet. 

25 5. In a telecommunication system, a method of generating 
and transmitting a data cell which carries user data from a 
transmission source to a receiving entity comprising the 
steps of: 

generating-assigned minicells as long as user data is 
30 available and making the generated assigned minicells 

available for inclusion in the data cell; 
determining whether an assigned min~cell is currently 

available, and if so, then inserting the.~ssigned minicell 
into the data cell; 

35 qeneratinq decoupling minicells and then inserting the 
decoupling minicells into the data cell in place of 
assigned minicells if there are no assig~~d minicells 

·- -----------------. ---~---., ·-··-··-----· -·-·--·-···-··--· 
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currently available, wherein each decouplinq minicell has a 
predetermined lenqth; and 

transmitting the data cell when the data cell has ~een 
fully constructed. 

6. The method of claim 5, further comprising the steps 
of: 

determining whether there are any active communication 
channels in the telecommunication system; and 

10 generating and transmitting at least one unassigned 
data cell, which contains no minicells, if there are no 
active communication channels. 

7. The method of claim 5, further comprising the steps 
15 of: 

determininq whether a predefined amount of time has 
elapsed since an assigned minicell was last generated; and 

generating and transmitting at least one unassigned 
data cell, which contains no minicells, until a next 

20 as~igned minicell has been generated. 

a. The method of claim 5, wherein the data cell is an 
asynchronous transfer mode cell. 

25 9. The method of claim s, wherein the predetermined 
length of each decoupling minicell is one octet. 

10. In a telecommunication system, a method for extracting 
user data from a data cell which carries the user data from 

30 a transmission source to a receiving entity comprising the 
steps of: 

separating at least one minicell from the data cell if 
the data cell is not an unassiqned data cell; 

determining whether the at least one minicell is a 
35 decoupling minicell, wherein the at least one minicell has 

a predetermined length; 
discarding the at least one minicell if the minicell 

--·---· ··-----.~----
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is a decoupling minicell; and 
removing the user data from the at least one minicell 

if the minicell is not a d~couplinq minicell. 

5 11. The method of claim 10, further comprising the steps 
of: 

receiving the data cell from a transmission source; 
and 

discarding the data cell if the data cell is an 
10 unassigned data cell containing no minicells. 

12. The method of claim 11, wherein the data cell is an 
asynchronous transfer mode cell. 

15 13. The method of claim 11, wherein the predetermined 
length of the minicell is one octet. 

14. Xn a telecaamunication system, an apparatus for 
constructing a data cell which carries user data from a 

20 transmission source to a receiving entity comprising: 
means for generating at least one decoupling minicell 

if user data is not available, wherein the at least one 
decoupling minicell has a predetermined length; and 

means tor constructing the d~ta cell using the at 
25 least one decoupling minicell if user data is not 

available. 

15. The apparatus of claim 14 further comprising: 
means for generating.an assi9ned minicell if user data 

30 is available; and 
means for constructing the data cell using the 

assigned minicell if user data is available. 

16. The apparatus 0£ claim 15, wherein the data cell is an 

35 asynchronous transfer mode cell. 

17. The apparatus of claim 14, wherein the predetermined 

-- -------- --- -- - -- --- -----------
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length of the decoupling minicell is one octet. 

18. In a telecomnunication system, an apparatus for 
qenerating and transmitting a data cell which carries user 

5 data from a transmission source to a receiving entity 
comprising: 

means for generating assigned minicells as long as 
user data is available and making the generated assigned 
minicells available for inclusion in the data cell; 

10 means for determining whether an assigned minicell is 
currently available, and if so, then inserting the assigned 
minicell into the data cell; 

means for generating decoupling minicells and then 
inserting the decoupling minicells into the data cell in 

15 place of assigned minicells if there are no assigned 
minicells currently available, wherein each decoupling 
minicell has a predetermined length; and 

20 

means for transmitting the data cell when the data 
cell has been fully constructed. 

19. The apparatus of claim 18, further comprising: 
means for determining whether there are any active 

communication channels in the telecommunication system; and 
means for generating and transmitting at least one 

25 unassiqned data cell, which contains no minicells, if there 
are no active communication channels. 

20. The apparatus of claim 18, further comprising: 
JDeans for determining whether a predefined amount of 

30 time has elapsed since an assigned minicell was last 
generated; and 

35 

means for qenerating and transmitting at least one 
unassigned data cell, which contains no minicells, until a 
next assigned minicell has been generated. 

21. The apparatus of claim 18, wherein the data cell is an 
asynchronous transfer mode cell. 

---------- --------- - -·-------
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22. The apparatus of claim 18, wherein the predetermined 
length of each decoupling minicell is one octet. 

23. In a telecowaunication system, an apparatus for 
5 extracting user data froa a data cell which carries the 

user data from a transmission source to a receivinq entity 
comprising: 

10 

means for separating at least one minicell from the 
data cell if the data cell is not an unassigned data cell; 

means for determining whether the at least one 
minicell is a decoupling minicell, wherein the at least one 
minicell has a predetermined length; 

means for discarding the at least one minicell if the 
minicell is a decoupling minicell; and 

15 means for reaoving the user data from the at least one 
minicell if the minicell is not a decoupling minicell. 

24. The apparatus of claim 23, further comprising: 
means for receivinq the data cell from a transmission 

20 source; and 
means for discarding the data cell if the data cell is 

an unassigned data cell containing no minicells. 

25. The apparatus of claim 24, wherein the data cell is an 
25 asynchronous transfer mode cell. 
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