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METHOD FOR PROVIDING COMMUNICATIONS TO A 
COMMUNICA noN DEVICE IN A RADIO COMMUNICATION 

SYSTEM 

Field of the Invention 

The present invention relates generally to radio 
1 S communication systems and, in particular, to providing 

communications to a communication device in a radio 
communication system. 

20 
Background of the Invention 

Radio communication systems, such as trunked radio systems 
or cellular systems, are known to include a system controller, a 
plurality of base sites, and a plurality of communication devices, 
such as mobile radios, portable radios, or radiotelephones. Each 

2 s base site serves a corresponding service coverage area and typically 
provides at least one ttaffic channel and a control channel to 
communication devices located within its service coverage area. The · 
traffic channels are utilized to convey infonnation between 
communication devices or between communicati~n devices and 

. 3 0 public switched telephone network (PSTN) subscribers. The control 
channel is used to convey system infonnation between the 
communication devices and a particular base site. 

-During a typical communication, a communication device 
3 S moves throughout service coverage areas of the system. The 
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movement of the commurifcltlon device reqwres the system 
controller to track the location of the communication device within 
the system to enable the system controller to alert the communication 
device when a call iilvolving the communication device is received at 

5 the system controller. That is, the system controller must know 
approximately where the communication deviCe is located iµ order to 
assign an appropriate base site to support a communication for the 
communication device. 

I o One known approach to tracking communication device 
movement is known as the coverage area update approach. The 
coverage area update approach requires a communication device ·to 
report, or register, each time the communication device enters a 
different service coverage area. The communic~tio~ device 

I 5 monitors the system control channel to obtain, inter alia, the 
identification of the base site serving the coverage area containing 
the communication device. Upon observing a change in the base site 
identification on the control-channel, the communication device 
transmits an inbound message on the control channel to register with 

2 O the system controller in the new service coverage area. Therefore, 
when a communication arrives at the system controller for a 
particular communication device, the system controller simply 
transmits the communication to the communication device via the 
base site serving the service coverage area containing the 

2 5 conununication device .. Although this approach facilitates expedient 
call set-up because the system controller always knows the service 
coverage area within which a particular communication device is 
located, the approach requires substantial inbound signaling on the 
control channel to maintain location reporting accuracy to within a 

3 O base site's service co.verage area. Excessive inbound control channel 
activity results in inefficient use of both the control channel and 
system controller resources that are ne~essary to process the 
abundance of registration messages. Due to its excessive inbound 
control channel activity, coverage area tracking is generally used 
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only when tracking a communication device that is actively 
participating in a communication. 

Another known approach to tracking communication device 
5 movement is ~own as the location area update approach. The 

location area update approach requires a communication deyice to 
report, or register, each time the communication device enters a 
different so-called paging location area. A paging· location area 
typically comprises multiple base site service coverage areas and, 

I o according~y, is serviced by multiple base sites. With this approach, 
the communication device monitors the system control channel to 
obtain the identification of the location area containing the 
communication device. Upon observing a change in the location area 
identification on the control channel, the communication device 

I 5 transmits an inbound message on the control channel tp register with 
the system controller in the new location area. Since the number- of 
location areas is generally less than the number of service coverage 
areas, the communication device registers proportionately less with 
the location area update approach tltan with the cov~ra_ge area update 

2 O approach. Thus, the location area update approach involves 
substantially less inbound control channel activity than does the 
coverage area update approach. 

With location area tracking, when a communication arrives at 
2 5 the system controller for a particular communication device, the 

system controller pages the communication device from all the base 
sites serving the location area containing the communication device. 
Upon receiving an acknowledgment of the page from the 
communication device, the system controller transmits the 

3 0 communication to the communication device via the base site that 
received the acknowledgment. Thus, although the location area 
update approach reduces the amount of inbound control channel 
activity as compared with the coverage area update approach, the 
location area update approach increases the amount of outbound 

3 5 control channel activity. Due to its excessive amount of outbound 
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control channel activity, location area tracking is generally used only 
when tracking a communication device that is not actively 
participating in a communication. 

5 Packet data communications are becoming more popular in 
trunked radio commimication systems. The natitte of packet data 
communications is such that a single communication is ·comprised of 
multiple data packets. In addition, the various data protocols utilized 
in the wireline packet routing network (e.g., the Internet) to convey · 

1 o the data packets often causes groups of packets of the communication 
to arrive at the system controller at differen_t times. Thus, in many 
circumstances, the system controller must contact the communication 
device more than one time to provide the communication to the 
communication device. 

15 
. Because a packet data communication is generall~ a one-way 

communication, a communication device is considered to be actively 
participating in a communication only duriilg the time when either 
the data packets are being delivered to the communication device or 

2 O the communication device is transmitting its data packets. When the 
communication device is awaiting additional packets to complete the 
communication, the communication device is not considered to be 
actively participating in the communication. Therefore, when the 
system controller is ttansmitting data packets to the communication 

2 5 device, the communication device utilizes coverage area tracking; . 
whereas, when the system controller is awaiting more data packets to · 
the complete the communication, the communication device utilizes 
location area tracking. Consequently, the system controller must 
page the communication device on more than once occasion to 

3 O deliver a single packet data communication. The subsequent number 
of pages unde~irably increases the amount of outbound control 
channel activity per communication. 

-Therefore, a need exists for a method of providing packet data 
3 5 communications to a communication device in a radio 
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communication system that efficiently utilizes inbound and outbound 
control channel resources~ 

Brief Description of the Drawings 

FIG. 1 illustrates a block diagram of an exemplary n¢io 
communication system that may beneficially employ the present 
invention. 

Io FIG. 2 illustrates an initial registration and communication_ 

1~ 
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delivery table in accordance with the present invention. 

FIG. 3 illustrates an updated registration and communication 
delivery table in accordance with the present invention. 

FIGs. 4A and 4B illustrate a logic flow diagram of steps 
executed by a system controller to provide a packet data 
communication to a communication device in accordance with a 
preferred embodiment of the p~sent invention._ · 

FIGs. SA and SB illustrate a logic flow diagram of steps 
executed· by a system controller to provide a packet data 
communication to a communication device in accordance with an 
alternative embodiment of the present invention. 

FIG. 6 illustrates a logic flow diagram of steps executed by a 
communication_device to receive a packet data communication in 
accordance with the present invention. 

Description of a Preferred Embodiment 

Generally, the present invention provides a method for 
providing communications to a communication device in a radio 

3 5 communication system. The communication system includes a 
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plurality of base sites coupled to a system controller. Each base site 
serves a respective service coverage area and the service coverage 
areas a grouped into a plurality of location areas. At some particular 
time (e.g., upon traveling from one location area into another 

5 location area), the communication device transmits a registration 
message to the system controller via a first, or serving, bas~ site. 
Upon receiving the registration message, the system controller 
affiliates the communication device with the first base site and a first 
location area that includes the service coverage area of the first base 

1 O site. 

When the system controller receives a communication (e.g., a 
packet data communication) for the communication device, the 
system controller determines whether the communication was 

1 5 received within a predetennined period of time after a previous 
packet data communication ~volving the communication device. 
When the communication was received within this predetermined 
period of time, the system controller transmits at least a-portion of 
the communication._ (e.g., a group of data packets) to the 

2 O communication device via the first base site. However, when the 
communication was received subsequent to the predetennined period 
of time, the systein controller transmits a page to the -communication 
device via the base sites serving the first location area to inform the 
communication device of the awaiting communication. Upon 

2 5 receiving an acknowledgment of the page, the system controller 
transmits. the communication, or a portion thereof, to the 
communication device via the base site that received the 
acknowledgment. 

3 O By providing a packet data communication to the 
communication device in this manner, the present invention 
substantially reduces the amount of control channel activity (paging) 
normally associated with delivering such a communication by 
presuming that the communication device has not moved out of the 

3 5 service coverage area of the first base site for a predetermined 
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amount of time after the communication deviCeis involvement in a 
previous communication. Such a presumption is generally valid for 
packet data communications since users of devices that transmit and 
receive data packets, such as wireless data tenninals, often remain 

5 stationary, or at least within the same service coverage area, for long 
enough periods of time to receive multiple independent tran~missions 
of ~ta packets or groups of data packets. 

The present invention can be more fully understood with 
Io reference to FIGs. 1-6. FIG. 1 illustrates a block diagram of an 

exemplary radio communication system 100 that may beneficially 
employ the present invention. The radio communication system 100 
includes a system controller 101, a plurality of base sites 103-110, 
and a plurality of communication devices 120-123. Each base site 

1 5 103-110 provides commUnication service to (i.e., serves) a 
corresponding service coverage area 133-140. The base site service 
coverage areas 133-140 are grouped into one or more location areas 
150-152 (three· shown). Thus, each location area 150-152 includes 
one or more of the base site service coverage areas 133-140 and, 

2 O accordingly, one or more of the base sites 103-110. The base sites 
103-110 are coupled to the system controller 101 via respective 
communication links, such as Tl wireline, fiber optic, or microwave 
links. 

2 5 In a preferred embodiment, the radio communication system 
100 comprises a trunked radio communication system, such as the 
"iDEN" platform that is commercially available from Motorola, Inc. 
The system controller 10 I preferably co~prises an "IDEN" Base Site 
Controller together with a packet data router. The base sites 103-

3 O 110 preferably suppon one or more trunking communication 
platforms, such as frequency division multiple access (FDMA), time 
division multiple access (TOMA), or code division multiple access 
(CDMA). In the preferred embodiment, the base sites 103-11 O 
comprise "IDEN" Enhanced Base Transceiver Sites. The 

3 5 communication devices 120-123 preferably comprise any wrreless 
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devices, such as wireless data terminals, radios, or radiotelephones, 
that are capable of receiving and transmitting (transceiving) data 
packets. 

5 Operation of the radio communication system 100 occurs 
substantially as follows in accordance with the present inve~tion. 
When each communication device 120-123 is initially·activated, it 
registers with the system controller 101 by first identifying a serving 
base site from control channel transmissions of all the base sites 103-

1 O 110, as is well-known in the art, and then transmitting a registration 
message to the system controller 101 via the identified serving base 
site. Upon receiving the registrations, the system controller 101 -_ 
affiliates each communication device 120-123 with its serving base 
site and the location area that includes the service coverage area of 

1 5 the serving base site. The system.controller 101 then stores the 
registrations in a registration and communication delivery lookup 
table located in the system controller's rand~m ~ccess memory 
(RAM). An exemplary, initial registration and comm~ic~tion 
~elivery table 200 is illustrated in .FIG. 2. For the purposes of this 

2 O discussion, it is assumed that communication unit 120 registers 
initially via base site 104, communication unit 121 registers initially 
via base site 107, communication unit 122 registers initially via base 
site 108, and communication unit 123 registers initially via base site 
109. The communication delivery status of each initially registered 

2 5 communication device is set to require paging of the communication 
device in the event that the system controller 101 receives a packet 
data communication for the communication device. The association 
of each communication device 120-123 with its respective 
communication delivery status, location area, and serving base site is 

3 O provided by the entries 20 I in the initial registration and 
communication delivery table 200. 

When the system controller 101 receives a packet data 
communication for one of the communication devices (e.g., 120) 

3 5 from some other entity, such as another one of the communication 
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devices (e.g., 121), a subscriber to the public switched telephone 
network (PSTN) 153, a subscriber to the Internet Protocol (IP) 
network 154, or a subscriber to an asynchronous transfer mode 
(ATM) network 155, the system controller 101 consults the 

5 communication delivery status in the table entry 201 associated with 
the receiving, or target,. communication device 120 to detennine the 
procedure for communicating the· communication to the target 
communication device 120. When the communication is the first 
communication involving the target communication device 120, the 

I o system controller 101 pages the target communication device 120 
from the base sites 103-106 in the location area 150 associated with 
the target communication device 120. The page infonns the 
communication device 120 that the system controller 101 has 
received a communication for tJ:ie co_mmunication device 120. Upon . 

1 5 receiving the page, the target communication device 120 transmits an 
acknowledgment of the page to the system controller 101 via the base 
site (e.g., 104) serving the coverage area 134 containing the 
communication device 120. Responsive to the acknowledgment, the 
system controller 101 transmits the communication, or a portion 

2 O thereof, to the target communication unit 120 via a radio frequency 
(RF) communication resource, or channel 160, assigned to the base 
site 104 that received the acknowledgment.· For example, if the 
communication consisted of 100 data packets, the system controller 
101 might transmit all 100 packets or only a portion of the 100 

2 5 packets (e.g., 75 packets) dependi,ng on respective system constraints, 
such as time constraints for packet data transmissions to any one 
communication device via an RF channel 160. 

In addition, the system controller 101 transmits a control 
3 O message--either together with, or subsequent to, the communication-­

to the target communication device 120 via the base site 104 that 
received the acknowledgment to instruct the communication device 
120 to transmit supplemental registration messages to the system 
controller 101 every time the communication device 120 enters a 

3 5 new service coverage area during a predetermined period of time 
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(e.g., five minutes after receipt of the instruction). By requiring the 
communication device 120 to transmit supplemental registration 
messages in this manner, the system controller 101 can track the 
location of the target communication device 120 on a coverage area-

5 by-coverage area basis for the predetermined period of time in 
anticipation that the system controller 101 will receive ano~er 
communication during the predetennined period of tiine for the 
target communication device 120 or that the system controller 101 
will be able to deliver another portion of the present communication 

1 o to the ~ommunication device 120 within the predetermined period of 
time. By tracking the location of the communication device 120 on a 
coverage area-by-coverage area basis for the predetermined time 
period, the system controller 101 can directly deliver the 
subsequently received communicatio~, or the subsequent portion of 

1 5 the present communication, to the target communication device 120 
without having to first page the communication device 120 in its 
location area 150 (i.e., without having to utilize outbound (base site 
to communication device) communication re·sources at each ba8e site 
103-106 in the location area 150. 

20 
If the predetennined period of time expires before the 

communication device 120 receives another commtinication or 
another portion of the present communication, the communication 
device 120 preferably automatically reverts to location area tracking 

2 5 and transmits supplemental registration messages to the system 
controller 101 each time the communication device 120 enters a new 
location area (e.g., 151). 

A benefit of the present invention is apparent in packet data 
3 O transmissions where several packet transmissions may be necessary 

to completely deliver a message and where such transmissions may 
be made at several second or several minute intervals. Although,_ 
with the present invention, the communication device may have to 
transmit a few supplemental registration messages on inbound 

3 5 (communication device to base site) control channels as the 
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communication device travels into new service coverage areas during 
the time period of the intennittent packet transmissions, the number 
of supplemental registration messages transmitted during the time 
period is substantially less than the number of outbound pages that 

5 would be required in existing location area tracking techniques that 
are used while the communication device is idle (i.e., not . 
transmitting or receiving information). For example, in a typical 
location area that contains 30 or more base site service coverage 
areas, a packet data communication that requires three separately 

1 o distinct transmissions_ also requires 90 or more control channel pages 
in existing trunked communication systems since communication 
devices are tracked on a loeation area-by-location area basis while 
the communication devices are idle or inactive (e.g., while awaiting 
one of tlie intermittent transmissions). By contrast, wi~ the present 

1 5. invention, at most 30 pages are necessary to locate the 
communication device for the first transmission and no pages are 
necessary for the second and third transmissions, provided the time 

. -

separations between the first and second transmissions and between 
the second and ·third transmissions are each within. the predetermin~ 

2 O period of time. 

·In a manner similar to that at the commuilication device 120, 
the system controller 101 starts its timer after transmission of a 
communication, or portion thereof, to the communication device 

2 5 120. Additionally, the system controller 101 changes the 
communication delivery status portion of the entry 201 for the · 
communication device 120 in the registration and communication 
delivery table 200 to reflect the change in communication delivery 
status. Such a change is reflected in the communication device's 

3 O entry 301 in the updated registration and communication delivery 
table 300 depicted in FIG. 3. FIG. 3 also depicts exemplary table. 
entry updates for the other communication units 121-123. For 
example, entry 302 depicts the case where idle communication device 
121 has traveled into location area 150 while using location area 

3 5 tracking (i.e., either after its coverage ~ tracking time period bas 
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expired or before its coverage area tracking time period ever 
started). Entry 303 depicts the case where communication device. 
122 has traveled into service coverage area 140 during its coverage 
area tracking time period. Finally, entry 304 depicts the case where 

5 communication device 123 has traveled into service coverage area 
137 while using location area tracking. In this last case, th~ entry 
304 for communication device 123 in table 300 is identical to the 
corresponding entry in table 200 because the entry in table 300 is 
only updated when communication device 123 enters a new location 

1 0 area. 

When the system controller 101 is unable to provide the 
communication device 120 with another communication or portion 
of a ~ommunication within the predetermined period of time (e.g._, 

1 5 due to the unavailability of a communication channel 160 at the 
serving base site 104 or due to no other communication being 
received for the comniunication device 120), the system controller 
101 automatic8.Ily changes the communication delivery s~tus portion 
of the entry 301 for the communication device 120 .in the updated __ 

2 O registration and communication delivery table 300 to reflect the 
necessity to page the communication device 120 prior to the next 
transniission. In addition, when the communication device 120 is not 
configured to automatically revert to location area registration after 
expiration of the predetennined period of time, the system controller 

2 5 101 transmits a control message to the communication device 120 
ins~cting the communication device 120 to revert to location area 
registration (i.e., instructing the communication device 120 to 
transmit supplemental registration messages upon entering each new 
location area). 

30 

In addition to a fixed predetennined period of time, other 
thresholds may ·be established to detennine when a communication 
device should register. with the system controller 101 in order to 
reduce the amount of control channel activity (inbound or outbo~d) 

. 3 5 · in accordance with various embodiments of the present invention. 
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For example, in one embodiment, the system controller 101 might 
count the number of supplemental registration messages received 
from a communication device when the communication device is in 
coverage area tracking (i.e., transmitting supplemental registration 

S messages upon entering each new service coverage area) and, when 
the number of received supplemental registration messages ~xceeds a 
predetermined number within a certain period of time· (e.g., 10 
minutes), the system controller 101 might transmit a control message 
to the communication device via the base site that received the most 

I O recent supplemental registration message to instruct the . 
communication device to transmit supplemental registration messages 
upon entering each new location area. -

In another embodiment, the system controller 101 might not 
1 5 only count the number of supplemental registrations received from a 

communication device within a certain period of time while the 
communication device is in coverage area tracking, but might also 
estimate the number of pages that would have been transmitted to the 
~ommunication device during the. certain period of time had the 

2 0 communication device been in location area tracking. The system 
. controller l_O 1 esti~ates the number of pages by determining the 
number of pages that would have been transmitted had the 
communication device been· in location area tracking instead of 
coverage area tracking and had the system controller received a 

2 5 communication for the communication device. For example, if tbe 
system controller 101 received eight supplemental registrations from 
the communication device in a ten minute time frame and only four 
base sites would have had to have been used to page the 
communication device in the same ten ~inute time frame (e.g., if the 

3 O communication device 120 traveled in a circle through the service 
coverage areas 133-136 of location area 150 twice), the system 
controller 101 would determine that the number of registration 
messages (eight) exceeds the estimated number of pages--in this case, 
four-(one from each base site 103-106). When the number of 

3 5 registration messages exceeds the estimated number of pages, the 
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system controller ti'ansmits a control message to the communication 
device via the base site that received the most recent supplemental 
registration message to instruct the communication device to transmit 
supplemental registration messages upon entering each new location 

5 area. 

In yet another embodiment, the fixed predetemiined period of 
time is dependent upon whether the previous communication 
involving the communication device included a transmission by the 

1 o communication device. For example, the predetermined period of 
time for coverage area based registration ~ght be longer when the 
communication device performed a transmission during the previous 
communication than when the communication device acted only as a 
receiver of the previc:>us communication. Such a_ distinction between 

1 5 predetermined time periods might be desired to accommodate two­
way communications, which often require longer time periods for 
response than do one-way communications, such as data transfers. 

In further embodiments, the communication device might . 
2 O determine for itself when to transmit supplemental registration 

messages to substantially reduce the overall control channel activity 
associated with receiving a communication. For example, in one 
embodiment, the communlcation device might compute the length of 
time that it remains in each base site's service coverage area. When 

2 5 the communication device has remained in a base site's service 
coverage area for a particular length of time and the communication 
device is currently in location area tracking (i.e., being paged by the 
system controller 101 prior to delivery of any communication), the 
communication device transmits a control message to th~ system 

3 O controller I 01 that infonns the system controller 101 of the base site 
.service coverage area within which the communication device is 
currently located and that the communication device will transm:it 
supplemental registration messages upon entering base site service 
coverage areas (i.e., will convert to coverage area tracking). The 

3 5 communication device then transmits a supplemental registration 
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message upon entering each new service coverage area. Thus, in this 
embodiment, the communication device realizes that it is remaining 
in one base site service coverage area while being idle and, 
therefore, eUminates multiple future outbound control channel 

5 messages (pages) by transmitting a single inbound control channel 
message to provide a substantial net reduction in control ch~el 
traffic .. 

In another embodiment, the communication device determines 
1 O how frequently it converts from coverage area tracking to location 

area tracking and back again while the c~mmunication ·device 
remains in the same location area. This determination is­
accomplished by detennining whether the number of pages received 
at intervals exceeding the predetermined time period associated with 

1 5 remaining in coverage area tracking exceeds a predetennined 
number. When the number of such pages exceeds the predetermined 
number (i.e., there has been an abundance of tracking type 
conversions), the c.ommunication device transmits a control message 
to the system controller 101 that informs. the system conu:oller 101 

2 O of the base site service coverage area within which the 
communication device is currently located and that the 
communication device will transmit supplemental registration 
messages upon entering base site service coverage areas (i.e., will · 
convert to coverage area tracking). The communication device then 

2 5 transmits a supplemental registration message upon entering each 
new service coverage area. Thus, in this embodiment, the 
communication device realizes that its communication pattern is such 
that it will be paged often and. therefore, informs the system 
controller 101 that it will convert to coverage area tracking to 

3 O substantially reduce the net amount of control channel traffic 
(inbound and outbound). 

The above embodiments may be utilized separate from, or in 
combination with, the utilization of a fixed predetermined period of 

3 5 time to determine the supplemental regis~tion procedure of a 
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communication device. The supplemental registration procedure, in 
effect, determines the delivery procedure of a communication 
received by the system controller 101 that is destined for a target 
communication device. When the supplemental registration 

5 procedure is on a coverage area-by-coverage area basis, the system 
controller 101 transmits the received communication or po~on 
thereof directly to the communication device. However, when the 
supplemental registration procedure is on a location area-by-location 
area basis, the system controller 101 first transmits a page to the 

I o communication device via the base sites serving the location area 
contai$1g the "communication device and, upon receipt of an 
acknowledgment of the page from the communication device, 
transmits· the communication to the communication device via the 
base site that received the page. 

15 
- Although described above primarily with regard to packet data 

applications, the present invention also has applicability to circuit­
switched communications, such· as voice transmissions. For example, 
if a communication device calls a telephone subscriber that has voice· 

2 O mail and the voice mail answers the call after one ring (as is often 
the case when the called party is already on the telephone), the 
system controller 101 might instruct the calling communication 
device to use coverage .area tracking for a certain amount of time 
after termination of the call due to .the high probability that the 

2 5 called telephone subscriber will call the communication device back. 

FIGs. 4A and 4B illustrate a logic flow diagrani 400 of steps 
executed by a system. controller to provide a packet data 
communication to a communication device in accordance with a 

3 O preferred embodiment of the present invention. The logic flow 
begins ( 401) when the system controller receives ( 403) a registration 
message from the communication device via a base site (e.g., when 
the communication device enters a new location area or a new base 
site service coverage area depending on the current tracking mode). 

3 5 The system controller affiliates ( 405) the communication device \Yith 
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the base site that received the registration message and the location 
area containing the base site. The system controller then receives 
( 407) a packet data communication or a portion thereof (e.g., a 
group of packets of a longer data message) intended for the 

5 communication device. 

Prior to delivering the communication, or portion thereof, the 
system controller determines ( 409) whether the communication was 
received within a predetermined period of time of a previous 

I o communication involving the communication device. The previous 
communication involving the communication device is a 
communication in which the communication device either received 
the. communication, transmitted the communication, or participated 
in both receiving and transmitting the communication. When the 

1 5 communication was received at the system controller wi~ the 
predetermined period of time of the previous communication, the 
system controller determines ( 411) whether the communication 
device can receive the communication or a portion thereof. The 
communication device can receive th.e co:gununicatioQ or portion 

2 O thereof when an RF traffic channel is available at the base site that 
received the communication device's registration (the seiving base 
site). 

When the communication d;evice can receive the 
2 5 communication, the system controller transmits (413) the 

communication or a portion thereof to the communication device via 
the seiving base site and then determines (415) whether the 
communication has been completely transmitted. The 
communication has been completely transmitted when the system 

3 O controller has transmitted the complete co~unication, as opposed 
to only a portion of the communication, to the communication 
device. As noted above with respect to FIG. 1, the system controller 
may be able to transmit only a portion of the received 
communication either because only a portion of the cominunication 

3 5 has been received or because system constraints on RF channel usage 
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are not sufficient to permit transmission of the complete 
communication during one transaction. Once the communication has 
been completely transmitted, the logic flow ends (417). 

5 However, when the transmission is not complete, the system 
controller determines (419) whether the communication deyice can 
receive another portion of the communication (i.e., whether a traffic 
channel is available at the base site that received the most recent 
communication device registration). When the communication · 

I o device can receive another portion of the communication, the system 
controller determines (421) wh~ther the predetennined period of 
time. has expired since transmission of the previous portion of the 
communication. When the predetermined period of time has not . 
expired, the system controller transmits ( 423) at le~~ another 

_t 5 portion of the communication to the communication device and again 
-detennines (415) whether the communication has beeD completely 
transmitted. 

Wlieri the predetennined period of time has expired or the 
2 o communication device cannot receive the communication ( 409), the 

system controller pages ( 425) the communication device from the 
base sites in the location area from which the communication device 
last registered. After paging the communication device, the system 
controller detennines ( 427) whether the it has received an 

2 5 acknowledgment of the page. If no aclmowledgment is received 
within a certain period of time, the system controller re-pages ( 425) 
the communication device. However, if an acknowledgment is 
received within a certain period of time, the logic flow continues at 
decision block 411 where the system controller determines whether 

3 O the communication device can receive the communication or a 
portion thereof (e.g., determines whether the base site that received 
the acknowledgment has an available RF traffic channel). When the 
communication device can receive the communication or 
communication portion, the system controller transmits (413) the 

3 5 communication or communication portion to the communication 
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device via the cUITeDtly serving base site (i.e., the base site that 
received the page acknowledgment or a base site that received a most 
recent registration) and the logic flow continues at decision block 
415. 

Referring back to decision block 409, when the 
communication was not received ( 409) at the system controller 
within the predetennined period of time of the previous 
communication, the system controller determines ( 429) whether the 

I o communication device has requested direct delivery of the 
communication. In the preferred embodiment, the communication 
device requests direct delivery of the communication by transmitting 
a control message to the system controller that informs the system 
controller that the communication device is converting from location 

I 5 area tracking to coverage area tracking (e.g., due to ~emaining in the 
same base site service coverage area for a certain length of time). 
When the system controller determines that the communication 
devic~ has requested direct delivery of the communication, the logic · 

. flow continues at decision block 411 wher~ the sy_stem conf:!"oller 
2 O determines whether the communication device can receive the 

communication or a portion thereof (e.g., determines whether the 
base site that received the control message has art available RF traffic 
channel). When the system controller detennines that the 
communication device has not requested direct delivery of the 

2 5 communication, the logic flow continues at block 42S where the 
system controller pages the communication device. 

FIGs. SA and SB illustrate a logic flow diagram 500 of steps 
executed by a system controller to provide a communication to a 

3 O communication device in accordance with an alternative embodiment 
of the present invention. The logic flow begins (SOl) when the 
system controller receives (503) a registration message from the 
communicati?n device _via a first base site (e.g., when the 
communication device enters a new location area). The system 

3 5 controller affiliates· (S05) the communication device with the first 
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base site and the location area containing the service coverage area of 
the first base site. Upon receiving (507) a communication intended 
for the communication device, the system controller pages (509) the 
communication device from the base sites serving the location area 

5 containing the first base site. After sending the page, the system 
controller detennines (511) whether it received an acknow~edgment 
of the page within a certain period of time. If no acknowledgment is 
received, the system controller re-pages (509) the communication 
device. 

10 
If an acknowledgment is received, the system controller 

transmits (513) a coverage area control message and the 
communication, or a portion thereof, to the communication device 
via the base site that received the acknowledgment. The coverage 

I 5 area control message instructs the communication device to transmit 
supplemental registration messages each time the communication 
device enters a base site service coverage area during a 

. predetennined period-of time (e.g., the 5 minute period after receipt 
of the ~ontrol message). Upon transmitting the communication, the 

2 O system controller determines (515) whether the communication has 
been completely transmitted. When the communication has not been 
completely transmitted, the system controller detennines (517) 
whether the predetermined period of time has expired before the 
system controller is able (e.g., due to traffic channel availability 

2 5 constraints) to ~smit at least another portion of the· communication 
to the communication device. When the predetermined period of 
time has not expired, the communication device remains in coverage 
area tracking and the system controller determiries (519) whether it 
has received a predetennined number of supplemental registration 

3 O messages from the communication device. When the predetermined 
period of time has not expired and the number of received 
supplemental registration messages is less than the predetermined 
number, the system controller determines (521) whether the number 
of received supplemental registration messages exceeds the estimated 

3 5 number of pages that would have been transmitted had the system 
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controller been able to transmit another portion of the 
communication. 

When the three conditions of decision blocks 517, 519, and 
5 521 are answered in the negative, the communication device is still in 

coverage area tracking and the system controller transmits .(523) at 
least another portion of the communication to the conimunication 
device, provided a traffic channel is then available. It should be 
noted that ·the time period for remaining in coverage area tracking 

1 O resets upon the transmission of each. communication portion. That 
is, after the system controller trimsmits (513) the first portion of the 
communication (e.g., a first group of data packets), the 
communication device transmits supplemental registration messages 
upon entering. base site service coverage areas for a period of time 

1 5 (e.g., five minutes). Similarly, after the system controller transmits 
(523) the second portion of the communication _(e.g., a second group 
of data packets), the communication device also trans~its 
supplemental registration messages upon entering base site servi~e 
coverage areas for the same period of time .(i.e., five minutes), or 

2 O for a different period of time (e.g., 10 minutes). 

Upon transmitting (523) another portion of the 
communication, the system controller again determines (515) 

whether the communication has been completely transmitted. When 
2 S the communication has been completely transmitted, the system . 

controller detennines (527) whether it received another 
communication for the communication device within a 
predetennined period of time of the most recent transmission. When 
the system controller has received another communication for the 

3 O c~mmunication device within such a time, the system controller. 
transmits (529) the new communication, or a portion thereof, to the 
communication device and the logic flow continues at decision block 
515. When the system controller has not received another 
communication for the communication device within such a time, the 

3 5 system controller transmits (531) a location area control message to 
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the communication device and the logic flow ends (533). The 
location area control message instructs the communication device to 
transmit supplemental registration messages each time the 
communication device enters a location area. 

Referring back to decision block 515, when the initi~ 
communication has not been completely transmitted (515) and ~y 
one or more of the three conditions of decision blocks 517, 519, and 
521 are answered in the affirmative, the system controller transmits 

I o (52~) the location area control message to the communication device 
and the logic flow continues at block 509, where the system 
controller transmits a page to the communication device when the 
system controller is finally able (e.g., due to the availability of a 
traffic channel or the receipt of the ano~er portion of the 

I 5 communication) to transmit an additional portion of the 
communication to the communication device. 

. -
FIG. 6 illustrates a logic flow diagram ~00 of steps executed 

by a communication device to receive a communication in 
2 o accordance with the present invention. The logic flow begins (601) 

when the communication device transmits (603) a registration 
message to the system contro~ler upon entering a location area of the 
communication system. Upon registering with the system controller, 
the communication device· determines (605) whether it has received a 

2 5 page from the system controller via a base site in the location area. 
When a page has been received, the communication device converts 
to coverage area tracking and transmits (607) an acknowledgment of 
the page to the system controller via the base site serving the service 
coverage area within which the communication device is currently 

3 o located. · 

Subsequent to transmitting the acknowledgment, the 
communication device receives (609) a communication, or a portion 
thereof, from the system controller. The communication device then 

3 5 detennines (610) whether the communication has been completely 
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transmitted--e.g., as indicated by an end of communication flag. 
·When the communication has been completely transmitted, the logic 
flow ends (612). However, when the communication has not been 
completely transmitted, the communication device determines (611) 

5 whether a predetermined period of time has expired since receipt of 
the page. When the predetermined period of time has not ~xpired, 
the communication device determines (613) whether it received a 
location area control message from the system controller instructing 
the communication device to transmit supplemental registration 

1 O messages upon entering each location area. When the 
communication device has received the location area control 
me~sage, the communication device transmits (603) a registration 
message upon entering a new location area and the logic flow 
continues at decision block 60S. However, when the co1DI11unication 

1 5 device has not received the location area control message and the 
predetermined period of time has not expired, the communication 
devic~ transmits (615) a supplemental registratj.on ~essage upon 
entering a new base site service coverage area and the logic flow 
continues at block 609, where the communication receives the next 

2 O portion of the communication. 

When the communication. has not been completely transmitted 
and the predetermined period of time has expired, the 
communication device detennines (619) whether it has received a 

2 5 predetermined number of pages at intervals exceeding the 
predetermined period of time asso~iated with. remaining in coverage 
area tracking (i.e., the communication device determines whether it 
is being paged often enough to justify remaining in coverage area 
tracking even though the predetermined time period has expired). 

3 0 When the communication device has not received the predetermined 
number of pages, the communication device converts to location area 
tracking and the logic flow continues at block 603. However, when 
the communication device has received the predetermined number of 
pages, the communication device transmits (621) a communication 

3 5 delivery control message to the system controller informing the 



24 

system controller that the communication device is going to remain 
in coverage area tracking, even though the predetennined period of 
time has expired, and the logic flow continues at block 615. 

5 When, in decision block 605, the communication device has 
not received a page, the communication device determines ( 617) 
whether the communication device has remained in the same base site 
service coverage area for a certain period of time. The 
communication device preferably makes this determination by 

1 O starting a timer upon entering each base site service coverage area. 
In accordance with well-known techniques, the communication 
device determines that it has entered a new base site service coverage 
area by detecting the base site identifier associated with the control 
channel having the strongest signal or best signal quality of the 

1 5 received control channels and comparing ~e received base site 
identifier with the previously detected base site identifier to detect a 
cqange. When the. communication device has remained in the same 
base site service coverage area for a certain period of time, the 
communication device _transmits (621) 1'.?e communication- delivery 

2 O control message to the system controller informing the system 
controller that the communication device is going to convert to 
coverage area tracking and the logic flow continues at block 615. 
However, when the communication device has not remained in the 
same base site ser\tice coverage area for a certain period of time, the 

2 5 communication device remains in location area tracking and the logic 
flow continues at block 603. 

The present invention provides a method for providing packet 
data communications to a communication device in a radio 

3 O communication system. With this invention, the overall amount of 
control channel activity (i.e., inbound and outbound) associated with 
delivering a communication to a communication device is 
substantially reduced as compared to existing techniques. The 
present invention reduces the net amount of control channel activity 

3 5 by tracking the communication device on a location area basis when 
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the communication device is neither cU1Te11tly involved in. nor has 
been recently involved in, a communication and by tracking the 
communication device on a base site coverage area basis when the 
communication device is currently involved in a communication or is 

5 not currently involved in a communication, but has been recently 
involved in a communication. The present invention furth~r reduces 
the net amount of control channel activity by tracking· the 
communication device on a base site coverage area basis when the 
communication device is not currently involved in a communication, 

1 o but has remained in a base site service coverage area for long period 
of time or has received an excessive number of pages. .The present 

. invention reduces the net amount of control channel activity still 
further by tracking the communication device on a location area 
basis when the communication device is not currently involved in a 

1 5 communication, but has transmittCd an excessive number of 
registrations. By reducing the control channel activity associated 
with delivering a communication, the present invention pennits a 
reduction· of control channel resources as compared to existing 
tracking techniques, thereby allowing some control channel 

2 O resources to be converted to traffic channel resources to facilitate 
data packet transmissions. 

While the present invention has been particularly shown and 
described with reference to particular embodiments thereof, it will 

2 5 be understood by those skilled in the art ~t vB;rious changes in form 
and details may be made therein without departing from the spirit 
and scope of the present invention. 

I claim: 
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Claims 

1. In a communication system that includes a system controller, a 
plurality of base sites, and a communication device, the plurality of 

5 base sites seIVing respective seIVice coverage areas, the seIVice 
coverage areas being grouped ~nto a plurality of locati~n areas, a 
method for the system controller to provide packet data 
communications to the communication device, the method 
comprising the steps of: 

1 O receiving a registration message from the communication 
device via a first base site of the plurality of base sites; 

affiliating the communication device with the first base site 
and a first location area of the plurality of location areas that 
includes a seIVice coverage area of the first base site; 

1 s receivitig a packet data communication intended f9r the 
communication device to produce a received communication; 

detennining whether the received communication was received 
within :a first predetermined period of time after a previous packet 
data communication involving the c~mmunication deyice; and 

2 0 when the received communication was received within the first 
predetennined period of time, transmitting at least a first portion of 
the received communication to the communication device via the 
first base site. 
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2. The method of claim l, further comprising the step of: 
when the received communication was received subsequent to 

the first predetennined period of time, transmitting a page to the 
communication device via at least one base site serving the first 

5 location area, the page infonning the communication device of the 
received communication; 

receiving an acknowledgment of the page from the 
communication device via a second base site of the at least one base 
site; and 

1 o transmitting, responsive to the acknowledgment, at least a 
portion of the ·received communication to the communication device 
via the second base site. 

3. The method of claim 1, further comprising the steps of: 
1 5 detennining whether a co~munication resource is available at 

the first base site to transmit the at least a second portion of the 
received communication to the col.nmunication device; 

when a communication resource is available at the first base · 
_site to transmit the at least a s_econd portion, determining whether the 

2 O first predetennined period of time has expired since transmission of 
the at least a first portion of the received communication; . 

when the first predetennined period of time has not expired 
since transmission of the at least a first portion of the received 
communication, transmitting the at least a second portion of the 

2 5 received communication to the first communication device via the 
first base site; 

when the first predetennined period of time has expired since 
transmission of the at least a first portion of the received 
communication, 

3 O · detennining a location area of the plurality of location 
areas that contains the first communication device; 

transmitting a·page to the communication device from. 
at least one base site serving the location area containing the 
first communication device, the _page infonning the 

3 5 communication device of the received communication; 
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receiving an acknowledgment of the page from the 
communication device via a base site of the at least one base 
site serving the location area containing the first 
communication device; and 

5 transmitting, responsive to the acknowledgment, the at 
least a second portion of the received communica~ion to the 
communication device via the base site that received the 
acknowledgment. 
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4. In a commbnication system that includCs a system controller, a 
plurality of base sites, and a communication device, the plurality of 
base sites serving respective service coverage areas, the service 
coverage areas being grouped into a plurality of location areas, a 

5 method for the system controller to provide communications to the 
communication device, the method comprising the step~ of: · 

receiving a registration message from the communication 
device via a first base site of the plurality of base sites; 

affiliating the communication device with a first location area 
I o of the plurality of location areas that includes a service coverage area 

of the first base site; 
receiving a comµiunication intended for the communication 

device to produce a received communication; 
. transmitting a page to the communication device via at least 

I 5 one base site serving the fi~t location area, the page infonning the 
communication device of the received communication; 

receiving an acknowledgment of the page from the 
communication d~vice via ·a base site of the at least one base site; and 

ttansmittmg at leas~ a first portion of the received 
2 0 communication and a control message to the communication device 

via the base site that received the acknowledgment, the control 
message instructing the communication device to transmit a 
supplemental registration message upon entering each base site 
service coverage area while the communication device is not 

2 5 involved in a communication. 
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S. The method of claim 4, wherein the control message instructs 
the communication device to transmit the supplemental registration 
message upon entering each base site seivice coverage area during a 
predetennined perioo of time, the method further comprising the 

S step of transmitting a second control message to the communication 
device when at least a second portion of the communication is not 
transmitted to the communication device within the predetennined 
period of time, the second control message instructing the 
communication device to transmit a supplemental registration 

1 O message upon entering each location area of the plurality of location 
areas. 

6. Th~ method of claim 4, wherein the control message instructs 
the communj.cation device to transmit.the supplemental registration 

1 S message upon entering each base site seivice coverage area during a 
predetennined· period of time, the method further comprising the 
step of transmitting at least a second portion of the received 

· coinmunication to the communication device via a base site that 
received a most recent supplemental registration message, wherein 

2 O transmission of said at least a second portion of the received 
communication occurs within the predetermined period of time. 

7. The method of claim 4, further comprising the steps of: 
receiving a plurality of supplemental registration messages 

2 5 from the communication device, the plurality of supplemental 
registration messages including a most recent supplemental 
registration message received via a second base site; 

detennining whether at least a predetermined number of the 
plurality of supplemental registration messages was received in a 

3 0 predetennined time period; and 
when at least the predetermined number of the plurality of 

supplemental registration messages was received in the 
predetermined time period, transmitting a second control message to 

the communication device via the s~ond base site, the second control 
3 5 message insbUcting the communication device to transmit a 
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supplemental registration message upon entering eac~ location area 
of the plurality of location areas. 
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8. In a communication system that includes a system controller, a 
plurality of base sites, and a communication device, the plurality of 
base sites seiving respective base site service coverage areas, the base 
site seivice coverage areas being grouped into a plurality of location 

S areas, a method for the communication device to receive 
communications from the system controller, the method comprising 
the steps of: 

transmitting a first registration message to the system 
controller via a first base site of the plurality of base sites upon 

1 0 entering a first location area of the plurality of location areas; 
determining whether a first page has been received from the 

system oontroller, the first page indicating that the system controller 
has a communication for the communication device; and 

when a first page has been received and the communication 
1 5 device is not actively participating in a communication, transmitting 

a supplemental registration message to the system controller upon 
entering a base site service coverage area during a first 
predetermined period of time after receipt of the first page. 



111111111111111111111111111111 
* C L M S * 

33 

9. The method of claim 8, further comprising the steps of: 
detennining whether at least a portion of the communication 

bas been received from the system controller within the first 
predetermined period of time; 

5 when at least a portion of the communication bas not been 
received within the first predetermined period of time,_ transmitting 
a supplemental registration message to the system controller upon 
entering a location area of the plurality of location areas; and 

when at least a portion of the communication bas been 
1 O received within the first predetem:ined period of time, transmitting 

a supplemental registration message to the system controller upon 
entering a base site service coverage area during a second 
predete~ined period of time. 

1 5 10. The method of claim 8, further comprising the steps of: 
detennining whether at least a predetennined number ·of pages 

has been received at intervals exceeding the first predetennined 
period of time while the communication device remains in the first 
location area; 

2 O when at least the predetennined number of pages has been 
received, transmitting a supplemental registration message and a 
control message to the system controller upon entering a base site 
service coverage area, the control message infonning the system 
controller that supplemental registration messages will be sent upon 

2 5 entering base site service coverage areas. 

11. The method of claim 8, further comprising the steps of: 
when a first page has not been received, detennining whether 

the communication device has remained within a base site service 
3 O coverage area of the first location area for a second predetermined 

period of time; and 
when the communication device has remained within a base 

site service coverage area of the first location area for the second 
predetermined period of time, transmitting a supplemental 
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registration message to the system controllet upon entering another 
base site service coverage area. 
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12. In a communication system that includes a system controller, a 
plurality of base sites, and a communication device, the plurality of 
base sites seIVing respective base site service coverage areas, the base 
site se1Vice coverage areas being grouped into a plurality of location 

S areas, a method for the commtinication device to receive packet data 
communications from the system controller, the metho~ comprising 
the ~teps of: 

transmitting a first registration message to the system 
controller via a first base site of the plurality of base sites upon 

1 O entering a first location area of the plurality of location areas; 
receiving a first page from the system controller via at least 

one base site located in the first location area, the first page 
indicating_ that the system controller has a packet data communication 
for the communication device; 

. . 

1 5 · transmitting an acknowledgment of the first page to the system 
controller via a base site of the at least one base site located in the 
first location area; 

receiving a first portion of the packet data communication 
from the system controller via the base site that received the 

2 O acknowledgment; . 
transmitting supplemental registration messages to the system 

controller upon entering base site service coverage areas during a 
first predetermined period of time, the supplemental registration 
messages including a most recent supplemental registration message; 

· 2 S receiving a second portion of the packet data communication 
from the system controller via a base site that received the most 
recent supplemental registration message when the second portion of 
the packet data communication is received during the first 
predetermined period of time; and 

3 0 when the second portion of the packet data communication is 

35 

not received during the first predetennined period of time and the 
first predetennined period of time has expired, transmitting a 
supplemental registration message to the system controller upon 
entering a location area of the plurality of location areas. 


