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CLAIMS

1. Target marking device for guiding at least one device, said target marking device
characterised in that it comprises at least:
- one small-size flying unit (2), said flying unit (2) being configured to fly at
low height and to be guided with the aid of guidance commands, said flying unit (2)
being provided with at least one sensor (4) able to measure at least one
parameter of the environment;
- one data transmission unit (6) configured to emit at least data relating to
measurements carried out by the sensor (4) from the flying unit (2) and to receive
guidance orders at said flying unit (2); and

- at least one emitter (9) able to emit position information to the at least one device.

2. Device according to claim 1,

characterised in that the flying unit (2) is provided with at least one sensor (4) able
to generate an image of at least one portion of the environment of the flying unit, and in
that said data transmission unit (6) is configured to transmit said image to a display

unit (10A) of a remote station (8).

3. Device according to one of claims 1 and 2,
characterised in that the flying unit (2) is provided with at least one of the following
sensors (4):
- a thermal sensor;
- a sensor able to generate an image of the environment;
- at least one sensor able to analyse one of the following parameters of the
environment: a chemical parameter, mechanical parameter, and an electromagnetic

parameter.

4. Device according to any of claims 1 to 3, characterised in that said emitter (9) is fixed on

said flying unit (2).

5. Device according to any of claims 1 to 3, characterised in that said emitter (9) is
mounted, in a removable manner, on said flying unit (2) and is provided with at least one
attachment element (18) configured to make it possible to attach said emitter (9) to a support
(C).



14

6. Device as claimed in any preceding claim, characterised in that said emitter (9) is

configured to emit a directional guidance beam.

7. Device as claimed in any preceding claim, characterised in that said flying unit (2)
comprises at least one central unit (20) configured to process data and at least data

received from said sensor (4).

8. Device according to claim 7,
characterised in that said central unit (2) is able to automatically determine guidance

commands used to guide the flying unit (2).

9. Device as claimed in any preceding claim, characterised in that said flying unit (2)
comprises a receiving unit (21) configured to receive electromagnetic signals, and a data
management unit (20) configured to process electromagnetic signals received by said

receiving unit (21).

10. Device as claimed in any preceding claim, characterised in that said flying unit (2) is

provided with means (22) that can be activated able to generate an explosion.

11. Device as claimed in any preceding claim, characterised in that said flying unit (2) has a

size less than that of a cube with sides of twenty centimetres.

12. Target processing system, characterised in that it comprises:
- at least one target marking device (1), such as the one specified under any
of claims 1 to 11; and
- at least one autonomous flying device (13), said autonomous flying device (13)
comprising:
- - means (14) for detecting position information, emitted by the emitter
(9) of said target marking device (1);
- - means (15) for managing this position information for the purpose of
guiding the flying device (13); and

- -means (17) for processing a target (C).
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13. System according to claim 12,

characterised in that it comprises a plurality of target marking devices (1), such as the one
specified under claim 9, said plurality of target marking devices (1) being able to
communicate between them in order to position themselves in space with respect to one
another so as to create a guidance chain (23) for at least one autonomous flying
device (13).

14. System according to one of claims 12 and 13, characterised in that:
- said target marking device (1) is a device for marking a target to be neutralised; and

- said autonomous flying device (13) is a missile (13A).

15. System according to one of claims 12 and 13, characterised in that:
- said target marking device (1) is a device for locating at least one person (24) in
distress and for marking the position of this person; and

- said autonomous flying device (13) is a rescue vehicle (13B).



