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RECYCLING OP MINERAL PILLBRS PROM TBB BBSIDUB OP A 
PAPER DEI:mtING PLJ\NT 

Technical Field 

Thia invention relates to the processing and 

5 reuse of mineral pigment fillers that are removed from 

paper as part of the deinking process. Such fillers 

are generally part of a complex mixture of wastes 

comprising mixed pigments (clays, calcium carbonates, 

titania, etc.), water, cellulose fibers, inks, toners, 

10 adhesives, etc. Generally, these wastes are either 

burned for the fuel content of the organic components 

or buried in a landfill. This invention describes a 

process for rendering these mineral fillers suitable 

for use as raw materials and as a substrate in a 

15 process to produce precipitated calcium carbonate (PCC) 

by the reaction of milk of lime (Ca(OH) 2 ) with carbon 

dioxide gas cco2 >. 
Background Art 

The recycling of wastepaper generally 

20 involves separation of a usable pulp fiber from the 

other components of the paper, such as mineral fillers, 

printing inks, laser toner particles, and adhesives, 

through a series of steps that may be carried out in 

any way that is suitable to the purpose of the deinking 

25 plant and its cust~mers. Regardless of the specific 

recycling process, two materials are always produced: 

(1) pulp fiber, called "secondary" fiber, that can be 

sold to a paper manufacturer for reuse as a raw 

material in the production of paper and (2) a composite 
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wa•te :material comprising a mixture of components tbat 
are removed as part of the deinking proceaa. 'l'be 
composite waate material is called deink residue (DIR). 

The amount of DIR that is generated will vary 
5 depending on the quality of the beaming wastepaper and 

the type of _recycl~ng proceaa. Typically, on a ·dry . 
basis, the fraction· of DIR will be 15 to 40 percent by 
weight of the original wastepaper before deiDking. 
Since the DIR ia produced in a wet atate, before the 

10 waste leaves the deiDking proce•• aa much water as 
possible is removed to reduce handling and 

transportation costs. Generally, the waste is prassed 
to about SO percent solids. Therefore, for every 100 
tons of wastepaper processed, between 30 and 80 tons of 

15 wet DIR, half of which ia water, will be produced. By 
the end of 1996~ deinking plants in Horth America will 
recycle upwards of 3.5 million tons of wastepaper, and, 
therefore, will generate upwards of l million tons of 
wet residue. 

20 Xn deinking plants that operate on the site 
of a papermill and are integrated with the mill, the 
DIR is often burned for its fuel content in the mill's 
white liquor recovery boilers. However, because of its 
high water content, DIR is a low-grade, inefficient 

25 fuel. Xn non-integrated deinking plants, the most 
common fate of the residue is.a landfill. Landfilling 
is undesirable because it is both expensive and 
environmentally unfriendly. · Thus, there has been a 
need to reduce the volume of waste generated at a 

30 deinking plant by reusing the mineral fillers and/or 
other components present in the residue mixture. 

Many grades of paper contain functional 

miner~l pigments, such as kaolin clays, calcium 
carbonate, titania, silicates, etc., which are 

35 incozporated into the paper when it is :made: There has 
been no practical method of separating the mineral 
pigments fram the organic portion of the waste, so that 
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the mineral pigments can be reuaed in a product or 

proceaa for making paper. 

Previoualy. the waatea from papermakiDSJ or 

f roa recycling waatepaper have been incinerated, and 

5 the reaidue of the incineration haa been deposited in a 

landfill or uaed to produce aggregate materials, 

typically for uae in conatruction applications. Thia 

. residual ash typically makes up about 15-20 percent by 
weight of the original weight of DXR. 

10 Zn U.S. Patent Ho. 4,932,336, a wet dewatered 

collected product of aolida consisting predominately of 

celluloaic material (wood and cellulose fibers) and a 

residue consisting predominately of plastic pieces 

separated from waste paper prior to recycling are 

15 recovered separately. The collected product is dried 

to a residual water content of no more than 25 percent 

by weight of the product, and continuously layered to 

form a continuously advancing layer. A layer of the 

residue is deposited on the product layer to form a 

20 continuously advancing two layer bed, which is burned 

while bottom blowing the two layer bed with a gas 

containing air. Xn this process, the product and 

residue are destroyed, a combustion gas is produced, 

and a slag is recovered. Ply ash produced in the 

25 process can be added to the slag to prevent its release 

into the environment, and the slag is either deposited 

in a landfill, or used in a structural material. 'the 

heat from the combustion gas can also be used as a heat 

source, especially for steam generation. 

30 U.S. Patent Ro. S.018,459 discloses a method 

and apparatus for the recycling of paper pulp sludge 

produced aa a waste material in the manufacture of 

paper,_cardboard, and related materials. The paper 

pulp sludge is continuously fed into a rotary kiln at a 

35 temperature of between 800° and 3500°P. Zf the 

temperature is maintained above 2400°F, hazardous 

materials such as dioxins, formed in the incineration 
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process, are destroyed. Mixing catalyst•, typically 
casein or aoy protein, and wood. pulp fibers are buz'Ded 
with the paper pulp aludge. 'rile re•ulting incinerated 
product, conaiating essentially of carbonate particles, 

S can be uaed as a mineral filler binding agent in the 
manufacture of asphalt, aaphalt coating• and sealants, 
ceramics,· concre~a, cement pipe, ciar pipe, at~ctural 
block, and brick, or as an absorbent for •pilled oil. 
Zn U.S. Patent Ko. 5,054,406, 15 to 25 percent by 

10 weight of the pro4uct of the incineration of paper pulp 
sludge i• mixed with earthen clay to form a water 
retardant material that is used to cover and seal 
1andfilla. 

U.S. Patent Ho. 4,769,149 diacloaea a method 
15 for the recovery of energy from waste and residues 

com.prising bacterial digestion of the waste followed by 
incineration, wherein the methane gas·produced during 
the bacterial dige•tion ia uaed to heat the furnace. 
The heat released in the combustion process can then 

20 used in an induatrial proceas where it is required. 
European Patent Application Ho. o 604 095 

discloses a process for treating a dilute aqueous 
suspension of particulate waste material, such as the 
material found in paper mill effluent. Kaolin clays 

25 are exemplified as typical waste materials. The 
process comprises precipitating an alkaline earth metal 
carbonate, e.g., calcium carbonate, in the aqueous 
suspension of particulate material, such that the 

particulate material present.at the start of the 
30 process becomes entrained in the alkaline earth metal 

carbonate precipitate. Figure 1 of BPA 0604 095 shows 

a scanning electron micrograph of flat •platy• 
kaolinite particles entrained in aggregations of 

precipitated calcium carbonate particles. The 
35 resulting agglomeration of calcium carbonate and 

entrained clay particles can be used as a paper filler 
or pigment. 
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'l'here ia atill a need, however, for recycling 

of DZR in a manner that reaults in uaeful products 
rather than as landfill material. The present 
invention provides one such solution to this prob1em. 

Snppgary of the I:nyeption 

The present invention provides a process for 
the recovery and reuse of mineral pigments from the 
residue produced when. wastepaper is deinked and 
processed into secondary pulp fiber. 'rhis process 

10 comprises heating the residue in an oxygen-containing 
atmosphere to a temperature, sufficiently high to 
completely oxidize all of the hydrocarbon materiais in 
the deink residue to yield heat, carbon dioxide, and 
water, in addition to an ash foZ"med from the non-

1s · combustible mineral pigments present in the wastepaper. 
Zn the present invention, the mineral ash from the 
combustion ia mixed with calcium oxide and water to 
form a slurry of calcium hydroxide and ash. A gas 
containing carbon dioxide, which may be filtered and 

20 cooled flue gas, is bubbled into the mixture, and, as 

the calcium carbonate precipitates, it completely 
covers the available surface of the ash particles, 
which act as a substrate and provide nucleation sites 
for precipitation and growth to occur. The core of 

25 mineral ash below the PCC surface baa little or no 
effect on the optical and physical properties typically 

exhibited by a so-called 11 virgin11 PCC, so that the 
"recycled• PCC produced can be used as a substi~ute for 
virgin PCC in most processes or products where PCC is 

30 required with little or no adverse effect on product 
quality. Beat, water, and carbon dioxide produced by 

the combustion c•n be captured and recycled for uae, as 
required, in the general process. ln this.manner, the 

waste of a typical deiDking plant is substantially 

35 reduced. 
Deacriptiop of the Drawing 

Figure 1 is a flow chart of the process of 
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t:he pre•ent invention. 

Detailed deacription of th! ;cnyentiop 

A preferred embodiment of the invention ia 
shown in l'igure 1. Deink residue ia heated in an 

5 oxygen-containing atmoaphere to a temperature that ia 

aufficiently high, typically 800° to 1200°C., 80 that 

all organic hydrocarbon~ are oxidised, and completely . . . . . . . 

and efficiently incinerated. The prtmary·producta of 

this combustion are heat:, carbon dioxide, water and 

10 mineral aah. Zf required, the mineral ash is first 

milled, and then an aqueous slurry is prepared by 

mixing the mineral ash with an aqueous slurry of 
calcium hydroxide (Ca(OH) 2), which is formed by adding 

an exceaa of water to lime (Cao). Calcium hydroxide 

15 slurry ia also known as milk-of-lime, slaked lime or 
simply slake. A gaseous :mixture containing carbon 

dioxide ia bubbl~d through the slurry, where the 
ca1ciwn hydroxide and carbon dioxide react to form PCC. 

Reaction parameters such as temperature, gas 

20 concentration and addition rate, slake concentration, 

etc. are controlled in such :manner to produce the 
de~ired PCC crystal size and morphology. :In the 

current invention, the PCC has been found to 
precipitate and grow upon the surface of the mineral 

25 ash that is present .in the slake. Advantageously, the 

combustion products from the heating process are 

recycled, with the water used to form the alurry, the 
carbon dioxide used to precipitate PCC, and the heat 

used to dry additional DIR prior to incineration. Upon 

30 completion of the reaction, the surface of the mineral 
ash baa been coated with PCC to form composite 

particles with essentially the same optical and 
physical properties possessed by virgin PCC of similar 

size. 
35 In another embodiment of the invention., 

mineral ash produced by the combustion of DIR is added 
to dry, unslaked lime (CaO). An excess of water is 
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then added to the mixture to form a slurry of mineral 

ash and calcium hydrox:l.cle, and the carbonation reaction 

is then carried out aa described above. 

J:n a t:hird embod:haent of the invention, 

5 combustion of the residue ia done aa part of the 

calcination process ~D which limestone is converted. to 

lime. This is· pos~ible because· the tempe~ature 

required for the calcination of limestone ia similar to 

that required for efficient combustion of the DXR. Wet 

10 DXR ancl limestone are combined and fed into a lime kiln 

with the relative amount of each adjusted ao that the 

fractions of mineral aah and lime in the product of the 

calcination are correct for slaking-and carbonation. 

%t also will be recognized that the heat and 

15 carbon dioxide that are produced by the combustion of 

the hydrocarbon fraction of the DIR and are normally 

vented out the flue can be captured and recycled or 

redirected to earlier or later parts of the general 

proceaa. Beat, for example, can be recycled back to 

20 the kiln to aid in the drying of the residue that is 

required before combustion can occur. Carbon dioxide, 

generated as the hydrocarbon fraction of the residue is 

incinerated, can be captured and used to carbonate 

calcium hydroxide to PCC. 

25 The fact that mineral ashes can be coated or 

plated with precipitated calc~um carbonate is 

unexpected. Xn the current invention, this is possible 

because the mineral ash that results from the 

combustion of DIR ia formed by a more complex chemical 

30 reaction than simple calcin.ation. Por example, when 

kaolin clay (B2Al2Si2o8 ·a2 o> or calcium carbonate is 

heated in a kiln to high temperatures, the calcined 

mineral phase is produced; i.e., calcined c1ay o~ 

calcium oxide. In the current invention, it has been 

35 £ound that mixed mineral pigments react at nigh 

temperatures to form new, stable mineral phases. When 

calcium carbonate, kaolin clay and-titanium dioxide are 
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mixed in various proportions and heated to aoo• to 
12oo•c., typically iooo•c., two, three, or more new 
phaaea in varying proportion are produced, including 
Gehlenite (Ca2A1Sio7> aAd/or Anort:hite (CaA12s12o 8) 

with some Perovskite (CaTi03 ). The relative amount of 
each pbase formed will depend upon the amount of each 
mineral present in the original mixture.and the 
combustion temperature. J:t is believed that these new 
phaaea provide nucleation aite• for the direct 

10 precipitation of calcium carbonate, which plates or is 
otherwise deposited onto the surface of the ash. 

J:t can be readily seen tbat these mineral 
phaaea contain the same elements that make up the 
unca1cined :mi.Deral pigments, namely Calcium, Aluminum, 

15 Silicon, and C>xygen. file high temperature of 
combustion is believed to cause these materials to 
react and rearrange to form thezmodynamically stable 
mineral phases. The presence of calcium atoms in the 
crystal lattice of Gehlenite, Anorthite and Perovakite 

20 renders the surfaces of these materials suitable as 
substrates upon which calcium carbonate can nucleate 
and grow. Calcium carbonate precipitates directly onto 
the surface of the aah particle, and completely covers 
or plates the particle with a layer of PCC that is 

25 bound to the ash. The process of the present invention 
does not merely trap, cage, ·or entrain the aah by 

fozming PCC -particles that stick together to surround 
particles of the ash, but, instead, actually 
precipitates calcium carbonate directly onto the ash 

30 surface to form a composite particle com.prising an 

inner portion of mineral ash and an outer portion of 
PCC. The ash, in effect, acts as a •seed• and provides 

nucleation sites for calcium carbonate precipitation. 
Generally, the inner ash portion can comprise up to 

35 about SO percent of the weight of the particle. Xn a 
typical particle, Uie aah portion will be in the range 

of 5 to 30 percent, and preferably between 10 and 25 
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percent. Of courae, the greatest amount of ash is 

desirable, so that the greatest amount of aah can be 

recycled. Zn this regard, a 50150 aahscalcium 

carbonate particle is considered to be the optimum 

5 formulation. 

Aa deiDk reaidu•• are waate materials, the 

structure of the_compoaitiona wiil vary. Still, it 

alao will be recognized that, if necessary, appropriate 

amounts of clay, titania, calcium carbonate or other 

10 appropriate material can be added to the waste before 

incineration, to form the appropriate mineral phases 

during combustion. 

'l'here is reason to believe that the amounts 

of Gehlenite, Anorthite and Perovakite that can be 

15 found in the recycled PCC of the current invention are 

lower than can be accounted for by collection and 

analysis of material losses throughout the process 

described herein. If losses are occurring that cannot 

be otherwise explained, then it is likely that some or 

20 all of these mineral phases are being converted to PCC 

during the reaction. This may occur because of the 

relatively high pB in an aqueous slurry of calcium 

hydroxide, or because of other conditions that exist 

during the carbonation process. 

25 The •recycled• PCC of the current invention, 

either alone or mixed with ao-called virgin PCC, can be 

used in most applications where virgin PCC currently is 

used. PCC is commonly used in the production of 

printing and writing grades of paper that require 

30 higher levels of functional mineral pigments, and 

recycled PCC can be used alone or in combination with 

virgin PCC in moat of these applications. In a typical 

application, the amount of PCC would range from about l 

percent to about 50 percent of the mixture. Recycled 

35 PCC can also be used where virgin PCC is now u~ed in 

pa~nt and filled polymer applications. As other 

applications for virgin PCC are discovered, it is 
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likely that recycled PCC will alao be found to be 

•uitable. The ex•nplea indicate the qualities of t:be 

resulting reaycled PCC, and one of ordinary akill in 

the art can eaaily determine the applicaticma for which 

S recycled PCC is suitable. Combinations of recycled PCC 

and virgin PCC can be uaed, if deaired or necessaryr as 

both .are·compatible with regard to ~ling arid 

processing as functional additivea. 

The aurf ace area of the recycled and virgin 

10 PCC particles waa obtained using a Micromeritica 

Plowcarb 2300, which employs BET theory with nitrogen 

as the absorbing gaa. The particle size was dete:Dnined 

by a sedimentation technique, using a Micromeritica 

Sedigraph Model 5100 on an aqueous dispersion of the 

15 product at about 3 percent, and using about 0.1 percent 

carboxy1ated polyelectrolyte (Daxad 30) as a 

diaperaant. Dry brightness was measured using a Bunter 

LabScan. 

Handaheeta of .a 60 g/m2 paper were prepared 

20 with a Fo:rmax Sheet former (Noble and Wood type, 

manufactured by Adirondack Machine Corporation) from a 

furnish of 75 percent bleached hardwood and 25 percent 

bleached aof twood Kraft pulps beaten to 400 Canadian 

Standard Preeness (CSP) at pH 7 in distilled water. 

25 Pulp consistency was 0.3125 percent. A synthetic 

sizing agent (alkyl ketene dimer) was added to the pulp 

at a level of 0.25 percent, equivalent to 5 lbs/ton of 

paper. Filler was added to the pulp furnish to achieve 

a target filler loading level. A retention aid (high 

30 density cationic polyacrylamide) was added to the pulp 

at a level of o.os percent, equivalent to 1 lb/ton of 

paper. The sheets were conditioned at 50 percent 

relative humidity and 23°C. for a minimum of 24 hours 

prior to testing. 

3 5 TAPPI brightness was measured using TAPP I 

test method T452-om92. TAPPI opacity was measured 

according to TAPPI test method T425-om91. Porosity was 
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measured on a Parker Print-Surf. Scott Bond was 

measured according to TAPP% teat method UM-403. 

B%eaking length was measured according to TAPP% test 

method T494-om88. 

Sizing was teated by the Hercules Size teat 

(HST) to measure penetration of liquid.through the 

handsheeta·. HST is the test method used· to determine 

the degree of sizing of paper in the instant invention. 

The teat was perfo~ed on a Hercules sizing tester 

10 Model KA or KC, and the teat method employed was TAPPI 

Method T-530 PM-89. · 

BlWIPLBS 
The following non-limiting examples are 

merely illustrative of the preferred embodiments of the 

15 present invention, and are not to be construed aa 

limiting the invention, the scope of which is defined 

by the appended claims. 

Recycled PCC waa produced from two samples of 

wet deink residue, received from a commercial deinking 

20 plant. The samples, as received, contained 

approximately 50 percent by weight water. The samples 

were dried in an oven at 100°C., and. the composition of 

each sample of dry solids was analyzed with X-ray 

diffraction. The results of the analysis are given in 
25 Table 1. All values are given as percent by weight of 

dry solids. 

30 

35 

Organic Hydrocarbons 

Calcite {Caco3> 

TABLE 1 

:r: 

Kaolinite (H2A12si2o8 ·H2o> 
Anataae (Tio2> 

57-59 

11-12 

14-15 

2-4 

<5 

0.5-1 

0.5-1 

0.5-1 

.Amorphous Phasea 
Talc 

Rutile (Tio2> 
a-Quartz 

zx 
<50 

30-40 

10-15 

2-4 

Not Detected 

O.S-1 

0.5-1 

Not Detected 
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BDJCPLI % 

Residue Sample % was incinerated in a muff 1e 
furnace for 2 hours at 900°c. 'l'be ash recovered from 

the furnace was deagglamerated using a b•-•r mill, and 
S analyzed via X-llay Diffraction (XRD). 'l'b.e results of 

·the DD analysis are given in Table 2. "l'he values are 

approximate ranges given as percent by weight of total 
ash. 

10 

'l'ABLB 2 

Gehlenite (Ca2al2Si0.,) 
Anorthite CcaAJ.2si2o8> 
Perovakite (CaTi03) 

85-90 

<5 

5-10 

To form a calcium hydroxide slurry, 1607.2 
grams of water were added to 229.6 gram• of Cao, while 

15 vigorously stirring the mixture in a 4 liter stainless 
steel reactor equipped with a variable speed agitator. 
The calcium hydroxide slurry was passed over a 60-meah 
screen before continuing the process. To the slurry 
were added 57.4 grams of the mineral ash of Table 2, 

20 and the temperature of the slurry was adjusted to 
3S.2°C. A carbon dioxide containing gas (15 percent in 
air) was bubbled through this mixture with vigorous 
agitation until the reaction was complete at the end 
of 115 minutes at a pH of 8.0. The resulting product 

25 was passed over a 325-mesh s~reen to remove grit, and 
the recovered +325-meah residue was weighed and found 
to be only 10.661 grams. Scanning electron microscopy 

(SBM) and physical characterization of the recycled PCC 
were performed. The physical characteristics of the 

30 dry recycled PCC product, prepared by plating the 
mineral ash of TaJ:?le 2 with PCC, are shown in Table 3. 
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'l'AILB 3 

Si.za J>iatribut::icm via Sediagraph 

5100: 

90' amaller than 5. 89 I.mt 

50% smaller than 

20' smaller than 

10111 amall:-er than 

BB"l' Specific Surface Area: 

Blm.ter Co1or Callpcmenta 

(pigm.ent): 

L (Lightness) 
a 

b 

Morphology via am: 

1.91 

1.17 

0.79 

8.7 m.2 /g 

95.9 

0.2 

1.8 

Scalenohedral 

The recycled PCC produced in Example I was 

teated for its performance in paper in a bandaheet 

study using a Kraft fiber furniah. The results of the 

handsheet study are given in Table 7, and show that the 

recycled PCC of the present invention can be used 

20 effectively in papermaking in the same manner as virgin 

PCC. 

Measurements of the TAPPI brightness of 

handsheets incorporating recycled PCC and virgin PCC 

indicate that high paper brightness can be obtained 

25 with recycled PCC. The TAPPI brightness of handsheets 

incorporating recycled PCC f~om Example I is within 

about 2 percentage points of handsheets incorporating 

virgin PCC. Therefore, recycled PCC can be used 

without incorporating virgin PCC in applications where 

30 :maximum brightness is not required. The requirements 

of applications where maximum brightness is required or 

where control of the paper brightness is desired can be 

met by using a mixture of virgin PCC and recycled PCC. 

Preferred mixtures of virgin PCC and recycled PCC for 

35 use in a high quality paper would be between 10 percent 

and SO percent. 
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The difference between the TAPPZ opacity of 
handsheets incorporating recycled PCC and tho•e 
incorporating virgin PCC was about l percentage point, 
which is within the range of the atati•tica1 accuracy 

S of these measurements. Therefore, the ahowthrough of 
paper incorporating the recycled PCC of the present _ 

invention is equivalent to papers incorporating virgin 
PCC. 

The water resistance of handsheets 
10 incorporating recycled PCC, as measured in an BST test, 

was equivalent to that of papara incorporating virgin 
PCC as filler when comparing equivalent size fillers. 

The strength of handsheets incorporating 
recycled PCC is essentially equivalent to or slightly 

15 better than handaheeta incorporating virgin PCC. 
However, the thickness of these ha:ndsheets is slightly 
greater than that of papers incorporating virgin PCC. 

Finally, the porosity of recycled PCC papers 
is slightly higher than for virgin PCC, but not ao high 

20 as to represent a significant disadvantage. 

EXl\MPLE II 

Three (3) parts of deink residue Sample II 
(Table 1.) were combined with four (4) parts quarried 
limestone and placed in a pilot rotary kiln. 'l'he 

. 25 cylindrical kiln was gas fired, approximately l.S 
meters long and 16.S cm in diameter. The kiln was set 
to operate at ll50°C., and nominal time of combustion 
was about 45 minutes. Following combustion, the 
lime/aah mixture was collected from the kiln and 

30 analyzed via XRD. The results are shown in Table 4. 

The results are given as the weight percent of the 
total of the total weight of limestone and deink 

residue. 
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TABLI 4 
Lime (CaO) 

Qehlenite (Ca2Al2sio7 > 
Anorthite (CaAl.2si2 o8 ) 

Perovakite (CaTi03 ) 

Microcline (1tAl.Si3oa> 
r:r-Quar~z 

70-80 

10-15 

7-10 

1-2 

l-2 
o.s-1 

To form a slurry of calcium hydroxide and 

mineral ash, 2009 grams of water were added to 287 
10 grams of the material of Table 4, while vigorously 

stirring the mixture in a 4 liter stainless steel 
reactor equipped with a variable speed agitator. The 

resulting calcium hydroxide/mineral ash slurry was 

passed over a 60-mesh screen before continuing the 
15 reaction, and 0.05 grams of residue were collected from 

the screen. The temperature of the slurry was adjusted 
to 3S.5°C., and a carbon dioxide containing gas (15 

percent in air) was bubbled into the mixture under 

vigorous agitation. 1111til the reaction was complete at 

20 the end of 121 minutes when the pH of the slurry 

reached 8. The recycled PCC slurry was passed over a 

325-mesh screen to remove grit and other impurities, 

and 24.7 grams of +325-mesh residue were collected. 
Using XRD, the recycled PCC and the +325-mesh grit were 

25 analyzed, and the results are given in Table S. The 
results are given aa the weight percent of each 

material. 
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TMLB 5 

:Recycled +325--•h 
PCC Jleaidue 

Calcite (CaC03) 89-94 <0.5 
Portlandite (Ca(OB) 2) <0.S <0.S 
Geblenite (Ca2Al2Si07 ) 4-7 20-25 

Anor~hite (CaA12~i2o8l 0.5-1 5-10 
Perovakite (CaTi03 ) 1-2 20-25 

a-Quartz o.s-1 20-25 

Mic roe line (ltAlSi309) <0.S 20-25 

The physical cbaracteriatica of the dry 

•recycled• PCC product of Table 5 are shown in Table 6. 

TABLl!i 6 

Sise Distribution via Sedigraph 

5100: 

90'o smaller than 

SO!lii smaller than 

20'o smaller than 

10% smaller than 

BB'l' Specific SUrfaae Area: 

Bunter Co1or Components 

(pigment) : 

L (Lightness) 

a 

b 

11orpho1ogy via Sml: 

2.73 ,.... 

1.39 

0.96 

0.71 
14.8 m2/g 

97.2 

o.o 
l.l 

Scalenobedral 

The recycled PCC produced in l!ixample II was 

also teated for its performance in paper in a handaheet 

study using a Kraft fiber furnish. Again. the results 

30 of the tests are given in Table 7, and show that the 

recycled PCC of the present invention can be used 

effectively in papermaking in the same manner as virgin 

PCC. 
As in Example I, measurements of the TAPPI 

35 brightness of handsheets incorporating recycled PCC and 
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virgin PCC indicate that high paper brightness can be 
obtained with recycled PCC. However, the TAPP I 

brightness of handsheets in.corporatiDg recycled PCC 
from Example :II was equivalent, but at a slightly 

S higher filler level, than that of hand•heet• 
incorporating virgin PCC. 

·Likewise, the TAPPI opacity of handsheets 
incorporating recycled PCC was equivalent to those 
incorporating virgin PCC, but at a slightly increased 

10 filler level. Therefore, the ahowthrough of the paper 

incorporating the recycled PCC of the present invention 
waa essentially equivalent to that of papers 
incorporating virgin PCC. 

The water resistance of handsheets 
1s· incorporating recycled PCC, as measured in an HST test, 

was equivalent to that of papers incorporating virgin 
PCC as filler when comparing equivalent size fillers. 

The strength of handaheets incorporating 
recycled PCC and virgin PCC was slightly lower than the 

20 control, again likely due to the differences in filler 
loading. 

Finally, in Example XI, the porosity of 

recycled PCC papers was slightly lower than that of 
virgin PCC paper, but well within an acceptable range. 
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7:11111 7 
U:CYCLBD RBCYCLBD Vl:RGDl VIRGDf 

PCC PCC PCC PCC 
P:tGMBN'.l' BDJIPLB :t BDllPLB J:I 2.18 laA 1.23 11111 

PBRCBN'l' 14.4 17.4 15.8 14.7 
l':tLLBR 

OPACITY 87.5 88.6 86.8 88.6 

BRIGH'l'NBSS 84.3 86.2 86.5 86.4 

BRBAltING 2425 1946 2189 2242 
LBNG'l'B 

HBRctJLBS 105 1 101 2 
SIZING 

SCOTT 53 46 52 51 
BORD 

POROSJ:TY 2203 1801 1958 2023 

'Whil.e it is apparent that the invention 

herein disclosed is well calculated to fulfill the 

objects above stated, it will be appreciated that 

numerous modifications and embodiments may be devised 

20 by those skilled in the art. It is intended that the 

appended claims cover all such modifications and 

embodiments as fall within the true spirit and scope of 

the present invention. 
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CLAIMS 

1. A composite particulate material comprising 
an inner portion of an ash of an inorganic :mineral 
material, and an outer portion of calcium carbonate. 

5 2. 'l'ha composite particulate :material of claim 
1, wherein the calcium carbonate is precipitated onto 
the surf ace of the inner portion of inorganic mineral 
material. 

3. The composite particulate material of claim 
10 1, wherein said inorganic mineral material comprises an 

ash obtained from the incineration of wastepaper deink 
residue. 
4. The composite particulate material of claim 1 

or 2, wherein said inorganic :mineral material comprises 
15 Gehlenite, ADorthite, Perovskite, or :mixtures thereof. 

5. A paper comprising cellulose fibers and the 
composite particulate material of claim 1, 2 or 3. 

6. 'l'he paper of claim 5, further comprising 
virgin precipitated calcium carbonate, wherein the 

20 ratio of virgin precipitated calcium carbonate to 
compoaite particulate material is between about 99:1 

and about 1:1. 

7. A process for making precipitated calcium 

carbonate which comprises: 
25 forming a slurry of calcium hydroxide and ash 

particles formed by incinerating a waatepaper deink 

residue at high temperaturer 
carbonating the slurry to precipitate calcium 

carbonate directly onto the ash particles; and 

30 recovering the precipitated calcium carbonate 

particles. 
8. The process of claim 7, wherein the ash 
particles has been formed by incinerating wastepaper 
deink residue at a temperature of at least 800°C. 

35 9. The process of claim 7, which further 
compriaes adding at least one calcium, aluminum, or 
titanium compound or mixture thereof to the wastepaper 
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deink residue prior to incineration. 

10. The proceaa of claim 9, wherein the compound 
is calcium. carbonate, titania, a clay, or mixture 
thereof. 

5 11. The process of claim 7, 8, 9 or 10, which 
further comprises forming a mixture of calcium 
hydroxide and water, and adding the aah to the mixture 

to form the slurry. 
12. The proceaa of claim 7, 8, 9 or 10, which 

10 further comprises mixing the ash with lime, and then 
adding water to the mixture of ash and lime to form the 

slurry. 
13. The process of claim 7, 8, 9 or 10, which 
further comprises forming said slurry by mixing 

15 wastepaper deink residue with limestone, incinerating 
the wastepaper deink residue by calcining the mixture 
in a lime kiln to form aah and lime particles, and 
adding water to the particles to form the slurry. 
14. A method of making paper comprising forming 

20 precipitated calcium particles according to the process 
of claim 7, 8, 9 or 10 and incorporating the particles 

in the paper as a functional additive. 
15. The product produced according to the process 

of claim 7, 8, 9 or 10. 


