
AUUDREY Partners 17 Upper Circular Road #03-00 .Singapore 058415 Tel
(65) 6358-2865 . Fax (65) 6358-2864 (Not for service of Court
documents)  REGISTERED PATENT AGENT TRADEMARK AGENT email:
enquiries@yusarn.com By Electronic Attachment to PF37  Our Ref:
AY/DC/ds/2009.4263  Your Ref: (Please advise) 6 February 2009  The
Registrar  Patents Registry Intellectual Property Office of Singapore
51 Bras Basah Road, #04-01 Plaza By The Park  Singapore 189554 Dear
Madam, REQUEST TO ENTER NATIONAL PHASE IN SINGAPORE UNDER CHAPTER I
FOR PCT PATENT APPLICATION NO. PCT/JP2007/064441 FOR "BOARD STORAGE
CONTAINER AND CHECK VALVE"  IN THE NAME OF SHIN-ETSU POLYMER CO., LTD
INTERNATIONAL FILING DATE: 23 JULY 2007 (23.07.2007)  PRIORITY FILING
DATE: 4 SEPTEMBER 2006 (04.09.2006) 1. We refer to the above patent
application and request entry into national phase under  Chapter I of
the PCT. 2. Please be informed of the following details: (a) PCT
Application No. PCT/JP2007/064441 (b) Applicant SHIN-ETSU POLYMER
CO., LTD  (c) Address 3-5, Nihonbashi-honcho 4-chome,  Chuo-ku, Tokyo
1030023 JAPAN  (d) Inventors SATO, Yoshinori  (e) International
Filing Date 23 July 2007 (f) Priority Date 4 September 2006 (JP -
P2006-239241)  (g) International Publication No WO 2008/029557 Al 3
For the purpose of entry into national phase, please find attached
the following  documents: (a) Request for PCT application; This
message is intended only for the use of the individual or entity to
which it is addressed and may contain information that is privileged,
confidential and exempt from  disclosure under applicable law. If the
reader of this message is not the intended recipient or the employee
or agent responsible for delivering the message to the intended
recipient you are hereby notified that my dissemination, distribution
or copying of this communication is strictly prohibited. If you have
received this communication in  eror, please notify us immediately by
telephone, and return the original message to us at the address above
via postal service. Thank you. The Registrar  Patents Registry  6
February 2009  Page 2 (b) Notification Concerning Submission or
Transmittal of Priority Document  (PCT/IB/304); (c) Publication of
PCT application WO 2008/029557 Al together with the  International
Search Report; (d) First Notice Informing The Applicant of The
Communication of The  International Application (PCT/IB/308); (e)
Verification of Translation duly signed by the translator, Shiro
TERASAKI  and (f) A copy of the English translation of the
specification as originally filed. 4. Kindly acknowledge receipt of
the above. We look forward to receiving the  application number
shortly. Thank you for your kind attention.  Yours faithfully, W
Audrey Yap/Daniel Chan enc.  This message is intended only for the
use of the individual or entity to which it is addressed and may
contain information that is privileged, confidential and exempt from
disclosure under applicable law. If the reader of this message is not
the intended recipient or the employee or agent responsible for
delivering the message to the intended  recipient you are hereby
notified that any dissemination, distribution or copying of this
communication is strictly prohibited. If you have received this
communication in  error, please notify as immediately by telephone,
and return the original message to as at the address above via postal
service. Thank you. FP07-0310-00 1/4  E~4CxTa L (a o xgYr TM 0-1
(r)plffiimt PCT/JP2007/064441 0-2 orMaa 2007$ 07A 23H (23. 07. 2007)
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x(el maw 2 FP07-0310-00 II Wl ,' G .IZ&5Ta (applicant only) 11-2
m#M7`'L'T *1 I < $zo#a7ZlI (all designated States  except US) 11-4ja
4i FF, I~a1L'I` ~~~-TF=VpTal II-4en Name: Shin-Etsu Polymer Co., Ltd.
11-5ja bT-t^, 1030023 5 ~ lSf9*rR*HT4-3-5 11-5en Address: 3-5, N i
honbash i-honcho 4-ehome, Chuo-ku, Tokyo  1030023 Japan  11-6 M ((c)V
IEl*l I JP  11-7 1 ih(r S) H*l JP FP07-0310-00 2/4  # ~ktJ U (t1 '
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Address: SOEI PATENT AND LAW FIRM, Ginza First Bldg., 10- 6, Ginza
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ktdfifi#h4~<CPkLilA $k~E~k~a u (ft ~7-9~;7$*~tdn t)  V ____ V-1 O
~$~4 T~~Lt pW43,lJll  3Va$t(c)PCT 7p PestU, ti L5  ~0
4~431vi~~pfkl4~~o)]~7 *i ~~LN~~  p~W~Md~ae V-2 V-2JfV, QWP iWaE 4mp
JP  4~3~V9T4*1L ~1W 1 5'dJ ~J  M~$~a1~ 0 4" 



70 (Rx9L~'?) tai ILO) atfI3'~~a,  37,60(c)a d~.'734~~QIk17'
r~'+o~4J11i,i~  4~k~a#ji li 4:-c'i'tI#fPCTW J.O~  $'S1,IAOJIN1i e
B1P.Pe VI-1 VI-1-1 tMa 2006F 09 04S (04. 09. 2006)  VI-1-2 Mgt
2006-239241 VI-1-3 pk EI*N JP  VI-2 k 5'cJ X59 i M ~o~Etf1 T43, tba'a
V I -1  P-w -i ft-~ :a . A s)T 4~ 1LT LTL~5. VII-1 3 tpPT J asA H*
*a~1t (ISA/JP)  VIII G7tC r-r; VIII-1 X59 ~~ 4:-~$~a~tlt  VHI-2
WML&tF"a# 4z6376[MrP W  E~.33V4~aWho~34~~$~a  YL T VIII-3 gco~W~o~51;
#3'~"~ap9ar.W  VIII-4 -36FA}g -Cja -,OD t1T(~`.Q-kWtI'G _  Y 64-. )
VIII-5 T , I-td6ttU INTXE5$ Q.41 l  mf3~196V~4~~~a~~z  Ix H *4 ~ ~
ftI%37,t'la-f-7_y  Ix-1 (fit&$ts) 4 IX-2 499* 18 /  IX-3 flc)(r) 3 /
IX-4 wn 1 / IX-5 (r)a 16 /  IX-7 oat 42 IX-8 $:'Fot~#k _ ~/  IX-17
PCT SAFE MT-thM IX-19 rt7~a i~T 3Qm - 3  IX-20 17P>rWMOJftZ)fl A 5,/4
do FP07-0310-00 4/4.  ~4 -J 5 U (M X-1 di~h.t/RE34~o3~Ep /100088155/
X-1-1 $-1^i(4) L4)11 ~7'Td1  X-1-2 WUQ)$~ X-1-3 MR 10-1
(r)P}.tkiwLLTMH1L~l f am 20074F 07P 239 (23.07. 2007)  0*Pm0)x Oa
10-2 (f]tirli  10-2-1 2Q,1e  10-2-2 10-3 (c)IH1~~LTdi#Lt A  T'co)i
P~1k1E~# JE  9 (cr]E Fl  0 0pmmo H ) 10-4'u'f'i/'7S,h511(2)V~~
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04 September 2007 (04.09.2007)  Applicant's or agent's file reference
FP07-0310-00 IMPORTANT NOTIFICATION  International application No.
International filing dale (dm':hronthpear) PCTIJP2007/064441 23 July
2007 (23.07.2007)  International publication date (dop.ntonthyeorl
Priority date (dayinontlvyear) Not yet published 04 September 2006
(04.09.2006)  Applicant Shin-Etsu Polymer Co., Ltd. et al 1. By means
of this Form, which replaces any previously issued notification
concerning submission or transmittal of priority  documents, the
applicant is hereby notified of the date of receipt by the
International Bureau of the priority document(s) relating to  all
earlier application(s) whose priority is claimed. Unless otherwise
indicated by the letters "NR", in the right-hand column or by an
asterisk appearing nest to a date of receipt, the priority document
concerned was submitted or transmitted to the International Bureau
in compliance with Rule 17.1(a) or (b). 2. (If applicable) The
letters "NR" appearing in the right-hand colunm denote a priority
document which, an the date of mailing of  this-Form, had not yet
been received by the International Bureau under Rule 17.1(a) or (b).
Where, under Rule 17.1(a). the  priority document must he submitted
by the applicant to the receiving Office or the International Bureau,
but the applicant fails to  submit the priority document within the
applicable time limit under that Rule, the attention of the applicant
is directed to Rule  17.1(c) which provides that no designated Office
may disregard the priority claim concerned before giving the
applicant an  opportunity, upon entry into the national phase, to
famish the priority document within a time limit which is reasonable
under the  circumstances. ;. (If applicable)An asterisk (*) appearing
neat to a date of receipt, in the right-hand column, denotes a
priority document submitted  or transmitted to the International
Bureau but not in compliance with Rule 17.1(a) or (b) (the priority
document was received  after the time limit prescribed in Rule
17.1(a) or the request to prepare and transmit the priority document
was submitted to the  receiving Office after the applicable time
limit under Rule 17.1(b)). Even though the priority document was not
furnished in  compliance with Rule 17.1(a) or (b), the International
Bureau will nevertheless transmit a copy of the document to the
designated  Offices, for their consideration. In case such a copy is
not accepted by the designated Office as the priority document, Rule
17.1(c)  provides that no designated Office may disregard the
priority claim concerned before giving the applicant an opportunity,
upon entry  into the national phase, to funrish the priority document
within a time limit which is reasonable under the circumstances.
Priority date Priority rq ilinatinn No cnnntnr or reoinnal Offire
Tate of rrnreipt  or PCT receiving Office of priority document 04
September 2006 (04.09.2006) 2006-239241 Jr 31 August 2007
(31.08.2007)  The International Bureau of WIPO Authorized officer 34.
chentin des lombrl Yoshiko Kuwahara f t''ya  121 211 Geneva 20, ,
Switzerland e-mail  Facsimile No. +41 22 338 82 70 Telephone No. +41
22 338 74 07 Form PCT/IB/304 (October 2005) PS7WOWE0 BOARD STORAGE
CONTAINER AND CHECK VALVE  A check valve (8) comprises a fixing ring
(19) which is fit- ted to the rear end side and capable of rotating
relative to a housing (11)  and which fixes the housing (11) to a
container body (2) from the rear. The housing (11) can be easily
fixed by pushing-in the fixing ring (19) from the  rear. By use of
this fixing ring (19), a conventional screwed portion can be
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The International Bureau of WIPO Authorized officer 34, chettun des
Colombettes Yoshiko Kuwahara 2p 2 - A `  1211 Geneva 20. Switzerland
, !!, 2 25  Facsimile No. +41 22 338 82 70 e-mail: pt07.pct@wipo.int
Form PCT/IB/308(First Notice) (.January 2004) DESCRIPTION  BOARD
STORAGE CONTAINER AND CHECK VALVE  Technical Field [0001] The present
invention relates to: a substrate container used for  5 storing,
transporting, conveying, and retaining a precision substrate such  as
a semiconductor wafer, a mask glass, or the like; and a check valve
attached to the substrate container.  Background Art [0002] In recent
years, the miniaturization and the trends towards a  10 finer pitch
of wiring in a semiconductor component have been  advancing. For that
reason, a substrate container to store a  semiconductor wafer (a
precision substrate) is required to have a high  hermeticity and the
automization of handling in order to prevent the  precision
substrates from being contaminated. As such a substrate 15 container,
a substrate container equipped with a check valve used on the
occasion of gas purge (for example, refer to Patent Documents 1 to 3)
is  known. [0003] Fig. 16 is an exploded perspective view showing a
check valve  in a conventional substrate container. As shown in Fig.
16, in a  20 conventional substrate container, a through-hole 5la is
formed on a wall 51 of the container main body in which substrates
are contained and a  check valve 52 used on the occasion of gas purge
is mounted in the  through-hole 51a. The check valve 52 is provided
with a valve disc 53  having an annular sealing face and a
cylindrical housing 54 to contain 25 the valve disc 53. The housing
54 has a retaining cylinder 55 installed  on the inner face side of
the container main body and a fixing cylinder  1 56 installed on the
outer face side of the container main body and  threads 55a and 56a
are formed on the outer face side of the retaining  cylinder 55 and
on the inner face side of the fixing cylinder 56,  respectively. Then
the retaining cylinder 55 and the fixing cylinder 56 5 are placed in
the manner of interposing the wall 51 in between and, by  screwing
them together, the housing 54 is formed and fixed to the wall.
Patent Document 1: Japanese Patent Application Laid-open No.
2004-146676 Patent Document 2: Japanese Patent Application Laid-open
No.  10 2004-179449 Patent Document 3: Japanese Patent Application
Laid-open No.  2002-521189 Disclosure of the Invention Problem to be
Solved by the Invention 15 [0004] By the conventional technology
described in Patent Documents  1 and 2 however, the retaining
cylinder 55 and the fixing cylinder 56 are  screwed together when the
check valve is assembled, hence the  assembly work is complicated,
and the simplification of the assembly  work is desired. Further,
since the check valve is attached to the 20 container main body by
screw joint, the tightening torque has to be  controlled and
resulting problem has been that the control of the  tightening torque
requires great care. [0005] The present invention has been
established in order to solve such  problems and an object of the
present invention is to provide: a check  25 valve that do not
require the control of tightening torque and can simplify assembly
work; and a substrate container equipped with the  2 check valve.
Means for Solving the Problem [0006] A substrate container according
to the present invention is, in a  substrate container: equipped with
a container main body to contain a  5 substrate and a check valve
which has a cylindrical housing and a valve disc, installed in the
housing and controls gas flowing from. and to the  interior and the



rotatable relative to the housing and fixes the housing to the
container  main body from rearward; the housing has a first housing
installed on  the front end side and a second housing inserted into
the first housing at 15 the front end and attached to the first
housing;, the first housing has a  fixing,piece protruding rearward
from the rear end and a fixing claw  being formed at the rear end of
the fixing piece and fixing the fixing  ring; the fixing ring has a
cylindrical sidewall mounted outside the first  housing and a flange
protruding outward from the sidewall; and on the 20 inner
circumferential face of the sidewall, a guide recess extending in
the axial direction and guiding the fixing claw, a detent protruding
inward and abutting on the fixing piece, and a hook bent from the
detent  in the . circumferential direction and locked to the fixing
piece are  installed. 25 [0007] Such a substrate container has a
check valve being placed so that  the front end side of the check
valve may be located inside the container  3 main body and
controlling gas flowing from and to the interior and the  exterior of
the container main body, and the housing of the check valve  has a
first housing installed on the front end side and a second housing
installed on the rear end side. Further, the substrate container has
a 5 fixing ring in the housing that is mounted from the rear side of
the  housing in the manner of being rotatable relative to the housing
and  fixes the check valve to the container main body. Consequently,
the  check valve can be fixed to the container main body with the
fixing ring  and hence it is unnecessary to fix the check valve with
screws and 10 control tightening torque unlike the conventional case.
Further, the  first housing has a fixing piece and a fixing claw to
fix the fixing ring to  the first housing and hence it is possible to
firmly fix the check valve to  the container main body by plunging
the fixing ring. Further, the  fixing ring has a flange protruding
outward and hence it is possible to 15 stably fix the check valve by
abutting the flange on the container main  body. Furthermore, the
fixing ring has a guide recess to guide the  fixing claw in the axial
direction on the cylindrical sidewall mounted on  the outside of the
first housing and hence it is possible to smoothly  mount the fixing
ring on the first housing and improve the efficiency of 20 assembly
work. Yet further, a detent protruding inward and abutting  on the
fixing piece, and a hook bent from the detent in the  circumferential
direction and locked to the fixing piece are installed on  the inner
circumferential face of the sidewall of the fixing ring and  hence it
is possible to lock the hook of the fixing ring to the fixing piece
25 of the housing by mounting the fixing ring on the fixing piece and
rotating the fixing ring relative to the housing. 4 [0008] Here it is
desirable that the check valve further has a positioning  mechanism
to position the second housing to the first housing and a  locking
mechanism to lock the second housing to the first housing.
Consequently, it is possible to position the second housing to the
first 5 housing with the positioning mechanism and lock the second
housing to  the first housing with the locking mechanism. Asa result,
screw joint  is not required when the first housing and the second
housing are  assembled unlike the conventional case and assembly work
can be  simplified. 10 [0009] Further, it is desirable that: the
second housing has a folded  flange being folded back from the front
end side and abutting on the  inner circumferential face of the first
housing all around the  circumference; and the locking mechanism has



positioning protrusion formed at the folded flange of the second
housing. [0011] Yet further, it is desirable that: the valve disc has
a columnar  shape; the valve disc has an end at which an annular
sealing face is  5 formed, an annular flange at which an annular
biasing face biased by a biasing means is formed, and other end at
which a degassing recess  allowing gas to pass through is formed in a
radial direction; the annular  sealing face is nearly concentric with
the annular biasing face; and the  outer diameter of the annular
biasing face is not smaller than the outer 10 diameter of the annular
sealing face. Consequently, the outer diameter  of the annular
biasing face biased by a biasing means is not smaller than  the outer
diameter of the annular sealing face in the valve disc and  hence it
is possible to prevent the valve disc from tilting and seal off gas
without fail. Further, a degassing recess allowing gas to pass
through 15 is formed in a radial direction at the other end opposite
to the end at  which the sealing face is formed and hence it is
possible to pass through  gas in the degassing recess even when the
other end touches the flat face.  As a result, unnecessary sealing
face is not formed on the side opposite  to the sealing face. Here,
when the portion where the biasing mean s 20 touches the annular
flange is linear, the linear touching portion is used  as the biasing
face and the diameter of the linear touching portion is  regarded as
"the outer diameter of the biasing face." [0012] Still further, a
check valve according to the present invention is,  in a check valve
being inserted into a through-hole of the container main  25 body of
a substrate container containing a substrate and controlling gas
flowing from and to the interior and the exterior of the substrate  6
container, characterized in that, when an end of the check valve
located  inside the container main body is defined as a front end:
the check valve  has a cylindrical housing mounted on the
through-hole, a valve disc  contained in the housing, and a fixing
ring that is mounted on the rear 5 end side of the housing in the
manner of being rotatable relative to the  housing and fixes the
housing to the container main body from  rearward; the housing has a
first housing installed on the front end side  and a second housing
inserted into the first housing at the front end and  attached to the
first housing; the first housing has a fixing piece 10 protruding
rearward from the rear end and a fixing claw being formed at  the
rear end of the fixing piece and fixing the fixing ring; the fixing
ring  has a cylindrical sidewall mounted outside the first housing
and a flange  protruding outward from the sidewall; and on the inner
circumferential  face of the sidewall, a guide recess extending in
the axial direction and 15 guiding the fixing claw, a detent
protruding inward and abutting on the  fixing piece, and a hook bent
from the detent in the circumferential  direction and locked to the
fixing piece are installed. [0013] In the case of such a check valve,
when an end of the check  valve located inside the container main
body is defined as a front end,  20 the cylindrical housing has a
first housing installed on the front end side and a second housing
installed on the rear end side. Further, the check  valve has a
fixing ring that is mounted from rear side of the housing in  the
manner of being rotatable relative to the housing and fixes the
housing to the container main body. Consequently, it is possible to
fix 25 the check valve to the container main body with the fixing
ring and  hence it is unnecessary to fix the check valve with screws



housing. [0014] Here, it is desirable that the check valve further
has a positioning  mechanism to position the second housing to the
first housing and a  20 locking mechanism to lock the second housing
to the first housing. Consequently, it is possible to position the
second housing to the first  housing with the positioning mechanism
and lock the second housing to  the first housing with the locking
mechanism. As a result, it is  unnecessary to use screw joint unlike
the conventional case when the 25 first housing and the second
housing are assembled and it is possible to  simplify the assembly
work. 8 Effect of the Invention [0015] The present invention makes it
possible to provide: a check  valve that does not require the control
of tightening torque and can  simplify assembly work; and a substrate
container equipped with the  5 check valve. Brief Description of the
Drawings [0016] Fig. 1 is an exploded perspective view showing a
substrate  container having a suction valve and an exhaust valve
according to an  embodiment of the present invention. 10 Fig. 2 is a
bottom view of the substrate container shown in Fig.  1. Fig. 3 is an
exploded perspective view showing the suction valve  shown in Fig. 1.
Fig. 4 is a sectional view showing the suction valve in the closed
15 state. Fig. 5 is a sectional view showing the suction valve in the
open  state. Fig. 6 is a side view of the housing shown in Fig. 3.
Fig. 7 is a plan view of the housing shown in Fig. 6.  20 Fig. 8 is a
bottom view of the housing shown in Fig. 6. Fig. 9 is a bottom view
showing the housing in the state where a  fixing ring is locked. Fig.
10 is a bottom view showing the housing in the state where  a fixing
ring is not locked. 25 Fig. 11 is a side view showing the valve disc
shown in Fig. 3.  Fig. 12 is an exploded perspective view showing the
exhaust  9 valve shown in Fig. 1. Fig. 13 is a sectional view showing
the exhaust valve in the  closed state. Fig. 14 is a sectional view
showing the exhaust valve in the open  5 state. Fig. 15 is a side
view showing the valve disc shown in Fig. 12.  Fig. 16 is an exploded
perspective view showing a check valve  in a conventional substrate
container. Description of Reference Symbols  10 [0017] 1 Substrate
container 2 Container main body 2d Through-hole of container main
body  8 Suction valve (check valve) 9 Exhaust valve (check valve)  15
11 Housing 12 Fixing cylinder (first housing) 12d locking recess
(locking mechanism) 12e Positioning recess (positioning mechanism)
12g Fixing piece 20 12i Fixing claw  13, 23 Valve disc 13a, 23a An
end of valve disc 13b, 23b The other end of valve disc  13c, 23c
Degassing recess 25 13e, 23e Annular flange  13f, 23f Biasing face 10
14 Valve disc containing cylinder (second housing)  14a Folded flange
14b Locking protrusion (locking mechanism) 14c Positioning protrusion
(positioning mechanism)  5 17 Compression coil spring (biasing means)



18a Annular sealing face  19 Fixing ring 19a Sidewall  l9b Flange 10
19c Guide recess  19d Detent 19e Hook Best Modes for Carrying Out the
Invention [0018] A preferable embodiment of a substrate container and
check  15 valves according to the present invention is hereunder
explained in  reference to drawings. The substrate container
according to the  present embodiment has a suction valve and an
exhaust valve as the  check valves. Here, in the explanations of
drawings, identical or  equivalent components are denoted by the same
reference symbols and 20 duplication of the explanations is avoided.
Fig. 1 is an exploded  perspective view showing a substrate container
having a suction valve  and an exhaust valve according to an
embodiment of the present  invention and Fig. 2 is a bottom view of
the substrate container shown  in Fig. 1. 25 [0019] The substrate
container 1 shown in Fig. 1 is a substrate container  that contains
plural semiconductor wafers (substrates; not shown in the  11 figure)
(25 or 26 sheets for example) 300 min (about 12 inches) in  diameter
for example and is used for transporting, conveying, and  retaining
the semiconductor wafers. The substrate container 1 is of a
so-called front open box type and has a container main body 2 to
store 5 the substrates and a lid 4 with which an opening formed on
the  container main body 2 is covered. Further, in the present
description,  the face on which the opening is formed (the face on
which the lid 4 is  installed) is defined as "the front face of the
container main body 2" and  the words "front," "rear," "left," and
"right" are used for expressing the  10 directions. [0020] The
container main body 2 has a shape of a box and has an  opening to
take substrates in and out on the face on the left side in the
figure. Supports to support plural substrates aligned parallel in the
vertical direction are installed on the inner faces of a pair of
opposing 15 sidewalls 2a of the container main body 2. Further,
plural (two in the  present embodiment) through-holes 2d piercing
through from the  interior to the exterior are formed on a bottom
wall 2c of the container  main body 2 (refer to Fig. 3). A
cylindrical rib 10 is formed at the rim  of each of the through-holes
2d in the manner of protruding downward. 20 Further, a robotic handle
2b for roof transportation is installed on the top  plate of the
container main body 2. [0021] The opening is closed with the lid 4
with a sealing gasket  interposed between the container main body 2
and the lid 4. The lid 4  incorporates a latch mechanism with which
the lid 4 is locked to the 25 opening of the container main body 2.
On the front face side of the lid  4 (on the outer face side of the
substrate container), operation holes 4a  12 into which operation
keys to operate the latch mechanism are inserted  are formed. It is
possible to extract and retract locking claws of the  latch mechanism
from the lid 4 to the side of the container main body 2  by.
inserting the operation keys into the operation holes 4a and rotating
5 the operation keys by 90 degrees from side to side. It is possible
to  make the lid 4 detachable from the container main body 2 by
inserting  and rotating the operation keys by 90 degrees
counterclockwise and  retracting the locking claws of the latch
mechanism from the positions  where the locking claws protrude to the
side of the container main body 10 2 to the side of the lid 4. On the
other hand, when the lid 4 is attached  to the container main body 2,
it is possible to lock the lid 4 to the  container main body 2 by
attaching the lid 4 in the state where the  locking claws are



container 1 to a processing apparatus or the like to which the
substrate  container 1 is applied. Further, the bottom plate 7 has
openings 7b to  expose a suction valve 8 and an exhaust valve 9 to
the exterior. The 25 openings 7b are formed at positions
corresponding to the through-holes  2d of the container main body 2.
13 [0023] Further, the substrate container 1 has the suction valve 8
and the  exhaust valve 9 to control gas flowing from and to the
interior and the  exterior of the container main body 2 as stated
above. The suction  valve 8 and the exhaust valve 9 are used when gas
in the substrate 5 container 1 is replaced. The suction valve 8
functions as a supply-side  open/close valve used when gas is
supplied to the interior and the  exhaust valve 9 functions as an
exhaust-side open/close valve used  when gas is exhausted to the
exterior. [0024] The suction valve 8 and the exhaust valve 9
(hereunder referred  10 to as check valves 8 and 9 when both the
suction valve 8 and the  exhaust valve 9 are denoted) are hereunder
explained. Fig. 3 is an  exploded perspective view showing the
suction valve shown in Fig. 1.  Fig. 4 is a sectional view showing
the suction valve in the closed state.  Fig. 5 is a sectional view
showing the suction valve in the open state. 15 Fig. 6 is a side view
of the housing shown in Fig. 3. Fig. 7 is a plan  view of the housing
shown in Fig. 6. Fig. 8 is a bottom view of the  housing shown in
Fig. 6. Fig. 9 is a bottom view showing the housing  in the state
where a fixing ring is locked. Fig. 10 is a bottom view  showing the
housing in the state where a fixing ring is not locked. Fig. 20 11 is
a side view showing the valve disc shown in Fig. 3. Fig. 12 is an
exploded perspective view showing the exhaust valve shown in Fig. 1.
Fig. 13 is a sectional view showing the exhaust valve in the closed
state.  Fig. 14 is a sectional view showing the exhaust valve in the
open state.  Fig. 15 is a side view showing the valve disc shown in
Fig. 12. Here, 25 in the explanations of the suction valve 8 and the
exhaust valve 9, an  end of each of the valves located inside the
container main body 2 is  14 defined as a front end. [0025] Each of
the check valves 8 and 9 has a cylindrical housing 11 as  shown in
Figs. 3 to 6 and 12 to 14. Each of the housings 11 has a  fixing
cylinder (a first housing) 12 installed at the front end side and 5
fixed to a bottom wall 2c and a valve disc containing cylinder (a
second  housing) 14 being installed on the rear end side and
containing a valve  disc 13 or 23. The valve disc containing cylinder
14 contains the valve  disc 13 in the case of the suction valve 8 and
the valve disc 23 in the  case of the exhaust valve 9. Each of the
housings 11 contains, besides 10 the valve disc 13 or 23, a round
filter 15, a filter retainer 16 to retain the  filter 15, a
compression coil spring (a biasing means) 17 to bias the  valve disc
13 or 23, and O-rings 18 and 21. Further, each of the check  valves 8
and 9 has a fixing ring 19 to fix the relevant housing 11 to the
container main body 2. Here, the differences between the suction 15
valve 8 and the exhaust valve 9 are that the valve discs 13 and 23
are  installed respectively and that the O-rings 18, the valve discs
13 and 23,  and the compression coil springs 17 are located reversely
between the  valves. [0026] Each of the fixing cylinders 12 has a
cylindrical shape and plural  20 windows surrounded by a grid-like
window frame 12a are formed at an  end (the front end) of the fixing
cylinder 12 as shown in Fig. 7. The  end at which the grid-like
window frame 12a is formed is located inside  the container main body



[0028] Further, plural positioning recesses (notches) 12e are formed
at  the other end (the rear end) of the sidewall 12c of each of the
fixing  cylinders 12. The positioning recesses 12e are formed so as
to be  recessed from the rear end to the front side of the relevant
sidewall 12c. 15 [0029] Furthermore, plural (four in the present
embodiment) fixing  pieces 12g protruding rearward are formed at the
other end of the  sidewall 12c of each of the fixing cylinders 12.
The fixing pieces 12g  are formed at identical intervals in the
circumferential direction.  Moreover, fixing claws 12i protruding
outward in the radial direction 20 are formed at the rear ends of the
fixing pieces 12g, respectively. The  fixing pieces 12g are flexible
and the fixing claws 12i lock the relevant  fixing ring 19 from
inside. [0030] The filter 15 is installed on the side of an end of
each of the  fixing cylinders 12 and prevents contaminations from
intruding into the  25 container main body 2. As the filter 15, for
example: a molecular filter comprising tetrafluoroethylene, a
polyester fiber, a porous Teflon film  16 (registered trademark,
bland name, a porous fluororesin film), a glass  fiber, or the like;
or a chemical filter produced by supporting a filtering  medium such
as an activated carbon fiber with a chemical absorbent is  used.
Here; the filter 15 may comprise either single sheet or plural 5
sheets. Further, the filter 15 may be a combination of plural kinds
of  filters. For example, by combining a molecular filter with a
chemical  filter, it is possible to prevent substrates from being
contaminated by  particles in the container main body 2 and moreover
prevent substrates  from being contaminated by organic gas. 10 [0031]
Each of the filter retainers 16 has a disc 6a and a cylinder 16b
extending outward (rearward) from the disc 16a. The disc 16a has a
size nearly identical to the filter 15 and plunges the filter 15
against the  window frame 12a of each of the fixing cylinders 12 from
inside.  Further, the disc 16a and the cylinder 16b are installed
coaxially with 15 each other and plural through-holes 16c piercing
through the disc 16a in  the plate thickness direction are formed at
the joint with the cylinder  16b on the disc 16a. Then gas passing
through the interior of each of  the housings 11 passes through the
relevant through-holes 16c. Here,  the interior of the cylinder 16b
is closed and is structured so that gas  20 may not pass through.
[0032] Each of the valve discs 13 and 23 has a columnar shape and an
annular groove is formed on each of end faces 13a and 23a and an
O-ring 18 is mounted in each of the grooves as shown in Figs. 11 and
15.  Each of the O-rings 18 protrudes outward from each of the end
faces 25 13a and 23a of the valve discs 13 and 23 in the state where
the O-ring is  mounted on each of the valve discs 13 and 23. An
annular sealing face  17 18a is formed by each of the O-rings 18. At
the other ends 13b and  23b of the valve discs 13 and 23, degassing
recesses 13c and 23c  allowing gas to pass through are formed in the
radial direction  respectively. 5 [0033] Further, annular flanges 13e
and 23e protruding outward are  formed on the circumferential faces
of the valve discs 13 and 23  respectively. The faces of the annular
flanges 13e and 23e on the side  of the other ends 13b and 23b form
annular biasing faces Of and 23f  biased with the compression coil
springs 17 respectively. Then the 10 valve discs 13 and 23, the
compression coil springs 17, and the O-rings  18 are installed nearly
on an identical axis L respectively and the outer  diameter D1 of
each of the annular biasing faces Of and 23f is set so as  to be



18 [0035] Further, a round opening 13d is formed on the valve disc 13
in  the manner of extending from the other end 13b in the axial
direction.  The cylinder 16b of the relevant filter retainer 16 is
inserted into the  opening 13d. Meanwhile, around opening 23d is
formed on the valve 5 disc 23 in the manner of extending from an end
23a in the axial  direction. The cylinder 16b of the relevant filter
retainer 16 is inserted  into the opening 23d. Each of the valve
discs 13 and 23 is mounted on  the cylinder 16b of the relevant
filter retainer 16 and is structured so as  to be slidable in the
axial direction L. 10 [0036] Each of the valve disc containing
cylinders 14 has a cylindrical  shape and has a size enough to
contain one of the valve discs 13 and 23.  A step on which an O-ring
21 is mounted is formed at the outer rim at  an end as shown in Figs.
4 to 6, 14, and 15. Further, each of the valve  disc containing
cylinders 14 has a folded flange 14a that is folded back 15 from an
end (the front end) and abuts on the inner circumferential face  of
the relevant fixing cylinder 12 all around the circumference. That
is,  each of the folded flanges 14a is inserted into the relevant
fixing  cylinder 12 and the. outer circumferential face of the folded
flange 14a  abuts on the inner circumferential face of the sidewall
12c of the  20 relevant fixing cylinder 12. [0037] Further, locking
protrusions 14b are formed at the positions  .corresponding to the
locking recesses 12d of each of the fixing cylinders  12 on the outer
circumferential face of the relevant folded flange 14a as  shown in
Fig. 6 (refer to Fig. 6). The locking protrusions 14b protrude 25
outward from each of the folded flanges 14a and are constructed so as
to  be able to engage with the locking recesses 12d respectively. The
19 locking recesses 12d of each of the fixing cylinders 12 and the
locking  protrusions 14b of the relevant valve disc containing
cylinder 14  constitute locking mechanism for locking the relevant
valve disc  containing cylinder 14 to the fixing cylinder 12
according to the present  5 invention. [0038] Further, positioning
protrusions 14c to engage with the  positioning recesses 12e of each
of the fixing cylinders 12 respectively  are formed at the rear end
of the relevant folded flange 14a as shown in  Fig. 8. Each of the
positioning protrusions 14c has an L-shape in a 10 side view and
protrudes rearward from the rear end of. the relevant  folded flange
14a and also outward from the rear end. The positioning  recesses 12e
of each of the fixing cylinders 12 and the positioning  protrusions
14c of the relevant valve disc containing cylinder 14  constitute
positioning mechanism for positioning the relevant valve disc 15
containing cylinder 14 to the fixing cylinder 12 according to the
present  invention. [0039] A flange 14d protruding inward is formed
at the other end of  each of the valve disc containing cylinders 14.
The inner face of each  of the flanges 14d is a flat surface. At the
other end of each of the 20 valve disc containing cylinders 14, an
opening surrounded by the  relevant flange 14d acts as a ventilation
port 14e through which gas  passes. The suction valve 8 allows gas to
pass through the relevant  ventilation port 14e and flow inside the
relevant housing 11 and the  exhaust valve 9 allows gas to pass
through the relevant ventilation port  25 14e and flow outside the
relevant housing 11. [0040] Each of the fixing rings 19 has a
cylindrical sidewall 19a and a  20 flange 19b protruding outward from
the rear end of the sidewall 19a as  shown in Figs. 3 to 5. The inner
diameter of each of the sidewalls 19a  is a little bit larger than



rings 19 is mounted on the relevant fixing cylinder 12, the fixing
claws  12i are guided by the guide recesses 19c and touch the tilted
faces  respectively and thereby the fixing pieces 12g bend inward.
When the  fixing claws 12i pass through the tilted faces, the fixing
claws 12i come 20 to protrude from the rear end of the relevant
fixing ring 19 and the  fixing pieces 12g are restored. On this
occasion, each of the fixing  rings 19 comes to be locked from inside
with the fixing claws 12i and  the rearward movement of the fixing
ring 19 is constraint. Here, in Fig.  10, the guide recesses 19c are
formed at positions where the guide  25 recesses 19c overlap with the
fixing claws 12i respectively. [0042] Each of the flanges 19b is
formed all around the circumference  21 in the manner of facing the
flange 12b of the relevant fixing cylinder 12  as shown in Figs. 4
and 5. The flange 12b of each of the fixing rings  .19 and the flange
12b of the relevant fixing cylinder 12 interpose the  bottom wall 2c
and the rib 10 of the container main body 2 and thereby 5 it is
possible to fix the relevant housing 11 to the container main body 2.
[0043] Further, each of the fixing rings 19 has detents 19d
protruding  inward and being able to abut on the fixing pieces 12g
respectively as  shown in Figs. 9 and 10. The detents 19d have a
tabular shape and are  formed plurally so as to correspond to the
fixing pieces 12g of the 10 relevant fixing cylinder 12. When each of
the fixing rings 19 is  mounted on the relevant fixing cylinder 12
and is rotated in the  circumferential direction (in the right
direction in the present  embodiment), the fixing pieces 12g abut on
the detents 19d respectively  and the movement of the fixing ring 19
in the circumferential direction  15 can be constraint. [0044]
Further, each of the fixing rings 19 has hooks 19e that are bent
from the detents 19d in the circumferential direction (in the left
direction in the present embodiment) and locked to the fixing pieces
12g  respectively. Each of the hooks 19e has a tabular shape, is bent
from 20 an end of the relevant detent 19d, and extends in the
circumferential  direction. The size of each of the hooks 19e in the
circumferential  direction corresponds to the width of each of the
fixing pieces 12g and  each of the hooks 19e has a protrusion to
which the relevant fixing piece  12 can be locked from inside. In the
state where each of the fixing 25 rings 19 is locked to the relevant
fixing cylinder 12, each of the fixing  pieces 12g is interposed
between the relevant sidewall 19a and the  22 relevant hook 19e in
the radial direction and also interposed between the  relevant detent
19d and the relevant hook 19e in the circumferential  direction.
[0045] Here, as the material for the check valves 8 and 9, for
example a  5 resin such as polycarbonate, polystyrene, polyethylene,
a cycloolefin  polymer, polyacetal, polyether-imide, or the like is
used and it is  desirable to produce the check valves 8 and 9 by
properly selecting a  material from among the above resins. Further,
it is desirable that the  fixing cylinder 12 and the valve disc
containing cylinder 14 constituting 10 each of the housings 11 are
made of a transparent resin so as to be able  to confirm the internal
situation. Further, as the material for the  O-rings 18, 20, and 21,
for example one of various kinds of  thermoplastic elastomers such
as: rubber including melamine rubber,  isoprene rubber, butyl rubber,
silicone rubber, and fluororubber; a 15 polyester thermoplastic
elastomer; and a polyolefin elastomer is used.  Further, as the
material for the compression coil springs 17, a metal such  as



5 coil spring 17 is installed between the filter retainer 16 and the
valve  disc 13 and the cylinder 16b of the filter retainer 16 is
inserted into the  opening 13d of the valve disc 13. [0048]
Meanwhile, in the case of the exhaust valve 9, the valve disc 23  on
which the O-ring 18 is mounted and the compression coil spring 17  10
are installed on the filter retainer 16. More specifically, the
cylinder 16b of the filter retainer 16 is inserted into the opening
23d of the valve  disc 23 and the compression coil spring 17 is
mounted from the side of  the other end 23b of the valve disc 23.
[0049] Successively, each of the valve disc containing cylinders 14
on  15 which an O-ring 21 is mounted is prepared and is mounted on
the  relevant fixing cylinder 12. More specifically, as shown in Fig.
6, the  positioning protrusions 14c of each of the valve disc
containing  cylinders 14 are adjusted to the positioning recesses 12e
of the relevant  fixing cylinder 12 respectively, each of the valve
disc containing 20 cylinders 14 is plunged into the relevant fixing
cylinder 12, and the  locking protrusions 14b of each of the valve
disc containing cylinders  14 are fitted to the locking recesses 12d
of the relevant fixing cylinder  12 respectively. The state where the
outer circumferential face of the  folded flange 14a of each of the
valve disc containing cylinders 14 abuts 25 on the inner
circumferential face of the sidewall 12c of the relevant  fixing
cylinder 12 is obtained. Further, each of the filters 15 and the  24
disc 16a of the relevant filter retainer 16 are plunged and fixed
onto the  window frame 12a of the relevant fixing cylinder 12 by the
other end of  the relevant valve disc containing cylinder 14. [0050]
In the case of the suction valve 8, as shown in Fig. 4, an end of  5
the compression coil spring 17 abuts on the disc 16a of the filter
retainer  16 and the other end of the compression coil spring 17
abuts on the  annular flame 13b of the valve disc 13. Then the valve
disc 13 is  biased by the compression coil spring 17 and the O-ring
18 mounted on  the valve disc 13 is plunged on the inner face of the
flange 14d of the 10 valve disc containing cylinder 14. The face
sealed with the O-ring 18  is formed so that the size thereof may be
larger than the outer diameter  of the ventilation port 14e in the
manner of surrounding the ventilation  port 14e of the valve disc
containing cylinder 14. Consequently, it is  possible to keep the
container main body 2 sealed. 15 [0051] Meanwhile, in the case of the
exhaust valve 9, as shown in Fig.  13, an end of the compression coil
spring 17 abuts on the annular flange  23b of the valve disc 23 and
the other end of the compression coil  spring 17 abuts on the inner
face of the flange 14d of the valve disc  containing cylinder 14.
Then the valve disc 23 is biased by the 20 compression coil spring 17
and the O-ring 18 mounted on the valve disc  23 is plunged to the
disc 16b of the filter retainer 16. The face sealed  with the O-ring
18 is formed so that the size thereof may be larger than  the outside
of the plural through-holes 16c in the manner of surrounding  the
outside of the plural through-holes 16c of the filter retainer 16. 25
Consequently, it is possible to keep the container main body 2
sealed.  [0052] Here, the ventilation port 14e of the exhaust valve 9
may be  25 formed so as to be larger than the ventilation port 14e of
the suction  valve 8. By so doing, it comes to be easy to distinguish
the suction  valve 8 and the exhaust valve 9 from each other.
Further, in the case of  the exhaust valve 9 where the ventilation
port 14e is not closed by the 5 sealing face, a cleaning liquid



fixing claws 12i of the relevant fixing cylinder 12 from the outer
face  side of the container main body 2. More specifically, as shown
in Fig.  10, the guide recesses 19c of each of the fixing rings 19
are, placed at  positions corresponding to the fixing claws 12i'of
the relevant fixing 25 cylinder 12 respectively and each of the
fixing rings 19 is plunged to the  relevant fixing cylinder 12. The
fixing claws 12i are guided by the  26 guide recesses 19c
respectively and engage with the rim inside the  flange 19b of each
of the fixing rings 19. Successively, each of the  fixing rings 19 is
rotated relative to the relevant fixing cylinder 12 and  the fixing
pieces 12g of the relevant fixing cylinder 12 abut on the 5 detents
19d of each of the fixing rings 19 respectively. In the state, the
hooks 19e of each of the fixing rings 19 are locked to the relevant
fixing  pieces 12g respectively and the movement of each of the
fixing rings 19  is constraint. Then the flange 19b of each of the
fixing rings 19 abuts  on the end of the relevant rib 10. That is,
each of the housings 11 is 10 firmly fixed to the container main body
2 in the manner of interposing  the bottom wall 2c and the rib 10 of
the container main body 2 between  the flange 12b of the relevant
fixing cylinder 12 and the flange 19b of  the relevant fixing ring
19. Since each of the housings 11 is fixed to  the container main
body 2 with the relevant fixing ring 19 as stated 15 above, it is
unnecessary to fix each of the housings 11 with screws and  control
tightening torque unlike the conventional case. [0055] The operations
of the suction valve 8 are explained hereunder.  In the suction valve
8 of the normal state, the valve disc 13 is plunged to  the flange
14d of the valve disc containing cylinder 14 and the suction 20 valve
8 is in the closed state as shown in Fig. 4. Then, when gas is
supplied into the container main body 2, the valve disc 13 moves
against the compression coil spring 17 by the pressure of the gas and
the  suction valve 8 takes the open state as shown in Fig. 5. The gas
supplied into the container main body 2 flows into the housing 11 25
through the ventilation port 14e and passes through the through-holes
16c of the filter retainer 16 and the filter 15. The gas from which
27 impurities are removed with the filter 15 passes through the
windows of  the fixing cylinder 12 and is supplied into the container
main body 2.  When the pressure of the supplied gas lowers, the valve
disc 13 moves  by being biased with the compression coil spring 17
and the suction  5 valve 8 takes the closed state. [0056] The
operations of the exhaust valve 9 are explained hereunder.  In the
exhaust valve 9 of the normal state, the valve disc 23 is plunged  to
the disc 16a of the filter retainer 16 and the exhaust valve 9 is in
the  closed state as shown in Fig. 13. Then, when gas is exhausted
outside 10 the container main body 2, the valve disc 23 moves against
the  compression coil spring 17 by the pressure of the gas and the
exhaust  valve 9 takes the open state as shown in Fig. 14. The gas
exhausted  outside the container main body 2 passes through the
windows of the  fixing cylinder 12, the filter 15, and then the
through-holes 16c of the 15 filter retainer 16. The gas having passed
through the through-holes  16c flows into the valve disc containing
cylinder 14 and is exhausted  trough the ventilation port 14e. When
the pressure of the gas in the  container main body 2 lowers, the
valve disc 23 moves by being biased  with the compression coil spring
17 and the exhaust valve 9 takes the  20 closed state. [0057] Such a
substrate container 1 as stated above has a suction valve  8 and an



10 container 1, the housing 11 can be fixed to the container main
body 2  with the fixing ring 19 and hence it is unnecessary to fix
the housing 11  with screws unlike the conventional case.
Consequently, since screw  joint is not required unlike the
conventional case, it is unnecessary to  control tightening torque.
As a result, assembly work can be  15 simplified. [0058] Further,
since each of the fixing cylinders 12 has fixing pieces  12g and
fixing claws 12i to fix the relevant fixing ring 19, it is possible
to fix the relevant fixing ring 19 to the fixing cylinder 12 without
fail.  Furthermore, since each of the fixing rings 19 has a flange
19b 20 protruding outward, the relevant housing 11 is stably fixed to
the  container main body 2 by abutting the flange 19b on the rim of
the  relevant through-hole 2d of the container main body 2. Yet
further,  since guide recesses 19c to guide the movement of the
fixing claws 12i  are formed on the inner circumferential face of the
sidewall 19a of each 25 of the fixing rings 19, it is possible to
smoothly mount the fixing ring 19  on the relevant fixing cylinder
12. Consequently, it is possible to  29 further improve the
efficiency of assembly work. In addition, since  detents 19e
protruding inward and being able to abut on the fixing  pieces 12g
respectively and hooks 19e bending from the detents 19e  toward the
circumferential direction and being locked to the fixing 5 pieces 12g
respectively are formed on the inner circumferential face of  the
sidewall 19a of each of the fixing rings 19, it is possible to lock
the  hooks 19e of the fixing ring 19 to the fixing pieces 12g of the
relevant  fixing cylinder 12 respectively by mounting the fixing ring
19 on the  fixing pieces 12g and rotating the fixing ring 19 relative
to the relevant  10 fixing cylinder 12. [0059] Further, since the
outer diameter D1 of each of the annular  biasing faces Of and 23f
biased with the relevant compression coil  spring 17 is larger than
the outer diameter D2 of the annular sealing face  18a of each of the
valve discs 13 and 23, it is possible to prevent the 15 valve discs
13 and 23 from tilting and seal off gas without fail.  Furthermore,
since degassing recesses 13c and 23c allowing gas to pass  through
are formed in the radial direction at the other ends 13b and 23b  on
the other side of the ends 13a and 23a at which the sealing faces 18a
are formed respectively, it is possible to let the gas pass through
the 20 degassing recesses 13c and 23c even when the other end 13b
touches  the disc 16a of the relevant filter retainer 16 or the other
end 23b  touches the flange 14b of the relevant valve disc containing
cylinder 14.  Consequently, it is possible to prevent an unnecessary
sealing face from  forming on the side opposite to the sealing face
18a. 25 [0060] Although the present invention has heretofore been
explained  concretely on the basis of the embodiment, the present
invention is not  30 limited to the above embodiment. Although
substrates are specified as  the objects contained in a substrate
container according to the present  invention in the above
embodiment, the contained substrates are not  limited to
semiconductor wafers and other substrates such as mask  5 glasses may
also be contained. [0061] Further, although a bottom plate 7 is
installed in the above  embodiment, the bottom plate 7 may not be
installed. [0062] Furthermore, although a compression coil spring 17
is used as  the biasing means in the above embodiment, a flat spring
or a rubber  10 including a thermoplastic elastomer may be used for
example. Here,  as the material for a flat spring, stainless steel or



contain a substrate and a check valve which has a cylindrical housing
and a valve disc installed in the housing and controls gas flowing
from  5 and to the interior and the exterior of the container main
body; and being formed by inserting the housing into a through-hole
of the  container main body, wherein, when an end of the valve
located inside  the container main body is defined as a front end: a
check valve has a fixing ring that is mounted on the rear end  10
side in the manner of being rotatable relative to the housing and
fixes  the housing to the container main body from rearward; the
housing has a first housing installed on the front end side and  a
second housing inserted into the first housing at the front end and
attached to the first housing; 15 the first housing has a fixing
piece protruding rearward from the  rear end and a fixing claw being
formed at the rear end of the fixing  piece and fixing the fixing
ring; the fixing ring has a cylindrical sidewall mounted outside the
first housing and a flange protruding outward from the sidewall; and
20 on the inner circumferential face of the sidewall, a guide recess
extending in the axial direction and guiding the fixing claw, a
detent  protruding inward and abutting on the fixing piece, and a
hook bent  from the detent in the circumferential direction and
locked to the fixing  piece are installed. 25 2. A substrate
container according to Claim 1, wherein the  check valve further has
a positioning mechanism to position the second  32 housing to the
first housing and a locking mechanism to lock the second  housing to
the first housing. 3. A substrate container according to Claim 2,
wherein: the second housing has a folded flange being folded back
from  5 the front end side and abutting on the inner circumferential
face of the  first housing all around the circumference; and the
locking mechanism has a locking recess formed on the inner
circumferential face of the first housing and a locking protrusion
being  formed at the folded flange of the second housing and engaging
with the  10 locking recess. 4. A substrate container according to
Claim 2 or 3, wherein the  positioning mechanism has a positioning
recess formed at the rear end  of the first housing and a positioning
protrusion being formed at the  folded flange of the second housing
and engaging with the positioning  15 recess. 5. A substrate
container according to any one of Claims 1 to 4,  wherein: the valve
disc has a columnar shape; the valve disc has an end at which an
annular sealing face is  20 formed, an annular flange at which an
annular biasing face biased by a  biasing means is formed, and other
end at which a degassing recess  allowing gas to pass through is
formed in a radial direction; the annular sealing face is nearly
concentric with the annular  biasing face; and 25 the outer diameter
of the annular biasing face is not smaller than  the outer diameter
of the annular sealing face. 33 6. A check valve being inserted into
a through-hole of a  container main body of a substrate container
containing a substrate and  controlling gas flowing from and to the
interior and the exterior of the  substrate container, wherein, when
an end of the check valve located  5 inside the container main body
is defined as a front end: the check valve has a cylindrical housing
mounted on the  through-hole, a valve disc contained in the housing,
and a fixing ring  that is mounted on the rear end side of the
housing in the manner of  being rotatable relative to the housing and
fixes the housing to the  10 container main body from rearward; the
housing has a first housing installed on the front end side and  a



on the inner circumferential face of the sidewall, a guide recess  20
extending in the axial direction and guiding the fixing claw, a
detent  protruding inward and abutting on the fixing piece, and a
hook bent  from the detent in the circumferential direction and
locked to the fixing  piece are installed. 7. A check valve according
to Claim 6, wherein the check  25 valve further has a positioning
mechanism to position the second  housing to the first housing and a
locking mechanism to lock the second  34 housing to the first
housing. 35 ABSTRACT  A check valve 8 has a fixing ring 19 that is
mounted on the rear end side of a housing 11 in the manner of being
rotatable relative to the  housing 11 and fixes the housing 11 to a
container main body 2 from  5 rearward. It is possible to fix the
housing 11 easily by plunging the fixing ring 19 from rearward. By
installing the fixing ring 19, it is  possible to eliminate a screw
joint that has heretofore been required.  With the arrangement, the
control of tightening torque is not required  and assembly work can
be simplified. Figure 3 36 1/16  2b  2a 4a 2a  ~llli, 4a o y 2c  7 7b
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