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Toothbrush 

This invention reJates to toothbrushes, in particular to toothbrushes having a 

flexibly linked region in their head. 

Toothbrushes having a flexibly linked region in their head are known. For 

example WO 92/17093 discloses a toothbrush in which the head is divided into two 
or more segments which are flexibly and resiliently linked to each other and/or to 

the handle of the toothbrush. A panicular form of the toothbrush of WO 92/17093 
has a bead which has grooves in the reverse face of the head from which the bristles 

extend, these grooves being fJ.lled with an elastomeric material to modulate the 
10 flexibility. The embodiments disclosed in have their grooves distributed in a 

generally uniform distribution over the reverse face of the head, or around the 

longitudinal ·mid point of the head, so as to enable the whole head to accommodate 

itself to the curved shape of the teeth. WO 96/02165 discloses toothbrushes with 

flexible heads similar in construction to those of WO 92117093, and having a 
15 generally concave profile of bristle ends. DE-G 87 05 474.4 discloses a toothbrush 

in which the tip region of the head is hinged to a base region of the head and an 
operating button on the handle allows the tip region to fold relative to the base 

region. 

It is an object of this invention to provide a toothbrush in which the 

20 flexibility of the head is concentrated in the tip of the head remote from the handle, 
so as to improve the ability of the toothbrush to clean surfaces of the teeth which 

face the back of the mouth. 
According to this invention a toothbrush comprises a handle with a head, the 

bead having a base end facing the handle and a tip end remote from the base end, 

25 the head adjoining the handle at the base end of the head, the head and handle being 

disposed along a longitudinal toothbrush axis, the head having bristles extending 

from a bristle face of the head, characterised in that the bead comprises a . 
substantially rigid base region adjoining the toothbrush handle and extending from 

the base end of the head to a link region situated between the base end and the tip 
30 end, and a tip region extending from the tip end of the head to the link region, both 

the base region and tip region being bristle bearing, the tip region being flexibly 

and resiliently linked at the link region to the base region. 

The above-described construction of t~~bru_sh c~!!Centra~s flexibil~ty of 
· · ·· · · ·the ·head atthe tip end of tlie tootlibnish, the linking .. of the tip region and base 

35 region is preferably in a manner which enables the tip region to fold Qt pivot.·, . . . 
·:•.. resiliently reiative to ~ base region diiriilg toothbrushing. The link pr~vlded at the 

link region between the tip region and the base region allows the tip region to fold 
or pivot during use about a fold or pivot axis which is in the plane of the bristle 
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face and generally tinsverse to the longitudinal toothbrush axis such that bristles on 
the tip region can lean backwards, i.e so that the free ends of bristles in the tip 

region swing toward the handle, assisting the bristles to clean surfaces of the teeth 
which face the back of the mouth. The flexible linking also helps to prevent 

S excessive brushing pressure from being applied during toothbrushing. 

Normally the head of the toothbrush will adjoin the handle of the toothbrush 

via a neck region between the base of the toothbrush head and the part of the handle 

which is held during use. 

The base region is substantially rigid, that is, during the operation of 

10 brushing the teeth the base region does not significantly flex beyond the usual limits 
of flexing of a plastics material toothbrush head. 

The link region is preferably in the longitudinal half of the head furthest 

from the base of the head. Suitably the base region extends for at least 60%, for 

example at least 75 % of the distance between the base end of the head and the tip of 
15 the head. 

The tip region may also be substantially rigid, so that the tip region does not 
itself significantly flex apart from its folding or pivoting relative to the base region. 
The tip region may be of a variety of shapes accommodated to the shape of the tip 

of the head, e.g. circular, triangular (including ogival), rectangular, elongate, 
20 lozenge shape etc. 

In its non-stressed condition. i.e when not being used, the bristle face of the 

tip region and base region of the toothbrush of this invention may be substantially 
coplanar, i.e with a substantially 180° angle between them. In a preferred 
embodiment of the toothbrush of this invention the bristle face of the tip region 

25 forms an angle of less than 180° with the bristle face of the base region, e.g 150°-
1790, suitably 155°-170°. A suitable angle is one in which the free ends of the 
bristles on the handle side of the tip portion are in close proximity to, e.g touching. 

the free ends of bristles on the tip side of the base region. 

The link region between the tip region and the base region in one 
30 embodiment of this invention comprises an apermre, space or chasm in the head 

material between the tip and base regions which is bridged by means of one or more 

thin links of flexible and resilient plastics material. In this construetion the head is 

effectively in two regions linked by such links. Such links may comprise thin 

35 

··spines,. thin strips, ·or· a continuons thin membrane, made ·af a both fi.CXible. atid 
resilient plastics material. These spines, thin strips or membrane may be in the same 
·plane·as·a substantially planar head~ or·may·slope oi may be curved out of ·-·· ;. · ... ,_ .. '. .· 

planarity. The plastics material may be the same plastics material as the tip and base 
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regions but being flexible by virtue of thinness, e.g. the tip. base and bridge(s) may 

be integrally moulded. 
In another embodiment of this invention the link region between the tip 

region and the base region may comprise a composite region between the tip region 

5 and base regions. the composite region having strucrural elements made of both 

plastics material and an elastomeric material. for example the composite region 

may comprise an aperture, space or chasm in the head material between the tip and 

base regions which is bridged by means of a combination of thin spines, strips or a 

continuous membrane of a both flexible and resilient plastics material, e.g integral 
10 with the head, and also by an elastomeric material in the aperture, space or chasm. 

These spines, thin strips or membrane may be in the same plane as a substantially 
planar head,· or may slope or may be curved or folded out of planarity. In this 
constrUCtion the head is effectively in two regions linked by such links, and the 
links are embedded in a covering layer of rubber. 

15 Such a composite region may for example comprise a net, ladder, 

latticework, cellular or trellis structure of plastics ~terial integral with the material 
of the head, with interstices containing the elastomeric material. Such a composite 
region may for example comprise one or more, for example two, strips of a plastics 
material integral with the material of the head. the strips being thinner than the 

20 thickness of the head, and extending between the tip region and base region to 

bridge an apenure, space or chasm between the tip region and the base region, the 

aperture, space or chasm also containing an elastomeric material, suitably bonded to 
the sides of the space and to the strips and suitably substantially filling the aperture, 

space or chasm, optionally also bulging above the surface ef the surrounding 
25 plastics material of the head • Relative to the thickness of the toothbrush head the 

strips in such a construction may be closer to the bristle face than to the back of the 
head. The plastics material parts in such a composite region may be thick enough to 
contribute materially to the flexibility and resilience of the link region, or 

alternatively they may be so thin as to contribute little to the flexibility and 

30 resilience of the link region, and may thus serve simply to retain the tip and head 
regions together before the elastomer is added. 

In another embodiment of this invention the link region between the tip 
region and the base region may comprise an aperture, space or chasm in the h~ad 

. ,.:; ·-·materialbetween the tip·and··base regions whiCli"is bridged solely by mearts ofa" .. :. ' 
35 complete or partial filling of an elastomeric material. In this construction the head is 

. effectively· in-two regions with a gajr between them corttairiirig the· elastomer.· TiiiS ... ····'' ·· '· · · ·. · ' -··· 
elastomeric material is preferably bonded to the tip region and base region on 
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opposite sides of the aperture, space or chasm so as to hold the tip region and base 

region together. . 
The above-mentioned apertures or spaces may comprise a slot, chasm or cut 

out across the width of the bead, dividing the base region from the tip region. Such 
5 an apenure may be open at the bristle face of the head and/or at the opposite face of 

the head, and may pass completely through the head. Such apertures, spaces or 

chasms may be of various shapes, for example widthways slots. These may in plan 
be substantially straight aligned widthways, curved or angular, e.g. generally "C", 

•u• or "V" shaped. In such a construction the convex bulge of the "U" or "C" or 

10 the apex of the "V'" may point either toward the handle or toward the tip of the 

head away from the handle. Alternatively such aperture, space or chasms may be 

narrow at the edges of the head and widen toward the centre of the head or vice 
versa. 

Suitably for example the aperture, space or chasm may comprise one or 

15 more, preferably one, grooves with a depth of part of the thickness of the head such 
that the remaining plastics material at the bottom of the groove forms a thin link of 
plastics material. The groove may then be filied wholly or partly with elastomeric 
material to form a composite region. 

Alternatively the aperture, space or chasm may pass, in places at least, 
20 completely through the thickness of the head, for example leaving bridges of head 

material crossing the aperture, space or chasm between places where the aperture, 
space or chasm passes completely through the thickness of the head. Such an 
apermre, space or chasm may be wholly or partly filled with elastomeric material to 

thereby form a composite region. When the aperture, space or chasm pass 
25 completely through the thickness of the head for the whole of their length they may 

be wholly or partly filled.with an elastomeric material. 

The aperture, space or chasm may extend widthways to the sides of the 

toothbrush head, and elastom.eric material therein may be extended around the tip 

region of the head and/or around the base region of the head to form an elastom.eric 

30 buffer around the toothbrush head to soften any impact of the toothbrush head with 
the gums of the user, and also to gently massage the gunis. Alternatively 
elastomeric material may be provided around the tip region of the head to form an 
elastomeric buffer in a known manner e.g. as in FR 442832 and DE 36 28 722. 

,.,..... ·'" :· .. _ .... , .. ,;::: " · Whenthe'·apertilre; space or chUm·ooma:ins an eiutomericmaterlai.tiie · .. ·::: ... ,·.: .. =· '· · -::,_.. ·• 

35 outer surface of this elastomeric material may have a corrugated surface. which may 
·· ...... , .... .. ·=•·' ·-~·fUrther=help to· Control' the flexibility of the 1llik· region. ... · · ·· '·· '·' · · · · -··"··"· · · -

In one embodiment of the toothbrush of this invention, the head is 
consuiicted such that tip region may fold backwards resiliently relative to the base 
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region, during toothbrushing, about a widthways oriented fold axis that crosses the 

head in the link region. The fold axis may cross the head in or on the edge of an 

apertUre, space or chasm as described above. In such a construction, the aperture, 

space or chasm may be shaped such that the widthways oriented fold axis crosses 

S the head of the toothbrush entirely within the apemire, space or chasm. When the 

link region is a composite region as described above, the folding may occur by 

bending of the above described plastic material parts, or bending at the point where 

such a part meets the edge of the aperture, space or chasm. 

Such a construction can cause the entire tip region to fold in the bristle 

10 direction away from the plane which lies between the bristle face and the opposite 

face of the head, so that the tip region in effect folds backwards towards the base 

region durilig use in toothbmshing. This folding can facilitate tooth cleaning, for 

example enabling the toothbrush head to accommodate itself better to the curved 

shape of the row of the teeth. 

15 In an alternative embodiment of the toothbrush of this invention. the tip 

region and /or link may be constmcted and positioned such that the tip region can 

pivot resiliently relative to the base region during toothbmshing, about a widthways 

oriented pivot axis that crosses the tip region intermediate between its tip end and 

its base end. 

20 Such a construction causes pivoting of the tip region about this axis 

intermediate along its length, i.e. causes the tip region to have a "see-saw" action in 

which during toothbrushing part of the ~ip region toward the tip of the head pivots 

in the bristle direction away from the plane which lies between the bristle face and 

the opposite face of the head, and the pan of the tip region toward the base region 
25 of the head pivots in a direction opposite to the bristle direction away from the 

plane which lies between the bristle face and the opposite face of the head, or vice 

versa. 
In this embodiment such pivoting may for example be achieved in a 

construction of head in which the tip end of the base region is in the form of two 

30 limbs which panly surround a part of the tip region which extends in the base 

direction between them, with the link between the tip region and the base region. 

For example the tip end of the base region may be made in the shape of a two 

pronged fork-like frame, with a pan of the tip region between the two prongs of the 
. ··· ... -~ . "fork~ and a link between the tip region: aiid _bast(regiOh. . . .. . . . ... 

35 In an alternative construction of the head of this embodiment the base end of 

... · . ;_·the tip' region may·be·in the"fotin of twO limliS'whlch partly ·stiriourid a part""ofihe 
base region which extends in the tip direction between them, with the link between 

the tip region and the base region. For example the base end of the tip region may 
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be made in the shape of a two pronged fork-like frame, with a part of the base 
region between the two prongs of the fork, and a link between the tip region and 

base region. 
For example the tip region may be made generally "C", "U" or "V" shaped 

5 with its limbs toward the base region. or "Y" shaped with the upper limbs of the Y 

towards the base region. The part of the base region which extends in the tip 

direction may lie between the said limbs. 
In a construction of head in which the tip end of the base region is in the 

form of two limbs which partly surround a part of the tip region which extends in 

10 the base direction between them. with an aperture between the tip region and the 

base region, thin links of flexible and resilient plastics material as described above 
may be provided between the said limbs and the respective tip region. In a 

construction of head in which the base end of the tip region is in the form of two 
limbs which panly surround a part of the base region which extends in the tip 

15 direction between them, with an aperwre between the tip region and the base 
region. such bridges may be provided between the said limbs and the base region. 
Suitably in such toothbrushes such bridges may be provided at points widthways 
diametrically opposite each other to·define a pivot axis and to encourage pivoting in 
a plane in which the longitudinal axis lies. Additionally or alternatively such bridges 

20 may be provided at other points in the aperture to. encourage pivoting about other 
axes. 

The elastomeric material may be an elastomeric material as commonly used 
in two-component toothbrushes. e.g. that described in EP 0336641, which can be 

bonded to plastics mar.erials used for toothbrush handle manufacmre. Such an 
25 elastomeric material can be injected into the toothbrush mould shortly after injection 

. moulding of the plastics material parts of the toothbrush so that the hot plastics 
material fuses and bonds with the elastomeric material. This is a generally known 
process. 

In the base region the bristles may be disposed in discrete generally circular 
30 section tufts in patterns which are generally known in the field of toothbrushes, for 

example in longitudinal or widthways rows at a generally conventional spacing. If 

fused in, the bristles may additionally or alternatively be disposed in "mats" of a 
cross ~ection which may be circular or other than circular. 

~c: "Jii'thetip region'the'bristies may be'disp~d"iri dlscrete.ie~eraliy'ci~Cuia~c-•>·· ···:S .. , ''···· 

35 section tufts, or if fused in, the bristles may additionally or alternatively be disposed 
· · ·· ,. in "mats" of a cross ·section whicJ:i may be "Circufar'oi other tbari'ckmlar .In iii~ ~ip .. 

region it is preferred to dispose the bristle tufts in either (i) a pattern of discrete 
tufts arranged in a generally circular or polygonal pattern, or (ii) a single tuft of 
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generally rounded cross section perpendicular to the bristle face, or (iii) a tu.ft of 

generally "C" or "U" shaped cross section perpendicular to the bristle face having 

at least one of the limbs of the "C" or "U" aligned generally parallel to the 

longitudinal toothbrush axis and with the rounded bend of the "C" or "U" facing 

5 the end of the bristle face ·remote from the handle. 

The ends of the bristles remote from tµe bristle face may be substantially 

coplanar. Alternatively the ends may undulate about a plane to accommodate the 

ends of the bristles to the undulating profile of the teeth. or to lie in a 
"battlemented" shape to help clean the interdental spaces. Such undulating surface 

10 bristles are known. Additionally or alternately the ends of the bristles remote from 

the bristle face on the tip region may lie in a different plane to the ends of the 

bristles remote from the bristle face on the base region of the head. For example the 

plane of the said ends on the tip region may slope upwards away from the bristle 

face in the direction away from the handle. This may for example be achieved in 

15 the preferred embodiment of the toothbrush of the invention in which the bristle 

face of the tip region forms an angle of less than 180° with the bristle face of the 

base region. 
The handle may be of.generally conventional construction, and may for 

example include a folded flexible region, and grip pads of elastomeric material, as 
20 exemplified in EP 0336641. Elastomeric grip pads may alternatively or additionally 

be located on other parts of the toothbrush handle as convenient. 
The toothbrush of the invention may be made by generally conventional 

injection moulding techniques, for example in which a plastics material "skeleton" 

is first made by iajection moulding, then elastomer parts if present. are introduced 

25 by a subsequent injection moulding step, in which the elastomer is injected as a hot 

fluid and bonds to the plastics material. Such techniques, and suitable plastics 

materials and elastomer materials, are well known. If the link region includes an 

elastomer material then this may be injected with the same injection step as is used 

to inject elastomer grip pads, and these various regions of elastomeric material may 
30 be connected by moulding channels in a known manner. 

In the embodiment of the invention in which the bristle face of the tip region 

forms an angle of less than 180° with the bristle face of the base region, when the 

link region comprises the above-described composite region between the tip region 
- 0 ,· • • ..•• .. and-base regions; the composite·region having"striictural elements·made "t>fboth .. ·;·,_: .... .,,.:. •. ;~.;;;. ·= 

35 plastics material ~ an elastomeric material, the toothbrush is preferably· made as 
··follows. Firstly the plasticSmaterial"skeletori is .. made·by injection moulding·, With ·· ·· '· ... 

the bristle face substantially flat, then the tip region is folded to the desired angle 
with the base region, then the elastomer is injected into the link region. 
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The bristles may also be of generally conventional construction and 

materials, and may be fastened into the bristle face by generally knOwn techniques. 
For example small metal clips around the ends of bristles to be fixed into the head, 
which are then wedged into sockets in the bristle face. Alternatively the bristles may 

S be fused into the head material, again using known techniques. 
The invention will now be described by way of example only with reference 

to the accompanying figures in which Figs. 1 to 36 show various plan, side and 
perspective views of toothbrush beads of the invention, and views without the 
elastomeric material, thereby showing the underlying comtruction of the head. 

10 Refening to Figs. 1to4, a toothbrush in which the tip region is constructed 
to fold resiliently relative to the base region, during toothbrushing, about a 
widthways oriented fold axis that crosses the head at the edge of the tip region 
which faces the base region is shown. 

This toothbrush comprises a handle 1 with a head 2 integrally adjoining the 
15 handle at a base end 3 of the head, the head 2 and handle 1 being disposed along a 

longirudinal toothbrush axis A-A, the head 2 having bristles 4 extending from a 
bristle face 5 of the head in a general bristle direction B. 

The head 2 comprises two regions. A substantially rigid base region 6 
integral with the toothbrush handle 1 extends from the base end 3 of the head 2 to a 

20 distance in the longitudinal half of the head 2 furthest from the base 3 of the head. 

A tip region 7 extends from the extreme tip 8 of the head 2 toward the base region 
6. Both the base region 6 and tip region 7 are bristle 4 bearing. 

The tip region 7 is flexibly and resiliemly linked to the base region 6 by a 
flexible link which comprises an aperture 9 in the head 2 material between the tip 

25 region 7 and the base region 8. The aperture 9 is in the form of a groove, open at 
the bristle face S of the head 2, and extending transversely across the entire width of 
the head 2. The groove 9 contains a resilient elastomeric material 10. The flexible 
link between the tip region 7 and the base region 8 comequently is provided by the 
composite region comprising the thinned plastics material at the base of the groove 

30 9, combined with the elastomeric material 10. The flexible link enables the tip 
region 7 to fold resiliently relative to the base region 6 backwards towards the 
handle 1 during toothbrushing, in the direction shown by the arrow in Fig. 1. 

The tip region 7 is ·of a substantially circular shape, bounded by the curved 
.... _,._ ...... .,,Pmmeter·of the; tip 8~of the-head,2--over part· of its perilriet&~ and by a;·curvecle'age·' ' 0 

35 of the aperture 9 over the part of the perimeter of the tip regi0n 7 facing the base 

.. 

'····· ·.,. ..... _,_!·<···;.,.; 

....... · , .... ·.:. region 6. -The opposite edge· of the ·aperture 9 .-··on the side nearest tliC".base" 3, ... -'-'· : . . ...... .. : ... ·-· .... , ··-~ . _. . 

extends in a straight edge across the width of the head 2, and the tip region can fold 
about the axis C-C, which crosses the head 2 transversely in the aperture 9 between 
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the tip region of the head 2 and the base region. so that the tip end of the tip region 

7 moves in the bristle direction B. 
In the tip region 7 the bristles 4 are arranged in a generally polygonal 

pattern of tufts which comprises a central tuft surrounded by a regular hexagonal 

5 pattern of tufts symmetrically arranged, such that there are equal numbers of tufts 

i.e. three of the surrounding tufts disposed on either side of the longitudinal axis A­

A of the toothbrush. 
As shown more clearly in Figs. 3 and 4 which show the head 2 without the 

elastomeric material 10 in the groove 9, the aperture 9 is in the form of a groove 
10 which extends pan way through the thickness of the head 2, so as to leave a thinned 

region of the plastics material of the head 2 of the toothbrush at the bottom of the 
groove. 

Referring to Figs. s. 6, 7 and 8, an alternative construction of the bead 2 of 
a toothbrush of this invention in which the tip region 7 is constructed to fold 

15 resiliently relative to the base region 6, during toothbrushing, about a widthways 

oriented fold axis C-C that crosses the head at the edge of the tip region which faces 
the base region is shown in plan views and a side view. 

In Figs. 7 and 8 the head 2 is shown without elastomeric material. Parts 

corresponding to those of Figs. 1 to 4 are numbered correspondingly. The tip 

20 region 7 is generally triangular in shape. The aperture 9 is in the form of a straight 
line shaped slot extending widthways across the head 2 of the toothbrush and 
entirely through its thickness, but incorporating thin integral bridges 11. The tip 
region 7 can fold about the axis C-C, which crosses the head 2 transversely in the 

aperbl1'e 9. 
25 The elastomeric material 10 is extended around the tip 8 of the head 2 to 

form an external buffer around the tip 8 of the head 2. 
Referring to Figs. 9, 10 and 11 a toothbrush in which the tip region is 

constructed to pivot resiliently relative to the base region, during toothbrushing, 
about a widthways oriented pivot axis that crosses the tip region intermedi~te 

30 between its tip end and its base end, is shown. In Fig. 10 the toothbrush head is 
shown without the elastomeric material. In Figs. 10 and 11 bristles are omitted from 
the base region 6 for clarity. Pans corresponding to Figs. 1to8 are 
correspondingly numbered. 

......... ,, .... · ·· : · .::.,,'Fhe··head'2 c0mpriSes :t\Vo ·regiom.··A·substantiaiiy rigid 6ue region.6 ., ..... ··~,.· 

35 integral with the toothbrush handle 1. extends from the base end 3 of the head 2 to a 
'· ·· ..... · ~·"·"···--···-·'·····'·-c:ustane'e·i1i:-me·1arigimdlliil half of the tieac.f2 turdiesf from tb.eb8Se''3'~f'tiie ~~~-, '--· ·:·· 

A tip region 7 extends from the extreme tip 8 of the head 2 toward the base region 
6. Both the base region 6 and tip region 7 are bristle 4 bearing. 

-9-
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The tip region 7 is flexibly and resiliently linked to the base region 6 by a 
flexible link which comprises an aperture 9 in the head 2 material between the tip 

region 7 and the base region 8. The aperture 9 is in the form of a groove, open at 

the bristle face S of the head 2. and extending transversely across the entire width of 

5 the head 2. The groove 9 contains a resilient elastomeric material 10, which extends 

around the tip end of the tip region 7 to form a buffer. The base region 8 integrally 

extends in the tip direction in the form of two limbs forming a two pronged fork 

which partly surrounds the tip region 7 which lies between the limbs. The aperture 

9 partly surrounds the tip region 7 both on the side which faces the base region 8, 

10 and around part of the longitudinal sides of the tip region 7, e.g. a generally 

crescent shaped apertUre. 
The aperb.lre 9 is in the fonn of a slot extending widthways across the head 

2 of the toothbrush and entirely through its thickness. but incorporating thin integral 

bridges 11, shown in Fig. 10, which are provided at points widthways diametrically 

15 opposite each other on either longimdinal side of the tip region, and which provide 

pivot points about which the tip region 7 can pivot. as shown by the arrows in Fig. 

9. about the axis C-C shown in Fig 11. 

Referring to Figs. 12. 13 and 14 a toothbrush in which the tip region is 
constructed to pivot resiliently relative to the base region, during toothbrushing, 

20 about a widthways oriented pivot axis that crosses the tip region intermediate 

between its tip end and its base end, is shown. In Fig. 13 the toothbrush head is 

shown without the elastomeric material .. In Figs. 13 and 14 the bristles are omitted 

from the base region for clarity. Parts corresponding to Figs 1 - 11 are numbered 

correspondingly. 

25 The head 2 comprises two regions. A substantially rigid base region 6 

integral with the toothbrush handle 1 extends from the base end 3 of the head 2 to a 

distance in the longitudinal half of the head 2 furthest from the base 3 of the head. 

A tip region 7 extends from the extreme tip 8 of the head 2 toward the base region 

6. Both the base region 6 and tip region 7 are bristle 4 bearing. 

30 The tip region 7 is flexi"bly and resiliently linked to the base region 6 by a 

flexible link which comprises an apermre 9 in the head 2 material between the tip 

region 7 and the base region 6. The aperture 9 is open at the bristle face 5 of the 

head 2, and extends widthways across the entire width of the head 2. and entirely 
.... :..... .. •. . ·-·-·· .. . . . . .u. · .. ·.: ... ~·.·.·.·· :; . .-.-·.:·-:::·.·~··· ~:,:;.-:;~ • .,. .. i.,;:-.::-.:. ·· ... : ·.: ::·. ··:·::::·.:_,;:.,; .. • ........ ,:.: 

·"· ··• , : ~'"-"";-~:·_,_,,_, ... ,,.,_;·.: ::
7 '::::tbrouglrits·thickriess, '&lit 1ncorp0rates thin ifitegraJ bridges 11. shown in Fig. 13, 

j; •.. 

35 which are provided at points widthways diametrically opposite each other on either 
. _, .. · · .. , ,-, ·"'~, .. ..-...,., ..... 'longimdinil'·Sia~ of ilie''tip .. region. nie:affe:rrilre ~>--Cc>n.tains &··resili~~i-~l~siO~~~C:--·-""·' .. ····--'. 

material 10 which is continued around the tip end of the tip region to form a buffer. 
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The apenure 9 is essentially "V"' shaped in plan, with its apex pointing toward the 

tip 8 of the toothbrush head. 

The base end of the tip region 7 is in the form of two limbs which partly 

surround the tip end of the base region 6 which integrally extends in the tip 

S direction. The tip region 7 is thereby of generally a "Y" shape with the tip end of 
the base region 6 lying between the upper limbs of the Y. 

The tip region 7 can pivot about the axis C-C, about the pivot points 

provided by the bridges 11, so that as the tip end of the tip region 7 moves in the 
direction of the bristle direction B the base end of the tip region 7 moves 

10 downwards in the opposite direction as shown by the arrows in Fig. 12, i.e. in a 

see-saw action. 

Referring to Figs. 15, 16 and 17 a variant of the toothbrush of Figs. l - 8 is 

shown, corresponding parts being numbered correspondingly. Bristles 4 are shown 
in the form of rectangular or polygonal "mats,., but may equally well be round 

15 tufts. In the toothbrush of Figs. 15, 16 and 17 the aperru.re 9 extends all the way 
through the thickness of the head material. An elastomeric material 10 wholly fills 
the apermre 9 and is bonded to the opposite edges of the base region 6 and tip 

region 7 so as to hold the base region 6 and tip region 7 resiliently together. In Fig. 
17 the folding of the tip region 7 during toothbrushing to clean the rearward facing 

20 surfaces of teeth 12. 

Referring to Figs. 18, 19, 20 and 21 a variant of the toothbrush of Figs. 1 to 

17 is shown, corresponding parts being numbered correspondingly. 
The bristles 4 are located in "mats" of generally rectangUlar shape in the 

base region 6 and accommodated to the shape of the tip region 7 but could equally 
25 well be round tufts. The base end of the tip region 7 is in the fonn of two limbs, the 

tip region 7 being generally in a "V" shape which partly surround a part 13 of the 

base region 6 which extends in the tip direction between them, with an aperture 9 

between the tip region 7 and the base region 6, extending between the limbs and the 
part 13, the apermre containing an elastomeric material 10. The elastomeric 

30 material 10 wholly fills the aperture 9 and is bonded to the opposite edges of the 
base region 6 and tip region 7 so as to hold the base region 6 and tip region 7 
resiliently together. The elastomeric material 10 is extended along the outer edge 14 

of the composite region to assist in massaging the gums and in protecting the gums 
· · ··against ·impact. with. the ·roothbriish. In ;use' ii· shown in Fig· .. h thC tip region "fcan ...... ,.,,,. 

35 fold relative to the base region 6 to accommodate itself to the teeth as shown iJ! Fig. 
,,_ .. 20. . .,. '··-· ...... - ,. '.' .. . 

Refening to Figs. 22, 23, 24 and 25 another variant of the toothbrush of 
Figs. 1 to 20 is shown. with corresponding pans being numbered correspondingly. 

-11-
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The bristles 4 are located in "mats n of generally rectangular shape in the 

base rt:gion 6 and accommodated to the shape of the tip region 7, but could equally 
well be round tufts. The base end of the tip region 7 is in the form of two limbs, the 

tip region 7 being generally in a "V• shape which partly surround a pan 13 of the 

5 base region 6 which extends in the tip direction between them, with an aperture 9 

between the tip region 7 and the base region 6, extending betWeen the limbs and the 

part 13, the apenure containing an elastomeric material 10. The elastomeric 

material 10 wholly fills the aperture 9 and is bonded to the opposite edges of the 

base region 6 and tip region 7 so as to hold the base region 6 and tip region 7 

10 resiliently together such that the tip region 7 can pivot about axis C-C during use. 

This pivoting may be directed by the provision of plastics material bridges (not 

shown) between the base region 6 and tip region 7 aligned in the axis C-C. Jn use 

the tip region 7 can pivot about the axis C-C relative to the base region 6 to 

accommodate itself to the teeth as shown in Figs. 24 and 25. 

15 Referring to Figs. 26, 27. 28 and 29 a toothbrush in which the tip region 7 

is constructed to pivot resiliently relative to the base region 6, during toothbrushing, 
about a widthways oriented pivot axis C-C that crosses the tip region 7 intermediate 
between its tip end and its base end, is shown. Parts corresponding to Figs. 1 - 25 

are n~bered correspondingly. 
20 The head 2 comprises two regions. A substantially rigid base region 6 

integral with the toothbrush handle 1 extends from the base end 3 of the head 2 to a 

distance in the longitudinal half of the head 2 furthest from the base 3 of the head. 

A tip region 7 extends from the extreme tip 8 of the head 2 toward the base region 

6. Both the base region 6 and tip region 7 are bristle 4 bearing. 

25 The tip region 7 is flexibly and resiliently linked to the base region 6 by a 

flexible link which comprises an aperture 9 in the head 2 material between the tip 

region 7 and the base region 6. The aperture 9 is in the form of a groove, open at 

both the bristle face 5, and the opposite face, ofl:he head 2. The groove 9 contains a 
resilient elastomeric material 10. The base region 6 integrally extends in the tip 

30 direction in the form of two limbs forming a two pronged fork which partly 

surrounds a part 15 of the tip region 7 which extends towards the base region 6 and 

which lies between the limbs. 

The elastomeric material 10 wholly fills the aperture 9 and is bonded to the 
·- . ·. ·:-.:..:.,oppostte'edges ofthC61$~'regiori:"6 ~·'tijiregi0il·7. so"as''to hold tk b~e-·re~on't;~:;;._ . 

35 and tip region 7 resiliently together such that the tip region 7 can pivot about axis . 
··· ··· , .. · · ,., .. C-C during use: This "!)lvoong' may· be0.diieeted.by the· provision of plastics,~~ .. , .. 

bridges (not shown) between the base region 6 and tip region 7 aligned in the axis 
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C-C. and thereby accommodate itself to the shape of the teeth during 

toothbrushing. 

Referring to Figs. 30, 31and32, an alternative construction of the head 2 of 

a toothbrush of this invention in which the tip region 7 is constructed to fold 

5 resiliently relative to the base region 6, during toothbrushing. about a widthways 

oriented fold axis C-C that crosses the head is shown on plan and in side views. 

In Figs. 30 and 31 the head 2 is shown without elastomeri~ material. Parts 

corresponding to those of Figs. 1 to 4 are numbered correspondingly. The tip 

region 7 is generally triangular in shape with a rounded tip. A link region is 
1 O provided by a cbasDi 16 between the tip region 7 and the base region 6 which is 

bridged by two strips 17 of a plastics material integral with the material of the head, 

the strips being thinner than the thickness of the head 2, and extending between the 

tip region 7 and base region 6 to bridge the chasm 16. Relative to the thickness of 

the toothbrush head 2 the strips are closer to the bristle face S than to the back of 

15 the head. The bristle face 5 of both the tip 7 and base region 6 are provided with 

socket holes 18 for the insertion of bristles 4. As shown in Fig 31, in the tip region 

7 the holes 18 are disposed to arrange brisdes 4 in a pattern of discrete tufts 4A 

arranged in a generally circular or polygonal pattern, around a central tuft 4B. 
As shown in Fig 31 the "skeleton• consisting of just the plastic material 

20 parts of the head has been made by an injection moulding process, with the bristle 

face S substantially planar. 

As shown in Fig 32, the "skeleton• so formed has been folded about the axis 
C-C so that an obtuse angle of about 165° is formed between the bristle face 5 of 

the tip region 7 and of the base region 6. An elastomeric material 10 has been 
25 injected into the chasm 16, whilst the head is in its folded state, and is bonded to the 

sides of the chasm 16 and to the strips 17, filling the chasm 16 and covering the 

strips 17. Thereby the toothbrush head is retained in its folded state, and the tip 

region 7 is flexibly and resiliently linked to the base region 6. 

The bristles 4 have been inserted by a conventional process. and the angle 

30 between the bristle face 5 of the tip region 7 and the base region 6 is such that the 

free ends of the bristles on the handle side of the tip portion are in close proximity 

to the free ends of bristles on the tip side of the base region. As shown in Fig. 32 

the plane of the ends of bristles 4 on the tip region 7 slope upwards away from the 
···-~-- bristle face'5 of the base region &in the dfreCtion away· from thtfhandle .. , .. 

35 The elastomeric material 10 is extended around the tip 8 of the head 2 to 

·· form an extemalbuffer"19 around the tip 8 ·ofthe.head·2. ForthiS.purpose a· · --·· · 

moulding groove 18 is provided in the outer surface of the tip region 7. 
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Referring to Figs. 33, 34, 35 and 36, another alternative consttuction of the 
head 2 of a toothbrush of this invention in which the tip region 7 is constructed to 

fold resiliently relative to the base region 6, during toothbrushing, about a 
widthways oriented fold axis C-C that crosses the head is shown on plan and in side 

. 5 views. 
·In Figs. 33 and 34 the head 2 is shown without elastomeric material. Parts 

corresponding to those of Figs. 1 to 4 are numbered correspondingly. The tip 
region 7 is generally triangular in shape with a rounded tip. A link region is 
provided by a chasm 20 between the tip region 7 and the base region ~ which is 

10 bridged by two strips 21 of a plastics material integral with the m_aterial of the head, 
the strips being thinner than the thickness of the head 2, and extending between the 
tip region 7 ·amt base region 6 to bridge the chasm 20. The chasm 20 is essentially 
"V" shaped in plan looking down onto the.bristle face 5, with the apex of the "V" 
pointing toward the handle 2. Relative to the thickness of the toothbrush head 2 the 

15 strips are closer to the bristle face S than to the back of the head. The strips 21 are 
not planar, but are curved in and out of the plane of the base region 6 and tip region 
7. 

The bristle face S of both the tip 7 and base region 6 are provided with 
socket holes 22 for the insenion of bristles 4. As shown in Figs 33-36, in the tip 

20 region 7 the holes 22 are disposed to arrange bristles 4 in a pattern of discrete tufts 
arranged in a generally circular or polygonal pattern, around a central tuft. 

As shown in Figs 33 and 36 the "skeleton" consisting of just the plastic 
material pans of the head has been made by an injection moulding process, with the 
bristle face S folded about the axis C-C so that an obmse angle of about 165° is 

25 formed between the bristle face 5 of the tip region 7 and of the base region 6. 
An elastomeric material 10 has been injected into the chasm 20, whilst the 

head is in its folded state, and is bonded to the sides of the chasm 20 and to the 
strips 21, filling the chasm 20 and covering the strips 21. Thereby the toothbrush 

head is retained in its folded state, and the tip region 7 is flexibly and resiliently 
30 linked to the base region 6. The outer surface of the elastomeric material 10 has a 

corrugated surface as seen in Fig 36. 
The bristles 4 shown in Fig. 36 have been inserted by a conventional 

process, and the angle between the bristle face S of the tip region 7 and the base 
.... ,.' .:; .. ~.:·: ...... , ...... -.. "· . ... region·6 is such·tliaffnc!' freel:nds dfdie' bristie5·:on the rumdiC"sid~ o~tlie 'tip' .... ~ ............ ,.,., .,_,,,. . 'i 

35 
~ . .. .:... . . . ....... -·· . 

ponion are in close proximity to the free ends of bristles on the tip side of the base 
region; As shown in Fig. ·36'.the pl3ri.e.ofihe ends .. ofbristles 4on tiie tip ~gio~.-7 ... 
slope upwards away from the bristle face S of the base region 6 in the direction 
away from the handle. 

-14-
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Claims: 

1. A toothbrush comprising a handle with a head, the head having a base end 

facing the handle and a tip end remote from the base end, the head adjoining the 

5 handle at the base end of the head, the head and handle being disposed along a 

longimdinal toothbrush axis, the head having bristles extending from a bristle face 

of the head, characterised in that the head comprises a substantially rigid base 

region adjoining the toothbrush handle and extending from the base end of the head 

to a link region situated between the base end and the tip end, and a tip region 

10 extending from the tip end of the head to the link region, both the base region and 

tip region being bristle bearing. the tip region being flexibly and resiliently linked at 

the link region to the base region. 

2. A tothbrush according to claim 1 characterised in that the link region is in 

15 the longitudinal half of the head furthest from the base of the head. 

20 

3. A toothbrush according to claim Z cliaracterised in that the base region 

extends for at least 60 % of the distance between the base end of the head and the tip 

of the head. 

4. A toothbrush according to claim 1, 2 or 3 characterised in that in its 
unstressed state the bristle face of the tip region forms an angle of less than 180° 

with the bristle face of the base region. 

2S 5. A toothbrush according to any preceding claim characterised in that the link 

region comprises an aperture, space or chasm in the head material between the tip 

and base regions which is bridged by means of one or more thin links of flexible 

and resilient plastics material. 

30 6. A toothbrush according to claim 5 characterised in that the link region 
comprises a composite region between the tip region and base regions, the 

composite region having structural elements made of both plastics material and an 

elastomeric material . 
. . ... .... , ......... , ..... · ........ .__., 

35 7. · A toothbrush according to claim 6 characterised in that the composite region 
comprises an apertllte, space or chasm "in the head material between the tip and base 

regions which is bridged by means of a combination of thin spines, strips or a 

continuous membrane of a both flexible and resilient plastics material and also by a 

-15 -
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partial (to the extent that the aperture, space or chasm is not completely filled by the 

said plastics material pans) filling of an elastomeric material. 

' 8. A toothbrush according to any one of claims 1 to 4 characterised in that the 

5 link region between the tip region and the base region comprises an apenure, space 

or chasm in the head material between the tip and base regions which is bridged 

solely by means of a complete or partial filling of an elastomeric material. 

9. A toothbrush according to any of the preceding claims characterised in that 

10 the head is constructed such that tip region may fold backwards resiliently relative 
to the base region, during toothbrushing, about a widthways oriented fold axis that 

crosses the head in the link region. 

10. A toothbrush according [O any one of claims 1to10 characterised in that, 

15 the tip region and /or link are constructed and positioned such that the tip region 
can pivot resiliently relative to the base region during toothbrushing, about a 
widthways oriented pivot axis that crosses the tip region intermediate between its tip 
end and its base end. 

20 11. A toothbrush according to claim 10 characterised in that said pivotiiig is 

achieved by a construction of head in which the tip end of the base region is in the 
form of two limbs which partly surround a part of the tip region which extends in 

the base direction between them, with the link between the tip region and the base 
region. 

25 

30 

12. A toothbrush according to claim 10 characterised in that the base end of the 

tip region is in the form of two limbs which partly surround a part of the base 

region which extends in the tip direction between them, with the link between the 

tip region and the base region. 

13. A toothbrush according to any preceding claim characterised in that in the 
tip region the bristles the bristle tufts are disposed in either (i) a pattern of discrete 
tufts arranged in a generally circular or polygonal pattern, or (ii) a single tuft of 
·generally·rounded cross-section perpendieulartc> the bristle face, or (iii) a"tuft of,,;-. . 

35 generally "C" or "U" shaped cross seetion perpendicular to the bristle face having 

:at least one of the limbs of the "C" or "U" aligned gerierally parallel to the 
... ~ ·;:: .... : .. ···~··.:· .. ,.,~. -···· ·~ . '··· ··-· 

longitudinal toothbrush axis and with the rounded bend of the "C" or "U" facing 

the end of the bristle face remote from the handle. 
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14. A toothbrush according to any one of the preceding claims characterised in 

that the ends of the bristles remote from the bristle face on the tip region lie in a 

different plane to the ends of the bristles remote from the bristle face on the base 

5 region of the head. 

15. A process for making the toothbrush as claimed in claim 3 characterised in 
that firstly a plastics material skeleton of only the plastics material parts is made by 
injection moulding, with the bristle face substantially fiat, then the tip region is 

10 folded to the desired angle with the base region, then the elastomer is injected into 

the link region . 

. · .......... ;. · .... · ·"· .. . 

. . . : .......... :: : .. ·. - ;. . . . ·. . : . 
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