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The present invention is based on a circuit 

arrangement for driving a switching transistor connected 

in series with a primary winding of a transformer, at the 

5 secondary windings of which transformer stabilized 

voltages can be picked off. A circuit arrangement of this 

type is used, inter alia, in switched-mode power sup­

plies, in high-voltage generators or in line deflection 

circuits in television sets. 

10 With the introduction of an increased number of 

15 

lines (high scan) and of a larger picture format (wide 

screen), even more stringent requirements are made of the 

loadability and of the reduction of losses in circuit 

arrangements of the type mentioned in the introduction. 

The invention is based on the object, therefore, 

of constructing a circuit arrangement described in 

accordance with the preamble of the patent claim in such 

a way that the said circuit arrangement can be con­

structed with little outlay in spite of the elevated 

20 requirements. This object is achieved by means of the 

measures characterized in the patent claim. 

The invention is described below with the aid of 

the drawing using three exemplary embodiments. 

Figure 1 shows a first exemplary embodiment with 

25 a switched-mode power supply; 

Figure 2 shows a second ex~lary embodiment with 

a horizontal deflection circuit; 

Figure 3 shows a third exemplary embodiment with 

a high-voltage generator; 

30 Figure 4 shows signals at the locations marked in 

Figure 1. 

Figure 1 illustrates a switched-mode power 

supply, which generates a plurality of regulated operat­

ing voltages OB3, UB4 from."a rectified voltage UBl in a 

35 known manner. For this purpose, an electronic switch Tl, 

which is connected in series with the primary winding of 

the switched-mode power supply transformer TRl and 

connects one end ff ~-, t:J;?.e ., .. ~rimary ... winding of the n !'." . , . . I . ----· 
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transformer TR1 to 
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potentia~, is periodically 
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earth 

activated, the other end of which transformer TR1 is 

connected to the unregulated DC voltage UBl. The duty 

ratio of the drive pulses for the electronic switch Tl 

5 from a control circuit ST is altered with the aid of a 

control loop (not designated in greater detail) in such 

a way that the generated output DC voltages UB3, UB4 on 

the secondary side are kept constant. 

Connected in series with the primary winding of 

10 the transformer TRl is a further current transformer TR2, . . 
the primary winding Nl of which is situated in the 

collector circuit of the electronic switch T1. The 

secondary side of the current transformer TR2 comprises 

a tapped secondary winding N2, N3. The upper end of the 

15 winding N2 is connected via a diode Dl to the emitter of 

a transistor T2, which is connected to a positive voltage 

UB2 via a resistor R1. The base of the transistor T2 is 

connected, on the one hand, via the resistor R2 to the 

positive operating voltage UB2 and, on the other hand, to 

20 the output of the control circuit ST. The collector of 

the transistor T2 is connected to the base of the elec­

tronic switch Tl. The transistor T2 needs only to supply 

the small base current for the electronic switch Tl and 

can therefore be small. The tap of the secondary winding 

25 of the current transformer TR2 is connected to the 

emitter of the electronic switch Tl. The lower end of the 

secondary winding N2 of the current transformer TR2 is 

connected via the diodes D2 and D3 to the base of the 

electronic switch Tl, which is connected via the resistor 

30 R3 to the reference potential. Finally, the base of the 

electronic switch Tl is connected via a diode D4 to the 

upper end of the secondary winding of the current trans­

former TR2. 

The mode of operation of the circuit just 

35 described (Figure l) we [sic] subsequently described with 

the aid of Figure 4. 

(1) At the instant tO, the PNP transistor T2 is switched 

on by the control circuit ST, witn the result that 
-------
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a base current IB flows (Figure 4d) into the elec-

tronic switch Tl and brings about a corresponding 

collector current IC of the electronic switch Tl 

(Figure 4b), which collector current IC also flows 

through the primary winding N1 of the transformer 

TR2. The voltage across the winding N2 is approxi­

mately 1.5 volts, composed of the voltage UD across 

the diode Dl, the collector/emitter voltage VCE of 

the transistor T2 and the base/emitter voltage VBE 

of the electronic switch Tl. The number of turns of 

the winding N3 is about a quarter of the number of 

turns of the winding N2, with the result that 

approximately 0.4 volt is produced across N3 and the 

diodes D2 and D3 remain inhibited. An undesired 

current through these diodes on account of an 

increased base/emitter voltage of the transistor Tl 

increases their voltage drop, thereby limiting the 

current. Another further diode would have to be 

connected in series otherwise. 

20 {2) At the instant tl, the control circuit ST switches 

the transistor T2 off (Figure 4a), with the result 

that the positive base current of the transistor Tl 

is interrupted (Figure 4d). Since, owing to the 

transistor capacitances that are still charged, the 

25 

30 

collector current of the transistor Tl continues to 

flow up to the instant t2 {Figure 4b), until these 

capacitances have discharged and thus generate a 

negative base current which flows via the diodes D2 

and 03 into the winding N3 of the transformer TR2, 

which winding becomes active at the instant t2 and 

generates a current corresponding to the turns ratio 

N2/N3 of approximately 4 ; 1. In this way, the 

transistor Tl is switched off by means of its own 

collector current which, for as long as it still 

35 flows, generates the high negative voltage. 

(3) When the transistor Tl is switched off, the collec­

tor voltage rises above its VCEO value. Therefore, 
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a negative voltage must be present at its base. This 

is achieved by the magnetic energy stored in the 

transformer TR2 during the time to [sic] to t3. This 

energy generates a negative voltage across the 

winding N2 which passes via the diode D4 to the base 

of the transistor Tl (Figure 4d). This voltage is 

limited by the reverse voltage VBE of Tl. 

Whereas in Figure 1 the invention was described 

in terms of its application to a switched-mode power 

10 supply, Figure 2 shows the application to a horizontal 

deflection circuit and Figure 3 shows the application to 

a high-voltage generator of a picture reproduction 

device, such as, for example, a television receiving 

device or a monitor. The components which correspond to 

15 those in Figure 1 are provided with identical reference 

symbols. The functioning corresponds to the mode of 

operation which has been described with reference to the 

exemplary embodiment according to Figure 1. 

If, as shown in Figure 3, the current transformer 

20 TR2 is connected directly to the operating voltage UBl 

upstream of the transformer TRl, the voltage between the 

windings Nl/N2/N3 can be reduced, as a result of which a 

smaller coil former can be used and, consequently, the 

dimensions of the transformer TR2 can be reduced. In this 

25 case, not only the current IBE, but also the current 

through the freewheeling diode DR flows through the 

transformer TR2, with the result that the base voltage is 

kept at a negative potential during the time interval t4 

to ts, too. 

30 The circuit arrangement applied for has the 

advantage that the base current of the transistor Tl is 

proportional to the collector current and that the 

collector current generates the transistor's own turn-off 

current. An additional negative voltage source which 

35 ensures that the base voltage is below -2 volts is 

consequently not required. Only a very small number of 

inexpensive components are necessary, comprising a cost-. 

effective, small transformer, __ four d~_odes and a low-power 
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switching transistor for switching the base current for 

the electronic switch. 

--------'n'h. ------
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1. Circuit 

transistor (Tl) 

Patent Claims 

arrangement for driving a switching 

connected in series with a primary 

winding of a transformer (TRl), at the secondary windings 

5 of which transformer stabilized voltages can be picked 

off, characterized in that the primary winding (Nl) of a 

current transformer (TR2) is connected in series with the 

primary winding (Wl) of the transformer (TRl), which 

current transformer has a tapped secondary winding (N2, 

10 N3), the tap of the secondary winding being connected to 

the emitter of the switching transistor (Tl), and in that 

the first end of the secondary winding (Nl) is connected 

via a diode (Dl) to the emitter of a driver transistor 

(T2), the collector of which is connected to the base of 

15 the switching transistor (Tl), and in that the second end 

of the secondary winding (N3) is connected via at least 

two diodes (D2, D3) in the reverse direction to the base 

of the switching transistor (Tl), which base is addi­

tionally connected via a further diode (D4) to the first 

20 end of the secondary winding (N2). 

2. Circuit arrangement according to Claim l, charac­

terized in that the turns ratio (N2/N3) of the secondary 

windings (N2/N3) is virtually four to one. 

3. Circuit arrangement according to Claim 1 or 2, 

25 characterized in that it is provided for a switched-mode 

power supply of a picture reproduction device. 

4 . Circuit arrangement according to Cl.aim 1 or 2, 

characterized in that it is provided for a horizontal 

deflection circuit of a picture reproduction device. 

30 5. Circuit arrangement according to Claim 1 or 2, 

characterized in that it is provided for a high-voltage 

generator of a picture reproduction device. 
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