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COMPONENT CARRIER TAPE HAVING STATIC DISSIPATIVE 

s PROPERTIES 

BACKGROUND OF THE INVENTION 

I • Technical Field. 

This invention relates generally to carrier tapes for storing electronic 

10 components and for supplying those components seriatim to a machine. More 

specifically, this invention relates to carrier tapes having static dissipative 

properties. 

2. Description of the Related Art. 

15 In general, carrier tapes that are used to transport components from a 

component manufacturer to a different manufacturer that assembles the 

components into new products are well known. For example, in the field of· 

electronic circuit assembly, electronic components are often carried from a 

supply of such components to a specific location on a circuit board for 

211 attachment thereto. The components may be of several different types, including 

surface mount components. Particular examples include memory chips, 

integrated circuit chips, resistors. connectors, dual in-line processors, capacitors, 

gate arrays, etc. Such components are typically affixed to a circuit board that 

may later be incorporated into an electronic device. 

25 Rather than manuaJly affixing each individual electronic component to a 

circuit board. the electronics industry makes extensive use of robotic placement 

machines, sometimes known as "pick-and-place" machines, which grasp a 

component at a specific location (the supply) and place it at another specific 

location (the circuit board). To ensure the sustained operation of the robotic 
:.~; .. -· . .., .. .. --"··'··'·-'· •:··... 30- . · placemenrtHachilie.-a'·condnuoi1fslipply of electronic compO"rients must tie ·· 

furnished to the machine. 
. . . .. . . .. ·' :·; ~ -·-···· ·.:· .... ::.. .. · ...... ··. •.. .· .. 
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One way to provide a continuous supply of electronic components to a 

desired location is to use a carrier tape. Conventional carrier tapes generally 

comprise an e1ongated plastic strip (often referred to as the carrier) that has a 

series of identical pockets formed at predetermined, uniformly spaced intervals 

s along the length of the strip. The pockets are designed to receive an electronic 

component. A continuous cover (often referred to as a cover tape) is applied 

over the elongated strip to retain the components in the pockets. The carrier tape 

is fed to the robotic placement machine that strips the continuous cover tape from 

the carrier and removes the components from the pockets and places them onto 

w the circuit board. 

Vibrations that occur during transport of the carrier tape may cause the 

stored components to contact the cover tape and/or the walls of the pocket. The 

resulting friction can generate static electricity. Removing the cover tape can 

also generate static electricity. ·Unfortunately, however, the mere presence of a 

15 static electric field as wen as subsequent electrostatic discharge can be extremely 

detrimental to sensitive electronic parts. This is particularly true of modern 

semiconductors and integrated circuits which may be degraded or destroyed by 

the build-up of static electricity in the workplace. Especially sensitive 

components can be severely affected by an electrical potential as smaU as 50 

20 voJts, yet the simple act of walking has been shown to triboe1ectrica11y generate a 

potential of 30,000 volts or .more. 

Various techniques have been developed in an attempt to address this 

problem. For example, carbon black. metal oxides and other antistatic agents 

have been incorporated into the polymer resin from which the carrier is formed. 

25 Some of these agents may reduce the transparency of the carrier. However, it is 

often desirable to have a transparent carrier so that the stored components can be 

visually inspected without removing the cover tape. Incorporated antistatic 

agents often function by migrating, blooming or bleeding to the surface . 

. ,.· .... ,.,,.,However. qv.er..time. :the.effectiveness of. these,agents :may diminish.· .; ...... , .. . '.:. . ... ~:·· :·· . 

30 Another technique that has been developed is to apply a static dissipative 

··coatin·g· to the;carrier or the cover tape:· j:(>J- example, Japanese Kokai P~teni 
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Application No. 4-214339 discloses a transparent conductive coating for a 

carrier. The coating comprises tin oxide antimony in a binder resin based on a 

vinyl chloride-vinyl acetate copolymer resin and an acrylic resin. Plastics used 

to make the carrier are polystyrene, polyvinyl chloride and polyethylene. The 

5 carrier may be used in conjunction with a cover tape that includes a base sheet 

comprised of a polyester, and a heat seal resin layer comprised of a ethylene­

vinyl acetate copolymer resin. and containing an antistatic agent such as a 

nonionic surfactant. The presence of the tin oxide compound can cause an 

increase in haze and adversely affect the ability to form a good bond between the 

HI cover tape and the carrier. 

Japanese Kokai Patent Application No. 5-42969 discloses a 7. 7 .8,8-

tetracyanoquinodimethane conductive fil1er dispersed in an acrylic binder to 

provide a transparent conductive coating for a plastic carrier tape base sheet 

(e.g., vinyl chloride, polystyrene or polyethylene). 

15 For a static dissipative cover tape to be most effective, the static 

dissipative coating should be applied to the inside surface; i.e., the surface which 

faces the interior of the component-carrying pocket. This surface usually carries 

an adhesive so as to form an adhesive bond with the carrier. U.S. Patent No. 

4,902,573 (Jonas et aJ.) notes that applying an antistatic material to the adhesive 

20 may cause a loss of adhesion. Jonas et a1. further observe that the adhesive is 

often heat-activated and that the heat which is used to form a bond with the 

carrier may reduce the antistatic properties. 

According to Jonas et al., "Hitherto, these plastic films which are 

provided with an adhesive thermoplastic coating have not had an antistatic finish, 

25 since it was feared that the adhesive thermoplastic coatings would lose their 

adhesiveness owing to antistatic finishing or that the adhesiveness would be at 

least too severely impaired. In addition. experience with the moderate thermal 

stability of the anti statics hitherto used for the antistatic finishing of plastics 

... -·--··-·a:nows. us t~ exj)ect 'tll~t the antl~tatic.t1nishing~ .if it does not beeoine lost"owfog 

3.o t() t~e temperatures cus_to111a:r,ily used in heat-sealing (fusi_on) •. then is surely at 

least strongly reduced." Jonas et al. propose coating the adhesive with a solution 

... . _,_ 
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that contains a binder and an oxidant for the oxidative polymerization of 5- or 6-

membered heterocycJic compounds. and then treating the resulling coating with a 

solution of the heterocyclic compound. However. the presence of a heteroatom 

could cause an undesirable change in the color of the cover tape over time. 

s U.S. Patent No. 5,208,103 (Miyamoto et al.) mentions similar concerns 

and further notes that selecting a binder that will form a stable bond to the carrier 

is difficult. According to Miyamoto et al., "The antistatic treatment for the 

inner surface of the cover tape, i.e. the adhesion layer of the cover tape can be 

effected by coating or incorporation of an antistatic agent on or into the adhesion 

10 layer. In the case of incorporation, however, the antistatic agent incorporated 

into the adhesion layer has bled onto the inner surface of the cover tape and 

invited unstable sealing and many troubles due to poor sealing; moreover, the 

antistatic effect has decreased with the lapse of time, has been greatly affected by 

the conditions under which the package was used. i.e .• temperature and 

15 humidity, panicularly humidity, and has significantly decreased under a low 

humidity such as IO% R.H.; thus, no sufficient effect has been obtained. 

Meanwhile, the incorporation of a conductive material into an adhesion layer has 

been technically difficult, because the adhesion layer has been formed by 

laminating an extnided film or the like to an outer layer; moreover, the 

20 incorporation has significantly reduced the transparency of the resulting cover 

tape, making the cover tape usability questionable. The coating of a conductive 

material on an adhesion layer has not been effected in fact, because the selection 

of a binder stably bondable to the carrier tape has been difficult, and because the 

adhesion layer is covered and hidden by the coating." 

25 Miyamoto et al. disclose a multilayer cover tape in which a biaxially 

30 

oriented polyester, polypropylene or nylon layer is adhesively bonded to a 

polyolefin intermediate layer. The opposite surface of the polyolefin layer is 

coated with a conductive powder-loaded. transparent, thermoplastic, heat-sealing 

adh~ion)~yeqh~~ bonds_ to t]le,ca~rier. -When the.cover.tape is removed from 

the carrier, the polyolefin intennediate layer fails cohesively, a ponion of it 

remaining adhesively bonded to the··carfier. The residue that re1nains on the 

.... ··.:·:"l 
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carrier could attract dirt and other contaminants and would make it difficult to 

recycle the carrier for reuse. 

Thus. there still remains a need for a carrier tape that incJudes a static 

dissipative carrier and an adhesively bonded cover tape which preferably is also 

s static dissipative. If the carrier includes a static dissipative coating, it should not 

reduce or impair adhesion to the cover tape. Ideally, the static dissipative 

coating will promote adhesion to the cover tape such that the cover tape adheres 

firmly to the carrier without a significant change in adhesion over time, and such 

that a heat bondable cover tape could be adhered to the carrier at a lower 

10 temperature. If the adhesion decreases over time, the cover tape couJd come 

loose prematurely with a loss of the stored components. If the adhesion increases 

over time, it may be difficult to remove the cover tape from the carrier. 

Similarly. there shouJd be no significant loss of static dissipative properties over 

time and under typicaJ manufacturing and storage conditions. The entire 

JS construction should also remain sufficiently transparent that the electronic 

components transported by the carrier tape are visible without removing the 

cover tape. 

SUMMARY OF THE INVENTION 

20 The invention relates to a flexible carrier tape for storage and delivery of 

2.5 

electronic components by an advancement mechanism. The carrier tape comprises a 

static dissipative strip portion having a top surface, a bottom surface opposite the top 

surface, a plurality of aligned pockets for carrying the components, the pockets being 

spaced along the strip portion and opening through the top surface thereof. 

The pockets generally include at least one side wall that adjoins and 

extends downwardly from the strip portion, and a bottom wall that adjoins the 

side wall. The pockets more preferably include four side waJls each at generally 

right angles with respect to each adjacent side walJ. Typically, each of the 

'·· ··: .'.-C.·" .;·. - • ·.pockets is esser1tfail")r""id-enticaf~nd are etj"lially spaced aronf ilie "sinp: portion·~ The ·:c: . -··. 

strip portion. further has first and second paralleJ longitudinal edge surfaces, and 
. .. . .. . . . .. . . . . .. . ' . ·. .. .. . ~ . 
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preferably at least orie of the edge surfaces includes a pJuffiiiiy of equaJJy spaced 

holes for receiving the advancement mechanism (for example, a sprocket). 

The strip ponion further includes thereon a static dissipatingly effective 

amount of a static dissipative material. The static dissipative material comprises a 

5 polymer {e.g., a terpolymer) of an alkyl acrylate (preferably butyl acrylate), an alkyl 

methacrylate (preferably methyl methacrylate), and a trialkyl ammonium halide alkyl 

methacrylate (preferably 2-(trimethyl ammonium chloride) ethyl methacrylate). 

The carrier tape also includes a cover (preferably one that is static dissipative) 

that is releasably and adhesively bonded to the top surface of the strip portion, 

Ill extends along the strip portion, and covers the pockets. 

In prefemid embodiments, the strip portion is formed from polycarbonate, 

the cover is formed from polyester, and the adhesive that bonds the cover to the strip 

ponion is a heat bondable material such as an ethylene-vinyl acetate copolymer or a 

styrene-butadiene block copolymer. 

15 The static dissipative coating used on the strip portion does not adversely 

affect adhesion to the cover, even under strenuous conditions of high temperature and 

humidity. Quite surprisingly and unexpectedly, the static dissipative material actually 

promotes adhesion to a heat bondable cover and, as a result, permits such a cover to 

be bonded to the strip portion at lower temperatures than could be used if no static 

20 dissipative coating were present or if other static dissipative materials were used. 

Even with the static dissipative coating, the carrier tape remains sufficiently 

transparent to permit visual inspection of components carried by the carrier tape 

without removing the cover. 

Thus, the invention also relates to a method of reducing the temperature at 

25 which a heat bondable cover is bonded to a polycarbonate carrier by using a layer of 

the acrylic polymer on the strip portion. The invention additionally relates to a 

method of using. the acrylic polymer to both render a strip portion of a polycarbonate 

carrier tape static dissipative and to reduce the temperature at which the strip ponion 

..... _?!1 ~ healt,>o~ded .to.~. cover-having a h~t bondable adhesive. . ..... , , ·- .. ···"--
30 
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BRIEF DESCRIPTION OF THE DRAWINGS 

The invention will be more fully appreciated with reference to the 

following drawings in which similar reference numerals designate like or 

analogous components throughout and in which: 

5 FIG. l is a fragmentary perspective view of a carrier tape according to 

the invention with a portion of a static dissipative coating having been removed 

to show the underlying construction more clearly, and with the cover thereof 

having been partially removed to show components stored within the carrier tape, 

although the component has been omitted from the leading pocket in order to 

10 show the interior of the pocket more clearly: 

FIG. 2 is a sectional view taken along lines 2--2 in FIG. 1: 

FIG. 3 is a schematic illustration of one method for manufacturing a 

carrier tape according to the invention: 

FIG. 4 is a schematic view illustrating how a carrier tape according to the 

15 invention may be loaded with components followed by the application of the 

cover: and 

FIG. 5 is a schematic view illustrating a robotic machine removing 

components from a carrier tape according to the invention. 

20 DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS 

Turning now to the drawings. a carrier tape according to the invention is 

shown in FIGS. I and 2. The illustrated carrier tape is useful for the storage and 

delivery of components (especially electronic components) by an advancement 

mechanism. More specifically. a flexible carrier tape 100 has a carrier or strip 

25 portion 102 defining a top surface and a bottom surface opposite the top surface. 

30 

Strip portion 102 includes longitudinal edge surfaces I 04 and 106, and a row of 

aligned advancement holes I 08 and J I 0 formed in and extending along one, and 

preferably both. edge surfaces. Advancement holes 108 and I 10 provide a 

means for receiving an advanceri1ent mechanisinsuch as· the teeth"of a.spr0cket 

drive for advancing carrier tape ~00 toward a predetermined location. 

-7-
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A series of pockets 112 is formed in and spaced along Slrip ponion 102, 

the pockets opening through the top surface of the strip portion. Within a given 

carrier tape, each pocket is usualJy essentially identical to the other pockets. 

Typically, they are aligned with each other and equally spaced apart. In the 

s iJJustrated embodiment, each pocket includes four side wans l 14, each at 

generally right angles with respect to each adjacent wall. Side walls 114 adjoin 

and extend downwardly from the top surface of the strip portion and adjoin 

bottom wall J 16 to form pocket 112. Bottom wall l J 6 is generally planar and 

parallel to the plane of strip portion 102. Optionally, though desirably, bottom 

JO waJI 116 may include an aperture or through hole 117 that is of a size to 

accommodate a mechanical push-up (e.g., a poke-up needle) to facilitate removal 

of component l J 8 (such as an electronic component) that is stored in pocket 112. 

Aperture 117 may also be used by an optical scanner to detect the presence or 

absence of a component within any given pocket. In addition, aperture 117 may 

15 be useful in applying a vacuum to the pocket to permit more efficient loading of 

the pockets with components. 

Pockets 112 may he designed to conform to the size and shape of the 

components that they are intended to receive. AJthough not specifically 

illustrated, the pockets may have more or less side walls than the four that are 

20 shown in the preferred embodiment. In general, each pocket includes at least 

one side wall that adjoins and extends downwardly from strip portion 102, and a 

bottom wall that adjoins the side wall to form the pocket. Thus, the pockets may 

be circular, oval, triangular, pentagonal, or have other shapes in outline. Each 

side wall may also be fonned with a slight draft (i.e., a 2° to 12° slant toward 

25 the center of the pocket) in order to facilitate insertion of the component, and to 

assist in releasing the pocket from a mold or forming die during fabrication of 

the carrier tape. The depth of the pocket can also vary depending on the 

component that the pocket is intended to receive. In addition, the interior of the 

pocket may-_be_ formed witli ledges, ribs,, pedestals; bars, -rails, .appunenances; - ··-- --: 

Jo and other similar structural features to better accommodate or support particular 

coinponents. Although a single colimm of pockets is illt1strated in the drawings, 

-H-
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two or more columns of aligned pockets could also be formed along the length 

of the strip portion in order to facilitate the simultaneous delivery of multiple 

components. It is expected that the columns of pockets would be arranged 

paraJlel to each other with pockets in one column being in aligned rows with the 

s pockets in the adjacent column(s). 

Strip portion 102 may be formed of any polymeric material that has a 

sufficient gauge and flexibility to permit it to be wound about the hub of a 

storage reel. Preferably. strip portion 102 is optically clear by which it is meant 

that it is sufficiently transparent to permit components stored within the pockets 

10 to be visually inspected without removing elongated cover 120 (described more 

fully hereinbelow). A variety of polymeric materials may be used including, 

but not limited to. polyester (e.g .• glycol-modified polyethylene terephthalate), 

polycarbonate, polypropylene. polystyrene. and acrylonitrile-butadiene-styrene. 

However. the use of polycarbonate is particularly preferred because of its 

15 excellent transparency, low haze, good heat resistance, and good mechanical 

properties. 

Advantageously. strip portion 102 includes a layer or coating of a static 

dissipative material 119. The static dissipative coating alJows an electric charge 

to dissipate throughout the carrier tape and preferably to the ground. This feature 

20 helps prevent damage to components contained within the carrier tape due to an 

accumulated static electric charge. Static dissipative coating 119 is applied to the 

interior surfaces of pocket side walls 114 and pocket bottom walls 116; i.e., the 

surfaces which face the component carried by pocket 112. Static dissipative 

coating 119 may also be (and preferably is) applied to longitudinal edge surfaces 

25 104 and 106 of strip portion 102. Static dissipative coating 119 may also be 

applied to the bottom surface of strip portion 102 (e.g .• the exterior surfaces of 

the pocket side walls and bottom wall). The coating, should also be dry (i.e., 

non-tacky) to the touch. 

· -:·· ... ·> · :• ·''·"stiliic Ci1ssf Pitive· 00aifoi··1'i9· ·is .. ?rovl<iea t>y ·a s1a11c~·iilssipative malenat' · · 
JO Those materials which are useful i~ the invention may be described as polymeric 

surfactants. A particularly preferred example is a polymer (e.g .• a terpolymer) 

-9-
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of an alkyl acrylate (e.g., butyl acrylate). an alkyl metlla.crylate (e.g .• methyl 

methacrylate). and a trialkyJ ammonium halide alkyl methacrylate (e.g .• 2-

(trimethyl ammonium chloride) ethyl methacryJate). A very useful commercially 

available material is RS-811 from Nippon Nyukazi Co •• Ltd. (Japan) which has a 

5 glass transition temperature of about 200° C, and a surface resistivity of about 

I09 ohms/square at 23° C and 65% relative humidity. 

The static dissipative material is typically provided in the form of a 

solution for easy application lo the carrier. Solvents for forming the solution 

should be ones in which the static dissipative material will dissolve or can be 

IO emulsified. The solvents should also wet the strip portion. While 

water/methanol solvent systems may be used, water/ethanol solvent systems are 

particularly preferred. useful examples of which contain about 80 - 95 % ethanol 

and. correspondingly about 20 - 5% water. The static dissipative material is 

added to the solvent so as to provide a static dissipatingly effective amount 

l.5 thereof, preferably about 1.0 to 3.0 wt. % static dissipative material. more 

preferably about 1.2 to 2.0 wt. %. Once dried. the layer of static dissipative 

material is preferably about 0.1 to LO µm thick, more preferably about 0.2 to 

0.4 µm thick. 

The unjtary carrier tape JOO also includes an elongate cover 120 

20 (sometimes referred to herein as a cover tape). Cover 120 is applied over the 

pockets of the carrier tape to retain the components therein. Cover 120 can also 

protect the components from dirt and other contaminants that couJd invade the 

pockets. As best shown in FIGS. J and 2, cover 120 is flexible, overlies part or 

all of pockets 112. and is disposed between the rows of advancement holes 108 

25 and 110 along the length of strip portion 102. Cover 120 is re1easably secured 

to the top surface of strip ponion 102 so that it can be subsequently removed to 

access the stored components. As illustrated, cover 120 includes parallel 

longitudinal bonding portions 122 and 124 that are bonded to longitudinal edge 

30 pressure sensitive adhesi~e such as an acrylate material. or a heat-activated 

adhesive such as an ethylene~vinyl acetate copolymer or a styrene~butadiene ' ... ·. --

-IO-



W097/l0693 PCT/US!J6/13104 

b1ock copolymer, may be used to adhere the cover to edge surfaces 104 and 106. 

Typical adhesive thickness is about 30 µm. The use of a heat-activated adhesive 

is especially preferred for forming a good sea1 to the strip portion. The cover 

may be primed to promote adhesion of the adhesive layer to the cover. 

s Preferably, cover 120 removes from strip portion 102 without leaving any visible 

adhesive or other kind of residue on the strip portion. Such residues couJd attract 

dirt or other contaminants and could make it difficult to recycle the carrier for 

reuse. 

Jn order to provide a carrier tape that is fully static dissipative, cover 120 

H> should be modified to be static dissipative. Cover 120 may include a static 

dissipative material, such as carbon black, vanadium pentoxide, or a surfactant 

that is either interspersed within the polymeric material or is subsequent1y coated 

onto the cover. The static dissipative material may also be incorporated into the 

·adhesive that bonds cover 120 to strip portion 102 so long as it does not 

15 adversely affect adhesion. It is desirabJe for the cover to be optically transparent 

as discussed for strip portion 102. Cover 120 may be formed of a wide variety 

of polymeric materials, including those which may be used to provide strip 

portion 102. Polyesters (in particular, polyethylene terephthalate based 

polyesters) are especially preferred. An example of a useful, commercially 

2ll available static dissipative cover tape is DENKA ALS-AS (Denki Kagaku Kogyo 

Co. Ltd., Japan). Typical cover thicknesses (not including any adhesive) are 

about 25 ~Lm. 

Jn general, the carrier tapes of the invention are made by shaping the 

pockets in a sheet of polymeric material and winding the carrier tape onto a reel 

25 to form a roll. More specifically, and with reference to the schematic view of 

FIG. 3 as an exampJe, a web 200 of a flexible thermoplastic polymer is supplied 

as a preformed roll, as a preformed sheet, by direct extrusion, or by continuous 

injection molding to a mold or die 204 (which may be a pair of matched male 

. ~nd -fe.maie "Ciie's) th:~fthermofor11r'tll~ web: .. Mold 204 thermo"rorms the pockeu .. -· 

Jo to the desired size and shape (allowing for any subsequent shrinkage upon 

-11-
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cooling). The dimensions of the incoming polymeric web will be determined by 

the gauge and width of the carrier tape that is to be formed. 

By "thermoforms" and "thermoforming" is meant a process that relies 

on the use of both heat and pressure to deform a thermoplastic material. The 

s heat may be provided by the mold itself, a preheater 202, or an extruder (not 

shown specifically). In any event, polymeric web 200 is heated sufficiently to 

permit thermoforming. The temperature to which the polymeric web must be 

heated varies over a broad range (i.e •• about 200-550°F) depending on the gauge 

and type of material that is being thermoformed as well as the speed of the 

JO manufacturing line. The applied pressure is sufficient to permit a high quality 

replication of the mold or die pattern and may be provided by, for example, the 

force the mold exens upon web 200 when the mold closes, or by the application 

of a vacuum that urges the web to deform over a male die or draws the web into 

a female die (i.e •• vacuum thermoforming). Web 200 is typically cooled after 

15 thermofom1ing, which can be accomplished by air cooling, fans. a water bath or 

a cooling oven until the thermoplastic polymer soJidifies. 

In general. thermoforming is a process that is familiar to those of 

ordinary skill in the art and is described in various references such as 

Encyclopedia of Polymer Science and Engineering, volume 16. second edition, 

2D published by John Wiley & Sons, 1989, which discusses different thermoforming 

processes and the use of roll-fed. sheet-fed, in-line extrusion, and continuous 

web-fed systems. All of these can be employed to manufacture the carrier tapes 

of the invention, as can different thennoforming tools that are described in the 

technical literature. such as flat forming and rotary devices, these devices being 

25 available for use with various thermoforming techniques such as matched mold 

forming. plug-assist forming, basic vacuum fonning, and pressure forming. 

The advancement holes are subsequently formed in a separate operation 

such as punching by punch 205 . 

.. . , .. . . . . Once tile ca_rrier has-been prepared, the. static dissipative.coating may be·· ::· .. · 

JO applied by a variety of techniques including dipping, brushing or spraying (e.g., 

air spraying or ulrrasoi1ic spraying), spraying being illustrated schematically in 

-12-
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FIG. 3 as station 206. Once the static dissipative coating has been applied. 

coated web 200 should be dried at a temperature and for a time sufficient to 

evaporate any solvents or carrier liquids so as to form a dry coating on the web. 

This can be easily accomplished by passing the coated web through a drying oven 

5 207. 

The carrier tape is then wound (either concentric or level windings) about 

the core of reel 208 to form a supply roU for storage until the carrier tape is 

loaded with components. Alternatively. and as shown in FIG. 4, immediately 

after carrier tape 100. is formed. a component loader 210 may fill pockets 112 

10 with components 118. cover 120 is delivered from a roll 212 and secured by an 

applicator 214 to the longitudinal edge surfaces of the carrier tape strip portion, 

and the loaded carrier tape is wound about a core or reel 216 for storage or 

delivery. Jn the case ofa cover that provides a heat-activated.bond, the 

applicator is heated. Preferably a .bond can be formed at a temperature between 

15 room temperature (about 25° C) and about 220° C, more preferably between 

room temperature and about 200° C. and most preferably between room 

temperature and about 180° C. Carrier tape 100 is advanced by sprockets 209 

and 211. 

In use, the carrier tape is unloaded as shown in the schematic example of 

20 FIG. 5, which illustrates a carrier tape JOO in combination with a robotic 

placement machine 218. Supply reel 216 provides carrier tape 100. A stripper 

assembly 220 peels cover 120 from carrier tape 100 around a stripper block 222, 

which assists in preventing the stripper assembly from pulling the carrier tape 

away from its designated path. Carrier tape 100 is advanced by a sprocket 224, 

25 to move the carrier tape toward robotic placement machine 218. As each 

successive component reaches the desired pick-up point, the robotic placement 

machine grasps the component (either manually or by suction) and places it, for 

example, on a circuit board in the appropriate location. 

-· .. , .... . ·:·:.· ·.:: .,,_ ., __ . ·:_: __ "tfi'e-·carriedapes 'cif ttie"fr\vei1tion ·are:pa"rtie1dady u~filfiinhe eleCtroriics'--.: _,, 

Jo industry for transponing and deJivering surface mount electronic components 

such as memory chips, integrated circuit chips, resistors, connectors, dual in-line 

-n-
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processors. capacitors. gate arrays. etc. However. the carrier tapes may be used 

to transport other components such as small springs, c1ips. and the like. 

The invention will be more fully appreciated with reference to the 

following non-limiting examples. 

s General Preparation 

Static dissipative strip p<>nions were prepared by applying a 

water/alcohol solution of a static dissipativ~ material to a strip portion having 

component pockets and removing the solvent. More specifically, a static 

dissipative strip portion was prepared by spray coating a solution comprising 1.5 

w % solids by weight of RS-811 terpolymer (Nippon Nyukazai Company, Ltd., 

Japan) in a water:ethanol ( l: JO w/w) solvent mixture onto a polycarbonate web 

(3M brand #2703, 3M Company. St. Paul, Minnesota) measuring 8 millimeters 

(mm) wide and 0.25 mm thick, and then drying at 65° C for two minutes. (fhe 

water used to prepare thewater/ethanol mixture was first purified by ion 

15 exchange.) The thickness of the dried coating was calculated to be about 0.3 µm 

(microns). 

A cover tape was sealed to the strip portion using heat and pressure to 

form a carrier tape. More specifica11y, a static dissipative, adhesive-coated cover 

tape. DENKA ALS-AS (Denki Kagaku Kogyo Co., Ltd., Japan), was adhered to 

20 a strip portion using a MT-30 Taper (Systemation Engineered Products. Inc., 

New Berlin, Wisconsin) operating in the reciprocating mode with pressure of JO 

psi, 2.5 strikes, a dwelJ time of 0.4 seconds per strike, and a temperature of 

180° C (indexing 32 mm of carrier tape per strike). The cover tape was 5.4 mm 

wide. 

25 

Test Methods 

Surface Resistivity 

The static dissipative properties of the strip portions prepared as 

de~~:ib.~jn:Jhe ~·G.~n~1].1_LPrep;:i~~ti9n ... we~ evaluated by measuring surface. , ... , ....... _.._ 

30 resistivity. More specifically, surface resistivity was measured by Japanese 

Industrial Standard test method JJS-K-6911 except using a two pin probe (40 i ·· 

--------
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30 x 42 mm) having the two pins (diameter = 2 mm) positioned 20 mm apart 

(Hiresta series probe. type HA. model # MCP-HTPI. from Mitsubishi Chemical 

Corp., Japan). The app1ied voltage was 500 Volts. The strip portion was 500 

millimeters long, permitting ten measurements to be made. Samples were 

5 conditioned for about 2-4 hours at 23° C and 65% relative humidity (RH) and 

then tested at 23° C and 65% RH. A surface resistance of less than lElO 

Ohms/square is desirable, with a value of less than 3E9 Ohms/square being 

preferred. 

10 Transparency and Haze 

The transparency and haze of strip portions prepared as described above 

in the "General Preparation .. were evaluated to determine their suitability for 

visual inspection procedures without removing a subsequently applied cover tape. 

More specifically, the transparency and haze were measured using Japanese 

15 Industrial Standard test method JIS-K-7105 (published March I, 1981). A 

20 

transparency value of greater than 85% is desired, with a value of greater than 

90% being preferred. A haze value of less than 5% is desired, with a value of 

less than 1 % being preferred. 

Static Build-up 

The susceptibility of carrier tapes to the build-up of static charge was 

evaluated. More specifically. a strip portion was loaded with 100 ceramic 

capacitor chips (measuring 0.16 mm x 0.08 mm), with one chip per pocket, and 

sealed with DENKA ALS-AS cover tape as described in the "General 

25 Preparation ... The loaded and sealed carrier tape was placed on a shaker and 

shaken (oscillation distance = 40 mm one way) at a frequency of 200/minute for 

70 hours at 23 ° C and 65 % RH. After 70 hours. the carrier tape was removed 

from the shaker. held upside down, 
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and the cover tape slowly and carefully peeled away by hand. The number of 

chips that remained in the pockets of the strip portion due to the build-up of 

static charge was then counted. The number of retained chips should be less than 

1 per thousand (less than 0.1 % ) • 

Peet Adhesion 

The force required to peel the cover tape from the strip ponion was 

measured using Japanese Industrial Standard test method JIS-C-0806 (published 

January 1, 1990). The cover was peeled from the strip portion at an angle of 

ID 180° at a continuous peel rate of 300 millimeters/minute. Five samples were 

tested and the resuhs were used to calculate the average peel adhesion. In 

general, a peel adhesion of 10 to 70 grams force is desirable, with 20 to 60 

grams force being preferred. The cover tape should remove uniformly. A raspy 

peel (i.e .• areas of high and low adhesion) is undesirable. The cover tape should 

15 also remove without leaving visible adhesive residue on the strip portion 

A~ing Studies 

The properties of surface resistivity, peel adhesion, and static build-up 

were a1so measured after various aging protocols for some samples. The aging 

20 protocols included one or more of the fol1owing conditions: A) aging at 23 ° C; 

B) aging at 40° C: C) aging at 60° C: D) aging at 40° Cl 80% RH; and E) aging 

at 50° C 195% RH. For surface resistivity measurements. the strip ponion. free 

of electronic components and cover rape, was aged and then tested as described 

above. For peel adhesion measurements, the strip portion with the cover tape 

25 sealed to it was aged and 1hen tested as described above. For static build-up 

measurements. the strip -portion. -free of electronic -components and -cover tape, 

was aged and then .loaded with electronic chips. The cover tape was then sealed 

to the strip portion. The loaded. sealed carrier tape was then tested as described 

30 

.. i.bove. ·--,,. __ .. 

For surface resistivity. preferred (and more preferred) values are as 

follows: for either 1000 hours· at condition A or 100 hours at condition C: less 

----------·-----
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than lEJ 1 Ohms/square (less than 3EIO Ohms/square); and for 200 hours at 

condition D: less than 3El I Ohms/square (less than lEI I Ohms/square). 

For peel adhesion. preferred (and more preferred) values are as follows: 

for 1000 hours at condition A: 10 to 70 grams force (20 to 60 grams force); for 

s 100 hours at condition C: 10 to 80 grams force (20 to 70 grams force); and for 

200 hours at condition D: 10 to 70 grams force (20 to 60 grams force). 

Example J 

A static dissipative strip portion was prepared as described above in the 

JO .. General Preparation ... The strip portion was tested as described above for 

surface resistivity. both initially and after various aging protocols, and for initial 

transparency and haze. The results are shown below in Table I. 

15 

20 

Comparative Example I 

In comparative example (C.E.) 1 the strip portion of example l was 

prepared but without using a static dissipative coating. The strip portion was 

tested as described above for example 1 and with the results are shown below in 

Table 1. 

Comparative Example 2 

To prepare comparative example 2, the strip portion of comparative 

example 1 was spray coated with a dispersion of tin oxide (available as ELCOM 

P-3537, 25% solids (by weight) in methyl ethyl ketone; Shokubaikasei Kogyo 

Company, Ltd., Japan) that had been diluted to 5% solids (by weight) with 

25 additional methyl ethyl ketone, and then dried at 65° C for 2 minutes to a 

·calculated thickness of about 0.2 µm. The strip portion was .tested for surface 

resistivity, both initially and after-various aging protocols, and for initial 

transparency and haze with the results shown below in Table 1. 
..· ... 
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Comparative Example 3 

Comparative example 3 was prepared by spray coating the strip ponion 

of comparative example 1 with an alkyl sodium sulfonate (available as ATRAIT 

AS-140, 40% solids (by weight} in water; Nikko Petrochemicals Company, Ltd., 

s Japan) that had been diluted to 4% solids (by weight) with a I: J water:ethanol 

mixture, and then drying at 65° C for 2 minutes to a calculated thickness of 

about 0.7µm. The strip portion was tested for surface resistivity, both initially 

and after various aging protocols, and for initial transparency and haze. The 

results are shown below in Table 1. 

IO 

)5 

TABLE I 

Aging Aging Example 

Property ·Protocol Time l C.E. 1 C.E. 2 C.E. 3 

(Hours) 

A 0 2E9 > 1E13 4E8 2E8 

Surface 1000 3E9 NT NT NT 

Resistivity c 0 2E9 >1El3 4E8 2E8 

(Ohms/square) 100 2E9 NT 4E8 IE9 

D 0 2E9 > IEI3 4E8 2E8 

100 9E9 NT 3E8 2E8 

200 2EJO NT NT NT 

Transparency(%) A 0 93 94 86 93 

Haze(%) A 0 0.5 0.4 6.0 0.5 

NT = Not tested. 

Table 1 shows that static dissipative strip portions· prepared according to 

the invention exhibit no significant Joss of transparency or increase in haze when 

compared to strip ponions that do not include a static dissipative coating 

(example I vs. C.E. I). However, the strip portion of example I, when _ ·-· __ _ .. 
• ___ , ·--- · -- ·-···>'~;.~;,·~~-, :~o~~~;~-t~~h;·;~;i;·,~~j~~--~f'"c~~~par~ti-~~-~~~~~le i··. sh~w~~i~~~~~j~~1~/,::-- _ _--,·==·_, .. ,", .... ,, .. ,. -· ····· _, 

. ;.,.::.:; .. reduc~ .surface resistivity. Strip portions.prepared according to the invention -

give comparable or better performance for surface resistivity, transparency and 

-IS-
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haze when compared to strip portions that incorporate conventional static 

dissipative treatments .. 

Example 2 

5 A static dissipative carrier tape according to the invention was prepared 

10 

15 

using the static dissipative strip portion of example 1 and DENKA ALS-AS 

cover tape as described in the "General Preparation." Example 2 was tested as 

described above for static build-up and with the results shown below in Table 2. 

Comparative Example 4 

Comparative example 4 was prepared and tested as described in 

conjunction with example 2 except using the strip portion of comparative 

example l and a cover tape sealing temperature of 220° C. The results are 

shown below in Table 2. 

Comparative Example 5 

Comparative example 5 was prepared and tested as described in 

conjunction with example 2 except using the strip portion of comparative 

example 2 and a cover tape sealing temperature of 220° C. The results are 

20 shown below in Table 2. 

Comparntive Example 6 

Comparative example 6 was prepared and tested as described in 

conjunction with example 2 except using the strip portion of comparative 

25 example 3 and a cover 

tape sealing temperature of 220° C. The results are shown below in Table 2 . 

.. :..:, ..•. 
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TABLE2 

Aging Static Build-up (# of Chips Retained) 

Aging Time Example 

Protocol (Hours) 2 C.E. 4 C.E. 5 C.E. 6 

A 0 0 100 0 0 
c 0 0 100 0 0 

100 0 100 NT NT 
D 0 0 100 0 0 

100 0 100 NT NT 

NT = Not tested. 

The carrier tape of example 2 showed dramatically improved resistance to 

,; static build-up when compared to comparative example 4 having no static 

dissipative coating. The resistance to static build-up for example 2 was 

comparable to carrier tapes incorporating conventional static dissipative 

treatments. 

10 Example 3 

A static dissipative carrier tape according to the invention was prepared 

as described in conjunction with example 2 except that a cover tape sealing 

temperature of 190°C was employed. Example 3 was tested for peel adhesion 

both initially and after various aging protocols as described above and with the 

15 results shown below in Table 3. 

20 

Example4 

A static dissipative carrier tape according to the invention was prepared 

as described in conjunction with example 2 except using 3M brand Conductive 

Pressure Sensitive Cover Tape # 2666 app1ie.d at 23 ° C and lO psi pressure 

rather than DENKA ALS-AS cover tape. Example 4 was tested for peel 

adhesion both initially and after various aging pi:9toc,ols a~ _described ~hove and .-. 
. ; ,:.;.. · .... -~ -·. .. . . . . ·:· . . . . . .. ·. .·. . ... · . . 

with the results shown in Table 3. 

-Also shown in TabJe·3 are comparative examples 4~6. 
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TABLE 3 

Aging Peel Adhesion (averaite J?rams force) 
Aging Time Examole 

Protocol (Hours) 3 4 C.E. 4 C.E. 5 C.E. 6 
A 0 33 28 29 9 2 

100 34 29 28 NT NT 
200 36 32 28 NT NT 
500 36 33 26 NT NT 
1000 33 34 27 NT NT 

B 0 33 28 29 9 2 
100 36 28 33 NT NT 
200 40 29 36 NT NT 
500 40 34 36 NT NT 
JO()() 38 31 35 NT NT 

c 0 33 28 29 9 2 
100 50 45 58 NT NT 
200 50 49 64 NT NT 
500 64 NT 60 NT NT 
JOOO 62 NT 59 NT NT 

D 0 33 28 29 9 2 
100 33 42 24 NT NT 
200 36 45 26 NT NT 
500 34 42 18 NT NT 
1000 33 43 28 NT NT 

E 0 33 28 29 9 2 
100 34 53 24 NT NT 
200 37 56 25 NT NT 
500 43 NT 28 NT NT 
1000 36 NT 33 NT NT 

NT= Not tested. 

The static dissipative carrier tapes of the invention maintain peel adhesion 

characteristics comparable to those of carrier tapes not having a static dissipative 

s ·coating. (Examples 3 and 4 vs. C.E. 4.) Thus the static dissipative coating does 

not adversely affect peel adhesion, even under a variety of·strenuous 

environmental conditions. Further, such advantageous behavior is observed with 

different cover tapes, including thQ~e whic_h are applied at elevated sealing 
. .··•· ... ·:-·.· ····.:·-···"'..-.'!"· ···. ·. •. . : ... ··.· . . . . . ··: . . • : ...... •···. . . . . ~. :._ • . . • . • .. . ·:· •. :. . . .. •'. .. ... . . •• ··:·· .• ·: : ' ....• ~.·· 

temperatures as well as those which are applied at room temperature. In 

.. ·,-.. ,,.,~. llL . addition. the .static dissipative carrier tapes of the.invention show-significantly... ,;, ... , ... ,_. , .· ......... ·'°' 

improved cover tape to strip portion adhesion as compared to the adhesion 
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obtained when other, conventional static dissipative coatings are employed. 

{Examples 3 and 4 vs. C.E. 5 and C.E. 6.) 

Example S 

5 A series of static dissipative carrier tapes according to the invention was 

JO 

prepared as described above in conjunction with example 2, but using different 

sealing temperatures. Example 5 was tested for peeJ adhesion strength at 23°C 

using the procedure described above and with the results shown below in Table 

4. 

Comparative Example 7 

A series of carrier tapes was prepared according to comparative example 

4 but using different sealing temperatures. Comparative example 4 was tested 

for peel adhesion strength at 23 °C using the procedure described above and with 

15 the results shown below in Table 4. 

TABLE 4 

Peel Adhesion (average grams force) 

Sealing Example 

Temperature (°C) 5 C.E. 7 

180 25 NT 

190 31 8 

200 42 12 

210 49 19 

220 56 26 

NT = Not tested because a bond did not form. 

Acceptable peel adhesion was obtained with the invention even at 

20 temperatures as low as I 80° C. For comparative example 7, however, an 

. acceptable bo~d-~f ~in~ilar peei adhesion .was not achieved u~til the sealing 

. temperatureh11d.~.e~~-i~£~.~~~-.ill~-~~1l.IJ 2.9%, (~!).° C) te>.720~.C. At 180° .. C, ... · .............. : .. ·-: ·- - . 

comparative example 7 did not even bond to the polycarbonate carrier. 

-22-
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s 

Examples of the invention using a heat sealable cover tape could all be 

successfully bonded to a static dissipative polycarbonate carrier at temperatures 

of about 18()..190° C while the corresponding comparative examples were bonded 

at 220° C. 

The invention unexpectedly promotes adhesion between a cover tape and 

a carrier while at the same time rendering the carrier static dissipative. Thus, the 

invention surprisingly permits the use of lower sealing temperatures to bond 

cover tape to static dissipative polycarbonate carrier. Lower sealing temperatures 

are advantageous because they reduce the risk of deforming the cover tape or the 

JO carrier, reduce manufacturing cost, and are safer. Furthermore. as the width of 

the carrier increases. the temperature at which the cover is sealed thereto usually 

increases. However, if a high sealing temperature is already required for narrow 

width carrier, it may be difficult to manufacture wider widths. 

The present invention has now been described with reference to several 

1.s embodiments thereof. It will be apparent to those skilled in the art that many 

changes can be made in the embodiments described without depaning from the 

scope of the invention. Hence, the scope of the present invention shall not be 

limited by the stmctures described herein. but only by structures described by the 

language of the claims and the equivalents of those structures. 

-23-
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CLAIMS 

The embodiments for which an exclusive property or privilege is claimed 

are defined as follows: 

l. A flexible carrier tape for storage and delivery of electronic components 

5 by an advancement mechanism, the carrier tape comprising: 

(a) a static dissipative strip ponion having a top surface, a bottom 

surface opposite the top surface, a plurality of aligned pockets for carrying the 

components, the pockets being spaced along the strip ponion and opening through 

the top surface thereof. and a static dissipatingly effective amount of a static 

JO dissipative material on the strip ponion, the static dissipative material comprising a 

polymer of an alkyl acrylate. an alkyJ methacrylate, and a tria1ky1 ammonium halide 

aU.-yl methacrylate: and 

15 

(b) a cover releasably, adhesively bonded to the top surface of the 

strip portion, extending along the strip portion, and covering the plurality of pockets. 

2. A flexible carrier tape according to claim I wherein each pocket 

comprises: 

(i) four side walls each at generally right angles with respect to each 

adjacent side wall, the side walls adjoining and extending downwardly from the 

20 strip ponion; and 

25 

(ii) a bottom wan adjoining the side wans to form the pocket. 

3. A flexible carrier tape according to claim I wherein each of the 

pockets is essentially identical and are equally spaced along the strip portion. 

4. A flexible carrier tape according to claim I wherein.the plurality of 

pockets includes more than one aligned column of pockets extending along the 

length of the strip ponion. 

JO 5. A flexible carrier tape according to claim I wherein the strip ponion has 

tir5f and seoorid paralid 'toilgitudirial-edge surfaces and at least one of the fdge 

-------------- -2-i-
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surfaces includes a plurality of equally spaced holes for receiving the advancement 

mechanism. 

6. A flexible carrier tape according to claim 1 wherein the alkyl acrylate is 

5 butyl acrylate. 

7. A flexible carrier tape according to claim 1 wherein the alkyl methacrylate 

is methyl methacrylate. 

JO 8. A flexible carrier tape according to claim I wherein the trialkyl 

ammonium halide alkyl methacrylate is 2-(trimethyl ammonium chloride) ethyl 

methacrylate. 

9. A flexible carrier tape according to claim 1 wherein the strip portion is 

15 formed from polycarbonate. 

JO. A flexible carrier tape according to claim 1 wherein the cover is formed 

from polyester. 

20 11. A flexible carrier tape according to claim 1 that is sufficiently transparent 

to permit visual inspection of components carried by the carrier tape without 

removing the cover. 

12. A flexible carrier tape according to claim 1 further including an 

25 electronic component in at least one of the pockets. 

13. A static dissipative, flexible carrier tape -for storage and delivery of 

-- _electronic componeiJts by -~ a<Jvao<:ement. mechanism, the c;anier tape comprising: . -.. 

(a) a strip portion formed of polycarbonate and having a top surface, 

30 . a bOttom 'surface opposite die'top surfaee~ 'first and second parallCJ longitudinal edge .. -

surfaces, at least one of the edge surfaces having a plurality of equally spaced 

-25-
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through holes for receiving the advancement mechanis11t. and a static dissipatingly 

effective amount of an static dissipative coating on the strip ponion. the static 

dissipative coating comprising a terpolymer of butyl acrylate. methyl methacrylate, 

and 2-(trimethyl ammonium chloride) ethyl methacrylate; , 

s (b) a plurality of aligned pockets for carrying the electronic 

components. the pockets being equally space.d along the strip portion and opening 

through the top surface thereof, each pocket comprising 

(i) four side walls each at generalJy right angles with 

respect to each adjacent side wall. the side walls adjoining and extending 

10 downwardly from the strip portion; and 

(ii) a bottom wall adjoining the side walls to form the 

pocket; and 

(c) a static dissipative polyester cover releasably bonded to the top 

surface of the strip portion by a heat bonding adhesive. the cover extending along· the 

15 strip portion and covering the plurality of pockets; 

wherein the carrier tape is sufficiently transparent to permit visual inspection 

of components carried by the carrier tape without removing the cover. 

14. A static dissipative flexible carrier tape according to claim 13 wherein 

2u the heat bonding adhesive is an ethylene-vinyl acetate copolymer or a styrene­

butadiene block copolymer. 

15. A flexible carrier tape for storage and delivery of electronic components 

by an advancement mechanism. the carrier tape comprising: 

25 (a) a polycarbonate strip portion having a top surface, a bottom 

surface opp:>Site the top surface. a plurality of aligned pockets for carrying the 

components, the pockets being spaced along the strip portion and opening through 

the top surface thereof: 

. .. . (b )_ a. rover. rel~ly attached to the top surface·of the strip ponion · 

Jo by a heat bonding adhesive, the cover extending along the strip portion, and 

covering the plurality of pockets~ and ... · 

-26· 
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5 

(c) a layer of a material on the strip portion, the material comprising 

a polymer of an alkyl acrylate, an alkyl methacrylate, and a trialkyl ammonium 

halide alkyl methacrylate. wherein the material promotes the adhesion of the cover to 

the strip ponion and renders the strip ponion static dissipative. 

16. A flexible carrier tape according to claim 15 wherein the cover is 

polyester and the heat bonding adhesive is an ethylene-vinyl acetate copolymer or a 

styrene-butadiene block copolymer. 

10 .17. A flexible carrier tape according to claim 15 wherein the material is a 

terpolymer of butyl acrylate, methyl methacrylate, and 2-(trimethyl ammonium 

chloride) ethyl methacrylate. 

18. In a flexible carrier tape for .storing and delivering electronic components 

15 by an advancement mechanism wherein the carrier tape comprises a polycarbonate 

strip portion having a plurality of pockets for carrying the components, and a cover 

releasably attached to the top surface of the strip portion by a heat bonding adhesive 

and covering the plurality of pockets, a method of reducing the temperature for 

bonding the cover to the strip portion, the method comprising the steP,s of: 

20 (a) providing a cover having a heat bondable adhesive thereon; 

(b) providing a polycarbonate strip portion having a plurality of pockets for 

carrying the components, and a layer of material for reducing the temperature at 

which the cover can be heat bonded to the strip ponion, the material comprising a 

terpolymer of an alkyl acrylate, an alkyl methacrylate, and a trialkyl ammonium 

25 halide aJkyJ methacrylate: and 

(c) heat bonding the cover to the strip portion with the heat bondabJe 

adhesive. 

19.· x·method aceording to claim 18 wherein the cover is bonded to the strip 

30 portion at a temperal~re of abou~ 1 _80. to 190° .c. 

-27-
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20. A method according to claim 19 wherein the peel adhesion between the 

cover and the strip portion is 20-70 grams force when the cover is removed from the 

strip portion at an angle of 180° and at a rate of 300 millimeters/minute. 

s 21. Jn a flexible canier tape for storing and delivering electronic components 

by an advancement mechanism wherein the carrier rape comprises a polycarbonate 

strip portion having a plura1ity of pockets for carrying the components, and a cover 

releasably attached to the top surface of the strip portion by a heat bonding adhesive 

and covering the plurality of pockets, a method of rendering the strip portion static 

10 dissipative and reducing the temperature for bonding the cover to the strip portion, 

the method comprising the steps of: 

(a) providing a cover having a heat bondable adhesive thereon; 

(b) providing a polycarbonate strip portion having a plurality of pockets for 

carrying the components, and ·a layer of material for both rendering the strip portion 

J 5 static dissipative and reducing the temperature at which the cover can be heat bonded 

to the strip portion, the material comprising a polymer of an alkyl acrylate, an alkyl 

methacrylate, and a trialkyl ammonium halide alkyl methacrylate; and 

20 

(c) heat bonding the cover to the strip portion with the heat bondable 

adhesive. 
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