MOUNTI NG STRUCTURE, MODULE, AND LI QUI D CONTAI NER ABSTRACT OF THE DI SCLOSURE
The nmounting structure for nounting the piezo-electric device (106) used
to detect the consunption condition of the liquid inthe liquid c dAM 03
(1) totheliquid container ( 1) , W& ing the receiving portion (363) to
whi ch the piezo-electric device ( 106 ) is to be nounted and the nount
portion ( 363 ) to be nounted to the liquid container ( 1 ) . The nounting

structure can appr peEhatRbY sPRYSTUARD] ﬂéEUEl«:eCAﬁbCL§§Mtﬁecéﬁ9§mﬁﬂr
detecting the consunption condition of liquidin l'iquid contal ner

) to the liquid container (1)AEQEB§EIL_ME_QIS_QLQS_BE

The mounting structure for mounting the piezo-electric
device (106) used to detect the consumption condition of the
liquid in the liquid container (1) to the liguid container (1),

5 having the receiving portion (363) to which the piezo-electric
device (106) is to be mounted and the mount portion (363) to be
mounted to the liquid container (1). The mounting structure can
appropriately mount a piezo-electric device (106) for detecting
the consumption condition of a liquid in a liquid container (1)

10 to the liquid container (1).
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