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[G661] The invention described herein was made with Governmental support under
contract number DE-FC36-07G017043 awarded by the United States Department of

Energy. The Government may have certain rights in the invention.

TECHNICAL FIELD
0002} Embodiments of the subject matter described herein relate generally to solar
cells. More particularly, embodiments of the subject matter relate to solar cell

fabrication processes and structures.

BACKGROUND

[6063] Solar celis are well known devices for converting solar radiation to elecirical

energy. They may be fabricated on a semiconductor wafer using semiconductor
processing technology. A solar cell includes P-type and N-type diffusion regions. Solar
radiation impinging on the solar cell creates electrons and holes that migrate to the
diffusion regions, thereby creating voltage differentials between the diffusion regions. In
a back coniact, back junction (BCBJ) solar cell, the P-type and N-type diffusion regions
and the metal contacts coupled to them are on the backside of the solar ceil. The metal
contacts allow an external electrical circuit to be coupled to and be powered by the solar
cell. '

{6064 In high-efficiency solar cells, cell paramefers, such as shunt resistance, series
resistance, and bulk lifetime are important parameters to maintain on the final fabricated
devices. Solar cell process steps, in particular iaser ablation steps on BCBJ solar cells,
may impact each of these parameters. Post laser losses due to series resistance or
lifetime mavbe be offset at the expense of step cost, such as by adding thermal or etching

steps. As is described within, an added complication of shunting on high-efficiency
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BCBIJ solar cells may be prevalent when the cell architecture has metal of one polarity
over diffusions of another polarity.

[0005] To compete with other energy sources available on the market, solar cells not
only have to be efficient but also fabricated at relatively low cost and high yield.
Embodiments of the present invention pertain to novel solar cell fabrication processes

and structures that reduce the cost of solar cell fabrication and improve solar cell

reliability.
BRIEF SUMMARY
[00054a] In an aspect, there is a P-type diffusion region and a plurality of N-type

diffusion regions, wherein the P-type diffusion region touches at least one of the N-type
diffusion regions; |

a P-type metal contact that is electrically coupled to the P-type diffusion region;

an N-type metal contact that is electrically coupled to the N-type diffusion regions and is
directly over the P-type diffusion region;

a first dielectric layer over the P-type diffusion region and the N-type diffusion regions,
the first dielectric layer comprising contact holes that expose the N-type diffusion
regions but not the P-type diffusion region, the first dielectric layer being configured to
electrically isolate the P-type diffusion region from the N-type metal contact, the N-type
metal contact being electrically coupled to the N-type diffusion regions through the
contact holes; and

a second dielectric layer between the N-type metal contact and the first dielectric layer,
the second dielectric layer being disposed between two adjacent contact holes of the first

dielectric layer.

[0005b] In an aspect, there is a plurality of diffusion regions of a first conductivity
type and a diffusion region of a second conductivity type on a backside of a solar cell,
wherein the diffusion region of the second conductivity type touches at least one of the
plurality of diffusion regions of the first conductivity type;

a first metal contact that is electrically coupled to the diffusion regions of the first

conductivity type and is directly over the diffusion region of the second conductivity

type;



a second metal contact that is electrically coupled to the diffusion region of the second
conductivity type;

an interlayer dielectric over the diffusion regions of the first conductivity type and the
diffusion region of the second conductivity type, the interlayer dielectric layer
comprising contact holes through which the first metal contact electrically couples to the
diffusion regions of the first conductivity type, the interlayer dielectric being configured
to electrically isolate the diffusion region of the second conductivity type from the first
metal contact; and

a sacrificial layer between the interlayer dielectric and the first metal contact, the
sacrificial layer being disposed between two adjacent contact holes of the interlayer

dielectric.

[0005¢] In one embodiment, a solar cell is provided, comprising

a plurality of P-type diffusion regions and a plurality of N-type diffusion regions;

a P-type metal contact that is electrically coupled to the P-type diffusion regions;

an N-type metal contact that is electrically coupled to the N-type diffusion
regions and is directly over a P-type diffusion region;

a first dielectric layer over the plurality of P-type diffusion regions and N-type
diffusion regions, the first dielectric layer comprising contact holes that expose the N-
type diffusion regions but not the P-type diffusion regions, the N-type metal contact
being electrically coupled to the N-type diffusion regions through the contact holes; and

a second dielectric layer between the N-type metal contact and the first dielectric
layer, the second dielectric layer being disposed between two adjacent contact holes of

the first dielectric layer.

[0005d] In another embodiment, a process of fabricating a solar cell is provided:
forming a first dielectric layer over a plurality of diffusion regions of a first conductivity
type and a plurality of diffusion regions of a second conductivity type on a backside of
the solar cell;

forming a second dielectric layer over the first dielectric layer;

after forming the first and second dielectric layers, using a laser to form a

plurality of contact holes through the first dielectric layer but not through the second
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dielectric layer to expose the plurality of diffusion regions of the first conductivity type
but not the plurality of diffusion regions of the second conductivity type; and

forming a metal layer over the first dielectric layer and the second dielectric
layer, the metal layer forming metal contacts to the plurality of diffusion regions of the

first conductivity type through the plurality of contact holes.

[0005¢] In another embodiment, a solar cell is provided, comprising:
a plurality of diffusion regions of a first conductivity type and a plurality of diffusion
regions of a second conductivity type on a backside of a solar cell;

a first metal contact that is electrically coupled to the diffusion regions of the first
conductivity type and is directly over a diffusion region of the second conductivity type;

a second metal contact that is electrically coupled to the diffusion regions of the
second conductivity type;

an interlayer dielectric over the diffusion regions of the first conductivity type
and the diffusion regions of the second conductivity type, the interlayer dielectric layer
comprising contact holes through which the first metal contact electrically couples to the
diffusion regions of the first conductivity type; and

a sacrificial layer between the interlayer dielectric and the first metal contact, the
sacrificial layer being disposed between two adjacent contact holes of the interlayer

dielectric.

[0006] In one embodiment, contact holes of solar cells are formed by laser ablation
to accommodate various solar cell designs. Use of a laser to form the contact holes is
facilitated by replacing films formed on the diffusion regions with a film that has
substantially uniform thickness. The film thickness as absorption may be tailored to
match laser parameters. Dopant depth underneath contact holes may be controlled to
increase the laser ablation process margins. The laser configuration may be tailored to
form contact holes through dielectric films of varying thicknesses.

[0007] These and other features of the present invention will be readily apparent to
persons of ordinary skill in the art upon reading the entirety of this disclosure, which

includes the accompanying drawings and claims.

BRIEF DESCRIPTION OF THE DRAWINGS
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[0008] A more complete understanding of the subject matter disclosed herein may be
derived by referring to the detailed description and claims when considered in
conjunction with the following figures, wherein like reference numbers refer to similar
elements throughout the figures. The figures are not drawn to scale.

[0009] FIG. 1 schematically shows an example BCBIJ solar cell with metal contacts
that are formed over opposite polarity diffusion regions.

[0010] FIG. 2 shows a top view of the solar cell of FIG. 1.

[0011] FIG. 3 shows a cross-section of the solar cell of FIG. 1 taken at section A-A
of FIG. 2.

[0012] FIGS. 4-6 show cross-sections of a solar cell being fabricated in accordance
with an embodiment of the present invention.

[0013] FIG. 7 shows another top view of the solar cell of FIG. 1.
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(0014} FIG. 8 shows a cross-section of the solar cell of FIG. 1 taken at section B-B
of FIG. 7.

[0615]  FIG. 9 shows a cross-section of a solar cell with deep diffusion regions in
accordance with an embodiment of the present invention.

[0616] FIGS. 10-13 show cross-sections of a solar cell being fabricated in
accordance with another embodiment of the present invention.

[B817] FIG. 14 shows a cross-section of & solar cell with laser-formed contact holes
in accordance with another embodiment of the present invention.

[818] FIG. 15 shows the cross-section of FIG. 3 with an additional dielectric [ayer

in accordance with an embodiment of the present invention.

DETAILED DESCRIPTION
[6019] In the present disclosure, numerous specific details are provided, such as
examples of apparatus, processes, and structures, to provide a thorough understanding of
embodiments of the invention. Persons of ordinary skili in the art will recognize,
however, that the invention can be practiced without one or more of the specific detaiis.
In other instances, well-known details are not shown or described to avoid obscuring
aspects of the invention.
0820}  In some high-efficiency solar cell designs, metal contacts for one polarity of
diffusion region may run over an opposite polarity diffusion region (e.g., metal contact
for an N-type diffusion region formed over a P-type diffusion region). In that solar cell
design, it is critical that the interlayer dielectric that electrically insulates the metal
contacts from the diffusion regions is free of defects. Otherwise, a metal contact of one
polarity may electrically short o a diffusion region of opposite polarity through a defect
in the interlayer dielectric.
[0021]  FIG. 1 schematically shows an example backside contact, backside junction
(BCBI solar cell 300 with metal contacts that arc formed over opposite polarity
- diffusion regions. In the example of FIG. 1, the P-type (labeled 352) and N-type (labeled
351) diffusion regions are formed in a substrate 401 (e.g., mono-crystalline or multi-
crystalline silicon). In other embodiments, the P-fype and N-type diffussion regions are
formed in another layer, e.g., polysilicon, on a backside surface of the substrate of 401.

Interlaver dielectrics are not shown in FIG. 1 for clarity of illustration.
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10022]  The solar cell 300 includes metal contacts 301 and 303. Metal contacts 301
are N-polarity metal contacts in that they electrically couple to corresponding N-type
diffusion regions. Similarly, metal contacts 303 (onky one is shown in FIG. 1) are P-
polarity metal contacts that electrically couple io corresponding P-type diffusion regions.
The metal contacts 301 and 303 may be interdigitated. One metal contact 301 is
depicted in FIG. 1 as a transparent line tracing to more clearly show underlying N-type
diffusion regions. As shown in FIG. 1, an N-polarity metal contact 301 passes over
portions of a P-type diffusion region. This creates the possibility of the Nepolarity metal
contact 301 being electrically shoried 1o the P-type diffusion region through an
intervening interiayer dielectric (not shown in FIG. 1; see 305 in FIGS. 3 and 8).

[8623] FIG, 2 shows a top view of a portion of the solar celi 300, The solar cell 300
includes contact holes 302 that are formed through an interlayer dielectric separating the
N-polarity metal contact 301 from underlying diffusion regions. The N-polarity metai
contact 301 contacts underlying N-type diffusion regions through corresponding contact
holes 362.

[6024] FIG. 3 shows a cross-section of the solar cell 300 taken at section A-A of
FIG. 2. As shown in FI1G. 3, the solar cell 300 includes an interlayer dielectric 305,
which electrically insulates the N-polarity metal contact 301 from underlying diffusion
regions, Contact holes 302 are formed through the interlaver dielectric 303 to allow the
N-polarity metal contact 301 1o elecirically connect to corresponding N-type diffusion
regions. The contact holes 302 are typically formed by conventional masking and wet
etching. The inventors discovered that some etchants used in the etch process may
worsen existing imperfections (e.g., pinholes, pits, and other defects) in the interlayer
dielectric 303, turning the imperfections into full-blown defects. For example, some
etchants may enlarge existing pinholes. As another example, some efchants may result
in creation of an electrical short 306 through the interlaver dialect 305.

[6625]  Using a laser, rather than a conventional wet etch process, to form the contact
holes 302 advantageously avoids worsening imperfections that may be present in the
interlayer dielectric 305. By avoiding exposure of the interlayer dielectric 305 to
harmful etchants during contact hole formation, a laser ablation step preserves the
integrity of the interlayer dieiectric 305,

[0026] FIGG. 4 shows a cross-section of a solar cell 300 being fabricaied in

accordance with an embodiment of the present invention. The solar cell 300 has a front
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side 153 and a backside 152. The front side 153 faces the sun to coliect solar radiation
during normal operation. The backside 152 is opposite the front side 133.

[06827] In the example of FIG. 4, the substrate 101 comprises an N-type
monocrystalline silicon wafer. The P-type and N-type diffusion regions are formed in
the solar cell substrate 101, but may also be in another layer (e.g., polysiticon) formed on
the solar ceil substrate 101. The front side surface of the substrate 101 is textured with
random pyramids to increase solar radiation collection efficiency. A passivation region
107 passivates the front side surface of the substrate 101 to minimize recombination. In
one embodiment, the passivation region 107 is an N-type passivation region formed by
diffusing N-type dopants from the front side 153, The N-type dopants may comprise
phosphorus. In one embodiment, the passivation region 107 is formed by heating the
substrate 101 in a furnace where phosphorus is introduced. The phosphorus diffuses to
the front side of the substrate 101 to form the passivation region 107, A silicon dioxide
layer 108 on the back side 152 of the solar cell is a byproduct of forming the passivation
region 107. More specifically, the heating step to diffuse N-type dopanis into the
subsirate 101 and form the passivation region 107 also results in growth of the oxide
layer 108 on the backside surface of the substrate 101,

[6028]  An anti-reflective coating 109 is formed on the front side 153 and an anti-
reflective coating 110 is formed on the backside 152. In ome embodiment, the anti-
reflective coatings 109 and 110 comprise silicon nitride. On the front side 153, the anti-
reflective coating 109 is formed on the passivation region 107 on the front side surface of
the substrate 101. On the backside 132, the anti-reflective coating 110 is formed on the
oxide layer 108. |

{66297  In FIG. 5, a laser ablation step is performed on the solar cell 360 to form
contzet holes 1o the P-type and N-type diffusion regions. The laser ablation step may
invelve firing one or more laser beams to remove materials from the backside 152 and
thereby expose the P~type and N-type diffusion regions for metallization. In the example
of FIG. 5, the laser ablation step removes portions of the anti-refiective coating 110 and
oxide layer 108 to form contact holes to the P-type and N-type diffusion regions. The
laser ablation step may be performed by firing laser beams through a laser scanner,
which scans the laser beams on the backside 152 to form the coniact holes. A
commercially available laser source and scanner may be emploved to perform the laser

ablation. An example solar cell ablation sysiem that employs a laser is disclosed in
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comnonly-owned U.S. Application No. 12/829275, filed on July 1, 2010. Other
ablation systems that employ a laser may also be emploved.

[8030} The use of a laser to form the contact holes to the P-type and N-type diffusion
regions advantageously eliminates masking and curing steps that may be necessary in
other processes where the contact holes are formed by a traditional etch process. In
addition, laser ablation prevents exposure of the anti-reflective coating 110 and oxide
layer 108, and any interiayer dielectric that may be present, to efchants that may worsen
existing defects or imperfections.

[6031] In FIG. 6, metal contacts 112 and 113 are formed in the contact holes to make
electrical connection to corresponding diffusion regions. In the example of FIG. 6, the
metal contacts 112 are formed in contact holes to make electrical connection to the P-
type diffusion regions. Similarly, the metal contacts 113 are formed in contact holes to
make electrical connection to the N-type diffusion regions. The metal contacts 112 and
113 may be interdigitated, and may comprise copper or other single laver or multi-layer
electrically conductive materials employed for metallization. The metal contacts 112 and
113 may be formed by electro-plating, for example. The metal contacts 112 and 113
allow an electrical circuit to be coupled to and be powered by the solar cell. A metal
contact 112 to a P-type diffusion region may pass over an N-type diffusion region.
Simitarly, 2 metal contact 113 to an N-type diffusion region may pass over a P-type
diffusion region. Because the metal contacts are formed in contact holes formed by laser
ablation, the chances of a metal contact electrically shoriing to an opposite polarity
diffusion region is greatly diminished.

[0632] A potential laser-refated problem discovered by the inventors is now
described with reference to FIGS. 7 and 8. FIG. 7 shows another top view of g portion of
the solar cell 300 of FIG. 1. The solar cell 300 inchudes contact holes 307 that are
formed through an interlayer dielectric separating the P-polarity metal contact 303 from
underlying diffusion regions.

[B633]  FIG. 8 shows a cross~section of the solar cell 300 taken at section B-B of FIG.
7. Contact holes 307 (i.e., 367-1, 307-2....) are formed through the interlayer dielectric
305 to allow the P-polarity metal contact 303 fo electrically connect to the underlying P-
type diffusion region.

[0634]  In the example of FIG. 8, the contact holes 307 are formed by laser ablation.

If the laser is not properly controlled, the laser beam may punch through the diffusion
Y.
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region, thereby adversely affecting the operation of the solar cell by electrically shorting
the subsequently formed metal contact to the substrate. In the example of FIG. 8, the
laser ablation step formed the contact hole 307-1 all the way through the interlayer
dielectric 305, all the way through the P-type diffusion region, and into the substrate 401.
One way of addressing this laser punch through problem is to make the diffusion regions
deeper, as now explained with reference to FIG. 9.

[8635]  FIG. 9 shows a cross-section of a solar cell 400 with deep diffusions in
accordance with an embodiment of the present invention. In the exampile of FIG. 9, a P-
type diffusion region (iabeled as 402) is formed in a solar cell substrate 411, which
comprises a monocrystalline silicon wafer. In other embodiments, the P-type diffusion
region is formed in another layer {e.g., polysilicon) formed on the backside surface of the
substrate 411, In the example of FIG. 9, contact holes 405 (i.e., 405-1, 405-2,...) are
formed through an interlayer dielectric 403 by laser ablation. A P-polarity metal contact
404 electrically connects to the P-type diffusion region through the contact holes 405. 1t
1s to be noted that all figures in this disclosure, including FIG. 9, are not drawn to scale.
[6636] in the example of FIG. 9, the P-type diffusion region is formed to be
relatively deep. For exampie, the P-type diffusion region may have a depth 467 deeper
than 0.5 um. The depth of the P-type diffusion region is dictated by the process margins
of the iaser ablation step. Preferably, the required laser ablation depth is minimized for
the process, and then measured on a cross-section. The dopant depth of the diffusion
region is then set deeper than the required laser abiation depth by controlling the dopant
formation process (e.g., furnace temperature and time, stariing dopant concentration,
etc). Deep diffusion regions advantageously allow for a laser abiation step with wider
process margins. Deep N-type diffusion regions formed on the backside of the solar cell
with the P-type diffusions region may also have the same depth as the P-type diffusion
regions,

166837} In the example of FIG. 9, the contact hole 405-1 is formed relatively deep
into the P-type diffusion region. The deep contact hole 405-1 may be due to problems
related to process coptrol in general, laser ablation process margin, or other issues.
However, unlike in FIG. §, the contact hole 405-]1 does not panch all the way through the
P-type diffusion region because of the depth of the P-type diffusion region. The metal
contact 404 is formed in the contact holes 485 (i.e., 405-1, 405-2,...). The metal contact

404 may safely pass over a diffusion region of opposite polarity (i.e., N-type diffusion
S



WO 2012/112191 PCT/US2011/052313

region) because the metal contact 404 is formed in contact holes formed by laser
ablation.

8638} The inventors also discovered that differsnt film thickoesses found in some
solar cell designs may complicate laser ablation. An example of such solar cell design is
shown in FI1G, 10

[0039] FIG. 10 shows a cross-section of a solar cell 420 having a non-uniform fiim
423 through which contact holes are to be formed. In the example of FIG. 10, the film
423 comprises an interlayer dielectric. The film 423 may be a single laver dielectric or a
muiti-layer dielectric stack (e.g., oxides and/or nitrides; oxides and/or polyimide) formed
over a solar cell substrate 421. The solar cell substrate 421 may comprise a
monocrystalline silicon wafer. The P-type and N-type diffusion regions may be formed
in the solar cell substrate 421 or in another layer (e.g., polysilicon) formed on the solar
cell substrate 421.

[6046] In the example of FIG. 10, portions of the film 423 over the P-type diffusion
regions are thicker than portions of the film 423 over the N-type diffusion regions. In
other cases, portions of the film 423 over the N-type diffusion regions are thicker than
portions of the film 423 over the P-type diffusion regions. This difference in film
thicknesses may be due to the process of forming the P-type and N-type diffusion
regions, such as in the sequence of forming dopant sources over the diffusion regions.
Forming contact holes through the film 423 to the N-type diffusion regions requires less
laser energy compared to forming contact holes through the fitm 423 to the P-type
diffugion regions. Using the same laser energy to form contact boles to the P-type and
N-type diffusion regions may thus result in punching through the P-type diffusion
regions, or other problems. On the other hand, using different lager energies to form
contact holes to the P-iype and N-type diffusion regions may require multiple laser
ablation steps and may result in processing delays not just because of the additional
steps, but also in reconfiguring the laser for different energies.

00411 For the solar cell design of FIG. 10, the thickness of the dielectric stack over
the P-type diffusion regions may be in the 500-10000 Angstroms range, and the diffusion
depth of the P-type diffusion regions may be in the 200-2000 nm range. For a high-
efficiency solar cell, L.e., a solar cell with efficiency greater than 20%, the standard bulk
recombination rate (BRR) and saturation current density (Jo) would be less than 1000Hz

and 120 fA/cm? if there were no laser damage. To avoid ablation all the way through the
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junction in the base and increase the BRR and Jo, while also completely removing the
film being ablated, the proper laser condition must be used. Using a wavelength shorter
than 540nm while keeping the absorption depth to a minimum prevents the BRR from
increasing higher than 1000Hz. Using a laser with a pulse length shorter than 20ps will
keep the thermal ablation depth to less than 2000nm.  The laser energy would then be
tuned so that the ablation threshold is achieved {e.g., 1-201]). Complete oxide removal
would then result in series resistance of less than 1 ohm-cm” in the finished solar celi.
However, with these film stack thickness conditions on & high-efficiency solar cell, a
single laser pulse will still not be able to clear an entire dielectric stack without
increasing the BRR and Jo. That is, keeping the BRR to less than 1000Hz and Jo o less
than 120fA/cm® will result in series resistance greater than 1 ohm-om’, and getting the
series resistance less than Tohm-cm® will result in the BRR increasing higher than
1000Hz. This problem may be solved by using 2 or more laser pulses, where the pulse to
pulse spacing is separated by less than 500ns and the amplitude of the subsequent pulses
is between 10% and 100% the amplitude of the first puise.  This aliows for more
material removal without additional increase in BRR and Jo. An example multi-puise
laser ablation process is described in commonly-owned U.S. Application No.
12/795,526, filed on June 7, 2010, and incorporated hercin by reference in its entirety.
Other multi-pulse laser ablation processes may also be used.

[0042]  Because the dielectric stack thicknesses over the P-type and N-type diffusion
regions may be different, and thus require different laser energies to achieve the proper
BRR / series resistance balance, the laser ablation too! gets relatively complicated,
requiring changes in power for different regions of the solar cell being fabricated. This
requires precise spatial coordination between the laser and the beam delivery system 1o
synchronize laser power and location and avoid creating shunts (i.e., electrical shorts)
due to a misaligned laser. Misalignment can be avoided by slowing down the beam
delivery system. However, doing so would result in lower throughput on the tool, and
therefore increase the tool cost for a certain throughput. As a solution, the dielectric stack
may be tuned so that the ideal laser parameter, such as energy and number of pulses, on
one region does not result in ablation in another region. For exampie, dielectric stack
thickness over the P-type diffusion regions may be made to be 5000-10000 Angstroms,
and the dielectric stack thickness over the N-type diffusion regions may be made to bz

less than 2500 Angstroms. This allows a laser energy of 3 ul with two pulses to ablate
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the dielectric stack over the N-type diffusion regions, but not the dielectric stack over the
P-type diffusion regions.

(66431 In any case where laser misalignment may cause a shunt problem as
described above (e.g., in FIG. 3, the electrical short 306), the inventors have discovered
that an additional dielectric layer may be deposited in a patterned way so that the laser is
blocked from causing ablation. FIG. 15 shows the cross-section of FIG. 3 except for the
addition of an additional dielectric layer 355 patterned on portions of the interlayer
dieiectric layer 305 over the P-type diffusion regions. Other components shown in FIG.
15 have been discussed with reference to FIG. 3,

[0844] In the example of FIG. 15, the additional dielectric layer 355 may comprise a
material that may be ablated sacrificially, such as a pigmented ink. The additiqnal
dielectric layer 355 may be thick enough {e.g., greater than 500 Angstroms) to prevent
absorption of the laser wavelength used. The additional dielectric layer 355 may also
comprise a material that is transparent to the laser (e.g., poiyimide) but thick enough
(e.g., greater than 300 Angstroms) to prevent the ablated material underneath from
breaking through. The additional dielectric layer 355 may also comprise a semi-
transparent material, provided that the combination of direct ablation of the sacrificial
layer and ejected material from below does not cause a pinhole to form in the additional
dielectric layer 355. It should be noted that this additional dielectric layer 355 may also
have properties that prevent dielectric breakdown, as discussed later below.

[0045] In accordance with an embodiment of the present invention, the solar cell 420
of FIG. 10 is prepared for laser ablation by removing the film 423 and any other magerial
previously formed on the P-type and N-type diffusion regions. This approach is
especially advantageous in cases where the dielectric stacks vary from each other by
more than 200 Angstroms. This approach is further illustrated in FIG. 11 where all
materials on the P-type and N-type diffusion regions have been removed io expose the
backside surface of the P-type and N-type diffusion regions. For example, the fiim 423
of FIG. 10 may be removed using a conventional wet etch process. The film 423 and
any other material on the P-type and N-type diffusion regions are removed to control the
thickness of the film subsequently formed on the P-type and N-type diffusion regions.
Accordingly, in the example of FIG. 12, a substantially uniform film 424 is formed on
the P-type and N-type diffusion regions. In essence, the film 424 replaces the non-

uniform film 423. The film 424 may comprise an interlayer dielectric (e.g., deposited or
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thermaily grown oxide, followed by silicon nitride) that is deposited with substantially
uniform thickness. The film 424 may be deposited by chemical vapor depesition, other
deposition, or growth process that allows for uniform film deposition. In FIG. 13, the
replacement of the non-uniform film 423 with the uniform film 424 is subsequently
followed by a laser ablation step to form contact holes through the fiim 424 to expose
portions of the P-type and N-type diffusion regicns. The contact holes allow metal
contacts to electrically connect to corresponding diffusion regions. A metal contact to a
P-type diffusion region may pass over an N-type diffusion region. Simiarly, a metal
contact 10 an N-type diffusion region may pass over a P-type diffusion region. Because
the metal contacts are formed in contact holes formed by laser ablation, the chances of a
metal contact electrically shorting 1o an opposite polarity diffusion region is greatly
dirinished.

[0046] Contact holes through the film 423 of FIG. 10 may also be formed by
appropriate controi of the laser used in the laser ablaﬁon step. Typical ablation of
dielectric films is through the process of indirect ablation, where the laser energy is
absorbed in the substrate, and the film is ejected via the outward force of the ablated
substrate. This type of film ablation is known as indirect abiation. For example, when
the film of interest does not interact strongly with the léser wavelength, ablation depth
and damage in the substrate are driven primarily by pulse iength, wavelength, and
nomber of pulses of the laser, all of which need to be reduced for minimal substrate
ablation depth. If the film or one of the films in a film stack of interest interacts strongly
with the laser wavelength, the laser process parameters will need to be adjusted
accordingly, for example, by increasing the number of pulses or by switching the laser
wavelength so that direct ablation occurs. Certaip fypes of films may be removed via
direct ablation, without ablation in the siicon, by using muitiple pulses. An example
laser ablation process using multiple laser pulses is described in commonty-owned U.S,
Application No. 12/795,526, filed on June 7, 2010, and incorporated herein by reference
in its entirety. Other multi-pulse iaser ablation processes may aiso be used without
detracting from the merits of the present invention.

[0047) A method to modify the optical properties of a dielectric layer (e.g., P-type or
N-type doped silicon dioxide) or dielectric stack to suit laser ablation parameters may
include tuning refractive index and absorption coefficients of the dielectric through

compositional control, or by adding absorbing compounds fo the dielectric layer to tune
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the dielectric layer to get either direct or indirect ablation. As a particular example,
refractive indices less than 2.0 for laser wavelengths of 530 nm or longer cause indirect
ablation to occur and prevent residual material from remaining on the substrate.

J0648]  As applied to FIG. 10, a first laser ablation step may be perfortﬁed to form
contact holes through portions of the film 423 over the P-type diffusion regions. The
first {aser ablation step may be in accordance with a first laser configuration having
parameters taijored specifically for the characteristics of the portions of the film 423 over
the P-type diffusion regions. A second laser ablation step may be performed to form
contact holes through portions of the film 423 over the N-type diffusion regions. The
second laser ablation step may be in accordance with a second laser configuration having
parameters tajlored specifically for the characteristics of the portions of the film 423 over
the N-type diffusion regions. The first configuration being different from the second
configuration, For example, the first configuration may involve the laser firing multiple
laser pulses to drill through portions of the film 423 over the P-type diffusion regions.
As another example, the second configuration may involve the laser firing a single Jaser
pulse to drili through portions of the film 423 over the N-type diffusion regions.

[(649] The resulting structure is schematically shown in FIG. 14, where the contact
holes 435-1 and 435-2 through the film 423 and exposing the P-type diffusion regions
are formed by laser ablation with the laser firing in accordance with the first
configuration, and the contact hole 435-3 through the film 423 and exposing an N-type
diffusion region is formed by laser ablation with the laser firing in accordance with the
second configuration. Metal contacts may be formed in the contact holes 435 {(i.e., 435-
1, 435-2, 435-3). A metal contact may be safely formed over a diffusion region of
opposite polarity (e.g., N-polarity metal contact over a P-type diffusion region) because
the metal contacts are in contact holes formed by laser ablation.

joes50] in another embodiment, where defects in an interiaver dielectric, such as the
orie described with reference to FIG. 3, may be present, the anti-reflective coating
deposited on the backside (e.g., anti-reflective coating 110 of FIGS. 4-6) may be tailored
in a way to improve the dielectric integrity of the back stack. For example, the thickness
and/or resistivity of the backside anti-refiective coating may be increased by
approximately 50-100 Angstroms. As another example, the anti-reflective coating may
comprise two [ayers, such as a layer of amorphous-silicon that is uniformly deposifed on

top ot underneath a silicon nitride tayer. Preferably, to save fabrication cost, the layer of
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amorphous silicon and the silicon nitride layer are formed in-situ (i.e., same loading) in
the same process step in the same tool. The use of a two layer anti-refiective coating as
described herein advantageously increases not just the thickness of the anti-reflective
coating but also its dielectric constant, therely facilitating laser ablation.

[6051} In reverse bias,-for example, upwards of 6 volts may be applied across the
interlayer dielectric film. Typical plasma-enhanced chemical vapor deposition (PECVD)
nitride films having a thickness in the range of about 400 Angstroms would breakdown
at this voltage if the voltage were applied locally. A target breskdown field of the
dielectric film for such an application can be greater than 1x107 Viem. The target
breakdown fieid may be achieved by addition of 50-100 Angstrom layer of amorphous
silicon to the silicon nitride layer, which could decrease the effective field applied within
the stack.

10052]  Improved processes and structures for fabricating solar cells have been
disclosed. While specific embodiments of the present invention have been provided, if is
to be understood that these embodiments are for illustration purposes and not Iimiting.
Many additional embodiments will be apparent to persons of ordinary skill in the art

reading this disclosure,
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What is claimed is:

1. A solar cell comprising:

a P-type diffusion region and a plurality of N-type diffusion regions, wherein the P-type
diffusion region touches at least one of the N-type diffusion regions;

a P-type metal contact that is electrically coupled to the P-type diffusion region;

an N-type metal contact that is electrically coupled to the N-type diffusion regions and is
directly over the P-type diffusion region;

a first dielectric layer over the P-type diffusion region and the N-type diffusion regions, the
first dielectric layer comprising contact holes that expose the N-type diffusion regions but not
the P-type diffusion region, the first dielectric layer being configured to electrically isolate
the P-type diffusion region from the N-type metal contact, the N-type metal contact being
electrically coupled to the N-type diffusion regions through the contact holes; and

a second dielectric layer between the N-type metal contact and the first dielectric layer, the
second dielectric layer being disposed between two adjacent contact holes of the first

dielectric layer.
2. The solar cell of claim 1, wherein the second dielectric layer comprises pigmented ink.
3. The solar cell of claim 1, wherein the second dielectric layer comprises polyimide.

4. The solar cell of claim 1, wherein the second dielectric layer has a thickness greater than

500 Angstroms.

5. The solar cell of claim 1, wherein the first and second dielectric layers are configured to

have a breakdown voltage greater than 1x107 V/cm.
6. The solar cell of claim 1, wherein the solar cell is a backside contact solar cell.

7. A solar cell comprising:

a plurality of diffusion regions of a first conductivity type and a diffusion region of a second
conductivity type on a backside of a solar cell, wherein the diffusion region of the second
conductivity type touches at least one of the plurality of diffusion regions of the first

conductivity type;
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a first metal contact that is electrically coupled to the diffusion regions of the first
conductivity type and is directly over the diffusion region of the second conductivity type;

a second metal contact that is electrically coupled to the diffusion region of the second
conductivity type;

an interlayer dielectric over the diffusion regions of the first conductivity type and the
diffusion region of the second conductivity type, the interlayer dielectric layer comprising
contact holes through which the first metal contact electrically couples to the diffusion
regions of the first conductivity type, the interlayer dielectric being configured to electrically
isolate the diffusion region of the second conductivity type from the first metal contact; and
a sacrificial layer between the interlayer dielectric and the first metal contact, the sacrificial

layer being disposed between two adjacent contact holes of the interlayer dielectric.

8. The solar cell of claim 7, wherein the sacrificial layer comprises pigmented ink.

9. The solar cell of claim 7, wherein the sacrificial layer comprises polyimide.

10. The solar cell of claim 7, wherein the sacrificial layer has a thickness greater than 500

Angstroms.

11. The solar cell of claim 7, wherein the interlayer dielectric and the sacrificial layer have a

breakdown voltage greater than 1x107 V/em.

12. The solar cell of claim 7, wherein the solar cell is a backside contact solar cell.
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