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Background of the Invention Field of the Invention The present invention
relates 'to a hydraulic servo-type material testing apparatus. Description
of the Related ART In ahydraulic servo-typematexial testing apparatus, 10
generally, a load mechanism for applying a load to a test piece is driven
by a hydraulic actuator. A target value , concerning a physical value
selected as a controlled variable is supplied from a. waveform generator or
the. like . At the same time, the load according to the target 15 value is
applied to the test piece by feeding back a detected value of that
controlled variable. For example. the physical value selected as the
controlled variable is a displacement of the load mechanism, the load
applied to the test piece in consequence of that displacement, 20 or the
like. In the hydraulic servo-type material. testing apparatus having such a
feedback loop, so-called PID control is conventionally performed in which a
deviation obtained by feeding back a detected value to a target ~6 value is
subjected to 1    proportional-integration-derivative (PIn) operations so
as to obtain a manipulated variable . To show an example of the
configuration of its control system, as shown in Fig. 3, the arrangement
provided is such that a detected 5 value (observed variable) obtained by
detectingaphysical quantity selected as a controlled variable z, such as
the displacement of the load mechanism, the load applied to the test piece
or the like is fed back to a target 



value r outputted from such as a waveform generator 31. 10 Then,. its
deviation a is .introduced to a PzD adjuster 33 to perform
proportional-integration-derivative operations, thereby obtaining a
manipulated variable a for changing a valve opening of a servo .valve 39,
so as . - -to .control the  driving of a hydraulic .actuator 35 for.  15
'the load mechanism: It should be noted. that w denotes a disturbance.
Specifically, variations in the hydraulic pressure, the wear of a seal
portion of the hydzaulic actuator, and the like axe conceivable as the
disturbances. This control system is shown more specifically in 20 the
block diagram of Fig. 4. In Fig. 9, reference numeral 1 denotes a
proportional element; Kp, a proportionaJ. gain; TI, integral time; 1/s, an
integral element; Tn, derivative time; D(s), a derivative element; and P
(s) , a 'transfer characteristic Z5 of a controlled system. 2
Incidentally, with the conventional hydraulic servo type material testing
apparatus adopting the above-described PID control, there is a problem in
that it is difficult to optimize both the target value response and the
disturbance response. Namely, if, as shown in Fig. 5A, adjustment is made
in which the response to the target value is optimized, 



the response to a disturbance becomes large, as shown in Fig. 5B. on the
other hand, if, as shown in Fig. 6B, 10 optimum adjustment is made so that
the response to the disturbance becomes small, the response to the target
value becomes inordinately large, as shown in Fig. 6A. Tn addition, in the
conventional .hydraulic servo-type material testing apparatus 'adopting the
PID  . 1~ control, the integral element 1/s is included in the transfer
characteristic P (s) of a hydraulic drive system, which is the controlled
system, as well as the integral element 1/s in an adjusting unit.
Therefore, the team of 1/s2 is included in the transfer functions of inputs
ZO and outputs . Hence, there is a problem in that control becomes
unstable, and in an extreme case there is a possibility of the occurrence
of hunting. Summary of the invention 25 The invention has been devised in
view of the 3   above-described circumstances, and its object is to provide
a hydraulic servo-type material. testing apparatus which is capable of
optimizing both the target value response and the disturbance response, and
of stabilizing the control. To attain the above object, in accordance with
the invention, there is provided a hydraulic servo-type material testing
apparatus having a feedback loop for controlling a hydraulically
operated-typeload mechanism 10. which applies a load to, a material, the
apparatus ,comprising an adjusting unit in the feedback loop,. the
'adjusting unit having a first portion for effecting a proportional action
and a derivative action. with respect . . . to a': target value and a
second portion for effecting a '15 : proportional action and a derivative
action with respect  . . to a detected value. 



In the hydraulic servo-type material .testing apparatus, it is preferable
that parameters fox the proportional actions and derivative actions of the
first ZO and second portions are independently set. Further, it is
preferable that the parameters are a weight to be applied to the 'first
portion and a weight to be applied to the second portion. In the invention,
the fact that the first and second Z5 portions of the adjusting unit in the
feedback loop both 4   effect proportional action and derivative action
means that proportional elements and derivative elements function in the
first and second portions Of the adjusting unit. Accordingly, as for
integral elements, the 5 invention includes both a configuration in which
the integral elements are absent in the adjusting unit and a configuration
in which even if they are present, the integral time is set to be long to
such an extent that they substantially do not function. 10 In the
invention, the,adjusting unit in the feedback loop, effects proportional
action and derivative action; and does not effect integral action. Namely,
by' ,substantially adopting PD control, the term:of.l/s2 is eliminated .
from the  transfer. functions of ofeinput and :15 ~, ~, outputs: of 'the
system. At the .sarne-time,the adjusting  , unit consists of a first
portion acting with respect to a target value and a second portion acting
,with respect to a detected value. By setting parameters for the
proportional actions and the derivative actions of the 20 first and second
portions independently, especially, applying weights to the first and
second portions independently,optimizationadjustmentofboththetarget value
response and the disturbance response is realized. Namely,in the hydraulic
servo-type material testing 



Z5 apparatus, since 1/s is included in the transfer 5   characteristics of
the hydraulically-operated load mechanism, which is the controlled system,
if the integral element 1/s were made to function in the adjusting unit,
the term of 1/s2 would be included in the transfer functions 5 of inputs
and outputs . In the invention however, since the integral elements are not
made to function in the adjusting unit, the term of 1/sz is not included in
the transfer functions of inputs and outputs, thereby making it possible to
eliminate a factor for instability of 10 control. . In addition, the first
portion acting with respect , to the target value and the second portion
acting with .respect to. the detected value are provided separately in the
adjusting unit,. and .arb'i'trary parameters, 15'~~  especially, weights
are respectively, .applied to these portions. The smaller the weight for
the first portion is, the sharper changes in outputs can be suppressed even
if there occur sudden changes in the inputs of the target value, thereby
making it possible to suppress the 20 occurrence of overshoots.
Nevertheless, the rise of outputs becomes slow. On the other hand, if the
proportional gain which is equally applied to both of the first and second
portions is made large, the feedback is reinforced and disturbances are
controlled more Z5 powerfully. However, if the proportional gain is made 6
excessively large, the system becomes oscillatory and becomes unstable. For
these reasons, by performing a simulation in advance, the weight, which is
to be applied to the first portion acting with respect to the target 5
value. of the two portions of the adjusting unit, and the value of the
proportional gain are appropriately adjusted, and the value for controlling
the disturbance is determined and set in a state that sharp changes will
not occur in the outputs and the system does not become lU oscillatory. It
is thereby possible to realize a control .system which is, capable of
controlling disturbances 



powerfully and in which sharp changes do not occur in the.-outputs.,
Consequently, it is possible to obtain a ~~: control system,which is able
to simultaneously obtain 15" the:,.target value response such as the.one
shown in 'Fig:, 5A and the disturbance response such as the one shown in
Fig. 6B. Brief Description of the Drawings 2Q Fig. 1 is a schematic diagram
of an apparatus in accordance with an embodiment of the invention; Fig. 2
is a block diagram illustrating the detailed configuration of a control
system in accordance with the invention; 25 Fig. 3 is a block diagram
illustrating an example 7   of the configuration of a control system of a
conventional hydraulic servo-type material testing apparatus; Fig. 4 is a
block diagram illustrating the details of a control system shown in Fig. 3;
Fig. 5A is a graph illustrating the target value response at the time of an
adjustment in which the target value response is optimized in a
conventional hydraulic servo-type material testing apparatus adopting the
PID control; x0 Fig. 5B is a graph illustrating the disturbance . , .. .
.response,:at the time of the adjustment in which the target ~. value
response is optimized in the conventional .hydraulic servo-type material
testing apparatus adopting the PID _ ~:GOntro~; ~.. . . . . ~ ~ . :' ~.5..
= ~ Fig : 6A is 'a graph similarly illustrating the. target' '. ' '" value
response at the time of an adjustment in which the disturbance response is
optimized in the conventional 



hydraulic servo-typematerialtesting apparatus adopting the PID control; and
ZO Fig. 6B is a graph similarly illustrating the disturbance response at
the time of the adjustment in which the disturbance response is optimized
in the conventional hydraulic servo-type material testing apparatus
adopting the PID control. 2J 8   Detailed Description of the Invention
Referring now to the drawings, a description will be given of an embodiment
of the invention. Fig. 1 is a schematic diagram of the apparatus in 5
accordance with an embodiment of the invention, and Fig. 2 is a block
diagram illustrating the detailed configuration of its control system) A
testing apparatus body 1 has a structure in which two columns 12a and 12b
axe provided on a table 11, and J.0 both end portions of a cross yoke 13
are supported by . . .. the columns 12a and 12b  A load mechanism 19, in
which a hydraulic cylinder . . .operated by pressure oil supplied thereto
through a servo valve 2 is used as an actuator, is provided on the table '
~.~.5 11 . A lower gripper 15a is fitted on this load mechanism 14, while
an upper gripper 15b is fitted to the aforementioned cress yoke 13 through
a load cell 3. A test piece TP is used in the test in a state in which its
both ends are gripped by the upper and lower grippers ZO 15a and 15b.
Namely, as for the test piece TP whose both ends are gripped by the upper
and lower grippers 15a and 15b a load is applied thereto by the driving of
the load mechanism 14 the load applied to the test piece TP is zS detected
by the load cell 3, and the displacement of the 9   load mechanism 14 is
detected by a displacement gage 4. Detected signals of the load and the
displacement detected respectively by the load cell 3 and the displacement
gage 4 are consecutively fetched into a controller 5. The controller 5
stores consecutive outputs from the load cell 3 and the displacement gage 4
as test data. The controller 5 includes a waveform generator 51 for
outputting a target value r and an adjusting unit 52, as shown in Fig. 2. A
detected signal 



10 representing a physical quantity selected as a controlled variable z,
such as the load detected by the load cell T 3, is set as a detected value
(observed variable) y and . . is.introduced to the adjusting,unit 52 so as
to. structure .. a. feedback loop Then, a manipulated variable a to be 15
supplied .to- a .controlled system 53 is generally  The characteristic of
this control. system lies in that the adjusting unit 52 is formed by a
first adjusting portion 52a acting with respect to the target value r and a
second adjusting portion 52b acting with respect Z4 to the detected value
y, and an arbitrary weight (1  ~x ) can be applied to a proportional
element of the first adjusting portion 52a while an arbitrary weight (1 can
also be applied to a derivative element of that adjusting portion 52a.
These two adjusting portions 52a Z5 and 52b include a proportional gain Kp
and derivative time 10   TD, which are the same parameters as those
included in a conventional PD adjuster . Since the structure is such that
the aforementioned four parameters can be arbitrarily set and applied, it
is possible to independently set a11 5 the magnitudes concerning the
proportional action and the derivative action with respect to the target
'value r, as well as the proportional action and the derivative action with
respect to the detected value y. Consequently, an operational advantage is
offered in that it is possible 10 to optimally set both the target,value
response and the ...disturbance response, as will be described later.. Tn
the above--described embodiment, since both first . and second adjusting
portions 52a and 52b .constituting .. . the.adjusting unit 52 do not effect
the integral action; 15 the term.concerning the integral element~;included
in transfer functions of inputs and outputs of the entire system is only
the term of the integral, element 1/s included in the
hydraulically-operated load mechanism J.4, which is the controlled system.
Therefore, the term of 1/s2 z0 which is included in the conventional
hydraulic servo-type 



material testing apparatus is not included in the hydraulic servo-type
material testing apparatus of the present invention. Accordingly, it is
possible to eliminate the instability of control. 25 In addition, in the
above-described embodiment, if m   the parameters a and b in the first
adjusting portion 52a acting with respect to the target value x axe made
Large, i . a . , if weights of the proportional element and the derivative
element with respect to the target value 5 r are made small, sharp changes
in the output y at the time of sudden changes in the target value r become
small, thereby making it possible to suppress the occurrence of overshoots,
although the rise becomes slow. On the other hand, if the proportional gain
Kp which is equally 10 applied to the overall elements is made large, 'it
is . possible to control disturbances.more powerfully, but if it is made
excessively large, the system becomes oscillatory and, becomes unstable
Accordi.ngly, by performing a simulation in advance, -.such a 'combination
15 of parameters that the disturbance controlling.capability . becomes most
powerful is determined within the range in which the delay in the rise is
small and overshoots do not occur and within the range that the system does
not become oscillatory. The setting of the adjusting unit 20 52 is effected
by using these values. Consequently, it is possible to obtain the target
value response in an optimal state such as the one shown in Fig. 5A.
Moreover, in the state in which the target value response is adjusted to
the optimal state such as the Z5 one shown in Fig. 5A, it is possible to
suppress the effect 12   



of a disturbance input w. With respect to the disturbance response as well,
it is thus possible to obtain it in an optimal state such as the one shown
in Fig. 6S. It should be noted that although the block diagram 5 shown in
Fig. 2 is expressed by a co11ection of blocks representing the functions of
the respective portions, it goes without saying that the circuit
configuration for attaining these functions may be arranged such that
analog circuits corresponding to the respective blocks lU are provided' or
software for executing the functions ;. . of the respective blocks maybe
provided by using a cornputer. In 'addition, although the block diagram
shown in Fig. 2 in the ~.foregoing description. is expressed by a .
general equationmodel of a two-degree-of-fre.edomcontrol . 15 . system,
this block diagram can be' expressed equivalently  by a feedforward model,
a loop compensation model, a feedback compensation model, a target value
filter model., or an element separation model. It goes without saying that
the difference in the method of its expression is ZO irrelevant to the gist
of the invention. The invention includes all model swhich adopt the
two-degree-of-freedom PD control. which can be applied to the hydraulic
servo-type material testing apparatus. Further, although in the adjusting
unit as shown Z6 in Fig. 2, the arbitrary weight (1 - a ) and the arbitrary
13   weight (1 - (3 ) are applied to the proportional element and the
derivative element of the first adjusting portion 52a, theses arbitrary
weights can be applied to the proportional and derivative elements of the
second 5 adjusting portion 52b. 



As described above, in accordance with the invention, the adjusting unit of
the hydraulic servo--type material testing apparatus includes two portions
which effect proportional action and derivative action and do not lU effect
integral action. The two portions separately effect the actions with
respect to a target value and _ . a detected value, respectively. The
weights .are applied .. to these two portions independently. Therefore,
even if . the term~ of 1/s . of an integral element 'is included in 15 .
the transfer functions of the hydraulically operated-.type . load mechanism
itself, which is the controlled system, ' the term of 1/s2 is not included
in the transfer functions of inputs and outputs, which has not been the
case with the conventional art, thereby making it possible to 2U eliminate
the instability of control. At the same time, by appropriately setting the
weights, with respect to sudden changes in the input of the target value it
is possible to obtain outputs in which the rise is sharp and which is free
of overshoots, while with respect to 25 the input of a disturbance it is
possible to provide control 19   excelling in the controlling capability,
Therefore, it possible to maximize both the target value response and the
disturbance response. 0 J. 5   What is claimed is; 



1. A hydraulic servo-type material, testing apparatus having a feedback
loop for controlling a hydraulically operated-typeload mechanism which
applies 5 a load to a material, the apparatus comprising: an adjusting unit
in said feedback loop, the adjusting unit having a first portion for
effecting a proportional action and a derivative action with respect to a
target value and a second portion for effecting a XO proportional action
and a derivative action with respect to a detected value. . 2. The
hydraulic servo-type material .testing.. apparatus according to claim 1
wherein .parameters for . 15 ~ the proportional actions and derivative
actions 'of the . first and second portions are independently set. 3, The
hydraulic servo-type material testing apparatus according to claim 2,
wherein the parameters 20 are a weight to be applied to the first portion
and a weight to be applied to the second portion. 4. The hydraulic
servo-type material testing apparatus according to claim 2, wherein the
parameters 25 are a proportional gain for the proportional actions and 16
a derivative time fox the derivate actions of the first and second
portions, and a weight to be applied to the proportional action and a
weight to be applied to the derivative action of the first portion.  5. The
hydraulic servo-type material testing apparatus according to claim 1,
wherein an output of the second portion is introduced to an output of the
first portion. 10 ., . . , . . ., , . : ~,^; , ~ . . . ~ . . , ., 17
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