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Abstract AGENT FOR INCREASING RE-JECTION WITH A
PERMEABLE MEMBRANE, PROCESS FOR INCREASING THE
REJECTION, PERMEABLE MEMBRANE AND PROCESS FOR WATER
TREATMENT An agent for increasing the rejection with a permeable
membrane which comprises an ionic macromolecule having a
weight-average molecular weight of 100,000 or greater; a process for

increasing the rejection with a permeablf Fierabrane which comprises
ane

treating a _permeable membrane with the agent; a permeable membr
whicA BN DT B CRBA S IR RS EI0M NI A REEMEARLE

¥
)

o B S i R

GRETRMRETAR MENMERANE ANDSFRIOZELIRAGE WA PE R RRNCIENT
for a Ior;%étime eagg and safely at the Iqcation of the use of the
membrane AFHYEOL APETTE LS A TR R IR BitbeiRermeahieHmembrane

MeMBEANGSaRaEaL0N A'Sii% & SSlGRiNGRATRGRAD! %g;? ?g%f%?—sagerage

nano filtration membrane and a reverse osmosIis m
molecular weight of 100,000 or greater; & process for increasing the

rejection with a permesble membrame which comprises freating a
permeable membrane with the agent; a permeable membrane which is
treated in accordance with the process; and a process for water treatment
which comprises using the permeable membrane are disclosed. By using
the above agent, an increased rejection of inorganic electrolytes and
organic compounds soluble in water can be maintained for a long time
easily and safely at the location of the use of the membrane without
extreme decrease in the flux of pérmeation in the membrane separation

using a selective permeable membrane such as a nanc filtration

membrane and a reverse ocsmosis membrane.
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