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RANDOM ACCESS METHOD, APPARATUS, AND SYSTEM 

[0001] This application claims priority to Chinese Patent Application No. 202010260718.X, 

filed with the China National Intellectual Property Administration on April 3, 2020 and entitled 

"RANDOM ACCESS METHOD, APPARATUS, AND SYSTEM", which is incorporated herein 

by reference in its entirety. 5 

TECHNICAL FIELD 

[0002] This application relates to the field of communication technologies, and in particular, 

to a random access method, an apparatus, and a system.  

BACKGROUND 10 

[0003] A terminal usually needs to perform a random access procedure with a network device, 

to complete uplink time synchronization with the network device and establish a radio resource 

control connection to the network device, so that the terminal and the network device exchange 

service data based on the radio resource control connection. 

[0004] With development of internet of things application technologies, bandwidth types of 15 

terminals tend to be diversified. For example, bandwidth capabilities of some terminals may be 5 

MHz, bandwidth capabilities of some terminals may be 10 MHz, bandwidth capabilities of some 

terminals may be 20 MHz, and bandwidth capabilities of some terminals may be 100 MHz. 

Accordingly, for a same network device, the network device may need to be connected to terminals 

of a plurality of bandwidth types. 20 

[0005] Currently, a network device usually sends random access channel (random access 

channel, RACH) resource configuration information to a terminal in an initial downlink bandwidth 

of 20 MHz, so that the terminal selects, based on the received RACH resource configuration 

information, a corresponding RACH resource for a random access procedure with the network 

device. In this case, terminals of various bandwidth types all need to use the completely same 25 
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RACH resource configuration information. Consequently, some terminals may fail to efficiently 

connect to the network device due to a limitation of bandwidth capabilities of the terminals. 

SUMMARY 

[0006] Embodiments of this application provide a random access method, an apparatus, and a 

system, to help terminals of various bandwidth types connect to a network device more efficiently. 5 

[0007] According to a first aspect, a random access method is provided. The method may be 

performed by a network device, or may be performed by a module, a chip, or a system on chip 

deployed in the network device. The method includes: determining M random access channel 

RACH resource sets, where the M RACH resource sets correspond to N terminal types, the N 

terminal types are determined based on bandwidth types and/or random access types of terminals, 10 

and M and N are positive integers; and sending RACH configuration information to at least one 

terminal, where the RACH configuration information indicates the M RACH resource sets, the M 

RACH resource sets are used by the at least one terminal to send a random access request to the 

network device, and a bandwidth type of any one of the at least one terminal belongs to the 

bandwidth types for determining the N terminal types. 15 

[0008] In conclusion, the N terminal types supported by the network device may be flexibly 

configured based on at least one bandwidth type and/or at least one random access type, and the 

M RACH resource sets are configured for the N terminal types, where M and N are positive 

integers. Terminals of different bandwidth types may separately send random access requests to 

the network device based on a same RACH resource set or different RACH resource sets, to initiate 20 

random access procedures. This helps terminals of various bandwidth types connect to the network 

device more efficiently. 

[0009] In a possible implementation, for one of the M RACH resource sets, the network device 

may determine at least one terminal type corresponding to the RACH resource set, determine at 

least one terminal device that performs a random access procedure based on the at least one 25 

terminal type, and then send configuration information to the at least one terminal device. The 

network device allocates RACH resources based on bandwidth types of terminals and random 

access types, so that resource configuration in a random access procedure is more flexible, and 

resource utilization is improved. 
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[0010] In a possible implementation, any one of the N terminal types is determined based on 

one of at least one bandwidth type and/or one of at least one random access type, and a bandwidth 

type of any one of the at least one terminal is one of the at least one bandwidth type. 

[0011] In a possible implementation, the RACH configuration information further indicates a 

first RACH configuration, where the first RACH configuration is that the M RACH resource sets 5 

correspond to the N terminal types, M is less than N, and M is equal to 1. 

[0012] In a possible implementation, the RACH configuration information further indicates a 

second RACH configuration, where the second RACH configuration is that the M RACH resource 

sets correspond to the N terminal types, M is equal to N, and M is greater than 1. 

[0013] In a possible implementation, the RACH configuration information further indicates a 10 

third RACH configuration, where the third RACH configuration is that the M RACH resource sets 

correspond to the N terminal types, M is less than N, and M is greater than 1. 

[0014] In a possible implementation, the RACH configuration information further indicates a 

fourth RACH configuration, where the fourth RACH configuration is that the M RACH resource 

sets correspond to the N terminal types, M is equal to N, and M is equal to 1. 15 

[0015] In a possible implementation, the RACH configuration information further indicates 

one of X RACH configurations, where X is a positive integer, and the X RACH configurations 

include at least two of the following RACH configurations: 

a first RACH configuration, where the first RACH configuration is that the M RACH 

resource sets correspond to the N terminal types, M is less than N, and M is equal to 1;20 

a second RACH configuration, where the second RACH configuration is that the M 

RACH resource sets correspond to the N terminal types, M is equal to N, and M is greater than 1;

a third RACH configuration, where the RACH configuration information indicates the 

third RACH configuration, the third RACH configuration is that the M RACH resource sets 

correspond to the N terminal types, M is less than N, and M is greater than 1; or25 

a fourth RACH configuration, where the fourth RACH configuration is that the M 

RACH resource sets correspond to the N terminal types, M is equal to N, and M is equal to 1. 

[0016] In a possible implementation, the RACH configuration information further indicates 

that the N terminal types correspond to at least one uplink initial bandwidth part (uplink initial 

bandwidth part, UL initial BWP). 30 

[0017] In a possible implementation, the sending RACH configuration information to at least 



4 

one terminal includes: sending the RACH configuration information to the at least one terminal in 

at least one downlink initial bandwidth part (downlink initial bandwidth part, DL initial BWP). 

[0018] In a possible implementation, the sending RACH configuration information to at least 

one terminal includes: sending signaling to the at least one terminal, where the signaling includes 

the RACH configuration information, and the signaling includes at least one of the following types 5 

of signaling: media access control control element (media access control-control element, MACCE) 

signaling, downlink control information (downlink control information, DCI) signaling, radio 

resource control (radio resource control, RRC) signaling, and system information block type1 

(system information block-type1, SIB1) signaling. 

[0019] In a possible implementation, the method further includes: receiving a random access 10 

request from a current terminal in the at least one terminal; determining a target RACH resource 

set corresponding to the random access request; and responding to the random access request based 

on a physical uplink shared channel (physical uplink shared channel, PUSCH) resource set 

corresponding to the target RACH resource set. 

[0020] In a possible implementation, the random access request includes a bandwidth type of 15 

the current terminal, and the random access request is sent via message1 or messageA. 

[0021] In a possible implementation, the bandwidth type of the current terminal is carried on 

a PRACH of message1, or the bandwidth type of the current terminal is carried on a PRACH or a 

PUSCH of messageA. 

[0022] In a possible implementation, the at least one bandwidth type includes at least one of 20 

the following bandwidth types: NR_legacy, NR_REDCAP type1, and NR_REDCAP type2;

the at least one random access type includes at least one of the following random access 

types: 4-step RACH, 4-step RACH&EDT, 2-step RACH, and 2-step RACH&EDT; and

the N terminal types include at least one of the following terminal types: 

a terminal type determined based on NR_legacy and 4-step RACH;25 

a terminal type determined based on NR_legacy and 4-step RACH&EDT;

a terminal type determined based on NR_legacy and 2-step RACH;

a terminal type determined based on NR_legacy and 2-step RACH&EDT;

a terminal type determined based on NR_REDCAP type1 and 4-step RACH;

a terminal type determined based on NR_REDCAP type1 and 4-step RACH&EDT;30 

a terminal type determined based on NR_REDCAP type1 and 2-step RACH;
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a terminal type determined based on NR_REDCAP type1 and 2-step RACH&EDT;

a terminal type determined based on NR_REDCAP type2 and 4-step RACH;

a terminal type determined based on NR_REDCAP type2 and 4-step RACH&EDT;

a terminal type determined based on NR_REDCAP type2 and 2-step RACH; or

a terminal type determined based on NR_REDCAP type2 and 2-step RACH&EDT. 5 

[0023] According to a second aspect, a random access method is provided. For beneficial 

effects, refer to the descriptions in the first aspect. The method may be performed by a terminal, 

or may be performed by a module, a chip, or a system on chip deployed in the terminal. The method 

includes: receiving RACH configuration information from a network device, where the RACH 

configuration information indicates M RACH resource sets, the M RACH resource sets correspond 10 

to N terminal types, the N terminal types are determined based on bandwidth types and/or random 

access types of terminals, and M and N are positive integers; and determining, based on the 

configuration information, a target RACH resource set used by a current terminal to send a random 

access request to the network device, where a bandwidth type of the current terminal belongs to 

the bandwidth types for determining the N terminal types. 15 

[0024] In a possible implementation, any one of the N terminal types is determined based on 

one of at least one bandwidth type and/or one of at least one random access type, and a bandwidth 

type of any one of the at least one terminal is one of the at least one bandwidth type. 

[0025] In a possible implementation, the RACH configuration information further indicates a 

first RACH configuration, where the first RACH configuration is that the M RACH resource sets 20 

correspond to the N terminal types, M is less than N, and M is equal to 1. 

[0026] In a possible implementation, the RACH configuration information further indicates a 

second RACH configuration, where the second RACH configuration is that the M RACH resource 

sets correspond to the N terminal types, M is equal to N, and M is greater than 1. 

[0027] In a possible implementation, the RACH configuration information further indicates a 25 

third RACH configuration, where the third RACH configuration is that the M RACH resource sets 

correspond to the N terminal types, M is less than N, and M is greater than 1. 

[0028] In a possible implementation, the RACH configuration information further indicates a 

fourth RACH configuration, where the fourth RACH configuration is that the M RACH resource 

sets correspond to the N terminal types, M is equal to N, and M is equal to 1. 30 

[0029] In a possible implementation, the RACH configuration information further indicates 
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one of X RACH configurations, where X is a positive integer, and the X RACH configurations 

include at least two of the following RACH configurations: 

a first RACH configuration, where the first RACH configuration is that the M RACH 

resource sets correspond to the N terminal types, M is less than N, and M is equal to 1;

a second RACH configuration, where the second RACH configuration is that the M 5 

RACH resource sets correspond to the N terminal types, M is equal to N, and M is greater than 1;

a third RACH configuration, where the third RACH configuration is that the M RACH 

resource sets correspond to the N terminal types, M is less than N, and M is greater than 1; or

a fourth RACH configuration, where the fourth RACH configuration is that the M 

RACH resource sets correspond to the N terminal types, M is equal to N, and M is equal to 1. 10 

[0030] In a possible implementation, the receiving RACH configuration information from a 

network device includes: receiving signaling from the network device, where the signaling 

includes the configuration information, and the signaling includes at least one of the following 

types of signaling: MACCE signaling, DCI signaling, SIB1 signaling, and RRC signaling. 

[0031] In a possible implementation, the determining, based on the RACH configuration 15 

information, a target RACH resource set used by a current terminal to send a random access request 

to the network device includes: determining, based on the RACH configuration information and a 

target terminal type of the current terminal, the target RACH resource set used by the current 

terminal to send the random access request to the network device, where the target terminal type 

of the current terminal is determined based on a random access type supported by the current 20 

terminal and the bandwidth type of the current terminal. 

[0032] In a possible implementation, the RACH configuration information further indicates 

that the N terminal types correspond to at least one UL initial BWP; and the method further 

includes: determining, based on the configuration information, a target UL initial BWP 

corresponding to the target terminal type; and sending the random access request to the network 25 

device on the target UL initial BWP based on the target RACH resource set. 

[0033] In a possible implementation, the random access request includes the bandwidth type 

of the current terminal, and the random access request is sent via message1 or messageA. 

[0034] In a possible implementation, the bandwidth type of the current terminal is carried on 

a PRACH of message1, or the bandwidth type of the current terminal is carried on a PRACH or a 30 

PUSCH of messageA. 
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[0035] In a possible implementation, the at least one bandwidth type includes at least one of 

the following bandwidth types: NR_legacy, NR_REDCAP type1, and NR_REDCAP type2;

the at least one random access type includes at least one of the following random access 

types: 4-step RACH, 4-step RACH&EDT, 2-step RACH, and 2-step RACH&EDT; and

the N terminal types include at least one of the following terminal types: 5 

a terminal type determined based on NR_legacy and 4-step RACH;

a terminal type determined based on NR_legacy and 4-step RACH&EDT;

a terminal type determined based on NR_legacy and 2-step RACH;

a terminal type determined based on NR_legacy and 2-step RACH&EDT;

a terminal type determined based on NR_REDCAP type1 and 4-step RACH;10 

a terminal type determined based on NR_REDCAP type1 and 4-step RACH&EDT;

a terminal type determined based on NR_REDCAP type1 and 2-step RACH;

a terminal type determined based on NR_REDCAP type1 and 2-step RACH&EDT;

a terminal type determined based on NR_REDCAP type2 and 4-step RACH;

a terminal type determined based on NR_REDCAP type2 and 4-step RACH&EDT;15 

a terminal type determined based on NR_REDCAP type2 and 2-step RACH; or

a terminal type determined based on NR_REDCAP type2 and 2-step RACH&EDT. 

[0036] According to a third aspect, a communication apparatus is provided. For beneficial 

effects, refer to the descriptions in the first aspect. The communication apparatus may be a network 

device, or may be a module, a chip, or a system on chip deployed in the network device. The 20 

communication apparatus includes: a processing unit, configured to determine M RACH resource 

sets, where the M RACH resource sets correspond to N terminal types, the N terminal types are 

determined based on bandwidth types and/or random access types of terminals, and M and N are 

positive integers; and a transceiver unit, configured to send RACH configuration information to at 

least one terminal, where the RACH configuration information indicates the M RACH resource 25 

sets, the M RACH resource sets are used by the at least one terminal to send a random access 

request to the network device, and a bandwidth type of any one of the at least one terminal belongs 

to the bandwidth types for determining the N terminal types. 

[0037] In a possible implementation, the processing unit is configured to: for one of the M 

RACH resource sets, determine at least one terminal type corresponding to the RACH resource 30 

set, and determine at least one terminal device that performs a random access procedure based on 
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the at least one terminal type. The transceiver unit is configured to send configuration information 

to the at least one terminal device. The network device allocates RACH resources based on 

bandwidth types of terminals and random access types, so that resource configuration in a random 

access procedure is more flexible, and resource utilization is improved. 

[0038] In a possible implementation, any one of the N terminal types is determined based on 5 

one of at least one bandwidth type and/or one of at least one random access type, and a bandwidth 

type of any one of the at least one terminal is one of the at least one bandwidth type. 

[0039] In a possible implementation, the RACH configuration information further indicates a 

first RACH configuration, where the first RACH configuration is that the M RACH resource sets 

correspond to the N terminal types, M is less than N, and M is equal to 1. 10 

[0040] In a possible implementation, the RACH configuration information further indicates a 

second RACH configuration, where the second RACH configuration is that the M RACH resource 

sets correspond to the N terminal types, M is equal to N, and M is greater than 1. 

[0041] In a possible implementation, the RACH configuration information further indicates a 

third RACH configuration, where the third RACH configuration is that the M RACH resource sets 15 

correspond to the N terminal types, M is less than N, and M is greater than 1. 

[0042] In a possible implementation, the RACH configuration information further indicates a 

fourth RACH configuration, where the fourth RACH configuration is that the M RACH resource 

sets correspond to the N terminal types, M is equal to N, and M is equal to 1. 

[0043] In a possible implementation, the RACH configuration information further indicates 20 

one of X RACH configurations, where X is a positive integer, and the X RACH configurations 

include at least two of the following RACH configurations: 

a first RACH configuration, where the first RACH configuration is that the M RACH 

resource sets correspond to the N terminal types, M is less than N, and M is equal to 1;

a second RACH configuration, where the second RACH configuration is that the M 25 

RACH resource sets correspond to the N terminal types, M is equal to N, and M is greater than 1;

a third RACH configuration, where the RACH configuration information indicates the 

third RACH configuration, the third RACH configuration is that the M RACH resource sets 

correspond to the N terminal types, M is less than N, and M is greater than 1; or

a fourth RACH configuration, where the fourth RACH configuration is that the M 30 

RACH resource sets correspond to the N terminal types, M is equal to N, and M is equal to 1. 



9 

[0044] In a possible implementation, the RACH configuration information further indicates 

that the N terminal types correspond to at least one UL initial BWP. 

[0045] In a possible implementation, the transceiver unit is specifically configured to send the 

RACH configuration information to the at least one terminal in at least one DL initial BWP. 

[0046] In a possible implementation, the transceiver unit is specifically configured to send 5 

signaling to the at least one terminal, where the signaling includes the RACH configuration 

information, and the signaling includes at least one of the following types of signaling: MACCE 

signaling, DCI signaling, RRC signaling, and SIB1 signaling. 

[0047] In a possible implementation, the transceiver unit is further configured to receive a 

random access request from a current terminal in the at least one terminal; and the processing unit 10 

is further configured to: determine a target RACH resource set corresponding to the random access 

request; and respond to the random access request based on a PUSCH resource set corresponding 

to the target RACH resource set. 

[0048] In a possible implementation, the random access request includes a bandwidth type of 

the current terminal, and the random access request is sent via message1 or messageA. 15 

[0049] In a possible implementation, the bandwidth type of the current terminal is carried on 

a PRACH of message1, or the bandwidth type of the current terminal is carried on a PRACH or a 

PUSCH of messageA. 

[0050] In a possible implementation, the at least one bandwidth type includes at least one of 

the following bandwidth types: NR_legacy, NR_REDCAP type1, and NR_REDCAP type2;20 

the at least one random access type includes at least one of the following random access 

types: 4-step RACH, 4-step RACH&EDT, 2-step RACH, and 2-step RACH&EDT; and

the N terminal types include at least one of the following terminal types: 

a terminal type determined based on NR_legacy and 4-step RACH;

a terminal type determined based on NR_legacy and 4-step RACH&EDT;25 

a terminal type determined based on NR_legacy and 2-step RACH;

a terminal type determined based on NR_legacy and 2-step RACH&EDT;

a terminal type determined based on NR_REDCAP type1 and 4-step RACH;

a terminal type determined based on NR_REDCAP type1 and 4-step RACH&EDT;

a terminal type determined based on NR_REDCAP type1 and 2-step RACH;30 

a terminal type determined based on NR_REDCAP type1 and 2-step RACH&EDT;
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a terminal type determined based on NR_REDCAP type2 and 4-step RACH;

a terminal type determined based on NR_REDCAP type2 and 4-step RACH&EDT;

a terminal type determined based on NR_REDCAP type2 and 2-step RACH; or

a terminal type determined based on NR_REDCAP type2 and 2-step RACH&EDT. 

[0051] According to a fourth aspect, a communication apparatus is provided. For beneficial 5 

effects, refer to the descriptions in the first aspect. The communication apparatus may be a terminal, 

or may be a module, a chip, or a system on chip deployed in the terminal. The communication 

apparatus includes: a transceiver unit, configured to receive RACH configuration information from 

a network device, where the RACH configuration information indicates M RACH resource sets, 

the M RACH resource sets correspond to N terminal types, the N terminal types are determined 10 

based on bandwidth types and/or random access types of terminals, and M and N are positive 

integers; and a processing unit, configured to determine, based on the configuration information, 

a target RACH resource set used by a current terminal to send a random access request to the 

network device, where a bandwidth type of the current terminal belongs to the bandwidth types 

for determining the N terminal types. 15 

[0052] In a possible implementation, any one of the N terminal types is determined based on 

one of at least one bandwidth type and/or one of at least one random access type, and a bandwidth 

type of any one of the at least one terminal is one of the at least one bandwidth type. 

[0053] In a possible implementation, the RACH configuration information further indicates a 

first RACH configuration, where the first RACH configuration is that the M RACH resource sets 20 

correspond to the N terminal types, M is less than N, and M is equal to 1. 

[0054] In a possible implementation, the RACH configuration information further indicates a 

second RACH configuration, where the second RACH configuration is that the M RACH resource 

sets correspond to the N terminal types, M is equal to N, and M is greater than 1. 

[0055] In a possible implementation, the RACH configuration information further indicates a 25 

third RACH configuration, where the third RACH configuration is that the M RACH resource sets 

correspond to the N terminal types, M is less than N, and M is greater than 1. 

[0056] In a possible implementation, the RACH configuration information further indicates a 

fourth RACH configuration, where the fourth RACH configuration is that the M RACH resource 

sets correspond to the N terminal types, M is equal to N, and M is equal to 1. 30 

[0057] In a possible implementation, the RACH configuration information further indicates 
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one of X RACH configurations, where X is a positive integer, and the X RACH configurations 

include at least two of the following RACH configurations: 

a first RACH configuration, where the first RACH configuration is that the M RACH 

resource sets correspond to the N terminal types, M is less than N, and M is equal to 1;

a second RACH configuration, where the second RACH configuration is that the M 5 

RACH resource sets correspond to the N terminal types, M is equal to N, and M is greater than 1;

a third RACH configuration, where the third RACH configuration is that the M RACH 

resource sets correspond to the N terminal types, M is less than N, and M is greater than 1; or

a fourth RACH configuration, where the fourth RACH configuration is that the M 

RACH resource sets correspond to the N terminal types, M is equal to N, and M is equal to 1. 10 

[0058] In a possible implementation, the transceiver unit is specifically configured to receive 

signaling from the network device, where the signaling includes the configuration information, 

and the signaling includes at least one of the following types of signaling: MACCE signaling, DCI 

signaling, SIB1 signaling, and RRC signaling. 

[0059] In a possible implementation, the processing unit is specifically configured to 15 

determine, based on the RACH configuration information and a target terminal type of the current 

terminal, the target RACH resource set used by the current terminal to send the random access 

request to the network device, where the target terminal type of the current terminal is determined 

based on a random access type supported by the current terminal and the bandwidth type of the 

current terminal. 20 

[0060] In a possible implementation, the RACH configuration information further indicates 

that the N terminal types correspond to at least one UL initial BWP; the processing unit is further 

configured to determine, based on the configuration information, a target UL initial BWP 

corresponding to the target terminal type; and the transceiver unit is further configured to send the 

random access request to the network device on the target UL initial BWP based on the target 25 

RACH resource set. 

[0061] In a possible implementation, the random access request includes the bandwidth type 

of the current terminal, and the random access request is sent via message1 or messageA. 

[0062] In a possible implementation, the bandwidth type of the current terminal is carried on 

a PRACH of message1, or the bandwidth type of the current terminal is carried on a PRACH or a 30 

PUSCH of messageA. 
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[0063] In a possible implementation, the at least one bandwidth type includes at least one of 

the following bandwidth types: NR_legacy, NR_REDCAP type1, and NR_REDCAP type2;

the at least one random access type includes at least one of the following random access 

types: 4-step RACH, 4-step RACH&EDT, 2-step RACH, and 2-step RACH&EDT; and

the N terminal types include at least one of the following terminal types: 5 

a terminal type determined based on NR_legacy and 4-step RACH;

a terminal type determined based on NR_legacy and 4-step RACH&EDT;

a terminal type determined based on NR_legacy and 2-step RACH;

a terminal type determined based on NR_legacy and 2-step RACH&EDT;

a terminal type determined based on NR_REDCAP type1 and 4-step RACH;10 

a terminal type determined based on NR_REDCAP type1 and 4-step RACH&EDT;

a terminal type determined based on NR_REDCAP type1 and 2-step RACH;

a terminal type determined based on NR_REDCAP type1 and 2-step RACH&EDT;

a terminal type determined based on NR_REDCAP type2 and 4-step RACH;

a terminal type determined based on NR_REDCAP type2 and 4-step RACH&EDT;15 

a terminal type determined based on NR_REDCAP type2 and 2-step RACH; or

a terminal type determined based on NR_REDCAP type2 and 2-step RACH&EDT. 

[0064] According to a fifth aspect, a communication apparatus is provided, and includes a 

memory and a processor. The memory stores instructions/code. When executing the 

instructions/code stored in the memory, the processor implements the method according to any 20 

implementation of the first aspect. 

[0065] According to a sixth aspect, a communication apparatus is provided, and includes a 

memory and a processor. The memory stores instructions/code. When executing the 

instructions/code stored in the memory, the processor implements the method according to any 

implementation of the second aspect. 25 

[0066] According to a seventh aspect, a chip is provided, and includes a processor, configured 

to invoke a computer program from a memory and run the computer program, so that a 

communication apparatus on which the chip is installed implements the method according to any 

implementation of the first aspect or the method according to any implementation of the second 

aspect. 30 

[0067] According to an eighth aspect, a computer-readable storage medium is provided, and 
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is configured to store instructions/code. When the instructions/code are/is executed by a processor 

of an electronic device, the electronic device is enabled to implement the method according to any 

implementation of the first aspect or the method according to any implementation of the second 

aspect. 

[0068] According to a ninth aspect, a computer program product including instructions/code 5 

is provided. When the computer program product runs on an electronic device, the electronic 

device implements the method according to any implementation of the first aspect or the method 

according to any implementation of the second aspect. 

[0069] According to a tenth aspect, a communication system is provided, and includes the 

communication apparatus according to any implementation of the third aspect and the 10 

communication apparatus according to any implementation of the fourth aspect, or includes the 

communication apparatus according to the fifth aspect and the communication apparatus according 

to the sixth aspect. 

BRIEF DESCRIPTION OF DRAWINGS 

[0070] FIG. 1 is an example of a system architecture diagram of a wireless communication 15 

system according to an embodiment of this application;

[0071] FIG. 2 is a schematic diagram showing that a terminal and a network device perform a 

random access procedure whose random access type is 4-step RACH;

[0072] FIG. 3 is a schematic flowchart of a random access method according to an embodiment 

of this application;20 

[0073] FIG. 4 is a schematic flowchart of another random access method according to an 

embodiment of this application;

[0074] FIG. 5 is a schematic diagram showing that a network device sends signaling to 

terminals of at least two bandwidth types in different DL initial BWPs;

[0075] FIG. 6 is a schematic diagram of a structure of a communication apparatus according 25 

to an embodiment of this application;

[0076] FIG. 7 is a schematic diagram of a structure of another communication apparatus 

according to an embodiment of this application;

[0077] FIG. 8 is a schematic diagram of a structure of another communication apparatus 
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according to an embodiment of this application; and

[0078] FIG. 9 is a schematic diagram of a structure of another communication apparatus 

according to an embodiment of this application. 

DESCRIPTION OF EMBODIMENTS 

[0079] The following describes the technical solutions in embodiments of this application with 5 

reference to the accompanying drawings in embodiments of this application. 

[0080] In embodiments of this application, a terminal is an electronic device having a wireless 

communication function. The terminal may be deployed on land, for example, deployed in 

specified indoor space or on a vehicle running on the ground; may be deployed on water, for 

example, deployed in a ship; or may be deployed in the air, for example, deployed on an airplane, 10 

a balloon, or a satellite. The terminal may be user equipment (user equipment, UE), and the UE 

may be a handheld device, a vehicle-mounted device, a wearable device, or a computing device 

that has a wireless communication function. For example, the UE may be a mobile phone (mobile 

phone), a tablet computer, or a computer having a wireless transceiver function. Alternatively, the 

terminal may be a virtual reality (virtual reality, VR) terminal device, an augmented reality 15 

(augmented reality, AR) terminal device, a wireless terminal in industrial control, a wireless 

terminal in self-driving, a wireless terminal in telemedicine, a wireless terminal in a smart grid, a 

wireless terminal in a smart city (smart city), a wireless terminal in a smart home (smart home), or 

the like. 

[0081] In embodiments of this application, a communication apparatus configured to 20 

implement a function of the terminal may be the terminal, or may be another apparatus configured 

to support the terminal in implementing the function of the terminal, for example, a chip deployed 

in the terminal. In some embodiments, the chip includes a processor, configured to invoke a 

computer program from a memory and run the computer program, so that the terminal on which 

the chip is installed implements a method performed by a terminal according to any embodiment 25 

of this application. 

[0082] The terminal provided in embodiments of this application may include a memory and 

a processor. The memory is configured to store executable code/instructions. When executing the 

executable code/instructions, the processor implements a random access method that is performed 
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by a terminal according to any embodiment of this application. 

[0083] An embodiment of this application further provides a computer-readable storage 

medium, configured to store executable code/instructions. When the executable code/instructions 

is/are executed by a processor of an electronic device, the electronic device is enabled to 

implement a random access method performed by a terminal according to any embodiment of this 5 

application. 

[0084] An embodiment of this application further provides a computer program product 

including executable code/instructions. When the computer program product runs on an electronic 

device, the electronic device implements a random access method performed by a terminal 

according to any embodiment of this application. 10 

[0085] In embodiments of this application, a network device includes a base station (base 

station, BS). The base station is a device that is deployed in a radio access network and that can 

perform wireless communication with a terminal. The base station may be in a plurality of forms, 

for example, a macro base station, a micro base station, a relay station, and an access point. For 

example, the base station may be a base station in a 5G network or a base station in a long term 15 

evolution (long term evolution, LTE) network. The base station in the 5G network may also be 

referred to as a transmission reception point (transmission reception point, TRP) or a gNB. 

[0086] In embodiments of this application, an apparatus configured to implement a function 

of the network device may be the network device, or may be another apparatus configured to 

support the network device in implementing the function of the network device, for example, a 20 

chip deployed in the network device. In some embodiments, the chip includes a processor, 

configured to invoke a computer program from a memory and run the computer program, so that 

the network device on which the chip is installed implements a method performed by a network 

device according to any embodiment of this application. 

[0087] The network device provided in embodiments of this application may include a 25 

memory and a processor. The memory is configured to store executable code/instructions. When 

executing the executable code/instructions, the processor implements a random access method that 

is performed by a network device according to any embodiment of this application. 

[0088] An embodiment of this application further provides a computer-readable storage 

medium, configured to store executable code/instructions. When the executable code/instructions 30 

is/are executed by a processor of an electronic device, the electronic device is enabled to 
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implement a random access method performed by a network device according to any embodiment 

of this application. 

[0089] An embodiment of this application further provides a computer program product 

including executable code/instructions. When the computer program product runs on an electronic 

device, the electronic device implements a random access method performed by a network device 5 

according to any embodiment of this application. 

[0090] The technical solutions provided in embodiments of this application may be applied to 

a plurality of types of wireless communication systems such as a machine to machine (machine to 

machine, M2M) communication system and a cellular communication system. The wireless 

communication system may use a system architecture that is the same as or similar to that of a new 10 

radio (new radio, NR) system in a 5G network. 

[0091] FIG. 1 is an example of a system architecture diagram of a wireless communication 

system. As shown in FIG. 1, the wireless communication system 100 may include a network device 

101 and at least one terminal 103. Each terminal 103 may separately perform a random access 

procedure with the network device 101, to complete uplink time synchronization with the network 15 

device, and establish an RRC connection to the network device 101. After a terminal 103 

establishes an RRC connection to the network device 101, service data can be transmitted between 

the terminal 103 and the network device 101. 

[0092] It may be understood that before the terminal 103 initiates a random access procedure 

to the network device 101, the terminal 103 may further complete downlink time synchronization 20 

and frequency synchronization with the network device 101 based on a downlink synchronization 

signal from the network device 101. The downlink synchronization signal includes a primary 

synchronization signal (primary synchronization signal, PSS) and a secondary synchronization 

signal (secondary synchronization signal, SSS). 

[0093] For example, the wireless communication system 100 uses an NR system architecture. 25 

The terminal 103 and the network device 101 may perform a random access procedure whose 

random access type is "4-step RACH", or may perform a random access procedure whose random 

access type is "2-step RACH". The NR R15 standard defines a random access procedure whose 

random access type is "4-step RACH", and the NR R16 standard defines a random access 

procedure whose random access type is "2-step RACH". 30 

[0094] With reference to FIG. 2, that the terminal 103 and the network device 101 perform a 
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random access procedure whose random access type is "4-step RACH" is further described below 

by using an example. 

[0095] First, the terminal 103 sends a preamble to the network device on a physical random 

access channel (physical random access channel, PRACH). That is, the terminal 103 sends, to the 

network device 101, information 1 (message1) that includes the preamble. Before this, the terminal 5 

103 may further obtain, by reading system broadcast information from the network device 101, 

configuration information sent by the network device 101 to the terminal 103. The configuration 

information may indicate one or more RACH resources. One RACH resource mainly includes a 

time domain resource, a frequency domain resource, an orthogonal code sequence resource, and 

the like that are used for the PRACH channel. 10 

[0096] It should be noted that the RACH resource may also be referred to as a physical random 

access channel (physical random access channel, PARCH) resource. 

[0097] Then, after sending message1, the terminal 103 starts a random access response 

window, and listens to, in the corresponding window, a random access response (random access 

response, RAR) sent by the network device 103. That is, the terminal 103 receives, from the 15 

network device 101, information 2 (message2) that includes the RAR. 

[0098] Then, if the terminal 103 successfully detects the RAR sent by the network device 101 

to the terminal 103, random access of the terminal 103 succeeds, and the terminal 103 may further 

send information 3 (message3) to the network device 101 based on an indication of the RAR. 

Message3 is mainly for sending an RRC connection request to the network device 101, and 20 

message3 may include a UE identifier (identifier, ID). 

[0099] It should be noted that if the terminal 103 does not detect the RAR sent by the network 

device 101 to the terminal 103, random access of the terminal 103 fails, and the terminal 103 may 

re-initiate a random access procedure based on a backoff parameter indicated by the network 

device 101, until a corresponding maximum quantity of random access times is reached. 25 

[00100] Further, after sending message3 to the network device 101, the terminal 103 listens to 

feedback (Feedback) of the network device 101 for message3. The network device sends 

information 4 (message4) to the terminal 103. Message4 may include a contention resolution 

identifier and an air interface parameter configuration for the terminal 103. 

[00101] It should be noted that, if the terminal 103 successfully listens to message4 sent by the 30 

network device 101 to the terminal 103, random access of the terminal 103 succeeds, and the 
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terminal 103 may send information 5 (message5) to the network device 101. Message5 is mainly 

for sending an RRC establishment complete command or other information to the network device 

101. If the terminal does not obtain, through listening, message4 sent by the network device 101 

to the terminal 103, random access of the terminal 103 fails, and the terminal 103 may re-initiate 

a random access procedure based on a backoff parameter indicated by the network device 101, 5 

until a corresponding maximum quantity of random access times is reached. 

[00102] For a random access procedure whose random access type is "2-step RACH" defined 

in the NR R16 standard, four steps included in the random access procedure whose random access 

type is "4-step RACH" are actually combined into two steps. More specifically, in the random 

access procedure whose random access type is "2-step RACH", the terminal 103 may 10 

simultaneously send message1 and message3 to the network device, and the simultaneously sent 

message1 and message3 are also referred to as information A (message A). Correspondingly, the 

terminal 103 may receive, from the network device 101, feedback on messageA after receiving 

messageA, that is, send information B (message B) to the terminal 103. 

[00103] A bandwidth part (bandwidth part, BWP) is introduced into an NR system. The BWP 15 

indicates a frequency domain resource used by the terminal to perform data transmission. The 

network device configures an uplink BWP and a downlink BWP for the terminal using signaling, 

and the terminal can perform data transmission only within a BWP range configured by the base 

station. In a downlink initial access phase and an uplink initial access phase, an uplink BWP and 

a downlink BWP in which the terminal works are respectively referred to as a UL initial BWP and 20 

a DL initial BWP. For the random access procedure whose random access type is "4-step RACH", 

message2 and message4 are transmitted on the DL initial BWP, and message1 and message3 are 

transmitted on the UL initial BWP. For the random access procedure whose random access type is 

"2-step RACH", messageA is transmitted on the UL initial BWP, and messageB is transmitted on 

the DL initial BWP. 25 

[00104] It may be understood that the terminal may alternatively perform the random access 

procedure with the network device in another manner, that is, a random access type of the random 

access procedure performed between the terminal and the network device may further include 

another random access type different from "4-step RACH" and "2-step RACH". 

[00105] For example, the terminal and the network device may perform a random access 30 

procedure of another random access type. The random access procedure of the another random 
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access type is similar to a random access procedure whose random access type is "4-step RACH". 

For ease of description, the another random access type is referred to as "4-step RACH&EDT 

(Early Data Transmission)" in embodiments of this application. A difference between a random 

access procedure whose random access type is "4-step RACH&EDT" and a random access 

procedure whose random access type is "4-step RACH" mainly lies in that message3 sent by the 5 

terminal to the network device includes service data sent by the terminal to the network device. 

[00106] For example, the terminal and the network device may perform a random access 

procedure of another random access type. The random access procedure of the another random 

access type is similar to a random access procedure whose random access type is "2-step RACH". 

For ease of description, the another random access type is referred to as "2-step RACH&EDT" in 10 

embodiments of this application. A difference between a random access procedure whose random 

access type is "2-step RACH&EDT" and a random access procedure whose random access type is 

"2-step RACH" mainly lies in that messageA sent by the terminal to the network device includes 

service data sent by the terminal to the network device. 

[00107] In embodiments of this application, the two types of random access procedures, namely, 15 

"4-step RACH&EDT" and "2-step RACH&EDT", are mainly applied to a terminal in an RRC 

inactive (RRC inactive) state. In this way, the terminal in the RRC inactive state can transmit 

service data before completing the random access procedure to enter an RRC connected (RRC 

connected) state. This can save air interface resources of the network device, reduce power 

consumption of the terminal, and reduce a data transmission delay. It may be understood that the 20 

two types of random access procedures "4-step RACH&EDT" and "2-step RACH&EDT" may 

also be applied to a terminal in an RRC idle (RRC idle) state. 

[00108] In conclusion, a random access type that is supported by the terminal for performing a 

random access procedure with the network device is a capability of the terminal. Different 

terminals may support different random access types. A same terminal may support one or more 25 

of the foregoing random access types. Y1 random access types may be determined based on a 

random access type supported by a terminal, where Y1 is a positive integer. If a configuration of 

the network device supports random access procedures of Y1 random access types performed by 

the network device, a random access type of a random access procedure performed by a terminal 

with the network device may be one or more of the Y1 random access types. 30 

[00109] In embodiments of this application, different terminals may have different bandwidth 
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capabilities, and Y2 bandwidth types may be determined based on a bandwidth capability of a 

terminal, where Y2 is a positive integer. The bandwidth capability of the terminal is a maximum 

bandwidth that can be used, when data transmission is performed between the terminal and the 

network device, by a carrier for carrying data sent by the terminal to the network device/for 

carrying data from the network device. For example, if a terminal may send data to a network 5 

device on a carrier using a frequency resource with a maximum bandwidth of 100 MHz, an uplink 

bandwidth capability of the terminal is 100 MHz; if the terminal may receive data from the network 

device on a carrier using a frequency resource with a maximum bandwidth of 100 MHz, a 

downlink bandwidth capability of the terminal is 100 MHz. For another example, if a terminal 

may send data to a network device on a carrier using a frequency resource with a maximum 10 

bandwidth of 20 MHz, an uplink bandwidth capability of the terminal is 20 MHz; if the terminal 

may receive data from the network device on a carrier using a frequency resource with a maximum 

bandwidth of 20 MHz, a downlink bandwidth capability of the terminal is 20 MHz. Generally, an 

uplink bandwidth capability and a downlink bandwidth capability of a terminal are the same. 

Therefore, the uplink bandwidth capability or the downlink bandwidth capability of the terminal 15 

may be used as a bandwidth capability of the terminal. 

[00110] For example, a bandwidth capability of a single terminal may be 5 MHz, 10 MHz, 20 

MHz, or 100 MHz. A bandwidth type of a terminal with a bandwidth capability of 5 MHz or 10 

MHz may be usually represented as "NR_REDCAP type1", that is, a terminal with a bandwidth 

capability of 5 MHz or 10 MHz may be usually referred to as an NR_REDCAP type1 terminal. In 20 

some other embodiments, a terminal with bandwidth capability of 5 MHz and a terminal with 

bandwidth capability of 10 MHz may also be defined as two different types of terminals. A 

bandwidth type of a terminal with a bandwidth capability of 20 MHz may be usually represented 

as NR_REDCAP type2, that is, a terminal with a bandwidth capability of 20 MHz may be usually 

referred to as an NR_REDCAP type2 terminal. A bandwidth type of a terminal with a bandwidth 25 

capability of 100 MHz may be usually represented as NR_legacy, that is, a terminal with a 

bandwidth capability of 100 MHz may be usually referred to as an NR_legacy terminal. In other 

words, three bandwidth types NR_REDCAP type1, NR_REDCAP type2, and NR_legacy may be 

determined. 

[00111] In embodiments of this application, a terminal type of a terminal is related to a 30 

bandwidth type of the terminal and a random access type supported by the terminal, and N terminal 
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types may be determined based on the bandwidth type and/or the random access type of the 

terminal, where N is a positive integer. More specifically, the N terminal types may be determined 

based on the Y2 bandwidth types and/or the Y1 random access types. It should be noted that, for 

a same terminal, because the terminal may support one or more random access types, the same 

terminal may correspond to one or more of the foregoing N terminal types. For example, a terminal 5 

type T9 may be determined based on the bandwidth type "NR_legacy" and the random access type 

4-step RACH, and a terminal type T10 may be determined based on the bandwidth type 

"NR_legacy" and the random access type2-step RACH. A bandwidth type corresponding to the 

terminal type T9 is the same as a bandwidth type corresponding to the terminal type T10, but a 

random access type corresponding to the terminal type T9 is different from a random access type 10 

corresponding to the terminal type T10. 

[00112] In a possible implementation, any one of the N terminal types may be determined based 

on one of the Y2 bandwidth types. That is, the total quantity Y2 of bandwidth types is the same as 

the Y2 bandwidth types are in a one-to-one correspondence total quantity N of terminal types, and 

the Y2 bandwidth types are in a one-to-one correspondence with the N terminal types. 15 

[00113] For example, refer to the following Table 1. Three terminal types "P1", "P2", and "P3" 

may be determined based on three bandwidth types "NR_REDCAP type1", "NR_REDCAP type2", 

and "NR_legacy". 

Table 1 

Bandwidth type Terminal type 

NR_legacy P1 

NR_REDCAP type1 P2 

NR_REDCAP type2 P3 

20 

[00114] In Table 1, a terminal type determined based on a bandwidth type "NR_legacy" is "P1", 

a terminal type determined based on a bandwidth type "NR_REDCAP type1" is "P2", and a 

terminal type determined based on a bandwidth type "NR_REDCAP type2" is "P3". 

[00115] In a possible implementation, any one of the N terminal types may be determined based 

on one of the Y2 bandwidth types and one of the Y1 random access types. To be specific, the total 25 

quantity N of terminal types is a product of the total quantity Y2 of bandwidth types and the total 
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quantity Y1 of random access types. 

[00116] For example, refer to the following Table 2. A total of 12 terminal types T1 to T12 may 

be determined based on three bandwidth types "NR_REDCAP type1", "NR_REDCAP type2", and 

"NR_legacy" and four random access types "4-step RACH", "4-step RACH&EDT", "2-step 

RACH", and "2-step RACH&EDT". 5 

Table 2 

4-step 

RACH 

2-step 

RACH 

4-step RACH&EDT 2-step 

RACH&EDT 

NR_REDCAP type1 T1 T2 T3 T4 

NR_REDCAP type2 T5 T6 T7 T8 

NR_legacy T9 T10 T11 T12 

[00117] In Table 2, a terminal type determined based on "NR_REDCAP type1" and "4-step 

RACH" is "T1", a terminal type determined based on "NR_REDCAP type1" and "2-step RACH" 

is "T2", a terminal type determined based on "NR_REDCAP type1" and "4-step RACH&EDT" is 10 

"T3", and a terminal type determined based on "NR_REDCAP type1" and "2-step RACH&EDT" 

is "T4"; a terminal type determined based on "NR_REDCAP type2" and "4-step RACH" is "T5", 

a terminal type determined based on "NR_REDCAP type2" and "2-step RACH" is "T6", a terminal 

type determined based on "NR_REDCAP type2" and "4-step RACH&EDT" is "T7", and a 

terminal type determined based on "NR_REDCAP type2" and "2-step RACH&EDT" is "T8"; a 15 

terminal type determined based on "NR_legacy" and "4-step RACH" is "T9", a terminal type 

determined based on "NR_legacy" and "2-step RACH" is "T10", a terminal type determined based 

on "NR_legacy" and "4-step RACH&EDT" is "T11", and a terminal type determined based on 

"NR_legacy" and "2-step RACH&EDT" is "T12". 

[00118] It may be understood that a terminal type may be expressed by using a combination of 20 

a bandwidth type and a random access type. For example, the terminal type "T12" in Table 2 may 

include the bandwidth type "NR_legacy" and the random access type "2-step RACH&EDT" that 

are for determining "T12". 

[00119] The following describes a specific process of communication between the network 

device and the terminal by using an example. 25 
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[00120] According to the technical solutions provided in embodiments of this application, the 

N terminal types supported by the network device may be flexibly configured based on at least 

one bandwidth type and/or at least one random access type, and M RACH resource sets are 

configured for the N terminal types, where M and N are positive integers. Terminals of different 

bandwidth types may send random access requests to the network device based on a same RACH 5 

resource set or different RACH resource sets, to initiate random access procedures. This helps 

terminals of various bandwidth types connect to the network device more efficiently. 

[00121] FIG. 3 is a schematic flowchart of a random access method according to an embodiment 

of this application. A configuration instruction may be sent to a network device by a corresponding 

communication apparatus, and/or a corresponding configuration instruction may be input to the 10 

network device by an input device, to trigger the network device to perform at least the following 

step 301 and step 303. 

[00122] In step 301, the network device determines M RACH resource sets. 

[00123] The M RACH resource sets correspond to N terminal types, where both M and N are 

positive integers. 15 

[00124] Any one of the M RACH resource sets may include a resource or a combination of a 

time domain resource, a frequency domain resource, or an orthogonal code sequence resource of 

a RACH. RACH resources included in any two different RACH resource sets are different in one 

or more of a frequency domain resource, a time domain resource, and an orthogonal code sequence 

resource. 20 

[00125] The N terminal types are determined based on bandwidth types and random access 

types of terminals. More specifically, any one of the N terminal types may be determined based 

on one of Y2 bandwidth types, or may be determined based on one of the Y2 bandwidth types and 

one of Y1 random access types, where Y1 and Y2 are positive integers. 

[00126] In step 303, the network device sends RACH configuration information to at least one 25 

terminal. 

[00127] The RACH configuration information indicates the M RACH resource sets, the M 

RACH resource sets are used by the at least one terminal to send a random access request to the 

network device, and a bandwidth type of any one of the at least one terminal belongs to the 

bandwidth types for determining the N terminal types. More specifically, a bandwidth type of any 30 

one of the at least one terminal is one of the Y2 bandwidth types. 
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[00128] In a possible implementation, the RACH configuration information further indicates 

one of X RACH configurations, where X is a positive integer, and the X RACH configurations 

include at least two of the following RACH configurations: 

a first RACH configuration, where the first RACH configuration is that the M RACH 

resource sets correspond to the N terminal types, M is less than N, and M is equal to 1;5 

a second RACH configuration, where the second RACH configuration is that the M 

RACH resource sets correspond to the N terminal types, M is equal to N, and M is greater than 1;

a third RACH configuration, where the third RACH configuration is that the M RACH 

resource sets correspond to the N terminal types, M is less than N, and M is greater than 1; or

a fourth RACH configuration, where the fourth RACH configuration is that the M 10 

RACH resource sets correspond to the N terminal types, M is equal to N, and M is equal to 1. 

[00129] In a possible implementation, for one of the M RACH resource sets, the network device 

may determine at least one terminal type corresponding to the RACH resource set, determine at 

least one terminal that performs a random access procedure based on the at least one terminal type, 

and then send configuration information to the at least one terminal. The network device allocates 15 

RACH resources based on bandwidth types of terminals and random access types, so that resource 

configuration in a random access procedure is more flexible, and resource utilization is improved. 

[00130] FIG. 4 is a schematic flowchart of another random access method according to an 

embodiment of this application. 

[00131] In step 401, a network device determines M RACH resource sets. 20 

[00132] The M RACH resource sets correspond to N terminal types, where both M and N are 

positive integers. More specifically, one of the M RACH resource sets corresponds to one or more 

of the N terminal types. 

[00133] Herein, the network device may flexibly configure a correspondence between the M 

RACH resource sets and the N terminal types. 25 

[00134] The following mainly describes the random access method in this embodiment of this 

application by using an example in which the network device may be connected to terminals of 

three bandwidth types: "NR_REDCAP type1", "NR_REDCAP type2", and "NR_legacy", and the 

network device supports random access procedures of four random access types: "4-step RACH", 

"4-step RACH&EDT", "2-step RACH", and "2-step RACH&EDT". 30 

[00135] In a possible implementation, M is equal to N, and M is greater than 1. In other words, 



25 

the M RACH resource sets are in a one-to-one correspondence with the N terminal types, and the 

network device may configure different RACH resource sets for at least different terminal types. 

In this case, terminals of different bandwidth types may initiate random access procedures using 

different RACH resource sets, and terminals of a same bandwidth type may use different RACH 

resources for performing random access procedures of different random access types with the 5 

network device. For any two terminals, the any two terminals, irrespective of the bandwidth types 

of the two terminals, may separately perform random access procedures of a same random access 

type or different random access types with the network device without affecting each other. This 

helps terminals of a plurality of bandwidth types connect to the network device more efficiently. 

[00136] For example, the network device may determine 12 RACH resource sets listed in the 10 

following Table 3, and the 12 RACH resource sets correspond to 12 terminal types. 

Table 3 

4-step RACH 2-step RACH 4-step 

RACH&EDT 

2-step 

RACH&EDT 

NR_REDCAP 

type1 

T1, RACH-R1 T2, RACH-R2 T3, RACH-R3 T4, RACH-R4 

NR_REDCAP 

type2 

T5, RACH-R5 T6, RACH-R6 T7, RACH-R7 T8, RACH-R8 

NR_legacy T9, RACH-R9 T10, RACH-R10 T11, RACH-R11 T12, RACH-R12 

[00137] As listed in Table 3, a RACH resource set corresponding to a terminal type "T1" is 

"RACH-R1", a RACH resource set corresponding to a terminal type "T2" is "RACH-R2", a RACH 15 

resource set corresponding to a terminal type "T3" is "RACH-R3", a RACH resource set 

corresponding to a terminal type "T4" is "RACH-R4", a RACH resource set corresponding to a 

terminal type "T5" is "RACH-R5", a RACH resource set corresponding to a terminal type "T6" is 

"RACH-R6", a RACH resource set corresponding to a terminal type "T7" is "RACH-R7", a RACH 

resource set corresponding to a terminal type "T8" is "RACH-R8", a RACH resource set 20 

corresponding to a terminal type "T9" is "RACH-R9", a RACH resource set corresponding to a 

terminal type "T10" is "RACH-R10", a RACH resource set corresponding to a terminal type "T11" 

is "RACH-R11", and a RACH resource set corresponding to a terminal type "T12" is "RACH-
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R12". 

[00138] In a possible implementation, M is less than N, and M is greater than 1. In this case, 

terminals of different bandwidth types may use a same RACH resource set for performing random 

access procedures of a same random access type/different random access types with the network 

device; terminals of different bandwidth types may use different RACH resource sets for 5 

performing random access procedures of a same random access type/different random access types 

with the network device; or terminals of one bandwidth type may use a same RACH resource set 

for performing random access procedures of different random access types with the network device. 

This can improve RACH resource utilization. 

[00139] For example, the network device may determine seven RACH resource sets listed in 10 

the following Table 4, and the seven RACH resource sets correspond to 12 terminal types. 

Table 4 

4-step RACH 2-step RACH 4-step 

RACH&EDT 

2-step 

RACH&EDT 

NR_REDCAP 

type1 

T1, RACH-R1 T2, RACH-R2 T3, RACH-R3 T4, RACH-R4 

NR_REDCAP 

type2 

T5, RACH-R1 T6, RACH-R2 T7, RACH-R3 T8, RACH-R4 

NR_legacy T9, RACH-R5 T10, RACH-R6 T11, RACH-R7 T12, RACH-R4 

[00140] As listed in Table 4, terminal types corresponding to the RACH resource set "RACH-

R1" include "T1" and "T5", terminal types corresponding to the RACH resource set "RACH-R2" 15 

include "T2" and "T6", terminal types corresponding to the RACH resource set "RACH-R3" 

include "T3" and "T7", terminal types corresponding to the RACH resource set "RACH-R4" 

include "T4", "T8", and "T12", a terminal type corresponding to the RACH resource set "RACH-

R5" is "T9", a terminal type corresponding to the RACH resource set "RACH-R6" is "T10", and 

a terminal type corresponding to the RACH resource set "RACH-R7" is "T11". 20 

[00141] As listed in Table 4, for terminals whose bandwidth types are NR_REDCAP type1 and 

NR_REDCAP type2, the network device may configure a group of same RACH resource sets for 

a same random access type, so that when the terminals whose bandwidth types are NR_REDCAP 
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type1 and NR_REDCAP type2 separately perform random access procedures of the same random 

access type with the network device, RACH resources included in the same RACH resource sets 

are used. 

[00142] For example, the network device may determine eight RACH resource sets listed in the 

following Table 5, and the eight RACH resource sets correspond to 12 terminal types. 5 

Table 5 

4-step RACH 2-step RACH 4-step 

RACH&EDT 

2-step 

RACH&EDT 

NR_REDCAP 

type1 

T1, RACH-R1 T2, RACH-R2 T3, RACH-R3 T4, RACH-R8 

NR_REDCAP 

type2 

T5, RACH-R5 T6, RACH-R6 T7, RACH-R7 T8, RACH-R4 

NR_legacy T9, RACH-R5 T10, RACH-R6 T11, RACH-R7 T12, RACH-R4 

[00143] As listed in Table 5, a terminal type corresponding to the RACH resource set "RACH-

R1" is "T1", a terminal type corresponding to the RACH resource set "RACH-R2" is "T2", a 

terminal type corresponding to the RACH resource set "RACH-R3" is "T3", terminal types 10 

corresponding to the RACH resource set "RACH-R4" include "T8" and "T12", terminal types 

corresponding to the RACH resource set "RACH-R5" include "T5" and "T9", terminal types 

corresponding to the RACH resource set "RACH-R6" include "T6" and "T10", terminal types 

corresponding to the RACH resource set "RACH-R7" include "T7" and "T11", and a terminal type 

corresponding to the RACH resource set "RACH-R8" is "T4". 15 

[00144] As listed in Table 5, for terminals whose bandwidth types are NR_REDCAP type2 and 

NR_legacy, the network device may configure a group of same RACH resource sets for a same 

random access type, so that when the terminals whose bandwidth types are NR_REDCAP type2 

and NR_legacy separately perform random access procedures of the same random access type with 

the network device, RACH resources in the same RACH resource sets are used. 20 

[00145] It may be understood that for the two random access types "2-step RACH" and "2-step 

RACH&EDT", volumes of data carried in messageA on a PUSCH are different. Correspondingly, 

different PUSCH resource sets are usually used in random access procedures of the two random 
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access types "2-step RACH" and "2-step RACH&EDT". 

[00146] In a possible implementation, for terminals of a same bandwidth type, the network 

device may configure two different RACH resource sets for two random access types "2-step 

RACH" and "2-step RACH&EDT", and the different RACH resource sets are associated with 

different PUSCH resource sets. In this case, when a terminal sends messageA to the network device, 5 

the network device may first determine a target RACH resource set to which a RACH resource 

used for messageA belongs, and then quickly determine a PUSCH resource set associated with the 

target RACH resource set. 

[00147] For example, the network device may determine six RACH resource sets listed in the 

following Table 6, and the six RACH resource sets correspond to 12 terminal types. 10 

Table 6 

4-step RACH 2-step RACH 4-step 

RACH&EDT 

2-step 

RACH&EDT 

NR_REDCAP 

type1 

T1, RACH-R1 T2, RACH-R2 T3, RACH-R3 T4, RACH-R4 

NR_REDCAP 

type2 

T5, RACH-R5 T6, RACH-R2 T7, RACH-R6 T8, RACH-R4 

NR_legacy T9, RACH-R5 T10, RACH-R2 T11, RACH-R6 T12, RACH-R4 

[00148] As listed in Table 6, all terminals whose bandwidth types are NR_REDCAP type1, 

NR_REDCAP type2, and NR_legacy may perform a random access procedure of the random 

access type "2-step RACH" with the network device using a RACH resource included in RACH-15 

R2. All terminals whose bandwidth types are NR_REDCAP type1, NR_REDCAP type2, and 

NR_legacy may perform a random access procedure of the random access type "2-step RACH" 

with the network device using a RACH resource included in RACH-R4. 

[00149] In a possible implementation, for terminals of a same bandwidth type, the network 

device may configure a same RACH resource set for two random access types "2-step RACH" and 20 

"2-step RACH&EDT", and the RACH resource set is associated with two different PUSCH 

resource sets. In this case, when receiving messageA from a terminal, after determining a target 

RACH resource set to which a RACH resource used for messageA belongs, the network device 
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may perform blind detection on two PUSCH resource sets corresponding to the target RACH 

resource set. This helps reduce RACH resource overheads and reduce complexity of network 

statistics collection on RACH resources. 

[00150] For example, the network device may determine five RACH resource sets listed in the 

following Table 7, and the five RACH resource sets correspond to 12 terminal types. 5 

Table 7 

4-step RACH 2-step RACH 4-step 

RACH&EDT 

2-step 

RACH&EDT 

NR_REDCAP 

type1 

T1, RACH-

R1 

T2, RACH-R2 T3, RACH-R3 T4, RACH-R2 

NR_REDCAP 

type2 

T5, RACH-

R4 

T6, RACH-R2 T7, RACH-R5 T8, RACH-R2 

NR_legacy T9, RACH-

R4 

T10, RACH-

R2 

T11, RACH-R5 T12, RACH-R2 

[00151] As listed in Table 7, all terminals whose bandwidth types are NR_REDCAP type1, 

NR_REDCAP type2, and NR_legacy may perform random access procedures of the random 

access types "2-step RACH" and "2-step RACH&EDT" with the network device using a RACH 10 

resource included in RACH-R2. 

[00152] In a possible implementation, M is equal to 1, and M is less than N. In other words, the 

network device may configure completely the same RACH resource sets for the N terminal types. 

In this case, signaling overheads of the network device can be reduced, and complexity of network 

statistics collection performed by the network device on the RACH resource can be reduced. 15 

[00153] For example, the network device may determine one RACH resource set listed in the 

following Table 8, and the RACH resource set corresponds to 12 terminal types. 

Table 8 

4-step RACH 2-step RACH 4-step 

RACH&EDT 

2-step 

RACH&EDT 

NR_REDCAP T1, RACH-R1 T2, RACH-R1 T3, RACH-R1 T4, RACH-R1 
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type1 

NR_REDCAP 

type2 

T5, RACH-R1 T6, RACH-R1 T7, RACH-R1 T8, RACH-R1 

NR_legacy T9, RACH-R1 T10, RACH-R1 T11, RACH-R1 T12, RACH-R1 

[00154] As listed in Table 8, terminal types T1 to T12 all correspond to the RACH resource set 

"RACH-R1", and terminals of NR_REDCAP type1, NR_REDCAP type2, and NR_legacy may all 

use a RACH resource included in RACH-R1 to perform random access procedures of the random 

access types "2-step RACH", "2-step RACH&EDT", 4-step RACH, and 4-step RACH&EDT with 5 

the network device. 

[00155] In a possible implementation, M is equal to N, and M is equal to 1. In other words, the 

network device supports a terminal of only one bandwidth type to perform a random access 

procedure of only one random access type with the network device. 

[00156] Then, in step 402, the network device determines at least one DL initial BWP and at 10 

least one UL initial BWP. 

[00157] One DL initial BWP corresponds to one or more of the N terminal types, and one UL 

initial BWP corresponds to one or more of the N terminal types. Because one RACH resource set 

corresponds to one or more terminal types, one DL initial BWP corresponds to one or more RACH 

resource sets. 15 

[00158] Herein, a quantity of DL initial BWPs and a bandwidth of each DL initial BWP may 

be flexibly configured, and a quantity of UL initial BWPs and a bandwidth of each UL initial BWP 

may be flexibly configured. In addition, a correspondence between the at least one DL initial BWP 

and the N terminal types and a correspondence between the at least one UL initial BWP and the N 

terminal types may be flexibly configured. 20 

[00159] In a possible implementation, the quantity of UL initial BWPs, the bandwidth of each 

UL initial BWP may be determined, the quantity of DL initial BWPs, and the bandwidth of each 

DL initial BWP may be determined based on Y2 bandwidth types for determining the N terminal 

types. 

[00160] For example, two DL initial BWPs may be configured: a first DL initial BWP and a 25 

second DL initial BWP. A bandwidth of the first DL initial BWP may be a minimum bandwidth 

capability 5 MHz corresponding to terminals of three bandwidth types: NR_REDCAP type1, 
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NR_REDCAP type2, and NR_legacy. A bandwidth of the second DL initial BWP may be a 

bandwidth other than 5 MHz, for example, 20 MHz. 

[00161] For example, three UL initial BWPs may be configured: a first UL initial BWP, a 

second UL initial BWP, and a third UL initial BWP. A bandwidth of the first UL initial BWP may 

be 5 MHz, a bandwidth of the second UL initial BWP may be 20 MHz, and a bandwidth of the 5 

third UL initial BWP is 100 MHz. 

[00162] For example, the network device may further determine two DL initial BWPs listed in 

Table 9, and the two DL initial BWPs correspond to 12 terminal types. 

Table 9 

4-step RACH 2-step RACH 4-step RACH&EDT 2-step RACH&EDT 

NR_REDC

AP type1 

T1, first DL 

initial BWP 

T2, first DL 

initial BWP 

T3, first DL initial 

BWP 

T4, first DL initial 

BWP 

NR_REDC

AP type2 

T5, second DL 

initial BWP 

T6, second DL 

initial BWP 

T7, second DL initial 

BWP 

T8, second DL 

initial BWP 

NR_legacy T9, second DL 

initial BWP 

T10, second 

DL initial BWP 

T11, second DL 

initial BWP 

T12, second DL 

initial BWP 

10 

[00163] As listed in Table 9, the four terminal types "T1", "T2", "T3", and "T4" all correspond 

to the first DL initial BWP whose bandwidth is 5 MHz, and the eight terminal types "T5", "T6", 

"T7", "T8", "T9", "T10", "T11", and "T12" all correspond to the second DL initial BWP whose 

bandwidth is 20 MHz. 

[00164] For example, the network device may further determine three UL initial BWPs listed 15 

in Table 10, and the three UL initial BWPs correspond to 12 terminal types. 

Table 10 

4-step RACH 2-step RACH 4-step RACH&EDT 2-step RACH&EDT 

NR_REDC

AP type1 

T1, first UL 

initial BWP 

T2, first UL 

initial BWP 

T3, first UL initial 

BWP 

T4, first UL initial 

BWP 

NR_REDC

AP type2 

T5, second UL 

initial BWP 

T6, second UL 

initial BWP 

T7, second UL initial 

BWP 

T8, second UL 

initial BWP 
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NR_legacy T9, third UL 

initial BWP 

T10, third UL 

initial BWP 

T11, third UL initial 

BWP 

T12, third UL initial 

BWP 

[00165] As listed in Table 10, the four terminal types "T1", "T2", "T3", and "T4" all correspond 

to the first UL initial BWP whose bandwidth is 5 MHz, the four terminal types "T5", "T6", "T7", 

and "T8" all correspond to the second UL initial BWP whose bandwidth is 20 MHz, and the four 

terminal types "T9", "T10", "T11", and "T12" all correspond to the third UL initial BWP whose 5 

bandwidth is 100 MHz. 

[00166] It may be understood that the quantities of DL initial BWPs and UL initial BWPs and 

the bandwidths of each DL initial BWP and each UL initial BWP may alternatively be configured 

in another form, and the correspondence between the at least one DL initial BWP and the N 

terminal types and the correspondence between the at least one UL initial BWP and the N terminal 10 

types may alternatively be configured in another form. 

[00167] For example, only one DL initial BWP and two UL initial BWPs may be configured. 

In a possible implementation, a bandwidth of the DL initial BWP is 5 MHz, and the DL initial 

BWP corresponds to the N terminal types. In addition, a bandwidth of one UL initial BWP is 5 

MHz, and a bandwidth of the other UL initial BWP is 20 MHz. Correspondingly, 12 terminal types 15 

T1 to T12 all correspond to the DL initial BWP whose bandwidth is 5 MHz, four terminal types 

"T1", "T2", "T3", and "T4" all correspond to the UL initial BWP whose bandwidth is 5 MHz, and 

eight terminal types "T5", "T6", "T7", "T8", "T9", "T10", "T11", and "T12" all correspond to the 

UL initial BWP whose bandwidth is 20 MHz. 

[00168] For example, there are only two bandwidth types: NR_legacy and NR_REDCAP type2. 20 

Correspondingly, there are eight terminal types: "T1", "T2", "T3", "T4", "T9", "T10", "T11", and 

"T12". In a possible implementation, similarly, the network device configures only one DL initial 

BWP and configures two UL initial BWPs. A maximum bandwidth of the DL initial BWP is 

configured to be 20 MHz. In addition, a maximum bandwidth of the first UL initial BWP in the 

two UL initial BWPs can be configured to be 20 MHz, and a maximum bandwidth of the second 25 

UL initial BWP in the two UL initial BWPs can be configured to be greater than 20 MHz. 

Correspondingly, "T1", "T2", "T3", "T4", "T9", "T10", "T11", and "T12" all correspond to the DL 

initial BWP, four terminal types such as "T9", "T10", "T11", and "T12" all correspond to the first 

UL initial BWP, and four terminal types such as "T1", "T2", "T3", and "T4" all correspond to the 
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second UL initial BWP. 

[00169] For example, the network device may alternatively configure only one DL initial BWP 

and one UL initial BWP, and bandwidths of both the DL initial BWP and the UL initial BWP are 

5 MHz. Both the DL initial BWP and the UL initial BWP correspond to the N terminal types. 

[00170] Then, in step 403, signaling is sent to the at least one terminal in the at least one DL 5 

initial BWP. 

[00171] The signaling includes but is not limited to any one or more of MACCE signaling, DCI 

signaling, SIB1 signaling, and RRC signaling. 

[00172] In a possible implementation, the network device may first determine, for each DL 

initial BWP determined by the network device, various current terminal types corresponding to 10 

the DL initial BWP; then determine current RACH resource sets each corresponding to the various 

current terminal types; and then send signaling in the DL initial BWP, where the signaling includes 

configuration information, and the configuration information includes each current RACH 

resource set, each current terminal type corresponding to each current RACH resource set, and a 

UL initial BWP corresponding to each current terminal type. 15 

[00173] Still using an example in which the M RACH resource sets, the at least one UL initial 

BWP, and the at least one DL initial BWP that are determined by the network device meet the 

configurations listed in Table 4, Table 9, and Table 10, the following further describes, with 

reference to FIG. 5, a process in which the network device sends the configuration information to 

the at least one terminal. As shown in FIG. 5, the network device may broadcast, in the DL initial 20 

BWP whose bandwidth is 5 MHz, signaling 1 to the at least one terminal whose bandwidth type is 

NR_REDCAP type1; and broadcast, in the DL initial BWP whose bandwidth is 20 MHz, signaling 

2 to the at least one terminal whose bandwidth type is NR_REDCAP type2 and/or NR_legacy. 

[00174] Configuration information in the signaling 1 may indicate: a current RACH resource 

set RACH-R1, a current terminal type T1 corresponding to RACH-R1, and a first UL initial BWP 25 

corresponding to T1; a current RACH resource set RACH-R2, a current terminal type T2 

corresponding to RACH-R2, and a first UL initial BWP corresponding to T2; a current RACH 

resource set RACH-R3, a current terminal type T3 corresponding to RACH-R3, and a first UL 

initial BWP corresponding to T3; and a current RACH resource set RACH-R4, a current terminal 

type T4 corresponding to RACH-R4, and a first UL initial BWP corresponding to T4. 30 

[00175] For example, the signaling 1 may include configuration information listed in the 
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following Table 11. 

Table 11 

RACH resource set Terminal type UL initial BWP 

RACH-R1 T1 First UL initial BWP 

RACH-R2 T2 

RACH-R3 T3 

RACH-R4 T4 

[00176] Configuration information in the signaling 2 may indicate: a current RACH resource 

set RACH-R1, a current terminal type T5 corresponding to RACH-R1, and a second UL initial 5 

BWP corresponding to T5; a current RACH resource set RACH-R2, a current terminal type T6 

corresponding to RACH-R2, and a second UL initial BWP corresponding to T6; a current RACH 

resource set RACH-R3, a current terminal type T7 corresponding to RACH-R3, and a second UL 

initial BWP corresponding to T7; a current RACH resource set RACH-R4, current terminal types 

T8 and T12 corresponding to RACH-R4, a second UL initial BWP corresponding to T8, and a 10 

third UL initial BWP corresponding to T12; a current RACH resource set RACH-R5, a current 

terminal type T9 corresponding to RACH-R5, and a third UL initial BWP corresponding to T9; a 

current RACH resource set RACH-R6, a current terminal type T10 corresponding to RACH-R6, 

and a third UL initial BWP corresponding to T10; and a current RACH resource set RACH-R6, a 

current terminal type T11 corresponding to RACH-R6, and a third UL initial BWP corresponding 15 

to T11. 

[00177] For example, the signaling 2 may include configuration information listed in the 

following Table 12. 

Table 12 

RACH resource set Terminal type UL initial BWP 

RACH-R1 T5 Second UL initial BWP 

RACH-R2 T6 

RACH-R3 T7 
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RACH resource set Terminal type UL initial BWP 

RACH-R4 T8 

RACH-R5 T9 Third UL initial BWP 

RACH-R6 T10 

RACH-R7 T11 

RACH-R4 T12 

[00178] Correspondingly, a terminal whose bandwidth type is NR_REDCAP type1 may receive 

the signaling 1 from the network device in the first DL initial BWP whose bandwidth is 5 MHz, 

and a terminal whose bandwidth type is NR_REDCAP type2 or NR_legacy may receive the 

signaling 2 from the network device in the second DL initial BWP whose bandwidth is 20 MHz. 5 

[00179] It may be understood that the network device may configure some of the M RACH 

resource sets in one piece of signaling, or may configure some of the RACH resource sets in a 

plurality of pieces of signaling. In other words, for one RACH resource set, the network device 

may send, in one or more DL initial BWPs, configuration information including the RACH 

resource set to terminals of one or more bandwidth types. 10 

[00180] For example, terminal types corresponding to RACH-R1 include T1 and T5, a DL 

initial BWP corresponding to T1 is a first DL initial BWP, and a DL initial BWP corresponding to 

T5 is a second DL initial BWP. The network device may configure RACH-R1 in the configuration 

information included in the signaling 1 and the signaling 2. Then, the network device may 

broadcast, in the first DL initial BWP whose bandwidth is 5 MHz, the signaling 1 to a terminal 15 

whose bandwidth type is NR_REDCAP type1, and broadcast, in the second DL initial BWP whose 

bandwidth is 20 MHz, the signaling 2 to terminals whose bandwidths are NR_REDCAP type2 and 

NR_legacy. In this way, the configuration information including RACH-R1 is sent, in the first DL 

initial BWP and the second DL initial BWP, to terminals whose bandwidth types are NR_REDCAP 

type1 and NR_REDCAP type2. 20 

[00181] In some embodiments, the M RACH resource sets determined by the network device, 

the correspondences between the M RACH resource sets and the N terminal types, and the 

correspondence between the N terminal types and the at least one UL initial BWP may be 

configured in same signaling. Correspondingly, the network device may send the signaling to 

terminals of the Y2 bandwidth types in a same DL initial BWP or different DL initial BWPs. 25 
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[00182] In step 404, a terminal determines, based on RACH configuration information included 

in signaling received by the terminal and a target terminal type of the terminal, a target RACH 

resource set used by the terminal to send a random access request to the network device. 

[00183] It may be understood that the terminal that performs step 404 is a terminal that has 

received the signaling from the network device and needs to perform a random access procedure 5 

with the network device to connect to the network device. As described above, a bandwidth type 

of the terminal may be NR_REDCAP type1, NR_REDCAP type2, or NR_legacy, and the terminal 

may perform random access procedures of a plurality of types such as "4-step RACH", "2-step 

RACH", "4-step RACH&EDT", and "2-step RACH&EDT" with the network device. 

[00184] For example, the terminal may determine, based on the target terminal type of the 10 

terminal and from the configuration information included in the signaling received by the terminal, 

a RACH resource set corresponding to the target terminal type. The determined RACH resource 

set is the target RACH resource set used by the terminal to send the random access request to the 

network device. 

[00185] In some embodiments, the terminal may select, through user configuration or in another 15 

manner, a random access type for performing a random access procedure between the terminal and 

the network device, and then determine the target terminal type of the terminal based on the 

selected random access type and the bandwidth type of the terminal. 

[00186] In some embodiments, the configuration information received by the terminal may 

indicate a random access type of a random access procedure performed by the terminal and the 20 

network device. The terminal may determine, based on an indication of the configuration 

information, the bandwidth type of the terminal, and a supported random access type, the target 

RACH resource set for sending the random access request. For example, the bandwidth type of 

the terminal is NR_REDCAP type1, and the terminal may receive the signaling 1 from the network 

device. If the selected random access type is "4-step RACH", or the configuration information 25 

included in the signaling 1 indicates that a random access type of a random access procedure 

performed by the NR_REDCAP type1 terminal is "4-step RACH", the terminal may determine, 

based on the bandwidth type "NR_REDCAP type1" of the terminal and the random access type 

"4-step RACH", that a corresponding RACH resource set is "RACH-R1", that is, determine that 

the target RACH resource set used by the terminal to send the random access request to the network 30 

device is "RACH-R1". 
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[00187] It should be noted that the network device may not configure a RACH resource set for 

the target terminal type of the terminal. In other words, the terminal may fail to determine, from 

the configuration information included in the signaling from the network device, the RACH 

resource set corresponding to the target terminal type. In this case, the terminal may determine, 

from the configuration information, a RACH resource set configured by the network device for 5 

another terminal type, and determine, from the RACH resource set, a target RACH resource used 

by the terminal to send the random access request to the network device. 

[00188] For example, for two terminal types "T9" and "T5" determined by one random access 

type "4-step RACH" and two bandwidth types "NR_legacy" and "NR_REDCAP type2", if the 

terminal fails to determine, from the configuration information included in the signaling from the 10 

network device, a RACH resource set corresponding to "T5", but the configuration information 

includes a RACH resource set corresponding to "T9", the terminal may determine the RACH 

resource set corresponding to "T9" as the target RACH resource used by the terminal to send the 

random access request to the network device. 

[00189] In step 405, the terminal determines, from the configuration information included in 15 

the signaling received by the terminal, a target UL initial BWP corresponding to the target terminal 

type. 

[00190] For example, the bandwidth type of the terminal is NR_REDCAP type1, and the 

signaling 1 from the network device may be received. The terminal may determine, from the 

configuration information included in the signaling 1, that a UL initial BWP corresponding to the 20 

target terminal type "T1" is the "first UL initial BWP". 

[00191] In step 406, the terminal determines, from the target RACH resource set, a target RACH 

resource used by the terminal to send the random access request to the network device. 

[00192] In step 407, the terminal sends, based on the target RACH resource, the random access 

request to the network device in the target UL initial BWP corresponding to the target terminal 25 

type. 

[00193] The random access request is sent via message1 or messageA. 

[00194] It may be understood that the random access request depends on a random access type 

supported by the terminal. For example, if the random access type supported by the terminal is "4-

step RACH" or "4-step RACH&EDT", the random access request is sent via message1; if the 30 

random access type supported by the terminal is "2-step RACH", the random access request is sent 
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via messageA in which no service data is sent; if the random access type supported by the terminal 

is "2-step RACH&EDT", the random access request is sent via messageA in which service data is 

sent. 

[00195] It should be noted that message1 and messageA are transmitted in a corresponding UL 

initial BWP. A maximum bandwidth of a DL initial BWP is limited to 20 MHz in an existing 5 

communication protocol, and a maximum bandwidth of a UL initial BWP may be greater than 20 

MHz. However, a bandwidth capability of the terminal may be greater than 20 MHz, or may be 

less than 20 MHz, and the network device may configure at least two PUSCH resource sets for the 

message3/messageA. 

[00196] To ensure that transmission bandwidths for scheduling message2, message3, message4, 10 

and messageB are less than the bandwidth capability of the terminal when the network device 

responds to message1/messageA in a subsequent process, in a possible implementation, the 

random access request sent by the terminal to the network device may include the bandwidth 

type/terminal type/bandwidth capability of the terminal. In some embodiments, the random access 

request sent by the terminal to the network device may further include the random access type 15 

supported by the terminal. 

[00197] When the random access request is sent via messageA, the bandwidth type/terminal 

type/bandwidth capability of the terminal may be reported to the network device as the data carried 

on the PUSCH. 

[00198] In a specific example, in an initial access scenario, when the terminal sends messageA 20 

to the network device, the terminal may send RRC signaling (for example, RRCSetupRequest 

signaling) to the network device on the PUSCH. The RRC signaling includes a newly added 

information element (information element, IE), and the IE includes the bandwidth type/terminal 

type/bandwidth capability of the terminal. In another specific example, in an EDT scenario, when 

the terminal sends messageA to the network device, the terminal may send MACCE signaling to 25 

the network device on the PUSCH, where the MACCE signaling includes the bandwidth 

type/terminal type/bandwidth capability of the terminal. 

[00199] In step 408, the network device detects message1 or messageA corresponding to the 

random access request from the terminal. 

[00200] As described above, a single network device may support a random access procedure 30 

of "4-step RACH"/"4-step RACH&EDT", and support a random access procedure of "2-step 



39 

RACH"/"2-step RACH&EDT". 

[00201] For the two random access types "4-step RACH" and "4-step RACH&EDT", the 

terminal sends the random access request via message1, and the network device may detect a 

RACH resource for sending message1 to obtain message1, obtain the bandwidth type/bandwidth 

capability/terminal type of the terminal reported over a PRACH for sending message1, and 5 

complete detection on message1. 

[00202] For the two random access types "2-step RACH" and "2-step RACH&EDT", the 

terminal sends the random access request via messageA, the network device needs to detect a 

PRACH of messageA and a PUSCH of messageA, to complete detection on messageA. 

[00203] As described above, for the two random access types "2-step RACH" and "2-step 10 

RACH&EDT", volumes of data carried in messageA are different. If two different RACH resource 

sets are configured for the two random access types "2-step RACH" and "2-step RACH&EDT", 

and the different RACH resource sets are associated with different PUSCH resource sets, when 

the network device receives messageA from the terminal, the network device may first determine 

a target RACH resource set to which a target RACH resource for sending messageA belongs, and 15 

then quickly determine a PUSCH resource set associated with the target RACH resource set 

corresponding to messageA. If the network device configures a same RACH resource set for the 

two random access types "2-step RACH" and "2-step RACH &EDT", the RACH resource set is 

associated with two different PUSCH resource sets. When receiving messageA from the terminal, 

the network device may perform, after determining a target RACH resource set to which a RACH 20 

resource for sending message1 belongs, blind detection on two PUSCH resource sets 

corresponding to the target RACH resource set. 

[00204] To indicate whether a random access type corresponding to the currently received 

random access request is "4-step RACH"/"4-step RACH&EDT" or "2-step RACH"/"2-step 

RACH&EDT", in a possible implementation, the network device may configure different RACH 25 

resource sets for "4-step RACH"/"4-step RACH&EDT" and "2-step RACH"/"2-step 

RACH&EDT". In this way, the network device determines, based on the PRACH detected by the 

network device, the random access type corresponding to the random access request received by 

the network device, and implements a subsequent corresponding random access procedure. This 

helps reduce complexity of detecting the PUSCH by the network device. 30 

[00205] In a possible implementation, alternatively, the network device may configure a same 
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PRACH resource for "4-step RACH"/"4-step RACH&EDT" and "2-step RACH"/"2-step 

RACH&EDT". This helps reduce PRACH resource overheads. 

[00206] In a possible implementation, the terminal may further re-report the bandwidth 

capability/bandwidth type/terminal type of the terminal after the terminal completes a random 

process with the network device and enters an RRC connected state. 5 

[00207] In step 409, the network device responds to the random access request from the terminal 

device based on message1 or messageA detected by the network device. 

[00208] Herein, response is made to message1 or messageA from the terminal device. 

[00209] In a possible implementation, the network device may obtain, based on the PUSCH 

resource set corresponding to the target RACH resource set, the bandwidth type/bandwidth 10 

capability/terminal type of the terminal carried on the PUSCH in messageA, or may obtain, based 

on the PRACH of messageA, the bandwidth type/bandwidth capability/terminal type reported by 

the terminal, and schedule messageB based on the bandwidth type/bandwidth capability/terminal 

type of the terminal, to respond to the random access request from the terminal. 

[00210] In a possible implementation, the network device may obtain the bandwidth 15 

type/bandwidth capability/terminal type of the terminal that is reported over the PRACH for 

sending message1, and schedule message2 and message3 based on the bandwidth type/bandwidth 

capability/terminal type of the terminal, to respond to the random access request from the terminal. 

[00211] For random access responses (random access response, RAR) on a same random access 

occasion (RACH occasion, RO), the network device may schedule a PDSCH using downlink 20 

control information (downlink control information, DCI) with cyclic redundancy check (cyclic 

redundancy check, CRC) scrambled by a random access radio network temporary identifier 

(random access-radio network temporary identifier, RA-RNTI), where the PDSCH carries RARs 

to all or some random access requests for the RO. It should be understood that an RO refers to a 

time-frequency resource for sending and receiving RACH preambles. The network device may 25 

configure a plurality of mutually orthogonal preambles on a same RO, and a plurality of terminal 

devices may perform random access on a same RO using a same preamble or different preambles. 

If obtaining, through detection on an RO resource, the preambles sent by the terminal device, the 

network device sends a RAR, namely, message2 or messageB to the terminal device. One RO is 

associated with only one RA-RNTI, and different ROs are associated with different RA-RNTIs. 30 

[00212] In a possible implementation, the network device configures a same RACH time 
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domain resource and a same RACH frequency domain resource for terminals of different terminal 

types, but configures different frequency domain resources, that is, preambles, that is, different 

preambles on a same RO, where the terminal type includes a random access type and/or a terminal 

bandwidth type. The network device may perform group transmission on RARs of the different 

types of terminals, that is, transmit the RARs of the different types of terminals over a plurality of 5 

different PDSCHs. The different PDSCHs may be scheduled using DCI with CRC scrambled by 

different RA-RNTIs. The RA-RNTI may be calculated using a time resource, a frequency resource, 

a carrier resource, and a terminal type identifier of a RACH. A possible RA-RNTI calculation 

manner is as follows: RA-RNTI = 1 + s_id + 14 × t_id + 14 × 80 × f_id + 14 × 80 × 8 × ul_carrier_id 

+ UE_type_id. s_id is an index of the first orthogonal frequency division multiplexing (orthogonal 10 

frequency division multiplexing, OFDM) symbol of the RO, t_id is an index of the first slot of the 

RO in a radio data frame, f_id is an index of the RO in frequency domain, ul_carrier_id is an index 

of an uplink carrier for sending a preamble, and UE_type_id is a terminal type identifier of a 

terminal sending the preamble. It should be noted that, in the solution of the present invention, the 

process of sending the PRACH or the preamble may be performed on different uplink carriers, for 15 

example, an NR uplink carrier and an NR supplementary uplink (Supplementary Uplink, SUL) 

carrier. For a terminal that sends the preamble on different uplink carriers, RA-RNTIs of RARs 

corresponding to the terminal are calculated using different uplink carrier index identifiers. 

[00213] Based on a same concept as the foregoing method embodiments, as shown in FIG. 6, 

an embodiment of this application further provides a communication apparatus 600. The 20 

communication apparatus 600 may be a network device, or may be a module, a chip, or a system 

on chip deployed in the network device. The communication apparatus 600 includes: a processing 

unit 601, configured to determine M RACH resource sets, where the M RACH resource sets 

correspond to N terminal types, the N terminal types are determined based on bandwidth types 

and/or random access types of terminals, and M and N are positive integers; and a transceiver unit 25 

602, configured to send RACH configuration information to at least one terminal, where the 

RACH configuration information indicates the M RACH resource sets, the M RACH resource sets 

are used by the at least one terminal to send a random access request to the network device, and a 

bandwidth type of any one of the at least one terminal belongs to the bandwidth types for 

determining the N terminal types. 30 

[00214] In a possible implementation, the processing unit 601 is configured to: for one of the 
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M RACH resource sets, determine at least one terminal type corresponding to the RACH resource 

set, and determine at least one terminal device that performs a random access procedure based on 

the at least one terminal type. The transceiver unit 602 is configured to send configuration 

information to the at least one terminal device. The network device allocates RACH resources 

based on bandwidth types of terminals and random access types, so that resource configuration in 5 

a random access procedure is more flexible, and resource utilization is improved. 

[00215] In a possible implementation, any one of the N terminal types is determined based on 

one of at least one bandwidth type and/or one of at least one random access type, and a bandwidth 

type of any one of the at least one terminal is one of the at least one bandwidth type. 

[00216] In a possible implementation, the RACH configuration information further indicates a 10 

first RACH configuration, where the first RACH configuration is that the M RACH resource sets 

correspond to the N terminal types, M is less than N, and M is equal to 1. 

[00217] In a possible implementation, the RACH configuration information further indicates a 

second RACH configuration, where the second RACH configuration is that the M RACH resource 

sets correspond to the N terminal types, M is equal to N, and M is greater than 1. 15 

[00218] In a possible implementation, the RACH configuration information further indicates a 

third RACH configuration, where the third RACH configuration is that the M RACH resource sets 

correspond to the N terminal types, M is less than N, and M is greater than 1. 

[00219] In a possible implementation, the RACH configuration information further indicates a 

fourth RACH configuration, where the fourth RACH configuration is that the M RACH resource 20 

sets correspond to the N terminal types, M is equal to N, and M is equal to 1. 

[00220] In a possible implementation, the RACH configuration information further indicates 

one of X RACH configurations, where X is a positive integer, and the X RACH configurations 

include at least two of the following RACH configurations: 

a first RACH configuration, where the first RACH configuration is that the M RACH 25 

resource sets correspond to the N terminal types, M is less than N, and M is equal to 1;

a second RACH configuration, where the second RACH configuration is that the M 

RACH resource sets correspond to the N terminal types, M is equal to N, and M is greater than 1;

a third RACH configuration, where the RACH configuration information indicates the 

third RACH configuration, the third RACH configuration is that the M RACH resource sets 30 

correspond to the N terminal types, M is less than N, and M is greater than 1; or
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a fourth RACH configuration, where the fourth RACH configuration is that the M 

RACH resource sets correspond to the N terminal types, M is equal to N, and M is equal to 1. 

[00221] In a possible implementation, the RACH configuration information further indicates 

that the N terminal types correspond to at least one UL initial BWP. 

[00222] In a possible implementation, the transceiver unit 602 is specifically configured to send 5 

the RACH configuration information to the at least one terminal in at least one DL initial BWP. 

[00223] In a possible implementation, the transceiver unit 602 is specifically configured to send 

signaling to the at least one terminal, where the signaling includes the RACH configuration 

information, and the signaling includes at least one of the following types of signaling: MACCE 

signaling, DCI signaling, RRC signaling, and SIB1 signaling. 10 

[00224] In a possible implementation, the transceiver unit 602 is further configured to receive 

a random access request from a current terminal in the at least one terminal; and the processing 

unit 601 is further configured to: determine a target RACH resource set corresponding to the 

random access request; and respond to the random access request based on a PUSCH resource set 

corresponding to the target RACH resource set. 15 

[00225] In a possible implementation, the random access request includes the bandwidth type 

of the current terminal, and the random access request is sent via message1 or messageA. 

[00226] In a possible implementation, the bandwidth type of the current terminal is carried on 

a PRACH of message1, or the bandwidth type of the current terminal is carried on a PRACH or a 

PUSCH of messageA. 20 

[00227] In a possible implementation, the at least one bandwidth type includes at least one of 

the following bandwidth types: NR_legacy, NR_REDCAP type1, and NR_REDCAP type2;

the at least one random access type includes at least one of the following random access 

types: 4-step RACH, 4-step RACH&EDT, 2-step RACH, and 2-step RACH&EDT; and

the N terminal types include at least one of the following terminal types: 25 

a terminal type determined based on NR_legacy and 4-step RACH;

a terminal type determined based on NR_legacy and 4-step RACH&EDT;

a terminal type determined based on NR_legacy and 2-step RACH;

a terminal type determined based on NR_legacy and 2-step RACH&EDT;

a terminal type determined based on NR_REDCAP type1 and 4-step RACH;30 

a terminal type determined based on NR_REDCAP type1 and 4-step RACH&EDT;
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a terminal type determined based on NR_REDCAP type1 and 2-step RACH;

a terminal type determined based on NR_REDCAP type1 and 2-step RACH&EDT;

a terminal type determined based on NR_REDCAP type2 and 4-step RACH;

a terminal type determined based on NR_REDCAP type2 and 4-step RACH&EDT;

a terminal type determined based on NR_REDCAP type2 and 2-step RACH; or5 

a terminal type determined based on NR_REDCAP type2 and 2-step RACH&EDT. 

[00228] Based on a same concept as the foregoing method embodiments, as shown in FIG. 7, 

an embodiment of this application further provides a communication apparatus 700. The 

communication apparatus 700 may be a terminal, or may be a module, a chip, or a system on chip 

deployed in the terminal. The communication apparatus 700 includes: a transceiver unit 701, 10 

configured to receive RACH configuration information from a network device, where the RACH 

configuration information indicates M RACH resource sets, the M RACH resource sets correspond 

to N terminal types, the N terminal types are determined based on bandwidth types and/or random 

access types of terminals, and M and N are positive integers; and a processing unit 702, configured 

to determine, based on the configuration information, a target RACH resource set used by a current 15 

terminal to send a random access request to the network device, where a bandwidth type of the 

current terminal belongs to the bandwidth types for determining the N terminal types. 

[00229] In a possible implementation, any one of the N terminal types is determined based on 

one of at least one bandwidth type and/or one of at least one random access type, and a bandwidth 

type of any one of the at least one terminal is one of the at least one bandwidth type. 20 

[00230] In a possible implementation, the RACH configuration information further indicates a 

first RACH configuration, where the first RACH configuration is that the M RACH resource sets 

correspond to the N terminal types, M is less than N, and M is equal to 1. 

[00231] In a possible implementation, the RACH configuration information further indicates a 

second RACH configuration, where the second RACH configuration is that the M RACH resource 25 

sets correspond to the N terminal types, M is equal to N, and M is greater than 1. 

[00232] In a possible implementation, the RACH configuration information further indicates a 

third RACH configuration, where the third RACH configuration is that the M RACH resource sets 

correspond to the N terminal types, M is less than N, and M is greater than 1. 

[00233] In a possible implementation, the RACH configuration information further indicates a 30 

fourth RACH configuration, where the fourth RACH configuration is that the M RACH resource 
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sets correspond to the N terminal types, M is equal to N, and M is equal to 1. 

[00234] In a possible implementation, the RACH configuration information further indicates 

one of X RACH configurations, where X is a positive integer, and the X RACH configurations 

include at least two of the following RACH configurations: 

a first RACH configuration, where the first RACH configuration is that the M RACH 5 

resource sets correspond to the N terminal types, M is less than N, and M is equal to 1;

a second RACH configuration, where the second RACH configuration is that the M 

RACH resource sets correspond to the N terminal types, M is equal to N, and M is greater than 1;

a third RACH configuration, where the third RACH configuration is that the M RACH 

resource sets correspond to the N terminal types, M is less than N, and M is greater than 1; or10 

a fourth RACH configuration, where the fourth RACH configuration is that the M 

RACH resource sets correspond to the N terminal types, M is equal to N, and M is equal to 1. 

[00235] In a possible implementation, the transceiver unit 701 is specifically configured to 

receive signaling from the network device, where the signaling includes the configuration 

information, and the signaling includes at least one of the following types of signaling: MACCE 15 

signaling, DCI signaling, SIB1 signaling, and RRC signaling. 

[00236] In a possible implementation, the processing unit 702 is specifically configured to 

determine, based on the RACH configuration information and a target terminal type of the current 

terminal, the target RACH resource set used by the current terminal to send the random access 

request to the network device, where the target terminal type of the current terminal is determined 20 

based on a random access type supported by the current terminal and the bandwidth type of the 

current terminal. 

[00237] In a possible implementation, the RACH configuration information further indicates 

that the N terminal types correspond to at least one UL initial BWP; the processing unit 702 is 

further configured to determine, based on the configuration information, a target UL initial BWP 25 

corresponding to the target terminal type; and the transceiver unit 701 is further configured to send 

the random access request to the network device on the target UL initial BWP based on the target 

RACH resource set. 

[00238] In a possible implementation, the random access request includes the bandwidth type 

of the current terminal, and the random access request is sent via message1 or messageA. 30 

[00239] In a possible implementation, the bandwidth type of the current terminal is carried on 
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a PRACH of message1, or the bandwidth type of the current terminal is carried on a PRACH or a 

PUSCH of messageA. 

[00240] In a possible implementation, the at least one bandwidth type includes at least one of 

the following bandwidth types: NR_legacy, NR_REDCAP type1, and NR_REDCAP type2;

the at least one random access type includes at least one of the following random access 5 

types: 4-step RACH, 4-step RACH&EDT, 2-step RACH, and 2-step RACH&EDT; and

the N terminal types include at least one of the following terminal types: 

a terminal type determined based on NR_legacy and 4-step RACH;

a terminal type determined based on NR_legacy and 4-step RACH&EDT;

a terminal type determined based on NR_legacy and 2-step RACH;10 

a terminal type determined based on NR_legacy and 2-step RACH&EDT;

a terminal type determined based on NR_REDCAP type1 and 4-step RACH;

a terminal type determined based on NR_REDCAP type1 and 4-step RACH&EDT;

a terminal type determined based on NR_REDCAP type1 and 2-step RACH;

a terminal type determined based on NR_REDCAP type1 and 2-step RACH&EDT;15 

a terminal type determined based on NR_REDCAP type2 and 4-step RACH;

a terminal type determined based on NR_REDCAP type2 and 4-step RACH&EDT;

a terminal type determined based on NR_REDCAP type2 and 2-step RACH; or

a terminal type determined based on NR_REDCAP type2 and 2-step RACH&EDT. 

[00241] It should be noted that when the communication apparatus 600 is the network device, 20 

and the communication apparatus 700 is the terminal, the transceiver unit 602 and the transceiver 

unit 701 may be radio frequency circuits. When the communication apparatus 600 includes a 

memory, and the memory is configured to store computer instructions, the processing unit 601 is 

communicatively connected to the memory, and the processing unit 601 executes the computer 

instructions stored in the memory, so that the communication apparatus 600 performs the method 25 

performed by the network device according to any embodiment of this application. When the 

communication apparatus 700 includes a memory, and the memory is configured to store computer 

instructions, the processing unit 702 is communicatively connected to the memory, and the 

processing unit 702 executes the computer instructions stored in the memory, so that the 

communication apparatus 700 performs the method performed by the terminal according to any 30 

embodiment of this application. The processing unit 601 and the processing unit 702 each may be 
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a general-purpose central processing unit (CPU), a microprocessor, or an application-specific 

integrated circuit (application specific Integrated circuit, ASIC). 

[00242] It should be noted that when the communication apparatus 600 is the chip deployed in 

the network device, and the communication apparatus 700 is the chip deployed in the terminal, the 

transceiver unit 602 and the transceiver unit 701 each may be an input/output interface, a pin, a 5 

circuit, or the like. When the communication apparatus 600 includes a memory, and the memory 

is configured to store computer instructions, the processing unit 601 is communicatively connected 

to the memory, and the processing unit 601 executes the computer instructions stored in the 

memory, so that the chip in the network device performs the method performed by the network 

device according to any embodiment of this application. When the communication apparatus 700 10 

includes a memory, and the memory is configured to store computer instructions, the processing 

unit 702 is communicatively connected to the memory, and the processing unit 702 executes the 

computer instructions stored in the memory, so that the chip in the terminal performs the method 

performed by the terminal according to any embodiment of this application. Optionally, the 

memory is a storage unit in the chip, for example, a register or a cache. The memory may 15 

alternatively be a storage unit, such as a read-only memory (read-only memory, ROM), another 

type of static storage device that can store static information and instructions, or a random access 

memory (random access memory, RAM), located outside of the chip in the network 

device/terminal. 

[00243] Correspondingly, an embodiment of this application further provides a communication 20 

system, including the communication apparatus 600 provided in any embodiment of this 

application and the communication apparatus 700 provided in any embodiment of this application. 

[00244] It may be clearly understood by a person skilled in the art that, for the purpose of 

convenient and brief description, for a specific working process of the communication apparatus 

600, the communication apparatus 700, a network device on which the communication apparatus 25 

600 is deployed, or a terminal on which the communication apparatus 700 is deployed, refer to a 

corresponding process in the foregoing method embodiments. Details are not described herein 

again. 

[00245] Based on a same concept as the foregoing method embodiments, as shown in FIG. 8, 

an embodiment of this application further provides a communication apparatus 800. It should be 30 

understood that the communication apparatus 800 may perform the steps performed by the 
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network device in the method shown in FIG. 3 or FIG. 4. To avoid repetition, details are not 

described herein again. The communication apparatus 800 includes: 

a memory 801, configured to store a program;

a communication interface 802, configured to communicate with another device; and

a processor 803, configured to execute the program in the memory 801, where when 5 

the program is executed, the processor 803 is configured to: determine M RACH resource sets, 

where the M RACH resource sets correspond to N terminal types, the N terminal types are 

determined based on bandwidth types and/or random access types of terminals, and M and N are 

positive integers; and send, through the communication interface 802, RACH configuration 

information to at least one terminal, where the RACH configuration information indicates the M 10 

RACH resource sets, the M RACH resource sets are used by the at least one terminal to send a 

random access request to a network device, and a bandwidth type of any one of the at least one 

terminal belongs to the bandwidth types for determining the N terminal types. 

[00246] It should be understood that the communication apparatus 800 shown in FIG. 8 may be 

a chip or a circuit, for example, a chip or a circuit that may be disposed in the network device. The 15 

communication interface 802 may alternatively be a transceiver. The transceiver includes a 

receiver and a transmitter. Further, the communication apparatus 800 may further include a bus 

system. 

[00247] The processor 803, the memory 801, the receiver, and the transmitter are connected 

through the bus system. The processor 803 is configured to execute the instructions stored in the 20 

memory 801, to control the receiver to receive a signal and control the transmitter to send a signal, 

to complete the steps performed by the network device in the random access method provided in 

any embodiment of this application. The receiver and the transmitter may be a same physical entity 

or different physical entities. When the receiver and the transmitter are a same physical entity, the 

receiver and the transmitter may be collectively referred to as a transceiver. The memory 801 may 25 

be integrated into the processor 803, or may be disposed separately from the processor 803. 

[00248] In an implementation, functions of the receiver and the transmitter may be considered 

to be implemented through a transceiver circuit or a dedicated transceiver chip. It may be 

considered that the processor 803 is implemented using a dedicated processing chip, a processing 

circuit, a processor, or a general-purpose chip. 30 

[00249] Based on a same concept as the foregoing method embodiments, as shown in FIG. 9, 
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an embodiment of this application further provides a communication apparatus 900. It should be 

understood that the communication apparatus 900 may perform the steps performed by the 

terminal in the method shown in FIG. 3 or FIG. 4. To avoid repetition, details are not described 

herein again. The communication apparatus 900 includes: a memory 901, configured to store a 

program;5 

a communication interface 902, configured to communicate with another device; and

a processor 903, configured to execute the program in the memory 901, where when 

the program is executed, the processor 903 is configured to: receive RACH configuration 

information from a network device through the communication interface 902, where the RACH 

configuration information indicates M RACH resource sets, the M RACH resource sets correspond 10 

to N terminal types, the N terminal types are determined based on bandwidth types and/or random 

access types of terminals, and M and N are positive integers; and determine, based on the 

configuration information, a target RACH resource set used by a current terminal to send a random 

access request to the network device, where a bandwidth type of the current terminal belongs to 

the bandwidth types for determining the N terminal types. 15 

[00250] It should be understood that the communication apparatus 900 shown in FIG. 9 may be 

a chip or a circuit, for example, a chip or a circuit that may be disposed in the terminal. The 

communication interface 902 may alternatively be a transceiver. The transceiver includes a 

receiver and a transmitter. Further, the communication apparatus 900 may further include a bus 

system. 20 

[00251] The processor 903, the memory 901, the receiver, and the transmitter are connected 

through the bus system. The processor 903 is configured to execute the instructions stored in the 

memory 901, to control the receiver to receive a signal and control the transmitter to send a signal, 

to complete the steps performed by the terminal in the random access method provided in any 

embodiment of this application. The receiver and the transmitter may be a same physical entity or 25 

different physical entities. When the receiver and the transmitter are a same physical entity, the 

receiver and the transmitter may be collectively referred to as a transceiver. The memory 901 may 

be integrated into the processor 903, or may be disposed separately from the processor 903. 

[00252] In an implementation, functions of the receiver and the transmitter may be considered 

to be implemented through a transceiver circuit or a dedicated transceiver chip. It may be 30 

considered that the processor 903 is implemented using a dedicated processing chip, a processing 
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circuit, a processor, or a general-purpose chip. 

[00253] A person of ordinary skill in the art may be aware that, in combination with the 

examples described in embodiments disclosed in this specification, units and algorithm steps may 

be implemented by electronic hardware or a combination of computer software and electronic 

hardware. Whether the functions are performed by hardware or software depends on particular 5 

applications and design constraint conditions of the technical solutions. A person skilled in the art 

may use different methods to implement the described functions for each particular application, 

but it should not be considered that the implementation goes beyond the scope of embodiments of 

this application. 

[00254] Different embodiments provided in this application may be combined. In embodiments 10 

provided in this application, it should be understood that the disclosed system, apparatus, and 

method may be implemented in other manners. For example, the described apparatus embodiment 

is an example. For example, division into the units is merely logical function division and may be 

other division in actual implementation. For example, a plurality of units or components may be 

combined or integrated into another system, or some features may be ignored or not performed. In 15 

addition, the displayed or discussed mutual couplings or direct couplings or communication 

connections may be implemented through some interfaces. The indirect couplings or 

communication connections between the apparatuses or units may be implemented in electronic, 

mechanical, or other forms. 

[00255] The units described as separate parts may or may not be physically separate, and parts 20 

displayed as units may or may not be physical units, may be located in one position, or may be 

distributed on a plurality of network units. Some or all of the units may be selected based on actual 

needs to achieve the objectives of embodiments. 

[00256] In addition, function units in embodiments of this application may be integrated into 

one processing unit, or each of the units may exist alone physically, or two or more units may be 25 

integrated into one unit. The integrated unit may be implemented in a form of hardware, or may 

be implemented in a form of a software function unit. 

[00257] When the integrated unit is implemented in the form of the software function unit and 

sold or used as an independent product, the integrated unit may be stored in a computer-readable 

storage medium. Based on such an understanding, the technical solutions of this application 30 

essentially, or the part contributing to the prior art, or all or some of the technical solutions may be 
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implemented in the form of a software product. The computer software product is stored in a 

storage medium and includes several instructions for instructing a computer device (which may 

be a personal computer, a server, or a network device) to perform all or some of the steps of the 

methods described in embodiments of this application. The foregoing storage medium includes 

any medium that can store program code, such as a removable hard disk, a read-only memory, a 5 

random access memory, a magnetic disk, or an optical disc. 

[00258] The foregoing descriptions are merely specific implementations of embodiments of this 

application, but are not intended to limit the protection scope of embodiments of this application. 

Any variation or replacement readily figured out by a person skilled in the art within the technical 

scope disclosed in embodiments of this application shall fall within the protection scope of 10 

embodiments of this application. In embodiments of this application, unless otherwise stated or 

there is a logic conflict, terms and/or descriptions between different embodiments are consistent 

and may be mutually referenced, and technical features in different embodiments may be 

combined based on an internal logical relationship thereof, to form a new embodiment. 

[00259] In this application, "and/or" describes an association relationship between associated 15 

objects, and indicates that three relationships may exist. For example, A and/or B may indicate the 

following three cases: A exists alone, both A and B exist, and B exists alone, where A and B may 

be singular or plural. In the text descriptions of this application, the character "/" generally 

indicates an "or" relationship between the associated objects. In a formula in this application, the 

character "/" indicates a "division" relationship between the associated objects. 20 

[00260] It may be understood that various numbers in embodiments of this application are used 

for differentiation for ease of description, and are not used to limit the scope of embodiments of 

this application. The sequence numbers of the foregoing processes do not mean an execution 

sequence, and the execution sequence of the processes should be determined based on functions 

and internal logic of the processes. 25 

[00261] Finally, it should be noted that the foregoing embodiments are merely intended for 

describing the technical solutions of this application, but not for limiting this application. Although 

this application is described in detail with reference to the foregoing embodiments, a person of 

ordinary skill in the art should understand that they may still make modifications to the technical 

solutions provided in the foregoing embodiments or make equivalent replacements to some 30 

technical features thereof, without departing from the spirit and scope of the technical solutions of 
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embodiments of this application. 
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CLAIMS 

1. A random access method, comprising: 

determining M random access channel, RACH, resource sets, wherein the M RACH resource 

sets correspond to N terminal types, the N terminal types are associated with bandwidth types 

and/or random access types of terminals, and M and N are positive integers; and5 

sending a system information block 1, SIB1, on a downlink, DL, initial bandwidth part, BWP, 

to at least one terminal, wherein the SIB1 comprises RACH configuration information, wherein 

the RACH configuration information indicates the M RACH resource sets, the M RACH resource 

sets are used by the at least one terminal to send a random access request to a network device, and 

a bandwidth type of any one of the at least one terminal belongs to the bandwidth types associated 10 

with the N terminal types, wherein the SIB1 further configures at least one uplink, UL, initial BWP 

corresponding to the N terminal types. 

2. The method according to claim 1, wherein  

a bandwidth type of the at least one terminal is NR_legacy or NR_REDCAP type2, wherein 

a bandwidth of NR_legacy is 100MHz, and a bandwidth of NR_REDCAP type2 is 20MHz;15 

each of the M RACH resource sets includes a combination of a time domain resource, a 

frequency domain resource, and an orthogonal code sequence resource of a RACH. 

3. The method according to claim 1 or 2, wherein the RACH configuration information 

further indicates one of a first RACH configuration or a second RACH configuration, wherein the 

first RACH configuration is that the M RACH resource sets correspond to the N terminal types, 20 

M is less than N, and M is equal to 1;

the second RACH configuration is that the M RACH resource sets correspond to the N 

terminal types, M is equal to N, and M is greater than 1. 

4. The method according to any one of claims 1 to 3, wherein  25 

a terminal of bandwidth type NR_REDCAP type2 and a terminal of bandwidth type 

NR_legacy correspond to a same UL initial BWP. 

5. The method according to claim 4, wherein 

the same UL initial BWP is for receiving random access requests on a first RACH resource 

set from a terminal of a terminal type determined based on NR_legacy and 4-step RACH and a 30 
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terminal of a terminal type determined based on NR_REDCAP type2 and 4-step RACH; or

the same UL initial BWP is for receiving random access requests on a fifth RACH resource 

set from a terminal of a terminal type determined based on NR_REDCAP type2 and 4-step RACH 

and on a ninth RACH resource set from a terminal of a terminal type determined based on 

NR_legacy and 4-step RACH. 5 

6. The method according to any one of claims 1 to 3, wherein 

a terminal of a bandwidth type NR_REDCAP type2 corresponds to a second UL initial BWP, 

a terminal of a bandwidth type NR_legacy corresponds to a third UL initial BWP, wherein 

the second UL initial BWP is for receiving random access request on a first RACH resource 

set from a terminal of a terminal type determined based on NR_legacy and 4-step RACH, the third 10 

UL initial BWP is for receiving random access request on the first RACH resource set from a 

terminal of a terminal type determined based on NR_REDCAP type2 and 4-step RACH; or

the second UL initial BWP is for receiving random access request on a fifth RACH resource 

set from a terminal of a terminal type determined based on NR_legacy and 4-step RACH, the third 

UL initial BWP is for receiving random access request on the ninth RACH resource set from a 15 

terminal of a terminal type determined based on NR_REDCAP type2 and 4-step RACH. 

7. A random access method, comprising: 

receiving a system information block 1, SIB1, on a downlink, DL, initial bandwidth part, 

BWP, wherein the SIB1 comprises random access channel RACH configuration information, 

wherein the RACH configuration information indicates M RACH resource sets, the M RACH 20 

resource sets correspond to N terminal types, the N terminal types are associated with bandwidth 

types and/or random access types of terminals, and M and N are positive integers, wherein the 

SIB1 further configures at least one uplink, UL, initial BWP corresponding to the N terminal types; 

and 

determining, based on the RACH configuration information, a target RACH resource set used 25 

by a terminal to send a random access request to a network device, wherein a bandwidth type of 

the terminal belongs to the bandwidth types associated with the N terminal types. 

8. The method according to claim 7, wherein  

a bandwidth type of the at least one terminal is NR_legacy or NR_REDCAP type2, wherein 

a bandwidth of NR_legacy is 100MHz, and a bandwidth of NR_REDCAP type2 is 20MHz;30 

each of the M RACH resource sets includes a combination of a time domain resource, a 
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frequency domain resource, and an orthogonal code sequence resource of a RACH. 

9. The method according to claim 7 or 8, wherein the RACH configuration information 

further indicates one of a first RACH configuration or a second RACH configuration, wherein the 

first RACH configuration is that the M RACH resource sets correspond to the N terminal types, 

M is less than N, and M is equal to 1;5 

the second RACH configuration is that the M RACH resource sets correspond to the N 

terminal types, M is equal to N, and M is greater than 1. 

10. The method according to any one of claims 7 to 9, wherein  

a terminal of bandwidth type NR_REDCAP type2 and a terminal of bandwidth type 

NR_legacy correspond to a same UL initial BWP. 10 

11. The method according to claim 10, wherein 

the same UL initial BWP is for receiving random access requests on a first RACH resource 

set from a terminal of a terminal type determined based on NR_legacy and 4-step RACH and a 

terminal of a terminal type determined based on NR_REDCAP type2 and 4-step RACH; or

the same UL initial BWP is for receiving random access requests on a fifth RACH resource 15 

set from a terminal of a terminal type determined based on NR_REDCAP type2 and 4-step RACH 

and on a ninth RACH resource set from a terminal of a terminal type determined based on 

NR_legacy and 4-step RACH. 

12. The method according to any one of claims 7 to 9, wherein 

a terminal of a bandwidth type NR_REDCAP type2 corresponds to a second UL initial BWP, 20 

a terminal of a bandwidth type NR_legacy corresponds to a third UL initial BWP, wherein 

the second UL initial BWP is for receiving random access request on a first RACH resource 

set from a terminal of a terminal type determined based on NR_legacy and 4-step RACH, the third 

UL initial BWP is for receiving random access request on the first RACH resource set from a 

terminal of a terminal type determined based on NR_REDCAP type2 and 4-step RACH; or25 

the second UL initial BWP is for receiving random access request on a fifth RACH resource 

set from a terminal of a terminal type determined based on NR_legacy and 4-step RACH, the third 

UL initial BWP is for receiving random access request on the ninth RACH resource set from a 

terminal of a terminal type determined based on NR_REDCAP type2 and 4-step RACH.  

13. A communication apparatus, comprising: 30 

a processing unit, configured to determine M random access channel RACH resource sets, 
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wherein the M RACH resource sets correspond to N terminal types, the N terminal types are 

associated with bandwidth types and/or random access types of terminals, and M and N are 

positive integers; and

a transceiver unit, configured to send a system information block 1, SIB1, on a downlink, DL, 

initial bandwidth part, BWP, to at least one terminal, wherein the SIB1 comprises RACH 5 

configuration information, wherein the RACH configuration information indicates the M RACH 

resource sets, the M RACH resource sets are used by the at least one terminal to send a random 

access request to a network device, and a bandwidth type of any one of the at least one terminal 

belongs to the bandwidth types associated with the N terminal types, wherein the SIB1 further 

configures at least one uplink, UL, initial BWP corresponding to the N terminal types. 10 

14. The communication apparatus according to claim 13, wherein  

a bandwidth type of the at least one terminal is NR_legacy or NR_REDCAP type2, wherein 

a bandwidth of NR_legacy is 100MHz, and a bandwidth of NR_REDCAP type2 is 20MHz;

each of the M RACH resource sets includes a combination of a time domain resource, a 

frequency domain resource, and an orthogonal code sequence resource of a RACH. 15 

15. The communication apparatus according to claim 13 or 14, wherein the RACH 

configuration information further indicates one of a first RACH configuration or a second RACH 

configuration, wherein the first RACH configuration is that the M RACH resource sets correspond 

to the N terminal types, M is less than N, and M is equal to 1;

the second RACH configuration is that the M RACH resource sets correspond to the N 20 

terminal types, M is equal to N, and M is greater than 1. 

16. The communication apparatus according to any one of claims 13 to 15, wherein  

a terminal of bandwidth type NR_REDCAP type2 and a terminal of bandwidth type 

NR_legacy correspond to a same UL initial BWP. 

17. The communication apparatus according to claim 16, wherein 25 

the same UL initial BWP is for receiving random access requests on a first RACH resource 

set from a terminal of a terminal type determined based on NR_legacy and 4-step RACH and a 

terminal of a terminal type determined based on NR_REDCAP type2 and 4-step RACH; or

the same UL initial BWP is for receiving random access requests on a fifth RACH resource 

set from a terminal of a terminal type determined based on NR_REDCAP type2 and 4-step RACH 30 

and on a ninth RACH resource set from a terminal of a terminal type determined based on 
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NR_legacy and 4-step RACH. 

18. The communication apparatus according to any one of claims 13 to 15, wherein 

a terminal of a bandwidth type NR_REDCAP type2 corresponds to a second UL initial BWP, 

a terminal of a bandwidth type NR_legacy corresponds to a third UL initial BWP, wherein 

the second UL initial BWP is for receiving random access request on a first RACH resource 5 

set from a terminal of a terminal type determined based on NR_legacy and 4-step RACH, the third 

UL initial BWP is for receiving random access request on the first RACH resource set from a 

terminal of a terminal type determined based on NR_REDCAP type2 and 4-step RACH; or

the second UL initial BWP is for receiving random access request on a fifth RACH resource 

set from a terminal of a terminal type determined based on NR_legacy and 4-step RACH, the third 10 

UL initial BWP is for receiving random access request on the ninth RACH resource set from a 

terminal of a terminal type determined based on NR_REDCAP type2 and 4-step RACH.  

19. A communication apparatus, comprising: 

a transceiver unit, configured to receive a system information block 1, SIB1, on a downlink, 

DL, initial bandwidth part, BWP, wherein the SIB1 comprises random access channel, RACH, 15 

configuration information on a DL initial BWP, wherein the RACH configuration information 

indicates M RACH resource sets, the M RACH resource sets correspond to N terminal types, the 

N terminal types are associated with bandwidth types and/or random access types of terminals, 

and M and N are positive integers, wherein the SIB1 further configures at least one uplink, UL, 

initial BWP corresponding to the N terminal types; and20 

a processing unit, configured to determine, based on the RACH configuration information, a 

target RACH resource set used by the communication apparatus to send a random access request 

to a network device, wherein a bandwidth type of the communication apparatus belongs to the 

bandwidth types associated with the N terminal types. 

20. The communication apparatus according to claim 19, wherein  25 

a bandwidth type of the at least one terminal is NR_legacy or NR_REDCAP type2, wherein 

a bandwidth of NR_legacy is 100MHz, and a bandwidth of NR_REDCAP type2 is 20MHz;

each of the M RACH resource sets includes a combination of a time domain resource, a 

frequency domain resource, and an orthogonal code sequence resource of a RACH. 

21. The communication apparatus according to claim 19 or 20, wherein the RACH 30 

configuration information further indicates one of a first RACH configuration or a second RACH 
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configuration, wherein the first RACH configuration is that the M RACH resource sets correspond 

to the N terminal types, M is less than N, and M is equal to 1;

the second RACH configuration is that the M RACH resource sets correspond to the N 

terminal types, M is equal to N, and M is greater than 1. 

22. The communication apparatus according to any one of claims 19 to 21, wherein  5 

a terminal of bandwidth type NR_REDCAP type2 and a terminal of bandwidth type 

NR_legacy correspond to a same UL initial BWP. 

23. The communication apparatus according to claim 22, wherein 

the same UL initial BWP is for receiving random access requests on a first RACH resource 

set from a terminal of a terminal type determined based on NR_legacy and 4-step RACH and a 10 

terminal of a terminal type determined based on NR_REDCAP type2 and 4-step RACH; or

the same UL initial BWP is for receiving random access requests on a fifth RACH resource 

set from a terminal of a terminal type determined based on NR_REDCAP type2 and 4-step RACH 

and on a ninth RACH resource set from a terminal of a terminal type determined based on 

NR_legacy and 4-step RACH. 15 

24. The communication apparatus according to any one of claims 19 to 21, wherein 

a terminal of a bandwidth type NR_REDCAP type2 corresponds to a second UL initial BWP, 

a terminal of a bandwidth type NR_legacy corresponds to a third UL initial BWP, wherein 

the second UL initial BWP is for receiving random access request on a first RACH resource 

set from a terminal of a terminal type determined based on NR_legacy and 4-step RACH, the third 20 

UL initial BWP is for receiving random access request on the first RACH resource set from a 

terminal of a terminal type determined based on NR_REDCAP type2 and 4-step RACH; or

the second UL initial BWP is for receiving random access request on a fifth RACH resource 

set from a terminal of a terminal type determined based on NR_legacy and 4-step RACH, the third 

UL initial BWP is for receiving random access request on the ninth RACH resource set from a 25 

terminal of a terminal type determined based on NR_REDCAP type2 and 4-step RACH.  

25. A communication apparatus, configured to implement the method according to any one 

of claims 1 to 6. 

26. A communication apparatus, configured to implement the method according to any one 

of claims 7 to 12. 30 

27. A communication apparatus, comprising a memory and a processor, wherein the memory 
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stores instructions/code; and when executing the instructions/code stored in the memory, the 

processor implements the method according to any one of claims 1 to 6. 

28. A communication apparatus, comprising a memory and a processor, wherein the memory 

stores instructions/code; and when executing the instructions/code stored in the memory, the 

processor implements the method according to any one of claims 7 to 12. 5 

29. A computer-readable storage medium, configured to store instructions/code, wherein 

when the instructions/code are/is executed by a processor of an electronic device, the electronic 

device is enabled to implement the method according to any one of claims 1 to 6. 

30. A computer-readable storage medium, configured to store instructions/code, wherein 

when the instructions/code are/is executed by a processor of an electronic device, the electronic 10 

device is enabled to implement the method according to any one of claims 7 to 12. 

31. A communication system, comprising the communication apparatus according to claim 

27 and the communication apparatus according to claim 28. 
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