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IMPROVING THE PERFORMANCE OF A MOBILE 
CELLULAR COMMUNICATION SYSTEM 

BACKGROUm> ! ! 

PCT/US95110958 

The pr~sent invention relates to cellular 
5 mobile telephone systems, and more particularly, to 

methods and devices for accommodatinq various designs 
of subscriber telephones.based on.different trade­
offs between cost and performance. 

In a cellular telephone system, capacity to 
10 support as many simultaneous conversations as 

possible is of the essence to the service providers 
because it directly impacts their revenue. At the 
same time, cellular telephones are a consumer 
product, making low cost.of the essence to the retail 

15 distributors. It is possible-to design systems and 
telephones that are capable of increasing capacity at 
the expense of retai_l ·cost. It is also possible to 
reduce the cost of such hardware at the expense of 
capacity.· This conflict could be handled by havi~g 

20 the service providers offer a subsidy to the retail 
outlet on more expensive telephones whose use they 
may wish to encourage for capacity reasons. This has 
the disadvantage, however, of restricting freedom_ of 
independent competition for equipment and services 

25 because the retail customer cannot.be permitted to 
acquire the telephone with the maximum subsidy from a 
first operator and then convert the subscription to a 
second operator having lower subscription and call 
charqes because he does not offer such subsidies. 

30 one such example of a more expensive 
telephone that has advantages for the service 
provider but _only disadvantages for the retail 
customer is the use of the ~iversity receiving 
technique •. It can be shown that the provision of two 

35 separate receiving chains and antennas in a mobile 



W096/07288 Pc.T/US95/10958 

- 2 -. 

telephone can reduce the signal-to-interference ratio · 
(C/I) required for good quality communication by as 
much as 7dB. Since the number of times a radio 
frequency channel can be re-used for separate 

5 ·conversations in a qiven geographica~ zone is. 
directly related to the required.C/I,. the capacity.of 
the telephone network can be approximately· _doubled by 
use of mobiles capable of diversity reception~ 

Because not all mobile subscribers can be 
10 expected to purchase the more expensive units, it _is 

desirable to pro~ide a way of accommodating mobile 
telephones both with and without the above exemplary 

. . 
improveme~ts and corresponding frequency-reuse 
restrictions in the same geographical area. It is 

15 further desirable to provide the retail customer with 
. . . 

an incentive to acquire the more complex product,_ 
since this permits the mobile communications system 
to operate at _increased capacity. 

SUMMAllY 

20 In accordance with one aspect of the 
present invention, the foregoing and other objects 
are achieved in a method and apparatus for operating 
a base station in a cellular communications system 
including the base station and a mobile unit. First, 

25 it is detected whether the mobile unit has a 
particular capability. Then, the operation af the 
base station is adjusted to improve system 
performance in respense to detection:-.that the mobile 

.30 

un~t ,tias the particu~ar capability~~~= 
In accordance with one embodiment of the 

invention, detect~ng that the mobile unit has the 
particular capability comprises receiving a signal 
from the mobile unit, wherein the signal is enQoded 
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to indicate whether the mobile station has the 

particular capability. 
I i 

Alternatively, detecting that th• mobile 

unit has the particular capab.ility may comprise 

5 receiving an identifyi;ng signal from_ the mobile unit, 

wherein the identifying signal is encoded to identify 

from which one of a plurality of mobile units the . 

identifying signal was received; and then using the 

identifying signal to retrieve a capabi~ity-

10 indicating code from a database.· 

In another aspect of the invention, the 

particular capability is a lower siqnal-to­

interference requirement, as might be achieved by 

means of diversity rece~tion. Furthermore, the step 

15 of adjusting operation of the base station comprises 

adjusting base station transmitter power to a reduced 

power range in response to detection that the mobile 

unit has the particular capability. This creates 

less interference to low-co~t mobiles that need 

20 higher C/I, and incr~ases system capacity. 

In yet another aspect of the invention, 

base station operation.adjustment comprises selecting 

a lower of two billing rates ·for billing ·the mobile 

unit .? 11 response to dete.ction that the mobile unit 

25 has the particular capability. This reflects the 

fact that high performance mobiles take up less_ of 

the n~~twork' s capacity, and en~ol:lrages the retail 

customer to acquire the high performance unit. 

BRIEF DESCRIPTION OF THE DRAWINGS 

30 The objects and advantages of the invention 

will be understood by reading the following detailed 

description in conjunction with the drawings in 

which: 



/ 

W096/07288 PCT/US95/10958 

- 4 -

Fig. 1 is a block diaqram of a cell in a 

mobile communications system having a base station 
, 

that operates in accordance with the present 

invention; 
5 Fig. 2 is a flow chart of the operation of 

10 

a base station· in accordance with several aspects of 

the present invention; 
Fig. 3 is a flow chart of the operation of 

a base station in accordance with several· aspects of 

an alternative embodiment of the inventiQn; and 

Fig. 4 is a block diagram of an exemplary 

system for effecting capability-sensitive billing 

rates in accordance with one aspect of the present 

invention. 

15 DETAZLED DESCRZPTZOH 

A more efficient method of allocating radio 

frequency channels than presently-used, fixed · 

frequency plans is described in co-pending U.S. 

Patent Application Serial No. 08/245,031, filed May 

20 17, 1994, by Andersson et al., entitle4 "A.Method and 

Device for the Utilization of Channels in a Radio 

communications system, " which is hereby incorporated . 

by reference. Another efficient method of allocating 

radio frequency channels than present plans is 

25 described in a co-pending u.s. Patent Application No. 

08/207,032, filed March 7, 1994,· by J. Haartsen 

entitled "Method and System for Channel Allocation 

Using Power Control and Mobile-Assis~ed Handover 

Measurements", which is ~ommonly assigned to the same 

30 assignee as that of the present application, and 

which is hereby incorporated by reference. other 

methods of assigning channels suitable for TDMA 

systems are described in a co-pending U.S. Patent 

Application Serial No. 08/299,255 by Paul w. Dent, 

. c 
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entitled "A Time and Frequency Slot Allocation system 
and Method," filed Septeml;>er l, 1994,, which is also ., 
commonly_ assi9ned to the same assi9nee as that of the 

. . 

present application, and which is hereby incorporated 
5· by reference. This method continually estimates the 

potential quality of all available channels at the· 
base station and assi9ns the best channel to each 
mobile conversation. The adaptive channel a_llocation 
methods dis.closed in the aforementioned applications 

10 . allow the quality in both the base-mobile and mobile­
base c_ommunications directions to be predicted and 
taken into account in assiqninq a channel. 

In_ accordance with one aspect of the 
present invention, the adaptive channel allocation 

15 method is modified to take into account mobiles in 
the system having different C/I needs. That is, the 
target C/I's that the system aims to achieve are. 
changed in dependence on the pa~ticular capability of 
each mobile unit. Alon9 with this, the cost 

20 functions are chan9ed to penalize under-achievement 
of the target C/I's. This will now be described with 
reference to Fig. 1, which_~llustrates a cell 100 in 
a mobile communications .system •. The cell 100 
includes a base statior. 110, and a plurality of 

25 mobile units, of which two are illustrated. A high­
performance mobile 120 and a low-performance mobile 
130 are each served by the base station 110 so long 
as each is located within the cell 100. The high­
performance mobile 120 has reduced siqnal-to-

30 interference (C/I) requirements arisin9, for example, 
from its utilization of diversity receiving 
techniques. The low-performance mobile 130 does not 
utilize these techniques, and therefore has C/I 
requirements which are higher than those of the hiqh-

35 performance mobile 120. 
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As explained earlier, it is advantageous 
for the base station 110 to take advanta9e of the 
high-performance mobile's 120 bette~ performance 
capabilities in order to increase system capacity. 

5 Thus in· accordance with one· aspect of the present 
invention, the base station 110 communicates with 
·~ach Of the high- and low-performance mobiles 120 1 . 

130 in accordance with the.flowchart illustrated in 
Fig. 2. At a high-level, this base.station 110 

10 operation is illustrated by the superblocks that.are 
drawn in dotted-lines in Fig. 2. In superblock 210, 
the base station 110 detects the capabilities of the 
mobile unit with which it intends to communicate. In 
superblock 220, the operation o.f the base station 110 

15 is adjusted in correspondence with the detected 
capabilities. 

A more detailed example of base st_ation 
operation in accordance with the present invention is 
shown in the blocks of Fiq. 2 that are drawn in solid 

20 lines. In this illustration, the capability to be 
detected is an improved C/I requirement, as explained 
above. Thus, the base station 110 beqins its 
operation i~ block 215 by receiving a C/I 
requirement-indicatin9 code from whichever of the 

25 mobile units 120, 130 it is communicating with. Of 
course, the C/I requirement-indicating code may 
directly contain the required information. For 
example, a protocol c_ould be established whereby a 
mobile unit 120, 130 responded with a 2-bit code 

30 encoded as follows: 
Code Mganing 

00 6 dB C/I can be accepted 

01 12 dB C/I can be accepted 

10 18 dB C/I can be accepted 

35 11 24 dB C/I can be accepted 
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The above encodinq permits the requested C/I to be 
determined directly by means.of the equation: 

Requested C/I = 6(Code +.l) ·dB. 
. ! 

With·the above encodinq, Code= oo miqht 
5 correspond to a packet-data transmission· mode with ·or 

without diversity. Code = 01 might correspond to a 
mobile telephone that is equipped with a diversity. 
antenna/receiver for receiving voice traffic. 
Code = 10 corresponds to a typical Advanced Mobile· 

io· Phone Service ("AMPS"), non-diversity mobile 
telephone. Code = 11 might correspond to a user­
selected demand for a particularly clear ("Hi Fi") .. 
channel, for which he is willing to pay. (Such a · 
channel might be desirable, for example, ·for 

15 international calling.) 
If it is desired to provide a system that 

does not impact the desiqn of the mobile units 
themselves, then, as an alternative to having the 
mobile unit 120, 130 explicitly send a C/I 

20 requirement-indicating code, the .code received from 
the mobile unit can be the mobile unit's own 
telephone number or electronic serial number. such 
information is typically communicated between the 
mobile unit and the base stat~on in prior art 

25 systems, and its encoding and method of communication 
are well-known to those skilled ln the art. In this 
instance, the base station 110 u~es the received 
telephone number or electronic serial number to 
access a database located in the subscriber's home 

30 exchange, and to retrieve therefrom the correspondinq 
C/I requirement-indicating code. 

Next, in block 230, a branch is made in 
correspondence with the value of the received C/I 
requirement-indicating code. If the code indicates 

35 that the base station 110 is communicating with the 
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low-performance mobile 130, then block 240 is 
executed, in w~ich the base. station l~O adjusts its 
transmitter power so that it lies in what will be 
referred to here as a "norma_l" range. . . . 

s Alternatively, if the code indicates that 

10 

the base station 110 is communicating with the high­
performance mobile 120, then execution proceeds from 
block 230 to block 250, in which the base station 110 
reduces its transmitter power to a reduced range that 
is below that of the "normal" range. This enables 
the base station 110 to still satisfy the C/I 
requirements of the high-performance mobile 120 whi"le 
creating less interference to the low-performance 
mobile 130 .that requires a higher C/I. 

15 As indicated above, the base station .110 
may additionally adapt its tran•mitter power, wi~in 
alternatively the "normal" and reduced ranqes, in 
correspondence with such £·actors as the mobile 
station's distance from the.base·station 110 and· 

20 prevailing interference conditions. These 
techniques·, which are not illustrated in Fiq. 2, are 
fully described in co-pendinq u.s. patent application 
No. 08/20.7 ,.032, which was incorporated by reference 
above. 

25 As an alternative to the method described 
above with respect to Fiq. 2, Fiq. 3 shows a variant 
that is identical in all respects to Fiq. 2 except 
for the way the operation_ of the base station 110 is 
adjusted in correspondence with the detected 

30 capabilities. In this alternative embodiment_, 
instead ·of adjustinq the power level of a signal to 
be used for communication with a mobile unit, 
selection of a channel for use by the mobile unit is 
made in dependence on the capabilities of the mobile 

35 unit. Because the base station 110 may assign any of 

I 
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a number of different channels {frequencies) for use 

by the mobile unit, reduction in interference and 

increased system capacity may be achieved by 

assiqninq, for use by hiqh performance mobile units 

s 120, a frequency havinq a closer ~e-use proximity 

(i.e., the distance from the base station 110 and the 

nearest othe~ base station that also may·assiqn the 

same frequency for use by a mobile unit) than that of 

other assignable frequencies that are also allocated 

10 to the base station 110. Beneficial effects are 

produced because channels havinq"closer re-use 

proximities must, of necessity, be broadcast at lower 

power levels than other channels, in order to avoid 

interference with neighboring cells~ 

15 Thus, at step 330·, if the received C/I 

requirements-indicatinq code shows that the base 

station 110 is communicatinq with the low-performance. 

mobile 130, then block 340 is executed, in which case 

the base station a-l_locates a channel that is re-used 

20 with greater distance separation (i.e., qreater re­

use proximity, so_ that the transmitter power for that 

channel lies in the "normal". ranqe) than that of 

other assignable channels. If, on the other hand, 

the received C/I requirements-indicating code shovs 

25 that the base station 110 is communicating with the 

high-performance mobile 120, then at block 350, tbe 

base station 110 allocates a channel that is re~~aed 

at a smaller re-use distance (i.e., a channel having 

a closer re-use proximity is assigned). This enables 

30 the base station 110 to still satisfy the C/I 

requirements of the hiqh-performance mobile 120 while 

allowing qreater capacity for increased frequency re-

use. 
In accordance with another aspect of the 

35 invention, the base station 110 uses knowledge of the 
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mobile station's C/I requirements to determine the 

billing rate to the subscrib~r :for the conversation, 
! 

as measured, for example, in cents per minute. That 

is, a·fter adjusting transmitter power to lie in· the 

s "normal" range (block 240), the base station 110 theri 

executes block 245 where a hiqher billinq rate is set 

for the conversation~ Similarly, ·.fter adjusting 

transmitter power to lie in the re-.::·.iced range (block 

250), the base station 110 then executes block 255 

10 where a lower billing rate is set for the 

·conversation. This dichotomy in billinq rates 

reflects the fact that the high-performance mobile 

120 takes up less of the network's capacity. By 

letting it be known that this savings will be passed 

is alonq to the subscriber, any retail customer ~ho .. 

anticipates spending a lot of time on the phone will 

be encouraged to acquire the more expensive, high­

performance mobile unit 120. As explained above, 

this benefits the mobile communications system as· a 

20 whole because the use of high-performance units 

enables system.capacity to be increased. 
An exemplary mobile communications system 

for effecting the above-de~cribed capability­

sensitive. billinq rates is shown in Fig. 4. For 

25 purposes of illustration, one low performance mobile 

unit 400 and one high performance mobile unit 410 are 

shown. The system could, -however, handle many more 

than just one of each type of mobile unit. Radio 

communications between the mobile units 400, 410 and 

30 the system are accomplished- by means of an antenna 

420, coupled to a base station 430. The base station 

430 is coupled to a mobile switching center 440. In 

accordance with the present invention, the mobile 

switching center 440 includes an automatic billing 

35 subsystem 441, whose operation comprises the steps 

.,/ 
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described in either of the flow charts depicted in 
Fiqs. 2 and 3. Alternatively, the automatic bil.linq 
subsystem 441 could instead by inclu4ed in a visitor 
location reqister (VLR) (not shown). In either case, 

s the automatic billing subsystem 441 may be a general 
purpose digital computer that has been proqrammed to 
perform the functions described here. The writing o~ 
such a proqram is well-known to those Qf ordinary 
skill ·in the art, and is not described here in 

10 greater detail. 
As more fully described above, each of the 

mobile units 400, 410 sends a signal that indicates 
whether it is of the low- or high-performance type.·· 
This information is relayed from the antenna 420 to 

15 the base station 430. The base station 430 utilizes 
this inf orm~tion tG decide whether a low billinq rate 
("billinq schedule A") should be used (il'.'l response to 
the mobile being a high performance mobile unit 410), 

or whether a high billinq rate ("billing schedule· ~") 
20 should.instead be used (in response to the mobile 

beinq a low performance mobile:. unit 400). A code 
designating the selected billing schedule is then 
transmitted from the base station 430 to the 
automatic billing subsystem 441 in the mobile 

25 switching center 440. 

Receipt of the billinq schedule code causes 
the automatic billinq subsystem 441 to determine a 
charge for the call based on the capabilities 
utilized as well as on the accumulated amount of time 

30 during which these capabilities are utilized. 
Upon call termination, a code that is 

representative of the accumulated charge for the call 
is transmitted from the automatic billing subsystem 
441 to a home location reqister (HLR) (not shown) 

35 that corresponds to the mobile unit that is beinq 
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billed. This transmission may be performed by means 
of either of the well-known signalling system.No. 7, 
or IS41 protocols. 

The invention has been described with 
~ reference to a particular em~odiment. ~owever,· it 

will be readily apparent to those skilled in the.art 
that it is possible to embody the inventi~n-in 
specific forms other than those of the preferred 

10 

embodiment described above. This may be done without 
departing from the spirit of the invention. 

For example, the described embodiment ha~ 
focussed on the advantages ~o be gained by detecting 
the C/I requirements of a mobile uni~, and adjusting 
transmitter power accordingly. However, the present 

15 invention is applicable to any situation where some, 
but not all, mobil~ units may be characterized by an 
advanced feature that improves system performance. 
In any such instance, t~e present inve~tion teach~s 
detectinq whether a particular mobile unit has the· 

20 advanced feature, and then modifying the operation of 
the system to take advantage of the advanced feature 
whenever it is detected. Additionally, -the present 
invention teaches adjusting a billing rate when the. 
advanced feature is detected, in order.to encourage 

25 consumers to purchase the more expensive units that 
embody the advanced feature. 

Thus, the preferred embodiment is merely 
illustrative and should not be considered restrictive 
ir any way. The sc~·~e of the inven"!"".i.on is given by 

JO t appended claims, rather than the.preceding 
d,:--Jcription, and all variations and equivalents which 
fall within the range of the claims are intended to 
be embraced therein. 

• 
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.WltAT ZS CLAIMED ZS: 

1. In a cellular communications system 
including a base station and a mobile. unit, a method 
for operating the base station, compris~ng the steps 

5 of: 
detecting whether ·the mobile unit has a .. 

particular capability; and 
adjusting operatio~ of the base station to 

improve system performance in response to detection 
10 that the mobile unit has the particular c~pability. 

2. The method ·of claim 1, wherein the step of 
detecting comprises: 

receiving a signai from the mobile unit, 
wherein the signal is encod~d to.indicate whether the 

15 mobile station has the particular capability. 

3. The method of claim· 1, wherein the step of 
detectinq comprises: 

receivinq an identifying signal from the 
mobile unit, wherein the identifyinq signal is 

20 encoded to identify .from which one of a plurality of 

25 

mobile units the identifying signal was received; and 
using the identifyinq signal to retrieve ·a 

capability-indicatinq code from a database. 

4. The method of claim 1, wherein: 
the particular capability is a lower 

siqnal-to-interference requirement; and 
the step of adjustinq operation of the base 

station comprises adjusting base station transmitter 
power to a reduced power range in response to 

JO detection that the mobile unit has the particular 
capability. 

THIS SHEET HAS BEEN 
REPLACED 
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s. The method of c.laim 1, wherein: 
the particular capability is a lower 

signal~to-interf erence requirement; 
the base station includes a plurality ~f 

5 assignable frequencies, each assignable frequency 
being characterized by a re-use parameter that 
indicates re-use proximity of a nearest other base 
station that also includes the assignable frequency; 
and 

10 the step of adjusting operation of the base 
station comprises assigning, for use by the mobile 
unit, a selected one of the assignable.frequencies 
that has a re-use parameter that indicates closer re­
use proximity than a re-use proximity of another one 

15 of.the assignable frequencies. 

6. The method of claim 1, wherein the step of 
adjusting operation of the base station comp~ises 
selecting, in response to detection that the mobile 
unit has the particular capability, a lower of two 

20 billing rates, and using the selected billing rate 
for governing automatic accumulation of charges for a 
call by or to the mobile un~t. 

7. In a cellular communications system 
including a base station and a mo~ile unit, an 

25 apparatus for controlling operation of the base 
station, comprising: 

means for detecting whether the mobile unit 
has a particular capability; and 

means for adjusting operation of the base 
30 station to improve system performance in response to 

detection that the mobile unit has the particular 
capability. 

THIS SHEET HAS BEEN 
REPLACED 

(. 
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8. The apparatus of claim 7, wherein the 
detectinq means comprises: 

means for receivinq a siq~l from the 
mobile unit, wherein the signal is encoded to 

5 indicate whether the mobile station has the 
particular capability. 

9. The apparatus of claim 7, wherein the 
detectinq means comprises: 

means for receivinq an identifyinq siqnal 
10 from the mobile unit, ~herein the identifying siqnal 

is encoded to identify from which one of a plurality 
of mobile units the identifying siqnal ~as received·; 

means for using the identifying signal to 
retrieve a capability-indicatinq code from a 

15 database. 

10. The apparatus of claim 7 ,· wherein: 
the particular capability is a lower 

signal-to-interference requirement; and 
the means for adjusting operation of the 

20 base station comprises means for adjusting base 
station transmitter power to a reduced power range in 
response to detection that the mobile unit has the 
particular c~pability. 

11. The apparatus of claim 7, wherein the means 
25 for adjusting operation of the base station comprises 

means for selecting a lower of two billing rates for 
billing the mobile unit in response to detection that 
the mobile unit has the particular capability. 

THIS SHEET Ht,s BEEN \ 
REPLP..CED ) 


