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METHOD AND APPARATUS FOR ROUTING INTERNET CALLS 

TECHNICAL FIELD OF THE INVENTION 

The present invention relates in general to 

telecommunications signal processing and more particularly 

to a method and apparatus for routing Internet calls. 

BACKGROUND OF THE INVENTION 

As access demand on the Internet or with on-line 

services grows, a proportional increase in the stress on 

telecommunications equipment occurs to support the access 

10 demand. Subscribers typically access· the Internet through 

one or more Internet Service Providers. Each Internet 

Service Provider is ·generally accessed by subscribers using 

discrete local telephone numbers that provide broad 

coverage into a public switched telephone network. Access 

15 to the Internet Service Provider is typically a free local 

call where the local exchange.carrier receives no revenues 

for the telephone usage. Internet Service Providers 

terminate in end offices of the public _switched telephone 

network using conventional subscriber numbering plans. No 

20 control exists as to Internet subscriptions, local 

telephone number assignments . for Internet Service 

Providers, or locations of Internet Service Providers. 

Internet traffic between subscribers and Internet Service 

Providers is mainly routed through the existing public 

25 switched telephone network over the same trunks that carry 

voice, facsimile, and data calls. 



. . . . . . :=· ~ -: . .· . .:·-· •.;.::. ·;·:.1¥-::...:-: .... ··:?\: .. ·-~ 

W097/38551 PCT/US97/05387 

2 

j 

Traditional network engineering traffic guidelines do J 

~ot take into consideration the longer than average hold • 
times of ~nternet calls. Most telecommunications equipment 

were designed based oti an average call hol<;iing time of 
._. ~· . . •• - • • .. .. . . ··~ $-, . : ...... 

thi:ee to five. minutes. However,·· average· cali- .. holding ·times 

for Internet calls is significantly longer. Current 

estimates are that Internet and similar services have 

raised the total average call holding time to over ten 

minutes. This is expected to increase as the Internet: 

10 continues to grow. Current end office switches within the 

public switched telephone network are not configured to 

support extended access to the Internet. The increased 

average call holding times of Internet calls place a strain 

on the public switched telephone network that affects the 

15 quality of service provided to and expected by the local 

subscriber. The public switched telephone network is no 

longer able to.provide effective universal services to its 

customers while meeting the growing Internet demands. 

Increased average call holding times decrease the 

20 carrying capacity of trunks and, because the calls are 

typically free, decrease toll call revenue per trunk as a 

result of the increased content per call. Though 

additional· trunks may b~ installed to support the increase 

in call holding times, such additions increase trunk group 

25 costs and operating expenses. Congestion occurs within the 

public switched telephone network as· customers attempt and 

re-attempt their calls. Service quality suffers resulting 

in increased customer dissatisfaction and increased service 

costs. Expensive and complex switch reconfigurations would 

30 be needed in order to relieve the congestion on the public 

switched telephone network caused by Internet calls. 

Therefore, it is desirable to reduce the congestion in the 

public switched telephone network caused by the long 

holding times of Internet calls. 
, ·. 
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SUMMARY OF THE INVENTION 

From ~he foregoing, it may be appreciated .that a need 
. ' . ., - J . . • . . has aris.en for a ,.technique of avoiding conqe$tion on a ... ~· • 

! • .. . . . . .. 
5 

10 

publi,c. swi ~cl:led··· tele~horte netwo-rk caus_ed by ;.the lo.n,,g. ho.ld. - .. -.. ' . 
.. .. " . •.· . . .. . . . .. . .... : 

times ·of· Internet calls •. In a.·cco-rda:.i.ce· with ·the ·present 

invention, a method and apparatus of routing Internet calls 

are provided that substantially eliminate or reduce 

disadvantages and problems associated with conventional 

processing of Internet calls. 

According to an embodiment of the present invention, 

there is provided an apparatus for routing Internet calls 

that includes a pool of moderns to convert the analog 

signals of Internet calls re-routed from a public switched 

telephone network into a digital data format. An ATM cell 

15 adaptation unit converts the digital data format into ATM 

cells. A network interface transports the ATM cells to an 

Internet Service Provider over an ATM.network separate from 

the public switched telephone network. The ATM cells for 

the Internet calls include addressing information generated 

20 · by an ATM addressing unit in conjunction with the signaling 

protocols of an ss-7 network for determining the 

appropriate destination of the Internet calls. 

The present invention provides various technical 

advantaqes over conventional Internet call processing. For 

25 example, one technical advantage is to re-route Internet 

calls off of the public. switched telephone network. 

Another technical advantage is to avoid placing Internet 

calls onto the public switched telephone network. Yet 

another technical advantage is to transport Internet calls 

30 in asynchronous transfer mode cell format over an 

asynchronous transfer mode network to an Internet Service 

Provider. Other technical advantages are readily apparent 

to one skilled in the art from the following f iqures, 

descriptions, and claims. 
. . . · . . ' . ... 
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BRIEF DESCRIPTION OF THE DRAWINGS 

For a more complete· understanding of the present 

invention and the advantages thereo.f, reference is now made 

·• to the followJng description takerf' ~n conjunction with the 

5 accompanying drawings, wherein like reference numerals 

represent like parts, in which: 

FIGURE 1 illustrates a block diagram of a 

telecommunications switched network; 

FIGURE 2 illustrates a block diaqram of an Internet 

10 call through the telecommunications switched network; 

FIGURE 3 illustrates another view of the 

telecommunications switched network; 

FIGURES 4A-C illust·rate call control procedures at 

different congestion points within the telecommunications 

15 switched network; 

FIGURE 5 illustrates a block diaqram of an Internet 

routing element within the telecommunications network; 

FIGURE 6 illustrates a block diaqram of an 

asynchronous transfer mode multiplexer of the Internet 

20 routing element; 

25 

FIGURE 7 illustrates a block diagram of a line access 

switch within the telecommunications network; and 

FIGURE 8 illustrates a process flow for processing a 

call through the line access switch. 

DETAILED DESCRIPTION OF THE INVENTION 
FIGURE 1 is a block diagram of a telecommunications 

switched network 10. Telecommunications switched network 

10 includes a local public switched telephone network 12 

30 and an Internet data network 14. Public switched telephone 

network 12 includes a plurality of end offices 16, a 

plurality of local tandem switches 18, and a plurality of 

tandem switches 20. End offices 16;· local tandem switches 

18, and tandem switches 20 are interconnected by a 

f 
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· . 
plurality of trunks 22 in order to provide adequate means 

for ·transporting telecommunications information from an. .. . . .. 
:}"' originating :uosc.riber .... ;:-.~o a d~st·~n:~-r::"io"fl ~ubsc;.~ber in 

communication with end <;>ff ic~s 1-6. Intern~~·~ data netwo.rk 
~ -··· » .· . 

14 ··includes· Inte'rnet ·'iouting elements ,a4· ·that perf6tm .· . 

switching functions for -Internet Calls re-routed from 

public switched telephone network 12. Internet data 

network 14 may also include line access switches 26 coupled 

to Internet routing elements 24 and public switched 

10 telephone ?)et.work. 12. A signal transfer point network ~~ 

provides control~ management, and administrative functions 

for public switched telephone network 12 and Internet data 

network 14. 

Conventional operation of public switched telephone 

15 network 12 provides for routing of Internet calls through 

the same configuration of trunks 22 used to route voice, 

facsimile, and data calls.· In order .to avoid installing 

additional trunks 22 to relieve trunk congestion within 

public switched telephone network 12, avoid installing more 

20 cross-points to relieve concentrator congestion within end 

offices 16, and avoid replacing existing equipment within 

public switched telephone network 12, all necessary to 

handle the longer hold. times caused by Internet calls, 

Internet data network 14 provides a means to re-route 

25 Internet calls and eliminate the effect Internet calls have 

on public switched telephone network 12. Internet calls. 

may be re-routed onto modem trunks 30 from either local 

~andem switches 18 or end offices·16. Internet calls may 

also be re-routed away from public switched telephone 

30 network 12 onto modem lines 32 by line access switches 26. 

. .' 

FIGURE 2 shows how an Internet call is transferred 

from a local subscriber 40 to an Internet Service Provider 

42 within telecommunications switched network 10 after 

entering public switched telephone network 12. For 

. •., 
·> • 

.- . 

., 
. ' 
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unloading Internet calls from trunks 22 within public 

switched telephone network 12 to Internet data network 14, 

signal transfer point network 28 'works with local tandem 
I ~: • 

,;~ switches 18, end· offices 16," and •. Int·ernet routing elements 
. . ' . . 

5 24 to assign modem tri.m'tcs 30 and determine the destination 

for routing the Internet call based on signaling protocols 

of an SS-7 network 44. Conventional processing and routing 

is performed within public switched telephone network 12 of 

Non-Internet calls. Public switched telephone network 12 

10 may also process and route Internet calls in the event of 

problems occurring within Internet data network 14. End 

office 16 or local switch 18 accepts the Internet call and 

routes the Internet call to an appropriate Internet routing 

element i4. Internet routing element 24 terminates the 

15 analog signals received from public switched telephone 

network 12 and .adapts the call into ~synchronous transfer 

·mode cell format. The asynchronous transfer mode cells are 

multiplexed for transmiss.ion across an asynchronous 

transfer mode network 46 to the appropriate Internet 

20 Service Provider 42. 

FIGURE 3 is another view of a telecommunications 

switched network 110 showing potential congestion points 

due to Internet traffic. Telecommunications switched 

network 110 is shown separated into a public switched 

25 telephone network 112 and Internet data network 114. For 

conventional operation, calls originating from a telephone 

subscriber 139 or a computer subscriber 140 and destined 

for an information service provider 142 are routed through 

public switched telephone network 112. Public switched 

30 telephone network 112 includes local access switch 126, 

originating end office switch 116, a tandem switch network 

120, and terminating end office switch 117, all under the 

control and supervision of a signal transfer point 128. 

Since calls destined for information s~rvice provider 142 .... .,• 
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o::cupy available resources of public switched telephone 

network !12 due to the lonq call holding times, sue~ as for ....... ·... .. .-...... ···· ......... ··.:._· ~~-- .. ·· .. 
-·-··-;--""""'·; ·r~ternet access, ·congest.ion points·. occur. within :p.ubl-ic 

... .. .. . . . .. · .. ·· . -:"·~-~~ .... ··~ .:· . .. . "" . . . .~ . . . . . . . . . ., -:· . . . . .. .. : 
swi t~hed. t:elephol!e net~ork lJ.2 • Cc:;mgestio_n o.ccurs., a~ tlfe· . '· . . . . ~. ...... -.;,;..... . . :' .,..- -: . ... 

s ... ·subscriber side _at . qrfginat_in9 : .erid of~iC.e ·switch·~ 116, . .. 

10 

congestion occurs in the trunk network at tandem switch 

network 120, and congestion occurs at 

at terminating end office switch 117. 

public switched telephone network 

the terminating end 

The congestion on 

112 will exceed 

engineered switch 

resulting in call 

and network trunking arrangements,. 

denial. Data subscribers and voice 

subscribers may experience no dialtone, slow dialtone, and 

all trunks busy signals due to the degradation ·in the 

network quality. 

15 In order to alleviate the congestion on public 

switched telephone network 112, calls identified as 

originating from a subscriber 139 or 140 and destined for 

an information service provider 142 are redirected from 

public switched telephone network 112 onto Internet data 

20 network 114. Internet data network 114 includes a data 

switch network 146- that receives line side redirection of 

data calls from local access switch 126 to alleviate the 

subscriber side congestion and originating end office 

switch 116. Data switch network 146 also receives trunk 

25 side redirection of calls from originating end office 

switc~ 116 through an Internet routing element 124 in order 

r:o alleviate trunk· network congestion at . tandem switch 

ne~work 120. Data switch network 146 also receives trunk 

side redirection of data calls from tandem switch network 

30 120 in order to alleviate congestion at terminating end 

office switch 117 through an Internet routing.element 124. 

Data switch network 146 then appropriately routes data 

calls to information service provider 142. Identification 

and redirection of data calls is performed by signal 

~-
. , 

' ' . 
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transfer · point 128 through an 557 messaging protocol. 

Ir.ternet routing elements i24 ._are· used for groomir>:g and 

i:!'.'a·nsport of c·data call traffi.c onto data switch network 
~)' .. .--14 6 • < : .' !\. . , . 

In order to relieve subscriber side congestion at 

originating end office switch 116, a call destined for 

information service provider 142.is identified in order to 

successfully divert the data call away from public switch 

telephone network 112. The identification process is 

10 performed by signal transfer point 128. D.urinq a normal 

call processing sequence, line access switch 126 converts 

the analog POTS signal originating from a subscriber 139 or 

140 to a digital DSO siqnal and forwards that signal to 

originating end office switch 116 to begin call pro~essinq. 

15 Call requests that cannot be locally connected generate an 

SS7 message that is forwarded to signal transfer point 128. 

The call is completed when an SS7 message arrives back from 

signal transfer point 128 with instructions on routing. 

When signal transfer point 128 determines that the call is 

20 being placed to information service provider 142 during its 

digital analysis process on the called party address, it 

initiates a coordinating sequences of messages that allows 

originating end office s~itch 116 to disconnect the call, 

and free the matrix and free the trunk resource between 

25 line access switch 126 and originating end office switch 

116. Signal transfer point 128 directs line access switch 

126 to divert the call from originating end office switch 

116 trunk resources to another resource, such as a 

dedicated DSO/DSl circuit or a modem from internal pool 

30 with an ATM connection, that bypasses public switch 

telephone network 112. Data switch network 146 then cross 

connects the resources between line access switch 126 and 

information service provider 142. Line access switch 126 

continues to monitor the subscriber drop throughout the 
.. ~. ~ ... · . t . ' . 

,,;"! • . 
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call, as would be performed for any call. Upon·detecting 
th.at the. s.ubscrib.er. goe.s· on-~_Qkt · lin·e access-,swi'tch·· 126·-· .• · :.. . .... . . "' - .. .. ~ . . 

·~:. :· . .... 

5 

. .. . . . ·~. . .... informs. O·J;;iginati-nq 'end' Office .-switch 116. SO "th,at the 
··.•. ·5·ubscriber· -line ·~an be onc·~--ag~in -:~ad~· a~~il~bie for·:. 

.~ 

incoming and outgoing calls. Line access switch .126 ~l-so 
informs signal transfer point 128 so that the dedicated 
DSO/DSl circuit or ATM modem connection can be torn down 
and made available for other calls. If the line disconnect 
originates at information service provider 142, signal 

10 transfer point 128 notifies originating end office switcfi 
116 and line access switch 126 in order to update their 
cal 1 status. All control information exchanges between , 
signal transfer point 128, line access switch 126, and 
originating end office switch 116, are accomplished using 

15 standard signaling messages (such as Q.931) over standard 
interfaces. 

Though line side redirection alleviates congestion 
directly at originating end office switch 116 and 
indirectly at tandem switch network 120 and terminating end 

20 office switch 117, trunk side ·redirection is performed to 
directly eliminate trunk network congestion at tandem 
switch network l?O and terminating end office switch 117. 
Trunk side redirection is performed at originating end 
off ice switch 116 to adjust congestion at tandem switch 

25 network 120 and trunk side redirection is also performed at 
tandem switch network 120 to address congestion at 
terminating end office 117. 

In order to successfully divert data calls from the 
trunk network of public switched telephone network 112, 

30 signal transfer point 128 identifies calls originating from 
subscriber 16 or 18 and destined for information service 
provider 142. During a normal call processing sequence, 
originating end office switch 116 detects an off-hook 
condition at subscriber 16 or .1~.- and _generates an 557 
. . . ' :· ...... 

,. 
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messaqe that is forwarded to signal transfer point 128 for 

call requests. that cannot be locally connected. The cal.::. . . . ~ . . . 
is co~ple.te"d wher:i ·~~. ·ss"r--me~sage is ret~rned from signa~ 

-,, t:_ransfer. po in~ 128 }"?i th i.nstruction~e., on .rp!lting. · T.!Je _call 

'is e:nded when o~igi-~atfi1g end· office .switch 116-detects the 

calling end going on-hook and thus terminates the call. 

"When signal transfer point 128 determines that the call is 

being placed to information service provider 142, it 

directs originating end office swi~ch 116 to divert the 

10 call to Internet routinq element 124. Internet routing 

element 124 places the call on a resource, such as a 

dedicated DSO/DSl circuit or a modem from an internal pool 

with an ATM connection, that bypasses public swi.tched 

telephone network 112. Data switch network 146 connects 

15 the resource between originating end office switch· 116 and 

information service provider 142. Originating end office 

switch 116 continues to monitor the subscriber drop 

throughout the call. Once it detects that a subscriber has 

gone on-hook, originating end office switch 116 signals 

20 signal transfer point 120 through the SS7 network so that 

the call's connection can be torn down and the resources 

made available for other calls. If the disconnect 

originates at information service provider 142, signal 

transfer point 128 detects the condition and notifies 

25 originating end office switch 116 so that it can update its 

call status. 

Signal transfer point 128 works similarly with tandem 

switch network 120 to redirect data calls from public 

switched network 112 onto Internet data network 114 in 

30 order to alleviate congestion at terminating end off ice 

switch 117. 

Signal transfer point 128 determines where an Internet 

call is to be redirected by maintaining a call detail 

record of calls through telecommunications switched network 
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110. For example," subscribers identified as heavy Internet 

subscribers by signal transfer point 128 m~y be line side 

. · .. ,···:tect"i:"ret:tea'·::. at ; ifni/. ac~·ess ;_s.,...,i't~h i2-6:_.s~5-· .that· . ti\"ey" . ii~~--
......... . · .. ·· .. . ··~·-""·· .~ •• ·. ~ . ... ,.... ·;. .. =,·.·.· . ·~·: .. __ : .. ;: ... > • • ·.~· •• • •• :-:·: . • •• • • ........ 

removed·· f.i:;.om· public switched telephqne ne~work 112 at· an ... 
. ~ . . . . ... . 

"'$ .. '. .earliest ·.possible point in order to avoid"'""canqestfon. 
•. . 

Those subscribers identified as normal Internet subscribers 

by signal transfer point 128 may be red_irected off of 

public switched telephone network 112 at the trunk side of 

originating end office switch 116. Those subscribers 

10 identifies as low density Internet subscribers by sign~l 

transfer point 128 may traverse through public switched 

telephone network 112 with redirection.not occurring until 

somewhere within tandem switch network 120. ·In this 

manner, intelligent rerouting of data calls can occur to 

15 avoid congestion and provide smooth call routing within 

public switched telephone network 112. 

Signal transfer point 128 may attempt to redirect the 

Internet call away from public switched telephone network 

112 at any and all of the redirection points discussed 

20 above. If ·a designated route to· Internet data network 114 

is busy or not available, the Internet call overflows for 

routing back through public switched telephone network 112. 

On~e the Internet call overflows back to public switched 

telephone network 112, the Internet call may be routed 

25 through alternate paths to Internet data network 114 in 

higher level offices, once again achieving the goal of 

removing Internet traffic from the public switched 

telephone network 112. The Internet ca!l traverses through 

the entire public switched telephone network 112 only as a 

30 last resort in the event there are no other resources 

available to redirect the Internet call onto Internet data 

network 114. 

FIGURES 4A through 4C show the call control for 

redirecting Internet calls off of public switched telephone 

. ·:.·; 

~. 
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network 112. FIGURE 4A shows the redirection of a line 

side Internet call at line.access switch 126. An Interne~ 

call ·o.~igina~es .-:;.~~m.. ~tibscr~bet i4o ~nd proceec;is th~o-uqh · 
:;. line access switch 126. ·to oriqin&iting end office·. switch 

'. ' f-• - • •• • • • • I ' 

116. Origin~.t_inq··'·end ,off.~ce· switch ... 116 provides a dial· 

tone for subscriber 140 and collects the digits entered by 

subscriber 140. Originating end office switch 116 

signal transfer point 128 through 557 signaling. 

transfer point 128 receives the 557 message at 

queries 

Signal 

an SS7 

10 interface 150 and performs a lookup of routing instructions 

within a signal control point 152 in conjunction with an 

administration unit 153. Signal control point 152 returns 

a translated called number to originating office swit~h 116 

through SS7 interface 150. .Originating end office switch 

15 116 routes the call based on the translated called number 

response. Originating end office switch 116 sets up an 

ISUP call between line .access switch 126 and a master 

controller 154 of signal transfer point 128. Master 

controller 154 passes control and routing information for 

20 information serV'ice provider 142 to line access switch 126. 

Line access switch 126 provides an interface to data switch 

network 146 and routes the Internet call through data 

switch network 146 to information service provider 142. 

Line access switch 126 issues a subscriber busy signal to 

25 originating end office switch 116 to indicate that 

subscriber 18 is off hook. 

FIGURE 4B shows redirection of a trunk side Internet 

call at originating end office switch 116. An Internet 

call originates from subscriber 140 to originating end 

30 c;>ffice switch 116. originatinq end office switch 116 

provides ·dial tone and collects digits entered by 

subscriber 140. In response to the digits collected, 

originating end office switch 116 queries signal transfer 

point 128 through an SS7 messaging protocol. Signal 

... , 
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~ .... 
transfer point 128 receives the 557 message at 557 

i:-.t:erface 150 and obtains routing. instructions from .signal. 

1··· .... ·\ ... -.-.:..~:. ___ .. · : ....... ·:.: ...... · ......... ·.;; ... · .. · ....... !·= .... ~ ... . •·: .· ..... .-·.;:,~ .. ":. .· ..• ··~ ._ ...... _ · .. ·: . • 

.. ::: • · ..... ·:·."~). ·.:c.ontr:O'l .. P-O~nt.; . .isi.;in· oon,j~unc"tion _w~th-:adm~n·rstr~t"ion unit~· ... ···.<:· .. · 
' 

I • • •• • ' IW• o ' • • 

., 153. Sign~l control-point 152 returns a.translated ~alle~ 

. ~ 

5 

• $ 
• 

number ta. orig-inating end··•offic~ · switch· 1 lq .. through. S57 

interface 150. Originating end office switch 116 sets up 

the route for the Internet call based on this response. 

Originating end office switch 116 sets up an ISUP call 

between master controller 154 of signal transfer point 128 

10 and an Internet routing element 144. Master controller 154 

15 

passes control information to Internet routing element 154. 

Internet routing element 154 establishes the connection for 

the Internet call onto data switch network 146 and provides 

the interface with data switch network 146. 

FIGURE 4C shows redirection of a trunk side Internet 

call at tandem switch network 120. Subscriber 140 

originates an Internet call through originating end office 

switch 116 and to tandem switch network 120. Tandem switch 

network 120 queries signal cransfer point 128 through ·the 

20 SS7 messaging protocol. The SS7 message received at 557· 

interface 150 and routing instructions are obtained from 

signal control point 152. Signal control point 152 returns 

a ~ranslated calied number to tandem switch network 120 

through 557 interface 150. Tandem switch network 120 sets 

25 up an ISUP call between its associated Internet routing 

element 144 and master controller 154 of signal transfer 

point 128. Master controller 154 obtains routing 

information for information service provider 142 from 

signal control point 152, in conjunction with 

30 administration unit 153, and passes control and connection 

information to Internet routing element 144. Internet 

routing element 144 establishes the connection and provides 

the interface with data switch network 146. The Internet 
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call is then appropriately redirected through data switch 

· ... ·network. 140: to i:n·forma·t"ion; .service provid"r · 142. · ·. ·· 

FIGURE 5 As a block di~gram oj an .IriternE!t routing . 
.. . ~·-.. . .. .,.:. ' -. ·. . . 

element 24. · Internet rou~_ing ·element 24 includes_ ·an 
administration subsystem 50, a matrix ·fabric subsystem 52, 

network terminators 54, and a resource subsystem 56. 

Administration subsystem 50 provides control, maintenance, 

test access, and timing functions for Internet routing 

element 24. Network terminators 54 provide the signal 

10 interfaces to and from telecommunications switched network 

10. Matrix fabric subsystem 52 provides the switching and 

cross-connect functions for Internet routing element 24. 

Resource subsystem 56 provides subrate data multiplexing, 

multi-point junction, digital matrix bridge, and ATM 

15 multiplexing functions. Routing and transportation of 

Internet calls is performed through ATM multiplexer 58. 

FIGURE 6 is a block diagram of ATM multiplexer 58. 

ATM multiplexer 58 includes a pool of modems 60, a control 

processor 62, an ATM addressing unit 64, an ATM cell 

20 adaptation unit 66, a backplane interface 67, and a network 

interface 68. In operation, an Internet call is routed to 

ATM multiplexer 58 over a ~ackplane 70 of Internet routing 

element 24. The ·Internet call is processed by the 

appropriately assigned modem 60 in order to convert from 

25 analog format i~to digital format. The digital data 

generated by modem 60 is converted into ATM cells by ATM 

cell adaptation unit 66. Addressing information is placed 

into ~he ATM cells by ATM addressing unit 64 in response to 

the determination of the destination by control processor 

30 62. ·Control processor 62 communicates with signal transfer 

point network 28 to obtain the destination information from 

the signaling protocols of SS-7 network 44. Once the ATM 

cells have been generated and contain the appropriate 

addressing inf_ormation, the ATM cells are transported_ to 

·. 

.. 
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and frcim .ATM n.etwork 46 ·by network interface ... _ 68 or by 

• •. backplane interf.~ce 67 th?,"oug~ ne.t;:wo~k termi~·t.qrs. ~4. · . . . ··: . ·. ... ~. . ~. ·. . . . . . ·.. -~ . .· . :-... . -. ,,. . ... : . .. : . . . : . ·... . . .. · ... -~-~ . . . . : . '..:.. . 
..... · .···: .. ·.~ · · · FIGt1RE .7 · i:s .a bld$:k c;iiagr'illn of. a line· access swit:ch~ 26 

.. • .. .·.... • • .• '. • .,.. .... • • .. i • • .;: ... ..• 

.. ,5. 

to re'.:.route Internet calls 7~-r-ior·' to entering p_ublic 
.• 

'.SWi tched telephone network' 12. Line . access . S':"i tch 26 

includes a digital loop carrier central terminal 80 and a 

digital loop carrier remote terminal 82. Remote· terminal 

82 includes a channel bank assembly 84 to service wire line 

subscribers. Remote terminal 82 also includes a fiber bank 

10 assembly 86 to provide fiber optic connection services to. 
subscribers through optical network uni ts 8 8. A common 

control assembly 89 provides control and interface 

functions with central terminal 80 for channer bank 

assembly 84 and fiber bank assembly 86. Central terminal 

15 80 includes a common control assembly 90 to provide control 

and interface functions with. signal transfer point network 
28 and remote terminal 82. Common control assembly 90 also 

interfaces with channel bank assemblies 92 and ATM 

multiplexer 94. Channel bank assemblies 92 provide 

20 communication to and from end office switch 16 of public 

switched telephone network 12. ATM multiplexer 94 provides 

the access for Internet calls to Interface routing element 
24 and has a· similar structure to that of ATM interface 58. 

FIGURE 8 shows the process flow of calls through line 

25 access switch 26. At process step 100, a subscriber 

initiates a call that is routed through remote terminal 82 
and central terminal 80 to end office switch 16. End 

office switch 16 determines at process step 102 whether the 

call is a trunk call for public switched telephone network 

30 12. If not, end office switch 16 performs local call 

processing at process step 103'. If the call is a trunk 

call, signal transfer point network 28 determines at 

process step 104 whether the call is an Inter~~t call. If 

not, end office switch 16 performs normal call processing 

.:.. 

. ....... 



r. . 

., 

5 

. .~. 
: .... ... ·. 

·": ·.::, ;;~:...:.:~. ··:·~·"•"" • •.••:,•:N •. - ••••• 

W0,7138551 PCTIU8'7/G5387 

: • 
over public switched telephone network 12 at process step 

•.103 .. · , If ·the call- ·j,,_~_..:.c;tn.; Internet ·call,. signal ·transfer> 

. ;:point ne~wd;:-k"·."28 determi·n~is- at pro~~ss s.tep 106. whethe~- an : 
Intern~t route is· aval."l"ble. for the Internet -call. If not, 

,. 
end office switch 16 performs normal call processing of the 

Internet call over public switched telephone network 12 at 
proce·ss step 103. 

If the subscriber is making an Internet call and an 
Internet route is available, ·the pool of modems within ATM 

10 multiplexer 94 is appropriately configured and addressing · 

information for the ATM cells is generated at process step 

108. ATM multiplexer 94 determines at process step 110 
, 

whether the pool of modems was successfully conf iqured to 

handle the Internet call. If not, then process flow 

15 proceeds back to process step 106 to determine if a 

different Internet route is available to handle the 

Internet call. If the pool of modems was properly 

configured to handle the Internet call, central terminal 80 

of line access switch 26 connects the subscriber to the 

20 appropriate modem at process step 112. Central terminal 80 

disconnects the Internet call from erid office switch 16 

such that the Internet call now will not be processed over 

public switched telephone network 12. 

Central terminal 80 determines at process step 114 

25 whether the subscriber was successfully connected to the 

appropriate modem. If not, then process flow proceeds back 

to process step 106 to determine if a different Internet 

route is available to handle the Internet call. If 
subscriber to modem connection was successful, ATM 

30 multiplexer 94 begins generating and transporting ATM cells 

to ATM network 46 either directly or through backplane 

interface 67 and network interface 68 of Internet routing 

element 24. Central terminal 80 associates a do not 

disturb service with the subscri~er at process step 116 and 
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... ~ . ;· . . . """ 
informs end office switch i6.of this c~ndition. 

.. .. . .. 
t:erm).nal 90 -moni~o:i;:s the Int,~rI?-et;:. c~ll ~or. di,_sconne.cti~n by 

,:the .. ·.s·ub~cr-iber. at'···proce&S --~·tep.'· 1ia· and a-Pi?"r~pr"iately .·· ·. 
. .. ~ . . 

terminates .. the do not disturb service .upon ·completion :of 
11·.· 

th:e call. 1 .. 

In sununary, an Internet calls are routed away from the 

public switched telephone network in order to avoid 

congestion caused by the longer than average hold times of 

Internet calls. Internet calls are routed to an Internet 

10 data network that includes an Internet routing element and. 

a line access switch. The Internet routing element and the 

line access switch employ ATM multi.plexers that connect the 

Internet calls to a pool of modems and convert the dlgital 

data generated bY.~··· the modems into ATM ce;Lls for 

15 transmission to Internet Service Providers over an ATM 

network. The ATM multiplexers work with a signal transfer 

point network and an SS-7 network to generate the 

addressing information for the ATM cells. 

Thus, it is apparent that there has been provided, in 

20 accordance with the present inv~ntion, a method and 

apparatus for routing Internet calls .that satisfy the 

advantages set forth above. Although the present invention 

has been described in det.ail, it should be understood that 

various changes, substitutions, and ~lterations can be made 

25 herein. For example, though the·present invention has been 

described with reference to Internet calls,·other types of 

calls with longer than average holding times may be routed 

in a similar manner. Other examples are readily 

ascertainable by one skilled in the art and may be made 

30 without departing from the spirit and scope of the present 

invention. 

-.- -

.. ·~ 
... 

··· .. 
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WHAT IS CLAIMED IS: 

! . ·A ~e,l:e9ommul}icat.i,6ns. ·netw9rk,_ compr.ising: . . .. . ... • .. ·, . . ...~ .. . . . 

a. · · li.ne"' ·acce·ss · 5Jlitch ...... operab1e · to·· transfer 

t~lecommunicatfons signals for· .... calls to and f rorn a 

subscriber;· 
·; •• "4 ...... 

an originating end office switch operable to transfer 

telecommunications signals for calls routed to and from the 

line access switch; 

a tandem switch network operable to transfer 

10 telecommunications signals for calls routed to and from the . 

originating end office switch; 

a terminating end off ice switch operable to transfer 

telecommunications signals for calls routed to and from the 

tandem switch ~etwork, the terminating end offic~ switch 

15 operable to transfer telecommunications signals for calls 

routed to and from an information service provider; 

a data network operable to transfer telecommunications 

signals for a call between the subscriber and the 

info~rnation service provider, the data network receiving 

20 the call originating from the subscriber and destined for 

the information service provider as redirected by any one 

of the line access switch, the originating end office 

switch, and the tandem switch network; 

a signal transfer point· operable to supervise call 

25 routing at the line access switch, the originating end 

office switch, the terminating end office switch, and the 

tandem switch network, the signal transfer point operable 

to. identify the call originating from the ~ubscriber and 

destined for the information service provider, the signal 

30 transfer point operable to provide call routing 

instructions to any one of the line access switch, the 

originating end office switch, and the tandem switch 

network to redirect the call over the data network 

• • 
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... ' . . . .. · .... •; ... . ' 
. .... ·. ..;:"'.: . . .... 

ident! f ied .~s orig~np. ~i.ng from .. the. slibsc.r iber and destine~ 
f o-r ·the infonnation se-rvice -provider. . . 

.. .v ....... 

" 
., "!" .... . ... ..... ·• : .. ~ 

z. -The terecommunicat.f6rls network· of ctaim l /-wherein • 
the line access switch. directs the call origi_nat!'i.ng ... !ram 

the subscriber and destined for the information service 

provider to the originating end office switch ·in response 

to call routing instructions from the signal transfer point 

upon determination of congestion in a communication link 

~o between the line access switch and the data network. 

3. The telecommunications network of Claim 1, wherein 

the originating end office switch directs the call 

originating from the subscriber and destined . for the 
15 information service provider to the tandem switch network 

in response to call routing instructions from the signal 

transfer point in an event of congestion in a 

communications link between the originating end office 
switch and the data network. 

20 

4. The telecommunications network of Claim 1, wherein 

the tandem switch network directs the call originating from 

the subscriber and destined for the information service 

provider to the termi~ating end office switch in response 
25 to call routing instructions from the signal transfer point 

in an event of congestion on a communication link between 

the tandem switch network and the data network. 

5. The telecommunications network of Claim l, wherein 

30 the signal transfer point uses SS7 messaging to identify 

and redirect the call originating from the subscriber and 

destined for the information service provider. 

.. 
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6~ The telecommunications. network of Claim. 1, wherein· 

the · dat:a ·net~ork ·.receives the .--eall ·o~iq.inat.ing at the ·. 
. ~ • .• •I• -~ . I.... • . 

subsc"riber ·and. ~es tined·,: for.. .the i"nformation service' 
..r 

provider · from -. any of· the ' line access switch, . the 

-originating end office switch, and the tandem switch 

network in an asynchronous transfer mode cell format, the 

data network transferring the call to the information 

service provider in the asynchronous transfer mode cell 

format. 

7. A method of routing data calls in a public 

switched telephone network, comprising steps of: 

receiving a call from a subscriber at a local •line 

access switch; 

determining whether the call is destined for an 

information service provider; 

redirecting the call onto a data network and away from 

a public switched telephone network upon identifyinq the 

call as being destined for the information service 

. 20 provider, the data network transferring the call to the 

information service provider. 

8. The method of Claim 7, further comprising steps 

of: 

25 determining whether a communication link is available 

between the local line access switch· and the data network; 

directing the call from the local line access switch 

to an originating end office switch in the public switched 

telephone network when the communication link between the 

30 local line access switch and the data network is not 

available. 

.. , •. . 
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·.. . . 9.'~:->fhe 'met~?d o~ ·c;:1a.i.m _e, __ .further comp~i$;ing·steP,~.· ···,.· 

.. •. 
. • i·.. ·\ .. 

of·:.~ ,. •· 
. . _ . : receiving tlie ·cali fro~ .. the loc"al line. a"c:cess .. switch 

at an _priqinating. end 040t:f!.c~· switch; 
·., . . 

... 5 
. . . . . . 

determining whether the call is destined for the 

information service provider; 

redirecting the call to the data network and off of 

the public switched telephone network upon identifying the 

call as being destined for the information service 

10 provider. 

10. The method of Claim 9, further comprising steps 
' 

of: 

determining whether a communication link is available 

l.5 between the originating end office switch and the data 

network; 

directing the call from the originating end office 

switch to a tandem switch network in the public switched 

telephone network when the communication link between the 

20 originating end office switch and the data network is not 

available. 

11. The method of Claim 10, further comprising steps 

of: 

25 receiving the call from the originating end office 

switch at the tandem switch network; 

determining whether the call is destined for· the 

inform~tion service provider; 

redirecting the call to the data network and off of 

30 the public switched telephone network upon identifying the 

call as being destined for the information service 

provider. 

.,. . .J ::-

-.. 
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12. The method of Claim ·11:, further ·comprising s<eps 

of: > . 

.. . 
determining. whethe·r· a. communic.ation iink is. available 

. --~ ... ------

between the:. t·and~m ;,;;itch network a;n.d the data ne~work; 
diiec~lng ·the call from the ~andem switch net~~rk to 

a terminating end office switch in the public switched 

telephone network when the communication link between the 

tandem switch network and the data network is not 
available, the terminating end office switch providing 

10 communication service to and from the information service · 

provider. 

13. The method of Claim 12, further comprising steps 

of: 

15 receiving the call from the tandem switch network at 

the terminating end office switch; 

directing the call to the information service 

provider, the call being routed from the subscriber t.o the 

information service provider over the public swi'tched 

20 telephone network when congestion exists or resources are 

unavailable to redirect the call to the data network. 

25 

14. A method of redirecting data ca:ls at a line 

access switch, comprising steps of: 

receiving a data call from a subscriber; 

providing a through path for the data call to an 

originating end office switch; 

receiving routing instruction for the data call; 

establishing a redirect path for the data call to 

30 bypass the originating end office switch in response to the 

routing instructions; 

placing the data call onto the redirect path. 
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providing the originating end ·office switch with a do 

not disturb message to indicate tl:iat. the subscribe_r_ is not 

·· avail.abl'e ·for another ·call.· ,., ·-:, 

16. The method of Claim 14, further comprising the 

step of: 

converting the data call into an asynchronous transfer 

10 mode format . 

.. 
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