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INFORMATION DISPLAY METHOD AND DEVICE 

[0001] The present application claims priority to Chinese Patent Application No. 

201610113204.5, filed on February 29, 2016 and entitled "INFORMATION 

DISPLAY METHOD AND DEVICE", which is incorporated here by reference in its 

entirety. 5 

TECHNICAL FIELD 

[0002] The present application relates to the field of Internet technologies, and in 

particular, to an information display method and device. 

BACKGROUND 

[0003] More and more information scanning functions are applied to online 10 

products, especially in online shopping. For example, a user can obtain the product 

information (product name and unit price) by scanning a two-dimensional code of the 

product, using a scan tool (for example, "Scan QR code") installed on the mobile 

phone to complete payment and shopping online. 

[0004] In the existing technology, a page for scanning (used for scanning a 15 

graphic code) and an information display page (used for displaying information 

obtained after the graphic code is scanned) are usually separated. After the scanning 

succeeds, the page for scanning jumps to the information display page. However, if 

the user needs to scan a plurality of graphic codes, an information display page is 

jumped to immediately after a graphic code is scanned, and when a second graphic 20 

code needs to be scanned, a page for scanning needs to be returned to for scanning. 

Consequently, if a plurality of graphic codes need to be scanned, this process needs to 

be repeated for each graphic code. 

[0005] In conclusion, in the existing technology, when there are a plurality of 

graphic codes to be scanned, scanning efficiency is relatively low. 25 
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SUMMARY 

[0006] Implementations of the present application provide an information display 

method and device to resolve a problem in the existing technology that when there are 

a plurality of graphic codes to be scanned, scanning efficiency is relatively low. 

[0007] To resolve the previous technical problem, the information display method 5 

and device provided in the implementations of the present application are 

implemented below. 

[0008] An information display method is provided, including the following: 

receiving first information obtained after a scan box on a page for scanning scans a 

first graphic code; simultaneously displaying the page for scanning and an 10 

information display page and displaying the first information on the information 

display page; receiving second information obtained after the scan box scans a second 

graphic code; and adding the second information to the information display page. 

[0009] An information display method is provided, including the following: 

receiving first information obtained after a scan box on a page for scanning scans a 15 

first graphic code; receiving second information obtained after the scan box scans a 

second graphic code; and jumping to an information display page when a 

predetermined condition is satisfied, to display the first information and the second 

information. 

[0010] An information display method is provided, including the following: 20 

receiving first product information obtained after a scan box on a page for scanning 

scans a first graphic code; simultaneously displaying the page for scanning and an 

information display page and displaying the first product information on the 

information display page; receiving second product information obtained after the 

scan box scans a second graphic code, where the product information includes a unit 25 

price and the number of products; adding the second product information to the 

information display page; and calculating a total price based on a unit price and the 

number of products when a payment instruction is received and settling based on the 

total price. 

[0011] An information display method is provided, including the following: 30 

receiving first product information obtained after a scan box on a page for scanning 

scans a first graphic code; receiving second product information obtained after the 

scan box scans a second graphic code, where the product information includes a unit 
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price and the number of products; jumping to an information display page when a 

predetermined condition is satisfied, to display the first product information and the 

second product information; and calculating a total price based on a unit price and the 

number of products when a payment instruction is received and settling based on the 

total price. 5 

[0012] An information display method is provided, including the following: 

receiving first versitcard information obtained after a scan box on a page for scanning 

scans a first graphic code; simultaneously displaying the page for scanning and an 

information display page and displaying the first versitcard information on the 

information display page; receiving second versitcard information obtained after the 10 

scan box scans a second graphic code; adding the second versitcard information to the 

information display page; and adding users corresponding to the first versitcard 

information and the second versitcard information as friends when an addition 

instruction is received. 

[0013] An information display method is provided, including the following: 15 

receiving first versitcard information obtained after a scan box on a page for scanning 

scans a first graphic code; receiving second versitcard information obtained after the 

scan box scans a second graphic code; jumping to an information display page when a 

predetermined condition is satisfied, to display the first versitcard information and the 

second versitcard information; and adding users corresponding to the first versitcard 20 

information and the second versitcard information as friends when an addition 

instruction is received. 

[0014] An information display device is provided, including the following: a first 

receiving unit, configured to receive first information obtained after a scan box on a 

page for scanning scans a first graphic code; a display unit, configured to 25 

simultaneously display the page for scanning and an information display page and 

display the first information on the information display page; a second receiving unit, 

configured to receive second information obtained after the scan box scans a second 

graphic code; and an addition unit, configured to add the second information to the 

information display page. 30 

[0015] An information display device is provided, including the following: a first 

receiving unit, configured to receive first information obtained after a scan box on a 

page for scanning scans a first graphic code; a second receiving unit, configured to 

receive second information obtained after the scan box scans a second graphic code; 
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and a display unit, configured to jump to an information display page when a 

predetermined condition is satisfied, to display the first information and the second 

information. 

[0016] An information display device is provided, including the following: a first 

receiving unit, configured to receive first product information obtained after a scan 5 

box on a page for scanning scans a first graphic code; a first display unit, configured 

to simultaneously display the page for scanning and an information display page and 

display the first product information on the information display page; a second 

receiving unit, configured to receive second product information obtained after the 

scan box scans a second graphic code, where the product information includes a unit 10 

price and the number of products; a second display unit, configured to add the second 

product information to the information display page; and a payment unit, configured 

to calculate a total price based on a unit price and the number of products when a 

payment instruction is received and settle based on the total price. 

[0017] An information display device is provided, including the following: a first 15 

receiving unit, configured to receive first product information obtained after a scan 

box on a page for scanning scans a first graphic code; a second receiving unit, 

configured to receive second product information obtained after the scan box scans a 

second graphic code, where the product information includes a unit price and the 

number of products; a display unit, configured to jump to an information display page 20 

when a predetermined condition is satisfied, to display the first product information 

and the second product information; and a payment unit, configured to calculate a 

total price based on a unit price and the number of products when a payment 

instruction is received and settle based on the total price. 

[0018] An information display device is provided, including the following: a first 25 

receiving unit, configured to receive first versitcard information obtained after a scan 

box on a page for scanning scans a first graphic code; a first display unit, configured 

to simultaneously display the page for scanning and an information display page and 

display the first versitcard information on the information display page; a second 

receiving unit, configured to receive second versitcard information obtained after the 30 

scan box scans a second graphic code; a second display unit, configured to add the 

second versitcard information to the information display page; and an addition unit, 

configured to add users corresponding to the first versitcard information and the 

second versitcard information as friends when an addition instruction is received. 
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[0019] An information display device is provided, including the following: a first 

receiving unit, configured to receive first versitcard information obtained after a scan 

box on a page for scanning scans a first graphic code; a second receiving unit, 

configured to receive second versitcard information obtained after the scan box scans 

a second graphic code; a display unit, configured to jump to an information display 5 

page when a predetermined condition is satisfied, to display the first versitcard 

information and the second versitcard information; and an addition unit, configured to 

add users corresponding to the first versitcard information and the second versitcard 

information as friends when an addition instruction is received. 

[0020] It can be seen from the technical solutions provided in the implementations 10 

of the present application, the terminal can scan a plurality of graphic codes on the 

page for scanning, jump to the information display page after the predetermined 

condition is satisfied, and display a plurality of pieces of information at a time. As 

such, efficiency in scanning a plurality of graphic codes is improved. Alternatively, 

after scanning the graphic code on the page for scanning, the terminal simultaneously 15 

displays the page for scanning and the information display page so that the terminal 

can scan a plurality of graphic codes on the page for scanning, and information 

obtained by each scan can be added to the information display page in real time to 

improve efficiency in scanning a plurality of graphic codes. 

BRIEF DESCRIPTION OF DRAWINGS 20 

[0021] To describe the technical solutions in the implementations of the present 

application or in the existing technology more clearly, the following briefly describes 

the accompanying drawings required for describing the implementations or the 

existing technology. Apparently, the accompanying drawings in the following 

description merely show some implementations of the present application, and a 25 

person of ordinary skill in the art can still derive other drawings from these 

accompanying drawings without creative efforts. 

[0022] FIG. 1 is a flowchart illustrating an information display method, according 

to an implementation of the present application; 

[0023] FIG. 2 is a schematic diagram illustrating a page for scanning, according to 30 

an implementation of the present application; 

[0024] FIG. 3 is a schematic diagram illustrating an information display page, 
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according to an implementation of the present application; 

[0025] FIG. 4 is a flowchart illustrating an information display method, according 

to an implementation of the present application; 

[0026] FIG. 5 is a schematic diagram illustrating simultaneous display of a scan 

box and product information, according to an implementation of the present 5 

application; 

[0027] FIG. 6 is a schematic diagram illustrating an information display page in a 

shopping scan scenario, according to an implementation of the present application; 

and 

[0028] FIG. 7 is a schematic diagram illustrating modules of an information 10 

display device, according to an implementation of the present application. 

DESCRIPTION OF IMPLEMENTATIONS 

[0029] To enable a person skilled in the art to better understand the technical 

solutions in the present application, the following clearly and completely describes the 

technical solutions in the implementations of the present application with reference to 15 

the accompanying drawings in the implementations of the present application. 

Apparently, the described implementations are merely some but not all of the 

implementations of the present application. All other implementations obtained by a 

person of ordinary skill in the art based on the implementations of the present 

application without creative efforts shall fall within the protection scope of the present 20 

application. 

[0030] FIG. 1 is a flowchart illustrating an information display method, according 

to an implementation of the present application. In this implementation, the 

information display method includes the following steps. 

[0031] S110: Receive first information obtained after a scan box on a page for 25 

scanning scans a first graphic code. 

[0032] In actual application, a scan tool for scanning a graphic code can be an 

application program (App) installed on a terminal. The scan tool can invoke a camera 

on the terminal, or scan a picture that includes a graphic code to obtain information 

corresponding to the graphic code. The terminal can include a desktop computer, a 30 

laptop computer, a tablet computer, a smartphone, a handheld computer, a personal 

digital assistant (PDA), or any other device driven by a wired or wireless processor. 
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[0033] The graphic code can include at least one of a two-dimensional code and a 

barcode. Generally, the graphic code is unique, and each graphic code corresponds to 

one piece of specific information. 

[0034] Information is recorded in the two-dimensional code, and the information 

recorded in the two-dimensional code can be obtained by scanning the 5 

two-dimensional code. Generally, a two-dimensional code can be a pattern with black 

and white geometric figures alternated on a plane (in a two-dimensional direction) 

according to a certain rule. 

[0035] Information is recorded in the barcode, and the information recorded in the 

barcode can be obtained by scanning the barcode. Generally, a barcode is a graphical 10 

identifier with a plurality of black lines and spacings that vary in width arranged 

according to a specific encoding rule to represent a group of information. A common 

barcode is a pattern of parallel lines formed by black lines (referred to as lines) and 

white lines (referred to as spacings) with a big reflectivity difference. 

[0036] An example is used for description below. As shown in FIG. 2, when a user 15 

enables a scan tool on a mobile phone, a scan box 11 is displayed on a mobile phone 

screen 10. A two-dimensional code 12 that needs to be scanned is placed in a scan box 

for scanning. After the scanning is complete, the information recorded in the 

two-dimensional code 12 can be obtained. 

[0037] S120: Receive second information obtained after the scan box scans a 20 

second graphic code. 

[0038] This step is similar to step S110, "first" and "second" are merely for 

differentiation, and the second graphic code and the first graphic code may be 

different or may be the same. 

[0039] S130: Jump to an information display page when a predetermined 25 

condition is satisfied, to display the first information and the second information. 

[0040] In this implementation, the predetermined condition includes the following: 

predetermined duration expires or a predetermined instruction is received. 

[0041] Specifically, S130 includes jumping to an information display page when 

predetermined duration expires, to display the first information and the second 30 

information. 

[0042] The predetermined duration can be a predetermined empirical value. The 

predetermined duration may start when the scan tool is enabled. 

[0043] For example, when 20 seconds (the predetermined duration) expires, the 
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information display page is jumped to, to display the first information and the second 

information, and before 20 seconds expires, the scan box page is still displayed, to 

continue to receive information obtained after the scan box scans the graphic code. 

[0044] Specifically, S130 includes jumping to an information display page when a 

predetermined instruction is received, to display the first information and the second 5 

information. 

[0045] The predetermined instruction is used to control the terminal to jump to the 

information display page. 

[0046] Jumping to an information display page when a predetermined instruction 

is received, to display the first information and the second information includes the 10 

following: jumping to an information display page in response to receiving a 

predetermined instruction generated by a predetermined button triggered on the page 

for scanning to display the first information and the second information. 

[0047] As shown in FIG. 2, a predetermined instruction is generated when the user 

clicks an OK button (a predetermined button) on the screen. When the terminal 15 

receives the predetermined instruction, as shown in FIG. 3, the terminal jumps to the 

information display page 20 to display the first information 21 and the second 

information 22 so that the user can view and compare the first information 21 and the 

second information 22. 

[0048] In a specific implementation of the present application, jumping to an 20 

information display page when a predetermined instruction is received, to display the 

first information and the second information includes the following: jumping to an 

information display page in response to receiving a predetermined instruction 

generated by a sliding module slid on the page for scanning to display the first 

information and the second information. 25 

[0049] According to this implementation, the terminal can scan a plurality of 

graphic codes on the page for scanning, jump to the information display page after the 

predetermined condition is satisfied, and display a plurality of pieces of information at 

a time. As such, efficiency in scanning a plurality of graphic codes is improved. 

[0050] In a specific implementation of the present application, after step S130, the 30 

method can further include deleting the first information or the second information on 

the information display page when an instruction for deleting the first information or 

the second information is received. 

[0051] Specifically, the deleting the first information or the second information on 
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the information display page when an instruction for deleting the first information or 

the second information is received includes displaying a deletion button when it is 

detected that the information to be displayed is clicked; and deleting the product 

information after receiving a deletion instruction generated when the deletion button 

is triggered. 5 

[0052] In this implementation, the user can display a deletion button for deleting 

the information by clicking the first information or the second information on the 

screen. As such, the user can click the button to delete the first information or the 

second information. In the example shown in FIG. 3 in the previous implementation, 

if the user wants to delete the first information 21, the user can click the first 10 

information 21, and a deletion button is displayed below the first information 21 on 

the screen. If the user clicks the deletion button, the first information 21 is deleted. 

Certainly, if the user does not want to delete the first information 21, the user can 

click the first information 21 again, and the deletion button is hidden. 

[0053] FIG. 4 is a flowchart illustrating an information display method, according 15 

to an implementation of the present application. In this implementation, the 

information display method includes the following steps. 

[0054] S210: Receive first information obtained after a scan box on a page for 

scanning scans a first graphic code. 

[0055] Step S210 in this implementation is similar to step S110, and details are 20 

not described here again. 

[0056] S220: Simultaneously display the page for scanning and an information 

display page and display the first information on the information display page. 

[0057] In this implementation, the simultaneous display can be performed in at 

least one of a vertical form, a horizontal form, a pop-up window form, and a 25 

transparent background form. 

[0058] The vertical display form may be that the page for scanning is displayed in 

the upper part of a screen, and the information display page is displayed in the lower 

part of the screen; or the page for scanning is displayed in the lower part of the screen, 

and the information display page is displayed in the upper part of the screen. 30 

[0059] The horizontal display form may be that the page for scanning is displayed 

in the left part of the screen, and the information display page is displayed in the right 

part of the screen; or the page for scanning is displayed in the right part of the screen, 

and the information display page is displayed in the left part of the screen. 
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[0060] The pop-up window display form may be that the page for scanning is 

unchanged, and the information display page is displayed in a pop-up window form in 

a predetermined area on the screen. 

[0061] The transparent background display form may be changing a background 

of the page for scanning on the screen into the information display page. 5 

[0062] In this implementation, the previous simultaneous display form is merely 

an example, and the scan box and the information that is to be displayed can be 

displayed in another form in actual application. It is not limited in this 

implementation. 

[0063] For example, in the following, the page for scanning in the upper part and 10 

the information display page in the lower part are displayed simultaneously. As shown 

in FIG. 5, after obtaining the first information by scanning the first graphic code, the 

page for scanning 31 is displayed in the upper part of the screen, and the information 

display page 32 is displayed in the lower part of the screen. The scan box 310 is still 

located on the page for scanning 31, and can always scan a graphic code, and the first 15 

information 320 is displayed on the information display page 32. 

[0064] S230: Receive second information obtained after the scan box scans a 

second graphic code. 

[0065] This step is similar to step S210, "first" and "second" are merely for 

differentiation, and the second graphic code and the first graphic code may be 20 

different or may be the same. 

[0066] S240: Add the second information to the information display page. 

[0067] As shown in FIG. 5, after step S230, the second information 330 is added 

to the information display page 32 for comparison by the user. 

[0068] In this implementation, after scanning the graphic code on the page for 25 

scanning, the terminal simultaneously displays the page for scanning and the 

information display page so that the terminal can scan a plurality of graphic codes on 

the page for scanning. The information obtained by each scan can be added to the 

information display page in real time to improve efficiency in scanning a plurality of 

graphic codes. 30 

[0069] In a specific implementation of the present application, after step S240, the 

method can further include deleting the first information or the second information on 

the information display page when an instruction for deleting the first information or 

the second information is received. 
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[0070] Specifically, the deleting the first information or the second information on 

the information display page when an instruction for deleting the first information or 

the second information is received includes displaying a deletion button when it is 

detected that the information to be displayed is clicked; and deleting the product 

information after receiving a deletion instruction generated when the deletion button 5 

is triggered. 

[0071] In this implementation, the user can display a deletion button for deleting 

the information by clicking the first information or the second information on the 

screen. As such, the user can click the button to delete the first information or the 

second information. 10 

[0072] A shopping scan scenario is used as an example below to illustrate an 

information display method corresponding to the previous example shown in FIG. 1. 

The information display method includes the following: receiving first product 

information obtained after a scan box on a page for scanning scans a first graphic 

code; simultaneously displaying the page for scanning and an information display 15 

page and displaying the first product information on the information display page; 

receiving second product information obtained after the scan box scans a second 

graphic code, where the product information includes a unit price and the number of 

products; adding the second product information to the information display page; and 

calculating a total price based on a unit price and the number of products when a 20 

payment instruction is received and settling based on the total price. 

[0073] As shown in FIG. 6, as displayed on the information display page 40, the 

first product information 41 includes a product name 411, a unit price 412, and the 

number of products 413, and the second product information 42 includes a product 

name 421, a unit price 422, and the number of products 423. A payment button 43 is 25 

also displayed on the information display page 40. When the user clicks the payment 

button 43, step S350 is performed, and a total price is 8.5 x 1 + 18.0 x 2 = 44.5 yuan. 

The terminal settles based on the total price, namely, 44.5 yuan. 

[0074] In this implementation, the user can display a plurality of pieces of product 

information at a time after a plurality of graphic codes are scanned to improve 30 

efficiency in scanning a plurality of graphic codes. In addition, a plurality of products 

are purchased at a time when the terminal receives a payment instruction. 

[0075] A shopping scan scenario is used as an example below to illustrate an 

information display method corresponding to the previous example shown in FIG. 4. 
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The information display method includes the following: receiving first product 

information obtained after a scan box on a page for scanning scans a first graphic 

code; receiving second product information obtained after the scan box scans a second 

graphic code, where the product information includes a unit price and the number of 

products; jumping to an information display page when a predetermined condition is 5 

satisfied, to display the first product information and the second product information; 

and calculating a total price based on a unit price and the number of products when a 

payment instruction is received and settling based on the total price. 

[0076] As shown in FIG. 5, the page for scanning 31 is displayed in the upper part 

of the screen, and the information display page 32 is displayed in the lower part of the 10 

screen. As displayed on the information display page 32, the first product information 

320 includes a product name 321, a unit price 322, and the number of products 323, 

and the second product information 330 includes a product name 331, a unit price 332, 

and the number of products 333. A payment button 33 is also displayed on the 

information display page 32. When the user clicks the payment button 33, a total price 15 

is 8.5 x 1 + 18.0 x 2 = 44.5 yuan. The terminal settles based on the total price, namely, 

44.5 yuan. 

[0077] In this implementation, after the graphic code is scanned, the user can 

simultaneously display the page for scanning and the information display page so that 

the terminal can scan a plurality of graphic codes on the page for scanning. The 20 

product information obtained by each scan can be added to the information display 

page in real time to improve efficiency in scanning a plurality of graphic codes. In 

addition, a plurality of products are purchased at a time when the terminal receives a 

payment instruction. 

[0078] In a flowchart illustrating an information display method according to an 25 

implementation of the present application, the information display method includes 

the following steps: receiving first versitcard information obtained after a scan box on 

a page for scanning scans a first graphic code; simultaneously displaying the page for 

scanning and an information display page and displaying the first versitcard 

information on the information display page; receiving second versitcard information 30 

obtained after the scan box scans a second graphic code; adding the second versitcard 

information to the information display page; and adding users corresponding to the 

first versitcard information and the second versitcard information as friends when an 

addition instruction is received. 
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[0079] In this implementation, the user can display a plurality of pieces of 

versitcard information at a time after a plurality of graphic codes are scanned to 

improve efficiency in scanning a plurality of graphic codes. In addition, the terminal 

adds a plurality of friends at a time when receiving an addition instruction. 

[0080] In a flowchart illustrating an information display method according to an 5 

implementation of the present application, the information display method includes 

the following steps: receiving first versitcard information obtained after a scan box on 

a page for scanning scans a first graphic code; receiving second versitcard information 

obtained after the scan box scans a second graphic code; jumping to an information 

display page when a predetermined condition is satisfied, to display the first 10 

versitcard information and the second versitcard information; and adding users 

corresponding to the first versitcard information and the second versitcard information 

as friends when an addition instruction is received. 

[0081] In this implementation, after the graphic code is scanned, the user can 

simultaneously display the page for scanning and the information display page so that 15 

the terminal can scan a plurality of graphic codes on the page for scanning. The 

versitcard information obtained by each scan can be added to the information display 

page in real time to improve efficiency in scanning a plurality of graphic codes. In 

addition, a plurality of friends are added at a time when an addition instruction is 

received. 20 

[0082] An implementation of the present application further provides a device that 

can implement the previous method steps. The device can be implemented by using 

software, hardware, or a combination of software and hardware. Software 

implementation is used as an example. As a logical device, the device is formed by 

reading a corresponding computer program instruction into a memory through a 25 

central processing unit (CPU) of a server. 

[0083] FIG. 7 is a schematic diagram illustrating modules of an information 

display device, according to an implementation of the present application. In this 

implementation, the information display device includes the following: a first 

receiving unit 510, configured to receive first information obtained after a scan box on 30 

a page for scanning scans a first graphic code; a display unit 520, configured to 

simultaneously display the page for scanning and an information display page and 

display the first information on the information display page; a second receiving unit 

530, configured to receive second information obtained after the scan box scans a 



 

14 

second graphic code; and an addition unit 540, configured to add the second 

information to the information display page. 

[0084] In this implementation, after scanning the graphic code on the page for 

scanning, the terminal simultaneously displays the page for scanning and the 

information display page so that the terminal can scan a plurality of graphic codes on 5 

the page for scanning. The information obtained by each scan can be added to the 

information display page in real time to improve efficiency in scanning a plurality of 

graphic codes. 

[0085] Preferably, in addition to the addition unit, the device further includes a 

deletion unit, configured to delete the first information or the second information on 10 

the information display page when an instruction for deleting the first information or 

the second information is received. 

[0086] Preferably, the deletion unit includes the following: a display sub-unit, 

configured to display a deletion button when it is detected that the first information or 

the second information is triggered; and a deletion sub-unit, configured to delete the 15 

first information or the second information displayed on the information display page 

after receiving a deletion instruction generated when the deletion button is triggered. 

[0087] Preferably, the simultaneous display is performed in at least one of a 

vertical form, a horizontal form, a pop-up window form, and a transparent 

background form. 20 

[0088] Preferably, the graphic code includes at least one of a two-dimensional 

code and a barcode. 

[0089] In a schematic diagram illustrating modules of an information display 

device according to an implementation of the present application, the information 

display device includes the following: a first receiving unit, configured to receive first 25 

information obtained after a scan box on a page for scanning scans a first graphic 

code; a second receiving unit, configured to receive second information obtained after 

the scan box scans a second graphic code; and a display unit, configured to jump to an 

information display page when a predetermined condition is satisfied, to display the 

first information and the second information. 30 

[0090] According to this implementation, the terminal can scan a plurality of 

graphic codes on the page for scanning, jump to the information display page after the 

predetermined condition is satisfied, and display a plurality of pieces of information at 

a time. As such, efficiency in scanning a plurality of graphic codes is improved. 
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[0091] Preferably, the predetermined condition includes the following: 

predetermined duration expires or a predetermined instruction is received. 

[0092] Preferably, the display unit includes the following: a display sub-unit, 

configured to jump to an information display page in response to receiving a 

predetermined instruction generated by a predetermined button triggered on the page 5 

for scanning to display the first information and the second information; or jump to an 

information display page in response to receiving a display instruction generated by a 

sliding module slid on the page for scanning to display the first information and the 

second information. 

[0093] Preferably, in addition to the display unit, the device further includes a 10 

deletion unit, configured to delete the first information or the second information on 

the information display page when an instruction for deleting the first information or 

the second information is received. 

[0094] Preferably, the deletion unit includes the following: a display sub-unit, 

configured to display a deletion button when it is detected that the first information or 15 

the second information is triggered; and a deletion sub-unit, configured to delete the 

first information or the second information on the information display page after 

receiving a deletion instruction generated when the deletion button is triggered. 

[0095] Preferably, the graphic code includes at least one of a two-dimensional 

code and a barcode. 20 

[0096] In a schematic diagram illustrating modules of an information display 

device according to an implementation of the present application, the information 

display device includes: a first receiving unit, configured to receive first product 

information obtained after a scan box on a page for scanning scans a first graphic 

code; a first display unit, configured to simultaneously display the page for scanning 25 

and an information display page and display the first product information on the 

information display page; a second receiving unit, configured to receive second 

product information obtained after the scan box scans a second graphic code, where 

the product information includes a unit price and the number of products; a second 

display unit, configured to add the second product information to the information 30 

display page; and a payment unit, configured to calculate a total price based on a unit 

price and the number of products when a payment instruction is received and settle 

based on the total price. 

[0097] In this implementation, the user can display a plurality of pieces of product 
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information at a time after a plurality of graphic codes are scanned to improve 

efficiency in scanning a plurality of graphic codes. In addition, a plurality of products 

are purchased at a time when the terminal receives a payment instruction. 

[0098] In a schematic diagram illustrating modules of an information display 

device according to an implementation of the present application, the information 5 

display device includes the following: a first receiving unit, configured to receive first 

product information obtained after a scan box on a page for scanning scans a first 

graphic code; a second receiving unit, configured to receive second product 

information obtained after the scan box scans a second graphic code, where the 

product information includes a unit price and the number of products; a display unit, 10 

configured to jump to an information display page when a predetermined condition is 

satisfied, to display the first product information and the second product information; 

and a payment unit, configured to calculate a total price based on a unit price and the 

number of products when a payment instruction is received and settle based on the 

total price. 15 

[0099] In this implementation, after the graphic code is scanned, the user can 

simultaneously display the page for scanning and the information display page so that 

the terminal can scan a plurality of graphic codes on the page for scanning. The 

product information obtained by each scan can be added to the information display 

page in real time to improve efficiency in scanning a plurality of graphic codes. In 20 

addition, a plurality of products are purchased at a time when the terminal receives a 

payment instruction. 

[0100] In a schematic diagram illustrating modules of an information display 

device according to an implementation of the present application, the information 

display device includes the following: a first receiving unit, configured to receive first 25 

versitcard information obtained after a scan box on a page for scanning scans a first 

graphic code; a first display unit, configured to simultaneously display the page for 

scanning and an information display page and display the first versitcard information 

on the information display page; a second receiving unit, configured to receive second 

versitcard information obtained after the scan box scans a second graphic code; a 30 

second display unit, configured to add the second versitcard information to the 

information display page; and an addition unit, configured to add users corresponding 

to the first versitcard information and the second versitcard information as friends 

when an addition instruction is received. 
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[0101] In this implementation, the user can display a plurality of pieces of 

versitcard information at a time after a plurality of graphic codes are scanned to 

improve efficiency in scanning a plurality of graphic codes. In addition, the terminal 

adds a plurality of friends at a time when receiving an addition instruction. 

[0102] In a schematic diagram illustrating modules of an information display 5 

device according to an implementation of the present application, the information 

display device includes the following: a first receiving unit, configured to receive first 

versitcard information obtained after a scan box on a page for scanning scans a first 

graphic code; a second receiving unit, configured to receive second versitcard 

information obtained after the scan box scans a second graphic code; a display unit, 10 

configured to jump to an information display page when a predetermined condition is 

satisfied, to display the first versitcard information and the second versitcard 

information; and an addition unit, configured to add users corresponding to the first 

versitcard information and the second versitcard information as friends when an 

addition instruction is received. 15 

[0103] In this implementation, after the graphic code is scanned, the user can 

simultaneously display the page for scanning and the information display page so that 

the terminal can scan a plurality of graphic codes on the page for scanning. The 

versitcard information obtained by each scan can be added to the information display 

page in real time to improve efficiency in scanning a plurality of graphic codes. In 20 

addition, a plurality of friends are added at a time when an addition instruction is 

received. 

[0104] In the 1990s, whether technology improvement is hardware improvement 

(for example, improvement of a circuit structure, such as a diode, a transistor, or a 

switch) or software improvement (improvement of a method procedure) can be 25 

obviously distinguished. However, as technologies develop, the current improvement 

for many method procedures can be considered as a direct improvement of a hardware 

circuit structure. A designer usually programs an improved method procedure to a 

hardware circuit, to obtain a corresponding hardware circuit structure. Therefore, a 

method procedure can be improved by using a hardware entity module. For example, 30 

a programmable logic device (PLD) (for example, a field programmable gate array 

(FPGA)) is such an integrated circuit, and a logical function of the PLD is determined 

by a user through device programming. The designer performs programming to 

"integrate" a digital system to a PLD without requesting a chip manufacturer to design 
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and produce an application-specific integrated circuit chip. In addition, the 

programming is mostly implemented by using "logic compiler" software instead of 

manually making an integrated circuit chip. This is similar to a software compiler 

used for program development and compiling. However, original code before 

compiling is also written in a specific programming language, which is referred to as 5 

a hardware description language (HDL). There are many HDLs, such as an Advanced 

Boolean Expression Language (ABEL), an Altera Hardware Description Language 

(AHDL), Confluence, a Cornell University Programming Language (CUPL), HDCal, 

a Java Hardware Description Language (JHDL), Lava, Lola, MyHDL, PALASM, and 

a Ruby Hardware Description Language (RHDL). Currently, a Very-High-Speed 10 

Integrated Circuit Hardware Description Language (VHDL) and Verilog are most 

commonly used. A person skilled in the art should also understand that a hardware 

circuit that implements a logical method procedure can be readily obtained once the 

method procedure is logically programmed by using the several described hardware 

description languages and is programmed into an integrated circuit. 15 

[0105] A controller can be implemented in any appropriate manner. For example, 

the controller can be a microprocessor, a processor, or a computer readable medium, a 

logic gate, a switch, an application-specific integrated circuit (ASIC), a programmable 

logic controller, or an embedded microcontroller that stores computer readable 

program code (for example, software or firmware) that can be executed by the 20 

processor (or the microprocessor). Examples of the controller include but are not 

limited to the following microcontrollers: ARC 625D, Atmel AT91SAM, Microchip 

PIC18F26K20, or Silicon Labs C8051F320. A memory controller can also be 

implemented as a part of control logic of the memory. A person skilled in the art also 

knows that a controller can be implemented in a manner of pure computer readable 25 

program code, and the steps in the method can be logically programmed to enable the 

controller to implement same functions in forms of a logical gate, a switch, an 

application-specific integrated circuit, a programmable logic controller, an embedded 

microcontroller, etc. Therefore, the controller can be considered as a hardware 

component, and an apparatus configured to implement various functions in the 30 

controller can also be considered as a structure in a hardware component. 

Alternatively, an apparatus configured to implement various functions can be 

considered as a software module that can implement the method or a structure in a 

hardware component. 
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[0106] The system, apparatus, module, or unit illustrated in the previous 

implementations can be implemented by using a computer chip or an entity or can be 

implemented by using a product having a certain function. 

[0107] For ease of description, the described apparatus is described by dividing 

functions into various units. Certainly, when the present application is implemented, 5 

the functions of each unit can be implemented in one or more pieces of software 

and/or hardware. 

[0108] A person skilled in the art should understand that the implementations of 

the present disclosure can be provided as a method, a system, or a computer program 

product. Therefore, the present disclosure can use a form of hardware only 10 

implementations, software only implementations, or implementations with a 

combination of software and hardware. In addition, the present disclosure can use a 

form of a computer program product implemented on one or more computer-usable 

storage media (including but not limited to a magnetic disk memory, a compact disc 

read-only memory (CD-ROM), and an optical memory) that include computer-usable 15 

program code. 

[0109] The present disclosure is described with reference to the flowcharts and/or 

block diagrams of the method, the device (system), and the computer program product 

based on the implementations of the present disclosure. It should be understood that 

computer program instructions can be used to implement each procedure and/or each 20 

block in the flowcharts and/or the block diagrams and a combination of a procedure 

and/or a block in the flowcharts and/or the block diagrams. These computer program 

instructions can be provided for a general-purpose computer, a dedicated computer, an 

embedded processor, or a processor of another programmable data processing device 

to generate a machine, so that the instructions are executed by the computer or the 25 

processor of another programmable data processing device to generate an apparatus 

for implementing a specified function in one or more procedures in the flowcharts 

and/or in one or more blocks in the block diagrams. 

[0110] These computer program instructions can be stored in a computer readable 

memory that can instruct the computer or another programmable data processing 30 

device to work in a particular way so that the instructions stored in the computer 

readable memory generate an artifact that includes an instruction apparatus. The 

instruction apparatus implements a particular function in one or more procedures in 

the flowcharts and/or in one or more blocks in the block diagrams. 
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[0111] These computer program instructions can be loaded to a computer or 

another programmable data processing device so that a series of operations and steps 

are performed on the computer or another programmable device to generate 

computer-implemented processing. Therefore, the instructions executed on the 

computer or another programmable device provide steps for implementing a specified 5 

function in one or more procedures in the flowcharts and/or in one or more blocks in 

the block diagrams. 

[0112] In a typical configuration, a computing device includes one or more 

processors (CPU), an input/output interface, a network interface, and a memory. 

[0113] The memory can include a volatile memory, a random access memory 10 

(RAM), and/or a nonvolatile memory, etc. in a computer readable medium, such as a 

read-only memory (ROM) or a flash memory. The memory is an example of the 

computer readable medium. 

[0114] The computer readable medium includes persistent, non-persistent, 

movable, and unmovable media that can store information by using any method or 15 

technology. The information can be a computer readable instruction, a data structure, 

a program module, or other data. Examples of a computer storage medium include but 

are not limited to a phase change RAM (PRAM), a static RAM (SRAM), a dynamic 

RAM (DRAM), a RAM of another type, a ROM, an electrically erasable 

programmable read-only memory (EEPROM), a flash memory or another memory 20 

technology, a compact disc read-only memory (CD-ROM), a digital versatile disc 

(DVD) or another optical storage, a magnetic tape, a magnetic disk storage, another 

magnetic storage device, or any other non-transmission medium. The computer 

storage medium can be used to store information that can be accessed by a computing 

device. As described in this specification, the computer readable medium does not 25 

include computer readable transitory media, for example, a modulated data signal and 

a carrier. 

[0115] It should be further noted that, the term "include", "comprise", or any other 

variant is intended to cover non-exclusive inclusion, so that a process, a method, a 

product, or a device that includes a series of elements not only includes these 30 

elements, but also includes other elements that are not expressly listed, or further 

includes elements inherent to such a process, method, product, or device. An element 

preceded by "includes a ..." does not, without more constraints, exclude the existence 

of additional identical elements in the process, method, product, or device that 
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includes the element. 

[0116] A person skilled in the art should understand that the implementations of 

the present application can be provided as a method, a system, or a computer program 

product. Therefore, the present application can use a form of hardware only 

implementations, software only implementations, or implementations with a 5 

combination of software and hardware. In addition, the present application can use a 

form of a computer program product implemented on one or more computer-usable 

storage media (including but not limited to a magnetic disk memory, a CD-ROM, and 

an optical memory) that include computer-usable program code. 

[0117] The present application can be described in common contexts of computer 10 

executable instructions executed by a computer, such as a program module. Generally, 

the program module includes a routine, a program, an object, a component, a data 

structure, etc. executing a specific task or implementing a specific abstract data type. 

The present application can also be practiced in distributed computing environments. 

In these distributed computing environments, tasks are executed by remote processing 15 

devices that are connected by using a communications network. In the distributed 

computing environments, the program module can be located in local and remote 

computer storage media that include storage devices. 

[0118] The implementations in this specification are described in a progressive 

way. For same or similar parts in the implementations, refer to the implementations. 20 

Each implementation focuses on a difference from other implementations. Particularly, 

a system implementation is similar to a method implementation, and therefore, is 

described briefly. For related parts, refer to related descriptions in the method 

implementation. 

[0119] The previous descriptions are merely implementations of the present 25 

application, and are not intended to limit the present application. A person skilled in 

the art can make various modifications and changes to the present application. Any 

modifications, equivalent replacements, improvements, etc. made within the spirit and 

principle of the present application shall fall within the protection scope of the claims 

of the present application. 30 
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CLAIMS 

What is claimed is: 

1. An information display method, comprising: 

receiving first information obtained after a scan box on a page for scanning scans 

a first graphic code; 5 

simultaneously displaying the page for scanning and an information display page 

and displaying the first information on the information display page; 

receiving second information obtained after the scan box scans a second graphic 

code; and 

adding the second information to the information display page. 10 

2. The method according to claim 1, wherein after the adding the second 

information to the information display page, the method further comprises: 

deleting the first information or the second information on the information 

display page when an instruction for deleting the first information or the second 

information is received. 15 

3. The method according to claim 2, wherein the deleting the first information or 

the second information on the information display page when an instruction for 

deleting the first information or the second information is received comprises: 

displaying a deletion button when it is detected that the first information or the 

second information is triggered; and 20 

deleting the first information or the second information on the information 

display page after receiving a deletion instruction generated when the deletion button 

is triggered. 

4. The method according to any one of claims 1 to 3, wherein the simultaneous 

display is performed in at least one of a vertical form, a horizontal form, a pop-up 25 

window form, and a transparent background form. 

5. The method according to any one of claims 1 to 3, wherein the graphic code 

comprises at least one of a two-dimensional code and a barcode. 

6. An information display method, comprising: 

receiving first information obtained after a scan box on a page for scanning scans 30 

a first graphic code; 

receiving second information obtained after the scan box scans a second graphic 
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code; and 

jumping to an information display page when a predetermined condition is 

satisfied, to display the first information and the second information. 

7. The method according to claim 6, wherein the predetermined condition 

comprises: predetermined duration expires or a predetermined instruction is received. 5 

8. The method according to claim 7, wherein the jumping to an information 

display page when a predetermined instruction is received, to display the first 

information and the second information comprises: 

jumping to an information display page in response to receiving a predetermined 

instruction generated by a predetermined button triggered on the page for scanning to 10 

display the first information and the second information; or 

jumping to an information display page in response to receiving a predetermined 

instruction generated by a sliding module slid on the page for scanning to display the 

first information and the second information. 

9. The method according to claim 6, wherein after the jumping to an information 15 

display page when a predetermined condition is satisfied, to display the first 

information and the second information, the method further comprises: 

deleting the first information or the second information on the information 

display page when an instruction for deleting the first information or the second 

information is received. 20 

10. The method according to claim 9, wherein the deleting the first information 

or the second information on the information display page when an instruction for 

deleting the first information or the second information is received comprises: 

displaying a deletion button when it is detected that the first information or the 

second information is triggered; and 25 

deleting the first information or the second information on the information 

display page after receiving a deletion instruction generated when the deletion button 

is triggered. 

11. The method according to any one of claims 6 to 10, wherein the graphic code 

comprises at least one of a two-dimensional code and a barcode. 30 

12. An information display method, comprising: 

receiving first product information obtained after a scan box on a page for 

scanning scans a first graphic code; 

simultaneously displaying the page for scanning and an information display page 
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and displaying the first product information on the information display page; 

receiving second product information obtained after the scan box scans a second 

graphic code, wherein the product information comprises a unit price and the number 

of products; 

adding the second product information to the information display page; and 5 

calculating a total price based on a unit price and the number of products when a 

payment instruction is received and settling based on the total price. 

13. An information display method, comprising: 

receiving first product information obtained after a scan box on a page for 

scanning scans a first graphic code; 10 

receiving second product information obtained after the scan box scans a second 

graphic code, wherein the product information comprises a unit price and the number 

of products; 

jumping to an information display page when a predetermined condition is 

satisfied, to display the first product information and the second product information; 15 

and 

calculating a total price based on a unit price and the number of products when a 

payment instruction is received and settling based on the total price. 

14. An information display method, comprising: 

receiving first versitcard information obtained after a scan box on a page for 20 

scanning scans a first graphic code; 

simultaneously displaying the page for scanning and an information display page 

and displaying the first versitcard information on the information display page; 

receiving second versitcard information obtained after the scan box scans a 

second graphic code; 25 

adding the second versitcard information to the information display page; and 

adding users corresponding to the first versitcard information and the second 

versitcard information as friends when an addition instruction is received. 

15. An information display method, comprising: 

receiving first versitcard information obtained after a scan box on a page for 30 

scanning scans a first graphic code; 

receiving second versitcard information obtained after the scan box scans a 

second graphic code; 

jumping to an information display page when a predetermined condition is 
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satisfied, to display the first versitcard information and the second versitcard 

information; and 

adding users corresponding to the first versitcard information and the second 

versitcard information as friends when an addition instruction is received. 

16. An information display device, comprising: 5 

a first receiving unit, configured to receive first information obtained after a scan 

box on a page for scanning scans a first graphic code; 

a display unit, configured to simultaneously display the page for scanning and an 

information display page and display the first information on the information display 

page; 10 

a second receiving unit, configured to receive second information obtained after 

the scan box scans a second graphic code; and 

an addition unit, configured to add the second information to the information 

display page. 

17. The device according to claim 16, wherein in addition to the addition unit, 15 

the device comprises: 

a deletion unit, configured to delete the first information or the second 

information on the information display page when an instruction for deleting the first 

information or the second information is received. 

18. The device according to claim 17, wherein the deletion unit comprises: 20 

a display sub-unit, configured to display a deletion button when it is detected that 

the first information or the second information is triggered; and 

a deletion sub-unit, configured to delete the first information or the second 

information displayed on the information display page after receiving a deletion 

instruction generated when the deletion button is triggered. 25 

19. The device according to any one of claims 16 to 18, wherein the 

simultaneous display is performed in at least one of a vertical form, a horizontal form, 

a pop-up window form, and a transparent background form. 

20. The device according to any one of claims 16 to 18, wherein the graphic code 

comprises at least one of a two-dimensional code and a barcode. 30 

21. An information display device, comprising: 

a first receiving unit, configured to receive first information obtained after a scan 

box on a page for scanning scans a first graphic code; 

a second receiving unit, configured to receive second information obtained after 
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the scan box scans a second graphic code; and 

a display unit, configured to jump to an information display page when a 

predetermined condition is satisfied, to display the first information and the second 

information. 

22. The device according to claim 21, wherein the predetermined condition 5 

comprises: predetermined duration expires or a predetermined instruction is received. 

23. The device according to claim 22, wherein the display unit comprises: 

a display sub-unit, configured to jump to an information display page in response 

to receiving a predetermined instruction generated by a predetermined button 

triggered on the page for scanning to display the first information and the second 10 

information; or 

jump to an information display page in response to receiving a display 

instruction generated by a sliding module slid on the page for scanning to display the 

first information and the second information. 

24. The device according to claim 21, wherein in addition to the display unit, the 15 

device comprises: 

a deletion unit, configured to delete the first information or the second 

information on the information display page when an instruction for deleting the first 

information or the second information is received. 

25. The device according to claim 24, wherein the deletion unit comprises: 20 

a display sub-unit, configured to display a deletion button when it is detected that 

the first information or the second information is triggered; and 

a deletion sub-unit, configured to delete the first information or the second 

information on the information display page after receiving a deletion instruction 

generated when the deletion button is triggered. 25 

26. The device according to any one of claims 21 to 25, wherein the graphic code 

comprises at least one of a two-dimensional code and a barcode. 

27. An information display device, comprising: 

a first receiving unit, configured to receive first product information obtained 

after a scan box on a page for scanning scans a first graphic code; 30 

a first display unit, configured to simultaneously display the page for scanning 

and an information display page and display the first product information on the 

information display page; 

a second receiving unit, configured to receive second product information 
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obtained after the scan box scans a second graphic code, wherein the product 

information comprises a unit price and the number of products; 

a second display unit, configured to add the second product information to the 

information display page; and 

a payment unit, configured to calculate a total price based on a unit price and the 5 

number of products when a payment instruction is received and settle based on the 

total price. 

28. An information display device, comprising: 

a first receiving unit, configured to receive first product information obtained 

after a scan box on a page for scanning scans a first graphic code; 10 

a second receiving unit, configured to receive second product information 

obtained after the scan box scans a second graphic code, wherein the product 

information comprises a unit price and the number of products; 

a display unit, configured to jump to an information display page when a 

predetermined condition is satisfied, to display the first product information and the 15 

second product information; and 

a payment unit, configured to calculate a total price based on a unit price and the 

number of products when a payment instruction is received and settle based on the 

total price. 

29. An information display device, comprising: 20 

a first receiving unit, configured to receive first versitcard information obtained 

after a scan box on a page for scanning scans a first graphic code; 

a first display unit, configured to simultaneously display the page for scanning 

and an information display page and display the first versitcard information on the 

information display page; 25 

a second receiving unit, configured to receive second versitcard information 

obtained after the scan box scans a second graphic code; 

a second display unit, configured to add the second versitcard information to the 

information display page; and 

an addition unit, configured to add users corresponding to the first versitcard 30 

information and the second versitcard information as friends when an addition 

instruction is received. 

30. An information display device, comprising: 

a first receiving unit, configured to receive first versitcard information obtained 
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after a scan box on a page for scanning scans a first graphic code; 

a second receiving unit, configured to receive second versitcard information 

obtained after the scan box scans a second graphic code; 

a display unit, configured to jump to an information display page when a 

predetermined condition is satisfied, to display the first versitcard information and the 5 

second versitcard information; and 

an addition unit, configured to add users corresponding to the first versitcard 

information and the second versitcard information as friends when an addition 

instruction is received. 


