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METHOD FOR RESOURCE ALLOCATION, TERMINAL 

DEVICE AND NETWORK DEVICE 

 

 5 

TECHNICAL FIELD 

 

The application relates to the field of communications, and more particularly 

to a method for resource allocation, a terminal device and a network device. 

 10 

 

BACKGROUND 

 

Vehicle to Everything (V2X) services have multiple service types. In 3rd 

Generation Partnership Project (3GPP) Release-14 (Rel-14), V2X services may be 15 

divided into security-related services and non-security-related services based on 

security features. A new Enhanced V2X (eV2X) service type, including formation 

driving, remote driving, sensor data sharing and the like, is introduced into 3GPP Rel-

15. For different service types, for example, the eV2X service type, data transmission 

under 3GPP Rel-15 may be implemented through a Carrier Aggregation (CA) 20 

mechanism for dedicated carriers to improve a throughput and reliability of a V2X 

service. The dedicated carriers are configured to transmit Sidelinks (SLs) between 

different terminal devices only. However, the present CA mechanism for dedicated 

carriers restricts the types of carrier and further limits the transmission capability of 

services. 25 

 

 

SUMMARY 

 

The application provides a method for resource allocation, a terminal device 30 

and a network device, which may allocate a carrier resource more flexibly and 

increase a utilization rate of resources. 

A first aspect provides a method for resource allocation, which may include 

that: a first terminal device transmits a request message to a network device, the 

request message including at least one of capability information, aggregated 35 

transmission indication information, mixed carrier request information and shared 
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resource pool information, the capability information being used for indicating that 

the first terminal device supports use of multiple carriers, the aggregated transmission 

indication information being used for the first terminal device to request for use of the 

multiple carriers, the mixed carrier request information being used for requesting the 

network device to allocate the multiple carriers to the first terminal device, the shared 5 

resource pool information being used for indicating a shared resource pool 

corresponding to a dedicated carrier of the first terminal device, the multiple carriers 

having at least two types and the multiple carriers including a mixed carrier and the 

dedicated carrier, the mixed carrier being configured for an Uplink (UL), a Downlink 

(DL) and an SL, the dedicated carrier being configured for the SL only and the SL 10 

representing data transmission between different terminal devices; the first terminal 

device receives resource configuration information transmitted by the network device 

according to the request message, the resource configuration information being used 

for indicating a first transmission resource allocated to the first terminal device by the 

network device and the first transmission resource including a resource on the mixed 15 

carrier; the first terminal device determines a second transmission resource based on 

the first transmission resource; and the first terminal device transmits data to a second 

terminal device through the second transmission resource. 

Accordingly, in the method for resource allocation of the embodiment of the 

application, the terminal device requests the network device through the request 20 

message transmitted to the network device to allocate the resource on the mixed 

carrier, and then the terminal device may transmit the data to another terminal device 

by use of resources on both the mixed carrier and the dedicated carrier. Therefore, 

flexible resource configuration is implemented, and a utilization rate of resources is 

increased. 25 

In combination with the first aspect, in an implementation of the first aspect, 

the request message may include the shared resource pool information and a first 

valid time, the first valid time being for indicating a valid time of the shared resource 

pool. 

In combination with the first aspect and the above-mentioned implementation 30 

thereof, in another implementation of the first aspect, the resource configuration 

information may include a second valid time, the second valid time being for 

indicating a valid time of the first transmission resource. 
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In combination with the first aspect and the above-mentioned implementations 

thereof, in another implementation of the first aspect, the shared resource pool 

information may include time-domain information of the shared resource pool. 

In combination with the first aspect and the above-mentioned implementations 

thereof, in another implementation of the first aspect, the first transmission resource 5 

may not overlap with a resource in the shared resource pool in a time domain. 

In combination with the first aspect and the above-mentioned implementations 

thereof, in another implementation of the first aspect, when transmission power of the 

first terminal device is larger than or equal to preset power, multiple carriers in the 

second transmission resource may overlap in the time domain, and/or, when the 10 

transmission power of the first terminal device is lower than the preset power, the 

multiple carriers in the second transmission resource may not overlap in the time 

domain. 

In combination with the first aspect and the above-mentioned implementations 

thereof, in another implementation of the first aspect, the operation that the first 15 

terminal device determines the second transmission resource based on the first 

transmission resource may include that: the first terminal device determines the 

second transmission resource in the first transmission resource. 

In combination with the first aspect and the above-mentioned implementations 

thereof, in another implementation of the first aspect, the operation that the first 20 

terminal device determines the second transmission resource based on the first 

transmission resource may include that: the first terminal device determines the 

second transmission resource based on the first transmission resource and according 

to a preset rule, the preset rule including at least one of a Channel Busy Ratio (CBR) 

result, priority of a service between the first terminal device the second terminal 25 

device, and a capability of the first terminal device in simultaneous transmission of 

the multiple carriers. 

In combination with the first aspect and the above-mentioned implementations 

thereof, in another implementation of the first aspect, the method may further include 

that: the first terminal device receives data transmitted by a third terminal device 30 

using a third transmission resource, the third transmission resource including the 

mixed carrier. 

In combination with the first aspect and the above-mentioned implementations 
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thereof, in another implementation of the first aspect, the third transmission resource 

may be a resource configured for the third terminal device by the network device. 

Accordingly, in the method for resource allocation of the embodiment of the 

application, the terminal device requests the network device through the request 

message transmitted to the network device to allocate the resource on the mixed 5 

carrier, and then the terminal device may transmit the data to the other terminal device 

by use of the resources on both the mixed carrier and the dedicated carrier. Therefore, 

flexible resource configuration is implemented, and the utilization rate of resources is 

increased. 

A second aspect provides a method for resource allocation, which may include 10 

that: a network device receives a request message from a first terminal device, the 

request message including at least one of capability information, aggregated 

transmission indication information, mixed carrier request information and shared 

resource pool information, the capability information being used for indicating that 

the first terminal device supports use of multiple carriers, the aggregated transmission 15 

indication information being used for the first terminal device to request for use of the 

multiple carriers, the mixed carrier request information being for requesting the 

network device to allocate the multiple carriers to the first terminal device, the shared 

resource pool information being used for indicating a shared resource pool 

corresponding to a dedicated carrier of the first terminal device, the multiple carriers 20 

having at least two types and the multiple carriers including a mixed carrier and the 

dedicated carrier, the mixed carrier being configured for a UL, a DL and an SL, the 

dedicated carrier being configured for the SL only and the SL representing data 

transmission between different terminal devices; the network device allocates a first 

transmission resource to the first terminal device according to the request message, 25 

the first transmission resource including a resource on the mixed carrier; and the 

network device transmits resource configuration information to the first terminal 

device, the resource configuration information being used for indicating the first 

transmission resource, the first transmission resource being configured for the first 

terminal device to determine a second transmission resource and the second 30 

transmission resource being configured for the first terminal device to transmit data to 

a second terminal device. 

Accordingly, in the method for resource allocation of the embodiment of the 
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application, the network device receives the request message from the terminal device 

and allocates the resource on the mixed carrier to the terminal device according to the 

request message to enable the terminal device to transmit the data to another terminal 

device by use of resources on both the mixed carrier and the dedicated carrier. 

Therefore, flexible resource configuration is implemented, and a utilization rate of 5 

resources is increased. 

In combination with the second aspect, in an implementation of the second 

aspect, the request message may include the shared resource pool information and a 

first valid time, the first valid time being for indicating a valid time of the shared 

resource pool. 10 

In combination with the second aspect and the above-mentioned 

implementation thereof, in another implementation of the second aspect, the resource 

configuration information may include a second valid time, the second valid time 

being for indicating a valid time of the first transmission resource. 

In combination with the second aspect and the above-mentioned 15 

implementations thereof, in another implementation of the second aspect, the shared 

resource pool information may include time-domain information of the shared 

resource pool. 

In combination with the second aspect and the above-mentioned 

implementations thereof, in another implementation of the second aspect, the request 20 

message may include the shared resource pool information, and the operation that the 

network device allocates the first transmission resource to the first terminal device 

according to the request message may include that: the network device determines the 

first transmission resource which does not overlap with a resource in the shared 

resource pool in a time domain according to the shared resource pool information. 25 

Accordingly, in the method for resource allocation of the embodiment of the 

application, the network device receives the request message transmitted by the 

terminal device and allocates the resource on the mixed carrier to the terminal device 

according to the request message to enable the terminal device to transmit the data to 

another terminal device by use of the resources on both the mixed carrier and the 30 

dedicated carrier. Therefore, flexible resource configuration is implemented, and the 

utilization rate of resources is increased. 

A third aspect provides a terminal device, which is configured to execute the 
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method in the first aspect or any possible implementation of the first aspect. 

Specifically, the terminal device includes units configured to execute the method in 

the first aspect or any possible implementation of the first aspect. 

A fourth aspect provides a network device, which is configured to execute the 

method in the second aspect or any possible implementation of the second aspect. 5 

Specifically, the network device includes units configured to execute the method in 

the second aspect or any possible implementation of the second aspect. 

A fifth aspect provides a terminal device, which includes a storage unit and a 

processor. The storage unit is configured to store an instruction. The processor is 

configured to execute the instruction stored in a memory. When the processor 10 

executes the instruction stored in the memory, such execution enables the processor to 

execute the method in the first aspect or any possible implementation of the first 

aspect. 

A sixth aspect provides a network device, which includes a storage unit and a 

processor. The storage unit is configured to store an instruction. The processor is 15 

configured to execute the instruction stored in a memory. When the processor 

executes the instruction stored in the memory, such execution enables the processor to 

execute the method in the second aspect or any possible implementation of the second 

aspect. 

A seventh aspect provides a computer-readable medium, which is configured 20 

to store a computer program, the computer program including an instruction 

configured to execute the method in the first aspect or any possible implementation of 

the first aspect. 

An eighth aspect provides a computer-readable medium, which is configured 

to store a computer program, the computer program including an instruction 25 

configured to execute the method in the second aspect or any possible implementation 

of the second aspect. 

A ninth aspect provides a computer program product including an instruction. 

When a computer runs the instruction of the computer program product, the computer 

executes the method for resource allocation in the first aspect or any possible 30 

implementation of the first aspect. Specifically, the computer program product may 

run in the terminal device in the third aspect. 

A tenth aspect provides a computer program product including an instruction. 
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When a computer runs the instruction of the computer program product, the computer 

executes the method for resource allocation in the second aspect or any possible 

implementation of the second aspect. Specifically, the computer program product may 

run in the network device in the fourth aspect. 

 5 

 

BRIEF DESCRIPTION OF DRAWINGS 

 

FIG. 1 is a schematic flowchart of a method for resource allocation according 

to an embodiment of the application. 10 

FIG. 2 is another schematic flowchart of a method for resource allocation 

according to an embodiment of the application. 

FIG. 3 is still another schematic flowchart of a method for resource allocation 

according to an embodiment of the application. 

FIG. 4 is a schematic block diagram of a terminal device according to an 15 

embodiment of the application. 

FIG. 5 is a schematic block diagram of a network device according to an 

embodiment of the application. 

FIG. 6 is another schematic block diagram of a terminal device according to 

an embodiment of the application. 20 

FIG. 7 is another schematic block diagram of a network device according to an 

embodiment of the application. 

 

 

DETAILED DESCRIPTION 25 

 

The technical solutions in the embodiments of the application will be 

described below in combination with the drawings. 

The technical solutions of the embodiments of the application may be applied 

to various communication systems, for example, a Long Term Evolution (LTE) 30 

system, an LTE Frequency Division Duplex (FDD) system, an LTE Time Division 

Duplex (TDD) system, a Universal Mobile Telecommunication System (UMTS) or a 

future 5th Generation (5G) system, i.e., New Radio (NR). 

In the embodiments of the application, a terminal device may refer to user 

equipment, an access terminal, a user unit, a user station, a mobile station, a mobile 35 
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radio station, a remote station, a remote terminal, a mobile device, a user terminal, a 

terminal, a wireless communication device, a user agent or a user device. The terminal 

device may be a cell phone, a cordless phone, a Session Initiation Protocol (SIP) 

phone, a Wireless Local Loop (WLL) station, a Personal Digital Assistant (PDA), a 

handheld device with a wireless communication function, a computing device or other 5 

processing devices connected to a wireless modem, a vehicle device, a wearable 

device, a terminal device in a future 5G network, a terminal device in a future evolved 

Public Land Mobile Network (PLMN) or the like. There are no limits made thereto in 

the embodiments of the application. 

In the embodiments of the application, a network device may be a device 10 

configured to communicate with the terminal device. The network device may be an 

Evolutional Node B (eNB or eNodeB) in the LTE system, or may also be a wireless 

controller in a Cloud Radio Access Network (CRAN) scenario. Or the network device 

may be a relay station, an access point, a vehicle device, a wearable device, a network 

device in the future 5G network, a network device in the future evolved PLMN or the 15 

like. There are no limits made in the embodiments of the application. 

FIG. 1 is a schematic flowchart of a method 100 for resource allocation 

according to an embodiment of the application. The method 100 may be executed by 

a terminal device. As shown in FIG. 1, the method 100 includes that: a first terminal 

device transmits a request message to a network device, the request message 20 

including at least one of capability information, aggregated transmission indication 

information, mixed carrier request information and shared resource pool information. 

The capability information is used for indicating that the first terminal device 

supports use of multiple carriers, the aggregated transmission indication information 

is used for the first terminal device to request for use of the multiple carriers, the 25 

mixed carrier request information is used for requesting the network device to allocate 

the multiple carriers to the first terminal device, and the shared resource pool 

information is used for indicating a shared resource pool corresponding to a dedicated 

carrier of the first terminal device. 

It is to be understood that the multiple carriers may have at least two types. 30 

The at least two types of the multiple carriers may include a mixed carrier (or called 

Uu carrier) and the dedicated carrier (or called Prose Control 5 (PC5) carrier). The 

mixed carrier may be configured for a UL, a DL and an SL and the dedicated carrier 
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is configured for an SL only. 

It is to be understood that the SL may represent data transmission between 

different terminal devices, and the UL and the DL may represent transmission 

between the terminal device and the network device. 

In an embodiment of the application, a resource on the mixed carrier is 5 

allocated to the terminal device by the network device; and a resource on the 

dedicated carrier is not allocated by the network device and, for example, may be 

obtained by the terminal device by contention or the like. 

It is to be understood that, since the mixed carrier may be configured for UL 

transmission and SL transmission of the terminal device and the dedicated carrier may 10 

also be configured for SL transmission of the terminal device, the mixed carrier and 

the dedicated carrier might be unlikely to coordinate in a time domain. According to 

the method 100 of the embodiment of the application, the network device may be 

requested through the request message transmitted to the network device by the first 

terminal device to configure a resource of the mixed carrier for the first terminal 15 

device, and then the first terminal device determines, based on the resource 

configured by the network device, the resource on the mixed carrier and resource on 

the dedicated carrier for data transmission with other terminal devices, so that CA of 

the mixed carrier and the dedicated carrier can be implemented. 

In an embodiment of the application, the request message transmitted to the 20 

network device by the first terminal may include shared resource pool information, 

and the shared resource pool information is used for indicating a shared resource pool 

corresponding to the dedicated carrier of the first terminal device; the dedicated 

carrier of the first terminal device is configured for data transmission on an SL 

between the first terminal device and another terminal device. Specifically, the shared 25 

resource pool information may include information about the dedicated carrier of the 

first terminal device and may also include time-domain information of the shared 

resource pool; the time-domain information being used for indicating a time-domain 

resource on the shared resource pool. 

Optionally, the request message may include the shared resource pool 30 

information and may further include a first valid time, and the first valid time may be 

for indicating a valid time of the shared resource pool of the first terminal device. The 

network device may determine a valid time period of the shared resource pool 
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according to the first valid time. 

As shown in FIG. 1, the method 100 further includes an operation S120 that, 

the first terminal device receives resource configuration information transmitted 

according to the request message by the network device, the resource configuration 

information being used for indicating a first transmission resource allocated to the 5 

first terminal device by the network device and the first transmission resource 

including a resource on the mixed carrier. 

Specifically, after the first terminal device transmits the request message to the 

network device, the network device may configure a first transmission resource for 

the first terminal device according to the request message. The network device may 10 

configure, for the first terminal device, the first transmission resource which includes 

the resource on the mixed carrier according to the request message. The resource on 

the mixed carrier may be a semi-persistent transmission resource, and the resource on 

the mixed carrier may also be a resource pool configured for the first terminal device 

by the network device. The embodiment of the application is not limited thereto. 15 

Optionally, the first terminal device may receive the resource configuration 

information from the network device, and the resource configuration information may 

be used for indicating the first transmission resource. Optionally, the resource 

configuration information may further include a second valid time, the second valid 

time may be for indicating a valid time of the first transmission resource, and the first 20 

terminal device may determine a valid time period of the first transmission resource 

according to the second valid time. 

As shown in FIG. 1, the method 100 further includes the following operations. 

In the operation S130, the first terminal device determines a second transmission 

resource based on the first transmission resource. In the operation S140, the first 25 

terminal device transmits data to a second terminal device through the second 

transmission resource. 

It is to be understood that the first terminal device may determine the first 

transmission resource allocated by the network device according to the resource 

configuration information and determine the second transmission resource based on 30 

the first transmission resource. The second transmission resource is configured for 

data transmission between the first terminal device and another terminal device. For 

example, the first terminal device may transmit the data to the second terminal device 
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by use of the second transmission resource, the second terminal device being any 

other terminal device than the first terminal device. 

Optionally, the first terminal device may determine the second transmission 

resource from the first transmission resource. Specifically, the first terminal device 

selects part or all of resources as the second transmission resource based on the first 5 

transmission resource configured by the network device. 

Optionally, the first terminal device may also determine the second 

transmission resource based on the first transmission resource and according to a 

preset rule. Specifically, the preset rule may be at least one of a CBR (channel busy 

ratio) result, priority of a service with the second terminal device, and a capability of 10 

the first terminal device in simultaneous transmission of the multiple carriers. All or 

part of the first transmission resource together with part of the resource on the 

dedicated carrier of the first terminal device may be selected by the first terminal 

device as the second transmission resource. The embodiment of the application is not 

limited thereto. 15 

Optionally, the first terminal device may also determine a time-domain 

resource of the second transmission resource according to transmission power. For 

example, when the transmission power of the first terminal device is larger than or 

equal to preset power, the second transmission resource determined by the first 

terminal device may overlap in the time domain, namely multiple carriers of the 20 

second transmission resource overlap in the time domain; while when the 

transmission power of the first terminal device is lower than the preset power, the 

second transmission resource determined by the first terminal device does not overlap 

in the time domain, namely the multiple carriers of the second transmission resource 

do not overlap in the time domain. The preset power may be set with different values 25 

under practical conditions. The embodiment of the application is not limited thereto. 

For example, the first terminal device may select resources of multiple target 

carriers as the second transmission resource based on its capability in simultaneous 

transmission of the multiple carriers corresponding to the UL and the SL and the 

priority of the service with the second terminal device and based on the first 30 

transmission resource configured by the network device and the shared resource pool 

corresponding to the first terminal device, and then determine whether the multiple 

target carriers overlap in the time domain or not according to the transmission power 
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of the first terminal device. 

Optionally, the method 100 may further include that: the first terminal device 

receives data transmitted by a third terminal device using a third transmission 

resource. The third transmission resource may also include a mixed carrier, and the 

third terminal device is any other terminal device than the first terminal device. 5 

It is to be understood that the first terminal device may determine the third 

transmission resource according to system information broadcast by the network 

device or determine the third transmission resource by pre-configuration. However, 

the embodiment of the application is not limited thereto. 

Accordingly, in the method for resource allocation of the embodiment of the 10 

application, a terminal device requests a network device through a request message 

transmitted to the network device to allocate a resource on a mixed carrier, and then 

the terminal device may transmit data to other terminal devices by use of the 

resources on both the mixed carrier and a dedicated carrier. Therefore, flexible 

resource configuration is implemented, and a utilization rate of resources is increased. 15 

The method for resource allocation according to the embodiment of the 

application is described above in combination with FIG. 1 in detail from the angle of 

the terminal device. The method for resource allocation according to an embodiment 

of the application will be described below in combination with FIG. 2 from the angle 

of the network device. 20 

FIG. 2 is a schematic flowchart of a method 200 for resource allocation 

according to an embodiment of the application. The method 200 may be executed by 

a network device. As shown in FIG. 2, the method 200 includes the following 

operations. In the operation S210, the network device receives a request message from 

a first terminal device; the request message includes at least one of capability 25 

information, aggregated transmission indication information, mixed carrier request 

information and shared resource pool information; the capability information is used 

for indicating that the first terminal device supports use of multiple carriers, the 

aggregated transmission indication information is used for the first terminal device to 

request for use of the multiple carriers, the mixed carrier request information is for 30 

requesting the network device to allocate the multiple carriers to the first terminal 

device, the shared resource pool information is used for indicating a shared resource 

pool corresponding to a dedicated carrier of the first terminal device; the multiple 



 
13

carriers have at least two types, and the multiple carriers include a mixed carrier and 

the dedicated carrier, the mixed carrier is configured for a UL, a DL and an SL, the 

dedicated carrier is configured for an SL only, the SL representing data transmission 

between different terminal devices. In the operation S220, the network device 

allocates a first transmission resource to the first terminal device according to the 5 

request message, and the first transmission resource includes a resource on the mixed 

carrier. In the operation S230, the network device transmits resource configuration 

information to the first terminal device; the resource configuration information is used 

for indicating the first transmission resource, the first transmission resource is used 

for the first terminal device to determine a second transmission resource, and the 10 

second transmission resource is used for the first terminal device to transmit data to a 

second terminal device. 

Accordingly, in the method for resource allocation of the embodiment of the 

application, a network device receives a request message from a terminal device and 

allocates a resource on a mixed carrier to the terminal device according to the request 15 

message to enable the terminal device to transmit data to another terminal device by 

use of resources on both the mixed carrier and the dedicated carrier. Therefore, 

flexible resource configuration is implemented, and a utilization rate of resources is 

increased. 

Optionally, the request message may include the shared resource pool 20 

information and a first valid time, the first valid time being for indicating a valid time 

of the shared resource pool. 

Optionally, the resource configuration information may include a second valid 

time, the second valid time being for indicating a valid time of the first transmission 

resource. 25 

Optionally, the shared resource pool information may include time-domain 

information of the shared resource pool. 

Optionally, the request message may include the shared resource pool 

information, and the operation that the network device allocates the first transmission 

resource to the first terminal device according to the request message may include that: 30 

the network device determines the first transmission resource which does not overlap 

with a resource in the shared resource pool in a time domain according to the shared 

resource pool information. 
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It is to be understood that the network device in the method 200 may 

correspond to the network device in the method 100, and the first terminal device in 

the method 200 may correspond to the first terminal device in the method 100. 

Elaborations are not repeated herein. 

Accordingly, in the method for resource allocation of the embodiment of the 5 

application, the network device receives a request message from the terminal device 

and allocates a resource on a mixed carrier to the terminal device according to the 

request message to enable the terminal device to transmit data to another terminal 

device by use of the resources on both the mixed carrier and a dedicated carrier. 

Therefore, flexible resource configuration is implemented, and the utilization rate of 10 

resources is increased. 

The method for resource allocation according to the embodiments of the 

application is described above in combination with FIG. 1 to FIG. 2 in detail from the 

angle of the terminal device and the network device. The method for resource 

allocation  according to an embodiment of the application will be described below in 15 

combination with FIG. 3 from the angle of interaction between devices. 

FIG. 3 is a schematic flowchart of a method 300 for resource allocation 

according to an embodiment of the application. As shown in FIG. 3, the method 300 

includes the following operations. In the operation S310, a terminal device (Vehicle 

User Equipment (V-UE) transmits a request message to a network device (eNB/gNB). 20 

The request message may include at least one of capability information, aggregated 

transmission indication information, mixed carrier request information and shared 

resource pool information. 

The capability information is used for indicating that the terminal device 

supports use of multiple carriers, the aggregated transmission indication information 25 

is used for the terminal device to request for use of the multiple carriers, the mixed 

carrier request information is used for requesting the network device to allocate the 

multiple carriers to the terminal device, the shared resource pool information is used 

for indicating a shared resource pool corresponding to a dedicated carrier of the 

terminal device, the multiple carriers include at least two types, the multiple carriers 30 

include a mixed carrier and the dedicated carrier, the mixed carrier may be configured 

for a UL, a DL and an SL, the dedicated carrier is configured for the SL only, and the 

SL represents data transmission between different terminal devices. 
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In the operation S320, the network device allocates a first transmission 

resource to the terminal device according to the request message and transmits 

resource configuration information to the terminal device, the resource configuration 

information being used for indicating the first transmission resource. 

It is to be understood that the first transmission resource may include a 5 

resource of the mixed carrier. 

Optionally, the network device may transmit the resource configuration 

information through a Uu interface between itself and the terminal device. 

In the operation S330, the terminal device may determine the first 

transmission resource allocated by the network device according to the resource 10 

configuration information and determine a second transmission resource based on the 

first transmission resource. The second transmission resource may include multiple 

carriers, and the multiple carriers may include mixed carriers and dedicated carriers. 

It is to be understood that the terminal device may select a dedicated carrier 

and a mixed carrier within a specific time as a second transmission carrier. For 15 

example, when transmission power of the first terminal device is larger than or equal 

to preset power, the second transmission resource determined by the first terminal 

device may overlap in a time domain, namely the multiple carriers of the second 

transmission resource overlap in the time domain; and when the transmission power 

of the first terminal device is lower than the preset power, the second transmission 20 

resource determined by the first terminal device does not overlap in the time domain, 

namely the multiple carriers of the second transmission resource do not overlap in the 

time domain. 

It is to be understood that the terminal device may transmit data to another 

terminal device through the second transmission resource, and the another terminal 25 

device may be any other terminal device than the first terminal device. 

In the operation S340, the terminal device may transmit resource utilization 

information to the network device to report a utilization condition of the dedicated 

carrier of the terminal device to the network device through the resource utilization 

information. 30 

Accordingly, in the method for resource allocation of the embodiment of the 

application, a terminal device requests a network device through a request message 

transmitted to the network device to allocate a resource on a mixed carrier, and then 
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the terminal device may transmit data to another terminal device by use of resources 

on both the mixed carrier and a dedicated carrier. Therefore, flexible resource 

configuration is implemented, and a utilization rate of resources is increased. 

It is to be understood that, in various embodiments of the application, a 

magnitude of a sequence number of each process does not mean an execution 5 

sequence, and the execution sequence of each process may be determined by its 

function and an internal logic and should not form any limit to implementations of the 

embodiments of the application. 

The method for resource allocation according to the embodiments of the 

application is described above in combination with FIG. 1 to FIG. 3 in detail. A 10 

device for resource allocation according to the embodiments of the application will be 

described below in combination with FIG. 4 to FIG. 7. 

As shown in FIG. 4, a terminal device 400 according to an embodiment of the 

application includes a transmitting unit 410, a receiving unit 420 and a determining 

unit 430. 15 

Specifically, the transmitting unit 410 is configured to transmit a request 

message to a network device. The request message includes at least one of capability 

information, aggregated transmission indication information, mixed carrier request 

information and shared resource pool information. The capability information is for 

indicating that the terminal device supports use of multiple carriers, the aggregated 20 

transmission indication information is used for the terminal device to request for use 

of the multiple carriers, the mixed carrier request information is used for requesting 

the network device to allocate the multiple carriers to the terminal device, the shared 

resource pool information is used for indicating a shared resource pool corresponding 

to a dedicated carrier of the terminal device. The multiple carriers have at least two 25 

types of carries, including a mixed carrier and the dedicated carrier. The mixed carrier 

is configured for a UL, a DL and an SL, the dedicated carrier is configured for the SL 

only, and the SL represents data transmission between different terminal devices. The 

receiving unit 420 is configured to receive resource configuration information 

transmitted by the network device according to the request message, the resource 30 

configuration information being used for indicating a first transmission resource 

allocated to the terminal device by the network device, and the first transmission 

resource including a resource on the mixed carrier. The determining unit 430 is 
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configured to determine a second transmission resource based on the first 

transmission resource. The transmitting unit 410 is further configured to transmit data 

to a second terminal device through the second transmission resource. 

Accordingly, the terminal device of the embodiment of the application 

requests the network device through the request message transmitted to the network 5 

device to allocate the resource on the mixed carrier, and then the terminal device may 

transmit the data to another terminal device by use of resources on both the mixed 

carrier and the dedicated carrier. Therefore, flexible resource configuration is 

implemented, and a utilization rate of resources is increased. 

Optionally, the request message may include the shared resource pool 10 

information and a first valid time, the first valid time being for indicating a valid time 

of the shared resource pool. 

Optionally, the resource configuration information may include a second valid 

time, the second valid time being for indicating a valid time of the first transmission 

resource. 15 

Optionally, the shared resource pool information may include time-domain 

information of the shared resource pool. 

Optionally, the first transmission resource does not overlap with a resource in 

the shared resource pool in a time domain. 

Optionally, when transmission power of the terminal device is larger than or 20 

equal to preset power, multiple carriers in the second transmission resource overlap in 

the time domain, and/or, when the transmission power of the terminal device is lower 

than the preset power, the multiple carriers in the second transmission resource do not 

overlap in the time domain. 

Optionally, the determining unit 430 may be specifically configured to 25 

determine the second transmission resource from the first transmission resource. 

Optionally, the determining unit 430 may be specifically configured to 

determine the second transmission resource based on the first transmission resource 

and according to a preset rule, the preset rule including at least one of a CBR result, 

priority of a service between the terminal device 400 the second terminal device, and 30 

a capability of the terminal device 400 in simultaneous transmission of the multiple 

carriers. 

Optionally, the receiving unit 420 may be further configured to receive data 
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transmitted by a third terminal device using a third transmission resource, the third 

transmission resource including the mixed carrier. 

Optionally, the third transmission resource may be a resource configured for 

the third terminal device by the network device. 

It is to be understood that the terminal device 400 according to the 5 

embodiment of the application may correspondingly execute the method 100 in the 

embodiment of the application. The above-mentioned and other operations and/or 

functions of each unit in the terminal device 400 are adopted to implement the 

corresponding flows executed by the terminal device in each method in FIG. 1 to FIG. 

3 respectively and will not be elaborated herein for simplicity. 10 

Accordingly, the terminal device of the embodiment of the application 

requests the network device through a request message transmitted to the network 

device to allocate a resource on a mixed carrier, and then the terminal device may 

transmit data to another terminal device by use of the resources on both the mixed 

carrier and the dedicated carrier. Therefore, flexible resource configuration is 15 

implemented, and the utilization rate of resources is increased. 

As shown in FIG. 5, a network device 500 according to an embodiment of the 

application includes a receiving unit 510, a processing unit 520 and a transmitting unit 

530. 

Specifically, the receiving unit 510 is configured to receive a request message 20 

from a first terminal device, the request message including at least one of capability 

information, aggregated transmission indication information, mixed carrier request 

information and shared resource pool information. The capability information is used 

for indicating that the first terminal device supports use of multiple carriers, the 

aggregated transmission indication information is used for the first terminal device to 25 

request for use of the multiple carriers, the mixed carrier request information is used 

for requesting the network device to allocate the multiple carriers to the first terminal 

device, the shared resource pool information is used for indicating a shared resource 

pool corresponding to a dedicated carrier of the first terminal device. The multiple 

carriers have at least two types, including a mixed carrier and the dedicated carrier. 30 

The mixed carrier is configured for a UL, a DL and an SL, the dedicated carrier is 

configured for the SL only, and the SL represents data transmission between different 

terminal devices. The processing unit 520 is configured to allocate a first transmission 
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resource to the first terminal device according to the request message, the first 

transmission resource including a resource on the mixed carrier. The transmitting unit 

530 is configured to transmit resource configuration information to the first terminal 

device, the resource configuration information being used for indicating the first 

transmission resource, the first transmission resource being used for the first terminal 5 

device to determine a second transmission resource, and the second transmission 

resource being used for the first terminal device to transmit data to a second terminal 

device. 

Accordingly, the network device of the embodiment of the application 

receives a request message from the terminal device and allocates a resource on a 10 

mixed carrier to the terminal device according to the request message to enable the 

terminal device to transmit data to another terminal device by use of resources on both 

the mixed carrier and a dedicated carrier. Therefore, flexible resource configuration is 

implemented, and a utilization rate of resources is increased. 

Optionally, the request message may include the shared resource pool 15 

information and a first valid time, the first valid time being for indicating a valid time 

of the shared resource pool. 

Optionally, the resource configuration information may include a second valid 

time, the second valid time being for indicating a valid time of the first transmission 

resource. 20 

Optionally, the shared resource pool information may include time-domain 

information of the shared resource pool. 

Optionally, the request message may include the shared resource pool 

information, and the processing unit 520 is specifically configured to determine the 

first transmission resource which does not overlap with a resource in the shared 25 

resource pool in a time domain according to the shared resource pool information. 

It is to be understood that the network device 500 according to the 

embodiment of the application may correspondingly execute the method 200 in the 

embodiment of the application. The above-mentioned and other operations and/or 

functions of each unit in the network device 500 are adopted to implement the 30 

corresponding flows executed by the network device in each method in FIG. 1 to FIG. 

3 respectively and will not be elaborated herein for simplicity. 

Accordingly, the network device of the embodiment of the application 
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receives a request message from the terminal device and allocates a resource on a 

mixed carrier to the terminal device according to the request message to enable the 

terminal device to transmit data to the other terminal device by use of the resources on 

both the mixed carrier and the dedicated carrier. Therefore, flexible resource 

configuration is implemented, and the utilization rate of resources is increased. 5 

FIG. 6 is a schematic block diagram of a terminal device 600 according to an 

embodiment of the application. As shown in FIG. 6, the terminal device 600 includes: 

a processor 610 and a transceiver 620. The processor 610 may be connected with the 

transceiver 620. Optionally, the terminal device 600 may further include a memory 

630. The memory 630 may be connected with the processor 610. The processor 610, 10 

the memory 630 and the transceiver 620 may communicate with one another through 

an internal connecting path to transmit control and/or data signals. The memory 630 

may be configured to store an instruction. The processor 610 is configured to execute 

the instruction stored in the memory 630 to control the transceiver 620 to transmit 

information or signals. The transceiver 620 is configured to transmit a request 15 

message to a network device, the request message including at least one of capability 

information, aggregated transmission indication information, mixed carrier request 

information and shared resource pool information. The capability information is used 

for indicating that the terminal device supports use of multiple carriers, the aggregated 

transmission indication information is used for the terminal device to request for use 20 

of the multiple carriers, the mixed carrier request information is used for requesting 

the network device to allocate the multiple carriers to the terminal device, the shared 

resource pool information is used for indicating a shared resource pool corresponding 

to a dedicated carrier of the terminal device. The multiple carriers have at least two 

types of carriers, including a mixed carrier and the dedicated carrier; the mixed carrier 25 

is configured for a UL, a DL and an SL, the dedicated carrier is configured for the SL 

only, and the SL represents data transmission between different terminal devices. The 

transceiver 620 is further configured to receive resource configuration information 

transmitted by the network device according to the request message, the resource 

configuration information being used for indicating a first transmission resource 30 

allocated to the terminal device by the network device, and the first transmission 

resource including a resource on the mixed carrier. A determining unit 430 is 

configured to determine a second transmission resource based on the first 
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transmission resource. The processor 610 is configured to transmit data to a second 

terminal device through the second transmission resource. 

Accordingly, the terminal device of the embodiment of the application 

requests the network device through a request message transmitted to the network 

device to allocate the resource on a mixed carrier, and then the terminal device may 5 

transmit data to another terminal device by use of resources on both the mixed carrier 

and the dedicated carrier. Therefore, flexible resource configuration is implemented, 

and a utilization rate of resources is increased. 

Optionally, as an embodiment, the request message may include the shared 

resource pool information and a first valid time, the first valid time being for 10 

indicating a valid time of the shared resource pool. 

Optionally, as an embodiment, the resource configuration information may 

include a second valid time, the second valid time being for indicating a valid time of 

the first transmission resource. 

Optionally, as an embodiment, the shared resource pool information may 15 

include time-domain information of the shared resource pool. 

Optionally, as an embodiment, the first transmission resource does not overlap 

with a resource in the shared resource pool in a time domain. 

Optionally, as an embodiment, when transmission power of the terminal 

device is larger than or equal to preset power, multiple carriers in the second 20 

transmission resource may overlap in the time domain, and/or, when the transmission 

power of the terminal device is lower than the preset power, the multiple carriers in 

the second transmission resource may not overlap in the time domain. 

Optionally, as an embodiment, the processor 610 is configured to determine 

the second transmission resource from the first transmission resource. 25 

Optionally, as an embodiment, the processor 610 is configured to determine 

the second transmission resource based on the first transmission resource and 

according to a preset rule, the preset rule including at least one of a CBR result, 

priority of a service with the second terminal device and a capability of the terminal 

device in simultaneous transmission of the multiple carriers. 30 

Optionally, as an embodiment, the transceiver 620 is configured to receive 

data transmitted by a third terminal device using a third transmission resource, the 

third transmission resource including the mixed carrier. 
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Optionally, as an embodiment, the third transmission resource may be a 

resource configured for the third terminal device by the network device. 

It is to be understood that the terminal device 600 according to the 

embodiment of the application may correspond to the terminal device 400 in the 

embodiment of the application and may correspond to a body executing the method 5 

100 according to the embodiment of the application. The above-mentioned and other 

operations and/or functions of each unit in the terminal device 600 are adopted to 

implement the corresponding flows of the terminal device in each method in FIG. 1 to 

FIG. 3 respectively and will not be elaborated herein for simplicity. 

Accordingly, the terminal device of the embodiment of the application 10 

requests the network device through a request message transmitted to the network 

device to allocate a resource on a mixed carrier, and then the terminal device may 

transmit data to another terminal device by use of the resources on both the mixed 

carrier and a dedicated carrier. Therefore, flexible resource configuration is 

implemented, and the utilization rate of resources is increased. 15 

FIG. 7 is a schematic block diagram of a network device 700 according to an 

embodiment of the application. As shown in FIG. 7, the network device 700 includes: 

a processor 710 and a transceiver 720. The processor 710 may be connected with the 

transceiver 720. Optionally, the network device 700 may further include a memory 

730. The memory 730 may be connected with the processor 710. The processor 710, 20 

the memory 730 and the transceiver 720 may communicate with one another through 

an internal connecting path to transmit control and/or data signals. The memory 730 

may be configured to store an instruction. The processor 710 is configured to execute 

the instruction stored in the memory 730 to control the transceiver 720 to transmit 

information or signals. The transceiver 720 is configured to receive a request message 25 

transmitted by a first terminal device, the request message including at least one of 

capability information, aggregated transmission indication information, mixed carrier 

request information and shared resource pool information. The capability information 

is used for indicating that the first terminal device supports use of multiple carriers, 

the aggregated transmission indication information is used for the first terminal device 30 

to request for use of the multiple carriers, the mixed carrier request information is 

used for requesting the network device to allocate the multiple carriers to the first 

terminal device, the shared resource pool information is used for indicating a shared 
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resource pool corresponding to a dedicated carrier of the first terminal device. The 

multiple carriers have  at least two types of carriers, including a mixed carrier and the 

dedicated carrier, the mixed carrier being configured for a UL, a DL and an SL, the 

dedicated carrier being configured for the SL only and the SL representing data 

transmission between different terminal devices. The processor 710 is configured to 5 

allocate a first transmission resource to the first terminal device according to the 

request message, the first transmission resource including a resource on the mixed 

carrier. The transceiver 720 is further configured to transmit resource configuration 

information to the first terminal device, the resource configuration information being 

used for indicating the first transmission resource, the first transmission resource 10 

being configured for the first terminal device to determine a second transmission 

resource, and the second transmission resource being configured for the first terminal 

device to transmit data to a second terminal device. 

Accordingly, the network device of the embodiment of the application 

receives a request message from the terminal device and allocates a resource on a 15 

mixed carrier to the terminal device according to the request message to enable the 

terminal device to transmit data to another terminal device by use of resources on both 

the mixed carrier and the dedicated carrier. Therefore, flexible resource configuration 

is implemented, and a utilization rate of resources is increased. 

Optionally, as an embodiment, the request message may include the shared 20 

resource pool information and a first valid time, the first valid time being for 

indicating a valid time of the shared resource pool. 

Optionally, as an embodiment, the resource configuration information may 

include a second valid time, the second valid time being for indicating a valid time of 

the first transmission resource. 25 

Optionally, as an embodiment, the shared resource pool information may 

include time-domain information of the shared resource pool. 

Optionally, as an embodiment, the request message may include the shared 

resource pool information, and the processor 710 is configured to determine the first 

transmission resource which does not overlap with a resource in the shared resource 30 

pool in a time domain according to the shared resource pool information. 

It is to be understood that the network device 700 according to the 

embodiment of the application may correspond to the network device 500 in the 
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embodiment of the application and may correspond to a body executing the method 

200 according to the embodiment of the application. The above-mentioned and other 

operations and/or functions of each unit in the network device 700 are adopted to 

implement the corresponding flows executed by the network device in each method in 

FIG. 1 to FIG. 3 respectively and will not be elaborated herein for simplicity. 5 

Accordingly, the network device of the embodiment of the application 

receives a request message transmitted by the terminal device and allocates a resource 

on a mixed carrier to the terminal device according to the request message to enable 

the terminal device to transmit data to the other terminal device by use of the 

resources on both the mixed carrier and a dedicated carrier. Therefore, flexible 10 

resource configuration is implemented, and the utilization rate of resources is 

increased. 

It is to be noted that the method embodiments of the application may be 

applied to a processor or implemented by a processor. The processor may be an 

integrated circuit chip with a signal processing capability. In an implementation 15 

process, each operation of the method embodiments may be completed by an 

integrated logical circuit of hardware in the processor or an instruction in a software 

form. The processor may be a universal processor, a Digital Signal Processor (DSP), 

an Application Specific Integrated Circuit (ASIC), a Field Programmable Gate Array 

(FPGA) or another programmable logical device, discrete gate or transistor logical 20 

device and discrete hardware component. Each method, operation and logical block 

diagram described in the embodiments of the application may be implemented or 

executed. The universal processor may be a microprocessor or any conventional 

processor and the like. The operations of the method described in combination with 

the embodiments of the application may be directly executed and completed by a 25 

hardware decoding processor or executed and completed by a combination of 

hardware and software modules in the decoding processor. The software module may 

be located in a mature storage medium in this field such as a Random Access Memory 

(RAM), a flash memory, a Read-Only Memory (ROM), a Programmable ROM 

(PROM) or Electrically Erasable PROM (EEPROM) and a register. The storage 30 

medium may be arranged in a memory, and the processor may read information from 

the memory, and complete the operations of the methods in combination with 

hardware. 
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It can be understood that the memory in the embodiment of the application 

may be a volatile memory or a nonvolatile memory, or may include both the volatile 

and nonvolatile memories. The nonvolatile memory may be a ROM, a PROM, an 

Erasable PROM (EPROM), an EEPROM or a flash memory. The volatile memory 

may be a RAM, and is used as an external high-speed cache. It is exemplarily but 5 

unlimitedly described that RAMs in various forms may be adopted, such as a Static 

RAM (SRAM), a Dynamic RAM (DRAM), a Synchronous DRAM (SDRAM), a 

Double Data Rate SDRAM (DDRSDRAM), an Enhanced SDRAM (ESDRAM), a 

Synchlink DRAM (SLDRAM) and a Direct Rambus RAM (DR RAM). It is to be 

noted that the memory of a system and method described in the disclosure is intended 10 

to include, but not limited to, memories of these and any other proper types. 

Those of ordinary skill in the art may realize that the units and algorithm steps 

of each example described in combination with the embodiments in the disclosure 

may be implemented by electronic hardware or a combination of computer software 

and the electronic hardware. Whether these functions are executed by hardware or 15 

software depends on specific applications and design constraints of the technical 

solutions. Professionals may realize the described functions for each specific 

application by use of different methods, but such realization shall fall within the scope 

of the application. 

Those skilled in the art may clearly learn about that specific operating 20 

processes of the system, device and unit described above may refer to the 

corresponding processes in the method embodiment and will not be elaborated herein 

for convenient and brief description. 

In some embodiments provided by the application, it is to be understood that 

the disclosed system, device and method may be implemented in other manners. For 25 

example, the device embodiments described above are schematic only. For example, 

division of the units is logic function division only, and other division manners may 

be adopted during practical implementation. For example, multiple units or 

components may be combined or integrated into another system, or some 

characteristics may be neglected or not executed. In addition, coupling or direct 30 

coupling or communication connection between each displayed or discussed 

component may be indirect coupling or communication connection, implemented 

through some interfaces, of the device or the units, and may be electrical and 
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mechanical or adopt other forms. 

The units described as separate parts may or may not be physically separated, 

and the parts displayed as units may or may not be physical units, and namely may be 

located in the same place, or may also be distributed to multiple network units. Part or 

all of the units may be selected to achieve the purpose of the solutions of the 5 

embodiments according to a practical requirement. 

In addition, each functional unit in each embodiment of the application may be 

integrated into a processing unit, each unit may also physically exist independently, 

and two or more than two units may also be integrated into a unit. 

When being realized in form of software functional unit and sold or used as an 10 

independent product, the function may also be stored in a computer-readable storage 

medium. Based on such an understanding, the technical solutions of the application 

substantially or parts making contributions to the conventional art or part of the 

technical solutions may be embodied in form of software product, and the computer 

software product is stored in a storage medium, including a plurality of instructions 15 

configured to enable a computer device (which may be a personal computer, a server, 

a network device or the like) to execute all or part of the steps of the method in each 

embodiment of the application. The storage medium includes: various media capable 

of storing program codes such as a U disk, a mobile hard disk, a ROM, a RAM, a 

magnetic disk or an optical disk. 20 

The above are only the specific implementations of the application and not 

intended to limit the scope of protection of the application. Any variations or 

replacements apparent to those skilled in the art within the technical scope disclosed 

by the application shall fall within the scope of protection of the application. 

Therefore, the scope of protection of the application shall be subject to the scope of 25 

protection of the claims. 
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CLAIMS 

 

1. A method for resource allocation, comprising: 5 

transmitting, by a first terminal device, a request message to a network device,  

      wherein the request message comprising at least one of: capability 

information, aggregated transmission indication information, mixed carrier request 

information and shared resource pool information;  

      the capability information is used for indicating that the first terminal 10 

device supports use of multiple carriers,  

      the aggregated transmission indication information is used for the first 

terminal device to request for use of the multiple carriers,  

      the mixed carrier request information is used for requesting the network 

device to allocate the multiple carriers to the first terminal device,  15 

      the shared resource pool information is used for indicating a shared 

resource pool corresponding to a dedicated carrier of the first terminal device,  

      the multiple carriers have at least two types and the multiple carriers 

comprise a mixed carrier and the dedicated carrier, the mixed carrier being configured 

for an Uplink (UL), a Downlink (DL) and a Sidelink (SL), the dedicated carrier being 20 

configured for an SL only, and the SL representing data transmission between 

different terminal devices; 

receiving, by the first terminal device, resource configuration information 

transmitted by the network device according to the request message, wherein the 

resource configuration information is used for indicating a first transmission resource 25 

allocated to the first terminal device by the network device and the first transmission 

resource comprises a resource on the mixed carrier; 

determining, by the first terminal device, a second transmission resource based 

on the first transmission resource; and 

transmitting, by the first terminal device, data to a second terminal device 30 

through the second transmission resource. 

 

2.  The method of claim 1, wherein the request message comprises the shared resource 

pool information and a first valid time, and the first valid time is for indicating a valid 
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time of the shared resource pool. 

 

3.  The method of claim 1 or 2, wherein the resource configuration information 

comprises a second valid time, and the second valid time is for indicating a valid time 

of the first transmission resource. 5 

 

4.  The method of any one of claims 1-3, wherein the shared resource pool 

information comprises time-domain information of the shared resource pool. 

 

5.  The method of any one of claims 1-4, wherein the first transmission resource does 10 

not overlap with a resource in the shared resource pool in a time domain. 

 

6.  The method of any one of claims 1-5, wherein, when transmission power of the 

first terminal device is larger than or equal to preset power, multiple carriers in the 

second transmission resource overlap in a time domain, and/or 15 

when the transmission power of the first terminal device is lower than the 

preset power, the multiple carriers in the second transmission resource do not overlap 

in the time domain. 

 

7.  The method of any one of claims 1-6, wherein determining, by the first terminal 20 

device, the second transmission resource based on the first transmission resource 

comprises: 

determining, by the first terminal device, the second transmission resource 

from the first transmission resource. 

 25 

8.  The method of any one of claims 1-6, wherein determining, by the first terminal 

device, the second transmission resource based on the first transmission resource 

comprises: 

determining, by the first terminal device, the second transmission resource 

based on the first transmission resource and according to a preset rule,  30 

wherein the preset rule comprises at least one of: a Channel Busy Ratio (CBR) 

result, priority of a service between the first terminal device and the second terminal 

device, and a capability of the first terminal device in simultaneous transmission of 
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the multiple carriers. 

 

9.  The method of any one of claims 1-8, further comprising: 

receiving, by the first terminal device, data transmitted by a third terminal 

device using a third transmission resource, the third transmission resource comprising 5 

the mixed carrier. 

 

10.  The method of claim 9, wherein the third transmission resource is a resource 

configured for the third terminal device by the network device. 

 10 

11.  A method for resource allocation, comprising: 

receiving, by a network device, a request message from a first terminal device,  

         wherein the request message comprises at least one of: capability 

information, aggregated transmission indication information, mixed carrier request 

information and shared resource pool information,  15 

         the capability information is used for indicating that the first terminal 

device supports use of multiple carriers,  

         the aggregated transmission indication information is used for the first 

terminal device to request for use of the multiple carriers,  

         the mixed carrier request information is used for requesting the network 20 

device to allocate the multiple carriers to the first terminal device,  

         the shared resource pool information is used for indicating a shared 

resource pool corresponding to a dedicated carrier of the first terminal device,  

         the multiple carriers have at least two types and the multiple carriers 

comprise a mixed carrier and the dedicated carrier, the mixed carrier being configured 25 

for an Uplink (UL), a Downlink (DL) and a Sidelink (SL), the dedicated carrier being 

configured for the SL only, and the SL representing data transmission between 

different terminal devices; 

allocating, by the network device, a first transmission resource to the first 

terminal device according to the request message, the first transmission resource 30 

comprising a resource on the mixed carrier; and 

transmitting, by the network device, resource configuration information to the 

first terminal device,  



 
30

         wherein the resource configuration information is used for indicating the 

first transmission resource,  

         the first transmission resource is configured for the first terminal device 

to determine a second transmission resource, and  

         the second transmission resource is configured for the first terminal 5 

device to transmit data to a second terminal device. 

 

12.  The method of claim 11, wherein the request message comprises the shared 

resource pool information and a first valid time, the first valid time being for 

indicating a valid time of the shared resource pool. 10 

 

13.  The method of claim 11 or 12, wherein the resource configuration information 

comprises a second valid time, the second valid time being for indicating a valid time 

of the first transmission resource. 

 15 

14.  The method of any one of claims 11-13, wherein the shared resource pool 

information comprises time-domain information of the shared resource pool. 

 

15.  The method of any one of claims 11-14, wherein the request message comprises 

the shared resource pool information, and 20 

allocating, by the network device, the first transmission resource to the first 

terminal device according to the request message comprises: 

        determining, by the network device, the first transmission resource which 

does not overlap with a resource in the shared resource pool in a time domain 

according to the shared resource pool information. 25 

 

16.  A terminal device, comprising: 

a transmitting unit, configured to transmit a request message to a network 

device,  

         wherein the request message comprises at least one of: capability 30 

information, aggregated transmission indication information, mixed carrier request 

information and shared resource pool information,  

         the capability information is used for indicating that the terminal device 
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supports use of multiple carriers,  

          the aggregated transmission indication information is used for the 

terminal device to request for use of the multiple carriers,  

          the mixed carrier request information is used for requesting the network 

device to allocate the multiple carriers to the terminal device,  5 

          the shared resource pool information is used for indicating a shared 

resource pool corresponding to a dedicated carrier of the terminal device,  

          the multiple carriers have at least two types and the multiple carriers 

comprise a mixed carrier and the dedicated carrier, the mixed carrier being configured 

for an Uplink (UL), a Downlink (DL) and a Sidelink (SL), the dedicated carrier being 10 

configured for the SL only, and the SL representing data transmission between 

different terminal devices; 

a receiving unit, configured to receive resource configuration information 

transmitted by the network device according to the request message, wherein the 

resource configuration information is used for indicating a first transmission resource 15 

allocated to the terminal device by the network device, and the first transmission 

resource comprises a resource on the mixed carrier; and 

a determining unit, configured to determine a second transmission resource 

based on the first transmission resource; and  

the transmitting unit is further configured to transmit data to a second terminal 20 

device through the second transmission resource. 

 

17.  The terminal device of claim 16, wherein the request message comprises the 

shared resource pool information and a first valid time, the first valid time being for 

indicating a valid time of the shared resource pool. 25 

 

18.  The terminal device of claim 16 or 17, wherein the resource configuration 

information comprises a second valid time, the second valid time being for indicating 

a valid time of the first transmission resource. 

 30 

19.  The terminal device of any one of claims 16-18, wherein the shared resource pool 

information comprises time-domain information of the shared resource pool. 
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20.  The terminal device of any one of claims 16-19, wherein the first transmission 

resource does not overlap with a resource in the shared resource pool in a time 

domain. 

 

21.  The terminal device of any one of claims 16-20, wherein, when transmission 5 

power of the terminal device is larger than or equal to preset power, multiple carriers 

in the second transmission resource overlap in the time domain, and/or 

when the transmission power of the terminal device is lower than the preset 

power, the multiple carriers in the second transmission resource do not overlap in the 

time domain. 10 

 

22.  The terminal device of any one of claims 16-21, wherein the determining unit is 

specifically configured to: 

determine the second transmission resource from the first transmission 

resource. 15 

 

23.  The terminal device of any one of claims 16-21, wherein the determining unit is 

specifically configured to: 

determine the second transmission resource based on the first transmission 

resource and according to a preset rule,  20 

wherein the preset rule comprising at least one of: a Channel Busy Ratio (CBR) 

result, priority of a service between the terminal device and the second terminal 

device and a capability of the terminal device in simultaneous transmission of the 

multiple carriers. 

 25 

24.  The terminal device of any one of claims 16-23, wherein the receiving unit is 

further configured to: 

receive data transmitted by a third terminal device using a third transmission 

resource, the third transmission resource comprising the mixed carrier. 

 30 

25.  The terminal device of claim 24, wherein the third transmission resource is a 

resource configured for the third terminal device by the network device. 
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26.  A network device, comprising: 

a receiving unit, configured to receive a request message from a first terminal 

device,   

        wherein the request message comprises at least one of: capability 

information, aggregated transmission indication information, mixed carrier request 5 

information and shared resource pool information,  

         the capability information is used for indicating that the first terminal 

device supports use of multiple carriers,  

         the aggregated transmission indication information is used for the first 

terminal device to request for use of the multiple carriers,  10 

         the mixed carrier request information is used for requesting the network 

device to allocate the multiple carriers to the first terminal device,  

         the shared resource pool information is used for indicating a shared 

resource pool corresponding to a dedicated carrier of the first terminal device,  

         the multiple carriers have at least two types and the multiple carriers 15 

comprise a mixed carrier and the dedicated carrier, the mixed carrier being configured 

for an Uplink (UL), a Downlink (DL) and a Sidelink (SL), the dedicated carrier being 

configured for the SL only, and the SL representing data transmission between 

different terminal devices; 

a processing unit, configured to allocate a first transmission resource to the 20 

first terminal device according to the request message, wherein the first transmission 

resource comprises a resource on the mixed carrier; and 

a transmitting unit, configured to transmit resource configuration information 

to the first terminal device,  

        wherein the resource configuration information is used for indicating the 25 

first transmission resource,  

         the first transmission resource is configured for the first terminal device 

to determine a second transmission resource, and  

         the second transmission resource is configured for the first terminal 

device to transmit data to a second terminal device. 30 

 

27.  The network device of claim 26, wherein the request message comprises the 

shared resource pool information and a first valid time, the first valid time being for 
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indicating a valid time of the shared resource pool. 

 

28.  The network device of claim 26 or 27, wherein the resource configuration 

information comprises a second valid time, the second valid time being for indicating 

a valid time of the first transmission resource. 5 

 

29.  The network device of any one of claims 26-28, wherein the shared resource pool 

information comprises time-domain information of the shared resource pool. 

 

30.  The network device of any one of claims 26-29, wherein the request message 10 

comprises the shared resource pool information, and 

the processing unit is configured to: 

determine the first transmission resource which does not overlap with a 

resource in the shared resource pool in a time domain according to the shared resource 

pool information. 15 


