DCT COVPRESSI ON USI NG GOLOVB- RI CE CODI NG ABSTRACT OF THE DI SCLOSURE An
apparatus and nethod for encodi ng quanti zed frequency represented data
wherein the data conprised zero and non-zero represented data. For zero
represented data, a zero run length is determ ned. A Golonb paraneter is
determ ned as a function of the zero run length. A quotient is encoded as a
function of the zero run length and t B8 Gol onb parameter. A remainder is
encoded as a function of the zero run length, the Golonb paraneter and the
guotient. The co i cOog i e concatenated. For
non-zero repr esegf(gﬁ&g)ﬁﬁ%%@%ﬁﬁgqy;ﬂ&éﬁg%@ﬂ(g@bgg{}as a function of the
non-zero data value and the sign of the nonzero data value. Figure 1

ABSTRACT OF THE DISCLOSURE

An apparatus and method for encoding quantized frequency represented data
wherein the data comprised zero and non-zero represented data. For zero represented
data, a zero run length is determined. A Golomb parameter is determined as a function of
the zero run length. A quotient is encoded as a function of the zero run length and the
Golomb parameter. A remainder is encoded as a function of the zero run length, the
Golomb parameter and the quotient. The coded quotient and the coded remainder are
concatenated. For non-zero represented data, the nonzero data is encoded as a function of

the non-zero data value and the sign of the nonzero data value.

Figure 1



