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Description 

 

METHOD FOR CONTROLLING INFORMATION APPARATUS AND PROGRAM 

 

Technical Field 

[0001] The present disclosure relates to a method for controlling an information apparatus and 

a program. 

 

Background Art 

[0002] Technologies for remotely monitoring or remotely controlling one or more target 

devices using one remote controller are proposed. 

[0003] Patent Document 1 discloses a technology for remotely operating one or more target 

devices from a monitor of a television set.  Specifically, icons for the one or more target devices 

are displayed on the right side of a monitor screen.  When a desired one of the icons is selected 

(i), a floor plan is displayed on the left side of the monitor screen (ii).  When a pointer is moved 

to the location of installation of a target device desired to be operated in the floor plan (iii), an 

operation screen for the target device selected by moving the pointer is displayed on the monitor 

screen (iv) (paragraphs [0138] to [0140] and Figs. 25A and 25B). 

[0004] However, Patent Document 1 described above needs a further improvement. 

[0005] Patent Document 1: Japanese Patent Application Laid-open No. 2007-104567 

 

Summary of the Invention 

[0006] In order to address the foregoing issue, an aspect of the present invention provides a 

method for controlling an information apparatus, the information apparatus having a display and 

being connected to a network, one or more target devices, which are installed in a building, being 

controlled over the network, the method causing a computer of the information apparatus to: 

display on the display one or more device type icons representing types of the respective target 

devices installed in the building; display on the display one or more room icons representing 

each of rooms included in the building; when it is determined that selection of any one of the 

device type icons among the one or more device type icons is detected, display one or more 

room icons each representing a room, in which a target device of a type corresponding to the 

selected device type icon is installed, in a different display mode from a display mode for one or 

more room icons each representing a room, in which the target device of the type corresponding 

to the selected device type icon is not installed; when it is determined that selection of any one of 

the room icons among the one or more room icons displayed in the different display mode is 
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detected, display on the display a first operation screen for operating a controlled target device, 

the controlled target device being installed in a room corresponding to the selected room icon, 

the type of the controlled target device corresponding to the selected device type icon; and output 

a control command for controlling the controlled target device to the network based on an 

operation on the first operation screen, the controlled target device being installed in a room 

corresponding to the selected room icon, the type of the controlled target device corresponding to 

the selected device type icon. 

[0007] According to the aspect described above, it is possible to embody a further 

improvement. 

 

Brief Description of the Drawings 

[0008] Fig. 1 is a diagram showing an overall configuration of a home control system to which 

a home controller according to an embodiment of the present invention is applied. 

 Fig. 2 is a diagram showing main devices to be controlled by the home controller 

according to an embodiment of the present invention. 

 Fig. 3 is a block diagram showing the configuration of the home controller, a device, 

and a server according to an embodiment of the present invention. 

 Fig. 4 is a diagram showing a configuration example of the form of implementation of 

the home controller according to an embodiment of the present invention. 

 Fig. 5 is a diagram showing the configuration of a basic screen of the home controller 

according to an embodiment of the present invention. 

 Fig. 6A is a diagram showing an example of a display screen on a display when a device 

type icon is selected on the basic screen according to an embodiment of the present invention. 

 Fig. 6B is a diagram showing another example of a display screen on a display when a 

device type icon is selected on the basic screen according to an embodiment of the present 

invention. 

 Fig. 6C is a diagram showing another example of a display screen on a display when a 

device type icon is selected on the basic screen according to an embodiment of the present 

invention. 

 Fig. 7 is a diagram showing an example of a detail control screen that is displayed on a 

display of a home controller when a room icon is selected in the display example shown in Fig. 

6C according to an embodiment of the present invention. 

 Fig. 8 is a diagram showing an example of a room screen that is displayed on a display 

of a home controller according to an embodiment of the present invention. 

 Fig. 9 is a diagram showing another example of a detail control screen that is displayed 
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on a display of a home controller according to an embodiment of the present invention. 

 Fig. 10 is a diagram showing another example of a room screen that is displayed on a 

display of a home controller according to an embodiment of the present invention. 

 Fig. 11 is a diagram showing an example of transition of a display screen on a display 

according to an embodiment of the present invention. 

 Fig. 12 is a diagram showing an example of transition of a display screen on a display 

according to an embodiment of the present invention. 

 Fig. 13 is a diagram showing an example of transition of a display screen on a display 

according to an embodiment of the present invention. 

 Fig. 14 is a diagram showing an example of transition of a display screen on a display 

according to an embodiment of the present invention. 

 Fig. 15 is a diagram showing another example of transition of a display screen on a 

display according to an embodiment of the present invention. 

 Fig. 16 is a diagram showing yet another example of transition of a display screen on a 

display according to an embodiment of the present invention. 

 Fig. 17 is a diagram showing still another example of transition of a display screen on a 

display according to an embodiment of the present invention. 

 Fig. 18 is a diagram showing yet another example of a room screen that is displayed on 

a display of a home controller according to an embodiment of the present invention. 

 Fig. 19 is a diagram showing an example of a collective control setting screen that is 

displayed on a display of a home controller according to an embodiment of the present invention. 

 Fig. 20 is a diagram showing an example of transition of a display screen including a 

collective control setting screen according to an embodiment of the present invention. 

 Fig. 21 is a diagram showing a configuration of home information according to an 

embodiment of the present invention. 

 Fig. 22 is a diagram showing a configuration of room information that is managed by a 

server according to an embodiment of the present invention. 

 Fig. 23 is a diagram showing a configuration of room information that is managed by a 

home controller according to an embodiment of the present invention. 

 Fig. 24 is a diagram showing a configuration of a device list that is managed by a server 

according to an embodiment of the present invention. 

 Fig. 25 is a diagram showing a configuration of a device list that is managed by a home 

controller according to an embodiment of the present invention. 

 Fig. 26 is a sequence diagram showing a flow of processes by which a home controller 

acquires home information from a server according to an embodiment of the present invention. 
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terminal to function as the home controller 100, and is executed by a processor of the home 

controller 100.  The home controller 100 may read the application 401 from a computer 

readable recording medium to implement the application 401, or may download the application 

401 from a network to implement the application 401.  The OS 402 is basic software of the 

portable information terminal, and is executed by the processor of the home controller 100.  

The memory 403 is formed from a storage device such as a RAM and a ROM of the home 

controller 100, and stores a group of data included in the application 401.  The processor of the 

home controller 100 executes the application 401 to embody the functions of the touch panel 

control section 102, the display control section 103, the storage section 104, the device 

management section 105, the device control section 106, and the communication control section 

107 shown in Fig. 3.  In addition, the processor of the home controller 100 executes the 

application 401 to cause the memory 403 to function as the storage section 104. 

[0076] It should be noted, however, that in the embodiment, the home controller 100 may be 

implemented by the application 401 alone, may be implemented by the application 401 and the 

OS 402, may be implemented by the application 401, the OS 402, and the memory 403, or may 

be implemented by the application 401, the OS 402, the memory 403, and other hardware (not 

shown).  In any embodiment, the home controller 100 according to the embodiment can be 

embodied.  In the embodiment, the processor and the storage device forming the portable 

information terminal, for example, form a computer.  One of a CPU, an FPGA, and an ASIC or 

a combination of two or more of these may be adopted as the processor.  One of a ROM, a 

RAM, and a hard disk or a combination of two or more of these may be adopted as the storage 

device. 

[0077] Fig. 5 is a diagram showing a configuration of a basic screen of the home controller 

100.  As shown in Fig. 5, the basic screen of the home controller 100 that is displayed on the 

display 101 includes an all-types icon 546, device type icons 515, a floor plan 500, and a next 

page button 506. 

[0078] The all-types icon 546 is an icon representing devices of all types.  The all-types icon 

546 includes a device icon 501 which schematically represents a home that is provided with 

devices of all types.  The all-types icon 546 is labeled “all devices”.  In the present 

embodiment, the all-types icon 546 is selected by default.  Therefore, as shown in Fig. 5, the 

display control section 103 displays the all-types icon 546 in a different mode (for example, in a 

different color or brightness) from the device type icons 515 on the basic screen. 

[0079] The device type icons 515 are icons representing a type of the device 200.  A device 

type icon 515 is prepared for each type of the device 200.  The device type icons 515 include a 

device icon 501 which schematically represents a device that typifies a type of the device 200.  
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The device type icons 515 are labeled with a name or an abbreviated name of a device. 

[0080] In the present embodiment, for example, the display control section 103 arranges the 

all-types icon 546 and the device type icons 515 side by side at an upper end of the display 101.  

In Fig. 5, the display control section 103 displays, in order from left to right, the all-types icon 

546, a device type icon 515 representing an air conditioner, a device type icon 515 representing 

an illumination device, and a device type icon 515 representing an electric shutter apparatus on 

the display 101. 

[0081] The floor plan 500 is a diagram that schematically shows an arrangement of one or more 

rooms that constitute each floor of a house.  The floor plan 500 includes room icons 502 that 

represent rooms.  The room icons 502 schematically represent rooms and are depicted by 

square blocks.  In the floor plan 500, respective room icons 502 representing respective rooms 

that constitute the respective floors are arranged in a matrix pattern. 

[0082] As shown in Fig. 5, the room icons 502 are depicted by blocks of a same size.  The 

room icons 502 are labeled with a name or an abbreviated name of a room.  In addition, floor 

numbers are displayed in a vertical direction, and room icons 502 representing rooms that 

constitute a same floor are arranged in horizontal rows. 

[0083] In the example shown in Fig. 5, since the house is constituted by three floors from the 

1st to 3rd floor, room icons 502 representing rooms that constitute the 3rd floor are arranged in 

row 1, room icons 502 representing rooms that constitute the 2nd floor are arranged in row 2, 

and room icons 502 representing rooms that constitute the 1st floor are arranged in row 3.  

Furthermore, floor numbers such as 1F, 2F, and 3F are presented at a left end of each row. 

[0084] As shown, in the present embodiment, the room icons 502 are depicted by blocks of the 

same size.  Therefore, the floor plan 500 can be commonly applied to a building with a different 

layout.  In addition, for example, the user may move into a building represented by a different 

floor plan.  Even in this case, by adjusting a correspondence between the device 200 to be used 

and a room in which the device 200 is to be installed, the room icons 502 shown in Fig. 5 can be 

continuously used without modification. 

[0085] Fig. 6A is a diagram showing an example of a display screen on the display 101 when a 

device type icon is selected on the basic screen.  When the user selects the device type icon 515 

on the basic screen shown in Fig. 5, the touch panel control section 102 detects the selection 

thereof.  As a result, for example, the display control section 103 displays a background of the 

device icon 501 in the all-types icon 546 in a default color or a default brightness of an area other 

than the all-types icon 546.  In addition, the display control section 103 displays the selected 

device type icon 515 in a different mode.  For example, the different mode may be a different 

color or a different brightness or may be a same mode as a default setting of the all-types icon 
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546. 

[0086] In addition, the display control section 103 respectively displays on the display 101 a 

room icon 502 representing a room in which a device 200 of a type corresponding to the selected 

device type icon 515 is installed and a room icon 502 representing a room in which a device 200 

of a type corresponding to the selected device type icon 515 is not installed in modes that differ 

from each other. 

[0087] For example, in Fig. 6A, a device type icon 515 representing an air conditioner has been 

selected by the user.  Accordingly, the device type icon 515 representing an air conditioner is 

displayed in a color that differs from a color for the other device type icons 515. 

[0088] In addition, for example, in Fig. 6A, air conditioners are installed in a living room, a 

dining room, a main bedroom, a child room, and a bedroom.  On the other hand, air 

conditioners are not installed in a kitchen, an entrance, a toilet, a staircase, a bathroom, and a 

washroom.  In this case, when the touch panel control section 102 detects selection of the 

device type icon 515 representing an air conditioner by the user, the display control section 103 

lowers the brightness of the respective room icons 502 representing the kitchen, the entrance, the 

toilet, the staircase, the bathroom, and the washroom.  Alternatively, the display control section 

103 may increase the brightness of the respective room icons 502 representing the living room, 

the dining room, the main bedroom, the child room, and the bedroom.  Further alternatively, the 

display control section 103 may change the colors of the respective room icons 502 representing 

the kitchen, the entrance, the toilet, the staircase, the bathroom, and the washroom to, for 

example, gray. 

[0089] As described above, in Fig. 6A, the room icons 502 representing rooms in which a 

device 200 of a type corresponding to the selected device type icon 515 is installed and the room 

icons 502 representing rooms in which a device 200 of a type corresponding to the selected 

device type icon 515 is not installed are displayed in modes that differ from each other on the 

display 101.  Accordingly, an erroneous operation in which the user next selects a room icon 

502 representing a room in which a device 200 of a type corresponding to the selected device 

type icon 515 is not installed can be prevented. 

[0090] Figs. 6B and 6C are diagrams respectively showing other examples of a display screen 

on the display 101 when a device type icon is selected on the basic screen. 

[0091] In Fig. 6B, when the touch panel control section 102 detects selection of the device type 

icon 515 representing an air conditioner by the user, the display control section 103 hides the 

respective room icons 502 representing the kitchen, the entrance, the toilet, the staircase, the 

bathroom, and the washroom where air conditioners are not installed.  In other words, the 

display control section 103 erases the respective room icons 502 representing the kitchen, the 
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entrance, the toilet, the staircase, the bathroom, and the washroom in which air conditioners are 

not installed from the floor plan 500. 

[0092] In Fig. 6C, when the touch panel control section 102 detects selection of the device type 

icon 515 representing an air conditioner by the user, the display control section 103 hides the 

respective room icons 502 representing the kitchen, the entrance, the toilet, the staircase, the 

bathroom, and the washroom where air conditioners are not installed in a similar manner to Fig. 

6B.  In Fig. 6C, the display control section 103 further rearranges display positions of the 

respective room icons 502 representing the living room, the dining room, the main bedroom, the 

child room, and the bedroom where air conditioners are installed closely to, for example, a left 

end where floor numbers are shown.  Accordingly, a display area of the floor plan 500 is 

reduced.  Moreover, arranging the display positions of the respective room icons 502 closely to 

the left end in Fig. 6C is merely an example and the display positions may be arranged closely to 

the right end. 

[0093] Fig. 7 is a diagram showing an example of a detail control screen 522 that is displayed 

on the display 101 of the home controller 100 when a room icon 502 is selected in the display 

example shown in Fig. 6C.  For example, when the user selects the room icon 502 representing 

the living room on the basic screen shown in Fig. 6C, the touch panel control section 102 detects 

the selection thereof.  As a result, the display control section 103 displays the selected room 

icon 502 representing the living room in, for example, a different color.  In addition, the display 

control section 103 displays the detail control screen 522 for controlling the air conditioner in the 

living room in a vacant area of the display 101 which had been created by the reduction in size of 

the floor plan 500. 

[0094] Moreover, Fig. 7 shows an example where one air conditioner is installed in the living 

room.  Alternatively, when two or more air conditioners are installed in the living room, the 

detail control screen 522 shown in Fig. 7 may be configured as an operation screen for 

collectively controlling setting of the two or more air conditioners.  The detail control screen 

522 shown in Fig. 7 corresponds to an example of the first operation screen. 

[0095] As shown in Fig. 7, the detail control screen 522 includes a detail control button 505.  

The detail control button 505 is a button for controlling a state of the device 200 in detail.  In 

Fig. 7, since the device 200 is an air conditioner, the detail control screen 522 includes a detail 

control button 505 for setting temperature, a detail control button 505 for setting air flow 

direction, and a detail control button 505 for setting air volume. 

[0096] In addition, the display control section 103 controls a display state of the detail control 

button 505 according to a status of the device 200 that is managed by the device management 

section 105.  Fig. 7 shows that the air conditioner in the living room is set to a temperature of 
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“28 C”, an air flow direction of “downward”, and an air volume of “medium”.  Accordingly, 

the user can readily learn a detailed current status of an air conditioner. 

[0097] When the user selects the detail control button 505 in a state where the detail control 

screen 522 is displayed as shown in Fig. 7, the touch panel control section 102 detects the 

selection thereof.  Accordingly, the device control section 106 generates a control command in 

accordance with the detail control button 505 selected by the user.  In addition, the device 

control section 106 transmits the generated control command to the air conditioner in the living 

room via the communication control section 107 and the network.  The display control section 

103 changes a display state of the detail control button 505 in accordance with the selection of 

the detail control button 505 by the user. 

[0098] In Fig. 7, for example, when the user selects an upward arrow button of the detail 

control button 505 for setting temperature, the touch panel control section 102 detects the 

selection thereof.  As a result, the device control section 106 generates a control command for 

raising the temperature setting by 1 C.  The device control section 106 transmits the generated 

control command to the air conditioner in the living room via the communication control section 

107 and the network.  The display control section 103 changes a display temperature of the 

detail control button 505 for temperature setting to 29 C. 

[0099] In Fig. 7, for example, when the user selects an “upward” button of the detail control 

button 505 for setting air flow direction, the touch panel control section 102 detects the selection 

thereof.  As a result, the device control section 106 generates a control command for changing 

the air flow direction to upward.  The device control section 106 transmits the generated control 

command to the air conditioner in the living room via the communication control section 107 

and the network.  The display control section 103 restores the “downward” button of the detail 

control button 505 for setting air flow direction to a default color and changes the color of the 

“upward” button. 

[0100] In Fig. 7, for example, when the user selects a “low” button of the detail control button 

505 for setting air volume, the touch panel control section 102 detects the selection thereof.  As 

a result, the device control section 106 generates a control command for changing the air volume 

to low.  The device control section 106 transmits the generated control command to the air 

conditioner in the living room via the communication control section 107 and the network.  The 

display control section 103 restores the “medium” button of the detail control button 505 for 

setting air volume to a default color and changes the color of the “low” button. 

[0101] Fig. 8 is a diagram showing an example of a room screen 540 displayed on the display 

101 of the home controller 100.  For example, when the user selects the room icon 502 on the 

display screen shown in Fig. 6A, the touch panel control section 102 detects the selection 
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thereof.  As a result, the display control section 103 displays a room screen 540 representing a 

room corresponding to the selected room icon 502 on the display 101 in place of the floor plan 

500.  Fig. 8 shows an example where the user has selected the room icon 502 representing the 

living room and two air conditioners are installed in the living room. 

[0102] The room screen 540 includes a display field 600 for displaying power consumption of 

the room, a return button 507, and operation screens 541, 542, and 543.  A name or an 

abbreviated name of the room (“living room” in Fig. 8) is described at center in an upper part of 

the room screen 540.  Based on power consumption 1504 that is included in room information 

1500 (Fig. 23 to be described later), the display control section 103 displays the power 

consumption of the room (the living room in Fig. 8) in the display field 600. 

[0103] The operation screen 543 at the left end in Fig. 8 is an operation screen for controlling 

settings of all devices 200 (air conditioners in Fig. 8) that are installed in the room.  The 

operation screen 543 includes a description that reads “all air conditioners (collective control)”.  

The operation screen 543 includes a device type collective control button 532 and a collective 

control setting button 533.  The device type collective control button 532 includes an “all on” 

button and an “all off” button.  The collective control setting button 533 will be described later 

with reference to Fig. 52. 

[0104] The operation screens 541 and 542 arranged to the right of the operation screen 543 are, 

respectively, operation screens for controlling settings of the devices 200 (air conditioners in Fig. 

8).  A name or an abbreviated name of a corresponding device is described at center in an upper 

part of the operation screens 541 and 542. 

[0105] In Fig. 8, the operation screen 541 that is adjacent to the right of the operation screen 

543 is an operation screen for controlling a first air conditioner 201 installed in the room.  The 

operation screen 541 includes a description that reads “air conditioner 1”.  The operation screen 

542 that is adjacent to the right of the operation screen 541 is an operation screen for controlling 

a second air conditioner 201 installed in the room.  The operation screen 541 includes a 

description that reads “air conditioner 2”. 

[0106] The operation screen 541 for controlling the first air conditioner 201 and the operation 

screen 542 for controlling the second air conditioner 201 respectively include a device icon 501, 

a simple control button 503, and a detail setting button 504.  The simple control button 503 is 

for controlling on/off states of a power supply of the device 200 and includes an “on” button and 

an “off” button.  The operation screens 541, 542, and 543 shown in Fig. 8 correspond to 

examples of the first operation screen. 

[0107] The display control section 103 displays the “on” button or the “off” button of the 

simple control button 503 in a different color in accordance with a status 1709 of a device list 
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1700 (Fig. 25 to be described later) that is managed by the device management section 105.  

Fig. 8 shows that the first air conditioner is turned on but the second air conditioner is not.  

Accordingly, the user can readily learn the status of devices 200 (air conditioners in Fig. 8) that 

are installed in a room (the living room in Fig. 8). 

[0108] When the user selects the simple control button 503 of any of the operation screens 541 

and 542 in a state where the room screen 540 is displayed as shown in Fig. 8, the touch panel 

control section 102 detects the selection thereof.  As a result, the device control section 106 

generates a control command for controlling on/off states of the power supply of the device 200 

corresponding to the selected simple control button 503.  The device control section 106 

transmits the generated control command to the relevant device 200 via the communication 

control section 107 and the network.  In addition, in accordance with a selection of the simple 

control button 503 by the user, the display control section 103 changes display states of the “on” 

button and the “off” button. 

[0109] In Fig. 8, for example, when the user selects the “off” button of the simple control 

button 503 of the operation screen 541 (an example of the first operation screen) of the first air 

conditioner, the touch panel control section 102 detects the selection thereof.  As a result, the 

device control section 106 generates a control command for turning off the power supply of the 

first air conditioner in the living room.  The device control section 106 transmits the generated 

control command to the first air conditioner in the living room via the communication control 

section 107 and the network.  In addition, the display control section 103 restores the “on” 

button of the simple control button 503 of the operation screen 541 of the first air conditioner to 

a default color and changes the color of the “off” button. 

[0110] In Fig. 8, for example, when the user selects the “on” button of the simple control button 

503 of the operation screen 542 (an example of the second operation screen) of the second air 

conditioner, the touch panel control section 102 detects the selection thereof.  As a result, the 

device control section 106 generates a control command for turning on the power supply of the 

second air conditioner in the living room.  The device control section 106 transmits the 

generated control command to the second air conditioner in the living room via the 

communication control section 107 and the network.  In addition, the display control section 

103 restores the “off” button of the simple control button 503 of the operation screen 542 of the 

second air conditioner to a default color and changes the color of the “on” button. 

[0111] In Fig. 8, for example, when the user selects the “all off” button of the device type 

collective control button 532, the touch panel control section 102 detects the selection thereof.  

As a result, the device control section 106 generates a control command for turning off the power 

supplies of all of the air conditioners in the room (the living room in Fig. 8).  In addition, the 
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device control section 106 transmits the generated control command to all of the air conditioners 

in the living room via the communication control section 107 and the network.  The display 

control section 103 changes the color of the “off” button of the simple control button 503 of the 

operation screens 541 and 542 and restores the color of the “on” button to a default color. 

[0112] In Fig. 8, for example, when the user selects the “all on” button of the device type 

collective control button 532, the touch panel control section 102 detects the selection thereof.  

As a result, the device control section 106 generates a control command for turning on the power 

supplies of all of the air conditioners in the room (the living room in Fig. 8).  In addition, the 

device control section 106 transmits the generated control command to all of the air conditioners 

in the living room via the communication control section 107 and the network.  The display 

control section 103 changes the color of the “on” button of the simple control button 503 of the 

operation screens 541 and 542 and restores the color of the “off” button to a default color. 

[0113] Fig. 9 is a diagram showing another example of the detail control screen 522 displayed 

on the display 101 of the home controller 100.  When the user selects the detail setting button 

504 of any of the operation screens 541 and 542 in a state where the room screen 540 including 

the operation screens 541, 542, and 543 is displayed on the display 101 as shown in Fig. 8, the 

touch panel control section 102 detects the selection thereof.  As a result, the display control 

section 103 displays the detail control screen 522 of the device 200 corresponding to the selected 

operation screen 541 or 542 on the display 101 in a lower half of the room screen 540 so as to 

overlap with the operation screens 541, 542, and 543. 

[0114] In Fig. 8, for example, when the user selects the detail setting button 504 (an example of 

the operation button) of the operation screen 541 of the first air conditioner, the touch panel 

control section 102 detects the selection thereof.  As a result, as shown in Fig. 9, the display 

control section 103 displays the detail control screen 522 (an example of the second operation 

screen) of the first air conditioner on the display 101. 

[0115] As shown in Fig. 9, the detail control screen 522 includes the detail control button 505 

and a close button 508.  The detail control button 505 is the same as the detail control button 

505 shown in Fig. 7. 

[0116] In Fig. 9, for example, when the user selects the close button 508, the touch panel 

control section 102 detects the selection thereof.  As a result, the display control section 103 

restores the display state of the display 101 and displays the room screen 540 shown in Fig. 8 on 

the display 101. 

[0117] As shown in Fig. 9, the display control section 103 displays the detail control screen 522 

and the operation screen 541 of the first air conditioner so as to come into contact with each 

other.  In addition, the display control section 103 displays the detail control screen 522 so as to 
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be separated from the operation screen 543 of all air conditioners and the operation screen 542 of 

the second air conditioner.  According to this display, the user can readily understand that the 

detail control screen 522 shown in Fig. 9 is the detail control screen 522 of the first air 

conditioner. 

[0118] Subsequently, in the display screen shown in Fig. 9, for example, when the user selects 

an operation screen 542 or 543 other than the operation screen 541 of the first air conditioner, the 

touch panel control section 102 detects the selection thereof.  As a result, the display control 

section 103 displays the detail control screen 522 of the device 200 corresponding to the selected 

operation screen on the display 101. 

[0119] Fig. 10 is a diagram showing another example of the room screen 540 displayed on the 

display 101 of the home controller 100.  When the user selects the room icon 502 on the basic 

screen shown in Fig. 5, the touch panel control section 102 detects the selection thereof.  As a 

result, the display control section 103 displays the room screen 540 representing a room 

corresponding to the selected room icon 502 on the display 101. 

[0120] On the basic screen shown in Fig. 5, the all-types icon 546 is selected by default as 

described earlier.  Therefore, the room screen 540 shown in Fig. 10 includes operation screens 

of all of the devices that are installed in the room corresponding to the selected room icon 502.  

In other words, the room screen 540 includes the display field 600 for displaying power 

consumption of the room, the next page button 506, the return button 507, and operation screens 

541, 542, 544, and 545. 

[0121] When the touch panel control section 102 detects the selection of the next page button 

506 by the user, the display control section 103 scrolls the operation screens 541, 542, 544, and 

545 and displays the operation screen for controlling the other devices 200 installed in the room 

on the display 101. 

[0122] The operation screen 544 at the left end in Fig. 10 is an operation screen for controlling 

settings of all of the devices 200 that are installed in the room.  The operation screen 544 

includes a description that reads “all devices (collective control)”.  The operation screen 544 

will be described later with reference to Figs. 18 and 19. 

[0123] The operation screens 541 and 542 are respectively the same as the operation screens 

541 and 542 shown in Fig. 8.  The operation screen 545 is an operation screen for controlling 

the illumination device 202 installed in the room.  The operation screen 545 includes a 

description that reads “illumination”.  The operation screen 545 also includes the device icon 

501, the simple control button 503, and the detail setting button 504 in a similar manner to the 

operation screens 541 and 542.  The operation screens 541 and 542 shown in Fig. 10 

correspond to examples of the first operation screen and the operation screen 544 shown in Fig. 
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10 corresponds to an example of the collective operation screen. 

[0124] In Fig. 10, for example, when the user selects the “off” button of the simple control 

button 503 of the operation screen 545, the touch panel control section 102 detects the selection 

thereof.  As a result, the device control section 106 generates a control command for turning off 

the power supply of the illumination device in the living room.  The device control section 106 

transmits the generated control command to the illumination device in the living room via the 

communication control section 107 and the network.  In addition, the display control section 

103 restores the “on” button of the simple control button 503 of the operation screen 545 of the 

illumination device to a default color and changes the color of the “off” button. 

[0125] Figs. 11 to 14 are diagrams showing examples of transition of a display screen on the 

display 101 according to the present embodiment.  An upper diagram in Fig. 11 shows the basic 

screen shown in Fig. 5 and a lower diagram in Fig. 11 shows the display screen shown in Fig. 

6A.  An upper diagram in Fig. 12 shows the display screen shown in Fig. 6A and a lower 

diagram in Fig. 12 shows the display screen shown in Fig. 8.  An upper diagram in Fig. 13 

shows the basic screen shown in Fig. 5 and a lower diagram in Fig. 13 shows the display screen 

shown in Fig. 10.  An upper left diagram in Fig. 14 shows the basic screen shown in Fig. 5, an 

upper right diagram in Fig. 14 shows the display screen shown in Fig. 6A, a lower right diagram 

in Fig. 14 shows the display screen shown in Fig. 8, and a lower left diagram in Fig. 14 shows 

the display screen shown in Fig. 10. 

[0126] On the basic screen shown in the upper diagram in Fig. 11 (the upper left diagram in 

Fig. 14, Fig. 5), when the user brings a contacting object (for example, a finger of the user) 519 

into contact with a device type icon 515 (in this case, the device type icon 515 representing an air 

conditioner) which represents a type of the device 200 to be controlled, the contact is detected by 

the touch panel control section 102.  As a result, for example, the display control section 103 

changes the color of the contacted device type icon 515 as shown in the lower diagram in Fig. 11 

(the upper right diagram in Fig. 14, Fig. 6A).  In addition, the display control section 103 makes 

a display mode of the room icon 502 representing the room in which the device 200 

corresponding to the device type icon 515 is installed different from a display mode of the room 

icon 502 representing the room in which the device 200 corresponding to the device type icon 

515 is not installed.  Accordingly, the display state of the basic screen makes a transition to a 

display state of the display screen in which the device type icon 515 is selected on the basic 

screen. 

[0127] On the other hand, when the user brings the contacting object 519 into contact with the 

all-types icon 546 on the display screen shown in the lower diagram in Fig. 11 (the upper right 

diagram in Fig. 14), the contact is detected by the touch panel control section 102.  As a result, 
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for example, the display control section 103 displays the all-types icon 546 in a different color 

and restores the device type icon 515 of air conditioners and all of the room icons 502 to default 

settings as shown in the upper diagram in Fig. 11 (the upper left diagram in Fig. 14).  

Accordingly, the display state of the display screen in which the device type icon 515 is selected 

on the basic screen makes a transition to the display state of the basic screen. 

[0128] Next, when the user brings the contacting object 519 into contact with the room icon 

502 representing the living room in the display state shown in the upper diagram in Fig. 12 (the 

upper right diagram in Fig. 14, Fig. 6A), the contact is detected by the touch panel control 

section 102.  As a result, as shown in the lower diagram in Fig. 12 (the lower right diagram in 

Fig. 14, Fig. 8), the display control section 103 displays the room screen 540 corresponding to 

the living room on the display 101.  Accordingly, the display state of the display screen in 

which the device type icon 515 is selected on the basic screen makes a transition to the display 

state of the room screen 540. 

[0129] On the other hand, when the user brings the contacting object 519 into contact with the 

return button 507 in the display state of the room screen 540 shown in the lower diagram in Fig. 

12 (the lower right diagram in Fig. 14), the contact is detected by the touch panel control section 

102.  As a result, as shown in the upper diagram in Fig. 12 (the upper right diagram in Fig. 14), 

the display control section 103 displays the original display screen on the display 101.  

Accordingly, the display state of the room screen 540 makes a transition to a display state of the 

display screen in which the device type icon 515 is selected on the basic screen. 

[0130] Next, when the user brings the contacting object 519 into contact with the room icon 

502 representing a room (in this case, the living room) in which the device 200 to be controlled 

is installed on the basic screen shown in the upper diagram in Fig. 13 (the upper left diagram in 

Fig. 14, Fig. 5), the contact is detected by the touch panel control section 102.  As a result, as 

shown in the lower diagram in Fig. 13 (the lower left diagram in Fig. 14, Fig. 10), the display 

control section 103 displays the room screen 540 including operation screens of all of the devices 

installed in the room on the display 101.  Accordingly, the display state of the basic screen 

makes a transition to the display state of the room screen 540. 

[0131] On the other hand, when the user brings the contacting object 519 into contact with the 

return button 507 in the display state of the room screen 540 shown in the lower diagram in Fig. 

13 (the lower left diagram in Fig. 14), the contact is detected by the touch panel control section 

102.  As a result, as shown in the upper diagram in Fig. 13 (the upper left diagram in Fig. 14), 

the display control section 103 displays the basic screen on the display 101.  Accordingly, the 

display state of the room screen 540 makes a transition to the display state of the basic screen. 

[0132] Fig. 15 is a diagram showing another example of transition of a display screen on the 
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display 101 according to the present embodiment.  An upper left diagram, a lower right 

diagram, and a lower left diagram in Fig. 15 are respectively the same as the upper left diagram, 

the lower right diagram, and the lower left diagram in Fig. 14.  The upper left diagram in Fig. 

15 shows the basic screen shown in Fig. 5.  The upper right diagram in Fig. 15 shows the basic 

screen shown in Fig. 6C.  Fig. 15 differs from Fig. 14 solely in the display screen in the upper 

right diagram and is otherwise exactly the same as Fig. 14.  In Fig. 15, the display screen makes 

a transition in exactly the same manner as in Fig. 14. 

[0133] Fig. 16 is a diagram showing yet another example of transition of a display screen on 

the display 101 according to the present embodiment.  An upper left diagram in Fig. 16 shows 

the basic screen shown in Fig. 5, an upper right diagram in Fig. 16 shows the display screen 

shown in Fig. 6C, a lower right diagram in Fig. 16 shows the display screen shown in Fig. 7, and 

a lower left diagram in Fig. 16 shows the display screen shown in Fig. 10. 

[0134] The upper left diagram in Fig. 16 (Fig. 5) shows the same basic screen as the upper left 

diagram in Fig. 14 (Fig. 5).  The upper right diagram in Fig. 16 differs from the upper right 

diagram in Fig. 14 solely in the display mode of the room icon 502.  The transition of display 

screens between the upper left diagram and the upper right diagram in Fig. 16 is performed in a 

similar manner to the transition of display screens between the upper left diagram and the upper 

right diagram in Fig. 14. 

[0135] Next, in the upper right diagram in Fig. 16, when the user brings the contacting object 

into contact with the room icon 502 representing a room (in this case, the living room) in which 

the device 200 to be controlled is installed, the contact is detected by the touch panel control 

section 102.  As a result, as shown in the lower right diagram in Fig. 16, the display control 

section 103 displays the room icon 502 representing the living room in, for example, a different 

color.  In addition, the display control section 103 displays the detail control screen 522 for 

controlling the air conditioner in the living room in a vacant area of the display 101 which had 

been created by the reduction in size of the floor plan 500.  Accordingly, the display state of the 

display screen in which the device type icon 515 is selected on the basic screen makes a 

transition to the display state of the detail control screen 522. 

[0136] Meanwhile, in the display state of the detail control screen 522 shown in the lower right 

diagram in Fig. 16, when the user brings the contacting object into contact with the room icon 

502 representing the living room, the contact is detected by the touch panel control section 102.  

As a result, the display control section 103 restores an original display state as shown in the 

upper right diagram in Fig. 16.  Accordingly, the display state of the detail control screen 522 

makes a transition to a display state of the display screen in which the device type icon 515 is 

selected on the basic screen. 



W5327 

30 

[0137] The upper left diagram and the lower left diagram in Fig. 16 are respectively the same 

as the upper left diagram and the lower left diagram in Fig. 14, and a transition of display screens 

between the upper left diagram and the lower left diagram in Fig. 16 is performed in a similar 

manner to the transition of display screens between the upper left diagram and the lower left 

diagram in Fig. 14. 

[0138] Fig. 17 is a diagram showing still another example of transition of a display screen on 

the display 101 according to the present embodiment.  An upper diagram in Fig. 17 shows the 

display screen shown in Fig. 8 and a lower diagram in Fig. 17 shows the display screen shown in 

Fig. 9. 

[0139] In the display state of the operation screens 541, 542, and 543 shown in the upper 

diagram in Fig. 17 (Fig. 8), when the user brings the contacting object 519 into contact with the 

detail setting button 504 included in the operation screen 541 of the first air conditioner, the 

contact is detected by the touch panel control section 102.  As a result, as shown in the lower 

diagram in Fig. 17 (Fig. 9), the display control section 103 displays the detail control screen 522 

of the first air conditioner on the display 101.  Accordingly, the display state of the room screen 

540 including the operation screens 541, 542, and 543 makes a transition to the display state of 

the room screen 540 including the detail control screen 522. 

[0140] On the other hand, when the user brings the contacting object 519 into contact with the 

close button 508 in the display state of the detail control screen 522 shown in the lower diagram 

in Fig. 17 (Fig. 9), the contact is detected by the touch panel control section 102.  As a result, as 

shown in the upper diagram in Fig. 17 (Fig. 8), the display control section 103 displays the 

operation screens 541, 542, and 543 on the display 101.  Accordingly, the display state of the 

room screen 540 including the detail control screen 522 makes a transition to the display state of 

the room screen 540 which includes the operation screens 541, 542, and 543 but does not include 

the detail control screen 522. 

[0141] Fig. 18 is a diagram showing yet another example of the room screen 540 displayed on 

the display 101 of the home controller 100.  When the user selects the room icon 502 in the 

display state of the display screen in which the device type icon 515 has been selected on the 

basic screen as shown in Fig. 6A, the touch panel control section 102 detects the selection 

thereof.  As a result, the display control section 103 displays the room screen 540 representing a 

room corresponding to the selected room icon 502 on the display 101. 

[0142] The room screen 540 shown in Fig. 18 includes the operation screen 544 for controlling 

settings of all of the devices 200 installed in the room in addition to the display field 600 for 

displaying power consumption of the room, the return button 507, and the operation screens 541, 

542, and 543 of devices (in Fig. 18, air conditioners) that correspond to the selected device type 
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icon 515.  The operation screen 544 is the same as the operation screen 544 shown in Fig. 10. 

[0143] The operation screen 544 for controlling all of the devices 200 installed in the room 

includes a collective control button 509 and a collective control setting button 510.  The 

collective control button 509 includes an “all off” button and an “all on” button. 

[0144] When the user selects the “all off” button of the collective control button 509 in a state 

where the room screen 540 is displayed on the display 101 as shown in Fig. 18, the touch panel 

control section 102 detects the selection thereof.  As a result, the device control section 106 

generates a control command for turning off the power supplies of all of the devices 200 in the 

room (the living room in Fig. 18).  In addition, the device control section 106 transmits the 

generated control command to all of the devices 200 in the living room via the communication 

control section 107 and the network.  The display control section 103 changes the color of the 

“off” button of the simple control button 503 of the operation screens 541 and 542 and changes 

the color of the “on” button to a default color. 

[0145] When the user selects the “all on” button of the collective control button 509 in a state 

where the room screen 540 is displayed on the display 101 as shown in Fig. 18, the touch panel 

control section 102 detects the selection thereof.  As a result, the device control section 106 

generates a control command for turning on the power supplies of all of the devices 200 in the 

room (the living room in Fig. 18).  In addition, the device control section 106 transmits the 

generated control command to all of the devices 200 in the living room via the communication 

control section 107 and the network.  The display control section 103 changes the color of the 

“on” button of the simple control button 503 of the operation screens 541 and 542 and changes 

the color of the “off” button to a default color. 

[0146] When the user selects the collective control setting button 510 in a state where the room 

screen 540 is displayed on the display 101 as shown in Fig. 18, the touch panel control section 

102 detects the selection thereof.  As a result, the display control section 103 displays a 

collective control setting screen 525 shown in Fig. 19 in the room screen 540 so as to overlap 

with lower half portions of the operation screens 541 to 544. 

[0147] Fig. 19 is a diagram showing an example of the collective control setting screen 525 

displayed on the display 101 of the home controller 100.  The collective control setting screen 

525 includes a close button 508, a setting button 526, a next page button 527, and a device name 

528.  The setting button 526 includes a “set” button and a “do not set” button.  The collective 

control setting screen 525 includes a description that reads “collective control setting” at a left 

end thereof and is configured so as to be clearly recognizable as the collective control setting 

screen 525. 

[0148] The device name 528 is described to the right of where the description reading 
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“collective control setting” is located.  As the device name 528, in the example shown in Fig. 

19, “air conditioner 1” that represents the first air conditioner is described in a first row, “air 

conditioner 2” that represents the second air conditioner is described in a second row, and 

“illumination” that represents an illumination device is described in a third row.  The setting 

button 526 is arranged in correspondence with each of the device names 528. 

[0149] As shown in Fig. 19, the display control section 103 displays the collective control 

setting screen 525 and the operation screen 544 of all devices so as to come into contact with 

each other.  In addition, the display control section 103 displays the collective control setting 

screen 525 and the respective operation screens 541, 542, and 543 so as to be separated from one 

another.  Due to this display state, the user can readily understand that the collective control 

setting screen 525 shown in Fig. 19 is a screen that corresponds to the operation screen 544 of all 

devices. 

[0150] When the user selects, for example, the “do not set” button of the setting button 526 

corresponding to the second air conditioner in a state where the collective control setting screen 

525 is displayed, the touch panel control section 102 detects the selection thereof.  As a result, 

the display control section 103 changes the color of the “do not set” button of the setting button 

526 corresponding to the second air conditioner as shown in Fig. 19.  In addition, the device 

control section 106 removes the second air conditioner from control targets of the collective 

control button 509 shown in Fig. 18. 

[0151] Once the second air conditioner is removed from the control targets of the collective 

control button 509, even if the touch panel control section 102 detects selection of the “all off” 

button of the collective control button 509 by the user, the device control section 106 does not 

generate a control command for turning off the power supply of the second air conditioner.  In a 

similar manner, even if the touch panel control section 102 detects selection of the “all on” 

button of the collective control button 509 by the user, the device control section 106 does not 

generate a control command for turning on the power supply of the second air conditioner. 

[0152] When the touch panel control section 102 detects selection of the next page button 527 

by the user in a state where the collective control setting screen 525 shown in Fig. 19 is 

displayed, the display control section 103 scrolls the device name 528 and the setting button 526 

and displays a screen for controlling setting of other devices 200 that are installed in the room on 

the display 101. 

[0153] As described above, by providing the collective control setting screen 525, a device 200 

whose operation is disrupted if a power supply thereof is turned off such as the refrigerator 205 

can be excluded from the control targets of the collective control button 509. 

[0154] Fig. 20 is a diagram showing an example of transition of a display screen including the 
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collective control setting screen 525 according to the present embodiment.  An upper diagram 

in Fig. 20 shows the display screen shown in Fig. 18 and a lower diagram in Fig. 20 shows the 

display screen shown in Fig. 19. 

[0155] In the display state of the operation screens 541 to 544 shown in the upper diagram of 

Fig. 20 (Fig. 18), when the user brings the contacting object 519 into contact with the collective 

control setting button 510 of the operation screen 544 for all devices, the touch panel control 

section 102 detects the contact thereof.  As a result, as shown in the lower diagram in Fig. 20 

(Fig. 19), the display control section 103 displays the collective control setting screen 525 on the 

display 101.  Accordingly, the display state of the room screen 540 including the operation 

screens 541 to 544 makes a transition to the display state of the room screen 540 including the 

collective control setting screen 525. 

[0156] On the other hand, when the user brings the contacting object 519 into contact with the 

close button 508 in the display state of the collective control setting screen 525 shown in the 

lower diagram in Fig. 20 (Fig. 19), the contact is detected by the touch panel control section 102.  

As a result, as shown in the upper diagram in Fig. 20 (Fig. 18), the display control section 103 

displays the operation screens 541 to 544 on the display 101.  Accordingly, the display state of 

the room screen 540 including the collective control setting screen 525 makes a transition to the 

display state of the room screen 540 which includes the operation screens 541 to 544 but does 

not include the collective control setting screen 525. 

[0157] Fig. 21 is a diagram showing a configuration of the home information 1300.  The home 

information 1300 is managed per home by the server 300.  Based on the home information 

1300 acquired from the server 300, the home controller 100 controls display of the basic screen, 

the room icon 502, or the like.  As shown in Fig. 21, the home information 1300 includes room 

information 1400 and a device list 1600 that is managed by the server 300. 

[0158] Fig. 22 is a diagram showing a configuration of the room information 1400 that is 

managed by the server 300.  As shown in Fig. 22, the room information 1400 includes a room 

ID 1401, a room type 1402, a story 1403, and power consumption 1404.  The room ID 1401 is 

an identifier for identifying a room.  The room type 1402 represents a type of a room.  The 

story 1403 indicates which floor a room is on.  The power consumption 1404 represents total 

power consumption by devices 200 installed in a room.  For example, Fig. 22 shows that the 

total power consumption of all of the devices 200 including the air conditioner 201 and the 

illumination device 202 which are installed in the living room is 812 kwh. 

[0159] Fig. 23 is a diagram showing a configuration of the room information 1500 that is 

managed by the home controller 100.  As shown in Fig. 23, the room information 1500 includes 

a room ID 1501, a room type 1502, a story 1503, and power consumption 1504 in a similar 
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manner to the room information 1400.  The home controller 100 acquires the room information 

1400 from the server 300 and manages the acquired room information 1400 as the room 

information 1500.  Moreover, the home controller 100 may acquire power consumption of each 

room from a distribution panel.  Alternatively, the home controller 100 may obtain power 

consumption of each room by integrating power consumption of each device. 

[0160] Fig. 24 is a diagram showing a configuration of the device list 1600 that is managed by 

the server 300.  As shown in Fig. 24, the device list 1600 includes a device ID 1601, a device 

type 1602, a model 1603, an arrangement 1604, capability information 1605, a control command 

transmission destination 1606, power consumption 1607, and a status 1608. 

[0161] The device ID 1601 is an identifier of the device 200.  The device type 1602 represents 

a type of the device 200.  The model 1603 represents a model of the device 200.  The 

arrangement 1604 represents a room in which the device 200 is installed. 

[0162] The capability information 1605 represents contents by which the device 200 can be 

controlled or a state that can be acquired from the device 200.  For example, with respect to an 

air conditioner whose device ID is A, temperature, air flow direction, and air volume can be 

controlled.  The control command transmission destination 1606 represents a transmission 

destination of a control command for controlling the device 200.  For example, with the air 

conditioner whose device ID is A, since the control command transmission destination 1606 is a 

device, the control command is directly transmitted from the home controller 100 to the device 

200.  A control command is a command for operating the device 200 or checking the state of 

the device 200. 

[0163] The power consumption 1607 represents power consumption by the device 200.  For 

example, Fig. 24 shows that the power consumption corresponding to the device ID A is 204 

kwh.  The status 1608 represents a current status of the device 200.  For example, Fig. 24 

shows that a setting temperature of the air conditioner whose device ID is A is 27 C and that an 

electric shutter apparatus whose device ID is E is closed. 

[0164] Moreover, the device list 1600 that is managed by the server may be omitted from the 

home information 1300.  In this case, the home controller 100 may acquire information 

corresponding to the device type 1602, the model 1603, and capability information 1605 which 

are described in the device list 1600 that is managed by the server directly from the device 200. 

[0165] Fig. 25 is a diagram showing a configuration of the device list 1700 that is managed by 

the home controller 100.  Based on information in this device list 1700, the home controller 100 

arranges device type icons 515 on the basic screen and controls devices 200. 

[0166] The device list 1700 includes a device ID 1701, a device type 1702, a model 1703, an 

arrangement 1704, capability information 1705, a control command transmission destination 



W5327 

35 

1706, an IP address 1707, a power consumption 1708, and a status 1709.  The device ID 1701 

to the control command transmission destination 1706, the power consumption 1708, and the 

status 1709 share the same contents as items with the same names in Fig. 24. 

[0167] In the device list 1700, contents of the device type 1702, the model 1703, the 

arrangement 1704, the capability information 1705, the control command transmission 

destination 1706, the power consumption 1708, and the status 1709 can be acquired by the 

device management section 105 by having the server 300 transmit the device list 1600.  The IP 

address 1707 is acquired by the device management section 105 from the device 200.  

However, when the device type 1702, the model 1703, the capability information 1705, the 

control command transmission destination 1706, the power consumption 1708, and the status 

1709 can be directly acquired from the device 200, the device management section 105 may 

prioritize such contents. 

[0168] Moreover, as for the control command transmission destination 1706, contents 

determined in advance by the home controller system may be adopted instead of acquiring the 

control command transmission destination 1706 from the server 300 or the device 200, the 

control command transmission destination 1706 may be automatically determined based on a 

state of the network to which the home controller 100 is connected or the like, or the control 

command transmission destination 1706 may be set by the user.  In addition, the home 

controller 100 may acquire power consumption of each device from a distribution panel.  

Alternatively, the home controller 100 may acquire the power consumption of each device 

directly from the device 200. 

[0169] As shown in Figs. 22 and 23, in the present embodiment, the room information is 

managed by both the home controller 100 and the server 300.  Alternatively, the room 

information may be managed by only one of the home controller 100 and the server 300 (for 

example, the server 300), and the other of the home controller 100 and the server 300 (for 

example, the home controller 100) may acquire room information from the server 300 as needed. 

[0170] In a similar manner, as shown in Figs. 24 and 25, in the present embodiment, device 

lists are managed by both the home controller 100 and the server 300.  Alternatively, a device 

list may be managed by only one of the home controller 100 and the server 300 (for example, the 

server 300), and the other of the home controller 100 and the server 300 (for example, the home 

controller 100) may acquire the device list from the server 300 as needed.  In this case, the IP 

address 1707 in the device list 1700 that is managed by the home controller 100 may also be 

managed by the server 300. 

[0171] Next, a flow of control of the device 200 by the home controller 100 will be described 

with reference to the drawings. 
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[0172] Fig. 26 is a sequence diagram showing a flow of processes by which the home 

controller 100 acquires the home information 1300 from the server 300.  The home controller 

100 acquires the home information 1300 from the server 300 at an arbitrary timing such as upon 

initial use or upon activation.  Based on the acquired home information 1300, the home 

controller 100 updates a display content on the display 101 by generating the basic screen shown 

in Fig. 5 or the like. 

[0173] First, the device management section 105 of the home controller 100 transmits a home 

information request to the server 300 (S3201).  In this case, the home information request at 

least includes a home controller ID that indicates a user of the home controller 100 or a home in 

which the home controller 100 is to be used.  The home information management section 301 

of the server 300 having received the home information request searches for home information 

1300 corresponding to the home controller ID from the storage section 304 (S3202) and 

transmits the home information 1300 to the home controller 100 (S3203).  The device 

management section 105 of the home controller 100 stores the home information 1300 received 

from the server 300 in the storage section 104 and, based on the home information 1300, the 

display control section 103 generates a basic screen and updates the display screen on the display 

101 by displaying the generated basic screen on the display 101 or the like (S3204). 

[0174] For example, the update of the display screen on the display 101 includes updates of all 

kinds of information such as an update of the room icon 502 as a result of a change made to the 

layout due to renovation or the like, an update of power consumption, registration of a newly 

installed device 200 and an update of the room icon 502, and an update of a status of the device 

200.  This description is also applicable to the update of a display screen in other sequence 

diagrams to be described later. 

[0175] Fig. 27 is a sequence diagram of a flow of processes by which the home controller 100 

detects a device 200 on a network after the home controller 100 connects to the network.  Fig. 

27 will be described on the assumption that a device A 200 whose device ID is A and a device B 

200 whose device ID is B shown in Fig. 25 are connected to the network. 

[0176] When the home controller 100 connects to the network upon initial use or activation of 

the home controller 100 (S3301), the device management section 105 of the home controller 100 

broadcasts a device search request to all of the devices 200 on the network (S3302).  The device 

A 200 having received the device search request sends a device search response to the home 

controller 100 (S3303).  The home controller 100 having received the device search response 

acquires device information from the device A 200 (S3304) and updates the display screen 

(S3305). 

[0177] In a similar manner, the device B 200 having received the device search request sends a 
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device search response to the home controller 100 (S3306).  The home controller 100 having 

received the device search response acquires device information from the device B 200 (S3307) 

and updates the display screen (S3308).  In this case, device information refers to information 

indicating a device type, a model, capability information, and the like of the device 200.  Based 

on the device information, the device management section 105 of the home controller 100 

generates the device list 1700 (refer to Fig. 25). 

[0178] Fig. 28 is a sequence diagram of a flow of processes by which the home controller 100 

detects a device 200 on a network when the device 200 connects to the network.  When the 

device A 200 connects to the network upon initial use or activation (S3401), the device A 200 

broadcasts a network connection notification to all of the home controllers 100 on the network 

(S3402).  In the home controller 100 having received the network connection notification, the 

device management section 105 acquires device information from the device A 200 (S3403) and 

the display control section 103 updates the display screen (S3404).  A process that is performed 

upon connection of the device B 200 to the network is similar to that of the device A 200 (S3405 

to S3408). 

[0179] Fig. 29 is a flow chart showing a flow of processes by which the home controller 100 

controls the device 200 when a basic screen (Fig. 5) or the room screen 540 (Fig. 8) including 

the operation screens 541 to 543 is displayed on the display 101 according to an embodiment of 

the present invention. 

[0180] First, on the basic screen or the operation screens 541 to 543, the touch panel control 

section 102 detects a start of contact of a contacting object with the display 101 by the user 

(S5701).  Next, the touch panel control section 102 determines whether or not the user has 

selected the device type icon 515 (S5702). 

[0181] When the user has selected the device type icon 515 (YES in S5702), the display control 

section 103 acquires all device information of devices 200 whose device type matches that of the 

selected device type icon 515 (S5703).  Specifically, for example, when the user has selected 

the device type icon 515 of an air conditioner, the display control section 103 acquires all 

information in which the device type 1702 is an air conditioner from the device list 1700 (Fig. 

25) as device information. 

[0182] Next, the display control section 103 acquires all room information included in the 

acquired device information (S6104).  Specifically, for example, the display control section 103 

acquires all arrangements 1704 with respect to the device type 1702 of air conditioner from the 

device list 1700 (Fig. 25) as room information. 

[0183] Next, the display control section 103 differentiates display modes of the room icons 502 

that represent rooms in which the device 200 represented by the selected device type icon 515 is 
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installed and the room icons 502 that represent rooms in which the device 200 represented by the 

selected device type icon 515 is not installed (S5705).  Subsequently, the process ends.  Due to 

S5705, a display screen (for example, Fig. 6A) in which the device type icon 515 is selected on 

the basic screen is displayed on the display 101. 

[0184] On the other hand, in S5702, when the user has not selected the device type icon 515 

(NO in S5702), the touch panel control section 102 determines whether or not the user has 

selected a room icon 502 (S5706).  When the user has selected a room icon 502 (YES in 

S5706), the display control section 103 displays the operation screens 541 to 543 of the devices 

200 which are installed in rooms corresponding to the selected room icon 502 and which 

correspond to the device type icon 515 selected in S5702 in the room screen 540 (S5707).  

Subsequently, the process ends. 

[0185] On the other hand, when the user has not selected a room icon 502 in S5706 (NO in 

S5706), the touch panel control section 102 determines whether or not the user has selected the 

simple control button 503 of the operation screens 541 and 542 or the device type collective 

control button 532 of the operation screen 543 (S5708).  When the user has selected the simple 

control button 503 or the device type collective control button 532 (YES in S5708), the device 

control section 106 generates a control command corresponding to control of the selected simple 

control button 503 or device type collective control button 532 (S5709).  Next, the device 

control section 106 executes a control command transmission flow (S5710) to be described later 

with reference to Fig. 31.  Subsequently, the process ends. 

[0186] On the other hand, when the user has selected neither the simple control button 503 nor 

the device type collective control button 532 in S5708 (NO in S5708), the touch panel control 

section 102 determines whether or not the user has selected the detail setting button 504 of the 

operation screens 541 and 542 (S5711).  When the user has selected the detail setting button 

504 (YES in S5711), the display control section 103 displays the detail control screen 522 in the 

room screen 540 on the display 101 (S5712).  Subsequently, the process ends. 

[0187] On the other hand, in S5711, when the user has not selected the detail setting button 504 

of the operation screens 541 and 542 (NO in S5711), the touch panel control section 102 

determines whether or not the user has selected the return button 507 of the room screen 540 

(S5713).  When the user has selected the return button 507 (YES in S5713), the display control 

section 103 restores the display screen of the room icon 502 by displaying a display screen (for 

example, Fig. 6A) in which the device type icon 515 is selected on the basic screen on the 

display 101 (S5714).  Subsequently, the process ends.  On the other hand, in S5713, if the user 

has not selected the return button 507 on the room screen 540 (NO in S5713), the process ends. 

[0188] Fig. 30 is a flow chart showing a flow of processes by which the home controller 100 
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controls the device 200 when the room screen 540 (Fig. 9) including the detail control screen 522 

is displayed on the display 101 according to an embodiment of the present invention. 

[0189] First, on the detail control screen 522, the touch panel control section 102 detects a start 

of contact of the contacting object 519 with the display 101 by the user (S5801).  Next, the 

touch panel control section 102 determines whether or not the user has selected another 

operation screen (an operation screen other than an operation screen corresponding to the 

displayed detail control screen 522 among the operation screens 541, 542, and 543) (S5802).  

When the user has selected another operation screen (YES in S5802), the display control section 

103 displays the detail control screen 522 of the device 200 corresponding to the selected 

operation screen on the display 101 in place of the detail control screen 522 being displayed 

(S5803).  Subsequently, the process ends.  In S5803, for example, when the user selects the 

operation screen 542 in Fig. 9, the display control section 103 displays the detail control screen 

522 of the second air conditioner on the display 101 in place of the detail control screen 522 of 

the first air conditioner. 

[0190] On the other hand, in S5802, when the user has not selected another operation screen 

(NO in S5802), the touch panel control section 102 determines whether or not the user has 

selected the detail control button 505 (S5804).  When the user has selected the detail control 

button 505 (YES in S5804), the device control section 106 generates a control command 

corresponding to control of the selected detail control button 505 (S5805).  Next, the device 

control section 106 executes a control command transmission flow (S5806) to be described later 

with reference to Fig. 31.  Subsequently, the process ends. 

[0191] On the other hand, in S5804, when the user has not selected the detail control button 

505 (NO in S5804), the touch panel control section 102 determines whether or not the user has 

selected the return button 507 of the room screen 540 (S5807).  When the user has selected the 

return button 507 (YES in S5807), the display control section 103 restores the display screen of 

the room icon 502 by displaying a display screen (for example, Fig. 6A) in which the device type 

icon 515 is selected on the basic screen on the display 101 (S5808).  Subsequently, the process 

ends. 

[0192] On the other hand, in S5807, when the user has not selected the return button 507 on the 

room screen 540 (NO in S5807), the touch panel control section 102 determines whether or not 

the user has selected the close button 508 on the detail control screen 522 (S5809).  When the 

user has selected the close button 508 (YES in S5809), the display control section 103 displays 

the original operation screens 541 to 543 in the room screen 540 (Fig. 8) on the display 101 

(S5810).  Subsequently, the process ends.  On the other hand, in S5809, if the user has not 

selected the close button 508 (NO in S5809), the process ends. 
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[0193] Fig. 31 is a flow chart showing details of the control command transmission flow that is 

executed in S5710 in Fig. 29 and in S5806 in Fig. 30.  First, the device control section 106 

determines whether or not the home controller 100 is connected to a home network (S3701), and 

if the home controller 100 is connected to the home network (YES in S3701), the device control 

section 106 checks a transmission destination of a control command according to contents of the 

control command transmission destination 1706 in the device list 1700 (S3702).  In this case, a 

home network refers to a network in the home of the user.  Therefore, if the user is operating a 

home controller 100 from outside of the home, a determination of NO is made in S3701, and if 

the user is operating a home controller 100 from inside the home, a determination of YES is 

made in S3701. 

[0194] In S3702, if the transmission destination of the control command is a “device”, the 

device control section 106 transmits the control command to the relevant device 200 (S3703).  

On the other hand, in S3702, if the transmission destination of the control command is a 

“server”, the device control section 106 transmits the control command to the server 300 

(S3704). 

[0195] For example, in the device list 1700, since the control command transmission 

destination 1706 for an air conditioner is “device”, the device control section 106 transmits the 

control command to the air conditioner.  In addition, even when it is determined in S3701 that 

the home controller 100 is not connected to the home network (NO in S3701), the process of 

S3704 is performed. 

[0196] In S3705, the device control section 106 receives a control result from the device 200.  

Next, when transmission of the control command has been completed to all of the devices 200 to 

be simultaneously operated (YES in S3706), the device control section 106 advances the process 

to S3707.  On the other hand, when transmission of the control command has not been 

completed to all of the devices 200 to be simultaneously operated (NO in S3706), the device 

control section 106 returns to the process of S3702 and repeats the processes of S3702 and 

thereafter. 

[0197] For example, when two illumination devices are installed in a same room and the two 

illumination devices are set in advance to be simultaneously operated, the device control section 

106 transmits the control command to each of the two illumination devices.  Moreover, a 

determination of NO is not made in S3706 for a device 200 that is not operated at the same time 

as other devices 200. 

[0198] Next, the display control section 103 updates the screen displayed on the display 101 

(S3707).  For example, when a temperature setting of an air conditioner has been changed, the 

temperature is displayed so as to flicker until the temperature setting of the air conditioner is 
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changed by a control command.  In addition, the detail control screen 522 is updated so that the 

flickering of the temperature display ends once the temperature setting of the air conditioner has 

been changed by the control command.  Furthermore, for example, when an air conditioner in 

the bedroom has been turned off, the display control section 103 restores the “on” button of the 

simple control button 503 of the room icon 502 representing the bedroom shown in Fig. 6A to a 

default color and changes the color of the “off” button. 

[0199] Fig. 32 is a sequence diagram showing a flow of processes by which the home 

controller 100 directly controls the device 200.  First, the touch panel control section 102 of the 

home controller 100 detects an operation of the simple control button 503 or the detail control 

screen 522 by the user (S3801).  Next, the device control section 106 of the home controller 

100 generates a control command corresponding to the operation by the user and transmits the 

control command to the device 200 (S3802). 

[0200] The device 200 having received the control command executes the control command 

(S3803) and transmits a control result to the home controller 100 (S3804).  The display control 

section 103 of the home controller 100 having received the control result updates the display 

screen according to the control result (S3805). 

[0201] Fig. 33 is a sequence diagram showing a flow of processes by which the home 

controller 100 controls the device 200 via the server 300.  First, the touch panel control section 

102 of the home controller 100 detects an operation of the simple control button 503 or the detail 

control screen 522 by the user (S3901).  Next, the device control section 106 of the home 

controller 100 generates a control command corresponding to the operation by the user and 

transmits the control command to the server 300 (S3902). 

[0202] The server 300 having received the control command transmits the relevant control 

command to the device 200 (S3903).  The device 200 having received the control command 

executes the control command (S3904) and transmits a control result to the server 300 (S3905).  

The server 300 having received the control result transmits the control result to the home 

controller 100 (S3906).  The display control section 103 of the home controller 100 having 

received the control result updates the display screen according to the control result (S3907). 

[0203] Fig. 34 is a sequence diagram showing a flow of processes by which the home 

controller 100 checks a device state of the device 200 via the server 300.  First, the device 200 

transmits a current device state to the server 300 (S4001).  In this case, the device 200 transmits 

a device state to the server 300 when turned on, when turned off, when the device state changes, 

or periodically, and causes the server 300 to store device states.  Moreover, the process of 

S4001 may be asynchronously executed with respect to processes of S4002 to S4006. 

[0204] Next, the touch panel control section 102 of the home controller 100 detects an 
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operation of the simple control button 503 or the detail control screen 522 by the user (S4002).  

The device control section 106 of the home controller 100 then generates a control command 

corresponding to the operation by the user and transmits the control command to the server 300 

(S4003).  In this case, a control command for checking the device state of the device 200 is 

generated. 

[0205] The server 300 having received the control command searches for a current device state 

of the relevant device 200 (S4004) and transmits the device state of the relevant device 200 as a 

control result to the home controller 100 (S4005).  The display control section 103 of the home 

controller 100 having received the control result updates the display screen according to the 

control result (S4006).  For example, when an operation screen 516 of the room icon 502 is 

displayed on the display 101, display contents of the simple control button 503 of the operation 

screen 516 are updated according to the control result. 

[0206] Fig. 35 is a sequence diagram showing a flow of processes by which the home 

controller 100 directly controls the device 200 in a case where the home controller 100 controls a 

plurality of devices 200 by a single operation.  A description will now be given using a case 

where the home controller 100 controls a device A 200 and a device B 200.  In addition, it is 

assumed that the device A 200 and the device B 200 are devices of a same type which are 

installed in one room and which are controlled by an operation made on the device type 

collective control button 532 in the operation screen 543 on the room screen 540 (Fig. 8). 

[0207] First, the touch panel control section 102 of the home controller 100 detects an 

operation of the simple control button 503 of the operation screen 516 by the user (S4101).  

Next, the device control section 106 of the home controller 100 generates a control command 

corresponding to the operation by the user and transmits the control command to the device A 

200 (S4102). 

[0208] The device A 200 having received the control command executes the control command 

(S4103) and transmits a control result to the home controller 100 (S4104). 

[0209] Next, the device control section 106 of the home controller 100 transmits, to the device 

B 200, a same control command as the control command transmitted to the device A 200 

(S4105).  The device B 200 having received the control command executes the control 

command (S4106) and transmits a control result to the home controller 100 (S4107). 

[0210] The display control section 103 of the home controller 100 having received the control 

result updates the display screen according to the control result (S4108).  In this case, for 

example, if the operation screen 516 of the room icon 502 of the device A 200 and the device B 

200 is displayed on the display 101, display contents of the simple control button 503 of the 

operation screen 516 of the device A 200 and the device B 200 are updated according to the 
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control result. 

[0211] Fig. 36 is a sequence diagram showing a flow of processes by which the home 

controller 100 controls the device 200 via the server 300 in a case where the home controller 100 

controls a plurality of devices 200 by a single operation.  A description will now be given using 

a case where the home controller 100 controls a device A 200 and a device B 200.  In addition, 

it is assumed that the device A 200 and the device B 200 are devices of a same type which are 

installed in one room and which are controlled by an operation made on the device type 

collective control button 532 in the operation screen 543 on the room screen 540 (Fig. 8). 

[0212] First, the touch panel control section 102 of the home controller 100 detects an 

operation of the device type collective control button 532 of the operation screen 543 by the user 

(S4201). 

[0213] Next, the device control section 106 of the home controller 100 generates a control 

command for the device A 200 which corresponds to the operation by the user and transmits the 

control command to the server 300 (S4202). 

[0214] The server 300 having received the control command for the device A 200 transmits the 

control command to the device A 200 (S4203).  The device A 200 having received the control 

command executes the control command (S4204) and transmits a control result to the server 300 

(S4205).  The server 300 having received the control result transmits the control result to the 

home controller 100 (S4206). 

[0215] In a similar manner, the device control section 106 of the home controller 100 generates 

a control command for the device B 200 which corresponds to the operation by the user and 

transmits the control command to the server 300 (S4207). 

[0216] The server 300 having received the control command transmits the control command to 

the device B 200 (S4208).  The device B 200 having received the control command executes 

the control command (S4209) and transmits a control result to the server 300 (S4210).  The 

server 300 having received the control result transmits the control result to the home controller 

100 (S4211). 

[0217] Subsequently, the display control section 103 of the home controller 100 updates the 

display screen according to the control result (S4212). 

[0218] Fig. 37 is a sequence diagram showing a flow of processes by which the home 

controller 100 controls the device 200 via the server 300 in a case where the home controller 100 

controls a plurality of devices 200 by a single operation.  A description will now be given using 

a case where the home controller 100 controls a device A 200 and a device B 200.  In addition, 

it is assumed that the device A 200 and the device B 200 are devices of a same type which are 

installed in one room and which are controlled by an operation made on the device type 
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collective control button 532 in the operation screen 543 on the room screen 540 (Fig. 8). 

[0219] First, the touch panel control section 102 of the home controller 100 detects an 

operation of the device type collective control button 532 of the operation screen 543 by the user 

(S4301). 

[0220] Next, the device control section 106 of the home controller 100 generates a control 

command for the device A 200 and the device B 200 in accordance with the operation by the user 

and transmits the control command to the server 300 (S4302). 

[0221] The server 300 having received the control command transmits the control command to 

the device A 200 (S4303).  The device A 200 having received the control command executes the 

control command (S4304) and transmits a control result to the server 300 (S4305). 

[0222] In a similar manner, the server 300 transmits the control command to the device B 200 

(S4306).  The device B 200 having received the control command executes the control 

command (S4307) and transmits a control result to the server 300 (S4308).  The server 300 

having received the control results of the device A 200 and the device B 200 transmits the control 

results to the home controller 100 (S4309). 

[0223] Subsequently, the display control section 103 of the home controller 100 updates the 

display screen according to the control results (S4310). 

[0224] Fig. 38 is a sequence diagram showing an example of processes by which device lists of 

the home controller 100 and the server 300 are updated.  The device 200 transmits a device 

state indicating a current state of the device itself to the server 300 (S4901).  In this case, the 

device 200 may periodically transmit a device state or may transmit a device state when a change 

occurs in the state.  The server 300 updates the device list 1600 according to contents of the 

received device state (S4902).  At this point, if information on the device 200 does not exist in 

the device list 1600, the server 300 adds the information on the device 200 as a new device.  In 

addition, the server 300 transmits a device list update notification to the home controller 100 

(S4903). 

[0225] The device management section 105 of the home controller 100 updates the device list 

1700 according to contents of the received device list update notification (S4904).  At this 

point, if the information on the device 200 does not exist in the device list 1700, the device 

management section 105 adds the information on the device 200 as a new device.  

Subsequently, the display control section 103 of the home controller 100 updates the display 

screen (S4905).  For example, when information on the new device 200 is added, the update of 

the display screen includes an update of the room icon 502 representing a room in which the new 

device 200 is installed, an update of a status display by the simple control button 503 of an 

operation screen, and the like. 
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[0226] As shown, when the state of the device 200 changes, the state change is notified to the 

server 300.  Therefore, the server 300 is able to monitor the state change of the device 200.  In 

addition, the server 300 to which a device state is transmitted from the device 200 notifies the 

state change to the home controller 100.  Therefore, the home controller 100 is able to 

recognize the current state of the device 200.  Furthermore, when the new device 200 is 

connected to the home network, the server 300 and the home controller 100 can add information 

on the new device.  Therefore, an occurrence of a deviation between an actual state of the 

device 200 and a state of the device 200 as recognized by the home controller 100 can be 

prevented. 

[0227] Fig. 39 is a sequence diagram showing another example of processes by which device 

lists of the home controller 100 and the server 300 are updated.  The device 200 transmits a 

device state to the home controller 100 (S5001).  In this case, the device 200 may periodically 

transmit a device state or may transmit a device state when a change occurs in the state. 

[0228] The device management section 105 of the home controller 100 updates the device list 

1700 according to contents of the received device state (S5002).  At this point, if the 

information on the device 200 does not exist in the device list 1700, the device management 

section 105 adds the information on the device 200 as a new device.  Subsequently, the display 

control section 103 updates the display screen (S5003). 

[0229] Next, the device management section 105 of the home controller 100 transmits a device 

list update notification to the server 300 (S5004).  The server 300 updates the device list 1600 

according to the received device list update notification (S5005).  At this point, if information 

on the device 200 does not exist in the device list 1600, the server 300 adds the information on 

the device 200 as a new device. 

[0230] Fig. 40 is a sequence diagram showing yet another example of processes by which the 

home controller 100 and the server 300 update device lists.  In Fig. 40, a description will be 

given using a case where the owner possesses two home controllers 100 including a home 

controller 100 inside the home and a home controller 100 outside of the home.  In this case, the 

home controller 100 outside of the home is a home controller 100 that has been carried outside of 

the home by the user and the home controller 100 inside the home is a home controller 100 that 

has been left inside the home by the user. 

[0231] The device 200 transmits a device state to the home controller 100 inside the home 

(S5101).  The home controller 100 inside the home updates the device list 1700 according to 

contents of the received device state (S5102).  At this point, if the information on the device 

200 does not exist in the device list 1700, the device management section 105 adds the 

information on the device 200 as a new device.  Subsequently, the display control section 103 
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of the home controller 100 inside the home updates the display screen (S5103).  In addition, the 

home controller 100 inside the home transmits a device list update notification to the server 300 

(S5104). 

[0232] The server 300 updates the device list 1600 according to contents of the received device 

list update notification (S5105).  At this point, if information on the device 200 does not exist in 

the device list 1600, the server 300 adds the information on the device 200 as a new device.  

Subsequently, the server 300 transmits a device list update notification to the home controller 

100 outside of the home (S5106). 

[0233] The home controller 100 outside of the home updates the device list 1700 according to 

contents of the received device list update notification (S5107).  At this point, if the information 

on the device 200 does not exist in the device list 1700, the device management section 105 of 

the home controller 100 outside of the home adds the information on the device 200 as a new 

device.  Subsequently, the display control section 103 of the home controller 100 outside of the 

home updates the display screen (S5108). 

[0234] According to this example, even when one of the home controllers 100 is located 

outside of the home and the other home controller 100 is located inside the home, an occurrence 

of a deviation between states of the device 200 as recognized by both home controllers 100 can 

be prevented. 

[0235] It should be noted that the sequences and process flows described above are merely 

examples, and sequences of steps may be rearranged or a part of the steps may be omitted as 

long as desired processes can be realized.  For example, transmissions of control commands to 

the device A 200 and the device B 200 may be realized in an asynchronous manner. 

[0236] Fig. 41 is a diagram showing another example of a display screen (Fig. 6A) on the 

display 101 when the device type icon 515 is selected on the basic screen.  Fig. 42 is a diagram 

showing another example of a display screen (Fig. 6B) on the display 101 when the device type 

icon 515 is selected on the basic screen.  Fig. 43 is a diagram showing another example of a 

display screen (Fig. 6C) on the display 101 when the device type icon 515 is selected on the 

basic screen. 

[0237] When the user selects the device type icon 515 on the basic screen (Fig. 5), the touch 

panel control section 102 detects the selection thereof.  As a result, as shown in Figs. 41 to 43, 

the display control section 103 displays an operation screen 547 (an example of the first 

operation screen) in the room icon 502 representing a room in which the device 200 (in this case, 

an air conditioner) of a type corresponding to the selected device type icon 515 is installed.  

The operation screen 547 includes the device type collective control button 532 (an example of a 

power supply button) and the detail setting button 504.  The device type collective control 
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button 532 includes an “on” button and an “off” button.  The device type collective control 

button 532 is the same as the device type collective control button 532 included in the operation 

screen 543 (Fig. 8). 

[0238] In a state where the operation screen 547 is displayed in the room icon 502 on the 

display 101 as shown in Figs. 41 to 43, for example, when the user selects the “off” button of the 

device type collective control button 532 included in the room icon 502 representing the living 

room, the touch panel control section 102 detects the selection thereof. 

[0239] As a result, the device control section 106 generates a control command (an example of 

the first control command) for turning off the power supplies of all of the air conditioners in the 

room (the living room in Fig. 41).  In addition, the device control section 106 transmits the 

generated control command to all of the air conditioners in the living room via the 

communication control section 107 and the network.  The display control section 103 restores 

the color of the “on” button of the device type collective control button 532 of the operation 

screen 547 included in the room icon 50 representing the living room to a default color and 

changes the color of the “off” button. 

[0240] In a state where the operation screen 547 is displayed in the room icon 502 on the 

display 101 as shown in Figs. 41 to 43, when the user selects the detail setting button 504 (an 

example of the operation button), the touch panel control section 102 detects the selection 

thereof.  As a result, the display control section 103 displays the room screen 540 including the 

detail control screen 522 (an example of the second operation screen) on the display 101 (to be 

described later with reference to Fig. 45). 

[0241] Fig. 44 is a diagram showing another example of the display screen shown in Fig. 7.  

In Fig. 44, the room icon 502 representing a room in which the device 200 corresponding to the 

selected device type icon 515 is installed includes the device type collective control button 532.  

Therefore, when collectively controlling power supplies of devices 200 of the same type which 

are installed in the room, the device type collective control button 532 may be selected.  In 

addition, when controlling detailed settings of the device 200, the detail control screen 522 may 

be operated. 

[0242] Fig. 45 is a diagram showing the room screen 540 that is displayed on the display 101 

when the detail setting button 504 of the operation screen 547 is selected in Figs. 41 to 43.  In a 

similar manner to the room screen 540 shown in Fig. 9, the room screen 540 shown in Fig. 45 

includes the display field 600, the return button 507, the operation screens 541, 542, and 543, 

and the detail control screen 522.  The detail control screen 522 shown in Fig. 45 includes the 

detail control button 505.  Unlike the detail control screen 522 shown in Fig. 9, the detail 

control screen 522 shown in Fig. 45 does not include a close button. 
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[0243] In Fig. 45, for example, when the user selects an upward arrow button of the detail 

control button 505 for setting temperature, the touch panel control section 102 detects the 

selection thereof.  As a result, the device control section 106 generates a control command (an 

example of the second control command) for raising the temperature setting by 1 C.  The 

device control section 106 transmits the generated control command to the first air conditioner in 

the living room via the communication control section 107 and the network.  The display 

control section 103 changes a display temperature of the detail control button 505 for 

temperature setting to 29 C. 

[0244] Figs. 46 to 48 are diagrams showing examples of transition of a display screen on the 

display 101 including the display screens shown in Figs. 43 and 45.  An upper diagram in Fig. 

46 shows the basic screen shown in Fig. 5 and a lower diagram in Fig. 46 shows the display 

screen shown in Fig. 43.  An upper diagram in Fig. 47 shows the display screen shown in Fig. 

43 and a lower diagram in Fig. 47 shows the display screen shown in Fig. 45. 

[0245] An upper left diagram in Fig. 48 shows the basic screen shown in Fig. 5, an upper right 

diagram in Fig. 48 shows the display screen shown in Fig. 43, a lower right diagram in Fig. 48 

shows the display screen shown in Fig. 45, and a lower left diagram in Fig. 48 shows the display 

screen shown in the lower left diagram in Fig. 14 (Fig. 10).  The transition of display screens 

between the upper left diagram and the lower left diagram in Fig. 48 is performed in a similar 

manner to the transition of display screens between the upper left diagram in Fig. 14 (Fig. 5) and 

the lower left diagram in Fig. 14 (Fig. 10). 

[0246] On the basic screen shown in the upper diagram in Fig. 46 (the upper left diagram in 

Fig. 48, Fig. 5), when the user brings the contacting object 519 into contact with the device type 

icon 515 (in this case, the device type icon 515 representing an air conditioner) which represents 

a type of the device 200 to be controlled, the contact is detected by the touch panel control 

section 102.  As a result, for example, the display control section 103 changes the color of the 

contacted device type icon 515 as shown in the lower diagram in Fig. 46 (the upper right 

diagram in Fig. 48, Fig. 43). 

[0247] The display control section 103 erases the room icon 502 representing a room in which 

the device 200 corresponding to the contacted device type icon 515 is not installed from the 

display 101.  The display control section 103 reduces the floor plan 500 by rearranging the 

room icons 502 representing rooms in which the device 200 corresponding to the contacted 

device type icon 515 are installed so as to reduce spacing between the room icons 502.  The 

display control section 103 displays the operation screen 547 in the room icon 502.  

Accordingly, the display state of the basic screen makes a transition to a display state at the time 

of selection of the device type icon 515 on the basic screen. 
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[0248] On the other hand, when the user brings the contacting object 519 into contact with the 

all-types icon 546 in the display state shown in the lower diagram in Fig. 46 (the upper right 

diagram in Fig. 48), the contact is detected by the touch panel control section 102.  As a result, 

for example, the display control section 103 displays the all-types icon 546 in a different color 

and restores the color of the device type icon 515 of air conditioners to a default color as shown 

in the upper diagram in Fig. 46 (the upper left diagram in Fig. 48).  The display control section 

103 restores the display state of the room icon 502 to the original state.  Accordingly, the 

display state at the time of selection of the device type icon 515 on the basic screen makes a 

transition to a display state of the basic screen. 

[0249] Next, when the user brings the contacting object 519 into contact with the detail setting 

button 504 of the room icon 502 representing the living room in the display state shown in the 

upper diagram in Fig. 47 (the upper right diagram in Fig. 48, Fig. 43), the contact is detected by 

the touch panel control section 102.  As a result, as shown in the lower diagram in Fig. 47 (the 

lower right diagram in Fig. 48, Fig. 45), the display control section 103 displays the room screen 

540 including the operation screens 541, 542, and 543 of all air conditioners installed in the 

living room and the detail control screen 522 of the first air conditioner on the display 101.  

Accordingly, the display state at the time of selection of the device type icon 515 on the basic 

screen makes a transition to a display state of the room screen 540. 

[0250] On the other hand, when the user brings the contacting object 519 into contact with the 

return button 507 of the room screen 540 in the display state of the room screen 540 shown in the 

lower diagram in Fig. 47 (the lower right diagram in Fig. 48), the contact is detected by the touch 

panel control section 102.  As a result, as shown in the upper diagram in Fig. 47 (the upper right 

diagram in Fig. 48), the display control section 103 displays the display state at the time of 

selection of the device type icon 515 on the basic screen on the display 101.  Accordingly, the 

display state of the room screen 540 makes a transition to a display state at the time of selection 

of the device type icon 515 on the basic screen. 

[0251] Fig. 49 is a flow chart showing a flow of processes by which the home controller 100 

controls the device 200 when the basic screen (Fig. 5) or the room icon 502 (Fig. 41, 42, or 43) 

including the operation screen 547 is displayed on the display 101 according to an embodiment 

of the present invention. 

[0252] First, on the basic screen or the operation screen 547, the touch panel control section 

102 detects a start of contact of a contacting object with the display 101 by the user (S5901).  

S5902 to S5905 subsequent thereto are the same as S5702 to S5705 in Fig. 29.  Following 

S5905, the display control section 103 displays the operation screen 547 of the device 200 in the 

room icon 502 representing a room in which the device 200 corresponding to the device type 
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icon 515 selected in S5902 (S5906).  Subsequently, the process ends. 

[0253] On the other hand, in S5902, when the user has not selected the device type icon 515 

(NO in S5902), the touch panel control section 102 determines whether or not the user has 

selected the device type collective control button 532 of the operation screen 547 (S5907).  

When the user has selected the device type collective control button 532 (YES in S5907), the 

device control section 106 generates a control command corresponding to control of the selected 

device type collective control button 532 (S5908).  Next, the device control section 106 

executes the control command transmission flow (S5909) described earlier with reference to Fig. 

31.  Subsequently, the process ends. 

[0254] On the other hand, in S5907, when the user has not selected the device type collective 

control button 532 of the operation screen 547 (NO in S5907), the touch panel control section 

102 determines whether or not the user has selected the detail setting button 504 of the operation 

screen 547 (S5910).  When the user has selected the detail setting button 504 (YES in S5910), 

the display control section 103 displays the detail control screen 522 in the room screen 540 on 

the display 101 (S5911).  Subsequently, the process ends. 

[0255] On the other hand, in S5910, when the user has not selected the detail setting button 504 

of the operation screen 547 (NO in S5910), the touch panel control section 102 determines 

whether or not the user has selected the all-types icon 546 (S5912).  When the user has selected 

the all-types icon 546 (YES in S5912), the display control section 103 displays the basic screen 

(Fig. 5) on the display 101 (S5913).  Subsequently, the process ends. 

[0256] On the other hand, in S5912, when the user has not selected the all-types icon 546 (NO 

in S5912), the touch panel control section 102 determines whether or not the user has selected 

the room icon 502 (S5914).  When the user has selected the room icon 502 (YES in S5914), the 

display control section 103 displays on the display 101 operation screens of all devices that are 

installed in a room corresponding to the selected room icon 502 (S5915).  Subsequently, the 

process ends.  On the other hand, in S5914, when the user has not selected the room icon 502 

(NO in S5914), the process ends.  Due to S5915, for example, operation screens 541, 542, 544, 

and 545 (Fig. 10) are displayed on the display 101. 

[0257] Fig. 50 is a flow chart showing a flow of processes by which the home controller 100 

controls the device 200 when the room screen 540 (Fig. 45) including the detail control screen 

522 is displayed on the display 101 according to an embodiment of the present invention. 

[0258] First, on the detail control screen 522, the touch panel control section 102 detects a start 

of contact of the contacting object 519 with the display 101 by the user (S6001).  Next, the 

touch panel control section 102 determines whether or not the user has selected another 

operation screen (an operation screen other than an operation screen corresponding to the 
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displayed detail control screen 522 among the operation screens 541, 542, and 543) (S6002).  

When the user has selected another operation screen (YES in S6002), the display control section 

103 displays the detail control screen 522 of the device 200 corresponding to the selected 

operation screen on the display 101 in place of the displayed detail control screen 522 (S6003).  

Subsequently, the process ends.  In S6003, for example, when the user selects the operation 

screen 542 of the second air conditioner in Fig. 45 (the lower right diagram in Fig. 48), the 

display control section 103 displays the detail control screen 522 of the second air conditioner on 

the display 101 in place of the detail control screen 522 of the first air conditioner. 

[0259] On the other hand, in S6002, when the user has not selected another operation screen 

(NO in S6002), the touch panel control section 102 determines whether or not the user has 

selected the detail control button 505 of the detail control screen 522 (S6004).  S6004 to S6006 

are the same as S5804 to S5806 in Fig. 30. 

[0260] In S6004, when the user has not selected the detail control button 505 (NO in S6004), 

the touch panel control section 102 determines whether or not the user has selected the return 

button 507 of the room screen 540 (S6007).  When the user has selected the return button 507 

(YES in S6007), the display control section 103 displays the original room icon 502 (Fig. 41, 42, 

or 43) on the display 101 (S6008).  Subsequently, the process ends.  On the other hand, in 

S6007, when the user has not selected the return button 507 (NO in S6007), the process ends. 

[0261] Fig. 51 is a diagram showing yet another example of a display screen (Fig. 6C) of the 

display 101 when the device type icon 515 is selected on the basic screen. 

[0262] When the user selects the device type icon 515 of an electric shutter apparatus on the 

basic screen shown in Fig. 5, the touch panel control section 102 detects the selection thereof.  

As a result, as shown in Fig. 51, the display control section 103 displays the device type icon 515 

of an electric shutter apparatus in, for example, a different color. 

[0263] The display control section 103 rearranges and displays room icons 502 representing the 

bedroom and the living room in which an electric shutter apparatus that electrically opens and 

closes shutters is installed on the display 101.  The display control section 103 erases room 

icons representing other rooms in which an electric shutter apparatus is not installed from the 

display 101. 

[0264] In Fig. 51, in a similar manner to Fig. 43, the display control section 103 displays the 

operation screen 547 (an example of the first operation screen) in the room icon 502 representing 

a room in which the device 200 (an electric shutter apparatus in Fig. 51) of a type corresponding 

to the selected device type icon 515 is installed.  The operation screen 547 includes a device 

type collective control button 532 and a detail setting button 504. 

[0265] Since the device 200 is an electric shutter apparatus, the device type collective control 
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button 532 shown in Fig. 51 is used to open and close a shutter.  The device type collective 

control button 532 includes an “open” button and a “close” button.  Fig. 51 shows a state where 

the shutter of the bedroom has been closed and the shutter of the living room has been opened by 

the display control section 103. 

[0266] In Fig. 51, for example, when the user selects the “close” button of the device type 

collective control button 532 of the living room, the touch panel control section 102 detects the 

selection thereof.  As a result, the device control section 106 generates a control command (an 

example of the first control command) for closing the shutter of the living room.  The device 

control section 106 transmits the generated control command to an electric shutter apparatus 20B 

in the living room via the communication control section 107 and the network. 

[0267] In this case, when a plurality of electric shutter apparatuses 20B are installed in the 

living room, the device control section 106 transmits the control command to all of the electric 

shutter apparatuses 20B.  In addition, the display control section 103 restores the “open” button 

of the device type collective control button 532 of the room icon 502 of the living room to a 

default color and changes the color of the “close” button. 

[0268] As shown in Figs. 41 to 43 and 51, in the present embodiment, the device type 

collective control button 532 respectively includes buttons suitable for the devices 200.  In 

other words, the device type collective control button 532 includes an “on” button and an “off” 

button in the case of the air conditioner 201 shown in Figs. 41 to 43 and an “open” button and a 

“close” button in the case of the electric shutter apparatus 20B shown in Fig. 51.  For example, 

when the device 200 is an electronic lock 20A, the device type collective control button 532 may 

be configured so as to include an “open” button and a “close” button in a similar manner to the 

electric shutter apparatus 20B.  For example, when the device 200 is an electric rolling screen 

apparatus or an electric blind apparatus that is a type of the electric curtain apparatus 208, the 

device type collective control button 532 may be configured so as to include a “raise” button and 

a “lower” button. 

[0269] Fig. 52 is a diagram showing another example of the collective control setting screen 

525 displayed on the display 101 of the home controller 100. 

[0270] When the user selects the collective control setting button 533 of the operation screen 

543 of all air conditioners in a state where the room screen 540 is displayed as shown in Fig. 18, 

the touch panel control section 102 detects the selection thereof.  As a result, the display control 

section 103 displays the collective control setting screen 525 shown in Fig. 52 on the display 101 

so as to overlap with lower half portions of the operation screens 541 to 544. 

[0271] The collective control setting screen 525 shown in Fig. 52 includes the close button 508, 

the setting button 526, and the device name 528.  The setting button 526 includes a “set” button 
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and a “do not set” button.  The collective control setting screen 525 includes a description that 

reads “collective control setting” at a left end thereof and is configured so as to be clearly 

recognizable as the collective control setting screen 525. 

[0272] The device name 528 is described to the right of where the description reading 

“collective control setting” is located.  As the device name 528, in the example shown in Fig. 

52, “air conditioner 1” that represents the first air conditioner is described in a first row and “air 

conditioner 2” that represents the second air conditioner is described in a second row.  The 

setting button 526 is arranged in correspondence with each of the device names 528. 

[0273] As shown in Fig. 52, the display control section 103 displays the collective control 

setting screen 525 and the operation screen 543 of all air conditioners so as to come into contact 

with each other.  In addition, the display control section 103 displays the collective control 

setting screen 525 and the respective operation screens 541, 542, and 544 so as to be separated 

from one another.  Due to this display state, the user can readily understand that the collective 

control setting screen 525 shown in Fig. 52 is a screen that corresponds to the operation screen 

543 of all air conditioners. 

[0274] When the user selects, for example, the “do not set” button of the setting button 526 

corresponding to the second air conditioner in a state where the collective control setting screen 

525 is displayed, the touch panel control section 102 detects the selection thereof.  As a result, 

the display control section 103 changes the color of the “do not set” button of the setting button 

526 corresponding to the second air conditioner as shown in Fig. 52.  In addition, the device 

control section 106 removes the second air conditioner from control targets of the device type 

collective control button 532 shown in Fig. 18. 

[0275] Once the second air conditioner is removed from the control targets of the device type 

collective control button 532, even if the touch panel control section 102 detects selection of the 

“all off” button of the device type collective control button 532 by the user, the device control 

section 106 does not generate a control command for turning off the power supply of the second 

air conditioner.  In a similar manner, even if the touch panel control section 102 detects 

selection of the “all on” button of the device type collective control button 532 by the user, the 

device control section 106 does not generate a control command for turning on the power supply 

of the second air conditioner. 

[0276] Fig. 53 is a diagram showing an example of transition of a display screen on the display 

101 including the collective control setting screen 525 shown in Fig. 52.  An upper diagram in 

Fig. 53 shows the display screen shown in Fig. 18 and a lower diagram in Fig. 53 shows the 

display screen shown in Fig. 52. 

[0277] In the display state of the operation screens 541 to 544 shown in the upper diagram of 
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Fig. 53 (Fig. 18), when the user brings the contacting object 519 into contact with the collective 

control setting button 533 of the operation screen 543 for all air conditioners, the touch panel 

control section 102 detects the contact thereof.  As a result, as shown in the lower diagram in 

Fig. 53 (Fig. 52), the display control section 103 displays the collective control setting screen 

525 on the display 101.  Accordingly, the display state of the room screen 540 including the 

operation screens 541 to 544 makes a transition to the display state of the room screen 540 

including the collective control setting screen 525. 

[0278] On the other hand, when the user brings the contacting object 519 into contact with the 

close button 508 in the display state of the collective control setting screen 525 shown in the 

lower diagram in Fig. 53 (Fig. 52), the contact is detected by the touch panel control section 102.  

As a result, as shown in the upper diagram in Fig. 53 (Fig. 18), the display control section 103 

displays the operation screens 541 to 544 on the display 101.  Accordingly, the display state of 

the room screen 540 including the collective control setting screen 525 makes a transition to the 

display state of the room screen 540 including the operation screens 541 to 544. 

 

Industrial Applicability 

[0279] The present disclosure is useful as a control method and a program of controlling one or 

more target devices connected to a network. 
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Claims 

 

1. A method for controlling an information apparatus, the information apparatus having a 

display and being connected to a network, one or more target devices, which are installed in a 

building, being controlled over the network,  

 the method causing a computer of the information apparatus to:  

 display on the display one or more device type icons representing types of the respective 

target devices installed in the building;  

 display on the display one or more room icons representing each of rooms included in 

the building;  

 when it is determined that selection of any one of the device type icons among the one 

or more device type icons is detected, display one or more room icons each representing a room, 

in which a target device of a type corresponding to the selected device type icon is installed, in a 

different display mode from a display mode for one or more room icons each representing a 

room, in which the target device of the type corresponding to the selected device type icon is not 

installed; 

 when it is determined that selection of any one of the room icons among the one or more 

room icons displayed in the different display mode is detected, display on the display a first 

operation screen for operating a controlled target device, the controlled target device being 

installed in a room corresponding to the selected room icon, the type of the controlled target 

device corresponding to the selected device type icon; and  

 output a control command for controlling the controlled target device to the network 

based on an operation on the first operation screen, the controlled target device being installed in 

a room corresponding to the selected room icon, the type of the controlled target device 

corresponding to the selected device type icon.  

 

2. The method according to claim 1, wherein  

 the one or more room icons each representing the room, in which the target device of 

the type corresponding to the selected device type icon is installed, are displayed brighter than 

the one or more room icons each representing the room in which the target device of the type 

corresponding to the selected device type icon is not installed. 

 

3. The method according to claim 1, wherein  

 the one or more room icons each representing the room, in which the target device of 

the type corresponding to the selected device type icon is not installed, are displayed darker than 
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the one or more room icons each representing the room in which the target device of the type 

corresponding to the selected device type icon is installed. 

 

4. The method according to claim 1, wherein  

 the one or more room icons each representing the room, in which the target device of 

the type corresponding to the selected device type icon is installed, are displayed in a first color 

that differs from a second color for the one or more room icons each representing the room in 

which the target device of the type corresponding to the selected device type icon is not installed. 

 

5. The method according to claim 1, wherein  

 the one or more room icons each representing the room, in which the target device of 

the type corresponding to the selected device type icon is not installed, are undisplayed on the 

display, and  

 the one or more room icons each representing the room, in which the target device of 

the type corresponding to the selected device type icon is installed, are displayed on the display. 

 

6. The method according to claim 5, wherein  

 the one or more room icons each representing the room, in which the target device of 

the type corresponding to the selected device type icon is installed, are rearranged to be 

displayed closely to each other using an area, in which the one or more room icons each 

representing the room, in which the target device of the type corresponding to the selected device 

type icon is not installed, are undisplayed. 

 

7. The method according to claim 6, wherein  

 the first operation screen is displayed in a vacant area made available by displaying the 

one or more room icons closely to each other, the one or more room icons each representing the 

room in which the target device of the type corresponding to the selected device type icon is 

installed. 

 

8. The method according to any one of claims 1 to 7, wherein 

 an all-types icon for selecting all types of the respective target devices installed in the 

building is displayed on the display, and  

 when it is determined that selection of the all-types icon is detected, all of the one or 

more room icons respectively representing all of the rooms included in the building is displayed 

on the display. 
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9. The method according to any one of claims 1 to 8, wherein 

 when it is determined that selection of any one room icon among the one or more room 

icons displayed in the different display mode is detected, a collective operation screen is 

displayed alongside the first operation screen on the display, the collective operation screen 

being used for collectively controlling power supplies of target devices of all types that are 

installed in a room corresponding to the selected room icon.  

 

10. The method according to any one of claims 1 to 9, wherein 

 the one or more room icons have a same size and a same shape. 

 

11. The method according to any one of claims 1 to 10, wherein 

 the one or more room icons include an operation button for causing a second operation 

screen to be displayed, the second operation screen being used for operating instructions other 

than instructions operable by the first operation screen, and  

 when it is determined that selection of the operation button is detected, the second 

operation screen is displayed on the display. 

 

12. A program for controlling an information apparatus, the information apparatus having a 

display and being connected to a network, one or more target devices, which are installed in a 

building, being controlled over the network,  

 the program causing a computer of the information apparatus to: 

 display on the display one or more device type icons representing types of the respective 

target devices installed in the building;  

 display on the display one or more room icons representing each of rooms included in 

the building;  

 when it is determined that selection of any one of the device type icons among the one 

or more device type icons is detected, display one or more room icons each representing a room, 

in which a target device of a type corresponding to the selected device type icon is installed, in a 

different display mode from a display mode for one or more room icons each representing a 

room in which the target device of the type corresponding to the selected device type icon is not 

installed; 

 when it is determined that selection of any one of the room icons among the one or more 

room icons displayed in the different display mode is detected, display on the display a first 

operation screen for operating a controlled target device, the controlled target device being 
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installed in a room corresponding to the selected room icon, the type of the controlled target 

device corresponding to the selected device type icon; and  

 output a control command for controlling the controlled target device to the network 

based on an operation on the first operation screen, the controlled target device being installed in 

a room corresponding to the selected room icon, the type of the controlled target device 

corresponding to the selected device type icon,. 

 

13. A method for controlling an information apparatus, the information apparatus having a 

display and being connected to a network, one or more target devices, which are installed in a 

building, being controlled over the network,  

 the method causing a computer of the information apparatus to:  

 display on the display one or more device type icons representing types of the respective 

target devices installed in the building;  

 display on the display one or more room icons representing each of rooms included in 

the building;  

 when it is determined that selection of any one of the device type icons among the one 

or more device type icons is detected, display one or more room icons each representing a room, 

in which a target device of a type corresponding to the selected device type icon is installed, in a 

different display mode from a display mode for one or more room icons each representing a 

room in which the target device of the type corresponding to the selected device type icon is not 

installed, the one or more room icons displayed in the different display mode including a first 

operation screen for operating a controlled target device, the type of the controlled target device 

corresponding to the selected device type icon; and  

 output a first control command for controlling the controlled target device to the 

network based on an operation on the first operation screen, the controlled target device being 

installed in a room corresponding to the selected room icon, the type of the controlled target 

device corresponding to the selected device type icon. 

 

14. The method according to claim 13, wherein  

 the first operation screen includes an operation button for causing a second operation 

screen to be displayed, the second operation screen being used for operating instructions other 

than instructions operable by the first operation screen, and  

 when it is determined that selection of the operation button is detected, the second 

operation screen is displayed on the display.  
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15. The method according to claim 14, wherein  

 a second control command for controlling the controlled target device is outputted to the 

network based on an operation on the second operation screen, the controlled target device being 

installed in the room corresponding to the selected room icon, the type of the controlled target 

device corresponding to the selected device type icon.  

 

16. The method according to any one of claims 13 to 15, wherein 

 the first operation screen includes a power supply button for controlling a power supply 

of the target device of the type that corresponds to the selected device type icon. 

 

17. The method according to any one of claims 13 to 16, wherein 

 the one or more room icons have a same size and a same shape. 

 

18. A program for controlling an information apparatus, the information apparatus having a 

display and being connected to a network, one or more target devices, which are installed in a 

building, being controlled over the network,  

 the program causing a computer of the information apparatus to:  

 display on the display one or more device type icons representing types of the respective 

target devices installed in the building;  

 display on the display one or more room icons representing each of rooms included in 

the building;  

 when it is determined that selection of any one of the device type icons among the one 

or more device type icons is detected, display one or more room icons each representing a room, 

in which a target device of a type corresponding to the selected device type icon is installed, in a 

different display mode from a display mode for one or more room icons each representing a 

room in which the target device of the type corresponding to the selected device type icon is not 

installed, the one or more room icons displayed in the different display mode including a first 

operation screen for operating a controlled target device, the type of the controlled target device 

corresponding to the selected device type icon; and  

 output a first control command for controlling the controlled target device to the 

network based on an operation on the first operation screen, the controlled target device being 

installed in a room corresponding to the selected room icon, the type of the controlled target 

device corresponding to the selected device type icon. 

 




