TERMINAL ENERGY SAVING METHOD BASED ON BANDWIDTH
PART

CROSS-REFERENCE TO RELATED APPLICATIONS

[ 0001] The application claims priority to Chinese Patent Application No.
201910243604.1 filed on March 28, 2019, the entire contents of which are hereby

incorporated by reference.

TECHNICAL FIELD

[ 0002] Embodiments of the disclosure relate to the technical field of communication,
and in particular to a method and device for a terminal power saving based on a Bandwidth

Part (BWP).

BACKGROUND

[ 0003] A 5" generation (5G) New Radio (NR) system needs to support Enhanced
Mobile Broadband (eMBB), Massive Machine Type Communication (mMTC), and Ultra-
Reliable Low Latency Communication (URLLC) deployment schemes. The International
Telecommunication Union (ITU) has determined eight key functions of 5G, i.e. a user
experienced data rate of 100 Mbps, a delay of 1 ms, a connection density supporting one
million devices per square kilometer, etc. 5G NR standard of Release 15 focuses mainly on
the eMBB and uRLLC deployment schemes. In order to provide more market space and life
cycle for a Narrow Band Internet of Things (NB-IoT), 5G does not have a special design for
the mMTC deployment scheme. Therefore, 5G standard design in the related art may

encounter some problems in providing a massive connection service.

[ 0004] In order to reduce power consumption of a terminal, a BWP mechanism is

introduced in 5G standard, which allows the terminal to be configured to operate on a subset



that is less than a system bandwidth. An initial uplink (UL) BWP and an initial downlink (DL)
BWP are defined in a system information block 1. The initial UL BWP is used for the
terminal to initiate a random access, and the initial DL BWP is used for the terminal to

receive a paging message and other system information.

[ 0005] At present, NR supports configuring multiple BWPs for a User Equipment
(UE), and high-layer signaling configures a group of DL BWPs and a group of UL BWPs for
the terminal. The number of BWPs configurable for the terminal by a network side is
determined by the report capability of the terminal. For example, a low-capability terminal
supports being configured with at most two DL BWPs and two UL BWPs over each carrier,
and a high-capability terminal supports being configured with at most four DL BWPs and
four UL BWPs over each carrier. NR supports handover between BWPs based on Radio
Resource Control (RRC) signaling, Downlink Control Information (DCI) signaling, and

timers.

[ 0006] In a research for power saving of a terminal of Release 16, power of the
terminal may be saved from a time domain, an antenna domain, Physical Downlink Control
Channel (PDCCH) detection, etc. For example, in the time domain, power may be saved by
relaxing a physical channel processing time line of the terminal. For example, when a slot
offset kO from DCI to Physical Downlink Shared Channel (PDSCH), which is configured by a
network side for the terminal, is 0, that is, during one-slot scheduling, the terminal must
buffer a part of PDSCH symbols in each slot, but when the slot offset kO from the DCI to the
PDSCH, which is configured by the network side for the terminal, is greater than 0, that is,
during cross-slot scheduling, the terminal may first perform PDCCH detection, and when it is
determined that the terminal is scheduled, the PDSCH is started to be buffered, so that
unnecessary PDSCH buffering is avoided, and power may be saved. In the antenna domain,
when the network side may indicate Multiple Input Multiple Output (MIMO) layers or
antennas used by the terminal, the terminal may use fewer MIMO layers or antennas to
receive or transmit data, so that the terminal may save power. In the PDCCH detection, when
a base station may indicate a dynamic change of a monitoring periodicity of a search space for
the terminal, the chances of the terminal detecting the PDCCH may be reduced to realize

power saving.



[ 0007] At present, these parts of parameters associated with power consumption of the
terminal are configured in each DL BWP or UL BWP, such as a PDSCH-time domain
resource allocation (including the configuration of the slot offset kO from the DCI to the
PDSCH), a Physical Uplink Shared Channel (PUSCH)-time domain resource allocation
(including the configuration of a slot offset k2 from the DCI to the PUSCH), the monitoring
periodicity of the search space, etc., but there is only one configuration parameter in one BWP.
Furthermore, at present, the above-described parameters associated with power consumption

of the terminal, such as the antennas used, are not configured with signaling.

SUMMARY

[ 0008] An objective of embodiments of the disclosure is to provide a method and
device for a terminal power saving based on a BWP, which may quickly implement
conversion of parameters for the terminal power saving through handover between different

states of the BWP.

[ 0009] The embodiments of the disclosure provide a method for a terminal power
saving based on a BWP, which is applied to a network device and includes the following

operations.

[ 0010] First DCI carrying a first information field is transmitted to the terminal. The
first information field indicates one of at least two configuration states or configuration
indexes of a first parameter. The first parameter is a configuration parameter associated with
an active BWP of the terminal. The active BWP includes an active UL BWP or an active DL
BWP.

[0011] The embodiments of the disclosure also provide a method for a terminal power
saving based on a BWP, which is applied to the terminal and includes the following

operations.

[ 0012] First DCI carrying a first information field is received from a network device.
The first information field indicates one of at least two configuration states or configuration

indexes of a first parameter. The first parameter is a configuration parameter associated with



an active BWP of the terminal. The active BWP includes an active UL BWP or an active DL
BWP.

[ 0013] The embodiments of the disclosure provide another method for a terminal
power saving based on a BWP, which is applied to a network device and includes the

following operations.

[ 0014] DCI indicating an active BWP of the terminal is transmitted to the terminal.
The active BWP is one of at most M BWPs reported by the terminal and supported by the
terminal to be adaptable through the DCI or a timer, and the active BWP includes an active

UL BWP or an active DL BWP.

[ 0015] The M BWPs support configuration of T first parameter groups, parameter
values of first parameters in different first parameter groups are not identical, and in response
to at least two BWPs supporting configuration of the same first parameter group, the at least
two BWPs support configuration of second parameter groups with parameter values of second
parameters which are not identical, M is an integer equal to or greater than 2, and T is an

integer less than M.

[ 0016] The first parameter group includes frequency domain position information,
bandwidth configuration information, subcarrier spacing configuration information, and

Cyclic Prefix (CP) configuration information of the BWP.

[ 0017] The second parameter group comprises a configuration parameter associated

with the BWP other than configuration parameters in the first parameter group.

[ 0018] The embodiments of the disclosure provide another method for a terminal
power saving based on a BWP, which is applied to the terminal and includes the following

operations.

[ 0019] DCI indicating an active BWP of the terminal is received from a network
device. The active BWP is one of at most M BWPs reported by the terminal and supported by
the terminal to be adaptable through the DCI or a timer, and the active BWP includes an
active UL BWP or an active DL BWP.



[ 0020] The M BWPs support configuration of T first parameter groups, parameter
values of first parameters in different first parameter groups are not identical, and in response
to at least two BWPs supporting configuration of the same first parameter group, the at least
two BWPs support configuration of second parameter groups with parameter values of second
parameters which are not identical, M is an integer equal to or greater than 2, and T is an

integer less than M.

[ 0021] The first parameter group includes frequency domain position information,
bandwidth configuration information, subcarrier spacing configuration information, and CP

configuration information of the BWP.

[ 0022] The second parameter group comprises a configuration parameter associated

with the BWP other than configuration parameters in the first parameter group.

[ 0023] The embodiments of the disclosure also provide a network device, which

includes a transceiver.

[ 0024] The transceiver is configured to transmit first DCI carrying a first information
field to a terminal. The first information field indicates one of at least two configuration states
or configuration indexes of a first parameter. The first parameter is a configuration parameter
associated with an active BWP of the terminal. The active BWP includes an active UL BWP
or an active DL BWP.

[ 0025] The embodiments of the disclosure also provide a terminal, which includes a
transceiver.
[ 0026] The transceiver is configured to receive first DCI carrying a first information

field from a network device. The first information field indicates one of at least two
configuration states or configuration indexes of a first parameter. The first parameter is a
configuration parameter associated with an active BWP of the terminal. The active BWP

includes an active UL BWP or an active DL BWP.

[ 0027] The embodiments of the disclosure also provide another network device,

which includes a transceiver.



[ 0028] The transceiver is configured to transmit DCI indicating an active BWP of a
terminal to the terminal. The active BWP is one of at most M BWPs reported by the terminal
and supported by the terminal to be adaptable through the DCI or a timer, and the active BWP
includes an active UL BWP or an active DL BWP.

[ 0029] The M BWPs support configuration of T first parameter groups, parameter
values of first parameters in different first parameter groups are not identical, and in response
to at least two BWPs supporting configuration of the same first parameter group, the at least
two BWPs support configuration of second parameter groups with parameter values of second
parameters which are not identical, M is an integer equal to or greater than 2, and T is an

integer less than M.

[ 0030] The first parameter group includes frequency domain position information,
bandwidth configuration information, subcarrier spacing configuration information, and CP

configuration information of the BWP.

[0031] The second parameter group comprises a configuration parameter associated

with the BWP other than configuration parameters in the first parameter group.

[ 0032] The embodiments of the disclosure also provide another terminal, which

includes a transceiver.

[ 0033] The transceiver is configured to receive DCI indicating an active BWP of the
terminal from a network device. The active BWP is one of at most M BWPs reported by the
terminal and supported by the terminal to be adaptable through the DCI or a timer, and the
active BWP includes an active UL BWP or an active DL BWP.

[ 0034] The M BWPs support configuration of T first parameter groups, parameter
values of first parameters in different first parameter groups are not identical, and in response
to at least two BWPs supporting configuration of the same first parameter group, the at least
two BWPs support configuration of second parameter groups with parameter values of second
parameters which are not identical, M is an integer equal to or greater than 2, and T is an

integer less than M.

[ 0035] The first parameter group includes frequency domain position information,



bandwidth configuration information, subcarrier spacing configuration information, and CP

configuration information of the BWP.

[ 0036] The second parameter group comprises a configuration parameter associated

with the BWP other than configuration parameters in the first parameter group.

[ 0037] The embodiments of the disclosure also provide a communication device,
which includes: a memory, a processor, and a computer program stored on the memory and
executable on the processor. The computer program, when executed by the processor,
implements the steps of the method for a terminal power saving based on a BWP as described

above.

[ 0038] The embodiments of the disclosure also provide a computer-readable storage
medium, having stored thereon a computer program. The computer program, when executed

by a processor, implements the steps of the method as described above.

[ 0039] According to the method and device for a terminal power saving based on a
BWP provided by the embodiments of the disclosure, one BWP has at least two configuration
states or configuration indexes, and one of the at least two configuration states or
configuration indexes is configured for the terminal through the first information field, so that
the terminal may determine the configuration state or configuration index of the active BWP
based on the first information field, and rapid handover of configuration parameters of the
active BWP is realized. Therefore, rapid power saving of the terminal may be realized
through rapid handover between different states of the BWP. In addition, based on a currently
supported DCI-based BWP handover framework, the embodiments of the disclosure have less
influence on the architecture in the related art, do not need additional signaling, and have the

advantage of low implementation cost.

BRIEF DESCRIPTION OF THE DRAWINGS

[ 0040] Various other advantages and benefits will become apparent to those of
ordinary skill in the art upon reading the following detailed descriptions of alternative

implementations. The drawings are only for the purpose of illustrating alternative



implementations and are not construed as limiting the disclosure. Furthermore, throughout the

drawings, like reference numerals designate like parts. In the drawings:

[ 0041] FIG. 1 is a schematic diagram of an application scenario of a method for a

terminal power saving based on a BWP according to an embodiment of the disclosure;

[ 0042] FIG. 2 is a flowchart of a method for a terminal power saving based on a BWP

provided by an embodiment of the disclosure;

[ 0043] FIG. 3 is another flowchart of a method for a terminal power saving based on a

BWP provided by an embodiment of the disclosure;

[ 0044] FIG. 4 is a flowchart of a method for a terminal power saving based on a BWP

provided by another embodiment of the disclosure;

[ 0045] FIG. 5 is another flowchart of a method for a terminal power saving based on a

BWP provided by another embodiment of the disclosure;

[ 0046] FIG. 6 is a first structural diagram of a network device according to an

embodiment of the disclosure;

[ 0047] FIG. 7 is a second structural diagram of a network device according to an

embodiment of the disclosure;

[ 0048] FIG. 8 is a first structural diagram of a terminal according to an embodiment of

the disclosure;

[ 0049] FIG. 9 is a second structural diagram of a terminal according to an

embodiment of the disclosure;

[ 0050] FIG. 10 is a structural diagram of a network device according to another

embodiment of the disclosure.

[ 0051] FIG. 11 is a structural diagram of a terminal according to another embodiment

of the disclosure.



DETAILED DESCRIPTION

[ 0052] Exemplary embodiments of the disclosure will be described in more detail
below with reference to the accompanying drawings. While the exemplary embodiments of
the disclosure are shown in the drawings, it should be understood that the disclosure may be
implemented in various forms and should not be limited to the embodiments set forth herein.
Rather, these embodiments are provided so that the disclosure may be understood more

thoroughly, and the scope of the disclosure may be fully conveyed to those skilled in the art.

[ 0053] In the description and claims of the disclosure, terms "first", "second", etc. are
used to distinguish similar objects, and do not need to describe a specific sequence or a
sequential order. It will be appreciated that data used in such a way may be exchanged under
appropriate conditions, so that the embodiments of the disclosure described here may be
implemented, for example, in a sequence other than sequences shown or described here. In
addition, terms "include" and "have" and any variations thereof are intended to cover non-
exclusive inclusions. For example, processes, methods, systems, products or devices
containing a series of steps or units are not limited to those clearly listed steps or units, instead,
other steps or units which are not clearly listed or are inherent to these processes, methods,
products or devices may be included. "and/or" in the description and claims means at least

one of the connected objects.

[ 0054] The technologies described herein are not limited to Long Time Evolution
(LTE)/LTE-Advanced (LTE-A) systems, and may also be used in various wireless
communication systems, such as Code Division Multiple Access (CDMA), Time Division
Multiple Access (TDMA), Frequency Division Multiple Access (FDMA), Orthogonal
Frequency Division Multiple Access (OFDMA), Single-Carrier Frequency-Division Multiple
Access (SC-FDMA), and other systems. Terms "system" and "network" are often used
interchangeably. The CDMA system may implement radio technologies such as CDMA 2000,
Universal Terrestrial Radio Access (UTRA), etc. UTRA includes Wideband Code Division
Multiple Access (WCDMA) and other CDMA variants. The TDMA system may implement
radio technologies such as Global System for Mobile Communication (GSM). The OFDMA
system may implement radio technologies such as Ultra Mobile Broadband (UMB),
Evolution-UTRA (E-UTRA), Institute Of Electrical And Electronics Engineers (IEEE) 802.11



(Wireless Fidelity (Wi-Fi)), IEEE 802.16 (World Interoperability for Microwave Access
(WiMAX)), IEEE 802.20, Flash-OFDM, etc. UTRA and E-UTRA are part of a Universal
Mobile Telecommunications System (UMTS). LTE and higher-level LTE such as LTE-A, are
new releases of UMTS that use E-UTRA. UTRA, E-UTRA, UMTS, LTE, LTE-A, and GSM
are described in documents from an organization named "3rd Generation Partnership Project
(3GPP)". CDMA 2000 and UMB are described in documents from an organization named
"3rd Generation Partnership Project 2 (3GPP2)". The technologies described herein may be
used in the above-mentioned systems and radio technologies, as well as other systems and
radio technologies. However, the following description describes NR systems for the purpose
of example, and NR terms are used in most of the following description, although these

technologies are also applicable to applications other than NR system applications.

[ 0055] The following description provides examples and does not limit the scope,
applicability, or configuration set forth in the claims. Changes may be made in the functions
and arrangement of elements discussed, without departing from the spirit and scope of the
disclosure. Various examples may omit, replace, or add various procedures or components as
appropriate. For example, the described methods may be performed in an order other than that
described, and various steps may be added, omitted, or combined. In addition, features

described with reference to certain examples may be combined in other examples.

[ 0056] Referring to FIG. 1, a block diagram of a wireless communication system to
which embodiments of the disclosure may be applied is shown. The wireless communication
system includes a terminal 11 and a base station 12. The terminal 11 may also be referred to
as a user terminal or UE. The terminal 11 may be a cell phone, a tablet personal computer, a
laptop computer, a Personal Digital Assistant (PDA), a Mobile Internet Device (MID), a
wearable device or a terminal-side device such as an onboard device, etc. It should be noted
that the specific type of the terminal 11 is not limited in the embodiments of the disclosure.
The base station 12 may be a variety of base stations and/or core network elements. The base
stations may be base stations under 5G and advanced releases thereafter (e.g., next Generation
NodeB (gNB), 5G NR NB, etc.), or base stations in other communication systems (e.g.,
evolved NodeB (eNB), Wireless Local Area Network (WLAN) access points, or other access
points, etc.). The base station 12 may be referred to as a Node B (NB), an eNB, an access

point, a Base Transceiver Station (BTS), a radio base station, a radio transceiver, a Basic
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Service Set (BSS), an Extended Service Set (ESS), a node B, an evolved node B (eNB), a
home node B, a home eNB, a WLAN access point, a WiFi node, or some other suitable terms
in the art, so long as the same technical effect is achieved. The base station is not limited to a
particular technical vocabulary, and it should be noted that the base station in the NR system
is taken as an example only in the embodiments of the disclosure. However, the specific type

of the base station is not limited.

[ 0057] The base station 12 may communicate with the terminal 11 under the control
of a base station controller. In various examples, the base station controller may be part of a
core network or some base stations. Some base stations may communicate control
information or user data with the core network via backhaul. In some examples, some of these
base stations may communicate with each other directly or indirectly through backhaul links,
which may be wired or wireless communication links. The wireless communication system
may support operation on multiple carriers (waveform signals with different frequencies). A
multi-carrier transmitter may simultaneously transmit modulated signals over the multiple
carriers. For example, each communication link may be a multi-carrier signal modulated
according to various radio technologies. Each of the modulated signals may be transmitted
over different carriers and may carry control information (e.g., reference signals, control

channels, etc.), overhead information, data, etc.

[ 0058] The base station 12 may communicate wirelessly with the terminal 11 via one
or more access point antennas. Each base station may provide communication coverage for a
respective coverage region. A coverage region of an access point may be divided into sectors
that form only a portion of the coverage region. The wireless communication system may
include different types of base stations (e.g., macro base stations, micro base stations, or pico
base stations). The base stations may also use different radio technologies, such as cellular or
WLAN radio access technologies. The base stations may be associated with the same or
different access networks or operator deployments. Coverage regions of different base
stations (including coverage regions of the same or different types of base stations, coverage
regions using the same or different radio technologies, or coverage regions belonging to the

same or different access networks) may overlap.

[ 0059] The communication link in the wireless communication system may include a

11



UL for carrying UL transmission (e.g., from the terminal 11 to the base station 12), or a DL
for carrying DL transmission (e.g., from the base station 12 to the terminal 11). The UL
transmission may also be referred to as reverse link transmission, while the DL transmission
may also be referred to as forward link transmission. The DL transmission may be performed
using a licensed band, an unlicensed band, or both. Similarly, the UL transmission may be

performed using a licensed band, an unlicensed band, or both.

[ 0060] It should be noted that the network device according to the embodiments of the
disclosure may be implemented by a base station (an access network node) of FIG. 1, by a

core network node, or by both the access network node and the core network node.

[ 0061] Referring to FIG. 2, a method for a terminal power saving based on a BWP
provided by the embodiments of the disclosure, when applied to a network device such as a

base station, includes the following operations.

[ 0062] In operation 21, first DCI carrying a first information field is transmitted to a
terminal. The first information field indicates one of at least two configuration states or
configuration indexes of a first parameter. The first parameter is a configuration parameter
associated with an active BWP of the terminal. The active BWP includes an active UL BWP
or an active DL BWP.

[ 0063] Here, specifically, the first DCI may be any one of the following DCI:

[ 0064] DCI format 0_0 scheduling PUSCH or PDSCH;

[ 0065] DCI format 0 1 scheduling PUSCH or PDSCH;

[ 0066] DCI format 1_0 scheduling PUSCH or PDSCH; or

[ 0067] DCI format 1_1 scheduling PUSCH or PDSCH.

[ 0068] Of course, the first DCI may also be new DCI format, such as a custom DCI.

The format of the first DCI is not specifically limited by the embodiments of the disclosure.

[ 0069] Here the first parameter generally includes multiple parameters, and includes at

least two configuration states or configuration indexes. Each of the at least two configuration
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states or configuration indexes corresponds to a group of parameter values of the multiple
parameters. The first information field may be a field having a predetermined bit length, and
one configuration state or configuration index of the first parameter corresponds to a
respective value of the first information field. Therefore, the configuration state or
configuration index of the first parameter may be determined by the value of the first
information field, thereby acquiring a specific parameter value of each parameter in the first

parameter.

[ 0070] Through the above operations, according to the embodiments of the disclosure,
one BWP has at least two configuration states or configuration indexes, and one of the at least
two configuration states or configuration indexes is configured for the terminal through the
first information field, so that the terminal may determine the configuration state or
configuration index of the active BWP based on the first information field, and rapid
handover of configuration parameters of the active BWP is realized. Therefore, rapid power
saving of the terminal may be realized through rapid handover between different states of the

BWP.

[ 0071] Specifically, different states of the first parameter may realize different power
saving states, therefore the embodiments of the disclosure may realize the handover of the
configuration state or configuration index of the first parameter based on the first information
field in the operation 21, and rapidly realize the conversion of parameters for the terminal

power saving.

[ 0072] Specifically, the first parameter in the embodiments of the disclosure may

include one or more of:

[ 0073] minimum value(s) of slot offset kO between DCI and its scheduled PDSCH;

[ 0074] minimum value(s) of slot offset k2 between DCI and its scheduled PUSCH;

[ 0075] a PDSCH-time domain resource allocation;

[ 0076] a PUSCH-time domain resource allocation;

[ 0077] a minimum value of Hybrid Automatic Repeat Request (HARQ) feedback
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timing k1 of the PDSCH;

[ 0078] MIMO-layers;

[ 0079] max MIMO-layers;

[ 0080] number of reception antennas;

[ 0081] number of transmission antennas;

[ 0082] an index of a search space;

[ 0083] a monitoring periodicity of the search space;

[ 0084] monitoring symbol(s) of the search space; or

[ 0085] Discontinuous Reception (DRX) configuration parameter(s).

[ 0086] In the embodiments of the disclosure, before the operation 21, the network

device may also determine, according to a determined target configuration state or target
configuration index of the first parameter of the active BWP of the terminal, a value of the
first information field in the first DCI. Each configuration state or configuration index of the
first parameter corresponds to a respective value of the first information field. Specifically,
the target configuration state or the target configuration index of the first parameter of the
active BWP may be specifically set according to an actual application scenario, which is not

specifically limited by the embodiments of the disclosure.

[ 0087] In the embodiments of the disclosure, the network device and the terminal side
need to obtain the parameter value of each parameter in the first parameter under each

configuration state or configuration index in advance.

[ 0088] As an implementation, the parameter value of each parameter in the first
parameter under each configuration state or configuration index may be defined by the

standard in advance.

[ 0089] As another implementation, the parameter value may be configured by the

network device for the terminal in advance. At this moment, before the operation 21, the
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network device according to the embodiments of the disclosure may also configure, through
high-layer signaling (e.g. RRC signaling), at least two parameter values of at least one
parameter in the first parameter for the terminal. Each of the at least two parameter values is
associated with a respective one of the at least two configuration states or configuration

indexes.

[ 0090] Specifically, the at least two parameter values of at least one parameter in the
first parameter may be configured through an Information Element (IE) associated with the

BWP.

[ 0091] Or, the at least two parameter values of at least one parameter in the first
parameter may be configured through an IE associated with a physical channel respectively.
The physical channel includes at least one of: PDCCH, Physical Uplink Control Channel
(PUCCH), PDSCH, or PUSCH.

[ 0092] It should be noted that the embodiments of the disclosure may indicate the
active BWP of the terminal while indicating the configuration state or configuration index of
the configuration parameter associated with the active BWP of the terminal in the operation
21. At this moment, a second information field indicating the active BWP of the terminal may
also be carried in the first DCI. Of course, the embodiments of the disclosure may also
indicate the active BWP of the terminal through another signaling message. For example,
second DCI different from the first DCI is transmitted to the terminal. A third information
field indicating the active BWP of the terminal may be carried in the second DCI. The second
DCI may be transmitted before the first DCI or may be transmitted after the first DCI, which

is not specifically limited by the embodiments of the disclosure.

[ 0093] The method for a terminal power saving based on a BWP according to the
embodiments of the disclosure is described as above from a network device side, and is

further described below from a terminal side.

[ 0094] Referring to FIG. 3, a method for a terminal power saving based on a BWP
provided by the embodiments of the disclosure, when applied to the terminal, includes the

following operations.

[ 0095] In operation 31, first DCI carrying a first information field is received from a
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network device. The first information field indicates one of at least two configuration states or
configuration indexes of a first parameter. The first parameter is a configuration parameter
associated with an active BWP of the terminal. The active BWP includes an active UL BWP
or an active DL BWP.

[ 0096] Here the terminal may receive the first DCI transmitted by the network device,
and acquire the configuration state or configuration index of the first parameter associated
with the active BWP from the first DCI, rapid handover of configuration parameters of the
active BWP is realized, and rapid conversion of the power saving parameters of the terminal
may further be realized through handover between different states of the BWP. For example,
the terminal may be rapidly switched to a parameter value of the first parameter which is

more power-saving, so that rapid power saving of the terminal is realized.

[ 0097] Specifically, the first parameter may include at least one of:

[ 0098] minimum value(s) of slot offset kO between DCI and its scheduled PDSCH;
[ 0099] minimum value(s) of slot offset k2 between DCI and its scheduled PUSCH;
[ 00100] a PDSCH-time domain resource allocation;

[00101] a PUSCH-time domain resource allocation;

[ 00102] a minimum value of HARQ feedback timing k1 of the PDSCH;
[ 00103] MIMO-layers;

[ 00104] max MIMO-layers;

[ 00105] number of reception antennas;

[ 00106] number of transmission antennas;

[ 00107] an index of a search space;

[ 00108] a monitoring periodicity of the search space;
[ 00109] monitoring symbol(s) of the search space; or

16



[00110] DRX configuration parameter(s).

[00111] Here in the method, after receiving the first DCI in the operation 31, the
terminal may perform the following judgment and processing. In response to a target
configuration state or a target configuration index indicated by the first information field in
the first DCI being different from a current configuration state or a current configuration
index of the first parameter associated with the active BWP of the terminal, associated
configuration information of the first parameter is set according to the target configuration
state or the target configuration index. In response to the target configuration state or the
target configuration index being the same as the current configuration state or the current

configuration index, the first DCI may be ignored (or discarded directly).

[00112] As an alternative, in the embodiments of the disclosure, each configuration
state or configuration index of the first parameter corresponds to a respective value of the first

information field.

[00113] In the embodiments of the disclosure, the network device and the terminal side
need to obtain the parameter value of each parameter in the first parameter under each
configuration state or configuration index in advance. As an implementation, the parameter
value of each parameter in the first parameter under each configuration state or configuration
index may be defined by the standard in advance. As another implementation, the terminal
may receive a configuration state or configuration index of the first parameter configured by
the network device in advance and the parameter value of each parameter under each
configuration state or configuration index. For example, before the operation 31, the terminal
may also receive at least two parameter values of at least one parameter in the first parameter
configured by the network device through high-layer signaling. Each of the at least two
parameter values is associated with a respective one of the at least two configuration states or

configuration indexes.

[ 00114] Specifically, the at least two parameter values of at least one parameter in the
first parameter are configured through an IE associated with the BWP. At this moment, the
terminal may know, according to the received IE associated with the BWP, the configuration
state or configuration index of the first parameter and the parameter value of each parameter

under each configuration state or configuration index. Or, the at least two parameter values of
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at least one parameter in the first parameter are configured through an IE associated with a
physical channel. The physical channel includes at least one of: PDCCH, PUCCH, PDSCH,
or PUSCH. At this moment, the terminal may know, according to the IE associated with each
physical channel, the configuration state or configuration index of the first parameter and the

parameter value of each parameter under each configuration state or configuration index.

[ 00115] As an alternative, in the embodiments of the disclosure, a second information
field indicating the active BWP of the terminal may be simultaneously carried in the first DCI,
to indicate the active BWP and configuration parameters associated with the active BWP of
the terminal in one DCI. As another alternative, the terminal may also receive second DCI
carrying a third information field indicating the active BWP of the terminal from the network
device, so that the active BWP and configuration parameters associated with the active BWP

of the terminal are acquired by different DCI, respectively.

[00116] In addition, in the embodiments of the disclosure, before the operation 31, the
terminal may also report a BWP capability parameter of the terminal to the network device.
The BWP capability parameter indicates whether the terminal supports adaptation of at most
N BWPs via DCI or a timer. Each of the N BWPs supports being configured with frequency
domain position (e.g. start-stop position of a frequency domain) and bandwidth configuration
information (e.g. bandwidth size), subcarrier spacing configuration information, CP
configuration information, and at least two parameter values of at least one parameter in the

first parameter. N is an integer equal to or greater than 2.

[00117] The method for a terminal power saving based on a BWP according to the
embodiments of the disclosure is described as above. The above embodiments are further

described below by way of examples.
[ 00118] First Example:

[ 00119] A network device configures a DL BWP #1 for a terminal. Configuration
information includes a frequency domain position bandwidth of 20 MHz, a subcarrier spacing
of 30 kHz, a normal CP, and a first parameter associated with the BWP #1. The first
parameter contains two configuration states, namely a state or index of 0 and a state or index

of 1. A parameter configuration value of a configuration state #0 of the first parameter
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includes: a minimum value of a slot offset between DCI and its scheduled PDSCH is equal to
0, a minimum value of a slot offset between DCI and its scheduled PUSCH is equal to 0, max
MIMO-layers are equal to 4, a monitoring periodicity of a search space contains 5 slots, etc. A
parameter configuration value of a configuration state #1 of the first parameter includes: a
minimum value of a slot offset between DCI and its scheduled PDSCH is equal to 2, max

MIMO-layers are equal to 2, a monitoring periodicity of a search space contains 10 slots, etc.

[ 00120] The network device transmits DCI to the terminal. The DCI indicates that an
active DL BWP of the terminal is the DL BWP #1, and a value of a first information field in
the DCI is 1, indicating that the first parameter used by the terminal on the DL BWP #1 is

configured with the state or index 1.

[ 00121] After receiving the DCI, the terminal operates on the DL BWP #I.
Configuration information according to the configuration state #1 of the first parameter
includes: a minimum value of a slot offset between DCI and its scheduled PDSCH is equal to
2, max MIMO-layers are equal to 2, a monitoring periodicity of a search space contains 10

slots, PDCCH detection reception and PDSCH reception are performed, etc.

[ 00122] It should be noted that in the first example, the configuration state of the first
parameter and the active BWP are indicated in the same DCI. In the embodiments of the
disclosure, the configuration state of the first parameter and the active BWP may also be
indicated in different DCI respectively. For example, the configuration state of the first
parameter is indicated via the first DCI, and the scheduled BWP is indicated via the second
DCI, which will not be elaborated here.

[ 00123] Second Example:

[ 00124] A network side configures a DL BWP #1 for a terminal. Configuration
information includes a frequency domain position bandwidth of 20 MHz, a subcarrier spacing
of 30 kHz, a normal CP, and configuration parameters of PDSCH and PDCCH associated
with the BWP #1.

[ 00125] The configuration parameter of PDSCH includes part of configuration
parameters of the first parameter: a minimum value of a slot offset between DCI and its

scheduled PDSCH, and max MIMO-layers. The slot offset parameters of the DCI and the
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PDSCH scheduled by the DCI, which are configured by high-layer signaling for the terminal,
contain two configuration states, namely, a state or index of 0 and a state or index of 1. The
state or index of 0 corresponds to the configuration parameter that the minimum value of the
slot offset between the DCI and its scheduled PDSCH is equal to 0. The state or index of 1
corresponds to the configuration parameter that the minimum value of the slot offset between
the DCI and its scheduled PDSCH is equal to 2. The max MIMO-layers, which are configured
by high-layer signaling for the terminal, contain two configuration states, namely, a state or
index of 0 and a state or index of 1. The state or index of 0 corresponds to the configuration
parameter that the max MIMO-layers are equal to 4. The state or index of 1 corresponds to the

configuration parameter that the max MIMO-layers are equal to 8.

[ 00126] The configuration parameter of PDCCH includes part of configuration
parameters of the first parameter: a monitoring periodicity of a search space. A monitoring
periodicity of a certain search space, which is configured by high-layer signaling for the
terminal, contains two configuration states, namely, a state or index of 0 and a state or index
of 1. The state or index of 0 corresponds to the configuration parameter that the monitoring
periodicity of the search space contains 5 slots. The state or index of 1 corresponds to the

configuration parameter that the monitoring periodicity of the search space contains 10 slots.

[ 00127] The network side transmits DCI to the terminal. The DCI indicates that an
active DL BWP of the terminal is the DL BWP #1, and a value of a first DCI field in the DCI
is 1, indicating that the first parameter used by the terminal on the DL BWP #1 is configured

with the state or index 1.

[ 00128] After receiving the DCI, the terminal operates on the DL BWP #I.
Configuration information according to the configuration state #1 of the first parameter
includes: a minimum value of a slot offset between DCI and its scheduled PDSCH is equal to
2, max MIMO-layers are equal to 8, a monitoring periodicity of a search space contains 10

slots, PDCCH detection reception and PDSCH reception are performed, etc.
[ 00129] Third Example:

[ 00130] Example 3 describes a specific implementation of reporting capability of a

terminal.
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[00131] The BWP reporting capability of the terminal is to support adaptation of at
most two BWPs via DCI or a timer. The two BWPs may be configured with multiple sets of
other parameters respectively besides frequency domain position and bandwidth configuration
information, subcarrier spacing configuration information, and CP configuration information.
A network device may configure a DL BWP #1 for the terminal, in which a bandwidth is 100
MHz, a subcarrier spacing is 30 kHz, a normal CP is used, but two sets of other parameters
may be configured. The first set of parameters is that a minimum value of a slot offset
between DCI and its scheduled PDSCH is equal to 0, and a monitoring periodicity of a search
space contains 5 slots. The second set of parameters is that a minimum value of a slot offset
between DCI and its scheduled PDSCH is equal to 2, and a monitoring periodicity of a search
space contains 10 slots. A network side may configure a DL BWP #2 for the terminal, in
which a bandwidth is 20MHz, a subcarrier spacing is 30 kHz, a normal CP is used, but two
sets of other parameters may be configured. The first set of parameters is that a minimum
value of a slot offset between DCI and its scheduled PDSCH is equal to 0, and a monitoring
periodicity of a search space contains 5 slots. The second set of parameters is that a minimum
value of a slot offset between DCI and its scheduled PDSCH is equal to 2, and a monitoring

periodicity of a search space contains 10 slots.

[ 00132] Next, another embodiment of the method for a terminal power saving based on

a BWP according to the embodiments of the disclosure will be continuously described.

[ 00133] Referring to FIG. 4, a method for a terminal power saving based on a BWP
provided by the embodiments of the disclosure, when applied to a network device, includes

the following operations.

[ 00134] In operation 41, DCI indicating an active BWP of the terminal is transmitted to
the terminal. The active BWP is one of at most M BWPs reported by the terminal and
supported by the terminal to be adaptable through the DCI or a timer, and the active BWP
includes an active UL BWP or an active DL BWP.

[ 00135] The M BWPs support configuration of T first parameter groups, parameter
values of first parameters in different first parameter groups are not identical, and in response
to at least two BWPs supporting configuration of the same first parameter group, the at least

two BWPs support configuration of second parameter groups with parameter values of second
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parameters which are not identical, M is an integer equal to or greater than 2, and T is an

integer less than M.

[ 00136] The first parameter group includes frequency domain position information,
bandwidth configuration information, subcarrier spacing configuration information, and CP

configuration information of the BWP.

[ 00137] Through these operations, the embodiments of the disclosure may realize that
different BWPs have first parameter groups with identical values, and also have parameter
values of second parameters which are not identical, so that rapid conversion of the second
parameters may be realized by using different BWPs, and rapid conversion of configuration

of parameters for the terminal power saving is further realized.

[ 00138] Here the at least two BWPs support configuration of second parameter groups
with parameter values of second parameters that are not identical, it may be that the respective
second parameters of the BWPs are not identical in type, it may also be that the second

parameters are identical in type but not identical in parameter values, etc.

[ 00139] In addition, in the embodiments of the disclosure, before the operation 41, the
network device may also receive a BWP capability parameter of the terminal reported by the
terminal. The BWP capability parameter indicates the at most M BWPs supported by the
terminal to be adaptable through the DCI or the timer.

[ 00140] The M BWPs support configuration of T first parameter groups, parameter
values of first parameters in different first parameter groups are not identical, and in response
to at least two BWPs supporting configuration of the same first parameter group, the at least
two BWPs support configuration of second parameter groups with parameter values of second
parameters which are not identical, M is an integer equal to or greater than 2, and T is an

integer less than M.

[00141] The first parameter group includes frequency domain position information,
bandwidth configuration information, subcarrier spacing configuration information, and CP

configuration information of the BWP.

[ 00142] The second parameter group comprises a configuration parameter associated
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with the BWP other than configuration parameters in the first parameter group. For example,

the second parameter group may include one or more of:

[ 00143]

[ 00144]

[ 00145]

[00146]

[ 00147]

[00148]

[ 00149]

[ 00150]

[00151]

[ 00152]

[00153]

[ 00154]

[ 00155]

[ 00156]

minimum value(s) of slot offset kO between DCI and its scheduled PDSCH;
minimum value(s) of slot offset k2 between DCI and its scheduled PUSCH;
a PDSCH-time domain resource allocation;

a PUSCH-time domain resource allocation;

a minimum value of HARQ feedback timing k1 of the PDSCH;
MIMO-layers;

max MIMO-layers;

number of reception antennas;

number of transmission antennas;

an index of a search space;

a monitoring periodicity of the search space;

monitoring symbol(s) of the search space; or

DRX configuration parameter(s).

Referring to FIG. 5, a method for a terminal power saving based on a BWP

provided by the embodiments of the disclosure, when applied to the terminal, includes the

following operations.

[00157]

In operation 51, DCI indicating an active BWP of the terminal is received from

a network device. The active BWP is one of at most M BWPs reported by the terminal and

supported by the terminal to be adaptable through the DCI or a timer, and the active BWP
includes an active UL BWP or an active DL BWP.

[ 00158]

The M BWPs support configuration of T first parameter groups, parameter
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values of first parameters in different first parameter groups are not identical, and in response
to at least two BWPs supporting configuration of the same first parameter group, the at least
two BWPs support configuration of second parameter groups with parameter values of second
parameters which are not identical, M is an integer equal to or greater than 2, and T is an

integer less than M.

[ 00159] The first parameter group includes frequency domain position information,
bandwidth configuration information, subcarrier spacing configuration information, and CP

configuration information of the BWP.

[ 00160] The second parameter group comprises a configuration parameter associated

with the BWP other than configuration parameters in the first parameter group.

[00161] Through these operations, the embodiments of the disclosure may realize that
different BWPs have first parameter groups with identical values, and also have parameter
values of second parameters which are not identical, so that rapid conversion of the second
parameters may be realized by using different BWPs, and rapid conversion of configuration

of parameters for the terminal power saving is further realized.

[ 00162] In an embodiment, before receiving the DCI in the operation 51, the terminal
may also report a BWP capability parameter of the terminal to the network device. The BWP
capability parameter indicates whether the terminal supports the at most M BWPs to be
adaptable through the DCI or the timer.

[ 00163] The M BWPs support configuration of T first parameter groups, parameter
values of first parameters in different first parameter groups are not identical, and in response
to at least two BWPs supporting configuration of the same first parameter group, the at least
two BWPs support configuration of second parameter groups with parameter values of second
parameters which are not identical, M is an integer equal to or greater than 2, and T is an

integer less than M.

[ 00164] The first parameter group includes frequency domain position information,
bandwidth configuration information, subcarrier spacing configuration information, and CP

configuration information of the BWP.
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[ 00165]

The second parameter group comprises a configuration parameter associated

with the BWP other than configuration parameters in the first parameter group. For example,

the second parameter group may include one or more of:

[ 00166]

[ 00167]

[ 00168]

[ 00169]

[ 00170]

[00171]

[ 00172]

[ 00173]

[ 00174]

[00175]

[ 00176]

[ 00177]

[ 00178]

[ 00179]

[ 00180]

[00181]

minimum value(s) of slot offset kO between DCI and its scheduled PDSCH;
minimum value(s) of slot offset k2 between DCI and its scheduled PUSCH;
a PDSCH-time domain resource allocation;

a PUSCH-time domain resource allocation;

a minimum value of HARQ feedback timing k1 of the PDSCH;
MIMO-layers;

max MIMO-layers;

number of reception antennas;

number of transmission antennas;

an index of a search space;

a monitoring periodicity of the search space;

monitoring symbol(s) of the search space; or

DRX configuration parameter(s).

An example of the above embodiment is further given below.

Fourth Example

The BWP reporting capability of a terminal is to support adaptation of at most

four BWPs via DCI or a timer. The four BWPs only have two frequency domain position and

bandwidth configuration information, subcarrier spacing configuration information, and CP

configuration information, and two BWPs with the same frequency domain position and

bandwidth configuration information, subcarrier spacing configuration information, and CP
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configuration information may be configured with different other parameters. Therefore a
network side may configure a DL BWP #1 for the terminal, in which a bandwidth is 100 MHz,
a subcarrier spacing is 30 kHz, a normal CP is used, and other parameters are that a minimum
value of a slot offset between DCI and its scheduled PDSCH is equal to 0, and a monitoring
periodicity of a search space contains 5 slots. A DL BWP #2 is configured, in which a
bandwidth is 100 MHz, a normal CP is used, a subcarrier spacing is 30 kHz, and other
parameters are that a minimum value of a slot offset between DCI and its scheduled PDSCH
is equal to 2, and a monitoring periodicity of a search space contains 10 slots. A DL BWP #3
is configured, in which a bandwidth is 20 MHz, a subcarrier spacing is 30 kHz, a normal CP
is used, but other parameters are that a minimum value of a slot offset between DCI and its
scheduled PDSCH is equal to 0, and a monitoring periodicity of a search space contains 5
slots. A DL BWP #4 is configured, in which a bandwidth is 20 MHz, a subcarrier spacing is
30 kHz, a normal CP is used, and other parameters are that a minimum value of a slot offset
between DCI and its scheduled PDSCH is equal to 2, and a monitoring periodicity of a search

space contains 10 slots.

[ 00182] Various methods of the embodiments of the disclosure are described as above.

Devices for implementing the above methods will be further provided below.

[ 00183] The embodiments of the disclosure provide a network device shown in FIG. 6.
Referring to FIG. 6, the embodiments of the disclosure provide a network device 60, which

includes a transceiver 62.

[ 00184] The transceiver 62 is configured to transmit first DCI carrying a first
information field to a terminal. The first information field indicates one of at least two
configuration states or configuration indexes of a first parameter. The first parameter is a
configuration parameter associated with an active BWP of the terminal. The active BWP

includes an active UL BWP or an active DL BWP.
[ 00185] As an alternative, the first parameter includes at least one of:
[ 00186] minimum value(s) of slot offset kO between DCI and its scheduled PDSCH;

[ 00187] minimum value(s) of slot offset k2 between DCI and its scheduled PUSCH;
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[ 00188] a PDSCH-time domain resource allocation;

[ 00189] a PUSCH-time domain resource allocation;

[ 00190] a minimum value of HARQ feedback timing k1 of the PDSCH;
[ 00191] MIMO-layers;

[ 00192] max MIMO-layers;

[ 00193] number of reception antennas;

[ 00194] number of transmission antennas;

[ 00195] an index of a search space;

[ 00196] a monitoring periodicity of the search space;

[ 00197] monitoring symbol(s) of the search space; or

[ 00198] DRX configuration parameter(s).

[ 00199] In an embodiment, the network device further includes a processor 61.

[ 00200] Before transmitting the first DCI, the processor 61 is configured to determine,

according to a determined target configuration state or target configuration index of the first
parameter of the active BWP of the terminal, a value of the first information field in the first
DCI. Each configuration state or configuration index of the first parameter corresponds to a

respective value of the first information field.

[ 00201] In an embodiment, before transmitting the first DCI, the transceiver is further
configured to configure, through high-layer signaling, at least two parameter values of at least
one parameter in the first parameter for the terminal. Each of the at least two parameter values
is associated with a respective one of the at least two configuration states or configuration

indexes.

[ 00202] In an embodiment, the at least two parameter values of at least one parameter

in the first parameter are configured through an IE associated with the BWP; or,
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[ 00203] the at least two parameter values of at least one parameter in the first parameter
are configured through an IE associated with a physical channel, the physical channel

including at least one of: PDCCH, PUCCH, PDSCH, or PUSCH.

[ 00204] In an embodiment, the first DCI further carries a second information field

indicating the active BWP of the terminal;
[ 00205] or,

[ 00206] the transceiver is further configured to transmit, to the terminal, second DCI

carrying a third information field indicating the active BWP of the terminal.

[ 00207] Referring to FIG. 7, the embodiments of the disclosure provide another
schematic structural diagram of a network device 700, which includes a processor 701, a

transceiver 702, a memory 703, and a bus interface.

[ 00208] The transceiver 702 is configured to transmit first DCI carrying a first
information field to a terminal. The first information field indicates one of at least two
configuration states or configuration indexes of a first parameter. The first parameter is a
configuration parameter associated with an active BWP of the terminal. The active BWP

includes an active UL BWP or an active DL BWP.

[ 00209] In FIG. 7, the bus architecture may include any number of interconnected
buses and bridges, particularly with various circuits such as one or more processors
represented by the processor 701 and a memory represented by the memory 703 linked
together. The bus architecture may also link various other circuits such as peripheral devices,
voltage regulators, power management circuits, etc., which are well known in the art, and
therefore, will not be described further herein. The bus interface provides an interface. The
transceiver 702 may contain multiple elements, including a transmitter and a receiver, and

providing a unit for communicating with various other devices over a transmission medium.

[ 00210] The processor 701 is responsible for managing the bus architecture and general
processing, and the memory 703 may store data used by the processor 701 upon performing

operations.
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[ 00211] In an embodiment, the processor 701 is configured to read a program in the
memory to perform the following processes: before transmitting the first DCI, determining,
according to a determined target configuration state or target configuration index of the first
parameter of the active BWP of the terminal, a value of the first information field in the first
DCI. Each configuration state or configuration index of the first parameter corresponds to a

respective value of the first information field.

[ 00212] In an embodiment, before transmitting the first DCI, the transceiver is further
configured to configure, through high-layer signaling, at least two parameter values of at least
one parameter in the first parameter for the terminal. Each of the at least two parameter values
is associated with a respective one of the at least two configuration states or configuration

indexes.

[ 00213] In an embodiment, the at least two parameter values of at least one parameter

in the first parameter are configured through an IE associated with the BWP; or,

[ 00214] the at least two parameter values of at least one parameter in the first parameter
are configured through an IE associated with a physical channel, the physical channel

including at least one of: PDCCH, PUCCH, PDSCH, or PUSCH.

[ 00215] In an embodiment, the first DCI further carries a second information field

indicating the active BWP of the terminal;
[ 00216] or,

[ 00217] the transceiver is further configured to transmit, to the terminal, second DCI

carrying a third information field indicating the active BWP of the terminal.

[ 00218] The embodiments of the disclosure provide a terminal shown in FIG. 8.
Referring to FIG. 8, the embodiments of the disclosure also provide a terminal 80, which

includes a transceiver 82.

[ 00219] The transceiver 82 is configured to receive first DCI carrying a first
information field from a network device. The first information field indicates one of at least

two configuration states or configuration indexes of a first parameter. The first parameter is a

29



configuration parameter associated with an active BWP of the terminal. The active BWP

includes an active UL BWP or an active DL BWP.

[ 00220]

[ 00221]

[ 00222]

[ 00223]

[ 00224]

[ 00225]

[ 00226]

[ 00227]

[ 00228]

[ 00229]

[ 00230]

[ 00231]

[ 00232]

[ 00233]

[ 00234]

[ 00235]

In an embodiment, the first parameter includes at least one of:

minimum value(s) of slot offset kO between DCI and its scheduled PDSCH;
minimum value(s) of slot offset k2 between DCI and its scheduled PUSCH;
a PDSCH-time domain resource allocation;

a PUSCH-time domain resource allocation;

a minimum value of HARQ feedback timing k1 of the PDSCH;
MIMO-layers;

max MIMO-layers;

number of reception antennas;

number of transmission antennas;

an index of a search space;

a monitoring periodicity of the search space;

monitoring symbol(s) of the search space; or

DRX configuration parameter(s).

In an embodiment, the terminal further includes a processor 81.

After receiving the first DCI, the processor 81 is configured to set, in response

to a target configuration state or a target configuration index indicated by the first information

field in the first DCI received by the terminal being different from a current configuration

state or a current configuration index of the first parameter associated with the active BWP of

the terminal, associated configuration information of the first parameter according to the

target configuration state or the target configuration index.
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[ 00236] In an embodiment, each configuration state or configuration index of the first

parameter corresponds to a respective value of the first information field.

[ 00237] In an embodiment, before receiving the first DCI, the transceiver is further
configured to receive at least two parameter values of at least one parameter in the first
parameter configured by the network device through high-layer signaling. Each of the at least
two parameter values is associated with a respective one of the at least two configuration

states or configuration indexes.
[ 00238] In an embodiment,

[ 00239] the at least two parameter values of at least one parameter in the first parameter

are configured through an IE associated with the BWP; or,

[ 00240] the at least two parameter values of at least one parameter in the first parameter
are configured through an IE associated with a physical channel, the physical channel

including at least one of: PDCCH, PUCCH, PDSCH, or PUSCH.

[ 00241] In an embodiment, the first DCI further carries a second information field

indicating the active BWP of the terminal;
[ 00242] or,

[ 00243] the transceiver is further configured to receive second DCI carrying a third

information field indicating the active BWP of the terminal from the network device.

[ 00244] In an embodiment, before receiving the first DCI, the transceiver is further
configured to report a BWP capability parameter of the terminal to the network device. The
BWP capability parameter indicates whether the terminal supports adaptation of at most N
BWPs via DCI or a timer, each of the N BWPs supports being configured with frequency
domain position and bandwidth configuration information, subcarrier spacing configuration
information, CP configuration information, and at least two parameter values of at least one

parameter in the first parameter, and N is an integer equal to or greater than 2.

[ 00245] Referring to FIG. 9, the embodiments of the disclosure provide another

schematic structural diagram of a terminal. The terminal 900 includes a processor 901, a
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transceiver 902, a memory 903, a user interface 906, and a bus interface.

[ 00246] In the embodiments of the disclosure, the terminal 900 further includes: a

computer program stored on the memory 903 and executable on the processor 901.

[ 00247] The transceiver 902 is configured to receive first DCI carrying a first
information field from a network device. The first information field indicates one of at least
two configuration states or configuration indexes of a first parameter. The first parameter is a
configuration parameter associated with an active BWP of the terminal. The active BWP

includes an active UL BWP or an active DL BWP.

[ 00248] In FIG. 9, the bus architecture may include any number of interconnected
buses and bridges, particularly with various circuits such as one or more processors
represented by the processor 901 and a memory represented by the memory 903 linked
together. The bus architecture may also link various other circuits such as peripheral devices,
voltage regulators, power management circuits, etc., which are well known in the art, and
therefore, will not be described further herein. The bus interface provides an interface. The
transceiver 902 may contain multiple elements, including a transmitter and a receiver, and
providing a unit for communicating with various other devices over a transmission medium.
For different UEs, the user interface 906 may also be an interface capable of externally or
internally connecting devices to be connected, including but not limited to keypads, displays,

speakers, microphones, joysticks, etc.

[ 00249] The processor 901 is responsible for managing the bus architecture and general
processing, and the memory 903 may store data used by the processor 901 upon performing

operations.

[ 00250] In an embodiment, the processor 901 is configured to read a program in the
memory to perform the following processes: after receiving the first DCI, setting, in response
to a target configuration state or a target configuration index indicated by the first information
field in the first DCI received by the terminal being different from a current configuration
state or a current configuration index of the first parameter associated with the active BWP of
the terminal, associated configuration information of the first parameter according to the

target configuration state or the target configuration index.
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[ 00251] Each configuration state or configuration index of the first parameter

corresponds to a respective value of the first information field.

[ 00252] In an embodiment, the transceiver is further configured to receive at least two
parameter values of at least one parameter in the first parameter configured by the network
device through high-layer signaling. Each of the at least two parameter values is associated

with a respective one of the at least two configuration states or configuration indexes.

[ 00253] In an embodiment, the at least two parameter values of at least one parameter

in the first parameter are configured through an IE associated with the BWP; or,

[ 00254] the at least two parameter values of at least one parameter in the first parameter
are configured through an IE associated with a physical channel, the physical channel

including at least one of: PDCCH, PUCCH, PDSCH, or PUSCH.

[ 00255] In an embodiment, the first DCI further carries a second information field for

indicating the active BWP of the terminal;
[ 00256] or, the method further includes the following operations.

[ 00257] The transceiver is further configured to receive second DCI carrying a third

information field indicating the active BWP of the terminal from the network device.

[ 00258] In an embodiment, before receiving the first DCI, the transceiver is further
configured to report a BWP capability parameter of the terminal to the network device. The
BWP capability parameter indicates whether the terminal supports adaptation of at most N
BWPs via DCI or a timer, each of the N BWPs supports being configured with frequency
domain position and bandwidth configuration information, subcarrier spacing configuration
information, CP configuration information, and at least two parameter values of at least one

parameter in the first parameter, and N is an integer equal to or greater than 2.

[ 00259] The embodiments of the disclosure provide a network device shown in FIG. 10.
Referring to FIG. 10, the embodiments of the disclosure provide a schematic structural

diagram of a network device 100, which includes a transceiver 101.

[ 00260] The transceiver 101 is configured to transmit DCI indicating an active BWP of
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a terminal to the terminal. The active BWP is one of at most M BWPs reported by the
terminal and supported by the terminal to be adaptable through the DCI or a timer, and the
active BWP includes an active UL BWP or an active DL BWP.

[ 00261] The M BWPs support configuration of T first parameter groups, parameter
values of first parameters in different first parameter groups are not identical, and in response
to at least two BWPs supporting configuration of the same first parameter group, the at least
two BWPs support configuration of second parameter groups with parameter values of second
parameters which are not identical, M is an integer equal to or greater than 2, and T is an

integer less than M.

[ 00262] The first parameter group includes frequency domain position information,
bandwidth configuration information, subcarrier spacing configuration information, and CP

configuration information of the BWP.

[ 00263] The second parameter group comprises a configuration parameter associated

with the BWP other than configuration parameters in the first parameter group.

[ 00264] In an embodiment, before transmitting the DCI, the transceiver is further
configured to receive a BWP capability parameter of the terminal reported by the terminal.
The BWP capability parameter indicates the at most M BWPs supported by the terminal to be
adaptable through the DCI or the timer.

[ 00265] The M BWPs support configuration of T first parameter groups, parameter
values of first parameters in different first parameter groups are not identical, and in response
to at least two BWPs supporting configuration of the same first parameter group, the at least
two BWPs support configuration of second parameter groups with parameter values of second
parameters which are not identical, M is an integer equal to or greater than 2, and T is an

integer less than M.

[ 00266] The first parameter group includes frequency domain position information,
bandwidth configuration information, subcarrier spacing configuration information, and CP

configuration information of the BWP.

[ 00267] The second parameter group comprises a configuration parameter associated
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with the BWP other than configuration parameters in the first parameter group.

[ 00268] The embodiments of the disclosure provide a terminal shown in FIG. 11.
Referring to FIG. 11, the embodiments of the disclosure provide a schematic structural

diagram of a terminal 110, which includes a transceiver 111.

[ 00269] The transceiver 111 is configured to receive DCI indicating an active BWP of
the terminal from a network device. The active BWP is one of at most M BWPs reported by
the terminal and supported by the terminal to be adaptable through the DCI or a timer, and the
active BWP includes an active UL BWP or an active DL BWP.

[ 00270] The M BWPs support configuration of T first parameter groups, parameter
values of first parameters in different first parameter groups are not identical, and in response
to at least two BWPs supporting configuration of the same first parameter group, the at least
two BWPs support configuration of second parameter groups with parameter values of second
parameters which are not identical, M is an integer equal to or greater than 2, and T is an

integer less than M.

[ 00271] The first parameter group includes frequency domain position information,
bandwidth configuration information, subcarrier spacing configuration information, and CP

configuration information of the BWP.

[ 00272] The second parameter group comprises a configuration parameter associated

with the BWP other than configuration parameters in the first parameter group.

[ 00273] In an embodiment, before receiving the DCI, the transceiver is further
configured to report a BWP capability parameter of the terminal to the network device. The
BWP capability parameter indicates whether the terminal supports the at most M BWPs to be
adaptable through the DCI or the timer.

[ 00274] The M BWPs support configuration of T first parameter groups, parameter
values of first parameters in different first parameter groups are not identical, and in response
to at least two BWPs supporting configuration of the same first parameter group, the at least
two BWPs support configuration of second parameter groups with parameter values of second

parameters which are not identical, M is an integer equal to or greater than 2, and T is an
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integer less than M.

[ 00275] The first parameter group includes frequency domain position information,
bandwidth configuration information, subcarrier spacing configuration information, and CP

configuration information of the BWP.

[ 00276] The second parameter group comprises a configuration parameter associated

with the BWP other than configuration parameters in the first parameter group.

[ 00277] Those of ordinary skill in the art may realize that the units and algorithm steps
of each example described in combination with the embodiments disclosed herein may be
implemented by an electronic hardware or a combination of the electronic hardware and a
computer software. Whether these functions are executed in a hardware or software manner
depends on specific applications and design constraints of the technical solutions.
Professionals may implement the described functions for each specific application by use of
different methods, but such implementation shall not be considered as going beyond the scope

of the disclosure.

[ 00278] Those skilled in the art may clearly learn that specific working processes of the
system, device and unit as described above may refer to the corresponding processes in the
above-mentioned method embodiments and will not be elaborated herein, for convenient and

brief description.

[ 00279] In the embodiments provided by the disclosure, it should be understood that
the disclosed device and method may be implemented in another manner. For example, the
device embodiments as described above are only schematic, for example, division of the units
is only logic function division, and other division manners may be adopted during practical
implementation. For example, multiple units or components may be combined or integrated
into another system, or some characteristics may be neglected or not executed. In addition,
coupling or direct coupling or communication connection between displayed or discussed
components may be indirect coupling or communication connection implemented through

some interfaces, devices or units, and may be electrical and mechanical, or adopt other forms.

[ 00280] The units described as separate parts may or may not be physically separated,

and parts displayed as units may or may not be physical units, namely, may be located in the
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same place, or may also be distributed to multiple network units. Part or all of the units may
be selected to achieve the purpose of the solutions of the embodiments of the disclosure

according to a practical requirement.

[ 00281] In addition, each functional unit in each of the embodiments of the disclosure
may be integrated into a processing unit, each unit may also physically exist independently, or

two or more than two units may also be integrated into a unit.

[ 00282] When being realized in form of software functional unit and sold or used as an
independent product, the function may be stored in a computer-readable storage medium.
Based on such an understanding, the technical solutions of the disclosure substantially or parts
making contributions to the related art or part of the technical solutions may be embodied in
form of a software product, and the computer software product is stored in a storage medium,
including multiple instructions configured to enable a computer device (which may be a
personal computer, a server, a network device or the like) to execute all or part of the steps of
the method according to each of the embodiments of the disclosure. The foregoing storage
medium includes: various media capable of storing program codes such as a U disk, a mobile
hard disk, a Read-Only Memory (ROM), a Random Access Memory (RAM), a magnetic disk,

or an optical disk, etc.

[ 00283] The above description is only the specific implementation of the disclosure and
not intended to limit the scope of protection of the disclosure. Any variations or replacements
apparent to those skilled in the art within the technical scope disclosed by the disclosure shall
fall within the scope of protection of the disclosure. Therefore, the scope of protection of the

disclosure should be determined by the scope of protection of the claims.
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CLAIMS

1. A method for a terminal power saving based on a Bandwidth Part (BWP), applied to a

network device, the method comprising:

transmitting first Downlink Control Information (DCI) carrying a first information
ficld to the terminal, wherein the first information field indicates one of at least two
configuration states or configuration indexes of a first parameter, the first parameter is a
configuration parameter associated with an active BWP of the terminal, and the active BWP

comprises an active uplink (UL) BWP or an active downlink (DL) BWP.

2. The method of claim 1, wherein the first parameter comprises at least one of:

minimum value(s) of slot offset between DCI and its scheduled Physical Downlink

Shared Channel (PDSCH);

minimum value(s) of slot offset between DCI and its scheduled Physical Uplink
Shared Channel (PUSCH);

a PDSCH-time domain resource allocation;
a PUSCH-time domain resource allocation;

a minimum value of Hybrid Automatic Repeat Request (HARQ) feedback timing of
the PDSCH;

Multiple Input Multiple Output (MIMO)-layers;
max MIMO-layers;
number of reception antennas;

number of transmission antennas;
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an index of a search space;
a monitoring periodicity of the search space;
monitoring symbol(s) of the search space; or

Discontinuous Reception (DRX) configuration parameter(s).

3. The method of claim 1, further comprising:
before transmitting the first DCI,

determining, according to a determined target configuration state or target
configuration index of the first parameter of the active BWP of the terminal, a value of the
first information field in the first DCI, each configuration state or configuration index of the

first parameter corresponding to a respective value of the first information field.

4. The method of claim 1, further comprising:
before transmitting the first DCI,

configuring, through high-layer signaling, at least two parameter values of at least one
parameter in the first parameter for the terminal, each of the at least two parameter values
being associated with a respective one of the at least two configuration states or configuration

indexes.

5. The method of claim 4, wherein

the at least two parameter values of at least one parameter in the first parameter are

configured through an Information Element (IE) associated with the BWP; or,

the at least two parameter values of at least one parameter in the first parameter are
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configured through an IE associated with a physical channel, the physical channel comprising
at least one of: Physical Downlink Control Channel (PDCCH), Physical Uplink Control
Channel (PUCCH), Physical Downlink Shared Channel (PDSCH), or Physical Uplink Shared
Channel (PUSCH).

6. The method of any one of claims 1 to 5, wherein

the first DCI further carries a second information field indicating the active BWP of

the terminal;
or,

second DCI carrying a third information field indicating the active BWP of the

terminal is transmitted to the terminal.

7. A method for a terminal power saving based on a Bandwidth Part (BWP), applied to the

terminal, the method comprising:

receiving first Downlink Control Information (DCI) carrying a first information field
from a network device, wherein the first information field indicates one of at least two
configuration states or configuration indexes of a first parameter, the first parameter is a
configuration parameter associated with an active BWP of the terminal, and the active BWP

comprises an active uplink (UL) BWP or an active downlink (DL) BWP.

8. The method of claim 7, wherein the first parameter comprises at least one of:

minimum value(s) of slot offset between DCI and its scheduled Physical Downlink

Shared Channel (PDSCH);

minimum value(s) of slot offset between DCI and its scheduled Physical Uplink
Shared Channel (PUSCH);
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a PDSCH-time domain resource allocation;
a PUSCH-time domain resource allocation;

a minimum value of Hybrid Automatic Repeat Request (HARQ) feedback timing of
the PDSCH;

Multiple Input Multiple Output (MIMO)-layers;
max MIMO-layers;

number of reception antennas;

number of transmission antennas;

an index of a search space;

a monitoring periodicity of the search space;
monitoring symbol(s) of the search space; or

Discontinuous Reception (DRX) configuration parameter(s).

9. The method of claim 7, further comprising:
after receiving the first DCI,

in response to a target configuration state or a target configuration index indicated by
the first information field in the first DCI received by the terminal being different from a
current configuration state or a current configuration index of the first parameter associated
with the active BWP of the terminal, setting, according to the target configuration state or the

target configuration index, associated configuration information of the first parameter.

10. The method of claim 7, wherein each configuration state or configuration index of the first

parameter corresponds to a respective value of the first information field.
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11. The method of claim 7, further comprising:
before receiving the first DCI,

receiving at least two parameter values of at least one parameter in the first parameter
configured by the network device through high-layer signaling, each of the at least two
parameter values being associated with a respective one of the at least two configuration

states or configuration indexes.

12. The method of claim 11, wherein

the at least two parameter values of at least one parameter in the first parameter are

configured through an Information Element (IE) associated with the BWP; or,

the at least two parameter values of at least one parameter in the first parameter are
configured through an IE associated with a physical channel, the physical channel comprising
at least one of: Physical Downlink Control Channel (PDCCH), Physical Uplink Control
Channel (PUCCH), Physical Downlink Shared Channel (PDSCH), or Physical Uplink Shared
Channel (PUSCH).

13. The method of any one of claims 7 to 12, wherein

the first DCI further carries a second information field indicating the active BWP of

the terminal;
or the method further comprises:

receiving second DCI carrying a third information field indicating the active BWP of

the terminal from the network device.
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14. The method of any one of claims 7 to 12, further comprising:
before receiving the first DCI,

reporting a BWP capability parameter of the terminal to the network device, the BWP
capability parameter indicating whether the terminal supports adaptation of at most N BWPs
via DCI or a timer, wherein each of the N BWPs supports being configured with frequency
domain position and bandwidth configuration information, subcarrier spacing configuration
information, Cyclic Prefix (CP) configuration information, and at least two parameter values

of at least one parameter in the first parameter, N being an integer equal to or greater than 2.

15. A method for a terminal power saving based on a Bandwidth Part (BWP), applied to a

network device, the method comprising:

transmitting Downlink Control Information (DCI) indicating an active BWP of the
terminal to the terminal, wherein the active BWP is one of at most M BWPs reported by the
terminal and supported by the terminal to be adaptable through the DCI or a timer, and the
active BWP comprises an active uplink (UL) BWP or an active downlink (DL) BWP,

wherein the M BWPs support configuration of T first parameter groups, parameter
values of first parameters in different first parameter groups are not identical, and in response
to at least two BWPs supporting configuration of the same first parameter group, the at least
two BWPs support configuration of second parameter groups with parameter values of second
parameters which are not identical, M is an integer equal to or greater than 2, and T is an

integer less than M;

the first parameter group comprises frequency domain position information,
bandwidth configuration information, subcarrier spacing configuration information, and

Cyclic Prefix (CP) configuration information of the BWP; and

the second parameter group comprises a configuration parameter associated with the

BWP other than configuration parameters in the first parameter group.

43



16. The method of claim 15, further comprising:
before transmitting the DCI,

receiving a BWP capability parameter of the terminal reported by the terminal, the
BWP capability parameter indicating the at most M BWPs supported by the terminal to be
adaptable through the DCI or the timer;

wherein the M BWPs support configuration of T first parameter groups, parameter
values of first parameters in different first parameter groups are not identical, and in response
to at least two BWPs supporting configuration of the same first parameter group, the at least
two BWPs support configuration of second parameter groups with parameter values of second
parameters which are not identical, M is an integer equal to or greater than 2, and T is an

integer less than M;

the first parameter group comprises frequency domain position information,
bandwidth configuration information, subcarrier spacing configuration information, and CP

configuration information of the BWP; and

the second parameter group comprises a configuration parameter associated with the

BWP other than configuration parameters in the first parameter group.

17. A method for a terminal power saving based on a Bandwidth Part (BWP), applied to the

terminal, the method comprising:

receiving Downlink Control Information (DCI) indicating an active BWP of the
terminal from a network device, wherein the active BWP is one of at most M BWPs reported
by the terminal and supported by the terminal to be adaptable through the DCI or a timer, and
the active BWP comprises an active uplink (UL) BWP or an active downlink (DL) BWP,

wherein the M BWPs support configuration of T first parameter groups, parameter
values of first parameters in different first parameter groups are not identical, and in response
to at least two BWPs supporting configuration of the same first parameter group, the at least

two BWPs support configuration of second parameter groups with parameter values of second
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parameters which are not identical, M is an integer equal to or greater than 2, and T is an

integer less than M;

the first parameter group comprises frequency domain position information,
bandwidth configuration information, subcarrier spacing configuration information, and

Cyclic Prefix (CP) configuration information of the BWP; and

the second parameter group comprises a configuration parameter associated with the

BWP other than configuration parameters in the first parameter group.

18. The method of claim 17, further comprising:
before receiving the DCI,

reporting a BWP capability parameter of the terminal to the network device, the BWP
capability parameter indicating whether the terminal supports the at most M BWPs to be
adaptable through the DCI or the timer,

wherein the M BWPs support configuration of T first parameter groups, parameter
values of first parameters in different first parameter groups are not identical, and in response
to at least two BWPs supporting configuration of the same first parameter group, the at least
two BWPs support configuration of second parameter groups with parameter values of second
parameters which are not identical, M is an integer equal to or greater than 2, and T is an

integer less than M;

the first parameter group comprises frequency domain position information,
bandwidth configuration information, subcarrier spacing configuration information, and CP

configuration information of the BWP; and

the second parameter group comprises a configuration parameter associated with the

BWP other than configuration parameters in the first parameter group.

19. A network device, comprising:
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a transceiver configured to transmit first Downlink Control Information (DCI)
carrying a first information field to a terminal, wherein the first information field indicates
one of at least two configuration states or configuration indexes of a first parameter, the first
parameter is a configuration parameter associated with an active BWP of the terminal, and the

active BWP comprises an active uplink (UL) BWP or an active downlink (DL) BWP.

20. The network device of claim 19, wherein the first parameter comprises at least one of:

minimum value(s) of slot offset between DCI and its scheduled Physical Downlink

Shared Channel (PDSCH);

minimum value(s) of slot offset between DCI and its scheduled Physical Uplink
Shared Channel (PUSCH);

a PDSCH-time domain resource allocation;
a PUSCH-time domain resource allocation;

a minimum value of Hybrid Automatic Repeat Request (HARQ) feedback timing of
the PDSCH;

Multiple Input Multiple Output (MIMO)-layers;
max MIMO-layers;

number of reception antennas;

number of transmission antennas;

an index of a search space;

a monitoring periodicity of the search space;
monitoring symbol(s) of the search space; or

Discontinuous Reception (DRX) configuration parameter(s).
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21. The network device of claim 19, further comprising:
before transmitting the first DCI,

a processor configured to determine, according to a determined target configuration
state or target configuration index of the first parameter of the active BWP of the terminal, a
value of the first information field in the first DCI, each configuration state or configuration

index of the first parameter corresponding to a respective value of the first information field.

22. The network device of claim 19, wherein
before transmitting the first DCI,

the transceiver is further configured to configure, through high-layer signaling, at
least two parameter values of at least one parameter in the first parameter for the terminal,
each of the at least two parameter values being associated with a respective one of the at least

two configuration states or configuration indexes.

23. The network device of claim 22, wherein

the at least two parameter values of at least one parameter in the first parameter are

configured through an Information Element (IE) associated with the BWP; or,

the at least two parameter values of at least one parameter in the first parameter are
configured through an IE associated with a physical channel, the physical channel comprising
at least one of: Physical Downlink Control Channel (PDCCH), Physical Uplink Control
Channel (PUCCH), Physical Downlink Shared Channel (PDSCH), or Physical Uplink Shared
Channel (PUSCH).
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24. The network device of any one of claims 19 to 23, wherein

the first DCI further carries a second information field indicating the active BWP of

the terminal;
or,

the transceiver is further configured to transmit, to the terminal, second DCI carrying a

third information field indicating the active BWP of the terminal.

25. A terminal, comprising:

a transceiver configured to receive first Downlink Control Information (DCI) carrying
a first information field from a network device, wherein the first information field indicates
one of at least two configuration states or configuration indexes of a first parameter, the first
parameter is a configuration parameter associated with an active BWP of the terminal, and the

active BWP comprises an active uplink (UL) BWP or an active downlink (DL) BWP.

26. The terminal of claim 25, wherein the first parameter comprises at least one of:

minimum value(s) of slot offset between DCI and its scheduled Physical Downlink

Shared Channel (PDSCH);

minimum value(s) of slot offset between DCI and its scheduled Physical Uplink
Shared Channel (PUSCH);

a PDSCH-time domain resource allocation;
a PUSCH-time domain resource allocation;

a minimum value of Hybrid Automatic Repeat Request (HARQ) feedback timing of
the PDSCH,;

Multiple Input Multiple Output (MIMO)-layers;
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max MIMO-layers;

number of reception antennas;

number of transmission antennas;

an index of a search space;

a monitoring periodicity of the search space;
monitoring symbol(s) of the search space; or

Discontinuous Reception (DRX) configuration parameter(s).

27. The terminal of claim 25, further comprising:
after receiving the first DCI,

a processor configured to set, in response to a target configuration state or a target
configuration index indicated by the first information field in the first DCI received by the
terminal being different from a current configuration state or a current configuration index of
the first parameter associated with the active BWP of the terminal, associated configuration
information of the first parameter according to the target configuration state or the target

configuration index.

28. The terminal of claim 25, wherein each configuration state or configuration index of the

first parameter corresponds to a respective value of the first information field.

29. The terminal of claim 25, wherein
before receiving the first DCI,

the transceiver is further configured to receive at least two parameter values of at least
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one parameter in the first parameter configured by the network device through high-layer
signaling, each of the at least two parameter values being associated with a respective one of

the at least two configuration states or configuration indexes.

30. The terminal of claim 29, wherein

the at least two parameter values of at least one parameter in the first parameter are

configured through an Information Element (IE) associated with the BWP; or,

the at least two parameter values of at least one parameter in the first parameter are
configured through an IE associated with a physical channel, the physical channel comprising
at least one of: Physical Downlink Control Channel (PDCCH), Physical Uplink Control
Channel (PUCCH), Physical Downlink Shared Channel (PDSCH), or Physical Uplink Shared
Channel (PUSCH).

31. The terminal of any one of claims 25 to 30, wherein

the first DCI further carries a second information field indicating the active BWP of

the terminal;
or,

the transceiver is further configured to receive second DCI carrying a third

information field indicating the active BWP of the terminal from the network device.

32. The terminal of any one of claims 25 to 30, wherein
before receiving the first DCI,

the transceiver is further configured to report a BWP capability parameter of the

terminal to the network device, the BWP capability parameter indicating whether the terminal
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supports adaptation of at most N BWPs via DCI or a timer, wherein each of the N BWPs
supports being configured with frequency domain position and bandwidth configuration
information, subcarrier spacing configuration information, Cyclic Prefix (CP) configuration
information, and at least two parameter values of at least one parameter in the first parameter,

N being an integer equal to or greater than 2.

33. A network device, comprising:

a transceiver configured to transmit Downlink Control Information (DCI) indicating
an active BWP of a terminal to the terminal, wherein the active BWP is one of at most M
BWPs reported by the terminal and supported by the terminal to be adaptable through the DCI
or a timer, and the active BWP comprises an active uplink (UL) BWP or an active downlink

(DL) BWP,

wherein the M BWPs support configuration of T first parameter groups, parameter
values of first parameters in different first parameter groups are not identical, and in response
to at least two BWPs supporting configuration of the same first parameter group, the at least
two BWPs support configuration of second parameter groups with parameter values of second
parameters which are not identical, M is an integer equal to or greater than 2, and T is an

integer less than M;

the first parameter group comprises frequency domain position information,
bandwidth configuration information, subcarrier spacing configuration information, and

Cyclic Prefix (CP) configuration information of the BWP; and

the second parameter group comprises a configuration parameter associated with the

BWP other than configuration parameters in the first parameter group.

34. The network device of claim 22, wherein

before transmitting the DCI,
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the transceiver is further configured to receive a BWP capability parameter of the
terminal reported by the terminal, the BWP capability parameter indicating the at most M
BWPs supported by the terminal to be adaptable through the DCI or the timer,

wherein the M BWPs support configuration of T first parameter groups, parameter
values of first parameters in different first parameter groups are not identical, and in response
to at least two BWPs supporting configuration of the same first parameter group, the at least
two BWPs support configuration of second parameter groups with parameter values of second
parameters which are not identical, M is an integer equal to or greater than 2, and T is an

integer less than M;

the first parameter group comprises frequency domain position information,
bandwidth configuration information, subcarrier spacing configuration information, and CP

configuration information of the BWP;

the second parameter group comprises a configuration parameter associated with the

BWP other than configuration parameters in the first parameter group.

35. A terminal, comprising:

a transceiver configured to receive Downlink Control Information (DCI) indicating an
active BWP of the terminal from a network device, wherein the active BWP is one of at most
M BWPs reported by the terminal and supported by the terminal to be adaptable through the
DCI or a timer, and the active BWP comprises an active uplink (UL) BWP or an active
downlink (DL) BWP,

wherein the M BWPs support configuration of T first parameter groups, parameter
values of first parameters in different first parameter groups are not identical, and in response
to at least two BWPs supporting configuration of the same first parameter group, the at least
two BWPs support configuration of second parameter groups with parameter values of second
parameters which are not identical, M is an integer equal to or greater than 2, and T is an

integer less than M;
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the first parameter group comprises frequency domain position information,
bandwidth configuration information, subcarrier spacing configuration information, and

Cyclic Prefix (CP) configuration information of the BWP;

the second parameter group comprises a configuration parameter associated with the

BWP other than configuration parameters in the first parameter group.

36. The terminal of claim 25, wherein
before receiving the DCI,

the transceiver is further configured to report a BWP capability parameter of the
terminal to the network device, the BWP capability parameter indicating whether the terminal

supports the at most M BWPs to be adaptable through the DCI or the timer,

wherein the M BWPs support configuration of T first parameter groups, parameter
values of first parameters in different first parameter groups are not identical, and in response
to at least two BWPs supporting configuration of the same first parameter group, the at least
two BWPs support configuration of second parameter groups with parameter values of second
parameters which are not identical, M is an integer equal to or greater than 2, and T is an

integer less than M;

the first parameter group comprises frequency domain position information,
bandwidth configuration information, subcarrier spacing configuration information, and CP

configuration information of the BWP;

the second parameter group comprises a configuration parameter associated with the

BWP other than configuration parameters in the first parameter group.

37. A communication device, comprising: a memory, a processor, and a computer program
stored on the memory and executable on the processor, wherein the computer program, when

executed by the processor, implements the steps of the method of any one of claims 1 to 18.
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38. A computer-readable storage medium, having stored thereon a computer program, wherein
the computer program, when executed by a processor, implements the steps of the method of

any one of claims 1 to 18.
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