ABSTRACT OF THE DI SCLOSURE There is disclosed an ink cartridge capable o.

being renovably held in an ink cartridge accommodati on portion sinply by
pushing in the cartridge in an insertion direction.
is nounted on a carriage (4) having a cartridge accommbdati on region.
one-push type fixing nenber (30)

The ink cartridge

(5)

A

in a position facing a surface parall el

to

an insertion direction in which the cartridge is nounted into the cartridge

accomodation region is engaged with a fixing protrusion (12a) form ng

anot her one-push type fixing nmenber and cooperating with the

first-menti oned one-
held in a predeterm
resilien
directio

10

15

held in an ink cartridge accommodation portion simply by pushing
in the cartridge in an insertion direction. The ink cartridge
(5) is mounted on a carxiage (4) having a cartridge accommodation
region. A one-push type fixing member (30) in a position facing
a surfaceparallel toan insertiondirection inwhichthe cartridge
is imserted into the cartridge accommodation region is engaged
with a fixing protrusicn (12a) forming another one-push type
fixing member and cooperating with the first-mentioned one-push

type fixing member, so that the cartridge' (5) is held in a

. predetermined position in a state in which the cartridge is

resiliently: urged by a spring (24) in a direction opposite to
the insertion direction.
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