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CLAIMS 

 

1. An edge ring assembly for a plasma processing chamber, comprising: 

an upper edge ring configured to surround an electrostatic chuck (ESC) that is 

configured for electrical connection to an RF power supply, the ESC having a top surface for 5 

supporting a substrate and an annular step surrounding the top surface, the annular step 

defining an annular shelf that is lower than the top surface, the upper edge ring being 

disposed above the annular shelf, the upper edge ring being defined from an electrically 

insulating material; 

a lower inner edge ring disposed below the upper edge ring in the annular step and 10 

disposed on the annular shelf, the lower inner edge ring being defined from an electrically 

conductive material, the lower inner edge ring being electrically insulated from the ESC; 

a lower outer edge ring surrounding the inner edge ring, the lower outer edge ring 

being disposed below the upper edge ring in the annular step and disposed over the annular 

shelf, the lower outer edge ring being defined from an electrically insulating material. 15 

 

2. The edge ring assembly of claim 1, wherein a dielectric separation between the 

lower inner edge ring and the ESC is configured to provide for a predefined capacitance, 

wherein power transferred to the ESC from the RF power supply is transferred to the lower 

inner edge ring in a predefined relative amount as determined by the predefined capacitance. 20 

 

3. The edge ring assembly of claim 1, wherein the upper edge ring is defined from a 

quartz material. 
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4. The edge ring assembly of claim 1, wherein the lower outer edge ring is defined 

from a quartz material. 

 

5. The edge ring assembly of claim 1, wherein the lower inner edge ring is defined 

from an aluminum material. 5 

 

6. The edge ring assembly of claim 1, wherein the lower inner edge ring has an 

anodized aluminum surface that provides for the electrical insulation from the ESC, or 

wherein the lower inner edge ring and the lower outer edge ring are disposed directly over the 

annular shelf of the ESC. 10 

 

7. The edge ring assembly of claim 1, wherein the lower inner edge ring is electrically 

insulated from the ESC so that, in use, it provides for a capacitive coupling of the lower inner 

edge ring to the ESC during application of RF power from the RF power supply to the ESC 

during plasma processing. 15 

 

8. The edge ring assembly of claim 1, wherein in use the capacitive coupling during 

plasma processing causes a plasma sheath that is defined during the plasma processing to be 

radially extended in a spatial region that is defined substantially over the upper edge ring. 

 20 

9. The edge ring assembly of claim 8, wherein is use the capacitive coupling 

during plasma processing reduces ion focusing at an edge region of the substrate. 
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10. The edge ring assembly of claim 9, wherein in use the capacitive coupling 

during plasma processing reduces tilting of ion trajectories at the edge region of the substrate 

away from normal to a top surface of the substrate. 

 

11. The edge ring assembly of claim 1, wherein the upper edge ring is annularly 5 

shaped, having a radial thickness of about 15 to 24 mm, and a height of about 2mm to 5mm. 

 

12. The edge ring assembly of claim 1, wherein the lower inner edge ring is 

annularly shaped, having a radial thickness of about 15 to 20 mm, and a height of about 8 to 

15mm. 10 

 

13. The edge ring assembly of claim 12, wherein an inner diameter of the lower 

inner edge ring is about 0.5 to 1 mm greater than a diameter of a sidewall defined by the 

annular step of the ESC, so as to define an annular gap between the sidewall and the lower 

inner edge ring. 15 

 

14. The edge ring assembly of claim 1, wherein the lower outer edge ring is 

annularly shaped, having a radial thickness of about 10 to 15 mm, and a height of about 8mm 

to 15mm, or wherein the upper edge ring has a top surface, the top surface of the upper edge 

ring having a stepped edge defined at an inner diameter of the upper edge ring, wherein a 20 

lower portion of the stepped edge is configured to sit at a lower height than the top surface of 

the ESC, such that the substrate when present extends over the lower portion of the stepped 

edge, or wherein the lower inner edge ring includes a yttria outer coating. 

 

15. A system for plasma processing, comprising: 25 
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a process chamber; 

an electrostatic chuck (ESC) disposed in the process chamber, the ESC having a top 

surface that is configured to support a substrate during plasma processing, the ESC further 

including an annular step surrounding the top surface, the annular step defining an annular 

shelf at a lower height than the top surface; 5 

an edge ring assembly according to any claims 1-14; 

a bias electrode disposed within the ESC, the bias electrode configured to receive RF 

power from a first RF power supply to generate a bias voltage on the substrate. 
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