
an electronic component with the conductive adhesive to provide an electrical connection 

between the electronic component and the conductive nanowire layer. The patterned conductive 

nanowire layer on the substrate is formed by coating a substrate with a conductive layer 

comprising nanowires; applying a pattern on the conductive layer with a resist matrix material to 

generate on the substrate one or more first regions of exposed conductive layer and one or more 

second regions of resist matrix material; hardening or curing the resist matrix material; over 

coating the pattern with a strippable polymer layer; hardening or curing the strippable polymer 

layer; and peeling the strippable polymer layer from the substrate to remove the exposed 

conductive layer from the substrate in the one or more first regions of the substrate to form the 

patterned conductive layer on the substrate, wherein at least some of the nanowires extend above 

the resist matrix material and provide for electrical interconnection with the conductive nanowire 

layer. 

[0005] In another embodiment, the present disclosure is directed to an electronic assembly 

including a flexible substrate having thereon a pattern of conductive nanowires, wherein the 

conductive nanowires are overlain by a layer of a resist matrix material; a conductive adhesive 

on the layer of resist matrix material; and an electrical contact of an electronic component in 

contact with the conductive adhesive, 

[0006] In yet another embodiment, a touch screen display includes a liquid crystal display and an 

electronic assembly. The electronic assembly includes a glass substrate on the liquid crystal 

display, wherein the glass substrate has thereon a pattern of conductive nanowires. The 

conductive nanowires are overlain by a layer of a resist matrix material, A conductive adhesive 

resides on the layer of resist matrix material; and an electrical contact of a flexible circuit is in 

contact with the conductive adhesive. A flexible transparent surface overlies the electronic 

assembly, 

[0007] The details of one or more embodiments of the invention are set forth in the 

accompanying drawings and the description below. Other features, objects, and advantages of 

the invention will be apparent from the description and drawings, and from the claims. 
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engaging a metal contact of the electronic component with a second conductive adhesive 

layer on a second side of the transfer tape opposite the first side to provide an electrical 

connection between the electronic component and the conductive nanowire layer. 

5 10. An electronic assembly, comprising: 

a flexible substrate comprising thereon a pattern of conductive nanowires, wherein the 

conductive nanowires are overlain by a layer of a resist matrix material; 

a conductive adhesive on the layer of resist matrix material; and 

an electrical contact of an electronic component in contact with the conductive adhesive. 

10 

11. The electronic assembly of claim 10, wherein the resist matrix material has a thickness of 

about 10 nanometers to about 300 nanometers. 

12. The electronic assembly of claim 10, wherein the resist matrix material has a thickness of 

15 about 40 nanometers to about 200 nanometers. 

13. The electronic assembly of any of claims 10-12, wherein the conductive adhesive 

comprises a transfer tape, and wherein the transfer tape comprises a first side having thereon a 

first conductive adhesive layer contacting the layer of resist matrix material, and a second side 

20 opposite the first side, wherein the second side comprises a second conductive adhesive layer 

contacting the electrical contact of the electronic component. 

14. The electronic assembly of claim 13, wherein the first conductive adhesive layer 

comprises a matrix of an adhesive comprising metal particles, wherein the adhesive comprises a 

25 pressure sensitive adhesive, a thermally bonded adhesive and combinations thereof, and wherein 

the metal particles in the first conductive adhesive layer contact nanowires protruding from the 

conductive pattern and the resist matrix material. 

15. The electronic assembly of claim 14, wherein the metal particles comprise silver, gold, 

30 copper, aluminum and combinations thereof. 
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16. The electronic assembly of any of claims 10-15, wherein the electronic component 

comprises a flexible circuit. 

17, An electronic assembly made according to the process of any of claims 1-9. 
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