
;e3edFB(j6T28 April 2003   1 PROCESS FOR PREPARING 2,6-NAPHTHALENE
DICARBOXYLIC ACID Field of Invention 5 This invention relates to a process
for the production of 2,6naphthalenedicarboxylic acid by the liquid phase
oxidation of 2,6dimethylnaphthalene with a molecular oxygen-containing gas.
More particularly) this invention relates to a continuous process for the
production of 2,6-naphthalenedicarboxylic acid in high yield by the
continuous liquid 10 phase oxidation of 2,6-dimethylnaphthalene with a
molecular oxygen_ containing gas in the presence of a catalyst comprising
heavy metal and bromine components. Background of t a Invention 15 -
2,6-Naphthalenedica.rboxylic acid {2,6-NDA) is a monomer useful for the
preparation of high performance polymeric materials such as polyesters and
polyamides. Polyethylene 2,6-naphthalate (PEN) is one such high performance
polymer and it is prepared, for example, by the condensation of either
2,6-naphthalenedicarboxylic acid or dimethyl-2,6-naphthalene 20
dicarboxylate with ethylene glycol. Fibers and films made from PEN havo
improved strength and thermal properties relative to, for example) fibers
and films made from polyethylene terephthalate. High strength fibers made
from PEN can be used to make tire cord, and films made from PEN are
advantageously used to manufacture magnetic recording tape and 25
electronic components. Also, because of its superior resistance to gas
diffusion, and particularly to the diffusion of carbon dioxide, oxygen and
water vapor) films made from PEN are useful for manufacturing food
containers) particularly so-called "hot fill" type food containers. In
order to- prepare high quality PEN suitable for the aforementioned 30
applications) it is desirable to start with purified
2,6-naphthalenedicarboxylic acid or purified
dimethyl-2,6-naphthalenedicarboxylate {DM-2,6-NDC). Since
dimethyl-2,6-naphthalenedicarboxylate is typically prepared by the
esterification of 2,6-naphthalenedicarboxylic acid using methanol, a purer
form of 2,6-naphthalenedicarboxylic acid provides for purer dimethyl-2,6 35
naphthalenedicarboxylate. It is therefore advantageous to have the highest
purity 2,6-naphthalenedicarboxylic acid.     2 28 April 2003
2,6-Naphthalenedicarboxylic acid is most conveniently prepared by the
liquid phase, heavy metal catalyzed oxidation of 2,6dimethylnaphthalene
using molecular oxygen) and particularly air, as the source of oxygen for
the oxidation reaction. During this oxidation, the methyl 5 substituents on
the naphthalene ring of 2,6-dimethylnaphthalene are oxidized to carboxylic
acid substituents. Processes for oxidizing 2,6dimethylnaphthalene to
2,6-naphthalenedicarboxylicacid by such a liquid phase reaction are known.
For example, U.S. Patent 3,870,754 to Yamashita et al. discloses a process
for oxidizing 2,6-dimethylnaphthalene 10 in acetic acid solvent using
molecular oxygen and a catalyst containing cobalt, manganese and bromine
components, wherein the mote ratio of 2,6-- - dimethylnaphthalene to the
acetic acid solvent is maintained at no greater than 1:100 and preferably
no greater than 1:200. U.S. Patent 3,856,805 to Yamashita et al. discloses
a process for 15 oxidizing 2,6-dimethylnaphthalene in acetic acid using
molecular oxygen and- catalyzed by cobalt, manganese and bromine catalyst
compounds at a reaction temperature no greater than 170(err)C it is taught
therein that oxidation temperatures exceeding 170C (338F) produce an
extreme amount of by-products and coloration of the
2,6-naphthalenedicarboxylic 20 acid. it is also taught that at temperatures
exceeding 180C, black "carbidolike" products are formed) and that it is
impossible to obtain the intended naphthalenedicarboxylic acid in high
yield. However, we have determined that low reaction temperatures do not
provide for sufficiently reduced levels of 2-formy(-6-naphthoic acid.
Additionally) lower reaction temperatures 25 generally mean lower reaction
rates, whereas rapid reaction rates are desirable for commercial processes.
During the liquid phase oxidation of 2,6-dimethylnaphthalene to
2,6naphthalenedicarboxylic acid using a catalyst comprising cobalt,
manganese and bromine components various side products are usually 30
produced. For example, trimetlitic acid (TMLA) is produced by the oxidation
of one of the rings of the 2,6-dimethylnaphthalene molecule.
2-Formyl-6naphthoic acid (FNA), a result of incomplete oxidation, is also
produced. Bromination of the naphthalene ring during the oxidation reaction
results in the formation of bromo naphthalenedicarboxylic acid (BrNDA).
Additionally, 35 Joss of one methyl (or carboxylic acid) substituent during
the oxidation reaction results in the formation of 2-naphthoic acid (2-NA).
These side products, as well as a collection of other unidentified side
products, are undesirable because, to some extent, they contaminate the 2,6



28 April 2003  naphthalenedicarboxylic acid product, and their formation
represents a reduced yield of the desired 2,6-naphthalenedicarboxylic acid.
Additionally, trimellitic acid deactivates the oxidation catalysts by
complexing to cobalt and manganese. Therefore, an oxidation process that
produces trimellitic 5 acid is self-deactivating. Finally, the
contamination of the 2,6naphthalenedicarboxylic acid by the side products
produced during the oxidation reaction is a major problem because
2,6-naphthalenedicarboxylic acid, due to its high insolubility in ordinary
solvents such as water) acetic acid, and aliphatic as well as aromatic
hydrocarbons, is very difficult to purify 10 by standard purification
treatments such as recrystallization or adsorption. Therefore, it is
important to produce 2,6-naphthalenedicarboxylic acid with low levels of
these aforementioned impurities, and particularly trimellitic acid and
2-formyl-6-naphthoic acid The art needs a process for the continuous,
liquid-phase oxidation of 15 2,6-dimethylnaphthalene suitable for
large-scale commercial operations and that can produce
2,6-naphthalenedicarboxylic acid in high yield and having low levels of
impurities such as trimellitic acid, 2-formyl-6-naphthoic acid, bromo
naphthalenedicarboxyiic acid as well .as other impurities. The present
invention provides such a process. 20 Summary of the Invention Provided is
a process for producing 2,6-naphthalenedicarboxylic acid by the liquid
phase oxidation of 2,6-dimethylnaphthalene, comprising: continuously adding
to a reaction zone the oxidation reaction components 25 comprising
2,6-dimethylnaphthalene, a source of molecular oxygen, a solvent comprising
an aliphatic monocarboxylic acid, and a catalyst comprising cobalt,
manganese and bromine components, wherein the weight ratio of
monocarboxylic acid solvent to 2,6-dimethylnaphthalene is 2:1 to 12:1, the
atom ratio of manganese to cobalt is 5:1 to 0.3:1, the atom ratio 30 of
bromine to the total of cobalt and manganese is 0.3:1 to 0.8:1, and the
total of cobalt and manganese, calculated as elemental cobalt and
manganese, is at least 0.40 weight percent based on the weight of solvent
added to the reaction zone; maintaining the contents of the reaction zone
at a temperature of 370F to 420F (187-215C) and at a pressure of from 0.1
atmosphere absolute to 35 35 atmospheres absolute, thereby oxidizing the
2,6-dimethylnaphthalene to 2,6naphthalenedicarboxylic acid; continuously
withdrawing from the reaction zone a product mixture comprising
2,6-naphthalenedicarboxylic acid; and separating 2,6   3a 28 April 2003
naphthalenedicarboxylic acid in the product mixture from trimellitic
acid-containing mother liquor formed during the liquid phase oxidation; and
wherein the 2,6dimethylnaphthalene is added to the reaction zone such that
the HCTP is 0.02 to 0.20 pound moles of 2,6-dimethylnaphthalene added per
cubic foot of reaction 5 solvent in the reactor per hour (323 to 3230 moles
of 2,6-dimethylnaphthalene per cubic metre of reaction solvent per hour).
28 April 2003 By operating according to the process of this invention
2,6naphthalenedicarboxylic acid can be continuously produced in high yield
and with low levels of impurities. Additionally) the
2,6-naphthalenedicarboxylic acid produced by the 5 process of this
invention can be treated with a molecular oxygen-containing gas in order to
reduce further the level of 2-formyl-6-naphthoic acid In the
2,6-naphthalenedicarboxylic acid and without appreciably changing the level
of trimellitic acid Furthermore, because the disclosed process requires a
rather large amount of expensive catalyst metals, also provided is a means
10 for recovering used oxidation catalyst metals which can then be returned
to the oxidation reaction in a catalytically active state. This means for
__ recovering the catalyst metals employs the direct recycle of a portion
of the mother liquor obtained after the 2,6-naphthalenedicarboxylic acid is
partitioned from the oxidation reactor product mixture preferably in 15
combination with the use of oxalic acid to precipitate and recover most of
the 



valuable catalyst metals in the portion of the mother liquor that is not
directly recycled to the oxidation reaction. Detailed Description of the
Invention . 20 The oxidation reaction in the process of this invention is a
liquid phase reaction wherein a catalyst comprising cobalt, manganese and
bromine components is used to catalyze the oxidation of the methyl
substituents on 2,6-dimethylnaphthalene to carboxylic acid substituents. A
gas containing molecular oxygen supplies the oxygen for the oxidation 25
reaction, and water and carbon oxides are also produced. Importantly, the
reaction is conducted in a continuous manner wherein the reaction
components comprising the dimethylnaphthalene feedstock, the catalyst
components, the source of molecular oxygen) and the solvent are
continuously added to an oxidation reaction zone under predetermined 30
reaction conditions and addition rates. Simultaneously) a reaction product
mixture containing the desired 2,6-naphthalenedicarboxylic acid is removed
from the reaction zone. During the start up of the oxidation reaction, the
composition of the reaction mixture in the oxidation reaction zone changes
as the reaction 35 proceeds. However, after a period of time, steady state
conditions are achieved and the composition of the reaction mixture in the
reaction zone becomes constant, i.e. so-called "lined-out" conditions are
obtained. Due to its insolubility) the 2,6-naphthalenedicarboxylic acid
product is typically in   5 28 April 2003 solid form and can be separated
from the liquid part of the reaction product mixture) the so-called
oxidation reaction mother liquor, by any suitable method for partitioning
solids from liquids. In greater detail, the hydrocarbon feedstock for the
continuous 5 oxidation process of this invention is
2,6-dimethylnaphthalene. This feedstock can be isolated from
naphthalene-containing refinery streams including so-called tar fractions,
or from one or more of the various "bottoms" produced during crude oil
refining processes. However, the concentration of 2,6-dimethylnaphthalene
in these refinery streams is generally low and) '10 therefore, it is
difficult to obtain suitably large quantities of the desired
2,6dimethyinaphthalene feedstock. An alternate and presently preferable -
-- source of 2,6-dlmethylnaphthalene is from one or more of the synthetic
processes known for preparing 2,6-dimethylnaphthalene. One such route
starts with o-xylene and butadiene wherein the o-xylene is alkenylated in
the 15 liquid phase with butadiene in the presence of an alkali metal
catalyst such as sodium and/or potassium to form 5-ortho-tolyl pentane.
Such an alkenylation reaction is disclosed in U.S. Patent 3,953,535 to
Shima et al. The 5-ortho-tolyi pentane is subsequently cyclized to form
1,5dimethyltetralin, which is then dehydrogenated to form 1,5 20
dimethylnaphthalene. The 1,5-dimethyinaphthalene is isomerized to form '
2,6-dimethylnaphthalene which can be isolated as a solid product. A
suitable procedure for conducting these cyclization, dehydrogenation and
isomerization reactions is disclosed in U.S. Patent 4,950,825 to Sikkenga
et al. Another process for preparing 2,6-dimethylnaphthalene starting from
m25 xylene, propylene and carbon monoxide is disclosed in U.S. Patent
5,023,390 to Takafumi et al. However, any method or process for preparing
or isolating 2,6-dimethytnaphthalene is suitable as a source of the
2,6dimethylnaphthalene used in the process of this invention. Preferably,
the 2,6-dimethyinaphthalene is at least about 98.5% and more preferably at
30 least about 99% pure, by weighs. We have determined that
2,6dimethylnaphthalene isolated from refinery bottoms that is about 98.5%
pure does not perform as well as 99% pure 2,6-dimethylnaphthalene in the
oxidation process of this invention. Most preferably, therefore, the
2,6dimethylnaphthalene should be at least 99% pure by weight. The purity of
35 the 2,6-dimethylnaphthalene can conveniently be increased, for example,
by a recrystallization process from a suitable solvent such as a low
molecular weight alcohol having 1 to about 4 carbon atoms, and particularly
methanol, or from a low molecular weight aliphatic carboxylic acid having 1
to about 4   6 28 April 2003 carbon atoms. Acetic acid is a particularly
preferred solvent for recrystallizing 2,6-dimethylnaphthalene because it is
highly effective) relatively inexpensive and is also the solvent for the
subsequent oxidation reaction. However) any method for increasing the
purity of 2,6 5 dimethylnaphthalene, for example distillation, melt
crystallization or adsorption is suitable. The source of molecular oxygen
employed in the liquid phase oxidation in the process of this invention can
vary from pure oxygen to a gas containing about 0.1 percent by weight
molecular oxygen, with the 10 remaining gas being a ballast gas such as
nitrogen that is inert in the liquid phase oxidation. Most preferably) for
reasons of economy, the source of molecular oxygen is air. In order to
avoid the formation of explosive mixtures, however, the molecular
oxygen-containing gas that is introduced into the reaction zone should be
added in an amount such that the exhaust 15 gas mixture exiting the
reaction zone contains from about 0.5 to 8 volume percent oxygen measured
on a solvent-free basis. 



The solvent for the liquid phase oxidation reaction comprises a low
molecular weight aliphatic carboxylic acid having 1 to 6 carbon atoms, a
mixture of two or more of such low molecular weight carboxylic acids, or a
20 mixture of one or more of such low molecular weight carboxylic acids
with water. Suitable solvents include, for example, acetic acid, propionic
acid, nbutyric acid and mixtures of one or more of these acids with water.
Preferably) due primarily to cost and availability) the' oxidation solvent
comprises acetic acid. Most preferably, the oxidation solvent comprises a
25 mixture of acetic acid and water) wherein the water is suitably about 1
to about 20 weight percent) preferably about 1 to about 15 weight percent
and most preferably about 1 to about 10 weight percent relative to the
total of acetic acid and water added to the oxidation reaction zone. The
weight ratio of aliphatic monocarboxylic acid solvent to
2,6-dimethylnaphthalene added 30 to the oxidation reaction zone is in the
range of about 2:1 to about 12:1, preferably in the range of about 3:1 to
about 6:1, respectively. Low ratios of rt~onocarboxylic acid solvent to
2,6-dimethylnaphthalene, i.e. 2:1 to 6:1 are advantageous because greater
amounts of 2,6-naphthalenedicarboxylic acid can be produced per reactor
volume. The ability to successfully oxidize 35 2,6-dimethylnaphthalene
using low ratios of aliphatic monocarboxylic acid to
2,6-dimethylnaphthalene is one of the advantages of the process of this
invention.   28 April 2003 7 The oxidation reaction is an exothermic
reaction and the heat that isgenerated is dissipated in part by the
vaporization of the oxidation reactionsolvent. Typically, a portion of the
vaporized solvent is withdrawn from thereaction zone) cooled to condense
the vapor, and the cooled liquid is5returned to the oxidation reaction
mixture. This vapor is typically a mixture ofwater and) when acetic acid is
used as the aliphatic monocarboxylic acidsolvent, acetic acid. By
separating the water from the acetic acid before it isreturned to the
reaction zone, the water level in the reaction zone can, to adegree) be
adjusted to levels lower than that which would otherwise develop10in the
reaction zone due to the formation of water during the
oxidationL-_reaction. The carbon oxides produced as a consequence of the
oxidation_reaction are vented from the reaction zone.The catalyst employed
in the liquid phase oxidation according to theprocess of this invention
comprises cobalt, manganese and bromine15components. Each of the cobalt and
manganese components can beprovided in any of its known ionic or combined
forms that provides forsoluble forms of cobalt and manganese in the
oxidation reaction solvent.For example, one or more of cobalt and/or
manganese acetate tetrahydrate,carbonate or bromide can be employed. The
bromine component of the20oxidation catalyst is provided by a suitable
source of bromine whichincludes, for example, elemental bromine, i.e. Br2,
ionic bromide such asHBr, NaBr, KBr, NH4Br, etc., or organic bromides which
are known to-provide bromide ions .at the operating temperature of the
oxidation such as, .for example) benzyibromide, mono- and dibromoacetic
acid, bromoacetyl ,25bromide, tetrabromoethane, ethylene dibromide, etc.We
have determined that in order to obtain a reaction productcontaining
suitably low levels of trimellitic acid and other reaction sideproducts in
the continuous oxidation process of this invention, it is necessaryto add
the cobalt and manganese oxidation catalyst components to the30reaction
zone in an amount such that the total of cobalt and manganese,calculated as
elemental cobalt and manganese, is at least about 0.40 weightpercent,
preferably at least about 0.50 weight percent, and most preferably,at least
about 0.70 weight percent based on the weight of the
aliphaticmonocarboxylic acid oxidation solvent added to the reaction zone.
Although35catalyst metal levels above 1.2 weight percent based on the
weight of the'solvent can be used, it is generally preferable, primarily
for economicreasons) to maintain the level of catalyst metals below about
1.2 and more   8 28 April 2003 preferably, below about 1.0 weight percent
based on the weight of the aliphatic monocarboxylic acid solvent added to
the reaction zone. The atom ratio of manganese to cobalt in the oxidation
catalyst is about 5:1 to about 0.3:1, preferably about 4:1 to about 0.5:1
and most 5 preferably about 4:1 to about 2.5:1. Manganese is less expensive
than cobalt, therefore, it is advantageous to use as much manganese as
possible. Additionally, we have determined that high atom ratios of
manganese to cobalt) i.e. atom ratios of greater than about 2.5:1 in the
continuous oxidation process of this invention, provide for lower amounts
of trimellitic acid relative 10 to manganese to cobalt atom ratios of about
1:1. This, therefore, is another reason to use atom ratios of manganese to
cobalt of greater than about 2:1, --- and preferably greater than about
2.5:1. As used herein, "atom ratio" is the atomic ratio of catalyst
components, for example, the ratio of milligram atoms of elemental
manganese to milligram atoms of elemental cobalt, or, as 15 discussed
below, the milligram atoms of bromine measured as atomic bromine to the
total of the milligram atoms of cobalt and the milligram atoms of
manganese. The atom ratio of the bromine component in the catalyst for the
oxidation-process of this invention to the total of the cobalt and
manganese 20 components, is in the range of about 0.3:1 to about 0.8:1, and
preferably about 0.4:1 to about 0.7:1. Atom ratios of bromine to the total
of cobalt and manganese of less than about 0.3:1 can produce colored
product. If the atom ratio of bromine to the total of cobalt and manganese
exceeds 0.8:1, a large amount of brominated products such as bro-mo 25
naphthatenedicarboxylic acid will be formed. The individual catalyst
components can be introduced into the reaction zone where the liquid phase
oxidation is occurring either separately or in one or more combinations,
and they can be introduced in any convenient manner) for example, as a
solution in water or a mixture of water and the monocarboxylic 30 acid
oxidation solvent, or other suitable solvent. The reaction temperature for
the liquid phase oxidation according to the process of this invention is in
the range of about 370F to about 420F) . and preferably in the range of
about 380F to about 415(err)F. Reaction temperatures higher than about 420F
or lower than about 370F cause 35 reduced yields of the desired
2,6-naphthalenedicarboxylic acid. Also, at oxidation reaction temperatures
above about 420F, excessive amounts of trimellitic acid are formed) and at
oxidation reaction temperatures below . about 370F) the level of
2-formyl-6-naphthoic acid increases. Additionally, 



28 April 2003 9 oxidation at temperatures below about 370F decreases the
rate of the oxidation reaction and it is therefore preferable, particularly
for large scale commercial operations) to conduct the liquid phase
oxidation reactions at as high a temperature as possible without causing
the production of excessive 5 amounts of undesirable reaction side products
that contaminate the 2,6naphthalenedicarboxylic acid and make it more
difficult to purify. The apparatus used to conduct the oxidation reaction
can be a tank reactor (preferably stirred), a plug flow reactor, a
compartmented reactor such as that disclosed in Holzhauer et al. U.S.
Patent Application 561,063) 10 filed on August 1, 1990, or a combination of
two or more of these reactors. For example, the apparatus can consist of
two or three stirred tank reactors arranged in series. Optionally, a plug
flow reactor can suitably be used to mix and pre-heat the reactants before
they enter the stirred tank reactor or reactors. 15 In operation, the
minimum pressure at which the oxidation reaction is maintained is
preferably a pressure which will maintain at least 50 weight percent and
more preferably at least 70 weight percent of the solvent in the reaction
zone in the liquid phase. When the solvent is a mixture of acetic acid and
water, suitable reaction pressures are from about 0.1 atmosphere 20 '
absolute to about 35 atmospheres absolute, and typically in the range of
about 10 atmospheres absolute to about 30 atmospheres absolute. During the
oxidation reaction of this invention) 2,6dimethylnaphthalene' can be added
to the oxidation reaction zone .at various rates. The rate at which the
2,6-dimethylnaphthalene is added is related to 25 the solvent ratio and the
reactor residence time. The solvent ratio is the amount, by weight) of
solvent added to the reaction zone divided by the amount) by weight, of
2,6-dimethylnaphthalene added to the oxidation reaction zone. The reactor
residence time in minutes is the oxidation reactor drain weight in pounds
divided by the reaction mixture effluent rate in 30 pounds per minute. The
solvent ratio and residence time are related to a value termed "hydrocarbon
throughput" or HCTP. HCTP, as used herein, is pound moles of
2,6-dimethylnaphthalene added per cubic foot of reaction solvent in the
reactor per hour, and is a measure of productivity for the oxidation
reactor. HCTP is suitably in the range of about 0.02 to about 0.20, 35
preferably about 0.04 to about 0.16, and most preferably about 0.06 to
about 0.16. When it is desirable to operate at low HCTP values, i.e. about
0.02 to about 0.08) the continuous oxidation reaction of this invention can
be conducted using a lower amount of cobalt and manganese catalyst metals,
28 April 2003 . 10 i.e. a total of cobalt and manganese, calculated as
elemental cobalt and manganese) in the range of about 0.40 to about 0.70
weight percent based on the aliphatic monocarboxylic acid oxidation
solvent. HCTP values in the range of about 0.02 to about 0.08 provides for
decreased formation of 5 trimellitic acid when catalyst levels at the low
end of the hereinabove disclosed range are used. Conversely, when it is
desirable to operate at high HCTP values) i.e. about 0.06 to about 0.20)
higher levels of catalyst are required wherein the total of cobalt and
manganese) calculated as elemental cobalt and elemental manganese, is
greater than about 0.60 10 weight percent based on the weight of the
aliphatic monocarboxyiic acid oxidation solvent. High HCTP values are
desirable for achieving maximum production rates for a fixed sized
manufacturing plant. The use of lower HCTP values is advantageous when the
production of a manufacturing plant needs to be reduced to compensate for
changing demand. 15 The oxidation reaction mixture produced in the reaction
zone during the liquid phase oxidation reaction is continuously removed
from the reaction zone typically in the form of a slurry of solid
2,6naphthalenedicarboxylic acid in the reaction mixture mother liquor. The
mother liquor typically comprises the low molecular weight monocarboxylic
20 acid solvent, water, dissolved impurities and catalyst components. The '
desired 2,6-naphthalenedicarboxylic acid is separated from the mother .
liquor by one or more suitable methods for partitioning a solid from a
liquid phase such as, for example, .centrifugation, filtration) settling,
etc. However, prior to this partitioning step) the oxidation reaction
mixture can be cooled. 25 The cooling can be accomplished by any convenient
method, for example, a tube and shell-type heat exchanger can be used, or
the reaction mixture can be cooled in a vessel equipped with cooling coils
or a cooled reactor jacket. Alternatively, the reaction mixture can be
added to a vessel at a pressure lower than that used for the oxidation
reaction. At the reduced pressure the 30 oxidation reaction solvent boils
thereby cooling the reaction mixture. An overhead condenser can be used to
cool, condense and return the overhead vapor to the vessel to further
assist in the cooling. Two or more of these vessels can be used in series)
each at a temperature somewhat lower than the previous vessel, to cool the
reaction mixture in a stagewise manner. 35 The oxidation reaction mixture
is typically cooled to about 250F or below prior to partitioning the
2,6-naphthalenedicarboxylic acid from the oxidation reaction mother liquor.



28 April 2003 11 After the oxidation reaction mixture exits the oxidation
reaction zone, but prior to the partitioning of the
2,6-naphthalenedicarboxylic acid from the mother liquor, it is also
desirable to again contact the reaction product mixture with an oxygen
containing gas in the absence of freshly added 2,6 5 dimethylnaphthalene.
We have determined that such a treatment provides for a substantial and
desirable reduction of the level of 2-formyl-6-naphthoic acid in the
reaction mixture and, unexpectedly, does not significantly increase the
level of trimellitic acid in the reaction mixture. This treatment of the
oxidation reaction mixture with a molecular 10 oxygen-containing gas . in
the absence of freshly added 2,6dimethylnaphthalene can be conducted at any
time after the reaction mixture ___ exits the oxidation reaction zone, and
it can be conducted in any suitable manner whereby the molecular
oxygen-containing gas is contacted with the reaction mixture at an elevated
temperature and preferably at a temperature 15 in the range of about 150F
to about 450F. Most preferably) however, the reaction mixture, as it exits
the oxidation reaction zone, is directly contacted with an
oxygen-containing gas in one or more suitable reactor vessels such as a
tank reactor or a compartmented reactor. Advantageously, a tank reactor is
used) with or without an agitator, and the molecular oxygen 20 containing
gas is sparged into the reactor, preferably at a point at the bottom of the
reactor. The temperature is suitably in the range of about 350F to about
450F. Although the rate of introduction of oxygen-containing gas,is not
critical, there should be sufficient molecular oxygen present to oxidize
the formyl groups within a residence time of about 0.25 hour to about 2 25
hours at the temperature used. As with the continuous oxidation, the vent
gas composition must be controlled to prevent the formation of explosive
mixtures. It is also possible to treat the reaction mixture with the
oxygencontaining gas when the oxidation reaction mixture is being cooled)
as described above. Thus, for example, while the reaction mixture is held
at 30 reduced pressure to provide for the cooling of the reaction mixture,
the oxygen-containing gas is sparged through the reaction mixture. The
oxygen-containing gas can contain from about 0.1 weight percent molecular
oxygen to pure oxygen, with the remaining gas being an inert ballast gas
such as nitrogen. 35 in a similar procedure, the
2,6-naphthalenedicarboxylic acid, after being separated from the reaction
mixture mother liquor, can be redispersed or suspended in a suitable,
solvent such as water, a low molecular weight carboxylic acid or a mixture
of water and a low molecular weight carboxylic   28 April 2003 12 acid at a
weight ratio of about 0.1 to about 25 parts of 2,6naphthalenedicarboxylic
acid per part of solvent. This dispersion or suspension can then be heated
to a temperature in the range of 200F to about 450F and sparged with a
molecular oxygen-containing gas for a time 5 sufficient to reduce the level
of 2-formyl-6-naphthoic acid contained therein. The mother liquor that is
separated from the oxidation reaction mixture contains most of the
oxidation metal catalyst components and, typically, most of the water that
may have been added to the reaction mixture as well as the water produced
during the oxidation reaction. However, the 10 mother liquor also contains
undesirable reaction side products such as trimellitic acid. Nevertheless,
this mother liquor is valuable because it can - --- be recycled to the
oxidation reaction zone as a source of acetic acid and) more importantly,
as a source of active catalyst metals. The mother liquor can be recycled to
the oxidation reacting zone in an amount in the range of 15 about 1 weight
percent of the mother liquor to about 100 weight percent. Preferably, about
5 to about 50 weight percent of the mother liquor is recycled, the
remaining portion typically being treated to recover the acetic acid. We
have determined, however, that it is preferable to recycle an amount of the
mother liquor to the reaction zone so that the ratio of gram 20 moles of
trimellitic acid present in the reaction mixture to the total gram atoms of
cobalt and manganese present in the reaction mixture does not exceed about
1.0) preferably does not exceed about 0.70) and most preferably does not
exceed about 0.5. Furthermore) it is advantageous to maintain the amount of
water tin the reaction zone to a level that is no more 25 than about-15,
preferably no more than about 12, and most preferably, no more than about
10 weight percent of the oxidation solvent. When the amount of trimellitic
acid and/or water exceeds these limits because of recycle there is an
increase in the production of reaction side products such as bromo
naphthalenedicarboxylic acid and trimellitic acid. 30 In one embodiment of
the present invention water is added to the effluent from the oxidation
reaction zone either before or after the optional treatment with an
oxygen-containing gas in order to increase the solubility of the oxidation
catalyst metals, trimellitic acid) and the products that are formed by the
complexation of trimellitic acid with the cobalt and manganese 35 oxidation
catalyst metals. The addition of water decreases the amount of metals and
trimellitic acid that would otherwise be incorporated in the
2,6naphthalenedicarboxylic acid when it is partitioned from the mother
liquor. The amount of water added to the oxidation reactor effluent is an
amount  



28 April 2003 13 that provides for a mother liquor that is not more than
about 50 weight percent and preferably not more than about 30 weight
percent water. However, when this amount of water is added to the oxidation
reaction effluent) the amount of mother liquor recycled to the oxidation
reaction 5 generally has to be reduced in order to prevent an excessive
amount of water in the oxidation reaction. As stated above, the levels of
the bromo naphthalenedicarboxylic acid and trimeilitic acid are increased
in the oxidation reaction product if the level of water in the oxidation
reaction exceeds about 15 weight percent of the total oxidation reaction
solvent. 10 Therefore, if water is added to the effluent from the oxidation
reaction zone in order to solubilize the oxidation catalyst metals and
trimeilitic acid, the -_ amount of mother liquor recycled to the reactor
must be limited so that the amount of water in the oxidation reaction
mixture is within the hereinabove described levels. Otherwise, water must
be removed from the mother liquor 15 before it is added to the oxidation
reaction mixture, or water must be removed from the oxidation reaction
mixture during the oxidation. One method for removing water from the mother
liquor comprises thermally dehydrating the mother liquor. Another method
comprises treating the mother liquor with an agent to adsorb or react with
water and, thereby, 20 eliminating water from the mother liquor. For
example, a molecular sieve adsorbent can be used to remove water or a
carboxylic acid anhydride, such as acetic anhydride) can be added to remove
the water. A convenient method for removing water from the oxidation
reaction mixture during the oxidation reaction comprises removing a
vaporous 25 mixture of monocarboxylic acid reaction solvent and water
produced-during the exothermic oxidation reaction and returning to the
oxidation reaction mixture aliphatic monocarboxylic acid solvent containing
less water than that removed as a vapor. For example, the vaporous mixture
can be condensed and the condensate treated to separate the water from the
monocarboxylic 30 acid solvent. The monocarboxylic acid solvent free of
most or ail of the water is then returned to the oxidation reaction. This
operation suitably provides for the removal of water from the oxidation
reaction mixture and allows for the direct recycle of greater quantities of
mother liquor-containing water. We have also determined that a preferred
method for recycling the 35 valuable catalyst metals to the oxidation
reaction zone comprises precipitating the catalyst metals with oxalic acid
to form the oxalic acid  complex of the catalyst metals. Oxalic acid
complexes have only a low solubility in the mother liquor. Consequently,
after adding the oxalic acid to   28 April 2003 14 the mother liquor, the
oxalic acid complexes precipitate from the mother liquor and can be
collected using one or more methods for partitioning solids from a liquid
phase, e.g. centrifugation, filtration, etc. These oxalic acid complexes
can be added directly to the oxidation reaction mixture. 5 Optionally, the
recovered oxalic acid complexes of cobalt and manganese can be heated to a
temperature sufficient to decompose the complexes thereby converting them
to a form that is soluble in acetic acid. One such method comprises heating
the oxalic acid complexes, optionally in acetic acid, at a temperature
greater than about 500F) preferably in the presence 10 ~ of HBr, and
preferably for about 0.25 hour to about 2 hours. The reaction of the
oxidation reaction mother liquor with oxalic acid to ---- precipitate the
oxalic acid complexes of cobalt and manganese is conveniently accomplished
by heating the mother liquor with oxalic acid, preferably at a temperature
in the range of about 100F to about 240F. 15 The ratio of oxalic acid to
the total of cobalt and manganese in the mother liquor is suitably in the
range of about 0.6 to about 3.0 gram mole of oxalic per gram atom of total
cobalt and manganese in the mother liquor, although more or less oxalic
acid can be used. Significantly) when oxalic acid is used to remove the
valuable catalyst metals from the mother liquor) most of the 20 water,
trimellitic acid, and bromine remain with the mother liquor in the
filtrate. The filtrate can be treated to remove the acetic acid by one or
more suitable methods such as distillation and the acetic acid recycled.
Additionally) during the process wherein the oxalate complexes of cobalt
and manganese are separated from the mother liquor) additional 2,6 25 ~
naphthalenedicarboxylic acid is recovered. This 2,6naphthalenedicarboxylic
acid exists as "fines" in the mother liquor that typically passes though
the apparatus used to partition the 2,6naphthalenedicarboxylic acid from
the mother liquor. It is to be understood that the use of oxalic acid in
the method disclosed herein incorporates any 30 canvenient source of oxalic
acid) including salts such as sodium or potassium or ammonium oxalate,
aqueous solutions of oxalic acid or any other compound that effectively
provides for oxalate, i.e. C204-. The use of the oxalate salts to recover
cobalt and manganese for recycle can be used either exclusively, or,
preferably) in combination with 35 the recycle of untreated mother liquor.
For example) about 5 to about 50 percent, preferably 10 to about 30 percent
of the mother liquor can be directly recycled to the oxidation reactor and
the remaining portion of the mother liquor treated with oxalic acid to
recover the cobalt and manganese   28 April 2003 



15 as the oxalate complexes, which are then at least in part recycled to
the oxidation reaction mixture. This method of directly recycling a portion
of the mother liquor and recycling the catalyst metals in the remaining
portion of the mother liquor as their oxalic acid complexes is highly
advantageous. As 5 described above, only a certain proportion of the mother
liquor can be directly recycled before the contaminants in the mother
liquor, e.g. trimellitic acid, cause adverse affects. However) the use of
oxalic acid or other source of oxalate to precipitate the cobalt and
manganese from the mother liquor provides for the separation of the
valuable catalyst metals from the impurities - -- 10 in the mother liquor.
Consequently, it is advantageous, primarily for economic reasons, to
directly recycle as much of the mother liquor to the oxidation reaction as
possible without adversely affecting the oxidation reaction, and then
recover the catalyst metals in the remaining mother liquor as the oxalic
acid complexes and recycling these recovered catalyst metals 15 to the
oxidation reaction. ' Although the hereinabove described processes for
returning oxidation catalyst metals and oxidation reaction solvent to the
oxidation reaction mixture are described with respect to a continuous-mode
oxidation reaction, it is to be understood that these processes for reusing
oxidation 20 catalyst metals and solvent also apply to an oxidation
reaction of 2,6dimethylnaphthalene conducted in either the semi-continuous
or batch manner. By semi-continuous it is meant that at least one of the
reaction components, but less than all, is added to the oxidation reaction
zone during the course of the oxidation. For example, a suitable reactor is
charged with 25 oxidation solvent) catalyst metals and a source of bromine.
The 2,6dimethylnaphthalene is gradually added to the reaction vessel while
simultaneously adding molecular oxygen. In a batch mode operation, all of
the reaction components are. added initially and the molecular oxygen is
added during the) reaction since it is difficult) and hazardous, to add all
of the 30 oxygen required to complete the oxidation reaction of
2,6dimethylnaphthalene to 2,6-naphthalenedicarboxylic acid at once. The,
present invention will be more clearly understood from the following
examples. It being understood, however, that these examples are presented
only to illustrate embodiments of the present invention and are 35 not
intended to limit the scope thereof.   28 April 2003 Examples The
continuous oxidation reactions described in Examples 1 through 7 below were
conducted in a five gallon stirred titanium pressure reactor equipped with
an overhead condenser and lines for adding the reaction 5 components and
removing the product mixture. The reactor was maintained at approximately
the 50% full level. The 2,6-dimetiiylnaphthalene oxidation feedstock
material was maintained at about 225F to keep it In the liquid state, and
it was added to the reactor using a piston-type pump. Solvent (acetic acid)
and the catalyst components (as a solution in aqueous acetic 10 acid) were
separately pumped into the reactor also using piston-type pumps. The
oxidation solvent added to the reactor was typically about 95 weight
percent acetic cad and 5 weight percent water. Compressed air was added at
a rate to achieve about 4-6% oxygen in the reactor vent gas stream. The
reaction solvent containing acetic acid and water was condensed in the 15
overhead condenser and returned to the reactor. In order to be certain that
so-called "lined out" conditions were achieved) i.e. where the composition
of the reactor achieved a steady state composition) the continuous
oxidation reaction reported in Examples 1 through 7 below were permitted to
proceed for about four reactor residence times' before a sample was taken
for . 20 analysis. The organic reaction products were analyzed using liquid
chromatography. Catalyst metal and bromine concentrations were measured by
x-ray fluorescence spectroscopy. A slip-stream from the reactor off-gas was
also continuously analyzed to determine off-gas oxygen, carbon monoxide and
carbon dioxide levels. The fresh cobalt and 25 manganese catalyst
components were added as their hydrated acetate salts, i.e. Co (OAc)z.4H20
and Mn (OAc)2.4H20. Bromine was added as an aqueous solution of hydrogen
bromide. in the following Examples, "TMLA" is trimellitic acid, "2,6-NDA"
is 2,6naphthalenedlcarboxylic acid) "Br-NDA" is bromo-2,630
naphthalenedicarboxylic acid, "FNA" is 2-formyl-6-naphthoic acid and "2 NA"
is 2-naphthoic acid. "Reactor Yield" or "Molar Reactor Yield," is the
percent yield of each component listed in the oxidation reactor effluent
and based on the moles of the component produced relative to the moles of
2,6dimethylnaphthalene feedstock added. The values reported for carbon 35
monoxide and carbon dioxide are the amounts of those oxidation products
produced in gram moles per hour. "HCTP" corresponds to hydrocarbon
throughput and is defined as the molar feed rate of 2,6-dimethylnaphthalene
28 April 2003 17 in pound moles per hour divided by the volume of solvent
in the oxidation reactor. The units for HCTP are pound moles of
2,6-dimethylnaphthalene added to the reactor per cubic foot of reactor
solvent in the reactor, per hour. "Solvent Ratio" is approximately the rate
of removal of solvent by weight 5 divided by the rate of addition of
2,6-dimethylnaphthalene by weight. This value approximately equals the rate
of addition of oxidation reaction solvent divided by the rate of addition
of 2,6-dimethylnaphthalene, by weight, i.e. the amount of solvent exiting
the oxidation reactor may be greater than that added due to the formation
of water in the reaction by the oxidation reaction. 



--- 10 "Residence Time" is the oxidation reactor drain weight divided by
the reaction mixture effluent rate in pounds per minute. "Wt. % Co" is the
weight percent cobalt, measured as elemental cobalt, based on the oxidation
reaction solvent added to the oxidation reactor. "Co:Mn:Br." is the gram
atom` ratio of cobalt:manganese:bromine in the catalyst added to the 15
oxidation reaction mixture. The molten 2,6-dimethylnaphthalene (DMN) feed
rate values are in pounds per hour. F.xamlhe 1 Table I lists the results
for the continuous oxidation of 2,6dimethylnaphthalene (feedstock) under
similar oxidation conditions using a . 20 high purity (99+%) feedstock and
a 98.5% pure feedstock. The 2,6 dimethylnaphthalene was obtained from oil
refinery bottom streams. The 99+% purity material was obtained from the
98.5% purity 2,6dimethylnaphthalene by two recrystallizations from acetic
acid. ' These data show that the yield of 2,6-naphthalenedicarboxylic acid
is 25 greater using the purer feedstock. Less reaction impurities such as
Br-NDA, FNA and 2-NA are also formed from the oxidation of the purer
feedstock. Exam~l~ 2 Table II lists the results from a series of continuous
oxidation runs 30 conducted at reaction temperatures ranging from 380F to
420F. These data demonstrate that as the reaction temperature Is reduced
from about 400F, the level of FNA begins to increase in the reaction
effluent. Conversely, as the reaction temperature is increased, the yield
of 2,6naphthalenedicarboxylic acid decreases and the level of TMLA
increases. 35   28 April 2003 5 Conditions Feedstock Purity, wt. Wt. % Co
Co:Mn:Br Reaction Temp.) ~F Solvent Ratlo, by weight Reactor Residence Time
(mint' J~lolar Reactor Y~elds TMl~4 2,6-NDA Br NDA FNA 2-NA 18 un 1Run
298.599+0.150.151.0:3.0:2.01.0:3.0:2.0380' 3856:16:18090
3.702.5681.9893.351.430.511.800.440.240.27 Conditions ReactionBun 3 380un 4
400~ un 5 408Ran 6 415un 7 420Temp.
FReaction215.2283.1307.7345.8361.0Press.) PSIGWt. %
Co0.190.190.190.190.19Co:Mn:Br1:3:21:3:21:3:21:3:21:3:2DMN Feed4.2~
4.25.14.25.1RateSolvent Ratio4.14.03.94.03.4HCTP0.120.12. 0.120.120.13g
3.616.837.43 ~9.619.89moles/hrCOZ g0.951.922.512.893.30moleslhrTotal CO
&4.568.759.9412.5013.19COZ t Yi R 



ldeac or e s TMLA 2.85 2.75 3.42 2.97
3.652,6-NDA93.2291.9592.4193.6585.90FNA1.280.620.530.390.292-NA0.12p.180.27
0.220.26   28 April 2003 19 F;xam I~e~,3 Table Ill lists the results from a
series of continuous oxidation runs conducted under substantially similar
conditions except that the composition of cobalt, manganese and bromine
oxidation catalyst was varied. A 5 comparison of the results from runs 8) 9
and 10 demonstrate that at reduced ratios of manganese to cobalt in the
catalyst there is an increase in the production of trimellitic acid (TMLA)
from about 2.1 % at a 3:1 manganese to cobalt ratio) to about ~3.1 % at a
manganese to cobalt ratio of about 1:1. Although the amount of Br-NDA in
the product was greater when the higher -- 10 ratio of manganese to cobalt
was used in Run 10) the yield of Br-NDA is still however relatively low at
D.44%. The elevated amount of Br-NDA produced in Run 10 is likely due, at
least in part, to the higher levels of bromine relative to the amounts used
in Runs 8 and 9. Atom ratios of bromine to cobalt plus manganese above
about 0.8 are, therefore, expected to produce greater 15 amounts of Br-NDA.
dam in a 4 Table IV lists the results from a series of continuous oxidation
runs conducted under substantially similar conditions as those for Runs 4,
6 and 20 7 reported in Table II except that the weight percent of cobalt
and, therefore, the total level of catalyst metals, was lower for Runs 11,
12 and 13 reported in Table IV than for the Runs 4, 6 and 7. These data
clearly demonstrate that higher yields of the desired
2,6-naphthalenedicarboxylic acid are obtained . using the higher level of
catalyst metals, and the amount of TMLA produced 25 is lower using the
higher levels of catalyst metals.   28 April 2003 20  



conditionsTABLE Run 8III un 9 $un 10Wt. %
Co0.300.2250.15Co:Mn:Br1:1:0.51:1:0.61:3:2Reaction Temp.,
~F385385385Solvent Ratio5.966.1:1Residence Time (min)9090
'90HCTP0.0390.0390.037f3eactor Yields TMLA 3.10 3.11
2.142,6-NDA.93.2192.7992.02Br-NDA0.12Q.070.44FNA0.380.390.532-NA0.280.310.2
1 5 Conditions Reaction Temp.) ~F$un 11 400Run 12 414Run 13 420Reaction
Press., PSIG274.2340.3354.1Wt. % Co0.150.150.15Co:Mn:Br1:3:21:3:21:3:2DMN
Feed Rate ~5.15.15.6Solvent Ratio4.04.34.1HCTP0.130.120.14C02 g
moleslhr6.827.999.20CO g moles/hr1.562.161.86Total CO & C02
'8.3810.1511.06J ~eactor Yie[~s, TMLA 8.63 5.08
11.772,6-NDA82.9785.2377.06FNA1.190.331.662-NA2.420.250.59   28 April 2003
21 5 10 15 F~Sam' ire a 5 Table V lists the results from a series of
continuous oxidation runs conducted at substantially similar conditions
except that the hydrocarbon throughput (HCTP) was varied. In these examples
the HCTP was varied by varying the rate of addition of the molten DMN
feedstock. As the data demonstrates, the yield increases and) importantly)
the amount of trimellitic acid produced decreases as the HCTP is decreased.



Conditions Reaction Temp.) ~FRun 14 415Bun 15 414J un 16 415Reaction
Press., PSIG346.1340.3336.9Wt. % Co0.15 ~0.150.15Co:Mn:Br1:3:21:3:2~
:3:2DMN Feed Rate3.05.16.0Solvent Ratio4.04.34.2HCTP0.070.120.16C02 g
moles/hr7.417.999.75CO g moles/hr2.392.162.85Total CO & C029.8010.1512.60
TMl~44.585.085.332,6-NDA90.3985.2389.50FNA0.220.330.402-NA0.510.250.31
Therefore) the increase in the amount of trimellitic acid farmed by using
lower catalyst concentrations, can, in part, be offset by using lower HCTP.
However, lower HCTP requires a lower production rate for
2,6naphthalene-dicarboxylic acid and, therefore, a compromise between
catalyst concentration and HCTP must be made.   28 April 2003 22 Exam' Ip a
6 Table VI lists the results of a series of continuous oxidation reactions
where the effluent from the oxidation reator was immediately directed to a
second, equally-sized vessel and treated with a mixture of 5-8% (by volume)
5 molecular oxygen in nitrogen gas at a rate of about 10-12 standard cubic
feet per hour at the temperatures indicated. As shown by the data under the
heading "Reactor Yield Following Oxygen Treatment," treating the reactor
effluent with molecular oxygen substantially reduced the level of
2-formyl-6-naphthoic acid 18 to 38.5 10 percent without substantially
changing 'the amount of trimellitic acid in the product. Table VII compares
the results from an average of eight continuous oxidation reactions and the
data in this table demonstrates that by treating the oxidation reactor
product with molecular oxygen (5-8% by volume in 15 nitrogen) after the
product exits the oxidation reactor reduces the amount of
2-formyl-6-naphthoic acid present approximately 35 percent without
substantially increasing the amount of trimellitic acid in the product.
Exam Ip a 7 20 A continuous oxidation of 2,6-dimethyinaphthalene was
carried out in ' a manner similar to that used in preceding Examples 1-6
except that most of the the catalyst used for the oxidation was from the
mother liquor recovered from a previous, similarly conducted continuous
oxidation of 2,6-dimethylnaphthalene. The recycled mother liquor supplied
77 weight percent of the 25 cobalt) 41 weight percent of manganese and 53
weight percent of the bromine. The remaining catalyst components were
supplied as fresh components. The results from this continuous oxidation
are reported in Table VIII. By using the mother liquor from a previous
continuous oxidation reaction as part of the solvent and as a source of
metals for a second 30 continuous oxidation reaction, the level of
impurities in the second oxidation-impurities that could affect the course
of the oxidation reaction--is approximately the same as that in a
continuous oxidation under steady state conditions where 50 percent recycle
is used. Thus, the use of the mother liquor from a previous oxidation
reaction as the solvent for a new oxidation 35 reaction simulates
continuous 50 percent mother liquor recycle. The data in Table VIII
establishes that this level of recycle does not ' substantially affect the
continuous oxidation reaction.   23 un 4 



28 April 2003 Reaction Temp.) F400400380415Reaction Press.,
PSIG283.1283.1215.2345.8Wt. %
Co0.190.190.190.19Co:Mn:Br1:3:21:3:21:3:21:3:2DMN Feed Rate4.24.24.2
.4.2Solvent Ratio4.04.04.14.0HCTP0.120.120.120.12- C02 g
moles/hr6.756.833.619.61CO g moles/hr2.151.920.952.89Total CO &
C028.908.754.5612.50ReactorYield TMLA 2.59 2.75 2.85
2.972,6-NDA90.5991.9593.2293.65FNA0.590.621.280.392-NA0.150.180.120.22Subse
quent OxygenTreatment. ConditionsTemperature, F345370350377Gas Rate,
SCFH10.412.010.312.0Reactor YieldFollowing Oxygen
ZreatmentTMLA2.702.632.913.072,6-NDA93.4089.0294.4094.87FNA0.470.411.050.24
2-NA0.190.170.120.24Change in FNA-20.3-33.9-18.0-38.5Change in
TMLA4.2-4.42.13.4Change in 2,6-NDA3.1-3.21.31.3   24 Conditions Reaction
Temp., of Reaction Press., PSIG wt. % Co Co:Mn:Br DMN Feed Rate Solvent
Ratio HCTP COZ g moles/hr CO g moies/hr Total CO & COZ f3eactotYields TMLA
2,6-N DA FNA 2-NA ubse pent Oxg~en Treatment. Conditions Temperature, ~F
Gas Rate) SCFH Reactor Yield Following,~,~~n Treatment TMLA 2,6-NDA FNA
2-NA Change in FNA Change in TMLA Change in 2,6-NDA 408 311.6 0.19 1:3:2
4.69 3.8 0.12 7.55 2.56 10.11 3.69 92.14 0.43 0.15 385 12.12 3.40 89.79
0.28 0.13 34.9 -7.9 -2.6 28 April 2003 



28 April 2003 25 Reactor YieldWith MotherCorrected~~se Sase~luor
Rpcy~cleYieldsTMLA3.413.812.592,6-NDA94.5393.3092.42FNA0.480.630.55Br-NDA0.
350.760.68- _ 2-NA0.220.31-0.04 5 a) Yield after subtracting components
carried over from mother liquor. FxampJ~$ Table IX lists the product
analysis of filter cakes obtained by filtering solid
2,6-naphthalenedicarboxylic acid from the total reactor effluent. These 10
data show that side products present in the total reactor effluent
contaminate the desired 2,6-naphthalenedicarboxylic acid when it is
isolated and, therefore) confirm that it is essential to eliminate as much
as possible the side products produced in the oxidation reaction. These
data are from an average of eight continuous oxidation runs as reported in
Table VII. 15 In Examples 9 and 10, the oxidation of
2,6-dimethylnaphthalene to 2,6-naphthalenedicarboxylic acid was conducted
in the semi-continuous mode using a one liter titanium pressure reactor
equipped with an overhead condensor) stainless steel product receiver,
internal cooling coil, agitator) 20 and feed and catalyst lines. During the
reaction, analyzers were used to monitor. temperature, pressure, and vent
gas composition. In a typical run, the reactor was charged with solvent and
catalyst, pressurized, and heated under nitrogen to the initiation
temperature. The reaction was started by simultaneously adding compressed
air and 2,625 dimethylnaphthalene. The 2,6-dimethylnaphthalene was added as
~ 50:50 by weight mixture with acetic acid. Typical reaction parameters are
as follows: air rate) 0.18 SCFM; pressure, 300 psig; initiation
temperature, 350F; reaction temperature, 405F; agitator speed 1200 rpm;
feed pump   28 April 2003 26 rate, 2 ml/minute. The reaction time was 125
minutes and the final weight ratio of solvent to 2,6-dimethylnaphthalene
was 5:1. The recycled mother liquor used for runs 20 through 23 was from a
prior semi-continuous oxidation of 2,6-dimethylnaphthalene and had the 5
following approximate composition: 2,6-NDA FNA Br-NDA TMLA Co Mn Bromine
Water 10 $~eactor Yields TMLA 2) 6-N DA FNA 2-NA Filtered Cake Analysis
TMLA 2) 6-N DA FNA 2-N A a) Br-NDA not measured. 



0.46 0.005 0.016 0.43 0.07 0.19 0.93 30.5 3.69 92.14 0.43 0.15 2.85 92.83
0.33 0.04 15 x,lg~ 20 Table X provides the results from a series of
semi-continuous oxidation runs wherein mother liquor from a prior
semi-continuous oxidation run was used to supply 20 or 25 weight percent of
the cobalt used for the oxidation. The mother liquor recycled contained 30
weight percent water. These data demonstrate that 20 percent recycle (i.e.
Runs 20 and 21 compared to Runs 18 and 19) of a mother liquor containing 30
weight   28 April 2003 27 percent water can be used. However, the levels of
Br-NDA are elevated with the recycle. When the mother liquor was recycled
to provide for 25 weight percent of the added cobalt (i.e. Run 22), the
levels of FNA and TMLA increased 5 substantially. The level of Br-NDA also
increased substantially. This increase in impurities is primarily due to
the initial elevated water levels in the reaction mixture from the mother
liquor (i.e~ 15 weight percent based on acetic acid). In Run 23, acetic
anyhydride was used to eliminate water from the _ _ 10 recycled mother
liquor. The levels of impurities in the product decreased to levels similar
to the Runs 18 and 19 where no recycle was used. However, the level of
Br-NDA was still elevated. This run demonstrates that water in the recycled
mother liquor is detrimental to the oxidation reaction where mother liquor
is used as a source of the catalyst metals.   28 April 2003 28 Fresh Feed
aRun 18Hun 19un 20$~Hun 22Hun 23Acetic acid,
grams48048032032024082Cobalt0.120.120.100.100.090.09Mn:Co:Br3:1:23:1:23:1:2
.23:1:2.23:1:2.23a:2.2Water, wt%550000 Reycled Catal[ystb Mother Liquor
Recycle, % 0 Cobalt 0 Mn:Co:Br ~ Recycled ML, grams 0 Water in ML, wt% 0
TMLA in ML, wt% 0 Acetic Anhyd. in ML, grams 0 Net Water in Recyled ML, wt%
0 Totalc 0 202025250 0.02~ 0.020.030.03- 2.8:1:12.8:1:12.8:1:12.8:1:10
1601602402400 303030300 0.430.430.430.430 0002410 3030308 Cobalt 0.12 0.12
0.12 0.12 Mn:Co:Br 3:1:2 3a:2 3a:2 3:1:2 Water, wt% 5 - 5 10 10 0.12 0.12
3:1:2 3:1:2 15 4 Reactor Yields. mole
%d2,6-NDA9510189879787TMLAe3.93.84.14.25.74.0FNA0.260.280.250.260.420.21Br-
NDA0.200.300.700.761.180.71Carbon Dioxidef3.653.162.132.121.842.04Carbon
Monoxidef0.950.880.680.620.520.64Final Water inReactor Effluent,
wt%12.111.612.513.314.411.8 



28 April 2003 29 a) These are the quantities of fresh feed reaction
components charged to the reactor. Cobalt is in weight percent elemental
cobalt based on total acetic acid charged to reactor. Mn:Co:Br is the atom
ratio of 5 catalyst components. Water is weight percent of acetic acid
charged. b) These are the quantities of recycled reaction components
charged to reactor. Cobalt is in weight percent elemental cobalt based on
total acetic acid charged to reactor. Mn:Co:Br is the atom ratio of
catalyst components. ML is the mother liquor obtained from a prior semi10
continuous oxidation run. c) Total based on a) and b) as described above.
___ d) Total reactor effluent yields based on 2,6-dimethylnaphthalene
charged. Values for 2,6-NDA are +/- 5%. e) Since recycled mother liquor
(ML) contained TMLA, the apparent 15 TMLA yield was increased by 0.4 mole%
for Runs 20 and 21 and 0.7 mole% for Runs 22 and 23. f) Yield in mole%
assuming only one third of CO and C02 is from 2,6. dimethylnaphthalene. ~
xamy I~ a 10 20 Table XI provides data from the semi-continuous oxidation
of 2,6dimethylnaphthalene using cobalt and manganese oxalate salts as a
part of or all of the oxidation catalyst metals. The oxalate salts used in
Runs 24 and - 25 were obtained by precipitating cobalt and manganese from
actual mother liquor from a prior semi-continuous oxidation run. The
oxalate salts used for 25 Runs 26 and 27 were purchased from Johnson
Matthey, Inc., Seabrook, N.H. or GFS Chemicals, Powell) Ohio. These data
demonstrate that oxalate salts of cobalt and manganese are active oxidation
catalysts. The recovery of the oxalate salts from reaction mixture mother
liquor was conducted as follows: 30 Approximately 0.92 mole of oxalic acid
per mole of cobalt and manganese Catalyst metals was added to a sample of
mother liquor. The mixture was heated to reflux for about 15 minutes. The
solids formed were separated by filtration, washed with hot acetic acid and
dried. 35 Exam I Table XI) Runs 28 and 29, provides data demonstrating the
effect of trimellitic acid on the semi-continuous oxidation reaction. When
the reaction   28 April 2003 30 mixture was spiked with trimellitic acid (5
grams for Run 28 and 10 grams for Run 29) the oxidation reaction was
affected. For Run 28, the amounts of 2,6NDA) FNA and Br-NDA produced were
equivalent to the base case runs (Runs 18 and 19 in Table X)) however, TMLA
levels were elevated by about 5 30%) i.e. if the added TMI.A did not affect
the reaction) the yield of TMh4 would have been 7.5%) 4% produced in the
reaction and 3.5% corresponding to the 5 grams of TMLA added to the
reaction. For Run 29, the 10 grams of added TMt~4 severely inhibited the
reaction. For Run 28, the TMLA: catalyst metal ratio was about 0.5, for Run
29) about 7. Therefore, 10 mole ratios of TMLA: catalyst metals above about
1.0 severely inhibit the 



oxidation reaction.   31 28 April 2003 Cat. Metals Recycledas
Oxalates50505010000Fresh Feed aAcetic acid)
grams480480480480480480Cobalt0.060.060.0600.120.12Mn:Co:Br3:1:43:1:43:1:40:
0:23:1:23:1:2Water, wt%555555Co:TMLA, atom ratiob--- .-1:1.91:3.8Agcvcied
Catalvstc Cobatt 0.05 0.05 0.06 0.12 0
0Mn:Co3:13:13:13:100TotaldCobatt0.110.110.120.120.120.12Co:Mn:Br3:1:23:1:23
:1:23:1:23:1:23:1:2Reactor Yields~%e2,6-NDA968696101,
9148TMLA4.03.73.84.fi8.711FNA0.270.260.200.290.200.58Br-NDA0.420.440.340.50
0.240.20Carbon Dioxides2.822.672.482.402.201.28Carbon
Monoxides0.810.790.750.620.660.30Final Water in Reactor
Eftiuent10.610.310.29.810.37.33   28 April 2003 32 a) See footnote as in
Table X b) TMLA was spiked into the reactor for runs 28 and 29. c) Cobalt
is weight percent elemental cobalt based on total acetic acid charged to
reactor. Mn:Co is the atom ratio of catalyst metals. 5 d) Total based on a
and c above. e) See footnote d in Table X. f) See footnote f in Table X.
exam Ip a 12 Table XII provides the results from treating oxidation mother
liquor 10 with varying amounts pf oxalic acid. These data demonstrate that
mole ratios of oxalic acid to cobalt and manganese of 0.6 to 2.1 are
adequate for recovery of the cobalt and manganese as their oxalic acid
complexes. These data also demonstrate that the oxalic acid precipitation
leaves most of the undesirable TMLA in the mother liquor. 15 For tests A
and D in Table XII, concentrated mother liquor containing 0.19 wt. % Co)
0.51 wt. % Mn, 0.32 wt. % Br) 2.93 wt. % TMLA and 12.1 wt. water was used
for the precipitation tests. For tests B and C in Table XII) concentrated
mother liquor containing 0.29% Co, 0.78 wt. % Mn, 0.46 Wt. Br, 0.030 Wt. %
Fe, and 12.1 wt. % water was used. Atmospheric distillation 20 was used to
concentrate the mother liquor. The oxalic acid complexes were prepared by
heating the concentrated mother liquor with the appropriate amount of
oxalic acid at 90-100C for 15 minutes followed by filtering the .
precipitated oxalic acid catalyst metal complexes. Iron (Fe) is a typical
corrosion metal found in mother liquor.  



33 28 April 2003 Test Mole Ratio of Oxalic L Acid to Total Co and M n 0.6
0.85 2.1 - 3.0 Analysis of Oxalate ~ryr itateCo Recovery, %100100100100- -
Mn Recovery) %619599106Br Recovery, %19~ 221016Fe Recovery, %
.NM6666NM~n,~rsis of Filtrate Co Recovery) % 1 1 0 0 1Mn Recovery,
%5712110Br Recovery, %98757560TMLA Recovery, %8367.7360Fe Recove ry) %N MN
MN MN M 5 NM = not measured   28 April 2003 34 CLAIMS 1. A process for
producing 2,6-naphthalenedicarboxylic acid bythe liquid phase oxidation of
2,6-dimethylnaphthalene, comprising: a) continuously adding to a reaction
zone the oxidation reaction components comprising 2,6-dimethylnaphthalene,
a source of molecular oxygen, a solvent comprising an aliphatic
monocarboxylic acid, and a catalyst comprising cobalt, L ___ manganese and
bromine components, wherein the weight ratio of monocarboxylic acid solvent
to 2,6ydimethylnaphthalene is 2:1 to 12:1, the atom ratio of manganese to
cobalt is 5:1 to 0.3:1, the atom ratio of bromine to the total of cobalt
and manganese is 0.3:1 to 0.8:1 ( and the total of cobalt and manganese,
calculated as elemental cobalt and manganese, is at least 0.40 weight
percent based on the weight of solvent added to the reaction zone; b)
maintaining the contents of the reaction zone at a temperature of 370F to
420F (187-215C) and at a pressure of from 0.1 atmosphere absolute to 35
atmospheres absolute, thereby oxidizing the 2,6-dimethylnaphthalene to
2,6naphthalenedicarboxylic acid; c) continuously withdrawing from the
reaction zone a product mixture comprising 2,6-naphthalenedicarboxylic
acid; and d) separating 2,6-naphthalenedicarboxylic acid in the product
mixture from trimellitic acid-containing mother liquor formed during the
liquid phase oxidation; and wherein the 2,6-dimethylnaphthalene is added to
the reaction zone such that 



the HCTP is 0.02 to 0.20 pound moles of 2,6-dimethylnaphthalene added per
cubic foot of reaction solvent in the reactor per hour (323 to 3230 moles
of 2,6dimethylnaphthalene per cubic metre of reaction solvent per hour).
35 28 April 2003 2. The process of Claim 1 wherein the monocarboxylic acid
solvent is acetic acid. 3. The process of Claim 2 wherein the weight ratio
of acetic acid to 2,6dimethylnaphthalene is 2:1 to 6:1. 4. The process of
any preceding claim wherein the source of molecular oxygen is air. ___ 5.
The process of Claim 1 wherein the temperature is 380F to 415F (193-212C).
6. The process of any preceding claim wherein the total of cobalt and
manganese, calculated as elemental cobalt and manganese, is at least 0.50
weight percent based on the weight of solvent added to the reaction zone.
7. The process of Claim 6 wherein the total of cobalt and manganese,
calculated as elemental cobalt and manganese, is at least 0.70 weight
percent based on the weight of solvent added to the reaction zone. 8. The
process of any preceding claim wherein the atom ratio of bromine to the
total of cobalt and manganese is 0.4:1 to 0.7:1. 9. The process of any
preceding claim wherein the atom ratio of manganese to cobalt is 4.0:1 to
0.5:1. 10. The process of any preceding claim wherein the contents of the
reaction zone is 1 to 10 weight percent water.   ,. 28 April 2003 36 11.
The process of any preceding claim wherein the hydrocarbon throughput value
is in the range of 0.04 to 0.16 pound moles of 2,6 dimethylnaphthalene per
cubic foot of reactor solvent per hour (646 to 2584 moles of
2,6-dimethylnaphthalene per cubic metre of reaction solvent per hour). 12.
The process of any preceding claim further comprising contacting the
2,6naphthalenedicarboxylic acid withdrawn from the reaction zone at an
elevated temperature with a gas containing molecular oxygen. 13. The
process of Claim 12 wherein the contacting comprises reacting the product
mixture withdrawn from the reaction zone with a gas containing molecular
oxygen at a temperature in the range of 350F to 450F ( 176-232 C). 14. The
process of Claim 12 wherein the contacting comprises partitioning
2,6naphthalenedicarboxylic acid from the reaction mixture, suspending the
separated 2,6-naphthalenedicarboxylic acid in a solvent, and contacting the
suspended 2,6-naphthaf~nedicarboxylic acid with a gas containing molecular
oxygen wherein the suspension is at a temperature in the range of 200  F to
450F (93-232C). 15. The process of any preceding claim wherein the reaction
zone contains less than 10 weight percent water. 16. The process of any
preceding claim wherein the ratio of gram moles of trimellitic acid to
total gram atoms of cobalt and manganese is less than 0.5. 17. The process
of any preceding claim wherein 2,6-naphthalenedicarboxylic acid in the
product mixture is separated from mother liquor formed during the liquid
phase oxidation and wherein cobalt and manganese oxidation 



28 April 2003 37 catalysts are recovered from the mother liquor by a
process comprising contacting the mother liquor with 3.0 to 0.6 gram moles
of a source of oxalic acid per gram atom of the total of cobalt and
manganese contained in the mother liquor, precipitating an insoluble
complex formed by the reaction of the oxalic acid with the cobalt and
manganese oxidation catalysts, and recovering the insoluble complex. 18.
The process of Claim 17 further comprising using the recovered insoluble
complex formed by the reaction of oxalic acid with cobalt and manganese as
a source of catalyst for the liquid phase oxidation of
2,6dimethylnaphthalene to 2,6-naphthalenedicarboxylic acid. 19. The process
of any preceding claim further comprising recycling to the reaction zone
mother liquor formed by the separation of 2,6-naphthalenedicarboxylic acid
from the product mixture while removing from the reaction zone a vaporous
mixture comprising water and monocarboxylic acid solvent and returning to
the reaction zone aliphatic monocarboxylic acid solvent containing less
water than that removed as a vapor. .A_.A&.A e.A 1.A .A! .A
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