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(54) Title: ANTIKINK DEVICE FOR PIPES

(54) Bezeichnung: KNICKSCHUTZVORRICHTUNG FUR LEITUNGEN

383 Al

¢ (57) Abstract: The invention relates to an antikink device that is useful especially in sewage systems for installing pipes (15),
c especially light wave guide cables. The inventive device comprises a deflection element (1) that can be secured by means of a
Q bracket (2) and that deflects pipes (15) arriving from a first direction to a second direction. Said bracket (2) comprises a first angular
w=i clement (4) that can be connected with a second angular element (5) and that includes in a first plane an adjustable angle, and that
&> in turn includes an adjustable angle with a base plate (3) that can be mounted on a supporting surface and a second plane that is at
o Jeast approximately perpendicular to the first plane, the deflection element (1) being mounted on said second angular clement. The
B bracket (2) can be easily mounted and the deflection element (1) can be easily brought in the desired position and fixed,
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Abstract: The invention relates to an antkink device that is useful
.especially in sewage systens for installing pipes (15), especially |ight
‘Wave guide cables. The inventive device conprises a deflection elenent (I)
~that can be secured by neans oW@ P1420383 A and that deflects pipes (15)
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(57) Zusammenfassung: Die Schutzvorrichtung, die insbesondere in Kanalisationsanlagen fiir die Verlegung von Leitungen (15),
insbesondere Lichtwellenleiterkabeln, verwendbar ist, weist ein mittels einer Halterung (2) montierbares Umlenkelement (1) anf,
durch das aus einer ersten Richtung kommende Leitungen (15) in eine zweite Richtung umlenkbar sind. Die Halterung (2) umfasst
ein erstes Winkelelement (4), das in einer ersten Ebene einen wihlbaren Winkel einschliessend, mit einer an einer Auflagefliiché
montierbaren Grundplatte (3) und in einer zur ersten Ebene zumindest annihernd senkrecht stehenden zweiten Ebene, wiederum
einen wihlbaren Winkel einschliessend, mit einem zweiten Winkelelement (5) verbindbar ist, an dem das Umlenkelement (1) be-

festigt ist. Die Halterung (2) kann daher einfach montiert werden, wonach das Umienkelement (1 bequem in die gewil Lage
ausgerichtet und fixiert werden kann, @ © gewinschte



