Receive, by a terminal, first configuration information and/or second configuration
information sent by a network device, the first configuration information being configured to
indicate a first time period corresponding to a first search space and the second configuration
information being configured to indicate a second time period corresponding to first UL/DL

configuration information

A

Select, by the terminal, one piece of configuration information from the first configuration
information and/or the second configuration information as target configuration information,
and receive, by the terminal, the first UL/DL configuration information based on a time period
corresponding to the target configuration information
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Receive, by aA terminal receives, third configuration information sent by a network device,
the third configuration information being configured to determineconfigured for determining a
time-domain starting location of first UL/DL configuration information in a target time period

Starts receiving, by The the terminal, starts receiving the first UL/DL configuration
information at the time-domain starting location in the target time period

Fig. 2

Receive, by A a terminal, receives first configuration information and/or second configuration
information sent by a network device, the first configuration information being configured to
indicate a first time period corresponding to a first search space and the second configuration
information being configured to indicate a second time period corresponding to first UL/DL

configuration information

A

Select, by The the terminal, selects a piece of configuration informationone piece of
configuration information from the first configuration information and/or the second
configuration information as target configuration information

A

Receive, by The the terminal, receives third configuration information sent by the network
device, the third configuration information being configured to determineconfigured for
determining a time-domain starting location of the first UL/DL configuration information in a
time period corresponding to the target configuration information

A

Start receiving, by The the terminal, starts receiving the first UL/DL configuration information
from the time-domain starting location in the time period corresponding to the target
configuration information
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Send, by A a network device sends, first configuration information and/or second
configuration information to a terminal to enable the terminal to select a piece of configuration
informationone piece of configuration information from the first configuration information
and/or the second configuration information as target configuration information and receive
first UL/DL configuration information on the basis ofbased on a time period corresponding to
the target configuration information, the first configuration information being configured to
indicate a first time period corresponding to a first search space and the second configuration
information being configured to indicate a second time period corresponding to the first UL/
DL configuration information

Fig. 4

Send, by A a network device, sends third configuration information to a terminal, the third
configuration information being configured to determineconfigured for determining a time-
domain starting location of first UL/DL configuration information in a target time period

Send, by The the network device sends, the first UL/DL configuration information at the time-
domain starting location corresponding to the third configuration information

Fig. 5
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Resource configuration device
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