
EP 0 541 782 B1 Description Field of the Invention This invention relates
generally to a process for preparing purified dimethyl
naphthalenedicarboxylate containing low levels of organic impurities, low
color, and low levels of particulate contaminants. More particularly, this
invention relates to a process for preparing purified
dimethyl-2,6-naphthalenedicarboxylate by the esterification of 2,6-naphtha-
lenedicarboxylic acid with methanol, and which process provides for the
efficient removal of the mono methyl ester of 2,6-naphthalenedicarboxylic
acid produced during the esterification reaction. 10 Background of the
Invention The diesters of naphthalenedicarboxylic acids are useful for
preparing a variety of polymeric materials such as polyesters or
polyamides. One particularly useful diester is
dimethyl-2,6-naphthalenedicarbxylate (DM-2,6-NDC). 15
Dimethyl-2,6-naphthalenedicarboxylate, for example, can be condensed with
ethylene glycol to form poly(ethylene-2,6- naphthalate) (PEN), a high
performancepolyester material. Fibers and films madefrom PEN have
considerablyimproved strength and superior thermal properties relative to.
for example, poly(ethyleneterephthalate). For this reason, PEN is an
exceptional material for preparing commercial articles such as thin films
which can be used, for example, in the manufacture of magnetic recording
tape and electronic components. Additionally, because of its superior
resistance to 20 gasdiffusion, and particularlyto the diffusion of carbon
dioxide, oxygen and water vapor, films made from PEN are useful for
manufacturing food containers, especially the so-called "hot fill" food
containers. PEN can also be used to prepare high strength fibers useful for
the manufacture of, for example, tire cord. In order to prepare high
quality PEN suitable for commercial use, it is necessary to start with
purified DM-2,6-NDC. The purified DM-2,6-NDC mustbe low incolor,
substantiallyfreeof organic and inorganic impurities, and lowin particulate
25 matter. DM-2,6-NDC is most readily prepared by the esterification of
2,6-naphthalenedicarboylic acid (2,6-NDA) with meth- anol. The 2,6-NDA is
conveniently prepared by the liquid phase, heavy metal catalyzed oxidation
of a 2,6-dialkyl or 2- alkyl-6-acyl naphthalene compound using molecular
oxygen as the source of oxygen for the oxidation reaction. During this
oxidation reaction impurities such as 6-formyl-2-naphthoic acid (FNA),
trirmellific acid (TMLA) and, when a bromine so oxidation promoter is used,
various brominated compounds are produced. Although in some instances it
would be desir- able to use 2,6-NDAdirectly for the preparation of PEN,
however, because of its high melting point (>300[err]C with decom-
position) and extremely low solubility in ordinary solvents, 2,6-NDA is
extremely difficult to purify to acceptable levels by standard purification
techniques such as distillation and recrystallization. These difficulties
in purifying 2,6-NDA are partially overcome by converting 2,6-NDA to its
dimethyl ester, DM-2,6-NDC. DM-2,6-NDC can be distilled and it can 35 be
recrystallized from solvents such as methanol or from one or more aromatic
solvents. However, even though DM- 2,6-NDC can be purified by treatments
such as distillation or recrystallization, purifying DM-2,6-NDC to a purity
accept- able for use in the aforementioned manufactured articles remains a
problem in the art. For example, the FNA produced during the oxidation of
dialkylnaphthalene is incorporated (as a methyl ester) into DM-2,6-NDC
during the esterification of 2,6-NDA and is very difficult to remove or
reduce to acceptable low levels. Oxidation catalyst metals such as cobalt
40 and manganese when used with a bromine promoter for the preparation of
2,6-NDA are also typically carried over into the esterification reaction as
impurities. This is because a certain amount of the oxidation catalyst
metal is complexed tightly to TMLA and other oxidation by-products and is
not removed in the oxidation mother liquor when the oxidation mother liquor
is separated from the solid 2,6-NDA. Catalyst metals cause problems in the
downstream operations used for purifying the DM-2,6-NDC by, for example,
causing a thickening of the distillation bottoms and plugging of the
distil- 45 lation column. Additionally, during the esterification reaction,
the mono methyl ester of 2,6-naphthalene dicarboxylic acid, herein- after
referred to as mono-methyl-2,6-naphthalenedicarboxylate (MM-2,6-NDC), is
produced and it must be removed from the DM-2,6-NDC. Furthermore, it is
highly desirable to remove most of the MM-2,6-NDC from the DM-2,6-NDC
before it is distilled. Otherwise, because it is a high melting solid, it
causes an excessively large amount of distillation 50 bottoms, and it can
precipitate in and foul the distillation apparatus. The ratio of methanol
to 2,6-NDA in the esterification reaction determines the amount of
MM-2,6-NDC produced. When the ratio is high, for example greater than 10:1
by weight, respectively, only a small amount of MM-2,6-NDC is formed.
However, when a low ratio of methanol to 2,6-NDA is used, for example 4:1,
as much as 6 to 10 weight percent of the esterification product is
MM-2,6-NDC. Using high ratios of methanol to 2,6-NDA in order to avoid the
formation of MM-2,6-NDC is not, however, desirable for a large, 55
commercial-scale operation. High ratios of methanol to 2,6-NDA necessitate
using a large esterification reactor for a given throughput of product.
Additionally, by using a high ratio of methanol to 2,6-NDA, large
quantities of methanol must be recycled and the loss of DM-2,6-NDC is
greater due to the amount of DM-2,6-NDC remaining in solution in the extra 



methanol. 2    EP 0 541 782 B1 The present invention allows for the use of
low ratios of methanol to 2,6-NDA in the esterification by providing for
the effective separation of MM-2,6-NDC from DM-2,6-NDC. Furthermore, in the
process of this invention, the separated MM-2,6-NDC is relatively free of
undesirable impurities and it is therefore recyclable to the esterification
reactor where it is converted to DM-2,6-NDC, resulting in no loss of
valuable product. Finally, especially for applicationswhere the DM-2,6-NDC
will be used for making PEN forverythin films, particulate contamination in
the DM-2,6-NDC must be eliminated or reduced to very low levels. These
particulate impurities, which range in size down to below 1.5 microns, can
arise from a variety of sources. For example, they may be either oxidation
catalyst particles or, if used, esterification catalyst particles. They may
also be derived from filtering and drying operations where DM-2,6-NDC is
dissolved in a solvent, recrystallized, separated from the
recrystallization mother liquor by filtration 10  and dried to remove
excess solvent. Inevitably, particulates contaminate the DM-2,6-NDC product
in these processes. Regardless of the source, particulate contamination in
the DM-2,6-NDC product is undesirable. Processes for manufacturing and
purifying DM-2,6-NDC have been disclosed. Japanese Kokai Patent No. Sho 50-
116461, for example, discloses aprocess for preparing DM-2,6-NDCwherein
crude DM-2,6-NDC from the esterification of 2,6-NDA with methanol is
distilled and then crystallized from methanol. This process is taught as
being superior to 15  one where the crystallization from methanol precedes
the distillation. However, the Japanese Kokai Patent No. Sho 50- 116461,
although disclosing a process for preparing DM-2,6-NDC from 2,6-NDA by
reaction with methanol, does not disclose the advantages of using low
ratios of methanol to 2,6-NDA. It also does not teach a suitable means for
removing large amounts of MM-2,6-NDC from DM-2,6-NDC. Additionally, this
Kokai patent teaches that it is essential to recrys- tallize the DM-2,6-NDC
subsequent to a distillation step in order to prepare DM-2,6-NDC with
acceptable color. However, 20  this order of the purification steps does
not provide for low levels of particulates in the final DM-2,6-NDC product
that is required for some of the aforementioned uses of DM-2,6-NDC.
EP-A-0450621 describes preparation of purified naphthalenecarboxylic acid
esters, including the step of recrystal- lizing crude ester at 30[err]C,
but does not describe separation of contaminating MM-2,6-NDC. JP-A-50111056
also describes recrystallization of DM-2,6-NDC at 30[err]C, but is silent
about separation of contami- 25  nating MM-2,6-NDC. JP-A-50111055 describes
distillation of DM-2,6-NDC but does not deal with the removal of impurities
therefrom. The art needs a process for the large-scale preparation of
DM-2,6-NDC having suitably low color and low levels of impurities such as
the methyl ester of FNA, bromine containing impurities and, especially,
MM-2,6-NDC and particulate contaminants. The art also needs a process for
efficiently removing MM-2,6-NDC from DM-2,6-NDC so that reduced 30  ratios
of methanol to 2,6-NDA can be used in the esterification reaction. The
present invention provides such a process. Summary Of The Invention
Provided is a process for preparing purified dimethyl-2,6-naphthalene
dicarboxylate from 2,6-naphthalenedicarbo- 35 xylic acid, which process
comprises: a) reacting in a suitable reaction zone the
2,6-naphthalenedicarboxylic acid with methanol to form a reaction mixture
comprising dissolved dimethyl-2,6-naphthalenedicarboxylate and
mono-methyl-2,6-naphthalenedicarboxylate; b) crystallizing a major portion
of the dissolved dimethyl-2,6-naphthalenedicarboxylate and
mono-methyl-2,6-naphtha- 40    lenedicarboxylate by cooling the reaction
mixture to a temperature not greater than 40[err]C; c) partitioning
reaction mixture mother liquor from crystallized
dimethyl-2,6-naphthalenedicarboxyate and mono-methyl-2,6-naphthalen-
edicarboxylate; d) heating partitioned
dimethyl-2,6-naphthalenedicarboxylate and mono-methyl-2,6-naphthalenedi-
carboxylate in a recrystallization solvent at a temperature sufficient to
dissolve at least a portion of the dimethyl-2,6- naphthalenedicarboxylate
and substantially all of the mono-methyl-2,6-naphthalenedicarboxylate; e)
recrystallizing 45     dimethyl-2,6-naphthalenedicarboxylate dissolved in
the recrystallization solvent at a temperature to recrystallize the
dimethyl-2,6-naphthalenedicarboxylate while maintaining a major portion of
the mono-methyl-2,6-naphthalenedi- carboxylate in recrystallization mother
liquor; f) partitioning recrystallized
dimethyl-2,6-naphthalenedicarboxylate from the recrystallization mother
liquor; and, preferably, g) vacuum distilling the recrystallized
dimethyl-2,6-naph- thalenedicarboxylate to form highly purified
dimethyl-2,6-naphthalenedicarboxylate having low color, low levels of 50
mono-methyl-2,6-naphthalenedicarboxylate, and low levels of particulate
contaminants. By operating according to the process of this invention
highly pure DM-2,6-NDC can be prepared. In the crystalli- zation step it is
essential to cool the esterification reaction to a temperature not greater
than about 40[err]C thereby providing 



for the crystallization of a major portion of the DM-2,6-NDC and a major
portion of the MM-2,6-NDC formed in the 55  esterification reaction. After
partitioning the methanol from the esterification reaction mother liquor,
the resulting residue, which contains most of the undesirable impurities,
can be discarded. In the process of this invention, the recrystallization
step is conducted atatemperatureto provide for the recrystallization of the
desired DM-2,6-NDC without also crystallizing a major portion of
MM-2,6-NDC. This recrystallization step, because it provides for the
efficient partitioning of DM-2,6- NDC from MM-2,6-NDC, allows forthe use of
low ratios of methanol to 2,6-NDA in the esterification reaction.
Additionally, 3    EP 0 541 782 B1 because the majority of the undesirable
impurities are removed in the crystallization step, the MM-2,6-NDC
separated from the DM-2,6-NDC in the recrystallization step is
relativelyfree of impurities and it can be recycled tothe esterification
reactor where it is converted to DM-2,6-NDC. Finally, for those
applications requiring DM-2,6-NDC with low levels of particulate
contamination, the present process provides for a vacuum distillation to
remove particulates as well as impu- : rities not removed by the
crystallization and recrystallization steps. Detailed Description of the
Invention The 2,6-naphthalenedicarboxylic acid (2,6-NDA) used to prepare
dimethyl-2,6-naphthalenedicarboxylate (DM-2,6- 1O NDC) in the process of
this invention can be prepared by any suitable process such as, for
example, thermally dispro- portionating a naphthalene monocarboxylic and/or
naphthalenedicarboxylic acid by the so-called "Henkel" reaction. However,
from the standpoint of commercial applicability, the 2,6-NDA used to
prepare DM-2,6-NDC in the process of this invention is most suitably
prepared by the heavy metal catalyzed, liquid phase oxidation of a
2,6-dialkyl- or 2-alkyl- 6-acyl naphthalene feedstock compound. The alkyl
group in the 2,6-dialkylnaphthalene contains one to three carbon 15  atoms
and is independently selected from methyl, ethyl and isopropyl. Thus, the
2,6-dialkylnaphthalene can, for example, be 2,6-dimethyinaphthalene,
2,6-diethyinaphthalene, 2-ethyl-6-methyinaphthalene or
2,6-diisopropyinaphthalene. The alkyl group in the 2-alkyl-6-acyl
naphthalene compound is also an alkyl group containing one to three carbon
atoms and is selected from methyl, ethyl and isopropyl. The acyl group in
the 2-alkyl-6-acyl naphthalene compound contains two to five carbon atoms.
Preferably, the acyl group is acetyl, i.e., a two carbon atom acyl group.
Methods for preparing 2,6- 20  dialkylnaphthalenes and methods for
preparing 2-alkyl-6-acyl naphthalenes are well known in the art. For
example, in Sikkenga et al., U.S. Patent Applications Serial Nos. 539,007
and 539,087, filed June 15, 1990, processes for preparing
2,6-dimethyinaphthalene are disclosed; in Hagen et al., U.S. Patent
Application Serial No. 486,783, filed March 1, 1990, processes for
preparing 2-acyl-6-methyinaphthalene are disclosed, and in Hagen et al.,
U.S. Patent 4,873,386, issued October 10, 1989, processes for preparing
2,6-diethyinaphthalene are disclosed. 2,6-Dimethyinaphthalene and 2,6- 25
diethyinaphthalene, because they are most easily prepared and are low in
molecular weight, are the preferred oxidation feedstocks for the process of
this invention. The oxidation reaction used to convert the 2,6 -dialkyl- or
2-alkyl-6-acyl naphthalene feedstock compound to 2,6-
naphthalenedicarboxylic acid is a liquid phase reaction wherein a heavy
metal catalyst comprising cobalt, manganese and bromine components are used
to catalyze the oxidation of the alkyl groups and acyl groups on a given
naphthalene so  compound to carboxylic acid groups. When the alkyl group is
ethyl or isopropyl, a cerium catalyst component is also used. A source of
molecular oxygen, such as air, supplies the oxygen for the oxidation
reaction. The solvent for the liquid phase oxidation reaction comprises a
low molecular weight aliphatic carboxylic acid having one to six carbon
atoms, or a mixture of such a low molecular weight aliphatic carboxylic
acid and water. Suitable solvents include acetic acid, propionic acid,
n-butyric acid, water and mixtures thereof. Preferably, due to cost and
availability, the oxidation solvent 35 comprises acetic acid. More
preferably, the solvent comprises a mixture of acetic acid and water. When
water is used with acetic acid as the solvent, the water is suitably 1 to
20 weight percent relative to the acetic acid, as introduced into the
oxidation reactor. During the oxidation reaction, heat is generated. This
heat is dissipated in part by the vaporization of the solvent in the
oxidation reactor. Typically, some of the vaporized solvent is withdrawn
from the reactor, condensed, and then returned to the reactor.
Additionally, some solvent is withdrawn from the oxidation reactor as a
liquid in the 40  product stream. After separation of the crude
2,6-naphthalenedicarboxylic add from the product stream, at least a portion
of the oxidation reaction mother liquor can be recycled to the oxidation
reactor. The source of molecular oxygen employed in the oxidation step of
the process of this invention can vary in molecular oxygen concentration
from that of air to oxygen gas. Air is the preferred source of molecular
oxygen. In order to avoid the formation of explosive mixtures, the
oxygen-containing gas fed to the reactor should provide an exhaust
gas-vapor 45  mixture containing from 0.5 to 8 volume percent oxygen
(measured on a solvent-free basis). In more detail, the catalyst employed
in the oxidation step of the process of this invention comprises a bromine-



containing component and at least one of a cobalt- and manganese-containing
component, and can additionally com- prise accelerators known in the art.
Preferably, the catalyst comprises cobalt-, manganese, and
bromine-containing components. The weight ratio of cobalt (calculated as
elemental cobalt) in the cobalt component of the catalyst to the 50
2,6-dialkylnaphthalene or 2-alkyl-6-acyl naphthalene in the liquid-phase
oxidation is in the range of from 0.1 to 500 milligram atoms (mga) per gram
mole of dialkylnaphthaleneor2-alkyl-6-acyl naphthalene. The weight ratio of
manganese (calculated as elemental manganese) in the manganese component of
the catalyst to cobalt (calculated as elemental cobalt) in the cobalt
component of the catalyst in the liquid-phase oxidation is in the range of
from 0.1 to 10 mga per mga of cobalt. When used, the weight ratio of cerium
(calculated as elemental cerium) in the cerium component of the 55
catalyst to cobalt (calculated as elemental cobalt) in the cobalt component
of the catalyst in the liquid-phase oxidation is in the range of .025 to
1.0 mga per mga of cobalt. The weight ratio of bromine (calculated as
elemental bromine) in the bromine component of the catalyst to total cobalt
and manganese (calculated as elemental cobalt and elemental manganese) in
the cobalt and manganese components of the catalyst in the liquid-phase
oxidation is in the range of from 0.05 to 5.0 mga per mga of total cobalt
and manganese. 4    EP 0 541 782 B1 Each of the cobalt and manganese
components can be provided in any of its known ionic or combined forms that
provide soluble forms of cobalt, manganese, and bromine in the solvent in
the reactor. For example, when the solvent is an acetic acid medium, cobalt
and/or manganese carbonate, acetate tetrahydrate, and/or bromide can be
employed. The 0.05:1.0 to 5.0:1.0 bromine to total cobalt and manganese
milligram atom ratio is provided by a suitable source of bromine. Such
bromine sources include elemental bromine (Br2), or ionic bromide (e.g.,
HBr, NaBr, KBr, NH4Br, etc.), or organic bromides which are known to
provide bromide ions at the operating temperature of the oxidation (e g.,
ben- zylbromide, mono- and di-bromoacetic acid, bromoacetyl bromide,
tetrabromoethane, ethylene-di-bromide, etc.). The total bromine in
molecular bromine and ionic bromide is used to determine satisfaction of
the elemental bromine to total cobalt and manganese milligram atom ratio of
0.05:1.0 to 5.0:1.0. The bromine ion released from the organic bromides 10
at the oxidation operating conditions can be readily determined by known
analytical means. In operation, the minimum pressure at which the oxidation
reactor is maintained is that pressure which will maintain a substantial
liquid phase of the 2,6-dialkylnaphthalene or 2-alkyl-6-acyl naphthalene
and at least 50 and preferably at least 70 percent of the solvent. The
2,6-dialkylnaphthalene or 2-alkyl-6-acyl naphthalene and solvent not in the
liquid phase because of vaporization is removed from the oxidation reactor
as a vapor-gas mixture, condensed, and then is returned to the oxidation
reactor. When the solvent is an acetic acid-water mixture, suitable
reaction pressures in the oxidation reactor are in the range of from 0 -
3546 kPa (0 atmosphere absolute to 35 atmospheres absolute), and typically
are in the range of from 1013 - 3040 kPa (10 atmospheres absolute to 30
atmospheres absolute). The temperature range within the oxidation reactor
is generally from 120[err]C, preferably from 150[err]C, to 24[err],
preferably to 230[err]C. The solvent residence time in the oxidation
reactor is generally from 20 to 150 minutes and preferably from 30 to 120
minutes. 20     The oxidation of the process of this invention can be
performed either in a batch, continuous, or semi-continuous mode. In the
batch mode, the 2,6-dialkylnaphthalene or 2-alkyl-6-acyl naphthalene,
solvent and the catalyst components are initially introduced batchwise into
the reactor, and the temperature and pressure of the reactor contents are
then raised to the desired levels to start the oxidation reaction. Air is
introduced continuously into the reactor. After com- mencement of the
oxidation reaction -- for example, after all the 2,6-dialkyinaphthalene or
2-alkyl-6-acyl naphthalene 25 has been completely introduced into the
reactor -- the temperature of the reactor contents is raised. In the
continuous mode, each of 2,6-dialkylnaphthalene or 2-alkyl-6-acyl
naphthalene, air, solvent and catalyst are continuously introduced into the
reactor, and a product stream comprising 2,6-NDA and catalyst components
dissolved in the solvent is withdrawn from the reactor. In the
semicontinuous mode, the solvent and catalyst are initially introduced into
the reactor and then the 2,6-dialkynaphthalene or 2-alkyl-6-acyl
naphthalene and air are continuously introduced 30 into the reactor.
Catalyst can also be added during the reaction. Thereafter, the product
stream in the continuous mode or the reactor contents in the batch or
semicontinuous mode are cooled to a temperature in the range of from
40[err]C to 150[err]C in at least one step and in at least one crystallizer
such that essentially all of the 2,6-NDA crystallizes in the solvent.
Following crystallization, the resulting slurry of 2,6-NDA in the mother
liquor is separated, typically by centrifu- gation, at a temperature in the
range of from 40G to 150[err]C. Suitably, the separation is performed at
essentially the 35 same temperature as the final crystallization
temperature. Processes for oxidizing 2,6-diethyl- and 2,6-diisopropylnaph-
thalene are disclosed in U.S. Patent Application 557,588 filed on July 24,
1990, the specification of which is hereby specifically incorporated by
reference. 



After the 2.6-NDA is prepared, the next step comprises converting it, by
esterification with methanol, to DM-2,6- NDC. Although some impurities such
as brominated 2,6-naphthalenedicarboxylic acid and other brominated
compounds, 40  6-formyl-2-naphthoic acid (FNA), 6-methyl-2-naphthoic acid,
and cobalt and manganese catalyst metals are partly removed during the
process of isolating 2,6-NDA from the oxidation reaction mixture,
unacceptable levels of impurities remain with the 2,6-NDA and are
consequently carried over to the esterification reaction and must be
removed during the purification of DM-2,6-NDC. In the process of this
invention, 2,6-NDA is converted to DM-2,6-NDC by heating 2,6-NDA with
methanol at a tem- 45 perature and for a time sufficient to convert at
least a portion and preferably at least 50 percent and more preferably at
least 75 percent of the 2,6-NDA to DM-2,6-NDC. Although other solvents can
be used along with the methanol, it is presently preferred to use only
methanol. This esterification reaction generates one molecule of water for
each carboxylic acid moiety esterified with methanol. The weight ratio of
methanol to 2,6-NDA is suitably in the range of from 0.3:1 to 10:1,
respectively. It is most preferred, however, to use as low a weight ratio
of methanol to 2,6-NDA as possible, such so as 0.3:1 to 6:1, for a
large-scale continuous process. Low ratios of methanol to 2,6-NDA allow for
small esterification reactor sizes for a given throughput of 2,6-NDA, less
methanol to remove from the DM-2,6-NDC product, and less methanol to
recycle. The temperature for the esterification reaction is suitably in the
range of 80[err]C to 400[err]C, preferably in the range of 90[err]C to
360[err]C. The pressure for the esterification reaction suitably ranges
from 203 - 20265 kPa (2.0 atmospheres 55 absolute to 200 atmospheres
absolute). Preferably, due to the low boiling point of methanol and the
preferred reaction temperature of 90[err]C to 360[err]C, the pressureforthe
esterification reaction is in the range of3to 180atmospheres absolute. It
is desirable to maintain the pressure at a level sufficient to maintain at
least a portion of the methanol in the liquid state. However, even where
the pressure is not sufficiently high to maintain the methanol in the
liquid state, the esteri- 5    EP 0 541 782 B1 fication reaction can occur
in the liquid phase comprising liquified DM-2,6-NDC. Furthermore,
DM-2,6-NDC and/or MM- 2,6-NDC can be added with the esterification reactor
feed to provide a liquid phase for the reaction. The reactor used to carry
out the esterification reaction can be any vessel or apparatus suitable for
conducting the reaction at the desired reaction temperature and pressure.
For example, the reactor can be a well-stirred batch reactor, a continuous
flow-stirred tank reactor, with or without partitions, oratubular reactor,
preferablyaplug-flowtubular reactor. - The reactor can be equipped with
suitable agitators and baffles to provide for adequate mixing. Two or more
reactors in series, where the reactors are the same or different, can be
used as, for example, a continuous flow-stirred tank reactor followed by a
plug-flow tubular reactor. The esterification reaction residence time in
the esterification reactor is suitably in the range of 0.01 to 10 hours. 10
The esterification reaction can be conducted with or without an
esterification catalyst present. When the reaction is conducted at low
temperatures in the range of 80[err]C to 200[err]C, a catalyst is highly
advantageous We have found that sulfuric acid is a preferred catalyst
forthese low reaction temperatures. Sulfuric acid suitably accelerates the
esterificaion reaction and, of greater significance, it solubilizes
residual oxidation catalyst metals contained with the DM-2,6-NDC allowing
for their removal when the DM-2,6-NDC is separated from the esterification
reaction mother liquor after crys- 15 tallization. However, other acidic
catalysts such as other inorganic acids including, for example, phosphoric
acid, HF, BF3 and HCI are suitable. Strong organic acids such as an
aromatic sulfonic acid including benzene sulfonic acid, toluene sulfonic
acid, and sulfonic acid made by sulfonating an alkylated aromatic compound
are also suitable. Other strong organic acids such as methane sulfonic acid
and the chloro- and fluoro-acetic acids, i.e., mono-, di- or tri-
chloroacetic acid, are also suitable acidic catalysts. When used, the
amount of sulfuric acid required for catalyzing the methanol 20
esterification of 2,6-NDA and solubilizing the residual oxidation catalyst
metals is 2 to 25, and preferably 4 to 16 weight percent based on the
weight of 2,6-NDA charged to the esterification reaction zone. When the
esterification reaction is conducted at high temperatures, i.e.,
temperatures in the range of 200C to 400[err]C, a catalyst is optional. If
a catalyst is used, an acidic catalyst such as an inorganic acid or strong
organic acid is suitable, particularly those mentioned above. However, when
a strongly acidic esterification catalyst is used for the high temperature
esterification reaction, it is nec- 25 essary to use highly corrosion
resistant and expensive materials of construction for the esterification
reactor. Also, unless they can be recycled, acidic esterification catalysts
present disposal problems for high volume operatons. Presently preferred is
to use a metal-based esterification catalyst for the high temperature
esterification reaction. These are gen- erally non-acidic or low in
acidity. Highly corrosion resistant materials of construction are not
required for the esterification reactor when these metal-based catalysts
are used. Their elimination from the esterification reaction product
mixture 



30 and subsequent disposal; if necessary, is also simplified because of the
lower amounts used. Suitable metal-based esterification catalysts include
molybdenum compounds such as a molybdenum halide, cyanide, thiocyanide,
oxyhalide, carboxylic acid salt, oxide, sulfide, oxysulfide or oxysulfate;
a molybdic, phosphomolybdic or silicomolybdic acid; or a sodium, potassium,
or ammonium molybdate, phosphomolybdate or silicomolybdate; an oxide,
hydroxide, carbonate, halide or carboxylic acid of cobalt or manganese;
titanium compounds such as a titanium III (or IV) sulphate, titanyl 35
sulfate, titanium trichloride, and titanate esters such as tetra-n-butyl
titanate or tetra-iso-propyl titanate; zinc and zinc compounds such as zinc
halides or zinc oxide; and organotin compounds such as monobutyltin oxide
hydride, butylchlo- rotin dihydroxide and monobutyltin
tris(2-ethylhexanoate). A selection of suitable metal esteriication
catalysts is dis- closed in British Patent Specification 1,437,897.
Molybdenum trioxide, zinc, zinc oxide, titanate esters and organo tin
compounds are the preferred metal-based esterification catalysts. 40
When a metal-based esterification catalyst is used, it is present in the
esterification reaction mixture in an amount in the range of 0.01 to 5
weight percent based on the weight of 2,6-NDA charged to the esteriication
reaction mixture. The esterification reaction product mixture typically
comprises a mixture of DM-2,6-NDC and MM-2,6-NDC, excess methanol, water,
organic impurities, esterification catalyst (if used), and residual
oxidation catalyst metals. Because the DM-2,6-NDC is more soluble in
methanol than 2,6-NDA, the DM-2,6-NDC is in solution in the hot
esterification reaction 45 mixture. The MM-2,6-NDC is also typically in
solution. The residual oxidation catalyst metals, however, are to a certain
extent insoluble in the esterification reaction product mixture. In the
presently preferred process for obtaining purified DM-2,6-NDC, these
catalyst metals must be removed prior to the downstream distillation step.
It is convenient to remove these oxidation catalyst metals from the
esterification reaction product mixture immediately after the
esterification reac- tion while the reaction mixture is still hot and the
DM-2,6-NDC and MM-2,6-NDC are still in solution. If they are not 50
removed, the oxidation catalyst metals are incorporated in the DM-2,6-NDC
as the DM-2,6-NDC crystallizes from the esterification reaction product
mixture upon cooling. Any suitable means for removing the insoluble
oxidation catalyst metals from the esterification reaction product mixture
can be used. For example, centrifugation, filtration (particularly pressure
filtration) or settling are suitable means. However, the most preferred
method is to use one or more liquid cyclones, commonly called hydroclones,
to remove these solids. Hydroclones operate without moving parts and do not
55 require filter beds or centrifuge baskets that necessitate periodic
cleaning and/or replacement. Bottoms exiting the hydro- clones (or the
centrifuged, settled or filtered matter) are concentrated in oxidation
catalyst metals and can be recycled to the oxidation reaction. As
previously mentioned, i the oxidation catalyst metals are permitted to
remain in the DM- 2,6-NDC purification process stream, they concentrate in
either the distillation bottoms, and, if the DM-2,6-NDC is injected into
the distillation column at a point within the distillation column packing,
the oxidation catalyst metals will 6    EP 0 541 782 B1 rapidly and
possibly irreversibly plug the distillation column. Also, when oxidation
catalyst metals are allowed to concen- trate in the distillation bottoms,
they can produce a highly viscous material that is not easily removed by,
for example, a purge stream. Periodic cleaning would therefore necessitate
the discontinuance of the distillation process. Furthermore, it is
desirable to recycle to the esterification reactor at least part and
preferably substantially all of the distillation bottoms to recover any
DM-2,6-NDC and/or MM-2,6-NDC contained therein. If the catalyst metals are
not removed, theywill only increase in concentration in the distillation
bottoms with recycle and aggravate the aforementioned problems. As dis-
cussed hereinabove, when sulfuric acid is used as the esterification
catalyst, the sulfuric acid solubilizes the oxidation catalyst metals and
they are not incorporated in the crystallized DM-2,6-NDC. After the
esterification reaction is completed, the esterification reaction mixture
is cooled to crystallize the 2,6-NDA 10  esters, i.e., DM-2,6-NDC and
MM-2,6-NDC, contained therein. The cooling can be accomplished by any
suitable means. However, the cooling is most efficiently accomplished by a
pressure reduction with the consequent evaporation of meth- anol cooling
the esterification reaction mixture. This can be accomplished in one zone,
or it can be accomplished in a series of cooling zones. In a batch mode
operation, the esterification reaction vessel can be used to crystallize
the 2,6- NDA esters. Although the temperature to which the esterification
reaction mixture is cooled is variable and depends, in is  part, upon the
ratio of methanol to 2,6-NDA used in the esterification reaction and the
desired degree to which the 2,6- NDA esters are to be crystallized from the
methanol, the esterification reaction mixture must be cooled to a
temperature not greater than 40[err]C, preferably to a temperature in the
range of 10[err]C to 30[err]C, and most preferably to a temperature of
20[err]C. Cooling the reaction mixture to these temperatures can be
suitably accomplished by subjecting the esterification reaction mixture to
a vacuum, thereby accelerating evaporative cooling and achieving
temperatures below the normal 20  boiling point of methanol. All or part of
the evaporated methanol may be condensed by cooling and returned to the 



crystallization vessel. Other suitable methods for cooling the mixture can
be used, however. Cooling the reaction mixture to these temperatures
assures that a major portion of the 2,6-NDA esters crystallize from
solution. Preferably at least about 75 percent and more preferably at least
about 90 percent of the 2,6-NDA esters contained in the esterification
reaction mother liquor crystallize from solution. 25     After the 2,6-NDA
esters crystallize, they are partitioned from the esterification reaction
mother liquor. This can be accomplished by any suitable means for
partitioning solids from liquids such as those described above for
separating the oxidation catalyst metals from the esterification reaction
mixture. A rotary vacuum filter, however, is a particularly suitable means
for conducting this partitioning. Unreacted 2,6-naphthalenedicarboxylic
acid, if present, also precipitates during the cooling and is collected
with the 2,6-NDA esters. 30     With the esterification reaction mother
liquor are rejected mostof the impurities such as brominated products,
ester- if ied FNA, solubilized catalyst metals (if sulfuric acid is used as
the esterification catalyst), water produced in the ester- ification
reaction, and yet unidentified oxidation and esterification reaction
intermediates and reaction side products. The esterification reaction
mother liquor is, however, mainly unreacted methanol used for the
esterification reaction. This methanol can be recovered from the mother
liquor and used for recycle to one or more of the other process steps. The
35  methanol, as a mixture with water produced in the esterification
reaction, is separated (stripped) from the mother liquor using any suitable
method. The water is then typically separated from the methanol using a
distillation apparatus such as a distillation tower with trays. The bottoms
produced from this stripping operation are highly concentrated in the
aforementioned oxidation and esterification reaction impurities and are
typically discarded, although at least a portion can be recycled to either
the esterification or oxidation reactor. Crystallized 2,6-NDA esters
collected on the filter, cen- 40  trifuge basket, orthat obtained from some
other means usedforpartitioning the crystallized productfromthe
esterification reaction mother liquor, are preferably washed with methanol,
mixtures of methanol and water, or other suitable solvent such as a [err]
hydrocarbon, i.e., pentanes, hexanes, toluene, xylenes, cyclohexane, etc. A
[err] halogenated aro- matic such as chlorobenzene, or a [err] carboxylic
acid such as acetic and propionic acid, and mixtures of these acids with
water are also suitable solvents for washing the crystallized esters. This
washing step removes additional impurities 45  and results in purer
DM-2,6-NDC, particularly if the solvent used to wash the 2,6-NDA esters is
at an elevated temperture. Most preferably, the solvent used to wash the
crystallized 2,6-NDA esters is methanol, or a mixture of methanol and
water. Used methanol or methanol/water washes can conveniently be treated
in a manner similar to the esterification reaction mother liquor for
recovery of the methanol. The weight ratio of solvent, preferably methanol
or methanol/water mixture, to the 2,6-NDA esters used to wash the esters is
in the range of 0.2:1 to 2:1, respectively. 50     The crystallized product
mixture of DM-2,6-NDC and MM-2,6-NDC, which may contain from 2 to 20
percent by weight of MM-2,6-NDC, and more typically 2 to 10 weight percent
MM-2,6-NDC, is subjected to a recrystallization pro- cedure for further
purification. Recrystallization is accomplished by contacting the 2,6-NDA
esters with methanol or other suitable recrystallization solvent and
maintaining the resulting recrystallization mixture at an elevated
temperature to dissolve at least a portion of the DM-2,6-NDC and preferably
at least 75 percent and more preferably at least 90 percent 55  of the
DM-2,6-NDC. Substantially all of the MM-2,6-NDC, for example, at least
about 90 percent and preferably at least about 95 percent of the MM-2,6-NDC
in the crystallized 2,6-NDA esters is also dissolved. A pressure vessel can
be used to heat the mixture to a temperature above the normal boiling point
of the solvent. Suitable weight ratios at recrys- tallization solvent to
2,6-NDA esters are in the range of 1:1 to 10:1, and preferably 2:1 to 6:1,
respectively, by weight. Methanol is the presently preferred
recrystallization solvent because it is used in the esterification reaction
and it can 7    EP 0 541 782 B1 be treated and recycled along with other
methanol process streams. These amounts of methanol are generally
sufficient to dissolve the 2,6-NDA esters at reasonable temperatures and
provide a recrystallized product suitable for the next stage of
purification. However, as mentioned above, other recrystallization solvents
are suitable. For example, [err] aromatic solvents such as benzene,
toluene, o-, m- or p-xylene, a mixture of xylenes, ethylbenzene, cumene,
pseu- documene, and the like are suitable as recrystallization solvents.
Halogenated [err] aromatic solvents such as chlo- robenzene are also
suitable. The preferred temperature for dissolving the 2,6-NDA esters in
the recrystallization solvent is in the range of about 80[err]C to about
190[err]C. It is also possible that esterification of MM-2,6-NDC occurs
during the dissolution when methanol is used as the solvent After the
2,6-NDA esters and the recrystallization solvent are maintained at an
elevated temperature so that sub- 10  stantially all of the MM-2,6-NDC and
at least a portion of the DM-2,6-NDC are dissolved, the resulting mixture
is cooled to a recrystallization temperature to recrystallize the dissolved
DM-2,6-NDC while maintaining a major portion of the 



MM-2,6-NDC in solution in the recrystallization mother liquor, for example,
at least 50 percent and more preferably at least 75 percent of the
MM-2,6-NDC originally in the 2,6-NDA esters remains in solution. Cooling is
accomplished by any suitable means; however, it is preferable from the
standpoint of cost in a plant operation to reduce the pressure and 15 allow
the mixture to cool by evaporative cooling. If the dissolution of the
2,6-NDA esters in the recrystallization solvent is accomplished at
temperatures above the normal boiling point of the recrystallization
solvent, the pressure need only be reduced to lower the temperature of the
mixture. However, attaining temperatures below the normal boiling point of
the solvent by evaporative cooling requires the application of a vacuum to
the vessel or apparatus holding the recrys- tallization solution. The
recrystallization temperature is any temperature that allows for the
recrystallization of at least a 20  portion of the DM-2,6-NDC, and
preferably at least 75 percent and more preferably at least 90 percent of
the DM-2,6- NDC, while maintaining a major portion of the MM-2,6-NDC in
solution. When methanol is the recrystallization solvent, the
recrystallization temperature must be at least 45[err]C and preferably in
the range of 45[err]C to 120[err]C, more preferably 55[err]C to 80[err]C,
and most preferably about the normal boiling point of methanol, i.e.,
65[err]. We have determined that the MM-2,6-NDC is soluble in the methanol
recrystallization solvent at these temperatures. This solubility provides
for the 25. recrystallization of DM-2,6-NDC with substantially reduced
levels of MM-2,6-NDC. Necessarily, a portion of the DM-2,6- NDC also
remains in solution at these high temperatures, however, the mother liquor
containing the MM-2,6-NDC and non-recrystallized DM-2,6-NDC can be recycled
to the esterification reaction resulting in reduced or no loss of product.
Additionally, we have determined that the recrystallization of DM-2,6-NDC
from methanol at the aforementioned recrystallization temperatures of at
least 45[err]C provides for a more effective separation of the methyl ester
of FNA from 30  DM-2,6-NDC. The reason for this is uncertain, however, one
explanation is that the methyl ester of FNA co-crystallizes with DM-2,6-NDC
in a temperature-dependent manner such that relative to DM-2,6-NDC more
methyl ester of FNA co- crystallizes with the DM-2,6-NDC at a lower
recrystallization temperature than at the aforementioned higher recrystal-
lization temperatures. This ability to cool the recrystallization solvent
to a temperature that recrystallizes a major amount of the desired 35
DM-2,6-NDC while leaving a major portion of the MM-2,6-NDC in solution is
highly significant for the overall process of preparing high purity
DM-2,6-NDC. The MM-2,6-NDC, if permitted to crystallize along with the
DM-2,6-NDC, is conveyed to the distillation step in the process where,
because MM-2,6-NDC is a high melting solid and is significantly less
volatile than DM-2,6-NDC, it concentrates in the distillation bottoms and
precipitates and fouls the distillation column and/or distillation column
reboiler. Also, because MM-2,6-NDC is the major high boiling component in
the DM-2,6-NDC feed to 40  the distillation column, its removal allows for
a distillation bottoms stream that is more concentrated in the non-usable,
high boiling components of the DM-2,6-NDC distillation feed. Disposal of
concentrated bottoms wastes lesser amounts of the valuable MM-2,6-NDC. The
step of this process wherein the recrystallization mixture of DM-2,6-NDC is
cooled to recrystallize the DM-2,6- NDC while leaving a major portion of
the MM-2,6-NDC in solution also provides a significant amount of
flexibility for the 45  esterification reaction. In the esterification
reaction, the amount of MM-2,6-NDC formed is necessarily a function of the
ratio of methanol to 2,6-NDAfed tothe esterification reactor. Reaction
residence time, catalyst concentration and reaction temperature are, of
course, important factors contributing to the rate at which equilibrium is
achieved; however, for an esterification reaction allowed to reach
equilibrium, the amountof MM-2,6-NDC presentwill beafunction ofthe methanol
50 55 8    EP 0 541782 B1 to 2,6-NDA ratio because of the following
equilibria: [err] 15  Therefore, in order to produce a maximized
concentration of DM-2,6-NDC at equilibrium, a large molar excess of meth-
anol (MeOH) is required. Esterification reaction mixtures wherein the ratio
of methanol to 2,6-NDA is high necessarily means the reaction volume is
large. The large reaction volume requires a large reactor for conducting
the esterification reaction. Due to the high cost of large reactors,
particularly large pressure reactors, the use of a high ratio of methanol
to 2,6-NDA neces- 20  sitates a large expenditure for the esterification
reactor. A preferred approach is to use a lower ratio of methanol to 2,6-
NDA, preferably in the range of about 0.3:1 to about 6:1 by weight,
respectively. Although an increased amount of MM- 2,6-NDC will be formed, a
considerably smaller reactor can be used. A high concentration of
MM-2,6-NDC in the DM- 2,6-NDC, for example, up to 20 weight percent, can be
accommodated in the present process because the hereinabove 



discussed recrystallization step separates MM-2,6-NDC from the DM-2,6-NDC
for recycle to the esterification reactor 25  before the MM-2,6-NDC enters
the distillation apparatus Thus, this process provides for the flexibility
of using a variety of methanol to 2,6-NDA ratios, a flexibility that can be
used to vary the size and type of the esterification reactor to suit
specific needs. Upon recrystallization of the solid DM-2,6-NDC, it is
partitioned from the recrystallization solvent (mother liquor) by any
suitable means for partitioning solids from liquids such as, for example,
settling, centrifugation, vacuum or pressure 30 filtration, etc. If the
partitioning of the recrystallized DM-2,6-NDC from the recrystallization
solvent is conducted at a temperature near or above the normal boiling
point of the recrystallization solvent, a pressure filter apparatus is the
preferred means for effecting the separation. Generally, the temperature at
which the recrystallized DM-2,6-NDC is partitioned from the
recrystallization solvent is about the same as the hereinabove described
recrystallization temper- ature. As mentioned above, if methanol is used as
a solvent the filtrate can be recycled to the esterification reactor. 35
Alternatively, it can be treated to remove the methanol and the remaining
heavies can be recycled to the esterification reactor or discarded. If a
solvent other than methanol is used as the recrystallization solvent, it
too can be treated to remove heavies and then purified for reuse. Solid
recrystallized DM-2,6-NDC collected on the filter, centrifuge, etc. is
preferably washed, preferably with the solvent used for the
recrystallization step, or other suitable solvent such as those discussed
hereinabove used to wash the crystallized 2,6-NDA esters. Washing removes
additional impurities particularly 40  if the washing solvent is at an
elevated temperature. The weight ratio of solvent to DM-2,6-NDC used to
wash the recrys- tallized DM-2,6-NDC is suitably in the range of 02:1 to
2:1, respectively. Depending on variables such as the amount of time the
DM-2,6-NDC remains in the centrifuge, vacuumfilter, pressure filter or
other partitioning device, the pressure (or vacuum) applied, and the
solvent used for recrystallization and/or washing, etc., the DM-2,6-NDC
filter cake will contain variable amounts of solvent. This solvent can, if
desired, be removed by one or more drying techniques such 45  as heating in
a sweep of air or inert gas, use of a vacuum with or without additional
heating, or other suitable means for drying the DM-2,6-NDC. Presently
preferred, however, is to heat the DM-2,6-NDC, optionally at reduced
pressure, until it becomes molten and simultaneously distilling any excess
solvent from the DM-2,6-NDC. Molten DM-2,6-NDC, pref- erably free of
substantially all of the solvent used for the recrystallization and/or
washing, is distilled in the next step of the process. Although only one
recrystallization step has been described, it will be apparent to those of
skill in the art 50  that, depending on the degree of purity required, one
or more additional recrystallization procedures, with or without a washing
step and using the same or different recrystallization and washing
solvents, can be used. Additionally, while the DM-2,6-NDC is in solution in
the recrystallization solvent, it can be treated with one or more physical
or chemical means for stabilizing the DM-2,6-NDC or for removing
impurities. For example, it can be treated with an oxidizing agent such as
air, a peroxide, hydroperoxide or peracid. It can be treated with a
reducing agent. It can also be treated with a 55 base such as an alkoxide,
e.g., sodium methoxide, or calcium, sodium or potassium hydroxide,
carbonate or bicarbonate. Molten recrystallized ester is distilled in at
least one distillation step. Due to the high melting point of DM-2,6-NDC
(approximately 190[err]C), the temperature of the distillation is
necessarily above 190C. Also, because DM-2,6-NDC dete- riorates in purity,
and particularly in color, by being maintained at excessive temperatures,
it is preferable to conduct the distillation atreduced pressure.
Distillationtowerbottoms arethereforesuitably in the range of 190[err]Cto
310[err]C, preferably 9    EP 0 541 782 B1 210[err]C to 290[err]C.
Distillation pressure can range from 333 - 26664 Pa (2.5 torr to 200 torr).
Preferably, the distillation pressure is in the range of 800 - 13332 Pa (6
to 100 torr). The distillation can be a simple distillation, however, to
attain the highest purity of DM-2,6-NDC, it is preferable to use a
fractionating column. The fractionating column can be packed with random or
structured column packing designed to increase the liquid-vapor contact in
the column. Fractionation columns having trays, e.g. sieve trays or bubble
cap trays, which are well known in the distillation art, are also suitable.
Distillation of the DM-2,6-NDC removes undesirable light or lower boiling
impurities such as methanol, the methyl ester of 2-naphthoic acid and
trimethyltrimellitate. It also removes heavy high boiling impurities, such
as residual MM- 2,6-NDC, various colored by-products, and residual catalyst
metals. Importantly, the distillation removes particulate con- 10 taminants
from the DM-2,6-NDC. Particulate contaminants that range in size down to
1.5 microns are difficult to remove from the DM-2,6-NDC unless a
distillation step is employed. For example, even if the DM-2,6-NDC is
dissolved in a suitable solvent, filtered and recrystallized, the solid
DM-2.6-NDC must be collected by, for example, filtration or centrif-
ugation and is also usually dried to free the DM-2,6-NDC of excess
recrystallization solvent. These operations introduce particulate
contaminants into the DM-2,6-NDC. Consequently, the distillation procedure
of this invention as the final 



15  purification procedure assures that the DM-2,6-NDC contains low levels
of particulate contaminants, levels that are suitable for manufacturing PEN
that can be used for fabricating high quality thin films. Preferably, the
distillation step provides for DM-2,6-NDC containing less than 5000 and
more preferably less than 2000 particles per gram, wherein the particles
are greater than 1.5 microns in size and wherein a HIAC/ROYCO instrument is
used for the particle analysis. The vacuum system providing the low
pressure for the fractionation column is exposed to fractionation column 20
overhead vapor that contains low levels of vaporized DM-2,6-NDC. if
permitted to enter the vacuum system, the DM- 2,6-NDC in the overhead vapor
would condense as a solid and eventually plug the vacuum system. A means to
overcome this problem is to scrub the overhead vapors with methanol chilled
to a temperature such that the vapor pressure of the methanol is low. The
resulting slurry of methanol and scrubbed DM-2,6-NDC is recycled to a point
in the process upstream of the fractionation column. Scrubbing with chilled
methanol provides for the efficient removal of vaporized 25  DM-2.6-NDC
without introducing any additional compounds to the process streams. The
chilled methanol is at a tem- perature in the range of about 0C to about
the freezing point of methanol, i.e. -93[err]C. For example, a temperature
of about -15[err]C is suitable. We have also determined that the location
where the molten DM-2,6-NDC enters the fractionation column can be adjusted
to avoid plugging of column packing. Although the disclosed process
includes steps to remove heavy, high 30  boiling or non-volatile impurities
from the DM-2,6-NDC before the DM-2,6-NDC is distilled, the DM-2,6-NDC
nevertheless contains some of these heavy impurities. In a continuous
process where the DM-2,6-NDC is fed to a continuous frac- tionation column
containing a structured packing, these heavies will, in time, collect in
and eventually plug the column. For the continuous distillation of a
product such as DM-2,6-NDC where a major part of the feed is taken overhead
in a highly purified form, one would normally introduce the feed at a point
intermediate between the top and bottom of the 35  fractionation column,
i.e. within the structured packing, to achieve a bottom stream concentrated
in the heavy impurities. However, we have determined that DM-2,6-NDC can be
introduced at a point below the structured column packing in a continuous
distillation and, contrary to expectations, an excellent separation of the
heavies from the desired DM-2,6- NDC was achieved resulting in concentrated
distillation bottoms. In contrast, when the continuous distillation was
con- ducted by adding the same DM-2,6-NDC feed at a location within the
column packing, a relatively rapid increase in 40 pressure at the bottom of
the column resulted indicating that the column packing was plugging. The
advantage gained in operability by introducing the DM-2,6-NDC feed below
the column packing greatly exceeds any reduction in column efficiency that
may result. Another means for preventing the accumulation of catalyst
metals and other heavies in the fractionation column is to conduct a
preliminary distillation to separate the non-volatile, very heavy
impurities from the DM-2,6-NDC. This is 45  conveniently accomplished using
methanol vapor as the heat source to volatilize the DM-2,6-NDC. Hot
methanol, rather than some other heat source, has less of a tendency to
cause thermal degradation of the DM-2,6-NDC. The vapor containing the
vaporized DM-2,6-NDC and methanol is cooled sufficiently to remove most of
the DM-2.6-NDC and main- tain the methanol as a vapor. The condensed
DM-2,6-NDC is directed to the fractionation column, while the methanol is
recycled. 50     Additionally, the distillation bottoms produced in the
distillation of DM-2,6-NDC can be treated to remove insoluble heavies
contained therein. For example, a slip-stream can be taken from a reboiler
loop used to supply heat to the fractionating column. This slip-stream can
be discarded, recycled to the esterification reactor, or treated to remove
insol- uble heavies and then either recycled to the esterification reactor
or returned to the reboiler loop. For example, insoluble matter in the
slip-stream can be removed by filtration or centrifugation. Alternatively,
the slip-stream can be directed to 55  one or more hydroclones to separate
insolubles from the liquid distillation bottoms. Overflow from the
hydroclones can be returned to the reboiler loop or it can be recycled to
the esterification reactor. The overflow can be discarded or processed
further and recycled to, for example, the oxidation reactor. It is to be
understood that the hereinabove described process for preparing purified
DM-2,6-NDC can be conducted in a manner such that each process step is
separately operated in either a batch or continuous manner. For a large- 10
EP 0 541 782 B1 scale, commercial operation, it is most suitableto
conductthe entire process in a continuous manner wherein the herein
described process steps are conducted in series-arranged reaction and
process zones. The following examples are being presented to facilitate an
understanding of the process of the present invention without intending to
limit the scope thereof. In the following Examples, "MeFNA" is the methyl
ester of 2-formyl-6-naphthoic acid. 



YIE measurements and APHA color measurements were used to evaluate the
color of DM-2,6-NDC. "Ambient YIE valuesforthe samples of DM-2,6-NDCwere
measured on aGardner XL-835 tri-stimulus colorimeter using quartz sample
cells. YIE measurements were taken on a 0.75 gram sample of DM-2,6-NDC
dissolved in 25 ml. of chloroform (see ASTM method E-313, "Indexes of
Whiteness and Yellowness of Near-White, Opaque Materials"). YIE values
referred 10 to as "Air Melt were similarly measured using samples that
werefirst maintained at 235[err]C for six hours in a glass vessel without
excluding air, i.e., the "Air Melt" measurements are an indication of the
stability of the DM-2,6-NDC sample to air at an elevated temperature. APHA
(American Public Health Assoc.) color values were measured using molten
samples of DM-2,6-NDC. Delta Y values were measured by passing a solution
of 20 g of DM-2,6-NDC in 1000 ml of dichloromethane through 15 47 mm
diameter filter paper and measuring the "Y" value of the filter paper using
a Gardner XL-835 tri-stimulus color- imeter. Delta Y is a measure of
particulate contamination in the DM-2,6-NDC. Particulate contamination in
the DM-2,6-NDC was also measured using a HIAC/ROYCO particle analyzer. A
meth- ylene chloride solution of DM-2,6-NDC was used for the measurements.
This instrument measures particles greater than 1.5 microns in size. 20
Example I A batch esterification of 2,6-NDAwas carried out in a 25-gallon
autoclave made of 316 stainless steel and equipped with magnetic stirrer,
heater, cooling coil, and thermocouple. The 2,6-NDA was prepared bythe
cobalt manganese and 25 bromine catalyzed liquid-phase oxidation of
2,6-dimethylnaphthalene. The autoclave was charged with 8165 g crude
2,6-NDA, 32660 g methanol and 10.6 g molybdenum trioxide. The mixture was
heated with agitation to 256[err]C and held at that temperature for one
hour. It was then cooled to 25[err]C and filtered using a pressure filter.
The cake was washed with 16560 g methanol and dried. The dried cake weighed
6388 g. The low yield is explained by the fact that some product adhered to
the wall of the autoclave. An analysis of the crude DM-2,6-NDC by liquid
chromatography showed 30  1.18 percent 2,6-NDA, 10.28 percent MM-2,6-NDC
and 0.0234 percent MeFNA, by weight. An X-rayfluorescence anal- ysis showed
57 ppm bromine. A one-liter autoclave made of 316 stainless steel and
equipped with a heater, magnetic stirrer and thermocouple was charged with
330.7 g methanol and 110.25 g of this crude DM-2,6-NDC and MM-2,6-NDC. The
DM-2,6-NDC and MM-2,6-NDC were dissolved by heating with agitation to
154[err]C. The mixture was then cooled to 21 [err]C to recrystallize the
DM-2,6-NDC. The resulting slurry wasfiltered, and the cake was washed with
163.2 g methanol 35  and dried. The weight of the dried cake was 105.94 g,
and an analysis by liquid chromatography showed 0.89 percent 2,6-NDA, 9.28
percent MM-2,6-NDC and 0.0070 percent MeFNA, by weight. An X-ray
fluorescence analysis showed 24 ppm bromine. Example II 40 A one-liter
autoclave made of 316 stainless steel and equipped with heater, magnetic
stirrer and thermocouple was charged with 330.7 g methanol and 110.71 g
crude DM-2,6-NDC and MM-2,6-NDC, having the same analysis as given in
Example I. The DM-2,6-NDC and MM-2,6-NDC were dissolved by heating with
agitation to 154[err]C. The mixture was then cooled to 65[err]C (the normal
boiling point of methanol) to recrystallize the DM-2,6-NDC. The resulting
slurry was 45  filtered using a steam-heated funnel, and the cake was
washed with 165.7 g boiling methanol and dried. The weight of the dried
cake was 99.59 g. and an analysis by liquid chromatography showed 0.65
percent 2,6-NDA, 3.88 percent MM- 2,6-NDC and 0.0020 percent MeFNA, by
weight. An X-rayfluorescence analysis showed 15 ppm bromine. A comparison
of Example I with Example II shows that the higher recrystallization and
filtration temperature was much more effective in reducing MM-2,6-NDC and
MeFNA and was also more effective in reducing 2,6-NDA and bromine 50  in
the DM-2,6-NDC. Example III Two batch esterifications were carried out in a
25-gallon autoclave made of 316 stainless steel and equipped with 55
magnetic stirrer, heater, cooling coil, and thermocouple. The autoclave was
charged with 8210 g crude 2,6-NDA, 32890 g methanol and 10.6 g molybdenum
trioxide. The crude 2,6-NDA was prepared by the cobalt, manganese and
bromine catalyzed liquid-phase oxidation of 2,6-dimethyinaphthalene and
contained 0.28 ppm 6-formyl-2-naphthoic acid (FNA) and 2050 ppm bromine.
The mixture was heated with agitation to 255[err]C and held at that
temperature for 15 minutes. It was then cooled to 23[err]C and filtered
using a pressure filter. The cake was washed with 16330 g methanol and
dried.    EP 0541 782 B1 The dried cake weighed 8564 g. An analysis of the
filter cake by liquid chromatography showed 1.26 percent 2,6-NDA, 



9.55 percent MM-2,6-NDC and 0.0238 percent MeFNA, by weight. A second
esterification was run in the same autoclave using 8165 g 2,6-NDA, 32,660 g
methanol and 10.6 g molyb- denum trioxida The mixture was heated with
agitation to 265[err] and held at that temperature for 15 minutes. It was
then cooled to 33[err]C and filtered using a pressure filter. The cake was
washed with 16330 g methanol and dried. The dried cake weighed 7660 g, and
an analysis by liquid chromatography showed 0.86 percent 2,6-NDA, 7.28
percent MM-2,6- NDC and 0.0278 percent MeFNA, by weight. The low yield is
believed to be due to some of the product adhering to the autoclave wall.
For the recrystallization step, the autoclave was charged with 6804 g dry
cake from the first esterification, 7711 g 10  dry cake from the second
esterification, and 47630 g methanol. The DM-2,6-NDC and MM-2,6-NDC were
dissolved by heating to 140[err]C. The mixture was cooled to 69[err]C to
recrystallize the DM-2,6-NDC. The resulting slurry was filtered using a
pressure filter which had been preheated to 69[err]C. For the washing step,
18320 g of methanol were charged to the autoclave, heated to 69[err]C, and
passed through the filter cake. The washed cake was dried. The dried cake
weighed 13949g. An analysis by liquid chromatographyshowed 0.51
percent2,6-NDA and 1.44 percent MM-2,6-NDC and 0.0008 15  percent MeFNA by
weight. Bromine was 7 ppm. The dried recrystallized DM-2,6-NDC was purified
by continuous distillation using a 3" ID column equipped with heated feed
system, wiped-film evaporator, reflux splitter, heated distillate take-off
system, and vacuum pump. The column was packed with 78" Sulzer CY[err]
packing, a high-efficiency structured packing made of 316 stainless steel
gauze. The feed was introduced into the column below the packing. The
column pressure was maintained at 5333 Pa 20  (40 torr). The feed rate was
48.0 g/min, and the reflux ratio was 1.5:1. A distillate product was
removed at the rate of 34.0 g/min. The product was white and contained no
detectable 2,6-NDA or MM-2,6-NDC, 0.0019 ppm MeFNA, and less than 2 ppm
bromine. The APHA color was 66. The example demonstrates that DM-2,6-NDC
having low color and low levels of impurities such as 2,6-NDA, MM- 2,6-NDC,
MeFNA and bromine can be prepared by the process of this invention wherein
recrystallized DM-2,6-NDC is 25  subjected to vacuum distillation. This
example also demonstrates that the recrystallization step of this invention
greatly reduces the level of MM-2,6-NDC and MeFNA in the crude DM-2,6-NDC.
Example IV so     Crude 2,6-NDA was esterified with methanol utilizing
sulfuric acid catalyst in a batch process. The 2,6-NDA was prepared by the
cobalt, manganese and bromine catalyzed liquid-phase oxidation of
2,6-dimethylnaphthalene. A glass- lined reactor was charged with 130 parts
crude 2,6-NDA as a slurry in 1140 parts methanol and 13 parts, 80 percent
sulfuric acid, (The other 20% is water.) The reactor was equipped with an
overhead condenser and 150 psig rupture disc. The mixture was heated,
utilizing a steam jacket until the reactor internals reached approximately
120[err]C. The 35  esterification mixture was maintained at 120[err]C for a
six hour period after which the reactor was slowly cooled overnight with a
water jacket. The crude ester was isolated from the mother liquor using a
perforated basket centrifuge. The product was isolated in four separate
centrifuge cycles and each centrifuge cake was washed with 50 parts
methanol. The crude ester (minus 10 parts for sample retain) was
recrystallized in 1050 parts methanol in the same glass-lined reactor. The
mixture was heated until dissolution, held at 120[err]C for 30 minutes and
slowly cooled to ambient temperature overnight. 40  The recrystallized
DM-2,6-NDC was isolated in three centrifuge cycles and washed with 50 parts
methanol. The wet recrystallized cake was dried in an explosion-proof tray
oven. A summary of the analyses of the crude 2,6-NDA, crude DM-2,6-NDC, and
recrystallized DM-2,6-NDC (131 parts) is presented in Table I. The
recrystallized material was purified by batch distillation. The apparatus
consisted of a heated one-liter reboiler flask; a 1" ID column filled with
34" of a high-efficiency structured gauze packing; an overhead condenser
cooled with 45  tempered oil; a reflux splitter; a condensate receiver; and
a vacuum pump protected by a water-cooled cold trap. The product takeoff
system was enclosed in a box heated to about 230[err]C to prevent freezing
of the distillate. Prior to the distillation, the unit was washed with
boiling xylene. Dry recrystallized DM-2,6-NDC (493.2 g) was then distilled
at a pressure of 2666 Pa (20 torr). The product was recovered as three
fractions weighing 157.6; 157.7; and 123.7 grams, respectively. The water
trap contained 0.50 gram of solid material. A distillation pot residue of
water-like 50 fluidity with no visible solids and weighing 17.74 g (3.60
percent of the feed) was obtained. The total recovery was 92.7 weight
percent based on the feed. Typically about 5-10 percent of the charge is
held up in the distillation unit, presumably mostly in the packing. Table
II shows that the product was of excellent quality. There was no detectable
sulfur in the product, not even in the first cut. The trap material
contained 40 ppm sulfur, but its contribution on a weight basis is very
small. The acidity 55 of all distillates was extremely low. Bromine,
organic contaminants, and color were very low. Importantly, the use of
sulfuric acid as the catalyst for the esterification provided for the
removal of oxidation catalyst metals. The resulting 12  



EP 0 541 782 B1 distillation pot residue was fluid and solids-free. Table I
Analytical Results for Crude 2,6-NDA Esterification and Recrystallization
2,6-NDA   Crude DM-2,6-NDC   Recrystallized DM-2,6-NDC FNAa (ppm)b
5212             ND                     ND MeFNA[err] (ppm)
NA              296                     29 10           MM2,6-NDC[err]
(ppm)              NA            11000                   1795 2,6-NDA (ppm)
NA              ND                     ND Bromine[err] (ppm)
1264              40                     15 Ash (ppm)
1585             10                     10 Sulfur[err] (ppm)
NA               67                     31 Acid Number (mg KOH/gram)    NA
2.97                   0.05 NA = Not Applicable ND = Not Detected 20 a.
Determined by liquid chromatography. b. Parts per million c. Determined by
x-ray fluorescence. d. Determined couloumbmetrically. 25 30 35 40 45 50 55
13    EP 0 541 782 B1 Table II Batch Distillation Results Sample
Feed  Dist Cuts 1-3  Dist. Cuts 4-6  Dist. Cuts 7-9  Total Dist.  Bottoms
Trap Sample Wt., g      493.2      157.6        157.7         123.7
439.0    17.74    0.50 CONC,appm:  Br   15           5            <2
<4           <3        127      NA 10                  Co   <2         <2
[err]            <2          <2        104      NA Fe   <2         <2
[err]            <2          [err]       61       NA Mn<2            <2
<2            <2          <2       63        NA [err]       31
[err]1           <1           <1          <1        NA       40 15    YIE
(Ambient)      NA         0.02         0.01         0.01        0.01
NA       NA YIE (AirMelt)      27.2       0.19         0.17         0.13
0.17      NA       NA Delta Y            NA         1.62         0.84
0.29        0.97      NA       NA 20    Acid No. mg KOH/g   0.050     0.01
<0.01        <0.01      <0.01     NA       NA GC[err]  ppm: MeFNA
NA        40           <20           <20         <27      NA       NA
Unknowns            NA        90           <20          <20         <45
NA       NA 25    LC[err] ppm: 2,6-NDA                       4            2
4           3         2450     NA MM-2,6-NDC         1800       3
1            3           2         67,300   NA 30    MeFNA              29
48           10           8           23        43       NA NA = Not
Available 



a. Determined by X-ray fluorescence. b. Determined couloumbmetrically. 35
c. Gas chromatography, parts per million by weight. d. Lquid
chromatography; parts per million by weight. 40 ExampleV According to the
procedure of Example IV, crude 2,6-naphthalenedicarboxylic acid (2,6-NDA)
was esterified, and the resulting crude
dimethyl-2,6-naphthalenedicarboxylate (DM 2,6-NDC) was recrystallized and
dried. 45     The recrystallized material was purified by continuous
distillation. The apparatus consisted of a heated feed tank on a scale, a
feed control valve, a 3" ID column filled with 78" of Sulzer CY" packing; a
wiped-film evaporator; a residue receiver, a reflux splitter, an overhead
condenser cooled with tempered oil, a condensate receiver, and a vacuum
pump protected by two cold traps. The column and the product takeoff system
were enclosed in an insulated box heated to about 230C to prevent freezing
of the distillate. 50     The feed was introduced above the evaporator and
below the packing at a rate of 60.5 g/min. The reflux ratio was 1:1; and
the pressure at the reflux splitter was maintained at 2666 Pa (20 torr).
The average distillate and residue rates were about 43.9 and 16.6 g/min.,
respectively. Table III shows the product analyses. Product colors by both
the YIE and APHA methods were very low. Particulate contents measured by
the HIAC-Royco instrument were also very low. DM- 2,6-NDC prepared by
procedures similar to that used to prepare the feed DM-2,6-NDC for this
example as well as by 55 other procedures were also measured for
particulate levels prior to distillation. The particulate concentrations
for these samples ranged from 46,900 particles/gram to 175,000
particles/gram. Therefore, this example demonstrates that dis- 14    EP 0
541 782 B1 tillation effectively provides for DM-2,6-NDC having very low
levels of particulate contamination. Table III Continuous Distillation of
Methanol-Recrystallized DM 2,6-NDC Cut No.               (Feed)    1    2
3      4    5       6 Bra, ppm               11       [err]   <2
[err]      NA   [err]       [err] APHA Color             NA       51   62
86     NA   72      62 10              Delta Y                NA       0.5
0.3    0.3    NA  0.3    0.9 Haze (NTU)             NA      0.04   0.05
0.04    NA   0.05   0.04 YIE (Air Melt)         NA      0.10   0.08   0.11
NA   0.10   0.08 Acid No. mg KOH/g      NA    <0.01   <0.01   <0.01   NA
<0.01  0.01 15              Particles > 1.5 microns[err]   NA  1837   1625
839    NA   676    1391 LC, ppm: 2.6-NDA                NA       <4   <4
<4     NA   <4      <4 20              MM 2,6-NDA             785        2
2      4       NA   [err]       4 MeFNA                  ND       17  15
14        NA   17      19 NA = Not Available a. Determined by X-ray
fluorescence. 25                b. Particles greater than 1.5 microns in
size per gram of DM-2,6-NDC, measured with a HIAC/Royco instrument. 30
Example VI Recrystallized DM-2,6-NDC containing 2.28 percent 2,6-NDA, 3.53
percent MM-2,6-NDC, 0.053 percent cobalt, 0.78 percent manganese and 0.048
percent molybdenum was batch distilled at 2666 Pa (20 torr). The
distillation was 35  terminated when the bottoms temperature reached 288C
(i.e. 30C above the boiling point of pure DM-2,6-NDC at 2666 Pa (20 torr)).
At this point, 82.3 percent of the feed had distilled over, and 17.8
percent of the feed was recovered as bottoms. The material in the bottoms
was a semi-solid that did not flow even at 315[err]C. The viscosity,
measured with a Brookfield instrument, exceeded 2,0,0,000cps. A material of
this viscosity could not be pumped except with an extruder or similar
device. The formation of this material in the distillation bottoms is,
therefore, unacceptable for commercial 40  operations. The cobalt,
manganese and molybdenum in the feed for this distillation was present
because procedures were not used to remove these metals from the
esterification reaction mixture. In similar distillations, such as Example 



IV, where the metals were not present in the distillation feed because
sulfuric acid was used as an esterification catalyst, the highly viscous
bottoms residue did not form. 45 50 55    EP 0541782 B1 Example VII The
solubility of MM-2.6-NDC in methanol was measured at various temperatures
as shown below. Additionally, it was observed that MM-2,6-NDC tends to form
a supersaturated solution in methanol solvent Solubility of MM-2.6-NDC
(g/100 g methanol)  Temperature [err]C    (F) 10
0.096                    9.4  (49) 0.255                  30.6  (87) 0.510
51.7  (125) 15                                        0.744
55.0  (131) 1.493                  80.6  (177) 2.811                 108.3
(227) 8.917                 143.9  (291) 20 Claims 25 1. A process for
preparing purified dimethyl-2,6-naphthalenedicarboxylate from
2,6-naphthalenedicarboxylic acid, which process comprises: a) reacting in a
suitable reaction zone the 2,6-naphthalenedicarboxylic acid with methanol
to form a reaction 30        mixture comprising dissolved
dimethyl-2,6-naphthalenedicarboxylate and mono-methyl-2,6-naphthalenedicar-
boxylate; b) crystallizing a major portion of the dissolved
dimethyl-2,6-naphthalenedicarboxylate and mono-
methyl-2,6-naphthalenedicarboxylate by cooling the reaction mixture to a
temperature not greater than 40[err]C; c) partitioning reaction mixture
mother liquor from crystallized dimethyl-2,6-naphthalenedicarboxylate and
mono-methyl-2,6-naphthalenedicarboxylate; d) heating partitioned
dimethyl-2,6-naphthalenedicarboxylate and 35
mono-methyl-2,6-naphthalenedicarboxylate in a recrystallization solvent at
a temperature sufficient to dissolve at least a portion of the
dimethyl-2,6-naphthalenedicarboxylate and substantially all of the
mono-methyl-2,6- naphthalenedicarboxylate; e) recrystallizing
dimethyl-2,6-naphthalenedicarboxylate dissolved in the solvent at a
temperature to recrystallize the dimethyl-2,6-naphthalenedicarboxylate
while maintaining a major portion of the
mono-methyl-2,6-naphthalenedicarboxylate in recrystallization mother
liquor; and f partitioning recrystal- 40        lized
dimethyl-2,6-naphthalenedicarboxylate from the recrystallization mother
liquor to form recrystallized dime- thyl-2,6-naphthalenedicarboxylate. 2.
Theprocessof Claim 1 wherein the reaction mixture in stepb) is cooled to
atemperature in the range of 10[err] to 30[err]. 45  3. The process of
Claim 1 wherein the recrystallizing in step e) is carried out at a
temperature in the range of 45[err]C to 120[err]C and the recrystallization
solvent is methanol. 4. The process of Claim 3 wherein partitioned mother
liquor in step ) is recycled to step a). 50  5. The process of Claim 1
wherein prior to step d) crystallized dimethyl-2,6-naphthalenedicarboxylic
acid and mono- methyl-2,6-naphthalenedicarboxylate partitioned from the
mother liquor are washed with methanol. 6. The process of Claim 1 wherein
partitioned recrystallized dimethyl-2,6-naphthalenedicarboxylate is washed
with methanol. 55 7. A process according to any of claims 1-6 for preparing
purified dimethyl-2,6-naphthatenedicarboxylate from 2,6-
naphthalenedicarboxylic add, which process comprises: 16    EP 0 541 782 B1



Example VII The solubility of MM-2,6-NDC in methanol was measured at
various temperatures as shown below. Additionally. it was observed that
MM-2.6-NDC tends to form a supersaturated solution in methanol solvent
Solubility of MM-2,6-NDC (g/1 00 g methanol)  Temperature [err]C   ([err]F)
0.096                   9.4  (49) 0.255                   30.6  (87) 0.510
51.7  (125) 0.744                   55.0  (131) 1.493                  80.6
(177) 2.811                  108.3  (227) 8.917                  143.9
(291) Claims 1. A process for preparing purified
dimethyl-2,6-naphthalenedicarboxylate from 2,6-naphthalenedicarboxylic
acid, which process comprises: a) reacting in a suitable reaction zone the
2,6-naphthalenedicarboxylic acid with methanol to form a reaction mixture
comprising dissolved dimethyl-2,6-naphthalenedicarboxylate and
mono-methyl-2.6-naphthalenedicar- boxylate; b) crystallizing a major
portion of the dissolved dimethyl-2,6-naphthalenedicarboxylate and mono-
methyl-2,6-naphthalenedicarboxylate by cooling the reaction mixture to a
temperature not greater than 40[err]C; c) partitioning reaction mixture
mother liquor from crystallized dimethyl-2,6-naphthalenedicarboxylate and
mono-methyl-2,6-naphthalenedicarboxylate; d) heating partitioned
dimethyl-2,6-naphthalenedicarboxylate and
mono-methyl-2,6-naphthalenedicarboxylate in a recrystallization solvent at
a temperature sufficient to dissolve at least a portion of the
dimethyl-2,6-naphthalenedicarboxylate and substantially all of the
mono-methyl-2,6- naphthalenedicarboxylate; e) recrystallizing
dimethyl-2,6-naphthalenedicarboxylate dissolved in the solvent at a
temperature to recrystallize the dimethyl-2.6-naphthalenedicarboxylate
while maintaining a  major portion of the
mono-methyl-2,6-naphthalenedicarboxylate in recrystallization mother
liquor; and f) partitioning recrystal- lized
dimethyl-2,6-naphthalenedicarboxylate from the recrystallization mother
liquor to form recrystallized dime- thyl-2,6-naphthalenedicarboxylate. 2.
The process of Claim 1 whereinthe reaction mixture in stepb) is cooled to
atemperature in the range of l0 perr[Cto3Operr[C. 3. The process of Claim 1
wherein the recrystallizing in step e) is carried out at a temperature in
the range of 45C to 120C and the recrystallization solvent is methanol. 4.
The process of Claim 3 wherein partitioned mother liquor in step f) is
recyded to step a). 5. The process of Claim 1 wherein prior to step d)
crystallized dimethyl-2,6-naphthalenedicarboxylic acid and mono-
methyl-2,6-naphthalenedicarboxylate partitioned from the mother liquor are
washed with methanol. 6. The process of Claim 1 wherein partitioned
recrystallized dimethyl-2,6-naphthalenedicarboxylate is washed with
methanol. 7. A process according to any of claims 1-6 for preparing
purified dimethyl-2,6-naphthatenedicarboxylate from 2,6-
naphthalenedicarboxylic acid, which process comprises: 16    EP 0 541 782
B1 a) reacting in a suitable reaction zone the 2,6-naphthalenedicarboxylic
acid with methanol to form a reaction mixture comprising dissolved
dimethyl-2,6-naphthalenedicarboxylate and mono-methyl-2,6-naphthalenedicar-
boxylate; b) crystallizing a major portion of the dissolved
dimethyl-2,6-naphthalenedicarboxylate and mono-
methyl-2,6-naphthalenedicarboxylate by cooling the reaction mixture to a
temperature not greater than 40[err]c; c) partitioning reaction mixture
mother liquor from crystallized dimethyl-2,6-naphthalenedicarboxylate and
mono-methyl-2,6-naphthalenedicarboxylate; d) heating partitioned
dimethyl-2.6-naphthalenedicarboxylate and
mono-methyl-2,6-naphthalenedicarboxylate in methanol at a temperature
sufficienttodissolve at least a portion of the
dimethyl-2,6-naphthalenedicarboxylate and substantially all of the
mono-methyl-2,6-naphthalenedicar- boxylate; e) recrystallizing
dimethyl-2,6-naphthalenedicarboxylate dissolved in the methanol at a
temperature 10        of at least 45C while maintaining a major portion of
the mono-methyl-2,6-naphthalenedicarboxylate in recrys- tallization mother
liquor; f) partitioning recrystallized
dimethyl-2,6-naphthalenedicarboxylate from the recrystal- lization mother
liquor to recover recrystallized dimethyl-2,6-naphthalenedicarboxylate; and
g) vacuum distilling 



recrystallized dimethyl-2.6-naphthalenedicarboxylate to form highly
purified dimethyl-2,6-naphthalenedicarbo- xylate. 15 8. The process of
Claim 7 wherein the vacuum distilling is conducted using a fractionation
column equipped with a chilled methanol scrubber to remove residual
dimethyl-2,6-naphthalenedicarboxylatefrom column overhead vapors. 9. The
process of Claim 7 wherein the 2,6-naphthalenedicarboxylic acid is prepared
by the liquid phase oxidation of 20     a 2,6-dialkyl- or 2-alkyl-6-acyl
naphthalene compound using molecular oxygen and catalyzed by a catalyst
compris- ing cobalt, manganese and bromine components wherein insoluble
residual oxidation catalyst metals comprising cobalt and manganese
contained in the reaction mixture are removed from the reaction mixture
prior to step b). 10. The process of Claim 7 wherein prior to step g) the
recrystallized dimethyl-2.6-naphthalenedicarboxylate is pre- 25
distilled to separate the dimethyl-2,6-naphthalenedicarboxylate from
non-volatile impurities in the recrystallized
dimethyl-2,6-naphthalenedicarboxylate and wherein hot methanol vapor
contacted with the recrystallized dimethyl- 2,6-naphthalenedicarboxylate is
used to volatilize the dimethyl-2,6-naphthalenedicarboxylate during the
pre-distil- lation. 30 Patentansprdche 1. Verfahren zur Herstellung von
gereinigtem Dimethyl-2.6-naphthalindicarboxylat aus
2,6-Naphthalindicarbonsaure, wobei das Verfahren umfaBt: 35        a)
Umsetzung in einer geeigneten Reaktionszone von 2,6-Naphthalindicarbonsaure
mit Methanol zur Herstel- lung einer Reaktionsmischung, die gelostes
Dimethyl-2,6-naphthalindicarboxylat und Monomethyl-2,6-naph-
thalindicarboxylat umfalt; b) Kristallisation eines Hauptteils des gelosten
Dimethyl-2,6-naphthalindicarboxylats und Monomethyl-2.6-
naphthalindicarboxylats durch Kohlen der Reaktionsmischung auf eine
Temperatur von nicht mehr als 400 C; 40        c) Abtrennen der Mutterlauge
der Reaktionsmischung von dem kristallisierten
Dimethyl-2,6-naphthalindicar- boxylat und
Monomethyl-2,6-naphthalindicarboxylat; d) Erhitzen des abgetrennten
Dimethyl-2,6-naphthalindicarboxylats und
Monomethyl-2,6-naphthalindicarboxy- lats in einem
Umkristallisations-LOsungsmittel bei einer ausreichenden Temperatur, um
wenigstens einen Teil des Dimethyl-2,6-naphthalindicarboxylats und im
wesentlichen das gesamte Monomethyl-2,6-naphthalindicar- 45        boxylat
zu l6sen; e) Umkristallisation des in dem Losungsmittel gelosten
Dimethyl-2,6-naphthalindicarboxylats be! einer Tempe- ratur zur
Umkristallisation von Dimethyl-2,6-naphthalindicarboxylat, wahrend ein
Hauptteil des Monomethyl- 2,6-naphthalindicarboxylats in der
Umkristallisations-Mutterlauge verbleibt und 9 Abtrennen des
umkristallisierten Dimethyl-2.6-naphthalindicarboxylats aus der
Umkristallisations-Mutter- 50        lauge unter Bildung des
umkristallisierten Dimethyl-2,6-naphthalindicarboxylats. 2. Verfahren nach
Anspruch 1, wobei die Reaktionsmischung in Schrint b) auf eine Temperatur
im Bereich von 100 C bis 300 C abgekOhIt wird. 55  3. Verfahren nach
Anspruch 1, wobei die Umkristallisation nach Schritt e) bei einer
Temperatur im Bereich von 45 C bis 1200 C durchgefolhrt wird und das
Umkristallisations-Ldsungsmittel Methanol ist. 4. Verfahren nach Anspruch
3, wobei die nach Schritt 9 abgetrennte Mutterlauge zu Schritt a)
zurOckgefOhrt wird.    EP 0 541 782 BI 5. Verfahren nach Anspruch 1, wobel
vor dem Schritt d) des von der Mutterlauge abgetrennte kristallisierte
Dimethyl- 2,6-naphthalindicarboxylat und das
Monomethyl-2.6-naphthalindicarboxylat mit Methanol gewaschen werden. 6.
Verfahren nach Anspruch 1, wobei dasabgetrennte umkristallisierte
Dimethyl-2,6-naphthalindicarboxylat mit Metha- o v     bnolgewaschen wird.
7. Verfahren nach einem der AnsprOche 1-6 zur Herstellung gereinigten
Dimethyl-2,6-naphthalindicarboxylats aus 2,6- Naphthalindicarbonsaure,
wobei das Verfahren umfaBt: 10        a) Umsetzung in einer geeigneten
Reaktionszone von 2,6-Naphthalindicarbonsaure mit Methanol zur Herstel-
lung einer Reaktionsmischung, die gelostes
Dimethyl-2,6-naphthelindicarboxylat und Monomethyl-2,6-naph-
thalindicarboxylat umfal3t; b) Kristallisation eines Hauptteils des
gelosten Dimethyl-2.6-naphthalindicarboxylats und Mohomethyl-2,6-
naphthalindicarboxylats durch Kohlen der Reaktionsmischung auf esine
Temperatur von nicht mehr als 40 C, 15        c) Abtrennen der Mitterlauge
der Reaitionsmischung von dem kristallisierten
Dimethyl-2,6-naphthtalindicar- boxyiat und
Monomethyl-2,6-naphthalindicarboxylat; 



d) Erhitzen des abgetrennten Dimethyl-2,6-naphthalindicarboxylats und
Monomethyl-2.6-naphthalindicarboxy- lats in Methanol auf eine ausreichende
Temperatur, um wenigstens einen Tell des Dimethyl-2,6-naphthalindi-
carboxylats und im wesentlichen das gesamte
Monomethyl-2,6-naphthalindicarboxylat zu losen; 20        e)
Umkristallisation des in dem Methanol gelosten
Dimethyl-2,6-naphthalindicarboxylats bei einer Temperatur von wenigstens
450 C. wahrend ein Hauptteil des Monomethyl-2,6-naphthalindicarboxylats in
der Umkristalli- sations-Mutterlauge verbleibt, f) Abtrennen des
umkristallisierten Dimethyl-2,6-naphthalindicarboxylats aus der
Umkristallisations-Mutter- lauge zur Gewinnung des umkristallisierten
Dimethyl-2,6-naphthalindicarboxylats und 2s        g) Destillieren unter
Vakuumdes unkristallisierten Dimethyl-2.6-naphthalindicarbaxylats unter
Bildung von stark gereinigtem Dimethyl-2,6-naphthalindicarboxylat. 8.
Verfahren nach Anspruch 7, wobei die Vakuum-Destillation unter Verwendung
einer Fraktionierkodonne erfolgt, die mit einem gekohlten Methanolwascher
ausgestattet ist, um das rOckstandige Dimethyl-2.6-naphthalindicarboxylat
so     von den aus der Kolonne Oberkopf austretenden Dampfen zu entfernen.
9. Verfahren nach Anspruch 7. wobei die 2.6-Naphthalindicarbonsaure
hergestellt wird durch FlOssigphasenoxidation einer 2.6-Dialkyl- oder
2-Alkyl-6-acyl-napthalinverbindung unter Verwendlung molekularen
Sauerstoffs und unter Katalysierung mit einem Katalysator. der Kobalt-,
Mangan- und Bromkomponenten umfaft, wobei unlosliche rack- 3s     standige
in der Reaktionsmischung enthaltene Metalle des Oxidationskatalysators, die
Kobalt und Mangan umfas- sen, aus der Reaktionsmischung yr dem Schritt b)
entfernt werden. 10. Verfahren nach Anspruch 7, wobel yr demn Schritt g)
das umkristallisierte Dimethyl-2,6-naphthalindicarboxylat vor- destilliert
wird, um Dimethyl-2,6-naphthalindicarboyelat von den nicht-flochtigen
Verunreinigungen in dem umkri- 40     stallisierten
Dimethyl-2,6-naphthalindicarboxylat abzutrennen und wobei heiBe
Methanoldample, die mit dem umkristallisierten
Dimethyl-2,6-naphthelindicarboxylat in Kontakt gebracht werden, dazu
verwendet werden, das Dimethyl-2,6-naphthalindicarboxylat wahrend der
Vordestillation zu verdampfen. Revendlcatlons 45 1. Proc6d6 de preparation
de dimethyl-2,6-naphtalenedicarboxylate purffi a partir d'acide
2,6-naphtalinedicarboxy- lique, ca procede comprenant les etapes suivantes:
a) on fait reagir, dans une zone reactionnelle appropri6e, I'acide
2,6-naphtalenedicarboxylique avec du methanol 50        pour former un
m6lange reactionnel comprenant du dim6thyl-2,6-naphtalenedicarboxylate et
du monomnithyl- 2,6-naphtalfnedicarboxylate dissous; b) on cristallise une
partie principale du dimffhyl-2,6-naphtalbne dicar- boxylate et du
monom6thy-2,6-naphtaline dicarboxyatedissous en refroidissant Is m6lange
reaclionnel A une temnprature qui n'est pas superieure & 40C; c) on separe
la liqueur mire du melange reactionnel du dimethyl-
2,6-naphtalenedicarboxylate et du monom6thyl-2,6-naphtalnedicarboxylate
cristallises; d) on chauffe le dim6- 55
thyl-2,6-naphtalinedicarboxylate et be
monom6thyb-2,6-naphtalinedicarboxlate separes dens un solvant de
recristallisation A une temperature suffisante pourdissoudre au moins une
partie du dimethyl-2,6-naphtalenedi- carboxylate et sensiblement la
totalite du monomthyl-2,6-naphtalinedicarbaKylate; e) on recristallise le
dim6- thyl-2,6-naphtalinedicarboxylate dissous dans le solvant de
recristallisation a une temperature permettant de recristalliser le
dimbthyl-2,6- naphtalbnedicarboxylate, tout en maintenant la majeure partie
du monomethyl- 18                  I lIIIIIl 11111] lIIIlj 11111 111111
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recristallisation; ett) on separe le dim6thyl-2,6-naphtali- nedicarboxylate
recristallise de la liqueur mire de recristallisation pour former du
dim6thyl-2,6-naphtalenedi- carboxylate recristallise. d   2. Proced6 solon
la revendication 1, dans lequel le melange reactionnel a l'tapo b) est
refroidi a une temperature allant de 10 a 300C. 3. Procede salon la
revendication 1, dans loquel la recristallisation & l'etape e) oet
effecluie a une temperature allant de 45 a 1200C et le solvant de
recristallisation est Is methanol. 10 4. Proc6d6 solon la revendication 3,
dans lequel la liqueur mire separee a l'etape ) est recyclee a l'etape a).
5. Proc6de solon la revendication 1, dans lequel, avant l'etape d), I'acide
dim6thyl-2,6-naphtalenedicarboxylique et le
monom6thyl-2,6-naphtalinedicarboxylate cristallisas separes de la liqueur
mire sont lavis avec du m6thanol. 15 



6. Proc6d6 selon la revendication 1, dans loquel le
dim6thyl-2,6-naphtalenedicarboxylatb recristallis separe est lave avec du
methanol. 7. Procede solon l'une quelconque des revendications 1 a 6 pour
la preparation de dimethyl-2,6- naphialenedicar- zo     boxylate purife &
partir d'acide 2,6-naphtalenedicarboxylique, ce procede comprenant les
etapes suivantes: a) on fait reagir, dans une zone reactionnelle
appropriee, I'acide 2,6-naphtalinedicarboxylique avec du methanol pour
former un melange reactionnel comprenant du
dimethyl-2,6-naphtalenedicarboxylab et du monomethyl-
2,6-naphtalenedicarboxylato dissous; b) on cristallise une partie
principals du dimethyl-2,6-naphtalbne dicar- 25         boxylate et du
monomethyl-2,6-naphtaline dicarboxylatedissous en refroidissant Is melange
reactionnel a une tomperature qui n'est pas superieure a 40C; c) on separe
la liqueur mire du melange reactionnel du dimethyl-
2,6-naphtalinedicarboxylate et du monomithyl-2,6-naphtalinedicarboxylate
cristallises; d) on chauffe Is dime- thyl-2,6-naphtalenedicarboxylate et le
monomethyl-2.6-naphtalenedicarboxylatb sbpares dans le methanol a une
temperature suffisante pour dissoudre au moins une partie du
dimethyl-2,6-naphtalinedicarboxylatb et so        sensiblement la totalite
du monomethyl-2,6-naphtalene-dicarboxylatb; e) on recristallise le
dimethyl-2,6- naph- talenedicarboxylatb dissous dans le methanol a une
temperature d'au moins 45C, tout on maintenant la majeure partie du
monomethyl-2,6-naphtalenedicarboxylate dans la liqueur mire de
recristallisation; f on separe Is dimithyl-2,6-naphtalinedicarboxylate
recristallise de la liqueur mire de recristallisation pour recu- perer le
dimethyl-2,6-naphtalenedicarboxylate recristallise; et g) on distills sous
vide le dimethyl-2,6-naphtalene 95         dicarboxylate recristallise pour
former du dimethyl-2,6- naphtalinedicarboxylato hautement purifie. 8.
Procede selon la revendication 7, dans loquel la distillation sous vide est
realisee en utilisant une colonne de frac- tionnement equipee d'un
epurateur au methanol refroidi pour eliminer le
dimethyl-2,6-naphtalenedicarboxylatb resi- duaire des vapeurs de tWte de
colonne. 40 9. Procede solon la revendication 7, dans loquel l'acide
2,6-naphtalinedicarboxylique est prepare par oxydation en phase liquids dun
compose de 2,6-dialkyl- ou 2-alkyl-B-acyl naphataline en utilisant de
loxygine moleculaire, catalysee par un catalyseur comprenant des composants
de cobalt, de manganise et de brome, les metaux rei- duaires insolubles
catalysant l'oxydation comprenant du cobalt et du manganise contenus dans
le melange riac- 45    tionnel etant eliminis du melange reactionnel avant
l'etape b). 10. Procede selon la revendication 7, dans lequel, avant
l'etape g), le dimethyl-2,6-naphtalene dicarboxylate recristallise est
pre-distillI pour separer le dimethyl-2,6-naphtalenedicarboxylate
d'impuretis non volatiles dans le dimethyl-2,6- naphtalinedicarboxylate
recristallis et dans loquol on utilise de la vapeur de methanol chaude miso
en contact 50     avec le dimethyl-2,6-naphtalenedicarboxylatb recristallis
pour volatiliser le dimethyl-2,6-naphtalenedicarboxylate au cours de la
pre-disfillation. 55 19               1 J!IIIIJ 111111 ||||| ||||| || |||


