METHOD FOR POWER SAVING MODE SWITCHING, METHOD FOR POWER
SAVING MODE CONFIGURATION, AND COMMUNICATIONS DEVICE

CROSS-REFERENCE TO RELATED APPLICATIONS
[0001] This application claims priority to Chinese Patent Application No. 201910106905.X
filed in China on February 2, 2019, which is incorporated herein by reference in its entirety.
TECHNICAL FIELD
[0002] Embodiments of this disclosure relate to the field of communications technologies,
and specifically, to a method for power saving mode switching, a method for power saving
mode configuration, and a communications device.
BACKGROUND
[0003] The new radio (NEW Radio, NR) Release 15 (Release 15, R15) standard specifies
parameters associated with power saving of a terminal (for example, user equipment (User
Equipment, UE)), for example, a bandwidth of a bandwidth part (Bandwidth Part, BWP), the
number of multiple-input multiple-output (Multiple-Input Multiple-Output, MIMO) layers, and
the number of downlink component carriers that are activated simultaneously. Values of the
parameters associated with power saving lead to different power consumption of the terminal.
[0004] Parameters associated with power saving in the related art are configured in the
following manner: A base station may directly or indirectly configure the parameters associated
with power saving for a terminal. However, because there are a plurality of parameters
associated with power saving, configuring all the parameters within short time causes high
signaling overheads.
SUMMARY
[0005] One objective of embodiments of this disclosure is to provide a method for power
saving mode switching, a method for power saving mode configuration, and a communications
device, to resolve a problem of high overheads for configuring parameters associated with
power saving for a terminal.
[0006] According to a first aspect in the embodiments of this disclosure, a method for

power saving mode switching is provided, applied to a terminal, including:



switching the terminal from a first power saving mode to a second power saving
mode when an event for power saving mode switching occurs.

[0007] According to a second aspect in the embodiments of this disclosure, a method for
power saving mode configuration is further provided, applied to a network device, including:
transmitting configuration information for a power saving mode, where

the configuration information includes one or more parameters corresponding to the
power saving mode.

[0008] According to a third aspect in the embodiments of this disclosure, a terminal is
further provided, including:

a processing module, configured to switch the terminal from a first power saving
mode to a second power saving mode when an event for power saving mode switching occurs.
[0009] According to a fourth aspect in the embodiments of this disclosure, a network device
is further provided, including:

a transmission module, configured to transmit configuration information for a power
saving mode, where

the configuration information includes one or more parameters corresponding to the
power saving mode.

[0010] According to a fifth aspect in the embodiments of this disclosure, a communications
device is further provided, including a processor, a memory, and a program stored in the
memory and capable of running on the processor, where when the program is executed by the
processor, the steps of the foregoing method for power saving mode switching are
implemented, or the steps of the foregoing method for power saving mode configuration are
implemented.

[0011] According to a sixth aspect in the embodiments of this disclosure, a computer-
readable storage medium is further provided, where the computer-readable storage medium
stores a computer program, and when the computer program is executed by a processor, the
steps of the foregoing method for power saving mode switching are implemented, or the steps
of the foregoing method for power saving mode configuration are implemented.

[0012] In the embodiments of this disclosure, power saving mode switching can be

automatically triggered for a terminal when an event for power saving mode switching occurs,
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thereby reducing base station signaling, and reducing power consumption of the terminal or
meeting performance requirements of the terminal.

BRIEF DESCRIPTION OF DRAWINGS
[0013] Other advantages and benefits become apparent to those of ordinary skill in the art
by reading detailed descriptions of the optional embodiments below. The accompanying
drawings are merely intended to illustrate the objectives of the optional embodiments and are
not intended to limit this disclosure. Throughout the accompanying drawings, the same
reference numerals represent the same components. In the drawings:
[0014] FIG. 1 is a schematic architectural diagram of a wireless communications system
according to an embodiment of this disclosure;
[0015] FIG. 2 is a flowchart of a method for power saving mode switching according to an
embodiment of this disclosure;
[0016] FIG. 3 is a flowchart of a method for power saving mode configuration according to
an embodiment of this disclosure;
[0017] FIG. 4 is a first structural diagram of a terminal according to an embodiment of this
disclosure;
[0018] FIG. 5 is a first structural diagram of a network device according to an embodiment
of this disclosure;
[0019] FIG. 6 is a second structural diagram of a terminal according to an embodiment of
this disclosure; and
[0020] FIG. 7 is a second structural diagram of a network device according to an
embodiment of this disclosure.

DESCRIPTION OF EMBODIMENTS

[0021] The following clearly and completely describes the technical solutions in the
embodiments of this disclosure with reference to the accompanying drawings in the
embodiments of this disclosure. Apparently, the described embodiments are merely some rather
than all of the embodiments of this disclosure. All other embodiments that a person of ordinary
skill in the art obtains without creative efforts based on the embodiments of this disclosure shall

fall within the protection scope of this disclosure.



[0022] In the specification and claims of this application, the term "include" and any other
variants mean to cover a non-exclusive inclusion. For example, a process, method, system,
product, or device that includes a list of steps or units is not necessarily limited to those steps or
units, but may include other steps or units not expressly listed or inherent to such a process,
method, product, or device. In addition, in the specification and claims, the use of "and/or"
represents presence of at least one of the connected objects. For example, "A and/or B"
indicates the following three cases: Only A, only B, or both A and B exist.

[0023] In the embodiments of this disclosure, terms such as "an example" or "for example"
are used to represent examples, illustrations, or explanations. Any embodiment or design
solution described as "an example" or "for example" in the embodiments of this disclosure
should not be construed as being more preferred or advantageous than other embodiments or
design solutions. Specifically, the term such as "an example" or "for example" is used to present
related concepts in a specific manner.

[0024] For better understanding of the technical solutions in the embodiments of this
disclosure, the following technical points are first described.

[0025] 1. Cross-slot scheduling (cross-slot scheduling):

[0026] The NR R15 standard supports cross-slot scheduling. A principle of cross-slot
scheduling is that there are N slots (slot) between a physical downlink control channel (Physical
Downlink Control Channel, PDCCH) and a physical downlink shared channel (Physical
Downlink Shared Channel, PDSCH) or a physical uplink shared channel (Physical Uplink
Shared Channel, PUSCH) scheduled by the PDCCH, where the PDSCH may be configured
with KO slots, the PUSCH may be configured with K2 slots, and KO and K2 are configured by a
base station and indicated by downlink control information (Downlink Control Information,
DCI). KO indicates a time gap between the PDCCH and the PDSCH scheduled by the PDCCH;
and K2 indicates a time gap between the PDCCH and the PUSCH scheduled by the PDCCH.
[0027] The advantage of cross-slot scheduling for the PDSCH is that UE does not need to
buffer PDSCH data before decoding of the PDCCH; after decoding of the PDCCH, the UE
receives the PDSCH data based on an indication of the PDCCH; and the UE can selectively
switch on or off a radio frequency (Radio Frequency, RF) module and a base band (Base Band,

BB) module, thereby saving power.



[0028] 2. Delay for PDSCH processing of UE
[0029] NR supports two types of UE capabilities with different delays for PDSCH
processing (N1): PDSCH processing capability 1 and PDSCH processing capability 2, and the
two capabilities correspond to UE processing capability 1 and UE processing capability 2,
respectively. The PDSCH processing capability 1 is a basic UE capability, while UE with the
PDSCH processing capability 2 has a shorter delay for PDSCH processing.
[0030] 3. Delay for PUSCH preparation of UE
[0031] NR supports two types of UE capabilities with different delays for PUSCH
preparation (N2): PUSCH delay capability 1 and PUSCH delay capability 2, and the two
capabilities correspond to UE processing capability 1 and UE processing capability 2,
respectively. The PUSCH delay capability 1 is a basic UE capability, while UE with PUSCH
delay capability 2 has a shorter delay for PUSCH preparation.
[0032] 4. Description of parameters associated with power saving:
[0033] Parameters associated with UE power saving in the NR R15 standard include:

the number of transmit antennas of a terminal;

the number of receive antennas of a terminal;

the number of uplink component carriers that are activated simultaneously
(Component Carrier, CC);

the number of simultaneously activated downlink CCs;

parameters KO, K1 or K2, where KO indicates a time gap between a physical
downlink control channel (Physical Downlink Control Channel, PDCCH) and a physical
downlink shared channel (Physical Downlink Shared Channel, PDSCH) scheduled by the
PDCCH; K1 indicates a time gap between a PDSCH and an acknowledgment (ACK) message
or a negative acknowledgment (NACK) message; and K2 indicates a time gap between a
PDCCH and a physical uplink shared channel (Physical Uplink Shared Channel, PUSCH)
scheduled by the PDCCH;

a delay for PDSCH processing (N1) or a delay for PUSCH preparation (N2);

a delay between receiving a channel state information reference signal (Channel
State Information Reference Signal, CSI-RS) configuration and reporting CSI by a terminal, or

a delay between measuring CSI-RS and reporting CSI by a terminal;
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the number of downlink multiple-input multiple-output (Multiple Input Multiple
Output, MIMO) layers (layer);

the number of uplink MIMO layers;

a PDCCH monitoring (monitoring) periodicity, a PDCCH monitoring offset (offset),
or PDCCH monitoring duration (duration);

a bandwidth of a bandwidth part (Band Width Part, BWP) or an identity (Identity,
ID) of a BWP;

dual connectivity (Dual Connectivity, DC) or non-dual connectivity (non-DC);

a maximum uplink rate or a maximum downlink rate;

the number of CSI reports (report) or beam management reports (beam management
report) simultaneously processed;

the number of measurement resources simultaneously received or processed; and

a delay associated with CSI report or a delay associated with beam management
report.
[0034] In the embodiments of this disclosure, a power saving mode (power saving mode)
may include power saving mode 1, power saving mode 2, power saving mode 3, power saving
mode 4, ..., or the like, where parameters corresponding to the power saving modes and values
of the parameters may be the same or may be different. It can be understood that a parameter
corresponding to a power saving mode and value(s) of the parameter(s) are not specifically
limited in the embodiments of this disclosure.
[0035] In the embodiments of this disclosure, a power saving level (power saving level)
may include power saving level 1, power saving level 2, power saving level 3, power saving
level 4, ..., or the like, where parameters corresponding to the power saving levels and values of
the parameters may be the same or may be different. It can be understood that a parameter
corresponding to a power saving level and value(s) of the parameter(s) are not specifically
limited in the embodiments of this disclosure.
[0036] The technologies described herein are not limited to 5G systems, subsequent
evolved communications systems, and LTE/LTE advanced (LTE-Advanced, LTE-A) systems,
and may also be used in various wireless communications systems, such as code division

multiple access (Code Division Multiple Access, CDMA), time division multiple access (Time

6



Division Multiple Access, TDMA), frequency division multiple access (Frequency Division
Multiple Access, FDMA), orthogonal frequency division multiple access (Orthogonal
Frequency Division Multiple Access, OFDMA), single-carrier frequency-division multiple
access (Single-carrier Frequency-Division Multiple Access, SC-FDMA), and other systems.

[0037] The terms "system" and "network" are usually used interchangeably. The CDMA
system may implement radio technologies such as CDMA2000 and universal terrestrial radio
access (Universal Terrestrial Radio Access, UTRA). UTRA includes wideband CDMA
(Wideband Code Division Multiple Access, WCDMA) and other CDMA variants. The TDMA
system can implement radio technologies such as the global system for mobile communications
(Global System for Mobile Communication, GSM). The OFDMA system may implement radio
technologies such as ultra mobile broadband (Ultra Mobile Broadband, UMB), evolved UTRA
(Evolution-UTRA, E-UTRA), IEEE 802.11 (Wi-Fi), IEEE 802.16 (WiMAX), IEEE 802.20, and
Flash-OFDM. UTRA and E-UTRA are both part of the universal mobile telecommunications
system (Universal Mobile Telecommunications System, UMTS). LTE and more advanced LTE
(such as LTE-A) are new UMTS versions that use E-UTRA. UTRA, E-UTRA, UMTS, LTE,
LTE-A, and GSM are described in documents from an organization named "3rd Generation
Partnership Project" (3rd Generation Partnership Project, 3GPP). CDMA2000 and UMB are
described in documents from an organization named "3rd Generation Partnership Project 2"
(3GPP2). The technologies described in this specification may be used for the foregoing
systems and radio technologies, and may also be used for other systems and radio technologies.
[0038] The following describes the embodiments of this disclosure with reference to the
accompanying drawings. A method for power saving mode switching, a method for power
saving mode configuration, and a communications device that are provided in the embodiments
of this disclosure may be applied to a wireless communications system. FIG. 1 is a schematic
architectural diagram of a wireless communications system according to an embodiment of this
disclosure. As shown in FIG. 1, the wireless communications system may include a network
device 10 and a terminal. The terminal is denoted as UE 11. The UE 11 may perform
communication (signaling transmission or data transmission) with the network device 10. In
practical applications, a connection between the above devices may be a wireless connection.

For ease of visually representing the connection relationship between the devices, a solid line is
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used in FIG. 1. It should be noted that the communications system may include a plurality of
UEs 11, and that the network device 10 may communicate with the plurality of UEs 11.

[0039] The terminal provided in this embodiment of this disclosure may be a mobile phone,
a tablet computer, a notebook computer, an ultra-mobile personal computer (Ultra-mobile
Personal Computer, UMPC), a netbook, a personal digital assistant (Personal Digital Assistant,
PDA), a mobile internet device (Mobile Internet Device, MID), a wearable device (Wearable
Device), a vehicle-mounted device, or the like.

[0040] The network device 10 provided in this embodiment of this disclosure may be a base
station. The base station may be a commonly used base station or an evolved node base station
(evolved node base station, eNB), or may be a network device in a 5G system (for example, a
next generation node base station (next generation node base station, gNB)), a transmission and
reception point (transmission and reception point, TRP), or the like.

[0041] Referring to FIG. 2, an embodiment of this disclosure provides a method for power
saving mode switching. The method is performed by a terminal. Specific steps include step 201
to step 203.

[0042] Step 201: Determine whether a power saving mode switching event has occurred on
the terminal; and perform step 202 when an event for power saving mode switching occurs;
otherwise, perform step 203.

[0043] Step 202: Switch the terminal from a first power saving mode to a second power
saving mode.

[0044] Step 203: Skip performing power saving mode adjustment on the terminal.

[0045] It can be understood that the first power saving mode corresponds to one or more
parameters and a value of each parameter, and the second power saving mode corresponds to
one or more parameters and a value of each parameter. The parameters may be associated with
power consumption of the terminal, or the parameter may be associated with a power saving
mode or a power saving level of the terminal. A value of at least one parameter of the first
power saving mode is different from that of the second power saving mode.

[0046] Optionally, after step 202, the method in FIG. 2 may further include: reporting to a

network side that the terminal has switched to the second power saving mode, for example,



transmitting indication information to a network device, where the indication information
indicates that the terminal has performed power saving mode switching.

[0047] In this embodiment of this disclosure, optionally, the occurrence of a power saving
mode switching event includes one or more of the following:

(1) that a wake-up signal (Wake Up Signal, WUS) is detected, where the WUS
indicates that the terminal needs to monitor a physical downlink control channel (Physical
Downlink Control Channel, PDCCH) in a running period of a connected discontinuous
reception (Connected State-Discontinuous Reception, CDRX) on duration timer, where the
WUS is received in the first power saving mode, and the WUS is associated with the PDCCH in
the running period of the on duration timer;

(2) that a connected discontinuous reception—inactivity timer (CDRX-inactivity
timer) is started;

(3) that scheduled information carried in a target PDCCH is not received within
predetermined time in an active bandwidth part (Bandwidth Part, BWP), where

optionally, cyclic redundancy check (Cyclic redundancy check, CRC) of the target
PDCCH is scrambled by a cell radio network temporary identifier (Cell Radio Network
Temporary Identifier, C-RNTI) or a configured scheduling radio network temporary identifier
(Configured Scheduling RNTI, CS-RNTI);

(4) that the terminal receives a paging message associated with the terminal;

(5) that a WUS received by the terminal indicates that the terminal needs to monitor
a corresponding paging message, where the WUS is received in the first power saving mode,
and the WUS is before a paging occasion (Paging Occasion, PO);

(6) that a WUS received by the terminal indicates that the terminal needs to monitor
a corresponding paging message, and a paging message received is associated with the
terminal, where both the WUS and the paging message are received in the first power saving
mode, and the WUS is before a paging occasion PO;

(7) that the terminal is in a radio resource control (Radio Resource Control, RRC)
connected state but does not receive scheduled information carried in a PDCCH within

predetermined time;



(8) that the terminal enters an idle state or an inactive state from an RRC connected
state;

(9) that the terminal enters an RRC connected state from an idle state or an inactive
state;

(10) that the terminal detects an initial signal (initial signal) from a new radio
unlicensed (NR unlicensed, NRU) system;

(11) that the terminal has transmitted information carried in a random access channel
(Random Access Channel, RACH);

(12) that the terminal determines to transmit information carried in a RACH;

(13) that the terminal has transmitted a scheduling request (Scheduling Request,
SR); and

(14) that the terminal determines to transmit an SR.

[0048] In this embodiment of this disclosure, optionally, the no occurrence of a power
saving mode switching event includes one or more of the following:

(1) that no WUS is detected and it is determined that no power saving mode
switching event has occurred, where the WUS indicates that the terminal does not need to
monitor PDCCH in a running period of a CDRX on duration timer, the WUS is received in the
first power saving mode, and the WUS is associated with the PDCCH in the running period of
the on duration timer;

(2) that a CDRX-inactivity timer is not started;

(3) that scheduled information carried in a target PDCCH is received within
predetermined time in an active BWP;

(4) that the terminal receives no paging message;

(5) that the terminal receives a paging message not associated with the terminal;

(6) that a WUS received by the terminal does not indicate the terminal to monitor a
corresponding paging message;

(7) that the terminal receives no WUS for indicating the terminal to monitor a

corresponding paging message;
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(8) that a WUS received by the terminal indicates the terminal to monitor a
corresponding paging message, but a paging message received is not associated with the
terminal;

(9) that the terminal is in an RRC connected state and receives scheduled
information carried in a PDCCH within predetermined time;

(10) that the terminal detects no initial signal from an NRU system;

(11) that the terminal is not to transmit information carried in a RACH; and

(12) that the terminal is not to transmit an SR.

[0049] In this embodiment of this disclosure, that the paging message is associated with the
terminal may include at least one of the following:

information transmitted on a PDCCH or a physical downlink shared channel
(Physical Downlink Shared Channel, PDSCH) for the paging message including information
associated with an identity (ID) of the terminal, the paging message indicating system
information update, the paging message indicating an earthquake and tsunami warning system
(Earthquake Tsunami Warning System, ETWS), and the paging message indicating a
commercial mobile alarm system (Commercial Mobile Alert System, CMAS).

[0050] In this embodiment of this disclosure, that the paging message is not associated with
the terminal includes any one of the following:

the information transmitted on a PDCCH or PDSCH for the paging message
excluding information associated with an ID of the terminal, the paging message indicating no
system information update, the paging message indicating no ETWS, and the paging message
indicating no CMAS.

[0051] In this embodiment of this disclosure, optionally, before step 201, the method in
FIG. 2 further includes:

receiving configuration information for a power saving mode from a network side,
where the configuration information includes one or more parameters corresponding to the
power saving mode, and further, the configuration information may further include value(s) of
the parameter(s).

[0052] In this embodiment of this disclosure, optionally, the configuration information

includes: a first field, where a value of the first field corresponds to one or more first
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parameters, the first parameter is associated with power consumption of the terminal, and
further, the value of the first field may further correspond to a value of the first parameter, that
is, the value of the first field corresponds to the one or more first parameters and value(s) of the
first parameter(s).

[0053] For example, the configuration information is two bits (bit), and meanings thereof
are shown in Table 1.

Table 1 First parameters associated with the first field and values of the first parameters

First field Parameter A Parameter B Parameter C
00 Al B1 C1
01 A2 B2 C2
10 A3 B2 C3
11 A3 B2 C4
[0054] The first parameter in Table 1 includes a parameter A, a parameter B, a parameter C,

and values of the parameter A, the parameter B, and the parameter C, where the parameter A,
the parameter B, and the parameter C are associated with power consumption of the terminal.
[0055] Optionally, the first parameter and the value of the first parameter may be
configured by a network-side device or prescribed by a protocol.

[0056] In this embodiment of this disclosure, optionally, the configuration information
includes: a second field, where a value of the second field corresponds to one or more second
parameters, the second parameter is associated with a power saving mode or a power saving
level of the terminal, and further, the value of the second field may further correspond to a
value of the second parameter, that is, the value of the second field corresponds to the one or
more second parameters and value(s) of the second parameter(s).

[0057] For example, the configuration information is two bits, and meanings thereof are

shown in Table 2.
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Table 2 Second parameters associated with the second field and values of the second

parameters
Second field Power saving mode or power Parameter A | Parameter B Parameter

saving level C
00 1 Al Bl o1
01 2 A2 B2 &
10 3 A3 B2 3
11 4 A3 B2 oA

[0058]  Table 2 shows four power saving modes or power saving levels. Certainly, this is not

limited. The fourth parameter may include a parameter A, a parameter B, a parameter C, and
values of the parameter A, the parameter B, and the parameter C.

[0059] It can be understood that values of parameters corresponding to the power saving
modes or power saving levels may be the same or may be different. For example, in Table 2, a
value of the parameter A of the power saving mode (or power saving level) 3 is the same as a
value of the parameter A of the power saving mode (or power saving level) 4; and a value of the
parameter B of the power saving mode (or power saving level) 2 is the same as a value of the
parameter B of the power saving mode (or power saving level) 3 and a value of the parameter B
of the power saving mode (or power saving level) 4.

[0060] Optionally, the second parameter and the value of the second parameter may be
configured by a network-side device or prescribed by a protocol. The second parameter is not
described herein. For details, refer to the description of the first parameter.

[0061] In this embodiment of this disclosure, optionally, the configuration information
includes: a third field, where the third field includes one or more bit strings, a value of each bit
string corresponds to one third parameter, the third parameter is associated with power
consumption of the terminal, and further, the value of the bit string further corresponds to a
value of the third parameter, that is, the value of each bit string corresponds to one third

parameter and a value of the third parameter.
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[0062] For example, the configuration information may include the following field, where
the field includes 12 bits (4 bits + 5 bits +3 bits) in total, and meanings thereof are shown in
Table 3.

Table 3 Third parameters associated with the third field and values of the third

parameters

Bit string of 4 bits, where
different states of the bit
string indicate different

values of a parameter A

Bit string of 5 bits, where
different states of the bit
string indicate different

values of a parameter B

Bit string of 3 bits, where
different states of the bit
string indicate different

values of a parameter C

[0063] Optionally, the third parameter and the value of the third parameter may be

configured by a network-side device or prescribed by a protocol.
[0064] In this embodiment of this disclosure, optionally, the first parameter, the second
parameter, or the third parameter may include one or more of the following:

(1) the number of transmit antennas or transmit channels;

(2) the number of receive antennas or receive channels;

(3) uplink component carriers that are activated simultaneously, for example, indices
of the uplink component carriers that are activated simultaneously, and/or the number of uplink
component carriers that are activated simultaneously;

(4) downlink component carriers that are activated simultaneously (component
carrier), for example, indices of the downlink component carriers that are activated
simultaneously, and/or the number of downlink component carriers that are activated
simultaneously;

(5) a time gap between a physical downlink control channel PDCCH and a physical
downlink shared channel (Physical Downlink Shared Channel, PDSCH) scheduled by the
PDCCH, for example, a parameter KO;

(6) a time gap between a PDSCH and an acknowledgment (ACK) or a negative
acknowledgment (NACK);

(7) a time gap between a PDCCH and a physical uplink shared channel (Physical
Uplink Shared Channel, PUSCH) scheduled by the PDCCH, for example, a parameter K2;
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(8) a delay for PDSCH processing, for example, a parameter N1;

(9) a delay for PUSCH preparation, for example, a parameter N2;

(10) the maximum number of downlink MIMO layers; and

(11) the maximum number of uplink MIMO layers.
[0065] Further, the first parameter, the second parameter, or the third parameter may further
include one or more of the following:

(1) an index of a configured control resource set (control-resource SET, CORESET);

(2) an index of a configured search space;

(3) a PDCCH monitoring periodicity;

(4) a PDCCH monitoring offset;

(5) PDCCH monitoring duration;

(6) a bandwidth of a BWP;

(7) an identity ID of a BWP;

(8) a maximum uplink transmission rate;

(9) a maximum downlink transmission rate;

(10) a DRX cycle;

(11) a bandwidth of a BWP;

(12) the number of channel state information CSI reports simultaneously processed
by the terminal;

(13) the number of beam management reports simultaneously processed by the
terminal;

(14) the number of measurement resources simultaneously received or processed by
the terminal;

(15) a delay associated with CSI report; and

(16) a delay associated with beam management report.
[0066] Optionally, the first parameter, the second parameter, or the third parameter may
further include other DRX-associated parameters, such as an on duration timer (onDuration
Timer) parameter, an inactivity timer (Inactivity Timer) parameter, a long-period associated

parameter, a short-period associated parameter, and a retransmission associated parameter.
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[0067] Further, the CSI reports as in "the number of channel state information CSI reports
(report) simultaneously processed by the terminal" may include a channel quality indicator
(Channel Quality Indicator, CQI), a precoding matrix indicator (Precoding Matrix Indicator,
PMI), a channel state information reference signal resource indicator (CSI-RS resource
indicator, CRI), a synchronization signal/physical broadcast channel block resource indicator
(Synchronization Signal/Physical Broadcast Channel Block Resource Indicator, SSBRI), a layer
indicator (Layer Indicator, LI), a rank indicator (Rank Indicator, RI), a layer 1 reference signal
received power (Layer 1 Reference Signal Receiving Power, L1-RSRP), and/or the like.

[0068] Further, the beam management reports as in "the number of beam management
reports (beam management report) simultaneously processed by the terminal" may include a
CRI, RSRP, an SSBRI, and/or the like.

[0069] Further, the measurement resources as in "the number of measurement resources
simultaneously received or processed by the terminal" may be at least one of the following: a
CSI-RS resource, a synchronization signal/physical broadcast channel block (Synchronization
Signal/Physical Broadcast Channel Block, SSB) resource, a CSI-RS resource, and an SSB
resource.

[0070] Further, the delay as in "a delay associated with CSI report (CSI report)" may
include at least one of the following: a delay between time of receiving signaling by the
terminal for triggering channel state information reference signal (Channel State Information
Reference Signal, CSI-RS) reporting and time of reporting corresponding CSI, and a delay
between time of measuring a CSI-RS by the terminal and time of reporting corresponding CSI.
[0071] Further, the delay as in "a delay associated with beam management report (beam
management report)" may include at least one of the following: a delay between time of
receiving signaling by the terminal for triggering beam management reporting and time of
reporting corresponding beam management, and a delay between time of measuring a CSI-RS
by the terminal and time of reporting corresponding beam management.

[0072] In this embodiment of this disclosure, the terminal is switched from the first power
saving mode to the second power saving mode when an event for power saving mode switching
occurs, and power saving mode switching is skipped for the terminal when an event for power

saving mode switching does not occur. In this way, power saving mode switching can be
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automatically triggered for the terminal when an event for power saving mode switching
occurs, thereby reducing base station signaling, and reducing power consumption of the
terminal or meeting performance requirements of the terminal.
[0073] Referring to FIG. 3, an embodiment of this disclosure further provides a method for
power saving mode configuration. The method is performed by a network device. A specific
step includes step 301.
[0074] Step 301: Transmit configuration information for a power saving mode, where

the configuration information includes one or more parameters corresponding to the
power saving mode, and further, the configuration information may further include value(s) of
the parameter(s).
[0075] In this embodiment of this disclosure, optionally, after step 301, the method in FIG.
3 may further include: receiving indication information reported by a terminal, where the
indication information indicates that the terminal has performed power saving mode switching,
that is, the terminal has switched from a first power saving mode to a second power saving
mode.
[0076] It should be noted that the power saving mode may include the first power saving
mode and the second power saving mode. The first power saving mode corresponds to one or
more parameters and a value of each parameter, and the second power saving mode corresponds
to one or more parameters and a value of each parameter. The parameters may be associated
with power consumption of the terminal, or the parameter may be associated with a power
saving mode or a power saving level of the terminal. A value of at least one parameter of the
first power saving mode is different from that of the second power saving mode.
[0077] It should be noted that for the description of the configuration information, reference
may be made to the description of the configuration information in the embodiment in FIG. 3.
Details are not repeated herein.
[0078] In this embodiment of this disclosure, the network device may configure the first
power saving mode and the second power saving mode of the terminal, power saving mode
switching can be automatically triggered for the terminal when an event for power saving mode
switching occurs, thereby reducing base station signaling, and reducing power consumption of

the terminal or meeting performance requirements of the terminal.
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[0079] Embodiment 1: connected discontinuous reception (Connected Discontinuous
Reception, CDRX) with a wake-up signal (Wake-up signal, WUS)

[0080] Scenario: A WUS exists before or when a CDRX on duration timer (onduration
timer) is running, and UE performs WUS detection. The WUS indicates whether the UE
monitors a PDCCH in a running period of the on duration timer. Based on a WUS detection
result, the UE monitors or does not monitor the PDCCH in the running period of the on
duration timer.

[0081] For example, in CDRX, the UE receives a WUS in a first power saving mode. If the
WUS indicates that the UE needs to monitor the PDCCH in a running period of the on duration
timer, the UE is triggered to switch to a second power saving mode. Otherwise, switching to a
second power saving mode is skipped (that is, the first power saving mode is maintained).
[0082] Further, optionally, after the UE has switched to the second power saving mode, it is
reported to a gNB that the UE has switched to the second power saving mode.

[0083] Embodiment 2: CDRX without a WUS

[0084] Scenario: In a running period of CDRX on duration timer, UE monitors a PDCCH,
and if the UE receives scheduled information carried in the PDCCH, the UE starts a connected
discontinuous reception—inactivity timer (CDRX-inactivity timer), and continues monitoring
the PDCCH. Otherwise, the UE enters a discontinuous reception (Discontinuous Reception,
DRX) off (off) after the on duration timer expires.

[0085] For example, in a running period of the on duration timer, if the CDRX-inactivity
timer is not started, the UE works in a first power saving mode; or if the CDRX-inactivity timer
is started, the UE is triggered to switch to the second power saving mode.

[0086] Further, optionally, after the UE has switched to the second power saving mode, it is
reported to a gNB that the UE has switched to the second power saving mode.

[0087]  Embodiment 3: Default BWP (default BWP)

[0088] Scenario: In an RRC active state, if UE does not receive scheduled information
carried in a PDCCH in a running period of a given timer (timer) in an active BWP (active
BWP), the UE switches to a default BWP.

[0089] For example, in the RRC active state, if the UE works in a first power saving mode,

but the UE does not receive scheduled information carried in the PDCCH in the running period
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of the given timer in the active BWP, the UE switches to the default BWP, and the UE is
triggered to switch to a second power saving mode. For example, in the second power saving
mode, there are fewer antennas used, such as 2 receive antennas (2 Rx (2 Rx)), while in the first
power saving mode of the UE in the active BWP, there are 4 receive antennas (4 Rx (4 Rx))
used; otherwise, the first power saving mode is maintained.

[0090] Embodiment 4: Paging in RRC idle/active mode (paging in RRC idle/active mode)
[0091] Scenario: In an RRC idle or active mode (RRC idle/active mode), a terminal
monitors a paging message at regular intervals, where the paging message indicates system
information (System Information, SI) update, incoming downlink data, or the like to the
terminal.

[0092] For example, the UE receives a paging (Paging) message in a first power saving
mode. If the paging message indicates that a system has paged the UE, the UE is triggered to
switch to a second power saving mode to receive subsequent information; otherwise, the first
power saving mode is maintained.

[0093] For example, the UE receives a paging message in a first power saving mode. If the
paging message indicates that a system has paged the UE for a reason other than system
information update, the UE is triggered to switch to a second power saving mode; otherwise,
the first power saving mode is maintained.

[0094]  Embodiment 5: Paging in RRC idle/active mode with WUS (paging in RRC
idle/active mode with WUS)

[0095] Scenario: In an RRC idle/active mode, UE monitors a WUS before a paging
occasion (Paging Occasion, PO) at regular intervals (for example, in each paging cycle (paging
cycle)), where the WUS indicates whether the UE needs to monitor a corresponding paging
message.

[0096] For example, if the UE receives the WUS before the PO in a first power saving
mode, and if the WUS indicates that the UE needs to monitor the corresponding paging
message, the UE is triggered to switch to a second power saving mode to receive the paging
message. Otherwise, switching to a second power saving mode is skipped.

[0097] For example, if the UE receives the WUS before the PO in a first power saving

mode, the WUS indicates that the UE needs to monitor the corresponding paging message, the
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UE receives the corresponding paging message in the first power saving mode, and the paging
message is associated with the UE (that is, the paging message indicates that a system has
paged the UE), the UE is triggered to switch to a second power saving mode to receive
subsequent information; otherwise, the first power saving mode is maintained.

[0098] For example, if the UE receives the WUS before the PO in a first power saving
mode, the WUS indicates that the UE needs to monitor the corresponding paging message, the
UE receives the corresponding paging message in the first power saving mode, and the paging
message is associated with the UE but a paging reason is not system information update, the UE
is triggered to switch to a second power saving mode to receive subsequent information;
otherwise, the first power saving mode is maintained.

[0099] Embodiment 6: Timer based (timer based)

[00100] For example, if UE is in an RRC connected state and configured with a second
power saving mode, but does not receive scheduled information carried in a PDCCH in a
running period of a preset timer or a timer (timer) configured by a base station, the UE is
triggered to switch to a first power saving mode to receive subsequent information; otherwise,
the second power saving mode is maintained.

[00101] Embodiment 7: State triggered (state triggered)

[00102] For example, if UE is in an RRC connected state and configured with a second
power saving mode, and the UE enters an idle (idle) state or inactive (inactive) state, the UE is
triggered to switch to a first power saving mode to receive subsequent information; otherwise,
the second power saving mode is maintained.

[00103] For example, if UE is in an idle state or inactive state and configured with a first
power saving mode, and the UE enters an RRC connected (RRC connected) state, the UE is
triggered to switch to a second power saving mode to receive subsequent information;
otherwise, the first power saving mode is maintained.

[00104] Embodiment 8: Initial signal (initial signal) from a new radio unlicensed (NR
Unlicensed, NRU) system

[00105] For example, in an NRU system, if a base station configures a first power saving

mode or UE works in a first power saving mode, and the UE detects an initial signal, the UE is

20



triggered to switch to a second power saving mode; and if the UE detects no initial signal, the
first power saving mode is maintained.

[00106] Embodiment 9: Transmitting information carried in a random access channel
(Random Access Channel, RACH) by UE in uplink

[00107] For example, if a base station configures a first power saving mode for UE or UE
works in a first power saving mode, after the UE has transmitted information carried in a
RACH or the UE determines to transmit information carried in a RACH, the UE switches to a
second power saving mode; otherwise, the first power saving mode is maintained.

[00108] Embodiment 10: Transmitting scheduling request (Scheduling Request, SR) by UE
[00109] For example, if a base station configures a first power saving mode for UE or UE
works in a first power saving mode, after the UE has transmitted an SR or the UE determines to
transmit an SR, the UE switches to a second power saving mode; otherwise, the first power
saving mode is maintained.

[00110] An embodiment of this disclosure further provides a terminal. Because a problem-
resolving principle of the terminal is similar to that of the method for power saving mode
switching in the embodiments of this disclosure, for implementation of the terminal, reference
may be made to the implementation of the method. Details are not described herein again.
[00111] Referring to FIG. 4, an embodiment of this disclosure further provides a terminal.
The terminal 400 includes:

a processing module 401, configured to switch the terminal from a first power
saving mode to a second power saving mode when an event for power saving mode switching
occurs.

[00112] In this embodiment of this disclosure, optionally, the terminal 400 may further
include: a reporting module, configured to report to a network side that the terminal has
switched to the second power saving mode.

[00113] In this embodiment of this disclosure, optionally, the occurrence of a power saving
mode switching event includes one or more of the following:

that a WUS is detected, where the WUS indicates that the terminal needs to monitor

PDCCH in a running period of a CDRX on duration timer, where the WUS is received in the
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first power saving mode, and the WUS is associated with the PDCCH in the running period of
the on duration timer;

that a CDRX-inactivity timer is started,;

that scheduled information carried in a target PDCCH is not received within
predetermined time in an active BWP;

that the terminal receives a paging message associated with the terminal,

that a WUS received by the terminal indicates that the terminal needs to monitor a
corresponding paging message, where the WUS is received in the first power saving mode, and
the WUS is before a PO;

that a WUS received by the terminal indicates that the terminal needs to monitor a
corresponding paging message, and a paging message received is associated with the terminal,
where both the WUS and the paging message are received in the first power saving mode, and
the WUS is before a PO;

that the terminal is in an RRC connected state but does not receive scheduled
information carried in a PDCCH within predetermined time;

that the terminal enters an idle state or an inactive state from an RRC connected
state;

that the terminal enters an RRC connected state from an idle state or an inactive
state;

that the terminal detects an initial signal from an NRU system;

that the terminal has transmitted information carried in a RACH;

that the terminal determines to transmit information carried in a RACH;

that the terminal has transmitted an SR; and

that the terminal determines to transmit an SR.
[00114] In this embodiment of this disclosure, optionally, the processing module 401 is
further configured to skip performing power saving mode switching on the terminal when an
event for power saving mode switching does not occur.
[00115] In this embodiment of this disclosure, optionally, the no occurrence of a power

saving mode switching event includes one or more of the following:
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that no WUS is detected and it is determined that no power saving mode switching
event has occurred, where the WUS indicates that the terminal does not need to monitor
PDCCH in a running period of a CDRX on duration timer, the WUS is received in the first
power saving mode, and the WUS is associated with the PDCCH in the running period of the
on duration timer;

that a CDRX-inactivity timer is not started;

that scheduled information carried in a target PDCCH is received within
predetermined time in an active BWP;

that the terminal receives no paging message;

that the terminal receives a paging message not associated with the terminal;

that a WUS received by the terminal does not indicate the terminal to monitor a
corresponding paging message;

that the terminal receives no WUS for indicating the terminal to monitor a
corresponding paging message;

that a WUS received by the terminal indicates the terminal to monitor a
corresponding paging message, but a paging message received is not associated with the
terminal;

that the terminal is in an RRC connected state and receives scheduled information
carried in a PDCCH within predetermined time;

that the terminal detects no initial signal from an NRU system;

that the terminal is not to transmit information carried in a RACH; and

that the terminal is not to transmit an SR.
[00116] In this embodiment of this disclosure, optionally, the terminal further includes: a
first receiving module, configured to receive configuration information for a power saving
mode (for example, a first power saving mode and a second power saving mode) from a
network side, where the configuration information includes one or more parameters
corresponding to the power saving mode, and further, the configuration information further
includes value(s) of the parameter(s).
[00117] In this embodiment of this disclosure, optionally, the configuration information

includes one or more of the following:
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a first field, where a value of the first field corresponds to one or more first
parameters, and the first parameter is associated with power consumption of the terminal;

a second field, where a value of the second field corresponds to one or more second
parameters, and the second parameter is associated with a power saving mode or a power
saving level of the terminal; and

a third field, where the third field includes one or more bit strings, and a value of
each bit string corresponds to one third parameter, and the third parameter is associated with
power consumption of the terminal.

[00118] In this embodiment of this disclosure, optionally, the value of the first field further
corresponds to a value of the first parameter.

[00119] In this embodiment of this disclosure, optionally, the value of the second field
further corresponds to a value of the second parameter.

[00120] In this embodiment of this disclosure, optionally, the value of the third field further
corresponds to a value of the third parameter.

[00121] In this embodiment of this disclosure, optionally, the first parameter, the second
parameter, or the third parameter includes one or more of the following:

the number of transmit antennas or transmit channels;

the number of receive antennas or receive channels;

uplink component carriers that are activated simultaneously;

downlink component carriers that are activated simultaneously;

a time gap between a physical downlink control channel PDCCH and a physical
downlink shared channel PDSCH scheduled by the PDCCH;

a time gap between a PDSCH and an acknowledgment ACK or a negative
acknowledgment NACK;

a time gap between a PDCCH and a physical uplink shared channel PUSCH
scheduled by the PDCCH;

a delay for PDSCH processing;

a delay for PUSCH preparation;

the maximum number of downlink multiple-input multiple-output MIMO layers;

and
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the maximum number of uplink MIMO layers.
[00122] In this embodiment of this disclosure, optionally, the first parameter, the second
parameter, or the third parameter may further include one or more of the following:

an index of a configured CORESET;

an index of a configured search space;

a PDCCH monitoring periodicity;

a PDCCH monitoring offset;

PDCCH monitoring duration;

a bandwidth of a BWP;

an identity ID of a BWP;

a maximum uplink transmission rate;

a maximum downlink transmission rate;

a DRX cycle;

a bandwidth of a BWP;

the number of CSI reports simultaneously processed by the terminal;

the number of beam management reports simultaneously processed by the terminal;

the number of measurement resources simultaneously received or processed by the
terminal;

a delay associated with CSI report; and

a delay associated with beam management report.
[00123] It can be understood that values of at least one of the first parameter, the second
parameter, or the third parameter of the first power saving mode and the second power saving
mode are different.
[00124] The terminal provided in this embodiment of this disclosure can perform the
foregoing method embodiment, with a similar implementation principle and similar technical
effects. Details are not described herein again in this embodiment.
[00125] An embodiment of this disclosure further provides a network device. Because a
problem-resolving principle of the network device is similar to that of the method for power

saving mode configuration in the embodiments of this disclosure, for implementation of the

25



network device, reference may be made to the implementation of the method. Details are not
described herein again.
[00126] Referring to FIG. 5, an embodiment of this disclosure further provides a network
device, where the network device 500 includes:

a transmission module 501, configured to transmit configuration information for a
power saving mode, where

the configuration information includes one or more parameters corresponding to the
power saving mode, and further, the configuration information may further include value(s) of
the parameter(s).
[00127] In this embodiment of this disclosure, optionally, the network device 500 further
includes: a second receiving module, configured to receive indication information reported by a
terminal, where the indication information indicates that the terminal has performed power
saving mode switching, that is, the terminal has switched from a first power saving mode to a
second power saving mode.
[00128] It should be noted that the power saving mode may include the first power saving
mode and the second power saving mode. The first power saving mode corresponds to one or
more parameters and a value of each parameter, and the second power saving mode corresponds
to one or more parameters and a value of each parameter. The parameters may be associated
with power consumption of the terminal, or the parameter may be associated with a power
saving mode or a power saving level of the terminal.
[00129] It can be understood that a value of at least one parameter of the first power saving
mode is different from that of the second power saving mode.
[00130] It should be noted that for the description of the configuration information, reference
may be made to the description of the configuration information in the embodiment in FIG. 4.
Details are not repeated herein.
[00131] The network device provided in this embodiment of this disclosure can perform the
foregoing method embodiment, with a similar implementation principle and similar technical
effects. Details are not repeated herein in this embodiment.
[00132] As shown in FIG. 6, a terminal 600 in FIG. 6 includes at least one processor 601, a

memory 602, at least one network interface 604, and a user interface 603. The components of
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the terminal 600 are coupled together through a bus system 605. It can be understood that the
bus system 605 is used to implement connection and communication between these
components. In addition to a data bus, the bus system 605 further includes a power bus, a
control bus, and a status signal bus. However, for clarity of description, various buses are
denoted as the bus system 605 in FIG. 6.

[00133] The user interface 603 may include a display, a keyboard, or a pointing device (for
example, a mouse, a trackball (trackball), a touch panel, or a touchscreen).

[00134] It can be understood that the memory 602 in this embodiment of this disclosure may
be a volatile memory or a non-volatile memory, or may include both a volatile memory and a
non-volatile memory. The non-volatile memory may be a read-only memory (Read-Only
Memory, ROM), a programmable read-only memory (Programmable ROM, PROM), an
erasable programmable read-only memory (Erasable PROM, EPROM), an electrically erasable
programmable read-only memory (Electrically EPROM, EEPROM), or a flash memory. The
volatile memory may be a random access memory (Random Access Memory, RAM), which is
used as an external cache. By way of example but not restrictive description, many forms of
RAM may be used, for example, a static random access memory (Static RAM, SRAM), a
dynamic random access memory (Dynamic RAM, DRAM), a synchronous dynamic random
access memory (Synchronous DRAM, SDRAM), a double data rate synchronous dynamic
random access memory (Double Data Rate SDRAM, DDRSDRAM), an enhanced synchronous
dynamic random access memory (Enhanced SDRAM, ESDRAM), a synchronous link dynamic
random access memory (Synchlink DRAM, SLDRAM), and a direct rambus random access
memory (Direct Rambus RAM, DRRAM). The memory 602 of the system and the method
described in the embodiments of this disclosure is intended to include but not be limited to
these and any other applicable types of memories.

[00135] In some embodiments, the memory 602 stores the following elements: executable
modules or data structures, or a subset thereof, or an extended set thereof: an operating system
6021 and an application program 6022.

[00136] The operating system 6021 includes various system programs, such as a framework
layer, a core library layer, and a driver layer, for implementing various basic services and

processing hardware-based tasks. The application program 6022 includes various application
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programs, such as a media player (Media Player) and a browser (Browser), which are used to
implement various application services. A program for implementing the method in the
embodiments of this disclosure may be included in the application program 6022.

[00137] In an embodiment of this disclosure, when a program or an instruction stored in the
memory 602, which may be specifically a program or an instruction stored in the application
program 6022, is invoked, the following step is implemented during execution: switching the
terminal from a first power saving mode to a second power saving mode when an event for
power saving mode switching occurs.

[00138] The terminal provided in this embodiment of this disclosure can perform the
foregoing method embodiment, with a similar implementation principle and similar technical
effects. Details are not described herein again in this embodiment.

[00139] Referring to FIG. 7, an embodiment of this disclosure provides a network device
700, including a processor 701, a transceiver 702, a memory 703, and a bus interface.

[00140] The processor 701 may be responsible for bus architecture management and general
processing. The memory 703 may store data that the processor 701 uses when performing an
operation.

[00141] In this embodiment of this disclosure, the network device 700 may further include a
computer program stored in the memory 703 and capable of running on the processor 701.
[00142] 1In an embodiment of this disclosure, the following is implemented when the
computer program is executed by the processor 701: transmitting configuration information for
a power saving mode (for example, a first power saving mode and a second power saving
mode), where the configuration information includes one or more parameters corresponding to
the power saving mode, and further, the configuration information may further include value(s)
of the parameter(s).

[00143] In FIG. 7, a bus architecture may include any number of interconnected buses and
bridges, and specifically connect together various circuits of one or more processors
represented by the processor 701 and a memory represented by the memory 703. The bus
architecture may further connect various other circuits such as a peripheral device, a voltage
regulator, and a power management circuit. These are all well known in the art, and therefore

are not further described in this embodiment of this disclosure. The bus interface provides an
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interface. The transceiver 702 may be a plurality of elements, including a transmitter and a
receiver, and provides units configured to communicate with various other apparatuses over a
transmission medium.

[00144] The network device provided in this embodiment of this disclosure can perform the
foregoing method embodiment, with a similar implementation principle and similar technical
effects. Details are not repeated herein in this embodiment.

[00145] Method or algorithm steps described in combination with the content disclosed in
this disclosure may be implemented by hardware, or may be implemented by a processor by
executing a software instruction. The software instruction may include a corresponding
software module. The software module may be stored in a RAM, a flash memory, a ROM, an
EPROM, an EEPROM, a register, a hard disk, a removable hard disk, a CD-ROM, or a storage
medium of any other form known in the art. For example, a storage medium is coupled to the
processor, so that the processor can read information from the storage medium and write
information into the storage medium. Certainly, the storage medium may be a component of the
processor. The processor and the storage medium may be included in an ASIC. In addition, the
ASIC may be included in a core network interface device. Certainly, the processor and the
storage medium may exist in the core network interface device as discrete components.

[00146] A person skilled in the art should be aware that in the foregoing one or more
examples, functions described in this disclosure may be implemented by hardware, software,
firmware, or any combination thereof. When implemented by software, these functions may be
stored in a computer-readable medium or transmitted as one or more instructions or code in the
computer-readable medium. The computer-readable medium includes a computer storage
medium and a communications medium, where the communications medium includes any
medium that enables a computer program to be transmitted from one place to another place.
The storage medium may be any usable medium accessible to a general-purpose or special-
purpose computer.

[00147] The objectives, technical solutions, and beneficial effects of this disclosure are
further described in detail in the foregoing specific embodiments. It should be understood that
the foregoing descriptions are merely specific embodiments of this disclosure, and are not

intended to limit the protection scope of this disclosure. Any modification, equivalent
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replacement, improvement, or the like made based on the technical solutions in this disclosure
shall fall within the protection scope of this disclosure.

[00148] A person skilled in the art should understand that the embodiments of this disclosure
may be provided as a method, a system, or a computer program product. Therefore, the
embodiments of this disclosure may be hardware-only embodiments, software-only
embodiments, or embodiments with a combination of software and hardware. Moreover, the
embodiments of this disclosure may use a form of a computer program product that is
implemented on one or more computer-usable storage media (including but not limited to a disk
memory, a CD-ROM, an optical memory, and the like) that include computer usable program
code.

[00149] The embodiments of this disclosure are described with reference to the flowcharts
and/or block diagrams of the method, the device (system), and the computer program product
according to the embodiments of this disclosure. It should be understood that computer program
instructions may be used to implement each process and/or each block in the flowcharts and/or
the block diagrams, or a combination of a process and/or a block in the flowcharts and/or the
block diagrams. These computer program instructions may be provided to a general-purpose
computer, a special-purpose computer, an embedded processor, or a processor of another
programmable data processing device to generate a machine, so that the instructions executed
by the computer or the processor of the another programmable data processing device generate
an apparatus for implementing a specified function in one or more processes in the flowcharts
and/or in one or more blocks in the block diagrams.

[00150] These computer program instructions may alternatively be stored in a computer-
readable memory that can instruct the computer or another programmable data processing
device to work in a specific manner, so that the instructions stored in the computer-readable
memory generate an artifact that includes an instruction apparatus. The instruction apparatus
implements a specified function in one or more processes in the flowcharts and/or in one or
more blocks in the block diagrams.

[00151] These computer program instructions may alternatively be loaded onto a computer
or another programmable data processing device, so that a series of operations and steps are

performed on the computer or the another programmable device, thereby generating computer-
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implemented processing. Therefore, the instructions executed on the computer or the another
programmable device provide steps for implementing a specified function in one or more
processes in the flowcharts and/or in one or more blocks in the block diagrams.

[00152] Apparently, a person skilled in the art may make various changes and variations to
the embodiments of this disclosure without departing from the spirit and scope of this
disclosure. Therefore, this disclosure is intended to cover the changes and variations provided
that the changes and variations of the embodiments of this disclosure fall within the scope of

the claims of this disclosure or equivalent technologies thereof.
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CLAIMS

1. A method for power saving mode switching, applied to a terminal, comprising:

switching the terminal from a first power saving mode to a second power saving mode
when an event for power saving mode switching occurs.

2. The method according to claim 1, wherein after the switching the terminal from a first
power saving mode to a second power saving mode, the method further comprises:

reporting to a network side that the terminal has switched to the second power saving
mode.

3. The method according to claim 1, wherein an event for power saving mode switching
occurs comprises one or more of the following:

that a wake-up signal WUS is detected, wherein the WUS indicates that the terminal needs
to monitor a physical downlink control channel PDCCH in a running period of a connected
discontinuous reception CDRX on duration timer, wherein the WUS is received in the first
power saving mode, and the WUS is associated with the PDCCH in the running period of the
on duration timer;

that a connected discontinuous reception—inactivity timer CDRX-inactivity timer is
started;

that scheduled information carried in a target PDCCH is not received within predetermined
time in an active bandwidth part BWP;

that the terminal receives a paging message associated with the terminal;

that a WUS received by the terminal indicates that the terminal needs to monitor a
corresponding paging message, wherein the WUS is received in the first power saving mode,
and the WUS is before a paging occasion PO;

that a WUS received by the terminal indicates that the terminal needs to monitor a
corresponding paging message, and a paging message received is associated with the terminal,
wherein both the WUS and the paging message are received in the first power saving mode, and
the WUS is before a paging occasion PO;

that the terminal does not receive scheduled information carried in a PDCCH within
predetermined time in radio resource control RRC connected state;

that the terminal enters an idle state or an inactive state from an RRC connected state;

32



that the terminal enters an RRC connected state from an idle state or an inactive state;

that the terminal detects an initial signal from a new radio unlicensed NRU system;

that the terminal has transmitted information carried in a random access channel RACH;

that the terminal determines to transmit information carried in a RACH;

that the terminal has transmitted a scheduling request SR; and

that the terminal determines to transmit an SR.

4. The method according to claim 1, further comprising:

skipping performing power saving mode switching on the terminal when an event for
power saving mode switching does not occur.

5. The method according to claim 4, wherein the no occurrence of a power saving mode
switching event comprises one or more of the following:

that no WUS is detected, wherein the WUS indicates that the terminal does not need to
monitor PDCCH in a running period of a CDRX on duration timer, the WUS is received in the
first power saving mode, and the WUS is associated with the PDCCH in the running period of
the on duration timer;

that a CDRX-inactivity timer is not started;

that scheduled information carried in a target PDCCH is received within predetermined
time in an active BWP;

that the terminal receives no paging message;

that the terminal receives a paging message not associated with the terminal;

that a WUS received by the terminal does not indicate the terminal to monitor a
corresponding paging message;

that the terminal receives no WUS for indicating the terminal to monitor a corresponding
paging message;

that a WUS received by the terminal indicates the terminal to monitor a corresponding
paging message, but a paging message received is not associated with the terminal,

that the terminal is in an RRC connected state and receives scheduled information carried
in a PDCCH within predetermined time;

that the terminal detects no initial signal from an NRU system;

that the terminal is not to transmit information carried in a RACH; and
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that the terminal is not to transmit an SR.

6. The method according to claim 1, wherein before the switching the terminal from a first
power saving mode to a second power saving mode when an event for power saving mode
switching occurs, the method further comprises:

receiving configuration information for a power saving mode from a network side,
wherein

the configuration information comprises one or more parameters corresponding to the
power saving mode.

7. The method according to claim 6, wherein the configuration information further
comprises value(s) of the parameter(s) corresponding to the power saving mode.

8. The method according to claim 6, wherein

the configuration information comprises one or more of the following:

a first field, wherein a value of the first field corresponds to one or more first parameters,
and the first parameter is associated with power consumption of the terminal,

a second field, wherein a value of the second field corresponds to one or more second
parameters, and the second parameter is associated with a power saving mode or a power
saving level of the terminal; and

a third field, wherein the third field comprises one or more bit strings, a value of each bit
string corresponds to one third parameter, and the third parameter is associated with power
consumption of the terminal.

9. The method according to claim 8, wherein the value of the first field further corresponds
to a value of the first parameter;

and/or,

the value of the second field further corresponds to a value of the second parameter;

and/or,

the value of the third field further corresponds to a value of the third parameter.

10. The method according to claim 8, wherein the first parameter, the second parameter, or
the third parameter comprises one or more of the following:

the number of transmit antennas or transmit channels;

the number of receive antennas or receive channels;
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uplink component carriers that are activated simultaneously;

downlink component carriers that are activated simultaneously;

a time gap between a physical downlink control channel PDCCH and a physical downlink
shared channel PDSCH scheduled by the PDCCH;

a time gap between a PDSCH and an acknowledgment ACK or a negative
acknowledgment NACK;

a time gap between a PDCCH and a physical uplink shared channel PUSCH scheduled by
the PDCCH;

a delay for PDSCH processing;

a delay for PUSCH preparation;

the maximum number of downlink multiple-input multiple-output MIMO layers; and

the maximum number of uplink MIMO layers.

11. The method according to claim 10, wherein the first parameter, the second parameter,
or the third parameter further comprises one or more of the following:

an index of a configured control resource set CORESET;

an index of a configured search space;

a PDCCH monitoring periodicity;

a PDCCH monitoring offset;

PDCCH monitoring duration;

an identity ID of a BWP;

a maximum uplink transmission rate;

a maximum downlink transmission rate;

a discontinuous reception DRX cycle;

a bandwidth of a bandwidth part BWP;

the number of channel state information CSI reports simultaneously processed by the
terminal;

the number of beam management reports simultaneously processed by the terminal;

the number of measurement resources simultaneously received or processed by the
terminal;

a delay associated with CSI report; and
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a delay associated with beam management report.

12. A method for power saving mode configuration, applied to a network device,
comprising:

transmitting configuration information for a power saving mode, wherein

the configuration information comprises one or more parameters corresponding to the
power saving mode.

13. The method according to claim 12, wherein the configuration information further
comprises value(s) of the parameter(s) corresponding to the power saving mode.

14. The method according to claim 12, wherein after transmitting configuration
information for a power saving mode, the method further comprises:

receiving indication information from a terminal, wherein the indication information
indicates that the terminal has performed power saving mode switching.

15. The method according to claim 12, wherein

the configuration information comprises one or more of the following:

a first field, wherein a value of the first field corresponds to one or more first parameters,
and the first parameter is associated with power consumption of a terminal;

a second field, wherein a value of the second field corresponds to one or more second
parameters, and the second parameter is associated with a power saving mode or a power
saving level of a terminal; and

a third field, wherein the third field comprises one or more bit strings, and a value of each
bit string corresponds to one third parameter, and the third parameter is associated with power
consumption of a terminal.

16. The method according to claim 15, wherein the value of the first field further
corresponds to a value of the first parameter;

and/or,

the value of the second field further corresponds to a value of the second parameter;

and/or,

the value of the bit string further corresponds to a value of the third parameter.

17. The method according to claim 15, wherein the first parameter, the second parameter,

or the third parameter comprises one or more of the following:
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the number of transmit antennas or transmit channels;

the number of receive antennas or receive channels;

uplink component carriers that are activated simultaneously;

downlink component carriers that are activated simultaneously;

a time gap between a PDCCH and a PDSCH scheduled by the PDCCH;

a time gap between a PDSCH and an ACK or a NACK;

a time gap between a PDCCH and a PUSCH scheduled by the PDCCH;

a delay for PDSCH processing;

a delay for PUSCH preparation;

the maximum number of downlink MIMO layers; and

the maximum number of uplink MIMO layers.

18. The method according to claim 17, wherein the first parameter, the second parameter,
or the third parameter further comprises one or more of the following:

an index of a configured CORESET;

an index of a configured search space;

a PDCCH monitoring periodicity;

a PDCCH monitoring offset;

PDCCH monitoring duration;

an ID of a BWP;

a maximum uplink transmission rate;

a maximum downlink transmission rate;

a discontinuous reception DRX cycle;

a bandwidth of a BWP;

the number of CSI reports simultaneously processed by the terminal;

the number of beam management reports simultaneously processed by the terminal;

the number of measurement resources simultaneously received or processed by the
terminal;

a delay associated with CSI report; and

a delay associated with beam management report.

19. A terminal, comprising:
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a processing module, configured to switch the terminal from a first power saving mode to
a second power saving mode when an event for power saving mode switching occurs.

20. A network device, comprising:

a transmission module, configured to transmit configuration information for a power
saving mode, wherein

the configuration information comprises one or more parameters corresponding to the

power saving mode.
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